2004 jeep grand cherokee serpentine belt diagram

On the Jeep Grand Cherokee, one v-ribbed serpentine belt, also called a fan belt, runs the
alternator, power steering and air conditioner as applicable. Most V8 and later 6-cylinder models
have an auto-adjusting belt tensioner system. The manufacturer recommends checking the
serpentine belt every 7, miles or 6 months for potential replacement due to normal wear. Find
the belt tensioner pulley. The tensioner pulley is generally between the crankshaft and a
component toward the top of the hood area. Check the belt routing so you know how to replace
the belt. You may be able to find a belt routing diagram on a decal on the fan shroud or in
support documentation. Otherwise, make you own sketch for reference. Rotate the belt
tensioner pulley, using the wrench, to and relieve tension on the belt. Use your belt routing
diagram to put the new belt onto all of the pulleys. Pay close attention to the water pump pulley,
as incorrect routing can cause the water pump to run backwards and overheat. Make sure the
belt is correctly routed and seated on all pulleys. Rotate the tensioner again to allow for the belt
to slip onto all pulleys and then release the tensioner again to regain correct tension on the belt.
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Step 1 Find the belt tensioner pulley. Step 2 Check the belt routing so you know how to replace
the belt. Step 3 Rotate the belt tensioner pulley, using the wrench, to and relieve tension on the
belt. Step 4 Slip off the old belt and slowly release the tensioner pulley. Step 5 Use your belt
routing diagram to put the new belt onto all of the pulleys. Things You'll Need Replacement belt
Wrench set. For some older 6-cylinder models, the belt tension system is different. On these
models, change the tension on the belt by loosening the two power steering bolts on the side of
the power steering pump, then turn the adjustment bolt below the pump counter-clockwise to
release tension on the belt. Follow the above steps for replacement using this alternate system.
Can't find the correct diagram for the serpentine belt. Do you. This label is located in the engine
compartment. Belt tension is not adjustable. Belt adjustment is maintained by an automatic
spring load belt tensioner. Disconnect negative battery cable from battery. Rotate belt tensioner
until it contacts its stop. Remove belt, then slowly rotate the tensioner into the freearm position.
Check condition of all pulleys. If not, the engine may overheat due to the water pump rotating in
the wrong direction Fig. Install new belt Fig. Route the belt around all pulleys except the idler
pulley. Rotate the tensioner arm until it contacts its stop position. Route the belt around the
idler and slowly let the tensioner rotate into the belt. Make sure the belt is seated onto all
pulleys. With the drive belt installed, inspect the belt wear indicator Fig. If the measurement
exceeds this specification replace the serpentine accessory drive belt. Images Click to enlarge.
Was this answer. Please login or register to post a reply. Related Serpentine Belt Diagram
Content. We have collected many popular serpentine belt timing belt and timing chain diagrams
which show the routing of the belts and chains along with the marks to set the camshaft
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