2005 dodge durango belt diagram

Inspect all pulleys and make sure the clean and not damaged. Slip the belt off and slowly
release the tensioner. Show more show less. I need a diagram for replacing the drivebelt in my
dodge durango. Dodge ram engine diagram further dodge dakota engine diagram besides 4 7
liter dodge engine diagram as well as dodge dakota parts diagram also dodge 4 7l engine
diagram moreover dodge 4 7 engine diagram as well dodge ram 4 7 engine diagram further 5 9
liter dodge engine diagram also dodge stratus engine diagram together with dodge 5 2 engine
diagram also dodge 4 7 engine. To remove the belt rotate the tensioner pulley creating slack on
the belt. Answered by a verified dodge mechanic. We use cookies to give you the best possible
experience on our website. I have a dodge durango 47 l v8 4x4. Category people blogs. This
dodge durango belt diagram is for model year with v8 47 liter engine and serpentine. On the
idler pully there is a square notch use a 12 pull handel in the square notch to release the spring
pressure and remove belt then reinstall the same waythe routing diagram is usally on the
hoodhope this helps you. You should see it when you open the hood. Serpentine belt diagram
or route for a dodge ram 57l v8 hemi answered by a verified dodge mechanic. This particular
picture dodge ram 57 hemi serpentine belt. From the thousand photos on the net about dodge
durango engine diagram we choices the best series together with greatest resolution just for
you all and this images is usually considered one of images selections within our ideal pictures
gallery regarding dodge durango engine diagramim hoping you will want it. I need a serpentine
belt routing diagram for a dodge caliber with a 20 l engine. Mobile users click here to view
diagram. Is your dodge durango overheating duration. Fits years 2 wheel and 4 wheel drive.
Posted by admin on january 27 Serpentine belt diagram for dodge durango. Serpentine belt
diagram for dodge durango this dodge durango belt diagram is for model year with v8 47 liter
engine and serpentine. I need to know how to put a new surpintine belt on my dodge durango
with the 57 liter hemi. If it is not there all chrysler dodge and plymouth minivans from to at least
used the same 33l engine setup so find someone with one and look for the diagram where i
described. To install the belt route the belt using the diagram above. Dodge Durango Parts
Partsgeek Com. Hemi Belt Diagram Wiring Diagrams. Posting Komentar. Need the belt routing
schematics for a 47 l dodge pickup. Bagikan Artikel ini. Langganan: Posting Komentar Atom.
Iklan Atas Artikel. Iklan Tengah Artikel 1. Iklan Tengah Artikel 2. Iklan Bawah Artikel. About
Contact Privacy Policy Disclaimer. Ordered a fuel pump for my wife? Got it PDQ at a price below
dealership price! The part I ordered was exactly what I needed. Received it then installed it in
less than 15 mins. I will say, I like the vehicle diagrams that are laid out online. Makes for
selecting the c Thank you! I had been looking for a part for me Jeep for a month at various auto
parts stores. Finally, came to this site and they not only had the part I I was looking for, but also
a detailed dia I ordered an OEM part my dealer said was on indefinite national backorder. Not
only did MoparPartsGiant. Great experience with description, price and delivery. Shipped quick
and was as described. Great product. View by Part Description. Right [D5]. Add To Cart. Right
[J3]. Right [J1]. Left [D5]. Left [J3]. Left [J1]. Require Quantity: 2. Parts like Seat Belts, Third Row
are shipped directly from authorized Mopar dealers and backed by the manufacturer's warranty.
Parts fit for the following vehicle options. Engine: 6 Cyl 3. Our Customers Reviews
CheerfulGuppy Award Winning Customer Service. Ordered a fuel pump for my wife? Got it PDQ
at a price below dealership price! The part I ordered was exactly what I needed. Received it then
installed it in less than 15 mins. I will say, I like the vehicle diagrams that are laid out online.
Makes for selecting the c Thank you! I had been looking for a part for me Jeep for a month at
various auto parts stores. Finally, came to this site and they not only had the part I I was looking
for, but also a detailed dia I ordered an OEM part my dealer said was on indefinite national
backorder. Not only did MoparPartsGiant. Great experience with description, price and delivery.
Shipped quick and was as described. Great product. Diagram 1 of 1 : Exhaust Exhaust
System,3. View by Part Description. Require Quantity: 4. Add To Cart. Fitting Vehicle Options:
EV0. Fitting Vehicle Options: 1 - Lt. Replaced By: AE. Require Quantity: 2. Dynomax Cat Back
Single Exhaust. Require Quantity: 3. Fitting Vehicle Options: EZ0. Fitting Vehicle Options: EK0.
Parts like Exhaust System are shipped directly from authorized Mopar dealers and backed by
the manufacturer's warranty. Parts fit for the following vehicle options. Engine: 6 Cyl 3. Our
Customers Reviews CheerfulGuppy Award Winning Customer Service. Quick Links Download
this manual. Table of Contents. Previous Page. Next Page. Dodge stratus sedan automobile
owner's manual pages. Dodge stratus coupe automobile owner's manual pages. Dodge neon
srt4 automobile owner's manual pages. It is supplemented by a Warranty Information Booklet
and various customer oriented documents. You are urged to read these publications carefully.
Save this label for a convenient record of your vehicle identification number and optional
equipment. Any modifications or alterations to this vehicle could seriously affect its
roadworthiness and safety and may lead to an accident resulting in serious injury or death. The
keys for your new vehicle are enclosed in a plastic bag with a bar code label affixed to the front.

The bar code can be used to order duplicate keys from your dealer or a locksmith. If the vehicle
is moving 5 mph or more, then all the transmitter buttons are disabled for all keys. Page 11
consists of programming a blank key to the vehicle electronics. A blank key is one which has
never been programmed and needs to be cut. Customer Key Programming You can program
new keys to the system if you have two valid keys by doing the following Page Ignition
Accessory Delay Feature NOTE: The steering wheel will lock when the key is removed, and the
steering wheel is turned around degrees clockwise or 65 degrees counterclockwise from the
center position. For personal security and safety in the event of an accident, lock the vehicle
doors as you drive as well as when you park and leave the vehicle. When leaving the vehicle
always remove the key from the ignition lock, and lock your vehicle. Page Child Protection Door
Lock 3. Insert the key into the ignition. Within 10 seconds, cycle the key from the OFF position
to the ON position four times ending in the ON position do not start the engine. When the
system on a door is engaged, that door can only be opened by using the outside door handle
even if the inside door lock is in the unlocked position. The transmitter need not be pointed at
the vehicle to activate the system. Release both buttons at the same time. Opening a door with
the Security Alarm activated will cause the alarm to sound. If the desired programming was not
achieved or to reactivate this feature, repeat the above steps. Flash Lamps with Lock
Programming 1. Panic mode will not disarm the security system on vehicles so equipped. Page
23 2. Fasten your seat belt Fastening the seatbelt will cancel any chiming that may confuse you
during this program- ming procedure. Place the key into the ignition. Turn the ignition to the ON
position Do not start the engine. If the key fob is equipped with a screw, remove the screw. With
the transmitter buttons facing down, use a flat blade to pry the two halves of the transmitter
apart. Make sure not to damage the elastomer seal during removal. After all the doors are
locked and closed the security light in the instrument cluster will flash rapidly to signal that the
system is arming. To open the liftgate, pull out on the outside handle and lift. There is a single
opening and closing switch on the passenger doors for passenger window control. This feature
can be turned off by your authorized dealer. If you will be carrying children too small for
adult-size seat belts, your seat belts or the LATCH feature refer to the Child Restraint section in
this manual , can be used to hold infant and child restraint systems. Please pay close attention
to the information in this section. But in a colli- sion, the belt will lock and reduce the risk of
your striking the inside of the vehicle or being thrown out. It is extremely dangerous to ride in a
cargo area, inside or outside of a vehicle. Enter the vehicle and close the door. Sit back and
adjust the seat. The seat belt latch plate is above the back of the front seat, next to your arm in
the rear seat. The lap portion could ride too high on your body, possibly causing internal
injuries. Always buckle your belt into the buckle nearest you. Always wear the lap belt as low as
pos- sible and keep it snug. Push in on the anchorage release button to release the anchorage,
and then move it up or down to the position that serves you best. Page Seat Belt Pretensioners
When sitting in this seating location, ensure the seatback is fully engaged with the seatback
latch by pushing rearward on the center seatback until you hear a click that signals latch
engagement. Automatic Locking Mode To convert from the normal emergency locking mode to
the automatic locking mode, grasp the shoulder belt portion and pull all of the webbing out of
the retractor. A chime will sound immediately once the feature has toggled. If during this time
the ignition switch is turned out of the ON position or the timer expires, programming mode will
be cancelled. Programming mode will be cancelled after the feature has toggled with the seat
belt still buckled or if the ignition switch is turned to the lock position or 10 seconds after the
feature has toggled. Using a seat belt extender when not needed can increase the risk of injury
in a collision. Only use the seat belt extender when the lap belt is not long enough when it is
worn low and snug, and in the recommended seating positions. Page 39 the instrument panel,
above the glove compartment. NOTE: The front airbags are certified to the Federal regulations
that allow less forceful deployment. The front airbags have a multistage inflator design. This
may allow the airbag to have different rates of inflation that are based on collision severity and
occupant size. Window bags also work with seat belts to improve occupant protection. Page 41
4. If your vehicle has window bags, do not lean against the door or window, airbags will inflate
forcefully into the space between you and the door. If the airbag system in this vehicle needs to
be modified to accommodate a disabled person, contact the Customer Center. These include all
of the items listed above except the steering wheel and column, and knee bolsters. If the key is
in the OFF position, in the ACC position, or not in the ignition, the airbags are not on and will
not inflate. Page 45 adult passenger is properly seated in the front passen- ger seat. In this
case, the air bag is ready to be inflated if a collision requiring an airbag occurs. For almost all
properly installed rear facing child re- straints, the PAD indicator light will be illuminated
indicating that the front passenger airbag is turned off and will not inflate. In this case, the OCS
has classified the occupant of the seat as an adult. An adult occupant needs to sit in a normal

position with their feet on or near the floor in order to be properly classified. Once the lodged
object is removed, the fault will be automatically cleared after a short period of time. When the
ORC with side impact option detects a collision requiring the window bags to inflate, it signals
the inflators on the crash side of the vehicle. This does not mean something is wrong with the
airbag system. You could be injured if the airbag system is not there to protect you. Do not
modify the components or wiring, including adding any kind of badges or stickers to the
steering wheel hub trim cover or the upper right side of the instrument panel. NOTE: If the
speedometer, tachometer or any engine related gauges are not working, the airbag control module may also be disabled. The airbags may not be ready to inflate for your protection. Page 53
may be released for incorporation in aggregate crash databases, such as those maintained by
the US govern- ment and various states. Data of a potentially sensitive nature, such as would
identify a particular driver, ve- hicle, or crash, will be treated confidentially. Confidential data
will not be disclosed by DaimlerChrysler Corpora- tion to any third party except when: 1. Every
state in the United States and all Canadian provinces require that small children ride in proper
restraint systems. An airbag deployment could cause severe injury or death to infants in this
position. Never allow a child to put the shoulder belt under an arm. Page 57 around the child
restraint so that it is not necessary to use a locking clip. The cinching latch plate will keep the
belt tight, however, any seat belt system will loosen with time, so check the belt occasionally
and pull it tight if necessary. For some older child restraints, many child restraint manufacturers
offer add-on tether strap kits or retro-fit kits. You are urged to take advantage of all the available
attachments provided with your child restraint in any vehicle. Not all child restraint systems will
be installed as described here. Next attach the lower hooks or connectors over the top of the
anchorage bars, pushing aside the seat cover material. Then attach the tether strap to the
anchor- age located on the back of the seat, being careful to route the tether strap to provide the
most direct path between the anchor and the child restraint. Page 61 it tight if necessary. If the
seat belt has an automatic locking retractor, it will have a distinctive label. Pull the belt from the
retractor until there is enough to allow you to pass through the child restraint and slide the latch
plate into the buckle. Page 63 Child Restraints in Third Row Seating If Equipped The third
seating row is not capable of installing child restraints that require the use of a tether strap.
There are no tether anchor provisions for the third seating row in your vehicle, the hooks in the
rear floor are not designed to withstand the forces that may occur during a crash. An incorrectly
anchored tether strap could lead to seat failure and injury to the child. In a collision, the seat
could come loose and allow the child to crash into the inside of the vehicle or other passengers,
or even be thrown from the vehicle. Page Safety Tips A new engine may consume some oil
during its first few thousand miles of operation. This is a normal part of the break-in and is not
an indication of difficulty. Exhaust gases contain carbon monoxide, an ex- tremely toxic gas
that by itself is colorless and odorless. Damaged parts must be replaced immediately. Do not
disassemble or modify the system. Seat belt assemblies must be replaced after an accident if
they have been damaged bent retractor, torn webbing, etc. Also, if gasoline fumes are detected,
the cause should be located and corrected. Page 71 Headlight Delay Page 73 Electrical Power
Outlets A two-point pivot system allows for horizontal and vertical adjustment of the mirror.
Annoying headlight glare can be reduced by moving the small control under the mirror to the
night position toward rear of truck. To avoid damage to the mirror during cleaning, never spray
any cleaning solution directly onto the mirror. Apply the solution onto a clean cloth and wipe
the mirror clean. To adjust a mirror, turn the control wand toward the left or right mirror
positions indicated. Tilt the control wand in the direction you want the mirror to move. Vehicles
and other objects seen in the right side convex mirror will look smaller and farther away than
they really are. Relying too much on your right side mirror could cause you to collide with
another vehicle or other object. Use your inside mirror when judging the size or distance of a
vehicle seen in the right side mirror. This feature is controlled by the inside mirror and can be
turned off by pressing the button at the base of the inside mirror. You can enter any four-digit
pin number. You will not need to remember this pin number after the initial pairing process. The
phone number that you enter must be of valid length and combination. For example, is nine
digits long, which is not a valid phone number - the closest valid phone number has ten digits.
Use of long names helps the voice recognition and is recom- mended. For example, say Robert
Smith or Robert instead of Bob. Page 85 After you are finished editing an entry in the
phonebook, you will be given the opportunities to edit another entry in the phonebook, call the
number you just edited, or return to the main menu. Phonebook Edit can be used to add another
phone number to a name entry that already exists in the phonebook. Page 87 Answer or Reject
an Incoming Call - Call Currently in Progress If a call is currently in progress and you have
another incoming call, you will hear the same network tones for call waiting that you normally
hear when using your cell phone. Your cell phone is recom- mended to remain in Bluetooth on

mode. Lift the lever and move the seat to the desired position. Release the bar to lock the seat
into position. Using body pressure, move forward and rearward on the seat to be sure the seat
adjusters have latched. To recline, lean forward slightly before lifting the lever, then push back
to the desired position and release the lever. Pull up or push down on the restraints so that the
upper edge is as high as practical, at least to the level of the ears. The top switch controls the
seatback recline adjustment. With the ignition switch in the RUN position, depressing the
heated seat switch rocker to its momentary High or Low position provides power to the heated
seat element and maintains the requested temperature setting. The seatback can now be folded
into the down position for use as a cargo floor, or the seat can now be tumbled forward to allow
access to the rear of the vehicle. Continue raising the lever to release the floor latches to tumble
the seat. After folding the third row seat, unsnap the flipper panel on the third row seatback and
flip it forward on the backs of the second row seats. NOTE: The seat belt buckles are hinged to
fold with the seat back. Do not sit in the third row seat unless the cushion and back are properly
engaged. The seat belt buckles are hinged and fold with the seatbacks. To Achieve Maximum
Cargo Capacity Pull the release handles and strap on the second row seats and fold flat. The
seatback s will not move unless prop- erly engaged. Please refer to the 8-way power seat
description. Page Self-Limiting Control 3. To disable another transmitter linked to either
memory position, repeat steps for each transmitter. The Easy Exit Easy Entry feature may be
enabled or later disabled by a qualified DaimlerChrysler service representative. Page Then push
the safety latch lever to the left. It is located between the grille and hood opening right of the
center. To prevent possible damage, do not slam the hood to close it. Use a firm downward
push at the center front edge of the hood to ensure that both latches engage. Page Interior
Lights Interior Lights Courtesy and dome lights are turned on when the front doors are opened,
when the dimmer control rotating wheel on the right side of the switch is rotated to the second
upward detent position, or when the UNLOCK button is pressed on the key fob. If the headlights
are turned on and left on for 8 minutes while the ignition is off, the exterior lights will
automatically turn off. Page Headlights, Parking Lights, Panel Lights Headlights, Parking Lights,
Panel Lights When the headlight switch is rotated to the first position to the right, the parking
lights, taillights, side marker lights, license plate light and instrument panel lights are all turned
on. The headlights will turn ON when the switch is rotated to the second position. Fog Lights
â€” If Equipped The foglights are turned ON by placing the headlight rotary control in the
parking light, headlight, or Auto position and pressing the fog light button. Page Turn Signals
Turn Signals Move the lever up or down to signal a right-hand or left-hand turn. Windshield
Wipers The wipers and washers are operated by a switch in the multifunction control lever.
Page Windshield Washers with a variable pause between cycles, desirable. For maximum delay
between cycles, rotate the control knob into the upper end of the delay range. The delay interval
decreases as you rotate the knob until it enters the LO continual speed position. The delay can
be regulated from a maximum of about 15 seconds between cycles, to a cycle every 2 seconds.
It will then resume the intermittent interval previously selected. If the washer knob is pushed,
for a period greater than 1 second, while in the OFF position, the wiper will wipe approximately
three wipes, after the wash knob is released. This will occur even if you used the switch to turn
the system OFF. Tilting the steering column while the vehicle is moving is dangerous. Without a
stable steering col- umn, you could lose control of the vehicle and have an accident. Adjust the
column only while the ve- hicle is stopped. Page Adjustment Adjustment 1. Position the driver
seat so that you are at least 10 inches mm away from the airbag located in the center of the
steering wheel. Fasten and adjust the seatbelts. Move the adjustable pedal switch, located to
the left of the steering column near the parking brake release, up to move the pedals toward the
driver or down to move the pedals away from the driver. The controls are mounted on the
steering wheel. Leaving the Speed Control ON when not in use is dangerous. You could
accidentally set the system to cause it to go faster than you want. You could lose control and
have an accident. Your vehicle could go too fast for the conditions, and you could lose control.
An accident could be the result. Both lights illuminate as courtesy lights when a door is opened,
when the dimmer control is rotated to the courtesy light position fully upward position , or when
the UNLOCK button is pressed on the Remote Keyless Entry transmitter, if so equipped. This
display mode becomes less sensitive to instantaneous changes in fuel consumption as the
number of total vehicle miles since the last reset increases. Drive carefully under such
conditions to prevent an accident and possible per- sonal injury or property damage. The CAL
symbol will turn off and the compass will function normally. Compass Variance is the difference
between magnetic north and geographic north. The last vari- ance zone number will be
displayed. Page For additional information on HomeLink , call 1â€”â€” â€”, or on the internet at
www. A moving garage door can cause injury to people and pets in the path of the door. People
or pets could be seriously or fatally injured. It is also recom- mended that a new battery be

placed in the hand-held transmitter of the device being programmed to HomeLink for quicker
training and accurate transmis- sion of the radio-frequency signal. Your motorized door or gate
will open and close while you are training the Universal Transceiver. Do not train the transceiver
if people or pets are in the path of the door or gate. A moving door or gate can cause serious
injury or death to people and pets or damage to objects. Page Using Homelink If you live in
Canada or you are having difficulties programming a gate operator by using the Program- ming
procedures regardless of where you live , replace Programming HomeLink step 3 with the
following: NOTE: If programming a garage door opener or gate operator, it is advised to unplug
the device during the cycling process to prevent possible overheating. Press and hold the
desired HomeLink button. Do NOT release the button. Pressing the open end of the rocker
switch once moves the panel to a comfort stop position short of full opening. Pressing and
holding the switch causes the panel to continue moving rearward, up to the full-open position.
Never leave children in a vehicle, with the keys in the ignition switch. Occupants, particularly
unat- tended children, can become entrapped by the power sunroof while operating the power
sunroof switch. Such entrapment may result in serious injury or death. Page Sunroof
Maintenance the rear windows open, open the front and rear windows together to minimize the
buffeting. If the buffeting occurs with the sunroof open, adjust the sunroof opening to minimize
the buffeting or open any window. Sunroof Maintenance Use only a nonabrasive cleaner and a
soft cloth to clean the glass panel. Cup Holders The Durango has 8 cupholders. Four are
located in the center console, two are located in the second row armrest, and two are located in
the right hand quarter panel for third row occupants. To avoid damage to the roof rack and
vehicle, do not exceed the maximum roof rack load capacity. Always distribute heavy loads as
evenly as possible and secure the load appropriately. Long loads which extend over the
windshield, such as wood panels or surfboards, should be secured to both the front and rear of
the vehicle. To close the dividers, detach the netting at the top, pull on the release latch and
push the dividers down to the closed position. Push the organizer to the right and lift out of the
vehicle. Page Climate Controls Fuel Gage The fuel gauge shows level of fuel in tank when
ignition switch is in the ON position. See page for more information. Temperature Gage The
temperature gage indicates engine coolant temperature. Driving with a hot engine cooling
system could damage your vehicle. If the temperature light is on, safely pull over and stop the
vehicle. Idle the vehicle in neutral with the air conditioner turned off until the light turns off.
Page Liftgate Open The Gate Open light will illuminate when the liftgate is not properly closed.
Security Light This light will flash rapidly for approximately 15 seconds when the vehicle theft
alarm is arming. The light will flash at a slower speed continuously after the alarm is set. The
security light will also come on for about three seconds when the ignition is first turned on. Trip
Odometer The trip odometer shows individual trip mileage. Transmission Temperature Indicator
This light indicates that there is excessive transmission fluid temperature that might occur with
severe usage such as trailer towing. If this light comes on, stop the vehicle and run the engine
at idle or faster, with the transmission in NEUTRAL until the light goes off. If the parking brake
is applied, the light will flash when the gear position is out of park for automatic transmissions.
If brake failure is indicated, immediate repair is neces- sary. Prolonged driving with the MIL on
could cause damage to the engine control system. It also could affect fuel economy and
driveability. If the MIL is flashing, severe catalytic converter damage and power loss will soon
occur. Immediate service is required. Holding the button in resets the trip odometer reading. To
stop the scan function, press the button a second time. Many radio stations do not currently
broad- cast PTY information. The display will show the disc number, the track number, and
index time in minutes and seconds. Play will begin at the start of track 1. This feature plays the
selections on the compact disc in random order to provide an interesting change of pace.
Multisession discs may contain combinations of normal CD audio tracks and computer files
including MP3 files. ID3 version 2 is not supported by the radios. Pressing the button within the
first ten seconds plays the previous file. Press the INFO button once more to return to elapsed
time priority mode. Press the top of the button to search up and the bottom of the button to
search down. Holding the TUNE button causes the radio to bypass channels until the button is
released. Pressing a pre-set memory button during a music type scan, will call up the memory
channel and stop the search. Page Radio Operation The right hand control is a rocker type
switch with a push button in the center. Pressing the top of the switch will increase the volume
and pressing the bottom of the switch will decrease the volume. The button located in the
center of the right hand control will switch modes to Radio or CD. If you press the switch up or
down twice it plays the second track, three times, it will play the third, etc. This condition may
be lessened or eliminated by relocating the cellular phone antenna. This condition is not
harmful to the radio. NOTE: To improve your selection choices, the system allows you to
operate at intermediate positions between the major modes. These intermediate positions are

iden- tified by the small dots and give an even blend of both modes. This feature gives improved
comfort during sunny but cool conditions. Heat Floor Outside air flows primarily through the
floor out- lets located under the instrument panel. A small amount of air is directed through the
defrost and side window demister outlets. Floor mode in the front will give you floor in the rear.
Based on the sensor input, the system will auto- matically control comfort by varying the
temperature, fan speed, and mode. This maintains a comfortable tempera- ture, even under
changing conditions. Pressing the fan speed button or any mode button places the system into
manual operation. While in manual operation there are six fan speeds available and the choice
of any mode. It will not operate in Mix, or Defrost modes. The recirculation symbol will flash
three times indicating recirculation is not available in these modes. NOTE: If the interior of the
windows begin to fog, press the recirculate button to return to outside air. This dehumidifies the
air to help dry the windshield. Each of these outlets can be individually adjusted to direct the
flow of air. Moving the air vane knobs on the outlets to one side will shut off the airflow. Interior
fogging on the windshield can be quickly removed by selecting the defrost mode. Regular
cleaning of the inside of the windows with a non-filming cleaning solution vinegar and water
works very well will help prevent contaminates cigarette smoke, perfumes, etc. Pressing the
rotating switch inward activates the rear window washer. Rotating the switch will enable one of
five intermittent delay times for the rear wiper. When the vehicle is restarted, the wiper will
resume operation. Rear Window Defrosting A push-button type switch is located in the climate
control panel. Page Snowplow Waiting a few seconds between such intervals will protect the
starter from overheating. Page Normal Starting Normal Starting Normal Starting of either a warm
or cold engine is obtained without pumping or depressing the accelerator pedal. If the engine
fails to start within 10 seconds, turn the key to the OFF position, wait 5 seconds, then repeat the
starting procedure. Never pour fuel or other flammable liquid into the throttle body air inlet
opening in an attempt to start the vehicle. This could result in flash fire causing serious
personal injury. After Starting The idle speed is automatically controlled on fuel injected
engines and will decrease as the engine warms up. Remember to disconnect the cord before
driving. Damage to the volt electrical cord could cause electrocution. The selector lever is
mounted on the right side of the steering column. To drive, move the selector lever from Park or
Neutral to the desired drive position. Your vehicle could move and injure you and others if it is
not completely in P Park. Check by trying to move the gearshift lever back and forth without
first pulling the lever toward you, after you have set it in P Park. Engine may be started in this
range. Set the parking brake if you must leave the vehicle. NOTE: If the vehicle is started in
extremely cold tem- peratures, the transmission may not shift into Overdrive and will
automatically select the most desirable gear for operation at this temperature. Normal operation
will resume when the transmission fluid temperature has risen to a suitable level. Page
performance and reduce the potential for transmission overheating or failure due to excessive
shifting. Shifts into Overdrive 4th gear are allowed during steady cruise for improved fuel
economy and automatic closed-throttle downshifts to 3rd gear for improved braking will occur
during steady braking. This condition is normal and will not cause damage to the transmission.
The torque converter will refill within five seconds of shifting from Park into any other gear
position. Page or illuminates during driving, it means that the 4WD system is not functioning
properly and that service is required. Always engage the parking brake when powering down
the vehicle if the Service 4WD light is illuminated. Not engaging the parking brake may allow the
vehicle to roll which may cause personal injury. Forces the front and rear wheels to rotate at the
same speed. Additional traction for loose, slippery road surfaces only. NOTE: If any of the
requirements to select a new transfer case position have not been met, the transfer case will not
shift. The indicator light will flash and the current transfer case position will be maintained. To
retry a selection, turn the control knob back to the current This feature provides the safety,
security, and convenience of operating in all-wheel drive at all times regardless of road
conditions. When additional traction is required, the 4LOCK and 4LO positions can be used to
lock the front and rear driveshafts together through the transfer case inter-axle differential and
force the front and rear wheels to rotate NOTE: Do not attempt to make a shift while only the
front or rear wheels are spinning. You or others could be injured if you leave the vehicle
unattended with the transfer case in the Neutral N position without first fully engaging the
parking brake. The transfer case Neutral N position disengages both the front and rear
driveshafts from the powertrain and will allow the vehicle to move regardless of the
transmission position. In this situation a position indicator light will flash and the original
position indicator light will remain ON. While still rolling, rotate the transfer case control switch
to the desired position. After the position indicator light has stopped flashing, shift the
transmission back into gear. Alternate Procedure 1. Bring the vehicle to complete stop. Page Be
sure the parking brake is firmly set when parked and the gear-shift lever is in PARK position.

When parking on a hill you should apply the Parking Brake before placing the gear shift lever in
PARK; otherwise the load on the transmission locking mechanism may make it difficult to move
the selector out of PARK. Also be certain to leave an automatic transmission in Park. Failure to
do so may cause the vehicle to roll and cause damage or injury. The pump motor makes a low
humming noise during operation, which is normal. When the light is illuminated, the Anti- Lock
Brake system is not functioning. The least amount of accelerator pedal pressure to main- tain
the rocking motion without spinning the wheels or racing the engine is most effective. Tires
designed to this standard have the tire size molded into the sidewall beginning with the section
width. The letter P is absent from this tire size designation. Tires with white sidewalls will have
the full TIN including date code located on the white sidewall side of the tire. Steps for
Determining Correct Load Limit 1. Overloading of your tires is dangerous. Overloading can
cause tire failure, affect vehicle handling, and increase your stopping distance. Use tires of the
recommended load capacity for your vehicle. Never overload them. Page Tire Inflation
Pressures 2. Economyâ€” Improper inflation pressures can cause uneven wear patterns to
develop across the tire tread. These abnormal wear patterns will reduce tread life resulting in a
need for earlier tire replacement. Underinflation also increases tire rolling resistance and results
in higher fuel consumption. Do not make a visual judgement when determining proper inflation.
Radial tires may look properly inflated even when they are under inflated. After inspecting or
adjusting the tire pressure al- ways reinstall the valve stem capâ€”if equipped. This will prevent
moisture and dirt from entering the valve stem, which could damage the valve stem. Page Tire
Pressures for High Speed Operation The manufacturer advocates driving at safe speeds within
posted speed limits. Where speed limits or condi- tions are such that the vehicle can be driven
at high speeds, maintaining correct tire inflation pressure is very important. Combining radial
ply tires with other types of tires on your vehicle will cause your vehicle to handle poorly. The
instability could cause an accident. Al- ways use radial ply tires in sets of four or 6, in case of
trucks with dual rear wheels. Page Limited Use Spare - If Equipped Do not install a wheel cover
or attempt to mount a conventional tire on the compact spare wheel, since the wheel is
designed specifically for the compact spare. Because of the reduced ground clearance, do not
take your vehicle through an automatic car wash with the The limited use spare tires are for
emergency use only. Installation of this limited use spare tire affects vehicle handling. Keep
inflated to the cold tire inflation pressure listed on either your tire placard or limited use spare
tire and wheel assembly. When the indicators appear in 2 or more adjacent grooves, the tire
should be replaced. Many states have laws requiring tire replacement at this point. Some
combinations of unapproved tires and wheels may change sus- pension dimensions and
performance characteris- tics, resulting in changes to steering, handling, and braking of your
vehicle. Page Supplemental Tire Pressure Information Improper alignment will not cause vehicle
vibration. Vibration may be a result of tire and wheel out-of- balance. Proper balancing will
reduce vibration and avoid tire cupping and spotty wear. Tire chain use is permitted only on the
rear tires of Durango trucks. For these reasons, they wear at unequal rates and tend to develop
irregular wear pat- terns. These effects can be reduced by timely rotation of tires. The routine
use of pre- Engines mium gasoline is not recommended. Page Reformulated Gasoline and
durability for your vehicle. We recommend the use of gasolines that meet the WWFC
specifications if they are available. Gasolines blended with MMT reduce spark plug life and
reduce emission system performance. This is an indication that the gas cap is properly
tightened. Make sure that the gas cap is tightened each time the vehicle is refueled. A fire may
result if gasoline is pumped into a portable container that is inside of a vehicle or on a truck
bed. Damage to the fuel system or emission control system could result from using an improper
fuel tank filler tube cap gas cap. A poorly fitting cap could let impurities into the fuel system.
Using leaded gasoline can impair engine performance, damage the emission control system.
Carbon monoxide CO in exhaust gases is deadly. They contain carbon monox- ide, a colorless
and odorless gas which can kill. Never run the engine in a closed area, such as a garage, and
never sit in a parked vehicle with the engine running for an extended period. Damage to the
catalytic converter can result if your vehicle is not kept in proper operating condition. In the
event of engine malfunction, particularly involv- ing engine misfire or other apparent loss of
perfor- mance, have your vehicle serviced promptly. Contin- ued operation of your vehicle with
a severe malfunction could cause the converter to overheat, resulting in possible damage to the
converter and The load must be distributed in the cargo area so that the GAWR of each axle is
not exceeded. Each axle GAWR is determined by the component in the system with the lowest
load carrying capacity axle, springs, tires, or wheels. Page Trailer Towing after the vehicle has
been weighed both in its curb weight condition, and in its loaded and ready for operation
condition. Improper towing can lead to an injury accident. Loads balanced over the wheels or
heavier in the rear can cause the trailer to sway severely side to side which will cause loss of

control of vehicle and trailer. Do not cut or splice any wiring to the brake circuits. Trailer and
Tongue Weight Gross Trailer Weight GTW means the maximum allow- able weight of the trailer
plus the weight of all cargo and equipment loaded on the trailer when in actual under Your
vehicle may be factory equipped for safe towing of trailers over 2, lbs. Such devices are
commonly required by state law. Trailer Tow Wiring The Trailer Tow Package includes a 4 and 7
pin wiring harness located at the rear underbody of the vehicle. Snowplows, winches, and other
aftermarket equip- ment should not be added to the front end or your vehicle. The airbag crash
sensors may be affected by the change in the front end structure. Towing the vehicle with the
transmission in Neutral can cause severe transmission damage. Removal of the drive- shaft for
towing is not recommended since this allows transmission fluid to leak out. Shifts into and out
of transfer case Neutral N can take place with the selector switch in any mode position. Repeat
steps 9 and 10 with the transmission in Drive D. Turn ignition key to the unlocked OFF position.
Shift automatic transmission into Park P. Attach vehicle to tow vehicle with tow bar. NOTE:
Items 1 through 5 are requirements that must be met prior to depressing the Neutral N selection
button, and must continue to be met until the 4 seconds elaspes Page 3. Turn the ignition key to
the ON position without starting the engine. Depress brake pedal. Shift automatic transmission
to Neutral N. Using the point of a ballpoint pen or similar object, depress the recessed transfer
case Neutral N button for 1 second. The bumper face bar will be damaged. Press the flasher
switch and all front and rear directional signals will flash intermittently. Press the switch a
second time to turn off the emergency flashers. A fire may result if gasoline is pumped into a
portable container that is in a vehicle or on a truck bed. You could be burned. Always place gas
contain- ers on the ground while filling. Remove the gas cap slowly to prevent fuel spray from
the filler neck which may cause injury. The jack is secured in place with a winged stud and a
fixed stud. Remove the rubber plug from the floor in the cargo area. Engage the jack wrench
extension to the spare tire winch through the hole in the floor. Getting under a jacked-up vehicle
is dangerous. The vehicle could slip off the jack and fall on you. You could be crushed. Never
get any part of your body under a vehicle that is on a jack. Never start or run the engine while
the vehicle is on a jack. For example, if the right front wheel is being changed, block the left rear
wheel. Page the tire as posssible with the drive tubes extending to the rear. Connect the jack
tube extension and wheel wrench. Raising the vehicle higher than necessary can make the
vehicle unstable and cause an accident. It could slip off the jack and hurt someone near it.
Raise the vehicle only enough to remove the tire. If acid splashes in eyes or on skin, flush the
con- taminated area immediately with large quantities of water. Page 4. Connect one end of a
jumper cable to the positive terminal of the booster battery. Connect the other end of the same
cable to the positive terminal of the discharged battery. Do not permit vehicles to touch each
other as this could establish a ground connection and personal injury could result. Any
procedure other than above could result in: 1. Personal injury caused by electrolyte squirting
out the battery vent; 2. Personal injury or property damage due to battery explosion; 3. Damage
to charging system of booster vehicle or of immobilized vehicle. Tow hooks are for emergency
use only, to rescue a vehicle stranded off road. Do not use tow hooks for tow truck hookup or
highway towing. You could damage your vehicle. Page Engine Compartment 3. Page Engine
Compartment 4. Page Engine Compartment 5. This system monitors the performance of the
emissions, engine, and automatic transmission control systems. When these systems are
operating properly, your vehicle will provide excellent performance and fuel economy, as well
as engine emis- sions well within current government regulations. Press the odometer reset
button to turn the message off. If the problem persists, the message will appear the next time
the vehicle is started. Page Replacement Parts 4. As soon as you turn your key to the ON
position, you will see your MIL symbol come on as part of a normal bulb check. Approximately
15 seconds later, one of two things will happen: a. The MIL light will blink for approximately 5
sec- onds and then remain on until the first engine crank or the key is turned off. Service
manuals are available which include detailed service information for your vehicle. Refer to these
manuals before attempting any procedure yourself. The best time to check the engine oil level is
about 5 minutes after a fully warmed up engine is shut off or before starting the engine after it
has sat overnight. Overfilling or underfilling the crankcase will cause oil aeration or loss of oil
pressure. This could dam- age your engine. Frequency Of Oil Change Road conditions and your
style of driving affect the interval at which your oil should be changed. Page Dusty Conditions
Driving through dust-laden air increases the problems of keeping abrasive materials out of the
engine. Under these conditions, special attention should be given to the engine air cleaner and
the crankcase inlet air cleaner. The crankcase ventilation system should also be checked
periodically. Refer to your engine oil filler cap for the recommended engine oil viscosity for your
vehicle. For information on engine oil filler cap location, see the Engine Compartment
illustration in this section. Lubricants which do not have both, the engine oil certi- fication mark

and the correct SAE viscosity grade num- ber should not be used. Use a filter of this type for
replacement. The quality of replacement filters varies considerably. Only high quality filters
should be used to assure most efficient service. Mopar Engine Oil Filters are a high quality oil
filter and are recommended. When replacing plugs, do not overtighten. You could damage them
and cause them to leak. Ignition Cables Replace the ignition cables 5. Page Catalytic Converter
Catalytic Converter The catalytic converter requires the use of unleaded fuel only. Leaded
gasoline will destroy the effectiveness of the catalyst as an emission control device. Under
normal operating conditions, the catalytic con- verter will not require maintenance. However, it
is im- portant to keep the engine properly tuned to assure proper catalyst operation and prevent
possible catalyst damage. You will never have to add water, nor is periodic maintenance
required. Battery posts, terminals, and related accessories con- tain lead and lead compounds.
Always wash hands after handling the battery. To determine the battery charge, check the
battery test indicator if equipped on top of the battery. Refer to the illustration. Some
unapproved refrigerants are flammable and can explode, injuring you. Other unapproved
refrigerants or lubricants can cause the system to fail, requiring costly repairs. Refer to Section
3 of the Warranty Information book for further warranty information. Fluid level should be
checked on a level surface and with the engine off to prevent injury from moving parts and to
insure accurate fluid level reading. Do not overfill. Use only manufacturers recommended power
steering fluid. If necessary, add fluid to restore to the proper indicated level. When performing
other underhood services, the hood latch, release mechanism and safety catch should be
cleaned and lubricated. The external lock cylinders should be lubricated twice a year, preferably
in the fall and spring. Commercially available windshield washer solvents are flammable. They
could ignite and burn you. Care must be exercised when filling or working around the washer
solution. After the engine has warmed, operate the defroster for a few minutes to reduce the
possibility of smearing or freezing the fluid on the cold windshield. Exhaust gases can injure or
kill. They contain carbon monoxide CO which is colorless and odorless. Breathing it can make
you unconscious and can eventually poison you. To avoid breathing CO, fol- low the preceding
safety tips. Cooling System Inspection Check engine coolant antifreeze protection every You or
others can be badly burned by hot coolant or steam from your radiator. Heat causes pressure to
build up in the cooling system. To prevent scalding or injury, do not remove the pres- sure cap
when the system is hot or under pressure. Page Emission Related Components D. Make sure
that the radiator and coolant bottle over- flow hoses are not kinked or obstructed. It is mandatory to replace all clamps that have been loosened or removed during service. Page Brake
Master Cylinders The fluid level in the master cylinders should be checked whenever the vehicle
is serviced, or immediately if the brake system warning light is on. If necessary, add fluid to
bring level to the full mark on the side of the reservoir of the brake master cylinder. Do not allow
a petroleum-base fluid to contaminate the brake fluid. Seal damage may result. Brake Hoses
Inspection should be performed whenever the brake system is serviced or at intervals specified.
Inspect hy- draulic brake hoses for surface cracking, scuffing or worn spots. Page 1. Operate
the engine at idle speed and normal operating temperature. The vehicle must be on level
ground. Fully apply the parking brake and press the brake pedal. Place the gear selector
momentarily in each gear position ending with the lever in P Park. Do not add fluid until the
temperature is elevated enough to produce an accurate reading. Check for leaks. Release
parking brake. To prevent dirt and water from entering the transmission after checking or
replenishing fluid, make certain that the dipstick cap is properly reseated. Page Transfer Case
fluid leaks. The use of transmission sealers should be avoided, since they may adversely affect
seals. Transfer Case Inspect the transfer case for fluid leaks. If a fluid leak is evident the
transfer case fluid level may be low. Have the transfer case serviced immediately. Chemicals
that make roads passable in snow and ice, and those that are sprayed on trees and road
surfaces during other seasons, are highly corrosive to the metal in your vehicle. Do not use
abrasive or strong cleaning materials such as steel wool or scouring powder, which will scratch
metal and painted surfaces. Never use an abrasive type cleaner. Use caution when cleaning
inside rear windows equipped with electric defrosters or windshields equipped with a
windshield wiper de-icer. Pressing the I. Interior Fuses The fuse block contains blade-type
mini-fuses, relays, and circuit breakers for high-current circuits. It is located in the left kick
panel. S 10 Amp Red Remove the two bolts attaching the headlight to the inner fender panel.
Remove one nut that attaches the headlight to the inner fender panel. Access to the nut is
possible by removing the fender panel access door which is located in the wheel liner. Twist
and remove socket from lamp. Remove bulb from socket and replace. Take care not to touch the
bulb with your fingers. Body oils from your fingers could cause excessive heat build-up which
reduces bulb life. Rotate the light to the outboard side of the vehicle and remove. Unlock and
remove electrical connector. Remove the three screws holding the bulb strip to the back of the

tail lamp. Remove the bulb strip from the tail light lens. Remove bulbs from bulb strip by pulling
the bulb straight out. Remove the two screws securing the lens to the liftgate. Page Center
High-Mounted Stoplight 2. Pull bulb from socket. Remove two screws securing stoplight
housing assem- bly to the liftgate. Pull bulb straight from socket to remove. Fog Lights 1. Pull
bulb off of connector. NOTE: For foglights ensure that the takeout push- fasteners are relocated
back in their positions; These, and all other maintenance services included in this manual,
should be done to provide best vehicle performance and reliability. It is for vehicles that are
operated under the conditions that are listed below and at the beginning of the schedule. Where
time and mileage are listed, follow the interval that occurs first. NOTE: Under no circumstances
should oil change in- tervals exceed miles 10 km or 6 months whichever comes first. Page Miles
Kilometers Change engine oil and engine oil filter, or at 3 months whichever comes first. Rotate
tires. Change rear axle fluid. Change front axle fluid 4X4. Inspect engine air cleaner filter,
replace if neces- sary. Check transfer case fluid level 4X4. Inspect brake linings. Page Miles
Kilometers Drain and refill automatic transmission fluid, change filter 3. This applies only if your
ve- hicle is used for police, taxi, fleet, or frequent trailer towing. Drain and refill automatic
transmission fluid and change main sump filter 4. This ap- plies only if your vehicle is used for
police, taxi, fleet, or frequent trailer towing. Flush and replace engine coolant, if not replaced at
60 months. Inspect engine air cleaner filter, replace if necessary. Replace spark plugs. Inspect
and replace ignition cables if neces- sary 5. This applies only if your vehicle is used for police,
taxi, fleet, or fre- quent trailer towing. Drain and refill automatic transmission fluid and change
main sump filter and spin-on cooler return filter if equipped. Inspect engine air cleaner filter,
replace as neces- sary. Flush and replace engine coolant at 60 months, if not replaced at , miles
km. Page Miles Kilometers [Months] Change engine oil and engine oil filter. Inspect PCV valve,
replace as necessary. Drain and refill tranfer case fluid 4X4. Flush and replace engine coolant at
months, if not replaced at , miles km. You can be badly injured working on or around a motor
vehicle. Do only that service work for which you have the knowledge and the right equipment. If
you have any doubt about your ability to perform a service job, take your vehicle to a competent
me- chanic. Take your warranty folder. All work to be performed may not be covered by the
warranty, discuss additional charges with the service manager. Warranty service must be done
by an authorized Chrysler, Dodge, or Jeep dealer. We strongly recommend that you take your
vehicle to you selling dealer. They know you and your vehicle best, and are most concerned
that you get prompt and high quality service. Customer Center P. Page Warranty Information U.
Vehicles Only They will help you keep your vehicle operating at its best. Visa, Mas- tercard,
American Express, and Discover orders are ac- cepted. If you prefer mailing your payment,
please call for an order form. Page Axle Lubrication Page Points to Remember Page Turn Signal
Page Instrument Cluster Page Schedule A Page Radio Broadcast Signals Page Shoulder Belts
Page Hitches This manual is also suitable for: hb durango. Print page 1 Print document pages.
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