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Also See for Sierra Owner's manual - pages Owner's manual - pages. Instrument Panel.
Instrument Panel Cluster. Heated Front Seats. Power Lumbar Front Seats. Driver and Front
Passenger. Safety Belt Reminder. Automatic Dimming Rearview Mirror with. Automatic Climate
Control System. Manual Climate Control System. Rear Seat Entertainment System. Steering
Wheel Controls OnStar. Please read this information and your. Owner Manual to ensure an
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booklet in your Owner Manual portfolio for easy reference. Cruise Control. Power Folding
Mirrors. Power Camper-Type Mirrors. Automatic Headlamp Controls. Content Theft-Deterrent
System. Memory Positions for Driver's Seat and. Memory Settings for Your Vehicle. Fuel
Information. Previous Page. Next Page. Please read this information and your Owner Manual to
ensure an outstanding ownership experience. Note that your vehicle may not include all the
Dome Lamp Button H. Exterior Lamp Controls Transmission only if equipped R. Air Outlets I.
Audio System if equipped D. Page 3 See Section 3 of your Owner Manual. The controls are
located on the driver and front pas- senger door panels. When on, the automatic interior
dimming rearview mirror automatically dims to the proper level to minimize glare from lights
The sunroof button used to operate the sunroof is located in the front overhead console. Fuel
Range This mode shows the range in miles that the vehicle can travel with the current amount
of fuel. It is important to become familiar with them, as they alert you to various vehicle
operating conditions. Page 19 Notes This manual is also suitable for: Sierra denali Sierra denali
Print page 1 Print document 20 pages. Cancel Delete. Sign In OR. Don't have an account? Sign
up! Restore password. Upload from disk. Upload from URL. Also See for Sierra Denali Manual 20 pages. Quick Links Download this manual See also: Manual. Table of Contents. Seats and
Restraint Systems Features and Controls Starting and Operating Your Vehicle. Instrument Panel
Warning Lights, Gages, and Indicators. Driving Your Vehicle Your Driving, the Road, and Your
Vehicle. Service and Appearance Care Windshield Wiper Blade Replacement. Maintenance
Schedule Customer Assistance and Information Customer Assistance and Information.
Previous Page. Next Page. A good place to quickly locate information about the Keep this
manual in the vehicle, so it will be there if it is vehicle is the Index in the back of the manual.
This safety There are a number of safety cautions in this book. Symbols are shown along with
Notice: These mean there is something that could the text describing the operation or
information damage your vehicle. Page 5 These are some examples of symbols that may be
found on the vehicle Power Seats Raise or lower the front of the seat by raising or lowering the
forward edge of the control. Raise or lower the rear of the seat by raising or lowering the rear
edge of the control. Page 9: Power Lumbar Power Lumbar Your vehicle may have a memory
function which allows seat settings to be saved and recalled. See Memory Seat on page for
more information. Heated Seats You can increase or decrease lumbar support If your vehicle is
equipped in an area of the lower Page Reclining Seatbacks Reclining Seatbacks The low setting
warms the seatback and cushion until the seat temperature is near body temperature. The
medium and high settings heat the seatback and seat Your vehicles front seatbacks have a
recline feature. You will be able to feel heat in about two minutes. Even if you buckle up, your
safety belts can not do their job when you are reclined like this. The shoulder belt can not do its
job. In a crash, you could go into it, receiving neck or other injuries. Page Head Restraints Head
Restraints To tilt the head restraint forward, grasp the top of the restraint and move it forward
until you hear a click. It will then be locked into that position until you need to move it again.
Pulling it forward past the last position will allow the restraint to return to the upright position.
Page 13 To fold the rear seat, do the following: To return the seat to the passenger position do
the following: 1. Pull up on the strap loop at the rear of the 1. Lift the seatback up and push it
rearward all seat cushion. In a belts properly. It also tells you some things you should collision,
people riding in these areas are more not do with safety belts. Page Why Safety Belts Work Why
Safety Belts Work A few crashes are mild, and some crashes can be so serious that even
buckled up, a person would not When you ride in or on anything, you go as fast as survive. But
most crashes are in between. In many of it goes. Page 16 Put someone on it. Get it up to speed.
Then stop the vehicle. The rider does not stop. Page 17 The person keeps going until stopped
by something. In or the instrument panel You could be â€” whether you are wearing a safety
belt or not. But you can unbuckle a safety belt, even if you are upside down. This part is only for
people of adult size. You may be an excellent driver, but if you are in an Be aware that there are
special things to know about accident â€” Page 20 3. Pick up the latch plate and pull the belt
across you. To make the lap part tight, pull down on the buckle Do not let it get twisted. The
shoulder belt may lock if you pull the belt across you very quickly. Page 21 The lap part of the
belt should be worn low and snug on the hips, just touching the thighs. In a crash, this applies
force to the strong pelvic bones. And you would be less likely to slide under the lap belt. If you
slid under it, the belt would apply force at your abdomen. Page 22 What is wrong with this? In a

crash, you would move forward too much, which could increase injury. The shoulder belt is too
loose. It will not give nearly as much protection this way. Page 23 What is wrong with this? In a
crash, the belt would go up over your abdomen. The belt forces would be there, not at the pelvic
bones. Page 24 What is wrong with this? The belt would be much too high. In a crash, you can
slide under the belt. The belt force would then be applied at the abdomen, not at the pelvic
bones, and that could cause serious or fatal injuries. Page 25 What is wrong with this? In a
crash, your body would move too far forward, which would increase the chance of head and
neck injury. Also, the belt would apply too much force to the ribs, which are not as strong as
shoulder bones. Page 26 What is wrong with this? In a crash, you would not have the full width
of the belt to spread impact forces. Like all occupants, they are more likely to be seriously
injured if they do not wear safety belts. To unlatch the belt, just push the button on the buckle.
The belt should go back out of the way. The rear seat passenger positions have lap-shoulder
belts. Here is how to wear one properly. Page 29 2. Push the latch plate into the buckle until it
clicks. Pull up on the latch plate to make sure it is secure. When the shoulder belt is pulled out
all the way, it will lock. If it does, let it go back all the way and start again. Page 31 2. Place the
guide over the belt and insert the 3. The guide must be on top of the belt. But if a safety belt is
not long enough, your dealer will order you an extender. It is free. When you go in to order it,
take the heaviest coat you will wear, so the extender will be long enough for you. If possible, an
older child should wear a Older Children lap-shoulder belt and get the additional restraint a
shoulder belt can provide. The shoulder belt should not cross the face or neck. Infants and
Young Children Everyone in a vehicle needs protection! This includes infants and all other
children. A baby does not weigh much â€” until a crash. During a crash a baby will become so
heavy it is not possible to hold it. Airbags plus lap-shoulder belts offer protection for adults and
older children, but not for young children and infants. Page 38 For most basic types of child
restraints, there are many different models available. If it is, the restraint will have a label saying
that it meets federal motor vehicle The body structure of a young child is quite safety standards.
Page Child Restraint Systems Child Restraint Systems A rear-facing infant seat B provides
restraint with the seating surface against the back of the infant. The harness system holds the
infant in place and, in a crash, An infant car bed A , a special bed made for use in a acts to keep
the infant positioned in the restraint. Some with surfaces such as T-shaped or shelf-like shields.
Page 41 When choosing a child restraint, be sure the child How do child restraints work? If it is,
it will have a label saying that it meets federal motor A child restraint system is any device
designed for vehicle safety standards. For it to work, a top strap must be properly anchored to
the vehicle. Some top strap-equipped child restraints are designed for use with or without the
top strap being anchored. In addition to the rear outboard position, raise the head restraint and
route top strap anchors, each seating position has a fabric loop the top strap through the fabric
loop on the seatback. Instead, it uses vehicle anchors and child restraint attachments to secure
the restraints. Page 47 A. Lower Anchorage A. Lower Anchorage B. Lower Anchorage C. If you
want to secure a child restraint in a rear seating position, be sure to study the instructions that
came with your child restraint to see if there is enough room to secure your seat properly. Page
50 4. Pull the rest of the shoulder belt all the way out of 5. To tighten the belt, push down on the
child restraint, the retractor to set the lock. A rear A child in a rear-facing child restraint can be
seat is a safer place to secure a forward-facing child seriously injured or killed if the right front
restraint. Page 52 There is no top strap anchor at the right front seating 2. Put the child restraint
on the seat. Do not secure a child seat in this position 3. Page 53 5. Pull the rest of the shoulder
belt all the way out of 6. Page Airbag System 7. Push and pull the child restraint in different If
the on indicator is still lit, secure the child in the child directions to be sure it is secure. See
Airbag Readiness Light on page for more information. Anyone who is up against, or very close
to, Where Are the Airbags? Do not put anything between an occupant and an airbag, and do not
attach or put anything on the steering wheel hub or on or near any other This dust could cause
breathing problems Some components of the airbag module â€” Additional windshield
breakage may also occur from the Your vehicle has a passenger sensing system. The right front
passenger airbag. If this happens, turn the vehicle off and ask the person to place the seatback
in the fully upright position, then sit If the airbag readiness light in the instrument upright in the
seat, centered on the seat cushion, with the Vehicle You may want to consider not using seat
covers or other aftermarket equipment if your vehicle has the passenger Airbags affect how
your vehicle should be serviced. Changing or moving any parts of the front seats, Is there
anything I might add to the front or safety belts, the airbag sensing and diagnostic sides of the
vehicle that could keep the Look for any other loose or damaged safety belt system parts. Page
68 If you have had a crash, do you need new belts or If belts are cut or damaged, replace them.
After a very minor collision, nothing may be necessary. Page 69 Section 2 Features and
Controls Keys They could operate the power windows or other controls or even make the

vehicle move. The children or others could be badly injured or even killed. Page Remote
Keyless Entry System Remote Keyless Entry System Your vehicle has one double-sided key for
the ignition and all door Your keyless entry system operates on a radio locks as well as the
spare frequency subject to Federal Communications tire hoist lock, if equipped. This is normal
for any remote keyless entry system. Page 73 Battery Replacement Lock : Press this button
once to lock all of the doors. You entry transmitter should last about two years. Page 74 To
replace the battery in the keyless entry transmitter, 3. Align the covers and snap them together.
Resynchronize the transmitter. Check the operation of the transmitter. Resynchronization
Resynchronization may be necessary due to the security method used by this system. Press the
unlock side of the power lock switch once. You will hear one, two, three, or The following is the
list of available programming four chimes. The number of chimes tells you which options:
unlock mode is currently selected. Page Tailgate Tailgate 2. With the tailgate at a slight upward
angle, You can open the tailgate by lifting up on its handle pull back on the tailgate while pulling
the tailgate toward you. They can be overcome by the extreme heat and suffer permanent
injuries or even death from heat stroke. Never leave a child, a helpless adult, or a pet alone in a
vehicle, especially with the windows closed in warm or hot weather. Page Power Windows
Power Windows Express-Down Windows The driver and passenger windows also have an
express-down feature that allows the windows to be lowered without holding the switch. Press
down fully on the window switch, then release, to activate the express-down mode. This mode
can be canceled at any time by pulling up on the switch. Although your vehicle has a number of
theft-deterrent features, we know that nothing we put on it can make it When you close the
window, be sure the latch is impossible to steal. Page Testing The Alarm 3. Close all of the
doors. The security light should go off after the key. You can also turn off the alarm by pressing
approximately 30 seconds. If a correct key is not used or the Notice: Your vehicle does not need
an elaborate ignition lock cylinder is tampered with, fuel is disabled. Page Ignition Positions
Ignition Positions B Accessory : This position lets you use things like the radio and the
windshield wipers when the engine is off. Notice: Lengthy operation of features such as the
radio in the accessory ignition position may drain the battery and prevent your vehicle from
starting. Do not operate your vehicle in the accessory ignition position for a long period of time.
When Your vehicle is equipped with Starter Motor Control. Also, the coolant heater can help.
You will get easier starting and better fuel economy during engine warm-up. It is dangerous to
get out of your vehicle if the shift lever is not fully in PARK P with the There are several different
positions for your shift lever. The repairs would not be covered by your warranty. You can use
driving. You may want to shift the transmission to it on very steep hills, or in deep snow or mud.
All-Wheel Drive With this feature, engine power is sent to all four wheels all the time. Page
Parking Brake Parking Brake If the ignition is on when the parking brake is released, the brake
system warning light will go off. To set the parking brake, hold the regular brake pedal Notice:
Driving with the parking brake on can down with your right foot. Push down the parking
overheat the brake system and cause premature brake pedal with your left foot. It contains the
gas carbon monoxide CO , which you cannot see or smell. It can cause unconsciousness and
death. But if It can be dangerous to get out of your vehicle you ever have to, here are some
things to know. Find your current location and variance zone The automatic dimming mirror
function is turned number on the following zone map. To operate the automatic dimming mirror,
do the following: 1. Page Compass Calibration 3. Release the mirror compass windows. If CAL
is not displayed, push button. If this If the vehicle has the memory package, the outside
happens, you will need to reset the mirrors. Press the control with this symbol on the steering
wheel to make a phone call. Because of 1 this device may not cause interference, and the steps
involved, it may be helpful to have another 2 this device must accept any interference, including
person available to assist you in programming the interference that may cause undesired
operation of the Follow these steps to Release both buttons. The name and color of the button
may Programming vary by manufacturer. Canadian radio-frequency laws require transmitter
You will have 30 seconds to start Step 8. To open it press the button on the side and swing the
To open your glove box, pull the lever upward and pull console lid open. Page 3. Remove the
two bows by gently pushing them against the spring-loaded end. The two bows are labeled front
and rear to remind you of the order A. Back rail D. Front bow in which to reinstall them. Side rail
E. Page Sunroof 4. To add cargo to the Press the rear side of the box, remove all bows sunroof
control, located on and the back rail the overhead console, and stow them safely. To close the
sunroof, press and hold the front of the control. Page Vehicle Personalization Vehicle
Personalization To store the memory settings, do the following: 1. If your vehicle has this
feature, the controls for the 2. Or, if this feature is activated in the DIC, removing the key from
the ignition will move the seat to the Easy Exit Seat : This button is used to program exit
position. Page The main components of your instrument panel are the following: A. Dome Lamp

Override Button. See Dome Lamp J. Instrument Panel Fuse Block. See Instrument Panel
Override on page Fuse Block on page Headlamp Control. See Headlamps on page They To
sound the horn, press the center pad on the steering also let police know you have a problem.
Your front wheel. See Windshield Washer lever. Then move the steering wheel to a comfortable
on page To return to low-beam headlamps, pull the multifunction lever toward you. This can be
very useful This feature lets you use your high-beam headlamps to in light rain or snow. Turn
the band to choose the delay signal a driver in front of you that you want to pass. Page
Windshield Washer Windshield Washer Cruise Control Washer Fluid : There is a paddle marked
with the Off : This position windshield washer symbol at the top of the multifunction turns the
system off. The wipers will clear the window and then either stop or return to your preset speed.
So, do If you leave your cruise control on when you not use your cruise control on winding
roads are not using cruise, you might hit a button or in heavy traffic. Hold it there until you get
up to Suppose you set your cruise control at a desired speed the speed you want, and then
release the switch. Page Headlamps Using Cruise Control on Hills Headlamps How well your
cruise control will work on hills depends upon your speed, load and the steepness of the hills.
When going up steep hills, you may want to step on the accelerator pedal to maintain your
speed. When going downhill, you may have to brake or shift to a lower gear to keep your speed
down. Page Puddle Lamps Puddle Lamps Press the button to turn the fog lamps on while the
headlamps are on. Press the button again to turn them off. An indicator light will glow in the
button when Your vehicle is equipped with puddle lamps to help you the fog lamps are on. Page
Dome Lamps Dome Lamps Entry Lighting The dome lamps will come on when you open a door
Your vehicle is equipped with an illuminated entry and the dome override button is in the out
position. You can also turn the dome lamps on by turning When a door is opened, the dome
lamps and puddle the thumbwheel, located next to the exterior lamps lamps will come on if the
dome override button is in the Press the button to turn the cargo lamp on. Press the button
again to turn it off. An indicator light on the instrument panel cluster will illuminate when the
cargo lamp is turned on, and the ignition key is turned to RUN. Press the console. Lift up on the
door to access the outlet. The temperature can be adjusted even if the System system is turned
off. Page Manual Operation 2. Keep pressing the amount of outside air entering your vehicle.
The light on button until the desired mode appears on the display. The system will automatically
control the fan Your vehicle has air outlets located in the center and on speed if you select
defrost from AUTO mode. This part describes the warning lights and gages that When one of
the warning lights comes on and stays on may be on your vehicle. Page Instrument Panel
Cluster Instrument Panel Cluster Your instrument panel cluster is designed to let you know at a
glance how your vehicle is running. Your odometer shows how far your vehicle has been
driven, in either miles used in the United States Safety Belt Reminder Light or kilometers used
in Canada. Your panel cluster, which shows the airbag symbol. The rearview mirror has a
passenger airbag status indicator. Page Brake System Warning Light You can only drive for a
short time with the reading in either warning zone. If you must drive, turn off all unnecessary
accessories. Readings in either warning zone indicate a possible problem in the electrical
system. Have the vehicle serviced as soon as possible. Driving on when you start your with the
brake system warning light on can lead engine and may stay on for to an accident. Your vehicle
may be equipped with a transmission temperature gage. It also provides an indicator of how
hard your vehicle is working. Page Malfunction Indicator Lamp Malfunction Indicator Lamp
Notice: If you keep driving your vehicle with this light on, after awhile, your emission controls
may not work as well, your fuel economy may not Check Engine Light be as good, and your
engine may not run as smoothly. Find a safe place to park your vehicle. Programs If so, be sure
to fuel your vehicle with quality fuel. See Gasoline Octane on page You or others could be
burned. Check your oil as soon as possible and have your vehicle serviced. None of these
indicate a problem with the fuel gage. The DIC buttons, if equipped, are located on the steering
wheel. This mode shows mode shows the total number of hours the engine has the number of
gallons or liters of fuel used since the run. If your vehicle is not equipped with the operation,
this message will appear on the DIC. Check the oil level and correct it as changed. The battery
needs to be 10 seconds after resetting the change engine oil replaced in the transmitter. If this
message Stop and turn off the vehicle, check the door for appears, stop as soon as possible
and turn off the obstacles and close the door again. If the brake system warning light is not on,
you If the message is displayed immediately after starting still have brakes, but the
supplemental brake the vehicle or the message appears while driving, If this message message
will appear on the DIC. If this message appears, stop as soon as possible and turn off the
appears, stop and turn off the vehicle. To select your the feedback you receive when locking the
vehicle with preference for the feedback you will receive when the remote keyless entry
transmitter, press the select unlocking the vehicle with the remote keyless entry Choose one of

the available options and press the Choose one of the available options and press the
customization button while it is displayed on the DIC to Page Audio System S Audio System s If
you accidentally choose a language that you do not want or understand, press and hold the
customization button and the trip information button at the same Notice: Before adding any
sound equipment to time. The DIC will begin scrolling through the languages your vehicle, like a
tape player, CB radio, mobile in their particular language. Press and hold the MN button until the
correct minute appears on the display. The time can be set with the ignition on or off. In rare
cases, a radio station the time. Page To store an equalization setting to a preset station AUTO
EQ Automatic Equalization : Press this button perform the following: to enhance the audio
performance for different passengers in the vehicle. Tune to the preset station. The setting last
chosen will appear on the display when 2. Up to 12 PTYs 1. If display. Press this button to see
the message. The system is working properly. Press this pushbutton to go to up to 30 to 45
minutes long on each side. Press it again to return to playing speed. The appears on the display
and you hear a beep. The have played. The inactive tape or CD will appear on the display. If the
radio displays The RSE system is for rear seat passengers only. The an error message, write it
down and provide it to driver cannot safely view the video screen while your GM dealer when
reporting the problem. In information. Use the up, down, left, and right arrow buttons to move
the cursor around the DVD menu. After making a selection press the enter button. This button
only operates when playing a DVD. The DVD player will continue loading eject the disc. There is
not an eject button on the remote the disc and the player will automatically start, if the control.
Page Remote Control Buttons Set-up Menu : Press this button to adjust the color, tint,
brightness, contrast, display mode, and dynamic range compression. The dynamic range
compression feature can be used to reduce loud audio and increase low audio produced by
some DVDs. Audio : Press this button to display a menu that will only appear when a DVD is
being played. Page 1 through 0 Numeric Keypad : The numeric keypad Camera Angle : Press
this button to change provides you with the capability of direct chapter, camera angles on DVDs
that have this feature when a title, and track number selection. DVD is playing. The format and
content of this function will vary for each disc. There are settings in the 1. Remove the battery
compartment door located on black borders on the top display menu. The radio can also
communicate with the navigation system to broadcast announcements on traffic, weather, and
emergency alert communications. Page Notice: Loading CDs with adhesive labels will 3. Repeat
Step 2 until all CDs are loaded into all of damage the player. CHK CD Check : If this message
appears on the If any error occurs repeatedly or if an error cannot be display, it could be for one
of the following reasons: corrected, contact your GM dealer. The radio will only seek preset
stations with a strong signal that are in the selected band. When a cassette tape is playing,
press this button to play the other side of the tape. Cassette tapes should be stored in their
especially at night. Page Care Of Your Cds The cut tape detection feature of the cassette tape
Cassettes are subject to wear and the sound quality player may identify the cleaning cassette as
a damaged may degrade over time. Always make sure the cassette tape, in error. To prevent the
cleaning cassette from tape is in good condition before the tape player is being ejected, use the
following steps: serviced. To change the without being damaged. If the mast should ever
volume level, press and hold pushbutton 6 with the become slightly bent, straighten it out by
hand. Ask a passenger to help do things like this, or pull off the road in a safe place Your
Vehicle to do them yourself. These simple defensive driving techniques could save your life.
Page There is a gender difference, too. Women generally The body takes about an hour to rid
itself of the alcohol in have a lower relative percentage of body water one drink. No amount of
coffee or number of cold than men. Since alcohol is carried in body water, this showers will
speed that up. Drinking and then driving is very dangerous. First, you have to decide to push on
the brake pedal. Then you have to bring up your judgment can be affected by even a small foot
and do it. Some people drive in spurts â€” heavy acceleration followed by heavy braking â€”
rather than keeping pace with traffic. This is a Your vehicle has anti-lock brakes. ABS is an
advanced mistake. Your brakes may not have time to cool between electronic braking system
that will help prevent a hard stops. Page The anti-lock system can change the brake pressure
faster than any driver could. The computer is programmed to make the most of available tire
and road conditions. This can help you steer around the obstacle while braking hard. Let us say
the road is wet and you are driving safely. Suddenly, an animal jumps out in front of you. Page
Steering Tips Steering Tips Remember: Anti-lock does not change the time you need to get your
foot up to the brake pedal or always Driving on Curves decrease stopping distance. If you get
too close to the vehicle in front of you, you will not have time to apply It is important to take
curves at a reasonable speed. Page Steering In Emergencies Speed limit signs near curves
warn that you should adjust your speed. Of course, the posted speeds are based on good
weather and road conditions. Under less favorable conditions you will want to go slower. If you

need to reduce your speed as you approach a curve, do it before you enter the curve, while your
front wheels are straight ahead. For one thing, start your left lane change signal before moving
out following too closely reduces your area of vision, of the right lane to pass. Page Loss Of
Control Loss of Control If your vehicle starts to slide, ease your foot off the accelerator pedal
and quickly steer the way you want the vehicle to go. If you start steering quickly enough, Let
us review what driving experts say about what your vehicle may straighten out. Traffic lanes are
not Vehicle Off Paved Roads marked. Curves are not banked. There are no road signs. Page
Environmental Concerns Environmental Concerns Traveling to Remote Areas Off-road driving
can provide wholesome and satisfying It makes sense to plan your trip, especially when going
recreation. However, it also raises environmental to a remote area. Know the terrain and plan
your concerns. We recognize these concerns and urge every route. Off-road driving does
require some new and different When you are driving off-road, bouncing and driving skills. Page
Surface Obstacles: Unseen or hidden obstacles can Because you will be on an unpaved
surface, it is be hazardous. A rock, log, hole, rut or bump can startle especially important to
avoid sudden acceleration, you if you are not prepared for them. Often these sudden turns or
sudden braking. Driving safely on hills requires good judgment of those hills that is just too
steep to climb, descend or and an understanding of what your vehicle can and cross. This will
not work. Your vehicle If this happens, there are some things you should will roll backwards
very quickly and you could go do and there are some things you must not do. Will I be able to
maintain Heavy braking when going down a hill can vehicle control? Page Driving Across An
Incline from tilting and rolling over. Also, driving across an Am I likely to stall when going
downhill? This could cause a downhill slide or a rollover. It is much more likely to happen going
uphill. But if it happens going downhill, here is what to do. Page Stalling On An Incline What if I
am driving across an incline that is not too steep, but I hit some loose gravel and start to slide
downhill. What should I do? If you feel your vehicle starting to slide sideways, turn downhill.
This should help straighten out the vehicle and prevent the side slipping. You cannot accelerate
as quickly, turning is more difficult, and you will need longer braking Driving on frozen lakes,
ponds or rivers can be distances. Driving through rushing water can be After operation in mud
or sand, have the brake linings dangerous. Page No one can see as well at night as in the
daytime. But Keep your windshield and all the glass on your vehicle as we get older these
differences increase. A clean â€” inside and out. Glare at night is made much year-old driver
may require at least twice as much worse by dirt on the glass. Even if your windshield wiper
blades are in good shape, a heavy rain can make it harder to see road signs and traffic signals,
pavement markings, the edge of the road, and even people walking. There just is not a hard and
fast rule about hydroplaning. They will not work as well in a quick stop and may cause Notice: If
you drive too quickly through deep pulling to one side. Get a city map and plan your trip into an
unknown part of the city just as you would for a cross-country trip. Page Freeway Driving
Freeway Driving At the entrance, there is usually a ramp that leads to the freeway. If you have a
clear view of the freeway as you drive along the entrance ramp, you should begin to check
traffic. After driving for any distance trouble-free trip. Is the tread good enough for at higher
speeds, you may tend to think you are long-distance driving? Scan the road ahead and to the
sides. Check your mirrors and your instruments frequently. These parts can work hard on
mountain roads. The most important thing ignition off is dangerous. And, if you will be driving
under severe conditions, include a small bag of sand, a piece of old carpet or a couple of burlap
bags to help provide traction. Page Accelerate gently. Try not to break the fragile traction. If you
accelerate too fast, the drive wheels will spin and polish the surface under the tires even more.
Even though you have an anti-lock braking system, you will want to begin stopping sooner than
you would on dry pavement. You should probably stay with your vehicle unless you know for
sure that you are near help and you can hike through the snow. Page Run your engine only as
long as you must. This saves fuel. That is, push the accelerator slightly. This uses less fuel for
the heat that you get and it keeps the battery charged. If you spin the or Snow wheels too fast
while shifting your transmission back and forth, you can destroy your transmission. In order to
free your vehicle when it is stuck, you will For more information about using tire chains on your
need to spin the wheels, but you do not want to The hooks are provided at the front of your
vehicle. You may need to use them if you are stuck off-road and need to be pulled These hooks,
when used, are under a lot of to some place where you can continue driving. This weight is
called the vehicle capacity weight and includes the weight of all occupants, cargo and all
nonfactory-installed options. The planks must be inserted in the pickup Things you put inside
your vehicle can strike box depressions. It will tell you if a limit on how many people you carry
inside your your vehicle can carry a slide-in camper, how much of a vehicle. The recommended
location for the cargo A. It is the point B. This will tell you the loads on your axles. Page Towing
Towing Notice: Towing an all-wheel-drive vehicle with all four wheels on the ground, or even

with only two of its wheels on the ground, will damage drivetrain Towing Your Vehicle
components. Do not tow an all-wheel-drive vehicle if any of its wheels will be on the ground.
Consult your dealer or a professional towing service if you need to have your disabled vehicle
towed. Page Towing A Trailer Towing a Trailer Notice: Pulling a trailer improperly can damage
your vehicle and result in costly repairs not covered by your warranty. To pull a trailer correctly,
follow Do not tow a trailer during break-in. See New Vehicle the advice in this part, and see your
dealer for Break-In on page for more information. See Weight of the Trailer later in this section.
Page After you have loaded the trailer, weigh the trailer and then the tongue separately, to see if
the weights are proper. If they are not, you may be able to get them right by moving some items
around in the trailer. Page Safety Chains Weight Distributing Hitches and Weight If you will be
pulling a trailer that, when loaded, will weigh more than 5, lbs 2 kg be sure to use a Carrying
Hitches properly mounted weight-distributing hitch and sway control of the proper size. This
equipment is very important for proper vehicle loading and good handling when driving. Page
Following Distance Following Distance Towing a trailer requires a certain amount of experience.
Acquaint yourself with the feel of you would when driving your vehicle without a trailer. Page
Making Turns Making Turns Driving On Grades Reduce speed and shift to a lower gear before
you start Notice: Making very sharp turns while trailering down a long or steep downgrade. You
could have a crash in which you or others could be injured. Page Four-Wire Harness Adapter
This adapter is included with your vehicle as part of the heavy-duty trailer wiring package. Use
this adapter to connect a standard four-way round pin connector to the seven-wire harness on
your Connect the adapter with the tab pointing up see arrow. We hope you will go to your dealer
cause cancer and birth defects or other reproductive for all your service needs. It tells you
much more about how to service your vehicle than You can be injured and your vehicle could
be this manual can. Page California Fuel California Fuel If your vehicle experiences problems
due to dirty injectors or valves, try a different brand of gasoline. Never use leaded gasoline or
any other fuel not recommended in the previous text on fuel. Page To remove the fuel cap, turn
it slowly to the left When replacing the fuel cap, turn it to the right counterclockwise. It will
require more effort to turn the clockwise until it clicks. It will require more effort to fuel cap on
the last turn as you loosen it. An electric fan under the hood can start up and injure you even
when the engine is not running. Page 2. Then go to the front of the vehicle and pull up on the
secondary hood release located near the center of the grille. Lift the hood. Page A. See Engine
Air H. Starting on page Coolant Surge Tank and Pressure Cap. See Cooling I. You should check
your engine oil level regularly; These numbers on an oil container show its viscosity, or
thickness. Do not use other viscosity oils such as SAE 20W Oils meeting these requirements
should also have the starburst symbol on the container. Failure to use the recommended oil can
result in engine damage not covered by Your vehicle has a computer system that lets you know
your warranty. The Engine Oil Life System calculates when to change Do not let used oil stay on
your skin for very long. See Scheduled Maintenance Overview on page for on page for more
information. Care should be taken to dislodge as little dirt as possible. The air cleaner not only
cleans the air; See Engine Compartment Overview on page for further information on location.
This coolant is designed Fluids and Lubricants on page Page What to Use Notice: If you use an
improper coolant mixture, your engine could overheat and be badly damaged. The Use a
mixture of one-half clean, drinkable water and repair cost would not be covered by your
warranty. The coolant surge tank pressure cap must be fully installed on the coolant surge tank.
The costly repairs would not be covered by your warranty. Page Overheated Engine Protection
Operating Mode If you get the overheat warning with no sign of steam, If you still have the
warning, turn off the engine and get try this for a minute or so: everyone out of the vehicle until
it cools down. Keep hands, clothing and tools away from any underhood electric fan. If it is not,
you engine on check to see if the cooling fan is running. If it may have a leak at the is not, your
vehicle needs service. Plain water, or engine parts. Coolant contains ethylene glycol some other
liquid such as alcohol, can boil and it will burn if the engine parts are hot before the proper
coolant mixture will. Fill the coolant surge tank with the proper mixture, 4. Watch out for the
engine cooling fan. Page Engine Fan Noise Engine Fan Noise Power Steering Fluid If your
vehicle is equipped with a clutched engine cooling fan, when the clutch is engaged, the fan
spins faster to provide more air to cool the engine. In most everyday driving conditions, the fan
is spinning slower and the clutch is not fully engaged. Unscrew the cap and wipe the dipstick
with a clean rag. Locate the cap with this 4. Replace the cap and completely tighten it. See
Engine 5. This does not mean something is wrong with your brakes. Disc brake pads have
built-in wear indicators that make a high-pitched warning sound when the brake pads are
Properly torqued wheel nuts are necessary to help worn and new pads are needed. Page Jump
Starting Jump Starting Notice: Ignoring these steps could result in costly damage to your
vehicle that would not be covered by your warranty. If your battery or batteries has run down,

you may want to use another vehicle and some jumper cables to Trying to start your vehicle by
pushing or pulling it start your vehicle. To uncover the be damaged. People have been hurt
doing you badly. Keep your hands away from moving this, and some have been blinded. Use a
parts once the engine is running. Page 6. Connect the red 9. Page Notice: If the jumper cables
are removed in the To disconnect the jumper cables from both vehicles do wrong order,
electrical shorting may occur and the following: damage the vehicle. The repairs would not be 1.
However, there are two additional systems that need lubrication. See Scheduled Maintenance
on page Page Front Axle Front Axle To get an accurate reading, the vehicle should be on a level
surface. Page Bulb Replacement Bulb Replacement Headlamps To replace a headlamp bulb, do
the following: For the proper type of replacement bulbs, see Replacement Bulbs on page For
any bulb changing procedure not listed in this section, contact your dealer. Low-Beam
Headlamp B. High-Beam Headlamp 2. Pull the headlamp assembly out. Sidemarker Lamp 3.
Unplug the electrical connector. Retainer Clip 4. Turn the old bulb counterclockwise and remove
it C. Put the headlamp assembly back into the vehicle. Cargo Lamps 4. Center High-Mounted
Stoplamps If a cargo lamp is replaced, put a new cargo lamp 2. Page Taillamps Taillamps A.
Stoplamp B. Turn Signal To replace a taillamp bulb, do the following: C. Back-up Lamp 1. Open
the tailgate. See Tailgate on page for more information. Remove the two rear lamp assembly
screws near the tailgate latch and pull out the lamp assembly. Lift the wiper arm and turn the
blade until it is facing away from the windshield. Windshield wiper blades should be inspected
at least twice a year for wear and cracking. See Scheduled Maintenance on page for more
information. The resulting accident see your GM Warranty booklet for details. The letter P as the
support that load when used as a single. Ratings are determined by tire manufacturers
effectively. Page The purpose of regular rotation is to achieve more uniform wear for all tires on
the vehicle. Rust or dirt on a wheel, or on the parts to which it is fastened, can make wheel nuts
become loose after a time. If wheel nuts keep coming loose, the wheel, wheel bolts and wheel
nuts should be replaced. Using the wrong replacement wheels, wheel If the wheel leaks air,
replace it except some bolts or wheel nuts on your vehicle can be aluminum wheels, which can
sometimes be repaired. There is not enough dangerous. Turn on your 3. Remove the wheel
blocks and the wheel block retainer by turning the wing nut counterclockwise. Remove the wing
nut used to retain the storage bag and tools. To remove it, turn the wing nut counterclockwise.
Page 1. Open the spare tire lock cover on the bumper and 3. Insert the hoist end use the ignition
key to remove the lock if your vehicle open end F of the is equipped with a hoist lock J. Remove
the center cap by placing the chisel end of 2. Use the wheel wrench to loosen all the wheel nuts.
If the vehicle slips off the jack you could be badly injured or killed. Never get under a vehicle
when it is supported only by a jack. Page Front Position Rear Position Page 4. Remove all the
wheel 5. Put the wheel nuts back on with the rounded end of the nuts toward the wheel after
mounting the spare. Tighten each wheel nut by hand. Then use the wheel wrench to tighten the
nuts until the wheel is held against the hub. This could lead to an accident. Be sure to use the
correct wheel nuts. If you have to replace them, be sure to get new GM original equipment wheel
nuts. It is wrench clockwise. Check under the vehicle to see if the cable end is visible. Page 7.
Place the bottom edge of the jack A on the wheel blocks B , separating them so that the jack is
balanced securely. Attach the jack handle, extension, and wheel wrench to the jack and place it
with the wheel blocks under the vehicle towards the front of the rear bumper. If the spare tire
does not slide off the jack completely, make sure no one is behind you or on either side of you
as you pull the jack out from the spare. Tilt the retainer D at the end of the cable Tools and pull
it through the wheel opening. Pull the tire out from under the vehicle. Page To store the jack and
jack tools, do the following: 1. Put the jack tools in the tool bag and place them in the retaining
bracket. Tighten down the wing nut. Assemble the wheel blocks and bottle jack together with
the wing nut and retaining hook. Page Store the tire under the rear of the vehicle in the spare
tire 1. Put the tire on the ground at the rear of the vehicle carrier. Use the art and text following
to assist you: with the valve stem pointed down, and to the rear. Insert the hoist end F through
the hole G in the rear bumper and into the hoist shaft. Attach the wheel wrench H and
extensions I together. Raise the tire part way upward. Make sure the retainer is seated in the
wheel opening. Page Appearance Care Appearance Care Do not use any of these products
unless this manual says you can. In many uses, these will damage the vehicle: Cleaning
products can be hazardous. Some are toxic. To clean, use the following instructions: 1. First, try
the cleaner on an area of the fabric that is 1. For liquids: blot with a clean, soft, white cloth. For
not easily seen to make sure the cleaner does not solids: remove as much as possible and then
affect the color of the fabric. Page Vinyl Special Fabric Cleaning Problems Leather Stains
caused by such things as catsup, black coffee, Use a soft cloth with lukewarm water and a mild
soap or egg, fruit, fruit juice, milk, soft drinks, vomit, urine, and saddle soap and wipe dry with a
soft cloth. Then, let blood can be removed using the club soda water the leather dry naturally. If

you do, it Use a clean cloth moistened in warm, soapy water use may severely weaken them.
Page Windshield And Wiper Blades Windshield and Wiper Blades Foreign materials such as
calcium chloride and other salts, ice melting agents, road oil and tar, tree sap, bird If the
windshield is not clear after using the windshield droppings, chemicals from industrial
chimneys, etc. Page Aluminum Or Chrome-Plated Wheels Aluminum or Chrome-Plated Wheels
Use chrome polish only on chrome-plated wheels, but avoid any painted surface of the wheel,
and buff off The vehicle may be equipped with either aluminum or immediately after application.
Notice: If you drive your vehicle through an Keep the wheels clean using a soft clean cloth with
mild automatic car wash that has silicone carbide tire soap and water. Clean any areas where
mud and debris can collect. Polishing Cloth Interior and exterior Wax-Treated It is very helpful if
you ever need to order parts. You may have spare fuses located behind the fuse The fuse block
access block access door. Page See Recommended Fluids and Lubricants on page Page
Maintenance Schedule Maintenance Schedule Your Vehicle and the Environment Proper vehicle
maintenance not only helps to keep your Introduction vehicle in good working condition, but
also helps the environment. All recommended maintenance is Important: Keep engine oil at the
proper level and important. See Loading Your Vehicle Performing maintenance work on a
vehicle can on page See Engine Oil on page See Engine Oil Life System on page An Emission
Control Service. See footnote. Page b Visually inspect front and rear suspension and f Lubricate
all key lock cylinders, hood latch assembly, steering system for damaged, loose or missing
parts, secondary latch, pivots, spring anchor, release pawl, door signs of wear or lack of
lubrication. Inspect power hinges, liftgate hinge, liftgate linkage, liftgate handle pivot steering
lines and hoses for proper hook-up, binding, points, latch bolt, fuel door hinge, locks and
folding seat This service can be complex; you should have your dealer perform this Check the
engine oil level and add the proper oil if service. See Engine Coolant on page for what to
necessary. If the vehicle vehicle could move suddenly. If the vehicle moves, you or others could
be injured. Keeping your foot on the regular brake, set the While parked, and with the parking
brake set, try to turn parking brake. Page Maintenance Record Maintenance Record After the
scheduled services are performed, record the date, odometer reading, who performed the
service and the type of services performed in the boxes provided. See Maintenance
Requirements on page in this section. Any additional information from Owner Checks and
Services on page can be added on the following record pages. Page Customer Assistance And
Information Your satisfaction and goodwill are important to visible through the windshield.
Lomas de Bezares program. Page Canadian Roadside Assistance To enhance your ownership
Warranty service can generally be completed while you experience, we and our participating
dealers are wait. However, if you are unable to wait, GMC helps proud to offer Courtesy
Transportation, a customer minimize your inconvenience by providing several support program
for new vehicles. A available for the use of public transportation such as a separate booklet
entitled Warranty and Owner taxi or bus. To read this information, special equipment is needed
Your vehicle, like other modern motor vehicles, has a and access to the vehicle or the device
that stores number of sophisticated computer systems that monitor the data is required. Page
Reporting Safety Defects Others, such as law enforcement, may have access to To contact
NHTSA, you may either call the Auto Safety the special equipment that can read the information
Hotline toll-free at or in if they have access to the vehicle or the device the Washington, D.
Please call us at GMC , or Service Manuals have the diagnosis and repair write: information on
engines, transmission, axle suspension, brakes, electrical, steering, body, etc. Page Aluminum
or Chrome-Plated Wheels Page Audio System s cont. Page Check Cleaning cont. Engine Light
Page Customer Assistance Information cont. Page Engine Flat Tire Page Headlamps cont.
Halogen Bulbs Page Light cont. Cruise Control Page Maintenance Schedule cont. Page Outside
cont. Power cont. Curb View Assist Mirrors Page Rear Seat Entertainment System Page Seats
cont. Starting Your Engine Page Tires cont. Transmission If a Tire Goes Flat Page Ventilation
Adjustment Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL. Also See for Sierra
Owner's manual - pages Manual - 20 pages. Quick Links Download this manual See also:
Manual. Table of Contents. Seats and Restraint Systems Features and Controls Starting and
Operating Your Vehicle. Instrument Panel Warning Lights, Gages, and Indicators. Driving Your
Vehicle Your Driving, the Road, and Your Vehicle. Service and Appearance Care Windshield
Wiper Blade Replacement. Maintenance Schedule Customer Assistance and Information
Customer Assistance and Information. Previous Page. Next Page. GMC Sierra Manual 20 pages.
Index Keep this manual in the vehicle, so it will be there if it is A good place to quickly locate
information about the ever needed. This safety There are a number of safety cautions in this
book. Symbols are shown along with Notice: These mean there is something that could the text
describing the operation or information damage your vehicle. Page 5 These are some examples

of symbols that may be found on the vehicle The sudden movement could startle and confuse
you, or make you push a pedal when you do not want to. Page Power Seats Power Seats If your
vehicle has power reclining seats, you can use the vertical control to adjust the angle of the
seatback. Move the reclining front seatback rearward or forward by moving the control toward
the rear or the front of the vehicle. Page 11 You can also reshape the side wing area of the lower
To heat the entire seat, press the horizontal button seatback for more lateral support. Press the
button to cycle through the temperature settings of To increase support, press and hold the top
of the high, medium and low and to turn the heated seat off. Release is moving. Lift the lever
again without pushing on the seatback and the seatback will go to an upright position. Even if
you buckle up, your safety belts cannot do their job when you are reclined like this. The
shoulder belt cannot do its job. In a crash, you could go into it, receiving neck or other injuries.
That could more cargo space. After folding the seat cushion fully forward, pull the for more
seating space. In a belts properly. It also tells you some things you should collision, people
riding in these areas are more not do with safety belts. If you do have a crash, you do not know
if it will be a bad one. When you ride in or on anything, you go as fast as A few crashes are mild,
and some crashes can be so it goes. Page 18 Put someone on it. Get it up to speed. Then stop
the vehicle. The rider does not stop. Page 19 The person keeps going until stopped by
something. In a real vehicle, it could be the windshield You could be â€” whether you are
wearing a safety belt or not. But you can unbuckle a safety belt, even if you are upside down.
This part is only for people of adult size. You may be an excellent driver, but if you are in an Be
aware that there are special things to know about accident â€” Page 22 3. Pick up the latch plate
and pull the belt across you. To make the lap part tight, pull down on the buckle Do not let it get
twisted. The shoulder belt may lock if you pull the belt across you very quickly. Page 23 The lap
part of the belt should be worn low and snug on the hips, just touching the thighs. In a crash,
this applies force to the strong pelvic bones. And you would be less likely to slide under the lap
belt. If you slid under it, the belt would apply force at your abdomen. Page 24 What is wrong
with this? In a crash, you would move forward too much, which could increase injury. The
shoulder belt is too loose. It will not give nearly as much protection this way. Page 25 What is
wrong with this? In a crash, the belt would go up over your abdomen. The belt forces would be
there, not at the pelvic bones. Page 26 What is wrong with this? The belt would be much too
high. In a crash, you can slide under the belt. The belt force would then be applied at the
abdomen, not at the pelvic bones, and that could cause serious or fatal injuries. Page 27 What is
wrong with this? In a crash, your body would move too far forward, which would increase the
chance of head and neck injury. Also, the belt would apply too much force to the ribs, which are
not as strong as shoulder bones. Page 28 What is wrong with this? In a crash, you would not
have the full width of the belt to spread impact forces. Page 29 Before you close the door, be
sure the belt is out The best way to protect the fetus is to protect the of the way. If you slam the
door on it, you can damage mother. When a safety belt is worn properly, it is more both the belt
and your vehicle. Page Lap Belt Center Passenger Position If your vehicle has front and rear
bench seats, someone can sit in the center positions. When you sit in the center rear seat
position of a crew cab, you have a lap-shoulder belt which is similar to the rear outside seat
positions. Page 31 Rear Seat Passengers It is very important for rear seat passengers to buckle
up! Accident statistics show that unbelted people in the rear seat are hurt more often in crashes
than those who are wearing safety belts. Rear passengers who are not safety belted can be
thrown out of the vehicle in a crash. Push the latch plate into the buckle until it clicks. Pull up
on the latch plate to make sure it is secure. Thelap part of the belt should be worn low and snug
on the hips, just touching the thighs. When installed on a shoulder belt, the comfort guide
positions the belt away from the neck and head. Page 35 4. Buckle, position, and release the
safety belt as described in Rear Seat Passengers on page Make sure that the shoulder belt
crosses the shoulder. To remove and store the comfort guides, squeeze the belt edges together
so that you can take them out of the guides. If possible, an older child should wear a Older
Children lap-shoulder belt and get the additional restraint a shoulder belt can provide. The
shoulder belt should not cross the face or neck. If the child is sitting in a rear outside seat
position, move the child toward the center of the vehicle. Infants and Young Children Everyone
in a vehicle needs protection! This includes infants and all other children. A baby does not
weigh much â€” until a crash. During a crash a baby will become so heavy it is not possible to
hold it. Airbags plus lap-shoulder belts offer protection for adults and older children, but not for
young children and infants. Page 41 For most basic types of child restraints, there are many
different models available. If it is, the restraint will have a label saying that it meets federal
motor The body structure of a young child is quite vehicle safety standards. Page Child
Restraint Systems Child Restraint Systems A rear-facing infant seat B provides restraint with
the seating surface against the back of the infant. The harness system holds the infant in place

and, in a crash, An infant car bed A , a special bed made for use in a acts to keep the infant
positioned in the restraint. If it is, it will have a label saying that it meets federal motor A child
restraint system is any device designed for vehicle safety standards. Page 45 Never put a child
in a rear-facing child restraint in the right front passenger seat unless your vehicle has
CAUTION: Continued the passenger sensing system or an airbag off switch and the passenger
airbag status indicator or the Even though the passenger sensing system airbag off light shows
off. Page Top Strap Top Strap There is limited space in the rear seating area of an extended cab
model. If you want to secure a child restraint in a rear seating position of an extended Some
child restraints have a top strap or 'top tether'. Page 47 Anchor the top strap to one of the
following anchor points. Be sure to use an anchor point located on the same side of the vehicle
as the seating position where the child restraint will be placed. If the position you are using has
an adjustable head restraint, raise the head restraint and route the top strap under it. Extended
Cab There is a top strap anchor for the right front passenger position. Page 49 When using a
child restraint with a top strap in either When using a child restraint with a top strap in the rear
outboard position, raise the head restraint and route center rear position, route the top strap
through the top strap through the fabric loop on the seatback. Page Crew Cab Crew Cab Once
you have the top strap anchored, you will be ready to secure the child restraint itself. In a crash,
the child could be seriously injured or killed. Page 54 3. Buckle the belt. Make sure the release
button is 4. Pull the rest of the shoulder belt all the way out of positioned so you would be able
to unbuckle the the retractor to set the lock. The safety belt will move freely again and be ready
to work for an adult or larger child passenger. Securing a Child Restraint in a Center Rear Seat
Position If you have a extended cab or crew cab pickup, you can secure a child restraint in the
center rear seat position. Page 56 Extended Cab There is limited space in the rear seating area
of an extended cab model. If you want to secure a child restraint in a rear seat position of an
extended cab model, especially in the rear center seat position, be sure to study the
instructions that came with your child restraint to see if there is enough room to secure your
child restraint properly. To tighten the belt, pull its free end while you push down on the child
restraint. See Top Strap on page if your child restraint has one. Crew Cab There is no top strap
anchor in the right front Your vehicle has a right front passenger airbag. Page 59 4. Make sure
the release button is 5. Page 63 You will be using the lap-shoulder belt to secure the child
restraint in this position. Be sure to follow the instructions that came with the child restraint.
Secure the child in the child restraint when and as the instructions say. Page 64 5. Pull the rest
of the shoulder belt all the way out of 6. To tighten the belt, push down on the child restraint, the
retractor to set the lock. This is because Your vehicle has a right front passenger airbag. Page
67 If your vehicle is an extended cab and your child 3. Page 68 5. Page Airbag System 7. Push
and pull the child restraint in different If the on indicator is still lit, secure the child in the
directions to be sure it is secure. See Airbag Readiness Light on page for more information.
Anyone who is up against, or very close to, Where Are the Airbags? Do not put anything
between an occupant and an airbag, and do not attach or put anything on the steering wheel
hub or on or near any other Page 74 Single Stage vs. If your vehicle has frontal airbags with
single stage In moderate to severe frontal or near-frontal collisions, deployment and your
vehicle goes straight into a wall even belted occupants can contact the steering wheel or that
does not move or deform, the threshold level the instrument panel. This dust could cause
breathing problems Some components of the airbag module â€” Improper service can mean
that an airbag system will not work properly. Page 78 Child age 1 to Page 79 CAUTION: If the
airbag readiness light ever comes on when you have turned off the airbag, it means that
something may be wrong with the airbag system. If your vehicle is a regular cab pickup or an
extended cab pickup and this ever happens, do not let anyone whom the national Page
Passenger Sensing System Passenger Sensing System If your rearview mirror has one of the
indicators pictured in the following illustrations, your vehicle has a passenger sensing system.
The words ON and OFF or the symbol for on and off, will be visible on the rearview mirror
during the system check. If this happens, turn the vehicle off and ask the person to place the
seatback in the fully upright position, then sit If the airbag readiness light in the instrument
upright in the seat, centered on the seat cushion, with the Vehicle You may want to consider not
using seat covers or other aftermarket equipment if your vehicle has Airbags affect how your
vehicle should be serviced. Will it keep the airbags from working properly? Checking the
Restraint Systems We have designed our airbag systems to work properly under a wide range
of conditions, Now and then, make sure the safety belt reminder light including snow plowing
with vehicles equipped with and all your belts, buckles, latch plates, retractors the optional
Snow Plow Prep Package RPO After a Crash After a very minor collision, nothing may be
necessary. But if the belts were stretched, as they would be if worn during a more severe crash,
then you need new parts. They could operate the power windows or other controls or even

make the vehicle move. The children or others could be badly injured or even killed. Page
Remote Keyless Entry System Remote Keyless Entry System Your vehicle has one
double-sided key for the ignition and all door If equipped, the remote keyless entry system
operates locks as well as the spare on a radio frequency subject to Federal Communications
tire hoist lock, if equipped. This is normal for any remote keyless entry system. You entry
transmitter should last about two years. Page 95 To replace the battery in the keyless entry
transmitter, 3. Align the covers and snap them together. Resynchronize the transmitter. Check
the operation of the transmitter. Resynchronization Resynchronization may be necessary due to
the security method used by this system. You can use the keyless entry system, if equipped,
Door Locks or you can also use your key. Page Power Door Locks Power Door Locks If your
vehicle has this power door lock switch, press the bottom of If your vehicle has this the switch
on either power door lock switch, front door to lock all press the raised side of the doors at
once. Page Programmable Unlocking Feature The following instructions tell you how to change
the You can exit the program mode any time by turning the automatic door lock mode automatic
transmission only. Page The following instructions tell you how to change the If you take longer
than 30 seconds, the locks will automatic door unlock mode automatic transmission
automatically lock and unlock and the horn only. Choose one of the four programming options
will chirp twice to indicate that you have left the listed above before entering the program mode.
To disengage the lock, move the lever rearward. Close the door. Crew Cab 5. Do the same thing
to the other rear door. With this feature, you can lock the rear side doors The rear doors of your
vehicle cannot be opened from so that they cannot be opened from the inside by the inside
when this feature is in use. Then, use the handle located on the Your vehicle may be equipped
with a rear access inside of the rear access door s that allows easier access to the rear area of
door to open it. Page Tailgate Removal Tailgate Removal 2. With the tailgate at a slight upward
angle, The tailgate on your vehicle can be removed to allow for pull back on the tailgate different
loading situations. Although the tailgate can at the right edge be removed without assistance,
you may want someone and then move the to assist you with the removal to avoid possible
tailgate to the right to They can be overcome by the extreme heat and suffer permanent injuries
or even death from heat stroke. Never leave a child, a helpless adult, or a pet alone in a vehicle,
especially with the windows closed in warm or hot weather. Page Power Windows Power
Windows Express Down Windows The driver and front passenger windows also have an
express down feature that allows the windows to be lowered without holding the switch. Press
down fully on the window switch, then release, to activate the express down mode. Here is how
to do it: Vehicle theft is big business, especially in some cities. Open the door. Although your
vehicle has a number of theft-deterrent 2. Lock the door with the power door lock switch or
features, we know that nothing we put on it can make it the remote keyless entry transmitter.
Page Testing The Alarm Testing the Alarm The theft-deterrent system will not activate if you
lock the doors with a key or use the manual door lock. The alarm can be tested by following
these steps: It activates only if you use a power door lock switch with the door open, or with the
remote keyless 1. If a correct key is not used Notice: Your vehicle does not need an elaborate or
the ignition lock cylinder is tampered with, fuel break-in. The steering locks when equipped with
a manual transmission. It is a theft-deterrent feature. You With the key in the ignition switch,
you can turn it to will only be able to remove your key when the ignition four different positions.
This feature assists in starting the engine and protects The ignition key cannot the electrical
system. This feature may cause the be removed from the engine to crank even after the ignition
key is not ignition of manual in START. With your foot off the accelerator pedal, turn the 1. You
will get easier starting and better fuel economy during engine warm-up. Plugging the cord into
an ungrounded outlet Usually, the coolant heater should be plugged in a could cause an
electrical shock. Then, slowly let up on the clutch pedal Five-Speed as you press the accelerator
pedal. Let up on the clutch pedal Then, slowly let up on the clutch pedal as you press slowly
while pressing the accelerator pedal. Slowly let up on the clutch pedal as you downshifting, or
descending a grade, at too high a press the accelerator pedal. To get the most satisfaction out
of four-wheel have a shift light. Page Manual Transfer Case A 4WD indicator light comes on
when you shift into four-wheel drive and the front axle engages. See Four-Wheel-Drive Light on
page Some delay between shifting and when the indicator light comes on is normal. Page An
indicator light near the lever shows you the transfer N Neutral : Shift to this setting only when
your vehicle case settings: needs to be towed. Your front your front axle and delivers extra
torque. You may never axle is not engaged in two-wheel drive. This setting need Four-Wheel
Low. Set the parking brake and apply the regular vehicle has the electronic brake pedal. Turn
the ignition to RUN with the engine off. Page Use these switches to shift into and out of
four-wheel drive. You may never need Four-Wheel Low. It sends the maximum power Press and
release the Four-Wheel High switch. This to all four wheels. Shift the transfer case to Two-Wheel

High. Page Parking Brake Parking Brake If the ignition is on when the parking brake is released,
the brake system warning light will go off. To set the parking brake, hold the regular brake pedal
Notice: Driving with the parking brake on can down with your right foot. Push down the parking
overheat the brake system and cause premature brake pedal with your left foot. Hold the brake
pedal down with your right foot and set the parking brake. Automatic Transmission 2. Move the
shift lever into the PARK P position by pulling the shift lever toward you and moving it up as far
as it will go. Then, move the shift lever into the gear you want. Your or someone else could be
seriously injured. Engine exhaust can kill. It contains the gas carbon monoxide CO , which you
cannot If you ever suspect exhaust is coming into see or smell. But if you ever have to, here are
some things to know. In the nightime setting, the glare even if your automatic transmission shift
lever from headlamps behind the vehicle will be less intense. To operate the automatic dimming
mirror, do the If the display reads CAL, you will need to calibrate following Page Compass
Calibration To adjust for compass variance do the following: 3. Release the 1. Find your current
location and variance zone button. After approximately four seconds of number on the following
zone map. The compass reading and the The vehicle may be equipped with a passenger airbag
outside temperature will both appear in the display at the indicator, on the mirror glass, just
above the buttons. Page Compass Operation Automatic Dimming Mirror Operation Compass
Calibration The time period you need to press and hold the The compass may need calibration if
one of the TEMP button to turn the automatic dimming feature on following occurs: or off is
approximately eight seconds. Page Compass Variance The mirror is set in zone eight upon
leaving the factory. It will be necessary to adjust the compass to compensate for compass
variance if you live outside zone eight. Under certain circumstances, as during a long distance
cross-country trip, it will be necessary to adjust for compass variance. If the vehicle has this
feature the mirror will display the word ON, or an airbag symbol in Canada, when the passenger
airbag is enabled. If your vehicle is equipped with the west coast-type mirrors, they can be
adjusted so you can have a clear view of objects behind you. Page Outside Power Mirrors
Outside Power Mirrors Outside Power Camper-Type Mirror If your vehicle is equipped with
outside power If your vehicle is equipped camper-type mirrors, they can be adjusted so you
with power outside mirrors, can have a clear view of objects behind you. Page Outside
Automatic Dimming Mirror Resetting the Power Foldaway Mirrors Move the upper selector
switch to the left or right to choose the mirror you want to adjust; then press You will need to
reset the power foldaway mirrors if the dots located on the four-way control pad to adjust the
following occurs: the mirror. System Operation is subject to the following two conditions: 1 this
device may not cause harmful interference, and 2 this device must accept any interference
received, including interference that may cause undesired operation. System Operation When
programming a garage door, it is advised to park outside of the garage. Page 3. Simultaneously
press and hold both the desired 6. The indicator light will Canadian radio-frequency laws
require transmitter come on while the signal is being transmitted. Press and hold the desired
HomeLink button. Page Front Storage Area Front Storage Area Tonneau Cover Your vehicle
may have a center armrest storage If your vehicle is equipped with a tonneau cover, follow
compartment in the front bench seat. To open it, fold down the armrest and press the 1. Remove
the three bows by gently pushing them against the spring-loaded end. The three bows are
labeled front, center, rear to remind you of the order in which to reinstall them. Back rail D.
Center bow B. Side rail E. Page Sunroof 4. To add cargo to the The sunroof control is box,
remove all bows located on the overhead and the back rail console. Press the and stow them
safely. Page Vehicle Personalization Vehicle Personalization 2. Memory Seat 3. Press and hold
the 1 or 2 button of the memory control for three seconds. A double chime will sound If your
vehicle has this to let you know that the position has been stored. Dome Lamp Button. See
Dome Lamps on page Hood Release. See Hood Release on page Headlamp Controls. See
Headlamps on page They steering wheel. Tilt Wheel If your vehicle is equipped with a tilt wheel,
it will allow The hazard warning See Windshield Washer on page See Cruise Control on page
For information on the headlamps, see Headlamps on page Turn and Lane-Change Signals The
turn signal has two upward for right and two downward for left positions. This feature lets you
use your high-beam headlamps to signal a driver in front of you that you want to pass. Hold it
there until the wipers start. Then let go. The wipers will stop after one wipe. If you want more
Washer Fluid : There is a paddle marked wipes, hold the band on mist longer. This can really
help on long turns the system off. Page Headlamps Erasing Speed Memory The headlamp
control has four positions: Off : Turning the control to this position turns off When you turn off
the cruise control or the ignition, your the Daytime Running Lamps DRL and the automatic
cruise control set speed memory is erased. Page To turn off the automatic headlamp system,
turn the If you start your vehicle in a dark garage, the automatic exterior lamps switch to the off
position and then headlamp system will come on immediately. Once release. Turning off the

automatic headlamp system you leave the garage, it will take approximately with the headlamp
switch is not available for vehicles one minute for the automatic headlamp system to If you still
want to use the fog lamps after you restart the vehicle, you will need to press the fog If your
vehicle has fog lamps, use them for better vision lamp button again. Page Instrument Panel
Brightness Dome Lamp Override If your vehicle has this button, your vehicle may have the
snow plow prep package. Your vehicle may also have reading lamps in other locations. To turn
the lamps on or off, press the button located next to the lamp. Do not hang any type of
accessory or accessory bracket With accessory power outlets you can plug in auxiliary from the
plug because the power outlets are electrical equipment such as a cellular telephone or
designed for accessory power plugs only. Turn the knob clockwise toward the red area for
warmer air. Turn the knob counterclockwise toward the blue area for cooler air. Page Defogging
And Defrosting Recirculation : The recirculation mode is used Air Conditioning : Press this
button to turn the to recirculate the air inside of your vehicle. Use this air-conditioning system
on or off. The air conditioning will come on to let you know that the rear window compressor
will run automatically to dehumidify the defogger is activated. Turn the knob counterclockwise
or clockwise to lower or With this system, you can control the heating, cooling increase the
cabin temperature. Page Automatic Operation Automatic Operation 2. Page Manual Operation If
you press the mode button to select an air delivery Off : Press this button to turn off the entire
climate mode, the display will change to show you the selected control system. Outside air will
still enter the vehicle, air mode delivery. Page Display Pressing this button also cancels the auto
recirculation feature. Each time the vehicle is started, the mode, the display will change to show
you the selected system will revert to the auto recirculation function. Page Outlet Adjustment
Rear Window Defogger Outlet Adjustment If your vehicle has this feature, the lines you see on
the Use the air outlets located in the center and on the side rear window warm the glass. Often
gages Indicators and warning lights work together to let you know when there is a problem with
your vehicle. This part describes the warning lights and gages on When one of the warning
lights comes on and stays on your vehicle. Your instrument cluster is designed to let you know
at a glance how your vehicle is running. You will know how fast you are going, about how much
fuel you have and many other things you will need to know to drive safely and economically.
Your odometer shows how far your vehicle has Press the reset button, located on the
instrument panel been driven, in either miles used in the United States Page Safety Belt
Reminder Light Safety Belt Reminder Light Airbag Readiness Light When the key is turned to
RUN or START, a chime will There is an airbag readiness light on the instrument be provided for
several seconds to remind people to panel cluster, which shows the airbag symbol. The buckle
their safety belts. If the airbag readiness light ever comes on when you have turned off the
airbag, it means that something may be wrong with the airbag system. Page Battery Warning
Light Battery Warning Light If, after several seconds, all status indicator lights remain on, or if
there are no lights at all, there may be a problem with the lights or the passenger sensing If this
light is displayed system. See your dealer for service. Page Voltmeter Gage Voltmeter Gage
charging system is not able to provide full power at engine idle. As engine speeds are
increased, this condition should correct itself as higher engine speeds When your engine is not
allow the charging system to create maximum power. Your vehicle may be equipped with a
transmission temperature gage. It also provides an indicator of how hard your vehicle is
working. A loose or missing fuel cap will allow fuel to evaporate into the atmosphere. The
following may prevent more serious damage to A few driving trips with the cap properly
installed your vehicle: should turn the light off. Failure to pass this inspection could prevent
you from getting a vehicle registration. Here are some things you need to know to help your
vehicle pass an inspection: Your vehicle will not pass this inspection if the check Page
Maintenance Schedule Security Light A reading in the low pressure zone may be caused by a
dangerously low oil level or some other problem causing low oil pressure. None of these
indicate a problem with the fuel gage. The DIC buttons, if equipped, are located on the steering
wheel. This mode shows the number of gallons or liters of fuel used since the Engine Hours:
Press the trip information button until last reset of this menu item. See immediately. The battery
needs sensor, this message will appear on the DIC if to be replaced in the transmitter. Stop the
If the transmission is unable to shift into a selected vehicle as soon as safely possible and do
not operate gear, this message will appear on the DIC. If this message message will be
displayed on the DIC. Have your appears, stop as soon as possible and turn off the GM dealer
inspect the system for problems. If this message appears, stop as soon as possible and turn off
the Your brake system may not be working vehicle. Restart the message will appear on the DIC
along with a continuous vehicle and check for the message on the DIC display. Your vehicle
may have customization capabilities that allow you to program some features to one setting
Choose one of the available options and press the based on your preference. You will hear

three chimes to signal that the delayed locking Choose one of the available options and press
the feature is in use. If you choose off, the headlamps will turn appears in the display. When
your vehicle, such as an audio system, CD player, you see the language that you would like,
release both CB radio, mobile telephone, or two-way radio, make buttons. Press and hold MIN
until the correct minute appears on the display. There is an initial two-second delay before the
clock goes into time-set mode. The display will show the selection. Page To adjust all tone and
speaker controls to the middle To adjust the balance or fade to the middle position, position,
push and hold the AUDIO knob when no tone while it is displayed, push the AUDIO knob, then
push it or speaker control is displayed. Page 4. The radio may switch to stations SEEK arrows
once. If display. Press this button to see the message. The system is working properly. The play
scratched or damaged CDs, you could damage player will pull it in and the CD should begin
playing. Press and hold this TYPE arrows for more than two seconds until SCAN pushbutton for
less than two seconds to reverse at appears on the display and you hear a beep. When the
temperature returns to normal, the CD should play. When the road becomes smoother, the CD
should play. Turn the knob to on the six numbered pushbuttons, by performing the increase or
to decrease. Up to 12 PTYs 1. Press this pushbutton to go to up to 30 to 45 minutes long on
each side. The radio will play while the CD when listening to the radio. The inactive tape or CD
tape advances. Press this pushbutton again to return to will remain safely inside the radio for
future listening. Insert a CD part way into the slot, label side up. The If any error occurs
repeatedly or if an error cannot be player will pull it in and the CD should begin playing. Press
and hold this pushbutton for less than two seconds to reverse at Notice: If you add paper labels
to a CD, insert more six times the normal playing speed. Press this been calibrated for your
vehicle from the factory. If button to see the message. The message may display CAL ERR
appears on the display, it means that the radio the artist, song title, call in phone numbers, etc.
Page To load more than one CD but less than six, complete 2. You will hear sound at a The
equalization will be stored whenever a CD is played. To change the the track into memory. Page
CD Messages 4. The RSE system includes a DVD appear on the radio display indicating that the
DVD player, a video display screen, two sets of wireless is available and can be listened to
through your Loosen the screw on the battery compartment door located on the left side of the
headphone earpiece. An indicator light will illuminate on the headphones 2. Use the up, down,
left, and right arrow buttons to move the cursor around the DVD menu. After making a selection
press the enter button. This button only operates when playing a DVD. The DVD player will
continue to eject the disc. There is not an eject button on loading the disc and the player will
automatically start, the remote control. Page Remote Control Buttons Set-up Menu : Press this
button to adjust the color, tint, brightness, contrast, display mode, and dynamic range
compression. The dynamic range compression feature can be used to reduce loud audio and
increase low audio produced by some DVDs. Audio : Press this button to display a menu that
will only appear when a DVD is being played. Page 1 through 0 Numeric Keypad : The numeric
keypad Camera Angle : Press this button to change provides you with the capability of direct
chapter, camera angles on DVDs that have this feature when a title, and track number selection.
DVD is playing. The format and content of this function will vary for each disc. The ignition
might not be To change the batteries, do the following: in on or accessory. Remove the battery
compartment door located on The parental control the bottom of the remote control. Page
Problem Recommended Action Problem Recommended Action In auxiliary mode, the Check the
auxiliary input After stopping the player, If the stop button was picture moves or scrolls. Page
Dvd Messages DVD Messages Problem Recommended Action Sometimes the wireless Check
for obstructions, The following errors may be displayed on the headphone audio cuts low
batteries, reception video screen: out or buzzes. This function is inactive if the front seat
passengers are listening to the radio. This function is inactive if the front seat passengers are
listening to a CD. The radio will only seek preset stations with a strong signal that are in the
selected band. The range for most AM stations is greater than for FM, When a cassette tape is
playing, press this button to especially at night. Page Care Of The Cassette Tape Player Care of
the Cassette Tape Player When cleaning the cassette tape player with the recommended
non-abrasive cleaning cassette, it is possible that the cassette may eject, because the cut A
tape player that is not cleaned regularly can cause tape detection feature on the radio may
recognize it as a reduced sound quality, ruined cassettes, or a damaged broken tape, in error.
The chime volume of your vehicle. Ask a passenger to Your Vehicle help do things like this, or
pull off the road in a safe place to do them yourself. These simple defensive driving techniques
could save your life. Page There is a gender difference, too. Women generally Statistics show
that the chance of being in a collision have a lower relative percentage of body water increases
sharply for drivers who have a BAC of than men. Since alcohol is carried in body water, this 0.
Drinking and then driving is very dangerous. First, you have to decide to push on the brake

pedal. Then you have to bring up your judgment can be affected by even a small foot and do it.
Some people drive When you start your engine and begin to drive away, in spurts â€” heavy
acceleration followed by heavy your anti-lock brake system will check itself. You braking â€”
rather than keeping pace with traffic. This is a may hear a momentary motor or clicking noise
while mistake. Page The anti-lock system can change the brake pressure faster than any driver
could. The computer is programmed to make the most of available tire and road conditions.
This can help you steer around the obstacle while braking hard. Let us say the road is wet and
you are driving safely. Suddenly, an animal jumps out in front of you. Page Braking In
Emergencies Remember: Anti-lock does not change the time you The traction control system is
enabled every time your need to get your foot up to the brake pedal or always vehicle is started.
The system will activate if it senses decrease stopping distance. If you get too close to that any
of the wheels are spinning or beginning to the vehicle in front of you, you will not have time to
apply lose traction. Page The traction off light will come on under the following The Traction
Assist System, as delivered from the conditions: factory, will automatically come on whenever
you start your vehicle. To do so: ride comfort while trailering or fully loaded, as well as for
unloaded driving. Page Steering Tips Steering Tips Speed limit signs near curves warn that you
should adjust your speed. Of course, the posted speeds Driving on Curves are based on good
weather and road conditions. Under less favorable conditions you will want to go slower. It is
important to take curves at a reasonable speed. If your vehicle is equipped with the 4-Wheel
Steer system, it has the ability to steer the vehicle with all four wheels. Page 4: In this mode, all
four wheels will help steer the vehicle. If you want to use 4, and your vehicle is not in this mode,
press the button, until the 4 indicator, located to the right of the 4-Wheel Steer button, comes on
and stays on. Page 4-Wheel Steer Tow Mode : When towing a trailer, the 4-wheel steer tow mode
provides enhanced stability allowing the trailer to follow the path of the tow vehicle more
closely, especially during lane changes. In this mode the system operates much like the 4
mode, but is enhanced for trailer towing. For The driver of a vehicle about to pass another on a
one thing, following too closely reduces your area two-lane highway waits for just the right
moment, of vision, especially if you are following a larger accelerates, moves around the vehicle
ahead, then When you are far happens when the three control systems â€” If you do not have
this system, or if the system is off, then This off-road guide is for vehicles that have four-wheel
an acceleration skid is also best handled by easing your drive. Page 1. Insert a tool into the
push-pin slot and pull downward until the push-pin snaps loose. While continuing to pull The
front bumper lower air dam is held in place by a downward on the series of push-pins located
around the lower edge of the push-pin, squeeze and front bumper. Pull the push-pins and To
reinstall the lower air dam, do the following: lower dam assembly 1. Line up each push-pin away
from the retainers with its intended until the lower dam retainer and push the is free. For
example, be sure to have all necessary maintenance and service work done. Page
Environmental Concerns Environmental Concerns Traveling to Remote Areas Off-road driving
can provide wholesome and satisfying It makes sense to plan your trip, especially when going
recreation. However, it also raises environmental to a remote area. Know the terrain and plan
your concerns. We recognize these concerns and urge every route. Page Scanning The Terrain
Scanning the Terrain Controlling your vehicle is the key to successful off-road driving. One of
the best ways to control your vehicle Off-road driving can take you over many different kinds is
to control your speed. Here are some things to keep of terrain. Ruts, troughs or Off-road driving
often takes you up, down or across a other surface features can jerk the wheel out of your hill.
Page Approaching A Hill Approaching a Hill Driving Uphill When you approach a hill, you need
to decide if it is Once you decide you can safely drive up the hill, you one of those hills that is
just too steep to climb, descend need to take some special steps. Sound the horn as you
approach the top of the hill to let opposing traffic know you are there. Page Here are some
things you must not do if you stall, or go get some help. Exit on the uphill side and stay are
about to stall, when going up a hill. Will I be able to maintain Heavy braking when going down a
hill can vehicle control? This could cause a downhill slide or a rollover. It is much more likely to
happen going uphill. But if it happens going downhill, here is what to do. Page Stalling On An
Incline What if I am driving across an incline that is not too steep, but I hit some loose gravel
and start to slide downhill. What should I do? If you feel your vehicle starting to slide sideways,
turn downhill. This should help straighten out the vehicle and prevent the side slipping. You
cannot accelerate as quickly, turning is more difficult, and you will need longer Driving on
frozen lakes, ponds, or rivers can braking distances. At faster speeds, water splashes on your
ignition Remove any brush or debris that has collected on the system and your vehicle can
stall. Stalling can also underbody, chassis or under the hood. It can take a second or two, or
even several seconds, for your eyes to re-adjust to the dark. When you are faced with severe
glare, as from a driver who does not lower the high beams, or a vehicle with misaimed

headlamps, slow down a little. Page The heavier the rain, the harder it is to see. Even if your
windshield wiper blades are in good shape, a heavy CAUTION: rain can make it harder to see
road signs and traffic signals, pavement markings, the edge of the road, and even people
walking. This can happen if the road is wet enough and you are going fast enough. When your
vehicle is hydroplaning, it has little or no contact with the road. And be especially careful when
you pass another vehicle. Get a city map and plan your trip into an unknown part of the city just
as you would for a cross-country trip. Page Before Leaving On A Long Trip At the entrance,
there is usually a ramp that leads to the The exit ramp can be curved, sometimes quite sharply.
If you have a clear view of the freeway as you The exit speed is usually posted. Are Is there
actually such a condition as highway hypnosis? Or is it just plain falling asleep at the wheel?
Page Hill And Mountain Roads Hill and Mountain Roads If you drive regularly in steep country,
or if you are planning to visit there, here are some tips that can make your trips safer and more
enjoyable. Drive at speeds that let you stay in your own lane. And, if you will be driving under
severe conditions, include a small bag of sand, a piece of old carpet, or a couple of burlap bags
to help provide traction. Page Whatever the condition â€” smooth ice, packed, blowing, or loose
snow â€” drive with caution. If you have the traction assist system TAS , it will improve your
ability to accelerate when driving on a slippery road. But you can turn the TAS off if you ever
need to. Page Run your engine only as long as you must. This saves fuel. That is, push the
accelerator slightly. This uses less fuel for the heat that you get and it keeps the battery
charged. That will clear the area around your front wheels. If you have In order to free your
vehicle when it is stuck, you will a four-wheel-drive vehicle, shift into 4HI. The hooks are
provided at the front of your vehicle. You may need to use them if you are stuck off-road and
need to be These hooks, when used, are under a lot of pulled to some place where you can
continue driving. This weight is called the vehicle capacity weight and includes the weight of all
occupants, cargo and all nonfactory-installed options. Page Two-Tiered Loading If you put
things inside your vehicleâ€”like suitcases, tools, packages, or anything elseâ€”they go as fast
as the By positioning four 2 inches 5 cm by 6 inches 15 cm vehicle goes. Be sure to weigh your
vehicle before you buy some things you will need to know: and install the new equipment. Page
Here are some guidelines for safely carrying a snow How heavy can a snow plow safely be?
Page In order to calculate the amount of weight any front What is front axle reserve capacity,
and how do accessory, such as a snow plow, is adding to the front I calculate it? Vehicles with
the RPO VYU snow plow prep package This is the difference between your GVWR and the also
have an emergency roof lamp provision package, weight of your truck with full fuel and
passengers. It will tell you if your vehicle can carry a slide-in camper, how much of a load your
vehicle can carry, and how to correctly spread out your load. Also, it will help you match the
right slide-in camper to your vehicle. Page Here is an example of proper truck and camper
match: Your dealer can help you make a good vehicle-camper match. Page Pickup Conversion
To Chassis Cab Pickup Conversion to Chassis Cab Recreational Vehicle Towing General Motors
is aware that some vehicle owners may Recreational vehicle towing means towing your vehicle
consider having the pickup box removed and a behind another vehicle â€” such as behind a
motorhome. The repairs would not be covered by your warranty. You or others could be injured.
Drive the vehicle onto the dolly. Use the following procedure to tow your vehicle from the rear:
2. For more information, see Towing a Trailer on page The Gross Vehicle Weight GVW includes
the curb weight of the vehicle, any cargo you may carry in it, and the people who will be riding
in the vehicle. Page Weight Distributing Hitches and Weight Do not exceed the maximum
allowable tongue weight for your vehicle. Choose the shortest hitch extension Carrying Hitches
that will position the hitch ball closest to the vehicle. This will help reduce the effect of trailer
tongue weight on the rear axle. There should be at least properly mounted weight-distributing
hitch and sway six inches of clearance between the top of the pickup control of the proper size.
Page Following Distance Following Distance Towing a trailer requires a certain amount of
experience. Acquaint yourself with the feel of you would when driving your vehicle without a
trailer. Page Making Turns Making Turns Driving On Grades Reduce speed and shift to a lower
gear before you start Notice: Making very sharp turns while trailering down a long or steep
downgrade. Page Parking On Hills Parking on Hills When towing at high altitude on steep uphill
grades, consider the following: Engine coolant at high altitudes will boil at a lower temperature
than at low or near sea level altitudes. If you turn your engine off CAUTION: immediately after
towing at high altitude on steep uphill grades, your vehicle may show signs similar to Apply
your regular brakes and hold the pedal down 6. See Scheduled Maintenance Gasoline Engine on
page for more information. A connector will have to be added to the wiring harness which
connects to the camper. You could have a crash in which you or others could be injured. Page
Four-Wire Harness Adapter This adapter is included with your vehicle as part of the heavy-duty
trailer wiring package. Use this adapter to connect a standard four-way round pin connector to

the seven-wire harness on Connect the adapter with the tab pointing up see arrow. Page
Auxiliary Battery The auxiliary battery circuit is protected by a megafuse located behind the
auxiliary battery. The auxiliary battery provision can be used to supply Be sure to follow the
proper installation instructions electrical power to additional equipment that you that are
included with any electrical equipment that may choose to add, such as a slide-in camper.
PARK P. PTO will remain engaged while stationary do the following: mobile in the preset mode,
however PTO set and 1. Engage the PTO. This mode 2. Page Step-Bumper Pad All engine speed
values listed above are factory preset values. We hope you will go to your dealer cause cancer
and birth defects or other reproductive for all your service needs. It tells you much more about
how to service your vehicle than You can be injured and your vehicle could be this manual can.
If the octane is less than 87, you around the world and contained in the World-Wide Fuel may
get a heavy knocking noise when you drive. Page Additives Additives Notice: Your vehicle was
not designed for fuel that contains methanol. Do not use fuel containing methanol. It can
corrode metal parts in your fuel To provide cleaner air, all gasolines in the United States system
and also damage the plastic and rubber are now required to contain additives that will help
parts. The U. Page To remove the fuel cap, turn it slowly counterclockwise. The diagnostic
system can determine if It will require more effort to turn the fuel cap on the the fuel cap has
been left off or improperly installed. This last turn as you loosen it. Static electricity discharge
from An electric fan under the hood can start up the container can ignite the gasoline vapor.
Pull the handle with this symbol on it. It is located inside the vehicle to the lower left of the
steering wheel. Then go to the front of the vehicle and pull up on the secondary hood release
located near the center of the grille. Page A. See Engine Air H. Power Steering Fluid Reservoir.
Fluid on page Coolant Surge Tank and Pressure Cap. See Engine I. Starting on page If the
engine has so much oil that the oil level gets above the cross-hatched area that shows the
proper operating range, the engine could be damaged. These numbers on an oil container show
its viscosity, or thickness. Do not use other viscosity oils such as SAE 20W Oils meeting these
requirements should also have the starburst For the oil life system to work properly, you must
reset the system every time the If you are in an area of extreme cold, where the oil is changed.
The Engine Oil Life System calculates when to change Do not let used oil stay on your skin for
very long. Care should be taken to dislodge as little dirt as possible. The air cleaner not only
cleans the air; A cold check is used only as a reference. The purpose of the cold check is to
determine if the 1. Always procedures described previously. Page How to Check Manual Then,
follow these steps: Transmission Fluid Because this operation can be a little difficult, you may
choose to have this done at the dealership service department. If you do it yourself, be sure to
follow all the instructions here, or you could get a false reading. See reservoir is located in the
Recommended Fluids and Lubricants Gasoline Engine rear of the engine on page Page What To
Use What to Use If you have to add coolant more than four times a year, have your dealer check
your cooling system. The costly repairs would not be covered by your warranty. Just to be safe,
drive slower for about 10 minutes. Coolant Surge Tank B. Do not touch them. If running. Keep
hands, clothing and tools away you do, you can be burned. Page How to Add Coolant to the
Coolant If your vehicle is equipped with an engine-driven cooling fan, start the engine again and
see if the fan speed Surge Tank for Gasoline Engines increases when idle speed is doubled by
pushing the accelerator pedal down. Plain water, or engine parts. Coolant contains ethylene
glycol some other liquid such as alcohol, can boil and it will burn if the engine parts are hot
before the proper coolant mixture will. Fill the coolant surge tank with the proper mixture, 4.
Watch out for the engine cooling fan. Page Engine Fan Noise Engine Fan Noise Power Steering
Fluid If your vehicle is equipped with a clutched engine See Engine Compartment cooling fan,
when the clutch is engaged, the fan spins Overview on page for faster to provide more air to
cool the engine. In reservoir location. This will help Your vehicle has front disc brakes and may
have rear keep dirt from entering the reservoir. Page Battery Replacing Brake System Parts
Properly torqued wheel nuts are necessary to help prevent brake pulsation. When tires are
rotated, inspect The braking system on a vehicle is complex. This will help keep your battery
from Batteries can hurt you. They can be dangerous running down. Page 2. If you have a vehicle
with a diesel engine with 4. Turn off the ignition on both vehicles. Unplug two batteries or more ,
you should know before unnecessary accessories plugged into the cigarette you begin that,
especially in cold weather, you may lighter or accessory power outlets. Page 7. Connect the red
It goes to a heavy of the vehicle with the unpainted metal engine part of the vehicle with dead
battery. Page Rear Axle Notice: If the jumper cables are connected or To disconnect the jumper
cables from both vehicles do removed in the wrong order, electrical shorting may the following:
occur and damage the vehicle. The repairs would 1. There are two additional systems that need
lubrication. See Scheduled Maintenance Gasoline Engine on page What to Use Refer to the
Maintenance Schedule to determine what kind of lubricant to use. Page Bulb Replacement Bulb

Replacement Among those acts presumed to constitute tampering are the acts listed below. For
the proper type of replacement bulbs, see Insulation: Replacement Bulbs on page Page
Headlamps Headlamps To replace a headlamp bulb, do the following: 1. Open the hood. See
Hood Release on page for more information. If your vehicle has one pin on the headlamp
assembly, remove the pin. To remove the pin, turn the pin up and pull it out straight out.
Low-Beam Headlamp B. High-Beam Headlamp 3. Pull the headlamp assembly out. Sidemarker
Lamp 4. Unplug the electrical connector. Retainer Clip 5. Turn the old bulb counterclockwise
and remove it C. Page Roof Marker Lamps 7. Install a new bulb into the bulb socket. Insert the
bulb socket into the turn signal assembly and turn it clockwise until it locks. Put a new bulb into
the socket and turn clockwise until it locks in place. Remove the six screws on the center roof
marker lamps. Turn the old bulb counterclockwise to remove it from the socket. Reinstall the
lens and tighten the screws. Cargo Lamps B. Center High-Mounted Stoplamp Bulbs 1. Remove
the screws and lift off the lamp assembly. Remove the back plate from the assembly by
pressing the release tabs. To replace a taillamp bulb, do the following: If a cargo lamp is
replaced, put a new cargo lamp bulb into the socket and press it in until it is 1. Determine which
of the following taillamp assembly applies to your vehicle. Stoplamp B. Turn Signal C. Back-up
Lamp 4. Press the release tab, A. Stoplamp if equipped, and turn the bulb socket B. Turn Signal
Lamp counterclockwise to C. Page Replacement Bulbs Replacement Bulbs 6. Press a new bulb
into the socket and turn the socket clockwise into the taillamp assembly. Exterior Lamp Bulb
Number 7. Reinstall the taillamp assembly. Replacement blades come in different types and are
removed in different ways. Page Load Index: An assigned number ranging from 1 to Passenger
P-Metric Tire: A tire used on passenger that corresponds to the load carrying capacity cars and
some light duty trucks and multipurpose of a tire. Tires need the correct amount of air pressure
to operate Treadwear Indicators: Narrow bands, sometimes effectively. Page Dual Tire
Operation Dual Tire Operation Tire Inspection and Rotation When the vehicle is new, or
whenever a wheel, wheel Tires should be rotated every 5, to 8, miles bolt or wheel nut is
replaced, check the wheel nut torque 8 to 13 km. Page If your vehicle has single rear wheels and
the tread If your vehicle has dual rear wheels and the tread design for your front tires is the
same as your rear tires, design for your front tires is the same as your rear tires, use the
rotation pattern shown here when rotating always use one of the correct rotation patterns
shown your tires. Page If your vehicle has dual rear wheels and the tread CAUTION: design for
the front tires is different from the dual rear tires, always use Rust or dirt on a wheel, or on the
parts to the correct rotation which it is fastened, can make wheel nuts pattern shown here when
become loose after a time. Page Whenever you replace your tires with those not having a TPC
Spec number, make sure they are the same CAUTION: size, load range, speed rating and
construction type bias, bias-belted or radial as your original tires. If wheel nuts keep coming
loose, the of heat and its ability to dissipate heat when tested wheel, wheel bolts and wheel nuts
should be replaced. It could affect the braking and dangerous. You cannot know how it has
been handling of your vehicle, make your tires lose used or how far it has been driven. If air
goes out of a tire, it is much more likely to leak out slowly. Lifting a vehicle and getting under it
to do But if you should ever have a blowout, here are a maintenance or repairs is dangerous
without Turn the knob on the jack counterclockwise to lower the jack head to release the jack
from its holder. Remove the wheel blocks and the wheel block retainer by turning the wing nut
counterclockwise. Remove the wing nut used to retain the storage bag and tools by turning it
counterclockwise. Assemble the wheel wrench H and the two jack handle extensions I as
shown. Insert the hoist end open end F of the extension through the hole G in the rear bumper.
Spare Tire Valve Stem G. Turn the wheel wrench H counterclockwise to 6. Tilt the retainer D at
lower the spare tire to the ground. Continue to the end of the cable turn the wheel wrench until
the spare tire can be when the tire has been pulled out from under the vehicle. If your vehicle
has wheel nut caps, loosen Installing the Spare Tire them by turning the wheel wrench Use the
following pictures and instructions to remove counterclockwise. If the vehicle has a center cap
with wheel nut caps, the wheel nut caps are designed to stay with the center cap after they are
loosened. Page If the wheel has a smooth center cap, place the 2. Use and turn the wheel
wrench counterclockwise chisel end of the wheel wrench in the slot on to loosen the wheel
nuts. Page If you have added a snow plow to the front of your vehicle, lower the snow plow fully
before raising the vehicle. If the vehicle slips off the jack you could be badly injured or killed.
Page 5. Rear Position 4. Make sure the jack head is positioned so that the rear axle is resting
securely between the grooves that are on the jack head. Turn the wheel wrench clockwise to
raise the vehicle. Install the spare tire. If become loose after a time. The wheel could you do, the
nuts might come loose. This could lead to an accident. Be sure to use the correct wheel nuts. If
you have to replace them, be sure to get new GM original equipment wheel nuts. Page
Secondary Latch System Secondary Latch System Your vehicle has an underbody-mounted tire

hoist assembly equipped with a secondary latch system. It is designed to stop the spare tire
from suddenly falling off your vehicle. For the secondary latch to work, the spare must be
installed with the valve stem pointing down. Page To release the spare tire from the secondary
latch, do 3. Loosen the cable by turning the wrench the following: counterclockwise three or
four turns. Repeat this procedure at least two times. If the spare tire lowers to the ground,
continue with Step 5 of Removing the Spare Tire and Tools on page Page 9. Position the center
lift point of the jack under the 8. Attach the jack handle, extension, and wheel center of the
spare tire. Page Lower the jack by turning the wheel wrench Tilt the retainer D at
counterclockwise. Keep lowering the jack until the the end of the cable spare tire slides off the
jack or is hanging by and pull it through the cable. In a sudden stop or collision, loose
equipment could strike someone. Store all these in the proper place. Page Store the tire under
the rear of the vehicle in the spare 1. Put the tire on the ground at the rear of the vehicle tire
carrier. Use the following art and text to assist you: with the valve stem pointed down, and to
the rear. Insert the hoist end F through the hole G in the rear bumper and into the hoist shaft.
Raise the tire part way upward. Make sure the retainer is seated in the wheel opening. Raise the
tire fully against the underside of the vehicle by turning the wheel wrench clockwise 7. Cleaning
products can be hazardous. Some are toxic. A canister remove a soil from any interior surface.
Page Leather Instrument Panel, Vinyl, and Other If any of the soil remains, a commercial fabric
cleaner or spot lifter may be necessary. If the locally A soft cloth dampened with water may be
used to cleaned area gives any impression that a ring formation remove dust. Clean the blade
by Bright metal parts should be cleaned regularly to keep wiping vigorously with a cloth soaked
in full-strength their luster. Page Sheet Metal Damage Tires The surface of these wheels is
similar to the painted surface of your vehicle. Do not use strong soaps, chemicals, abrasive
polishes, abrasive cleaners, To clean the tires, use a stiff brush with tire cleaner. Bare metal
chemical fallout. Airborne pollutants can fall upon and will corrode quickly and may develop
into major attack painted surfaces on the vehicle. Wax-Treated polishing cloth. It is very helpful
if you ever need to order parts. Pull off the cover to access the fuse block. Fuses Usage You
may have spare fuses located behind the fuse See Engine Compartment Overview on page for
more information on its location. If your vehicle has a diesel engine, condition. This
maintenance section applies to vehicles with a If you want to purchase service information, see
gasoline engine. See footnote a. Perform any needed additional services. Page Maintenance
Footnotes Gasoline Engine Maintenance Footnotes b Visually inspect front and rear suspension
and steering system for damaged, loose or missing parts, Gasoline Engine signs of wear or lack
of lubrication. Try to start the engine in each gear. Keeping your foot on the regular brake, set
While parked, and with the parking brake set, try to the parking brake. See Engine Coolant
gasoline engine. If your vehicle has a diesel engine, on page Page Maintenance Record
Maintenance Record After the scheduled services are performed, record the date, odometer
reading, who performed the service and the type of services performed in the boxes provided.
See Maintenance Requirements on page Any additional information from Owner Checks and
Services on page can be added on the following record pages. You should retain all
maintenance receipts. Page Customer Assistance And Information Your satisfaction and
goodwill are important to visible through the windshield. This value-added service is intended
to General Motors de Mexico, S. Page Courtesy Transportation Courtesy Transportation If the
dealer requests that you simply drop the vehicle off for service, you are urged to do so as early
in the work day as possible to allow for the same To enhance your ownership experience, we
and our day repair. Page Additional Program Information Courtesy Rental Vehicle Courtesy
Transportation is available only at participating dealers and all program options, such as shuttle
Your dealer may arrange to provide you with a courtesy service, may not be available at every
dealer. Page Vehicle Data Collection And Event Data Recorders Vehicle Data Collection and
Event vehicle is equipped with Quadrasteer, steering performance, including yaw rate, steering
wheel angle, Data Recorders and lateral acceleration, is also recorded. This information has
been used to improve vehicle crash Your vehicle, like other modern motor vehicles, has a
performance and may be used to improve crash number of sophisticated computer systems
that monitor performance of future vehicles and driving safety. To request an order form, and
trucks. Each bulletin contains instructions to please specify year and model name of the
vehicle. Page Audio System s cont. Page Center Console Storage Area Page Coolant cont. Door
Surge Tank Pressure Cap Page Fuel cont. Page Horn Page Light cont. Maintenance Schedule
cont. Traction Off Page Mirrors cont. Online Owner Center Page Parking cont. Radios cont. Over
Things That Burn Page Recovery Hooks Recreational Vehicle Towing Page Securing a Child
Restraint cont. Steering Wheel Controls, Audio Page Tires cont. Traction Cleaning Page Vehicle
cont. Wheels Loading Print page 1 Print document pages.

