2005 pontiac g6 exhaust system diagram

It was introduced in for the model year to replace the Grand Am. Production ended in with the
discontinuation of the Pontiac line. Its name derives from being the successor to the Pontiac
Grand Am , and serves as the "sixth generation" of the Grand Am, hence G6. The nomenclature
also hearkens back to the Pontiac , another midsize car. The concept used a 3. When the G6
was introduced in , it had two trim levels, base "V6" and sportier "GT". Both trims, however,
used a 3. Matched to a four-speed automatic transmission , the GT featured TAPshift, where the
driver could select the gears manually. Base models were well equipped, featuring power locks,
windows and mirrors with keyless entry, six-speaker CD stereo, power drivers seat, air
conditioning and split folding rear seat. GTs added an eight-speaker Monsoon stereo, premium
cloth seats with six-way adjustment, remote start, ABS and traction control. In , the G6 added
two new trim levels and two new bodystyles, a coupe and a retractable hard top convertible. The
new trim levels were a new base four-cylinder trim sometimes referred to as "SE" , and the high
performance "GTP". The new base model used a horsepower, 2. The 3. The new GTP used a 3. A
four-speed automatic transmission was standard, but for no cost, a six-speed manual
transmission was available. The GTP convertible was not available with the manual
transmission and reduced its power to hp , due to a more restrictive exhaust system. The GTP
also featured standard electronic stability control. The G6 saw more engine changes, and
standard side torso and side curtain airbags actually introduced late in the model year were
new. The GTP was given a new 3. It is mated to a six-speed automatic transmission. Midway
through the model year the six-speed manual was dropped with the 3. The GTP convertible was
also discontinued. SAE ratings also dropped the horsepower ratings on the 2. For , 2. An all new
6 speed automatic transmission, which debuted on the Chevrolet Malibu , became optional on 4
cylinder models. GM revised the G6 in the middle of , creating a " Changes consisted of a
revised front and rear fascia as well as a revision of the dashboard, most notably adding an
updated radio with Bluetooth capability. Coupes and convertibles ceased production at the end
of the model year, making examples with the Subsequent to this model's introduction, General
Motors entered bankruptcy, and announced that the G6 sedan would be discontinued in Most
other Pontiac models had been discontinued, but the G6 was in high-demand for fleet vehicle
orders, facilitating production to continue while the brand was wound down. In , the G6 had
white back-lit dashboard lights instead of the traditional red, Pontiac color scheme. The
Insurance Institute for Highway Safety gave the Pontiac G6 an overall Good score in the frontal
offset crash test [2] but an Acceptable score in the side impact crash test even though side
airbags were introduced late in the model year. It includes a 3. The launch of the G6 was a major
publicity stunt : of the cars were given away to audience members of The Oprah Winfrey Show
on the talk show 's fall season premiere. On September 12, , Autoblog did a follow up on the
individuals who won the vehicle on the tenth anniversary of the telecast. The winners
interviewed learned that although they did "get a car" from Winfrey during the broadcast, in
actuality they had to go to the Pontiac dealership in their area to pick up the G6 because the
vehicles that were shown in the studio's parking lot were used as a promotion. One couple had
to sell their G6s because they learned of tax implications that came with owning the car.
Another kept hers even though her two friends who came with her to the taping no longer have
theirs one was sold, another was totaled in an accident and hopes to give the G6 to her
daughter in time for college, saying "I'm hoping to drive it until we can't drive it any more. R
after the GTO went out of production. The cars are referred to as GXP. It is powered by LS2 V8
engine that produces approximately horsepower kW. Weight saving features include carbon
fiber body panels, shatter-resistant polycarbonate windows. The custom tube-frame chassis is
not related to the road car's chassis and the 6-speed gearbox delivers power to the rear wheels.
The front and rear fenders flared to cover the wide, inch wheels and class-spec Hoosier racing
tires. A rear wing reminiscent of sports option package on the race car is fitted at the back,
underneath the proper racing rear wing. To expedite sales at some dealerships, GM authorized
seats to be replaced with leather seats as a dealer-installed option. This change could cause the
passenger air bag sensor to not detect an occupant. GM took the rare step of buying back any
cars that had this dealer installed option. The second recall NHTSA Campaign 09V affected 8,
MY G6 vehicles, and corrected a potential corrosion that affected brake light wiring, and could
cause brake lights to not illuminate. On September 21, , General Motors recalled , vehicles
involving the Chevy Malibu , Pontiac G6 and Saturn Aura from model years through equipped
with four-speed automatic transmissions. The problem is a condition that could make cars roll
when in park. The recall affects , in the United States, 40, in Canada and 7, in other markets. GM
expanded the recall in after finding the problem was not isolated to that model year. In GM has
recalled the vehicle regarding a condition in which the transmission shift cable may fracture.
The fracture prevents the driver from selecting gears and may cause the vehicle to move in an
unintended direction. From Wikipedia, the free encyclopedia. Motor vehicle. Retrieved R press

release". R review:". General Motors. Archived from the original on June 21, Archived from the
original on 21 February Archived from the original on Retrieved 21 September Vehicle exclusive
to Canada Vehicle exclusive to Mexico. Pontiac vehicles. A division of General Motors , â€”
Aztek Sunrunner Torrent. Montana Trans Sport. Category Commons. Authority control LCCN :
sh Hidden categories: CS1 errors: external links Articles with short description Short
description is different from Wikidata All articles with dead external links Articles with dead
external links from March Articles with permanently dead external links Commons link is on
Wikidata Wikipedia articles with LCCN identifiers. Namespaces Article Talk. Views Read Edit
View history. Help Learn to edit Community portal Recent changes Upload file. Download as
PDF Printable version. Wikimedia Commons. Red Pontiac G6. Lake Orion, Michigan , United
States. Transverse front-engine, front-wheel drive. GM Epsilon platform. Sedan: Sedan: 3, lb 1,
kg Coupe: 3, lb 1, kg Convertible: 3, lb 1, kg. Pontiac Grand Am. Grand Am. Grand Prix. Station
wagon. Mid-size crossover. Compact SUV. Compact MPV. Trans Sport. Montana SV6. Personal
luxury. LCCN : sh A typical exhaust system consists of an exhaust manifold, catalytic converter,
resonator, muffler and tail pipe all connected serially to a combustion car engine to flush out
exhausts gasses. The exhaust valve allows entry of the hot exhaust gasses into the manifold.
The main function of the catalytic converter is to completely neutralize partially combusted
gasses such as CO and nitrous oxides that are toxic and harmful to the environment. The cat
converter consists of ceramic and platinum or palladium layers. The gasses then move into the
hollow muffler chambers of various sizes to eliminate most of the noise they carry from the
engine. Resonance and changing directions between the chambers cancels out most of the
noise. Fel-Pro is known for its gasket sets. Typically, catalytic converters, mufflers and pipes
require replacements more frequently due to damage or wear and tear with regular driving. A
typical car exhaust consists of a series of parts connected from the engine â€” prop shaft,
exhaust pipe, resonator box, leading into a silencer and tail pipe. The purpose of the exhaust is
to flush out the hot burnt gasses generated during combustion of gasoline or diesel in a vehicle
engine. The hot exhaust gasses, vapors and the location of these parts lead to significant wear
and tear of exhaust parts. Any damage, cracks or holes in the exhaust tubing leads to
significant noise. Leaks, breaks and rattles often appear at the manifold joint or rubber
mountings, often due to excessive engine movement or bar bushes. Exhaust metal-to-metal
tubing joints are often joined together using clamps, nuts and bolts, that require careful
positioning. Fitting new clamps or mountings to an exhaust pipe may require cutting through
pipes with a mini hacksaw. The pipes are usually held in place under a car body with specific
mounts and screws. Having a faulty catalytic converter can lead to a failed emissions test.
Exhaust Systems. Converter Muffler Exhaust Pipe Exhaust Hardware Gasket Exhaust Manifold
Exhaust Kit Header Connecting Pipe Crossover Pipe 8. Vehicle Specific Universal Fitment In
Stock Out of Stock Showing 1 - 40 of results. Availability: In Stock. Category: Exhaust Systems.
Clear all. Vehicle Specific. Free Shipping. Qualify for. What is Exhaust Systems A typical
exhaust system consists of an exhaust manifold, catalytic converter, resonator, muffler and tail
pipe all connected serially to a combustion car engine to flush out exhausts gasses. About
Exhaust Systems Fel-Pro is known for its gasket sets. Learn more about Exhaust Systems A
typical car exhaust consists of a series of parts connected from the engine â€” prop shaft,
exhaust pipe, resonator box, leading into a silencer and tail pipe. Still can't find what you need?
Contact us. Search our online exhaust pipe catalog and find the lowest priced discount auto
parts on the web. We sell wholesale to the public. We specialize in a wide-variety of high-quality
car parts and accessories for your car, truck or SUV. Call toll free to order or place your order
online via our secure checkout system. Our online parts catalog uses real-time inventory, so
you can be assured the parts you buy are in stock at the time of ordering. Most orders are
shipped the same day. They are available for the following Pontiac G6 years: , , , , , 10, 09, 08,
07, This part is also sometimes called Pontiac G6 Exhaust Pipes. It came shiny and new. Skip to
main content Menu. Close X. Call To Order: To return a part, simply submit a support ticket
within 30 days of ordering and we will issue you an RMA number to return your product. See
customer service page for refund and return details. We scour the web to make sure PartsGeek
always has low prices. You can buy with confidence! Click to Enlarge. Walker Exhaust
Resonator and Pipe Assembly. Product Note: Resonator Assembly -- If welded assembly,
replace all required parts. Features: Aluminized steel construction for corrosion resistance and
durability OE-style louvered tube technology lowers noise level for premium OE-style sound
Meticulous pipe routing for fast, easy installation Designed to perform and sound like the
original system Features OE-Style hardware, flanges and brackets for fast and easy installation.
Walker Exhaust Pipe. Features: Manufactured from aluminized steel for durability Manufactured
with precision benders for easy installation Designed to perform and fit like original equipment
Features OEM routings for hassle free installation OE-style connectors and hangers where

applicable. AP Exhaust Exhaust Pipe. Product Note: Tail Pipe -- If welded assembly, replace all
required parts. Image is not vehicle specific. Product SKU: W Shipping Options: Ground,
Overnight, 2 Day. Read more reviews. I ordered the wrong part for my car. How can I return it for
the right one? Catalog: B. Vehicle Engine Pontiac G6. Vehicle Engine Transmission Pontiac G6.
Vehicle Body Engine Pontiac G6. Catalog: P. Catalog: A. Pontiac - Solstice - Workshop Manual - Pontiac - Solstice - Owners Manual - - We'll send you a quick email a new Pontiac Solstice
document is added. Spam free: Maximum of 1 email per month. Donations are totally optional, if
you can't afford a few dollars right now please don't feel pressured, but if you can Pretty please
could you help? Show full PDF. Get your hands on the complete Pontiac factory workshop
software. Check out our popular Pontiac Solstice Manuals below:. Summary of Content. Oxnard,
Ca. Installing a Borla Performance Exhaust System on your vehicle will eliminate the restrictive
design of the stock exhaust, allowing your engine to discharge exhaust gas easier. The result is
more horsepower and torque, longer engine life, and a distinctive throaty growl- all this, with
easy bolt-on installation. These installation instructions have been written to help you in the
installation of your Borla Performance Exhaust System. Please read it completely before
installing your system. Borla Performance Industries recommends that an exhaust shop or
professional after market parts installer, who has all the necessary equipment, tools and
experienced personnel needed for proper installation, should perform the installation of this
system. However, if you decide to perform the installation, we recommend someone should
help you. Ensure the installer uses all under car safety precautions including eye protection.
Please take time to read and understand the followingâ€¦ By installing your Borla Performance
Exhaust System, you indicate that you have read this document and you agree with the terms
stated below. Included with your Borla Performance Exhaust System is a warranty card. Please
read it carefully before you begin any work on your vehicle. If you should have any questions
regarding our warranty policy, installation, or any other matter pertaining to your new Borla
Performance Exhaust System, please give us a call at the number provided on the warranty
card. Front pipe assembly Mid pipe Muffler assembly 2. Never work on a hot exhaust system.
Serious injury in the form of burns can result If the vehicle has been in use and the exhaust
system is hot, allow vehicle to cool for at least 1 hour. Always wear eye protection when
working under any vehicle. Taking all under car safety precautions, lift the vehicle using a hoist
or hydraulic lift. Once this has been done, you may begin the removal of your old exhaust
system from your vehicle. Original Exhaust System Removal Note: With a used vehicle, we
suggest a penetrating spray lubricant to be applied liberally to all exhaust fasteners and
allowing a significant period of time for the chemical to lubricate the threads before attempting
to disassemble. Figure 1 1. Unbolt and remove the oxygen sensor from the pipe located just
behind the flange as shown in figure 2. Unbolt the flange shown in figure 1 located behind the
catalytic converter. Place the hardware to the side for use during the installation of your new
exhaust system. Lubricate all the hangers and rubber isolators. Using a muffler stand or an
additional person to hold the exhaust system up in place, remove the hangers from the rubber
isolators and then remove the entire exhaust system from the vehicle as shown in figure 3.
Figure 2 Warning: Use extreme caution during installation. Use of such tools may result in bent
flanges or gasket contact areas leading to exhaust leaks. Using the original hardware, place the
front pipe assembly into position as shown in figure 4. Hand tighten the hardware for now.
Apply anti seize to oxygen sensor threads and install the oxygen sensor into the front pipe as
shown in figure 5. Torque the oxygen sensor to ft. Figure 4 3. Place a clamp over the expanded
end of the mid pipe and set it into position as shown in figure 6 making. Do Not tighten the
clamp. Place a clamp over the expanded end of the muffler assembly and set it up into position
as shown in figure 7 making sure to install all the hangers into the rubber isolators. Check your
exhaust system for proper clearance under the vehicle and also for tip alignment. Figure 5 6.
Before starting your vehicle, make sure to check all wires, hoses, brake lines, body parts and
tires for safe clearance from the exhaust system. Start vehicle and check for any leaks. If any
leaks are found, determine cause such as loose hardware or incorrectly positioned clamp and
repair as necessary. Figure 6 Note: When you first start your vehicle after the installation of
your new Borla Performance Exhaust System, there may be some smoke and fumes coming
from the system. This is a protective oil based coating used in the manufacturing of mandrel
bent performance exhaust tubing. This is not a problem and will disappear within a very short
period of time after the exhaust has reached normal operating temperatures. A Page 4 of 4. Get
notified when we add a new Pontiac Solstice Manual Notify me. Get notified when we add a new
PontiacSolstice Manual. Notify me. We cover 60 Pontiac vehicles, were you looking for one of
these? Thanks for visiting my little site! Can you help keep us online? Or add your coupon if
you have it? Thank you for visiting OnlyManuals. An oem exhaust system is a great upgrade for
your chevy silverado an oem exhaust system is a great upgrade for your chevy silverado. Part

type exhaust systems. Buy a dodge ram exhaust system at discount prices. Select your
vehicles submodel to continue. Gibson performance exhaust 24 mbrp performance exhaust
Guided navigation display options. For dodge ram exhaust system flowmaster zm 57l v8 see
more like this mbrp exhaust dodge ram 57l hemi cat back single crew cab short fits. We provide
the right products at the right prices. Choose top quality brands dynomax flowmaster gibson
mbrp magnaflow walker. Exhaust system ultra flo welded cat back steel aluminized polished
stainless tips dodge pickup 57l part number. Vertical navigation horizontal navigation. Dodge
parts diagram p9schwabenschamanende dodge ram parts diagram wiring diagram data schema
rh 19 1 schuhtechnik much de dodge. Select the navigation view you prefer when narrowing
your search. Dodge ram exhaust system we have 11 items in stock. As well as dodge ram
exhaust system diagram also used parts dodge ram quad cab 4x4 47l v8 45rfe auto. Post a
Comment. Share this post. Newer Post Older Post Home. Subscribe to: Post Comments Atom.
Iklan Atas Artikel. Iklan Tengah Artikel 1. Iklan Tengah Artikel 2. Iklan Bawah Artikel. About
Contact Privacy Policy Disclaimer. Pontiac g6 sunroof diagram box wiring diagram rear
passenger side wing window replacement i want to replace pontiac g6 exhaust diagram pontiac
g6 sunroof diagram. Get deals on automotive parts truck parts and more. For chevrolet malibu
pontiac g6 saturn aura exhaust manifold le5 4cyl fits. Genuine factory pontiac g6 gt v6 35
exhaust components oem parts diagram. G6 gtgtpgxp exhaust system. Exhaust manifold
catalytic converter for chevy malibu saturn aura pontiac g6 The stock parts happen to be very
expensive in most instances and this is why you need to go for the aftermarket parts. G6 v6 35l.
Buy exhaust systems related parts exhaust systems online from napa auto parts stores. Pontiac
g6 exhaust parts reviews. Free shipping on orders over 50 always makes purchasing a little
easier. If youre looking to upgrade or repair your pontiac g6 with a exhaust system auto parts
warehouse is here for you. Sold but not forgotten kman is offline quote quick reply. Please enter
your desired user name your email address and other required details in the form below. Post 3
of. If you are looking forward to restoring your pontiac g6 exhaust system you need to locate
high quality parts. Pontiac g6 36l xx carbon exhaust collector gasket by percys high
performance. Exhaust wraps help to retain heat in your exhaust system which increases
horsepower while reducing radiant heat damage especially. Mv Wiring Diagram Wiring Library.
Isuzu W Wiring Diagram Database. Cobalt Wiring Harness Wiring Library. What Is A Flex Pipe.
Dodge Starter Wiring Wiring Library. Post a Comment. Share this post. Newer Post Older Post
Home. Subscribe to: Post Comments Atom. Iklan Atas Artikel. Iklan Tengah Artikel 1. Iklan
Tengah Artikel 2. Iklan Bawah Artikel. About Contact Privacy Policy Disclaimer. Also See for G6
User manual - 20 pages Owner's manual - pages. Quick Links. See also: User Manual. Table of
Contents. Seats and Restraint System Features and Controls Starting and Operating Your
Vehicle. Instrument Panel Warning Lights, Gages, and Indicators. Driving Your Vehicle Your
Driving, the Road, and the Vehicle. Service and Appearance Care Windshield Wiper Blade
Replacement. Maintenance Schedule Customer Assistance Information Customer Assistance
and Information. Vehicle Data Recording and Privacy. Previous Page. Next Page. Pontiac G6
User Manual 20 pages. General motors pontiac aztek owner manual pages. Page 3 Safety
Warnings and Symbols A notice tells about something that can damage the vehicle. A circle
with a slash Notice: These mean there is something that could through it is a safety damage
your vehicle. For more information on the symbol, refer to the index. Page 7: Front Seats Pull
the head restraint up to raise it. To lower the head CAUTION: Continued restraint, press the
button, located on the top of the confuse you, or make you push a pedal when you seatback,
and push the do not want to. The seat will heat to the high setting. The indicator light above the
switch will be lit next to the number 2. On vehicles with heated Press the top of the switch again
to go to the low heat front seats, the buttons are setting. The sudden movement could startle
and confuse you, or make you push a pedal when you do not want to. That could cause motion
can be dangerous. Even when buckled up, injury to the person sitting there. Always push and
the safety belts cannot do their job when reclined pull on the seatbacks to be sure they are
locked. Page Seatback Latches Seatback Latches To operate the seatback latch, pull up on the
manual recline lever. The seatback will automatically spring forward. In a sudden stop or crash,
the person sitting there could be injured. After you have used it, be sure to push rearward on an
easy entry seat to be sure it is locked. Page 14 2. Pull back on the top of the recliner lever. The
3. Slide the seat forward. Move the seat rearward until it locks into place after the passenger
enters the rear seat area. Move the seatback to its original position and return the front seat
safety belt to the safety belt guide. Always unbuckle the safety belts and return them to their
normal stowed position before folding a rear seat. A safety belt that is improperly routed, not
properly attached, or twisted will not provide the protection 2. In a collision, people safety belts
properly. It also describes some things not riding in these areas are more likely to be seriously
to do with safety belts. Put someone on it. Take the simplest vehicle. Suppose it is just a seat on

wheels. Page 19 Get it up to speed. Then stop the vehicle. The rider The person keeps going
until stopped by something. In a real vehicle, it could be the windshield Page 20 or the
instrument panel With safety belts, you slow down as the vehicle does. You get more time to
stop. You stop over more distance, and your strongest bones take the forces. That is why safety
belts make such good sense. You may be an excellent driver, but if you are in a crash â€” even
one that is not your fault â€” you and Will I be trapped in the vehicle after a crash if I your
passenger s can be hurt. Be aware that there are special things to know about safety belts and
children. And there are different rules for smaller children and infants. If a child will be riding in
the vehicle, see Older Children on page or Infants and Young Children on page Page 23 What is
wrong with this? In a crash, you would move forward too much, which could increase injury.
The shoulder belt is too loose. Page 24 What is wrong with this? In a crash, you could slide
under the lap belt and apply force on your abdomen. This could cause serious or even fatal
injuries. The lap belt should be worn low and snug on the hips, just touching the thighs. Page
25 What is wrong with this? In a crash, the belt would go up over your abdomen. The belt forces
would be there, not on the pelvic bones. This could cause serious internal injuries. Page 26
What is wrong with this? The belt would be much too high. In a crash, you can slide under the
belt. The belt force would then be applied on the abdomen, not on the pelvic bones, and that
could cause serious or fatal injuries. Page 27 What is wrong with this? In a crash, your body
would move too far forward, which would increase the chance of head and neck injury. Also, the
belt would apply too much force to the ribs, which are not as strong as shoulder bones. Page 28
What is wrong with this? In a crash, you would not be restrained by the shoulder belt. Your
body could move too far forward increasing the chance of head and neck injury. Page 29 What
is wrong with this? In a crash, you would not have the full width of the belt to spread impact
forces. Pick up the latch plate and pull the belt across you. Do not let it get twisted. All seating
positions in the vehicle have a The lap-shoulder belt may lock if you pull the belt lap-shoulder
belt. Page 31 Position the release button on the buckle so that the safety belt could be quickly
unbuckled if necessary. If equipped with a shoulder belt height adjuster, move it to the height
that is right for you. Adjust the height so that the shoulder portion of the belt is centered on the
shoulder. The belt should be away from the face and neck, but not falling off the shoulder. Here
is how to install a comfort guide to the The vehicle has safety belt pretensioners for front safety
belt: outboard occupants. Although the safety belt pretensioners cannot be seen, they are part
of the safety belt assembly. Page 34 2. Place the guide over the belt, and insert the two 3. The
elastic cord must be under the belt and the guide on top. The person wearing the belt could be
seriously injured. The shoulder belt should go over the shoulder and across the chest. These
parts of the body are best able to take belt restraining forces. When a safety belt is worn
properly, it is more likely that the fetus will not be hurt in a crash. Safety belts work for
everyone, including pregnant For pregnant women, as for anyone, the key to making women. Do
the knees bend at the seat edge? If yes, continue. Page 38 What is the proper way to wear safety
belts? The shoulder belt should not cross the face Never do this. Never allow a child to wear the
safety belt with the shoulder belt behind their back. A child can be seriously injured by not
wearing the lap-shoulder belt properly. In a crash, the child would not be restrained by the
shoulder belt. Page Infants And Young Children Infants and Young Children Children who are
not restrained properly can strike other people, or can be thrown out of the vehicle. Everyone in
a vehicle needs protection! This includes infants and all other children. Secure a rear-facing
child restraint in a rear seat. It is also better to secure a forward-facing child restraint in a rear
seat. If you must secure a forward-facing child restraint in the right front seat, always move the
front passenger seat as far back as it will go. Page 42 What are the different types of add-on
child restraints? To reduce the risk of neck and head injury during Selection of a particular
restraint should take into a crash, infants need complete support. A booster seat can also help a
child to see out the window. Page Securing The Child Within The Child Restraint Securing an
Add-On Child Restraint in When securing an add-on child restraint, refer to the instructions that
come with the restraint which may be the Vehicle on the restraint itself or in a booklet, or both,
and to this manual. The child restraint instructions are important, so if they are not available,
obtain a replacement CAUTION: copy from the manufacturer. Even if the passenger sensing
system has turned We recommend that children and child restraints be off the right front
passenger frontal airbag, no secured in a rear seat, including: an infant or a child system is
fail-safe. Page 47 Keep in mind that an unsecured child restraint can move A. Be sure to
properly secure any child restraint B. Child restraint or in your vehicle â€” This system is
designed to make installation of a child restraint easier. Page Top Tether Anchor Top Tether
Anchor Some child restraints that have a top tether are designed for use with or without the top
tether being attached. Others require the top tether always to be attached. In Canada, the law
requires that forward-facing child restraints have a top tether, and that the tether be attached.

Top Tether Anchor : Seating positions with top tether anchors. Lower Anchor : Seating
positions with two lower anchors. Page 51 Sedan Coupe Retractable hardtop models do not
have top tether anchors to be used to secure a child restraint in any seating position. Do not
secure a child restraint in a position without a top tether anchor if a national or local law
requires that the top tether be attached, or if the instructions that come with the child restraint
say that the top tether must be attached. Buckle any unused If a LATCH-type child restraint is
not attached to safety belts behind the child restraint so children anchors, the child restraint will
not be able to protect cannot reach them. Page 53 Sedan Models If you need to secure more
than one child restraint in the rear seat, see Where to Put the Restraint on page Depending on
where you place the child restraint, you may not be able to access certain safety belt
assemblies or LATCH anchors for additional passengers or child restraints. Page 54 Sedan,
Coupe and Retractable Hardtop 2. If the child restraint manufacturer recommends that the top
tether be attached, attach and tighten Models the top tether to the top tether anchor, if
equipped. Attach and tighten the lower attachments to the Refer to the child restraint
instructions and the lower anchors. Page 55 If the position you are If the position you are using
using does not have a has a headrest or head headrest or head restraint restraint and you are
using and you are using a a dual tether, route the dual tether, route the tether tether under the
headrest over the seatback. Put the child restraint on the seat. When securing a child restraint
in a rear seating position, study the instructions that came with your child 2. Page 57 4. Pull the
rest of the shoulder belt all the way out of 5. To tighten the belt, push down on the child
restraint, the retractor to set the lock. If your seat has a safety belt guide, return the safety belt A
child in a rear-facing child restraint can be into the guide on the seatback by sliding the
webbing seriously injured or killed if the right front passenger If a child by sliding the webbing
through the opening on the restraint is secured using a safety belt and it uses a top guide. Page
60 If the airbag is off, the off indicator in the passenger airbag status indicator will come on and
stay on when the vehicle is started. Page 62 Airbags are designed to supplement the protection
provided by safety belts. Airbags plus lap-shoulder belts offer protection for adults and older
children, but not for young children and infants. Page 64 Driver Side shown, Passenger Side
similar The right front passenger frontal airbag is in the instrument panel on the passenger side.
The seat-mounted side impact airbags for the driver and right front passenger are in the side of
the seatbacks closest to the door. Do not put anything between an occupant and an airbag, and
do not attach or put anything on the steering wheel hub or on or near any other airbag covering.
For vehicles with roof-rail airbags, there are airbag impacts, rollovers, or rear impacts. A
seat-mounted side modules in the ceiling of the vehicle, near the side impact airbag is intended
to deploy on the side of the windows that have occupant seating positions. Additional
windshield breakage may also occur from the right front The vehicle has a passenger sensing
system for the passenger airbag. Page 70 The passenger sensing system works with sensors
that are part of the right front passenger seat and safety belt. Page 71 The passenger sensing
system is designed to turn off When the passenger sensing system has allowed the the right
front passenger airbag and seat-mounted airbags to be enabled, the on indicator will light and
stay side impact airbag if: lit to remind you that the airbags are active. If, after reinstalling the
child restraint and restarting the vehicle, the on indicator is still lit, turn the vehicle Restraint off.
Then slightly recline the vehicle seatback and adjust the seat cushion, if adjustable, to make
sure If a child restraint has been installed and the on that the vehicle seatback is not pushing
the child indicator is lit Page 73 If the Off Indicator is Lit for an If this happens, use the following
steps to allow the system to detect that person and enable the right front Adult-Size Occupant
passenger frontal airbag and seat-mounted side impact airbag: 1. Turn the vehicle off. Page
Servicing Your Airbag-Equipped Vehicle Servicing Your Airbag-Equipped If the shoulder portion
of the belt is pulled out all the way, the child restraint locking feature will be engaged. This
Vehicle may unintentionally cause the passenger sensing system to turn the airbag s off for
some adult size occupants. Airbags affect how the vehicle should be serviced. This could either
prevent proper deployment Airbag-Equipped Vehicle of the passenger airbag s or prevent the
passenger sensing system from properly turning off the passenger airbag s. Make sure the
airbag readiness light is working. See Airbag Readiness Light on page for more information.
Safety Belts Notice: If an airbag covering is damaged, opened, Now and then, check that the
safety belt reminder light, or broken, the airbag may not work properly. After a Crash After a
very minor crash, nothing may be necessary. But the safety belt assemblies that were used
during any crash may have been stressed or damaged. They could operate the power windows
or other controls or even make the vehicle move. The windows will function with the keys in the
ignition and children could be seriously injured or killed if caught in the path of a closing
window. The interior work up to feet 60 m away from the vehicle. Insert the new battery, positive
side facing up. Replace with a CR or equivalent battery. Snap the transmitter back together.

Page 85 The remote start feature needs to be reset after 3. Door Locks Turn the key
counterclockwise to unlock the door. Turn the key clockwise to lock the door. Page Delayed
Locking Delayed Locking Automatic Door Lock This feature lets the driver to delay the locking
of the Your vehicle is programmed at the factory to lock all vehicle. It will not operate with the
key in the ignition. Unlock the door using the RKE transmitter, if the opening the rear doors
from the inside. You can also If the vehicle must be driven with the liftgate, or use the key in the
trunk lock, except on retractable hardtop models. You can open the trunk when the gear
selector is in P Park. When the retractable hardtop is down and stowed in the Notice: Do not use
the emergency trunk release trunk, the trunk open function will be disabled. They can be
overcome by the extreme heat and suffer permanent injuries or even death from heat stroke.
Never leave a child, a helpless adult, or a pet alone in a vehicle, especially with the windows
closed in warm or hot weather. The windows will function and they could be seriously injured or
killed if caught in the path of a closing window. Page 94 Window Indexing Coupe and 4. Lower
the window all the way down. Hold the switch down for two seconds. Retractable Hardtop 5.
Repeat the procedure for each window, including This feature automatically lowers the window
a small the rear quarter windows on retractable hardtop amount when the door is opened.
Window Lockout : This button prevents the rear This vehicle has theft-deterrent features,
however, passengers from using their window switches. Page Disarming The System Disarming
the System If you press the lock button on the transmitter a second time while all the doors are
closed, the system will arm To disarm the system, do one of the following: immediately. The
system will still arm in 60 seconds if a door is open. Also, check the Immobilizer Operation fuse.
See Fuses on page If the engine still does not start with the other key, your vehicle needs
service. Verify that the new key has stamped on it. Vehicle 2. Insert the already programmed key
in the ignition and start the engine. It also lets you use things like the radio and windshield
wipers while the engine is not running. Page The vehicle has a Computer-Controlled Cranking 2.
This feature assists in starting the engine and protects components. Vehicle Plugging the cord
into an ungrounded outlet could with an engine coolant heater should be plugged in at cause an
electrical shock. Page application. Press the shift lever button and then move the shift lever into
another gear. R Reverse : Use this gear to back up. Shifting into a drive gear while the engine is
Notice: Shifting to R Reverse while the vehicle is running at high speed is dangerous. Page D
Drive : This position is for normal driving. It provides L Low : This position reduces vehicle
speed more the best fuel economy. If you need more power for than 3 Third without using the
brakes. You can passing, and you are: use L Low on hills. You can use this To use this feature,
for sport driving or when climbing hills to stay in gear longer or to downshift for more power or
engine braking. This could overheat and damage your transmission. Do not attempt a third gear
start while trailering or towing your vehicle. Hold the brake pedal down. Hold the release button
in as you move the brake handle all the way down. If you can, it means that the shift lever was
not fully locked in P Park. Fully release the shift lever button. The vehicle is equipped with an
electronic shift lock 2. While holding down the brake pedal, press the shift release system. But if
you ever have to, here are some things to know. Page Compass Compass To adjust for
compass variance: 1. Find your current location and variance zone Compass Operation number
on the zone map that follows. When the ignition and the compass feature are on, the compass
displays the current compass direction after a few seconds. Page Outside Power Mirrors
Outside Power Mirrors Manually fold the mirrors inward to prevent damage when going through
an automatic car wash. To fold, push the mirror toward the vehicle. Push the mirror outward,
Controls for the outside to return to its original position. This information is automatically sent
to an location-based weather, local traffic reports, and OnStar Call Center when the OnStar
button is pressed, stock quotes. Page Storage Areas Storage Areas Location information about
the vehicle is only available if the GPS satellite signals are unobstructed and available. Glove
Box The vehicle must have a working electrical system, including adequate battery power, for
the OnStar Lift up on the glove box lever to open it. Page Convenience Net Convenience Net
Sunshade Operation The sunshade will open automatically when opening the For vehicles with
a convenience net, it is located in the sunroof. Use the convenience net to store small loads as
far forward as possible. The net should However, it can manually be pulled shut after the not be
used to store heavy loads. Do not lower the retractable hardtop The following procedures
explain the proper operation in cold weather. The retractable hardtop will not operate if the
trunk cargo cover is not in place. Page 3. There should be nothing on top, in front of or around
the hardtop or cargo cover. CAUTION: When the retractable hardtop is opened or closed, people
can be injured by the parts that move: the hardtop and its mechanism, the trunk lid, and the side
windows. Make sure nothing or no one is on or around the hardtop. Make sure there is no cargo
on top of or 1. Park on a level surface, and shift the transmission in front of the trunk cargo
cover. Page CAUTION: If the retractable hardtop is not completely opened or closed, the system

will cause the retractable hardtop to slowly descend after 3 minutes. You or others could be
injured. Page After the hardtop has raised completely, release the switch. If you continue to pull
the switch for about two seconds after the hardtop has raised completely, the windows will
automatically close. Page The main components of the instrument panel are the following: A.
Outlet Adjustment on page Instrument Panel Brightness on page Fog Lamps on page If
Equipped. Driver Shift Control. See Automatic Transmission N. This warns others that you are
having trouble. Move the lever all the way up or down to signal a turn. Page Off : Turns off the
windshield wipers. Mist : Move the lever all the way down for a single wiping cycle. The wipers
stop after one wiping intermittent or speed sensitive operation. Page Windshield Washer
Windshield Washer Cruise Control Press the button at the end of the windshield wiper If your
vehicle has cruise control, a speed of about lever until the washers begin. This can really help
on long trips. This disengages the cruise If the cruise control system is already engaged,
control. Headlamps : Turns on the headlamps, parking lamps, and taillamps. For vehicles with
front and rear reading lamps, press They turn off after all the doors are closed. This is true for
all vehicles. Page Accessory Power Outlet S Accessory Power Outlet s Certain electrical
accessories are not compatible with the accessory power outlet and could result in blown
vehicle or adapter fuses. Page Climate Controls Climate Controls Fan Control : Turn the knob
clockwise or counterclockwise to increase or decrease the fan speed. The fan must be on to run
the air conditioning Climate Control System compressor. The heating, cooling, and ventilation
for the vehicle Temperature Control: Turn the knob clockwise can be controlled with this
system. Page The air conditioning compressor operates although the Defog : This mode clears
the windows of fog indicator light is not on. The air conditioning indicator light or moisture. If
the air conditioning outlets, with some air directed to the side windows. An indicator light
comes On hot days, open the windows to let hot inside air on to show that it is on. The air inside
the vehicle is escape; If you do, you could cut or The rear window defogger uses a warming grid
to damage the warming grid, and the repairs would remove fog or frost from the rear window.
Page 2. Set the temperature. The air delivery mode or fan speed can be manually adjusted.
Defog : This mode clears the windows of fog or moisture. Page When air conditioning is
selected or in AUTO mode, the Recirculation : Press the left side of the button to system runs
the air conditioning automatically to cool turn the recirculation mode on. An indicator light
above and dehumidify the air entering the vehicle. Page Outlet Adjustment Rear Window
Defogger If the vehicle has the remote start feature, the rear defogger automatically turns on if it
is cold outside, The rear window defogger uses a warming grid to but the indicator light does
not come on. When remove fog from the rear window. Page Instrument Panel Cluster Instrument
Panel Cluster The instrument panel cluster is designed to show how the vehicle is running. It
shows how fast the vehicle is going, how much fuel the vehicle has left, and many other things
needed to drive safely and economically. United States Shown, Canada similar This only When
the engine is started, a chime sounds for occurs if the passenger airbag is enabled. If the light
stays on it indicates there is an electrical problem. The system check includes If the airbag
readiness light stays on after the the airbag sensor, the pretensioners, the airbag modules,
vehicle is started or comes on while driving, it the wiring and the crash sensing and diagnostic
module. Page Passenger Airbag Status Indicator Passenger Airbag Status Indicator If the word
ON or the on symbol is lit on the passenger airbag status indicator, it means that the right front
passenger frontal airbag and seat-mounted side impact The vehicle has a passenger sensing
system. If one part is not working, the other part when the ignition key is can still work and stop
the vehicle. For good braking turned to start, but the both parts need to be working. Warning
Light The light will stay on if the parking brake does not fully release. If it stays on after the
parking brake is fully released, it means there is a brake problem. Page Malfunction Indicator
Lamp Malfunction Indicator Lamp Malfunctions often are indicated by the system before any
problem is apparent. Being aware of the light can prevent more serious damage to the vehicle.
Check Engine Light This system assists the service technician in correctly diagnosing any
malfunction. Page This light comes on during a malfunction in one of Light On Steady: An
emission control system two ways: malfunction has been detected on the vehicle. Diagnosis
and service might be required. If the system is working normally the indicator light then goes
off. The fuel gage shows how much fuel the vehicle has left, The light goes out when the cruise
control is turned off. Page Driver Information Center Dic Driver Information Center DIC Press
and hold the information and reset buttons at the same time for one second, then release the
buttons to enter the personalization menu. Personalization on page for more information. This
mode displays. This mode shows the remaining distance shows the total distance the vehicle
has been driven you can drive without refueling in either miles mi or in either miles mi or
kilometers km. See Engine Oil on displays. Have your vehicle serviced immediately the system
is not functioning properly. Make sure that the trunk is closed and the hardtop pump motor

temperature is too cold. Press the information button to scroll through the available
personalization menu modes. Your vehicle has personalization capabilities that allow Press the
reset button to scroll through the available you to program certain features to a preferred
setting. Remote start allows vehicle information. To see the date press while the radio is on. The
date with display To set the time and date: times out after a few seconds and goes back to the
normal radio and time display. In rare cases, a radio station could broadcast incorrect
information that causes the radio features to work improperly. If this happens, contact the radio
station. Press MENU to display the radio setup menu. Drivers are encouraged to set up radio
station favorites 2. Press the softkey located below the FAV tab. Tune to favorite stations 3. If
the radio Do not add labels to a CD, it could get caught in the CD displays an error message,
write it down and provide player. Additional volume adjustments may have to be made The
radio system may have an auxiliary input jack from the portable device if the volume is too quiet
or located on the lower right side of the faceplate. This is not not loud. Release FWD to resume
playing. The system is working properly. Page Bluetooth Voice Recognition Unknown: If this
message is received when tuned to channel 0, there could be a receiver fault. Press and hold for
two seconds. The system 1. The system stored without entering the digits individually. Page 5.
Say a name tag for the phone number. The name 4. Does that sound OK? The original call is
placed During a call, all sounds from inside the vehicle can on hold. See the cell phone
manufacturers user guide to see if the cell phone To Transfer Audio to the Cell Phone supports
this feature. Operation is subject to the following two conditions: Unless information is deleted
out of the in-vehicle 1. This device may not cause interference. Page Radio Reception End :
Press to reject an incoming call, or end a current call. The range for most AM stations is greater
than for FM, especially at night. Just as with FM, tall buildings or hills can without being
damaged as long as it is securely attached interfere with satellite radio signals, causing the
sound to to the base. There is enough space materials will interfere with or distort the incoming
between the grid lines to attach a cellular telephone radio reception. Driving habits can affect
fuel mileage. There are good medical, psychological, and developmental reasons for these laws.
CAUTION: The obvious way to eliminate the leading highway safety problem is for people never
to drink alcohol Drinking and then driving is very dangerous. Page Braking Braking Avoid
needless heavy braking. Some people drive in spurts â€” heavy acceleration followed by heavy
braking â€” rather than keeping pace with traffic. The brakes might not have time to cool
between Braking action involves perception time and reaction hard stops. This can help the
driver steer around the obstacle while braking hard. This vehicle has the Antilock Brake System
ABS , an advanced electronic braking system that helps prevent As the brakes are applied, the
computer keeps receiving a braking skid. This is especially useful in slippery road conditions.
The system operates only if it senses that one or both of the front wheels are spinning or
beginning to lose traction. Page Steering In Emergencies Hydraulic Power Steering Steering in
Emergencies If the vehicle has the hydraulic power steering system There are times when
steering can be more effective and power steering assist is lost because the engine than
braking. An emergency like this requires close attention and a quick decision. Page Passing
Passing Skidding In a skid, a driver can lose control of the vehicle. Passing another vehicle on a
two-lane road can be Defensive drivers avoid most skids by taking reasonable dangerous. Any
sudden changes could cause the tires to slide. Always This can happen if the road is wet
enough and you are drive slower in these types of driving conditions going fast enough. Wet ice
off is dangerous. Page Allow greater following distance on any slippery road and watch for
slippery spots. The surface of a curve or an overpass can remain icy when the If the vehicle is
stuck in the snow: surrounding roads are clear. If stuck too severely for the traction To save
fuel, run the engine for only short periods as system to free the vehicle, turn the traction system
off needed to warm the vehicle and then shut the engine Turn off any traction or stability vehicle
can carry. Page Towing Towing If things like suitcases, tools, packages, or anything else are put
inside the vehicle, they will go as fast as the vehicle goes. If you have Towing Your Vehicle to
stop or turn quickly, or if there is a crash, they will keep going. Set the parking brake. See
Instrument Panel Fuse Block on page for more information. Page Dolly Towing From the Front
5. Remove the key from the ignition. Secure the vehicle to the dolly. Tow the vehicle with the
two rear wheels on the ground 7. Release the parking brake. Page Towing A Trailer Towing a
Trailer The vehicle can tow a trailer if it is equipped with the proper trailer towing equipment.
Page Weight Of The Trailer Tongue Weight of the Trailer Tongue The tongue load A of any trailer
is an important weight to measure because it affects the total gross weight of the vehicle. The
Gross Vehicle Weight GVW includes the curb weight of the vehicle, any cargo carried in it, and
the people who will be riding in the vehicle. These numbers can be found on the trailer. More
passing distance is needed when towing a trailer. Get to know the rig before setting out for the
open Because the rig is longer, it is necessary to go much road. Press the brake pedal, but do

not shift into P Park The vehicle needs service more often when pulling a yet. Turn the wheels
into the curb if facing downhill trailer. Do not add anything to E To help avoid injuries to you
and others, read and follow all the instructions on the pump island. Turn off the engine when
you are refueling. Fuel can spray out on you if you open the fuel cap too quickly. Static
electricity discharge from the An electric fan under the hood can start up and container can
ignite the fuel vapor. You can be injure you even when the engine is not running. Pull the handle
with this symbol on it. It is located under the instrument panel on the driver side of the vehicle.
Then go to the front of the vehicle and push the secondary hood release lever to the right. Page
A. Pressure Cap. See Cooling System on page Engine Cooling Fan. See Cooling System on G.
Brake Master Cylinder Reservoir. Engine Oil Fill Cap. Page When you open the hood on the 3.
See Automatic Transmission Fluid B. Power Steering Fluid on page See Cooling System on
Transmission Fluid 3. Automatic Transmission Fluid 2. Engine Coolant Bleed Valve. Checking
Engine Oil C. If the engine has so much oil that the oil level gets above the upper mark that
shows the proper operating range, the engine could be damaged. Change the oil Do not add
anything to the oil. The Engine Oil Life System calculates when to change Do not let used oil
stay on your skin for very long. Lift off the cover. Reverse Steps 1 through 3 to reinstall the
cover and See Engine Compartment Overview on page for reconnect the electrical connector.
Page Automatic Transmission Fluid 2. Page Then, without shutting off the engine, follow these
steps: 1. See Engine Compartment 4. Check both sides of the dipstick and read the Overview on
page lower level. Page Wait at least 30 minutes before checking the transaxle 3. See
Recommended Fluids and Lubricants on page An electric engine cooling fan under the hood
can start up even when the engine is not running and can cause injury. Keep hands, clothing,
and tools away from any underhood electric fan. If using this mixture, nothing else needs to be
added. If the coolant inside the coolant recovery tank is boiling, do not do anything else until it
cools down. Steam and scalding liquids from a hot cooling system can blow out and burn you
badly. They are under pressure, and if you turn the surge tank pressure cap â€” even a little â€”
they can come out at high speed. Page Pressure Cap Engine Overheating 4. With the coolant
surge tank pressure cap off, start the engine and let it run until you can feel the upper radiator
hose getting hot. Watch out for the engine The vehicle has an indicator to warn of engine
cooling fans. Page Overheated Engine Protection Operating Mode Overheated Engine
Protection If the temperature overheat gage is no longer in the overheat zone or an overheat
warning no longer Operating Mode displays, the vehicle can be driven. Continue to drive the
vehicle slow for about 10 minutes. Keep a safe This emergency operating mode lets the vehicle
be vehicle distance from the car in front of you. Turn the key off and let the engine compartment
Overview on page for cool down. Wipe the cap and the top of the reservoir clean. For example,
just a See Recommended Fluids and Lubricants on page Page Brake Adjustment Brake Wear
Properly torqued wheel nuts are necessary to help prevent brake pulsation. When tires are
rotated, inspect This vehicle has disc brakes. The vehicle was designed and tested with
top-quality brake parts. When parts of the braking system are replaced â€” Page Jump Starting
Jump Starting Notice: Ignoring these steps could result in costly damage to the vehicle that
would not be covered by the warranty. The repairs would not be covered by the warranty.
Always turn off the radio and other accessories when jump starting the vehicle. Using a match
near a battery can cause battery gas to explode. Check that the jumper cables do not have loose
or missing insulation. If they do, you could get a shock. The vehicles could be damaged too.
Before you connect the cables, here are some things you should know. Page 9. The electrical
connection is just as good there, and the chance of sparks getting back to the battery is much
less. Page Headlamp Aiming Headlamp Aiming Bulb Replacement Headlamp aim has been
preset at the factory and For the proper type of replacement bulbs, see should need no further
adjustment. Replacement Bulbs on page However, if your vehicle is damaged in a crash, the For
any bulb changing procedure not listed in this headlamp aim may be affected. Remove the two
screws that secure the headlamp Sidemarker, and Parking Lamps assembly. Front Sidemarker
C. Low-Beam B. High-Beam Headlamp 2. Remove the fasteners of the front facia by lifting under
them. Page Center High-Mounted 4. Pull the headlamp assembly away from the fender Push the
front fascia back into its original location. Reinstall the plastic push pins on the top of the
fender bracket. Remove the cover by pressing the tabs at either end with a tool. Remove the
bulb by turning it counterclockwise. Turn the bulb clockwise to install it. Reinstall the cover and
reconnect the wiring harness. Remove the two nuts that hold the taillamp assembly. Remove
the taillamp assembly. Turn the bulb socket counterclockwise to remove. Sidemarker Lamp 7.
Pull the bulb straight out of the socket. Pull the assembly off to the side to release it from the
rear of the vehicle. Turn the bulb socket counterclockwise to remove from the taillamp
assembly. Pull the bulb from the socket. Push the new bulb into the socket until it clicks. Open
the trunk. See Trunk on page Stoplamps and Back-up Lamps 2. Locate the three rubber covers

in the trunk trim, Retractable Hardtop near the taillamp assembly and remove them. See
Scheduled Maintenance on page for more information on wiper blade inspection. Replacement
blades come in different types and are removed in different ways. Here is how to remove the
wiper blade: 1. The resulting accident to obtain service, see your vehicle Warranty booklet could
cause serious injury. Page E Tire Ply Material The type of cord and number of plies in the
sidewall and under the tread. For more information see Uniform Tire Quality Grading on page
The passenger side front turn signal comes on to indicate that corner sensor is ready to be
learned. Tires should be rotated every 5, to 8, miles 8 to 13 km. See Tire Pressure Monitor
Operation on page Various factors, such as maintenance, temperatures, Make certain that all
wheel nuts are properly driving speeds, vehicle loading, and road conditions tightened. The
original equipment tires installed around the tire. Page GM recommends replacing tires in sets
of four. This is because uniform tread depth on all tires will CAUTION: help keep your vehicle
performing most like it did when the tires were new. Replacing less than a full set of tires can
affect the braking and handling If you use bias-ply tires on the vehicle, the performance of your
vehicle. Page Different Size Tires And Wheels Different Size Tires and Wheels Uniform Tire
Quality Grading If you add wheels or tires that are a different size than Quality grades can be
found where applicable your original equipment wheels and tires, this may affect on the tire
sidewall between tread shoulder the way your vehicle performs, including its braking, ride and
maximum section width. Page Wheel Alignment And Tire Balance Wheel Alignment and Tire
Balance Each new wheel should have the same load-carrying capacity, diameter, width, offset,
and be mounted the same way as the one it replaces. The tires and wheels on your vehicle were
aligned and balanced carefully at the factory to give you the longest If you need to replace any
of your wheels, wheel bolts, tire life and best overall performance. Page Tire Chains Tire Chains
Notice: The wrong wheel can also cause problems with bearing life, brake cooling, speedometer
or odometer calibration, headlamp aim, bumper height, vehicle ground clearance, and tire or tire
chain CAUTION: clearance to the body and chassis. See Changing a Flat Tire on page for more
Do not use tire chains, there is not enough information. If air goes out of a tire, it is much more
likely to leak out Lifting a vehicle and getting under it to do slowly. See Hazard Warning
Flashers on page If you have a retractable hardtop model, make sure the hardtop is in the up
position. See Trunk on page for more information. Page 1. Turn the plastic wing nut
counterclockwise to The tools you will be using include the wheel wrench A loosen the wheel
wrench. Unhook the wheel wrench from the jack. It is recommended a safety check is done
before proceeding. See Changing a Flat Tire on page for more information. If your vehicle has a
wheel cover or hubcap that has plastic wheel nut caps, then loosen the plastic nut caps. Page 4.
Use the wheel wrench to loosen all the wheel nuts. Position the lift head at the jack location
nearest the Do not remove them yet. Do not place the jack under a body panel. If the vehicle
slips off the jack, you could be badly injured or killed. Never get under a vehicle when it is
supported only by a jack. Page 8. Remove all of the wheel nuts. The wheel could come off and
cause an accident. When changing a wheel, remove any rust or dirt from places where the
wheel attaches to the vehicle. Page Put the wheel nuts back on with the rounded end of the nuts
toward the wheel. Tighten each nut by hand until the wheel is held against the hub. Notice:
Improperly tightened wheel nuts can lead to brake pulsation and rotor damage. In a sudden stop
or collision, loose 3. Raise the jack to the height shown and lock the wrench onto the jack.
Thread the jack retainer nut until it contacts the jack. Cover B. Wing Nut C. Extension D. Flat
Tire valve stem up E. Nut F. Jack G. Bolt The compact spare is for temporary use only. Replace
the compact spare tire with a full-size tire as soon as you can. See Compact Spare Tire on page
Storing a Flat Tire and Tools â€” Page 7. Collapse the wrench using the same button used to
extend it. Attach the wrench to the jack by placing the tab on the wrench into the hole on the
side of the jack. Then place the wrench handle over the tab on the side of the jack. Cover E. Bolt
Extension 8. Retainer F. Jack and Wheel C. Flat Tire Valve Wrench 9. Place the extension bolt A
onto the bolt B. Stem Up G. In a sudden stop or collision, loose equipment could strike
someone. Store all these in the proper place. Page Storing the Spare Tire and 4. Raise the jack
to the height shown and Tools â€” Retractable Hardtop lock the wrench onto Models the jack.
Place the jack in the spare tire well. Make sure the stow bolt goes through the hole in the center
of the wrench on the jack, with the base of the jack towards the front of the vehicle. Of course, it
is best to replace the spare with a full-size tire as soon as possible. Permanent damage may
result from using cleaners on Interior Cleaning surfaces for which they were not intended. Use
glass cleaner only on glass. Use a vacuum cleaner with a soft brush attachment frequently to
remove dust and loose dirt. Page Leather Instrument Panel, Vinyl, and Other If any of the soil
remains, a commercial fabric cleaner or spot lifter may be necessary. If the locally cleaned A
soft cloth dampened with water may be used to remove area gives any impression that a ring
formation may dust. Check the cleaning product label. Rinse with clean water. After rinsing

thoroughly, dry with a soft clean towel. A wax may then Clean the outside of the windshield with
glass cleaner. Chemicals used for ice and snow removal and dust control can collect on the
underbody. If the band is broken or melted, replace the fuse. Be sure to replace a bad fuse with
a new one of the identical size The windshield wiper motor is protected by a circuit and rating.
See Recommended Fluids and Lubricants on page for more information. Capacities Application
English Metric For the air conditioning system refrigerant charge amount, see the refrigerant
caution label located Air Conditioning Refrigerant Ra under the hood. But we do not know
exactly how you will drive it. You might drive very short distances only a few times Performing
maintenance work on a vehicle can be a week. See Engine Oil on page Reset oil life system. An
Emission Control Service. See footnote j. Page Maintenance Footnotes Maintenance Footnotes
e Make sure the safety belt reminder light and safety belt assemblies are working properly. Look
for any other loose or damaged safety belt system parts. See Engine Coolant on page These
owner checks and services should be performed for what to use. Inspect hoses. See Engine
Coolant on page Without applying the regular Control System Check brake, try to move the shift
lever out of P Park with normal effort. Keeping your foot on the regular brake, Transmission P
Park Mechanism set the parking brake. Page Maintenance Record Maintenance Record After the
scheduled services are performed, record the date, odometer reading, who performed the
service, and the type of services performed in the boxes provided. See Maintenance
Requirements on page Any additional information from Owner Checks and Services on page
can be added on the following record pages. You should retain all maintenance receipts. Page
Customer Assistance And Information Your satisfaction and goodwill are important to your We
encourage you to call the toll-free number in order to dealer and to Pontiac. Normally, any
concerns with the give your inquiry prompt attention. For Canadian purchased vehicles, call
Service is available 24 hours a day, days a year. Page Scheduling Service Appointments
Scheduling Service Appointments Several courtesy transportation options are available to
assist in reducing your inconvenience when warranty repairs are required. Courtesy
Transportation is not a part of the New Vehicle By scheduling a service appointment and
advising your Limited Warranty. Page Additional Program Information Public Transportation or
Fuel Requirements vary and may include minimum age requirements, insurance coverage,
credit card, etc. See Roadside Assistance Program on scene of the crash. They will walk you
through the page for more information. United States Government If you have a pre-determined
repair facility of choice, take your vehicle there, or have it towed there. The owner manual
includes the P. Box Maintenance Schedule for all models. To request an order form, specify
year and model name of Your GM vehicle has a number of sophisticated the vehicle. Page
Antenna Backglass Page Audio System s Page Care of Cleaning cont. Safety Belts Page
Customer Assistance Page Engine cont. Page Fuel Page High-Speed Operation, Tires Page
Lights Page Power Rearview Mirrors Page Shifting Out of Park Page Tires cont. Trip Odometer
Page Windshield Washer This manual is also suitable for: g6 Print page 1 Print document
pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload
from disk. Upload from URL.

