2006 toyota avalon manual

You can save this vehicle to My Garage by simply signing in or creating a new account. Find
your Toyota or Scion model so that we can personalize your experience. Dealerships for Puerto
Rico can be viewed on an external site. Select your vehicle to uncover all you need to know
about your Toyota, from warranties on replacement parts to manuals for unique vehicle needs.
No Owner's Manuals were found for your. No Accessories, Audio or Navigation manuals were
found for your. No warranty information was found for your. But it doesn't stop there. Emissions
Coverage 1 Coverages vary under Federal and California regulations. For Toyota hybrid
vehicles beginning with model year , the hybrid HV battery is covered for 10 years from original
date of first use or , miles, whichever comes first. Coverage is subject to the terms and
conditions of your New Vehicle Limited Warranty. See Owner's Warranty and Maintenance
Guide for details. We are proud to announce a significant enhancement to our Hybrid Battery
Warranty. Starting with the model year, every Toyota hybrid battery warranty is being increased
from 8 years or , miles, to 10 years from date of first use, or , miles whichever comes first. This
enhancement serves as an indication of our confidence in the quality, dependability, and
reliability of our products. The HV battery may have longer coverage under emissions warranty.
Toyota Genuine Parts are built to the highest standards of quality, durability and performance.
Most have month coverage, and there aren't many, if any, companies that offer a longer
guarantee. For accessories purchased after the new vehicle purchase, the coverage is 12
months, regardless of mileage, from the date the accessory was installed on the vehicle, or the
remainder of any applicable new vehicle warranty, whichever provides greater coverage, with
the exception of car covers. Car covers are warranted for 12 months from the date of purchase
and do not assume any coverage under the Toyota New Vehicle Limited Warranty. Every Toyota
Certified Used Vehicle is put through a point quality insurance inspection, with each Used
Hybrid tested to a point standard. Every new Toyota comes with ToyotaCare 2 , a no cost
maintenance plan with hour roadside assistance. Learn more about features and functionalities
for your vehicle. From audio to optional exterior components, we've got you covered. We've got
the perfect parts and accessories made to fit the exact specifications of your Toyota. Keep your
Toyota a Toyota. Find service centers and dealer offers near you. Toyota Owner manuals and
warranty information are the keys to quality maintenance for your vehicle. No need to hunt
down a separate Toyota repair manual or Toyota service manual. From warranties on Toyota
replacement parts to details on features, Toyota Owners manuals help you find everything you
need to know about your vehicle, all in one place. Detailed Toyota manuals and Toyota warranty
information help with questions about your vehicle specifications and maintenance schedules.
Plus, learn more about what your Toyota warranty coverage includes. What's more, Toyota
warranty information helps you identify your unique vehicle needs as well as plan future service
visits. Or, get the Toyota Manual for your Toyota ride free of charge using our Toyota Owners
manual free download option. To purchase copies of Owner's Manuals, please call â€” or visit
www. Toyota Owners. Sign in Join now. Select A Vehicle. Sign in Join now Select A Vehicle.
You're almost there. Select Your Vehicle. View PDF. Show Less. More To Explore. ToyotaCare
Every new Toyota comes with ToyotaCare 2 , a no cost maintenance plan with hour roadside
assistance. How-To Videos Learn more about features and functionalities for your vehicle.
Learn More. Toyota Genuine Parts We've got the perfect parts and accessories made to fit the
exact specifications of your Toyota. Service Centers Keep your Toyota a Toyota. Keys to Quality
Maintenance. Read More. Additional Resources. Countless reasons to join. Create an account
and get the most out of your Toyota today. This is the original OEM service and workshop repair
manual for the Toyota Avalon with the electrical wiring diagrams and body repair manuals in a
simple PDF file format. This is the same manual that your local Toyota dealer technicians use to
diagnose and repair your Avalon. Engines Covered:. Share your experience while it's still fresh.
Your review will help Dardoor improve and tells future customers about the quality of this
manual. Only logged in customers who have purchased this product may leave a review.
Download Toyota Avalon Repair Manual. Categories: Toyota , Avalon Tags: toyota avalon repair
manual pdf , toyota avalon repair manual , toyota avalon repair manual free , toyota avalon
repair manual pdf free , toyota avalon service manual , toyota avalon service manual pdf.
Description Reviews 0 This is the original OEM service and workshop repair manual for the
Toyota Avalon with the electrical wiring diagrams and body repair manuals in a simple PDF file
format. User Rating: 5 2 votes. Reviews There are no reviews yet. Adblock Detected Please
deactivate the AdBlocker to browse the website properly. Toyota - Avalon - Workshop Manual - We'll send you a quick email a new Toyota Avalon document is added. Spam free: Maximum of
1 email per month. Toyota - Auto - avalon-manual Updated: April Show full PDF. Get your hands
on the complete Toyota factory workshop software. Check out our popular Toyota Avalon
Manuals below:. Summary of Content. We are proud of the advanced engineering and quality
construction of each vehicle we build. Please read it thoroughly and have all the occupants

follow the instructions carefully. Doing so will help you enjoy many years of safe and troublefree motoring. For important information about this manual and your Toyota, read the following
pages carefully. When it comes to service, remember that your Toyota dealer knows your
vehicle very well and is interested in your complete satisfaction. Your Toyota dealer will provide
quality maintenance and any other assistance you may require. The next owner will need this
information also. All information and specifications in this manual are current at the time of
printing. Please note that this manual applies to all models and explains all equipment,
including options. Therefore, you may find some explanations for equipment not installed on
your vehicle. Please access our websites for further information. This material may not be
reproduced or copied, in whole or in part, without the written permission of Toyota Motor
Corporation. For improved vehicle performance, the use of premium unleaded gasoline with an
Octane Rating of 91 Research Octane Number 96 or higher is recommended. See page for
detailed information. Fuel tank capacity: 70 L Tire information: See pages through Tire inflation
pressure: See page Publication No. OMU Part No. You must follow these warnings carefully to
avoid possible injury or damage. The types of warnings, what they look like, and how they are
used in this manual are explained as follows: CAUTION This is a injury to informed order to
others. NOTICE This is a warning against anything which may cause damage to the vehicle or
its equipment if the warning is ignored. You are informed about what you must or must not do
in order to avoid or reduce the risk of damage to your vehicle and its equipment. None of these
systems, either individually or together, can ensure that there is no injury in the event of
collision. However, the more you know about these systems and how to use them properly, the
greater your chances become of surviving an accident without death or serious injury. Seat
belts provide the primary restraint to all occupants of the vehicle, and every occupant of the
vehicle should wear seat belts properly at all times. Children should always be secured in child
restraint systems that are appropriate for their age and size. SRS Supplemental Restraint
System airbags are, as their names imply, designed to work with, and be supplemental to, seat
belts and are not substitutes for them. SRS airbags can be very effective in reducing the risk of
head, chest and knee injuries by preventing contact of the head, chest and knee with interior
portions of the vehicle. Section 1- 3 describes the function and operation concerning seats, seat
belts, SRS airbags and child restraint systems of this vehicle and some potential hazards you
should be aware of. These systems work together along with the overall structure of this vehicle
in order to provide occupant restraint in the event of a crash. The effect of each system is
enhanced when it is used properly and together with other systems. No single occupant
restraint system can, by itself, provide you or your family with the equal level of restraint which
these systems can provide when used together. That is why it is important for you and your
family to understand the purpose and proper use of each of these systems and how they relate
to each other. The rapid deployment of the SRS airbags makes the SRS airbags themselves
potential sources of serious injury if an occupant is too close to an airbag, or if an object or
some part of his or her body has been placed between the occupant and the airbag at the time
of deployment. Event data recorder Your vehicle has computers that monitor and control certain
aspects of your vehicle. These computers assist in driving and maintaining optimal vehicle
performance. Besides storing data useful for troubleshooting, there is a system to record data
in a crash or a near car crash event. In a crash or a near car crash event, this device may record
some or all of the following information: Toyota recommends you to read the provisions in
Section 1- 3 carefully and refer to them as needed during your time of ownership of this vehicle.
Unlike general data recorders, the EDR does not record sound data such as conversation
between passengers. In addition, oils, fuels and fluids contained in vehicles as well as waste
produced by component wear contain or emit chemicals known to the State of California to
cause cancer and birth defects or other reproductive harm. Wash your hands after handling.
Used engine oil contains chemicals that have caused cancer in laboratory animals. Always
protect your skin by washing thoroughly with soap and water. Section 6 gives details of these
maintenance requirements. Also included in Section 6 is general maintenance. You should
know that Toyota does not warrant these products and is not responsible for their performance,
repair, or replacement, or for any damage they may cause to, or adverse effect they may have
on, your Toyota vehicle. The spark ignition system in your Toyota meets all requirements of the
Canadian Interference- Causing Equipment Standard. Installation of a mobile two- way radio
system This vehicle should not be modified with non- genuine Toyota products. Modification
with non- genuine Toyota products could affect its performance, safety or durability, and may
even violate governmental regulations. In addition, damage or performance problems resulting
from the modification may not be covered under warranty. This check is done approximately
five hours after the engine is turned off. So you may hear sound coming from underneath the
luggage compartment for several minutes. It does not indicate a malfunction. Underinflated or

overinflated tire pressure and the excess load may result in the deterioration of steering ability
and braking ability, leading to an accident. For details about tire inflation pressure and load
limits, see pages and Scrapping of your Toyota The SRS airbag and seat belt pretensioner
devices in your Toyota contain explosive chemicals. If the vehicle is scrapped with the airbags
and pretensioners left as they are, this may cause an accident such as fire. Be sure to have the
systems of the SRS airbag and seat belt pretensioner removed and disposed of by the qualified
service shop or by your Toyota dealer before you dispose of your vehicle. The Toyota
authorized Repair Manual tells you how to maintain your vehicle and enables you to correctly
perform your own maintenance. The best way to keep your new vehicle in top running order is
to maintain it properly from the moment you drive it off the showroom floor. The Toyota
authorized Repair Manual is packed with literally everything you need to know to perform your
own maintenance in virtually every area of your new vehicle. Instrument cluster overview.
Center cluster overview. Indicator symbols on the instrument panel. Side vents 2. Side defroster
outlets 3. Instrument cluster 4. Center cluster 5. Garage door opener switches 6. Auxiliary boxes
7. Center vents 9. Glove box Power door lock switches Power window switches Trunk opener
main switch Rear console box Rear vents Power outlets Cup holder Automatic transmission
selector lever Hood lock release lever Parking brake pedal Window lock switch Instrument panel
light control knob 2. Headlight, turn signal and front fog light switches 3. Audio remote control
switches 4. Climate remote control switches 6. Wiper and washer switches 7. Rear window and
outside rear view mirror defogger switch 8. Emergency flasher switch 9. Audio system Air
conditioning controls Ignition switch Cruise control switch Tilt steering lock release lever Glass
breakage sensor Trunk opener switch Fuel filler door opener switch Ignition switch engine
switch Distance switch Telescopic steering lock release lever Rear electric sunshade switch
Engine coolant temperature gauge 5. Fuel gauge 2. Service reminder indicators and indicator
lights 6. Low fuel level warning light 7. Trip meter reset knob Dynamic laser cruise control
display 3. Tachometer 8. Odometer and two trip meters Dynamic laser cruise control master
warning light 4. Speedometer 9. Clock 2. Cigarette lighter and ashtrays. Power outlets. Garage
door opener. Glove box. Auxiliary boxes. Rear console box. Cup holders. Rear electric
sunshade. Storage box. Grocery bag hooks. Cargo net. Floor mat. Pattern selector knob 4.
Cruise information display 5. If the electrical power source has been disconnected from the
center display, the display will automatically be set to the initial mode. When the instrument
panel lights are turned on, the brightness of the display may be reduced. Pattern selector knob
This knob is used to select the pattern of the display. Every time you push the pattern selector
knob, the display in the following order. All the display 2. Audio display and air conditioning
display 3. Be sure to adjust the display only when the vehicle is stopped. If fuel consumption is
good, the driving range will be longer than indicated. If fuel consumption is poor, the driving
range will be shorter than indicated. The outside temperature value is updated every 1 second.
The distance the vehicle can travel with the remaining fuel is calculated and displayed based on
the quantity of remaining fuel and past fuel consumption. It is normal if it goes out soon. The
displayed value is updated every 10 seconds. Every time you refuel the vehicle, the driving
range calculation is automatically reset. When the engine is started, driving time is counted
from Up to 99 hours, 59 minutes can be displayed. When the driving time exceeds , the counter
returns to The calculation is reset when the ignition switch is turned off. Every time you refuel
the vehicle, the average fuel consumption after refueling calculation is automatically reset. The
direction is indicated on the inside rear view mirror. If the ignition switch was turned off with the
system on, the system will automatically turn back on when the ignition switch is turned on. If
the time is between â€”, the time will change to The ignition switch must be set at ON. In the
above case, it shows that the vehicle is heading north. There is a magnet or a metal object on or
near the inside rear view mirror. If the deviation is small, the compass works to calibrate the
direction automatically while the vehicle is in motion. The compass sensor is in the inside rear
view mirror. Doing this may cause malfunction of the compass sensor. The angle of deviation
varies according to the geographic position of the vehicle. And then always perform circling
calibration after the battery has been removed, replaced or disconnected. If there is not enough
space to drive in a circle, drive around the block. After driving 1 to 3 circles in the above
method, calibration is completed when the direction is shown on the display. If calibration
cannot be performed because of the magnetized vehicle etc. After it finishes heating up, it
automatically pops out ready for use. Do not violate any local traffic rules while performing
circling calibration. If the engine is not running, the ignition switch must be set at ACC. Do not
hold the cigarette lighter pressed in. Use a Toyota genuine cigarette lighter or equivalent for
replacement. Type B: Open the lid of the cup holder and set the ashtray in it. It can be used
outside the vehicle. To use the ashtray, raise the lid. When finished with your cigarette,
thoroughly extinguish it in the ashtray to prevent other cigarette butts from catching fire. After

using the ashtray, close the lid completely. To detach the ashtray, pull it out. To reduce the
chance of injury in case of an accident or sudden stop while driving, always completely close
the ashtray after use. Inserting anything other than an appropriate plug that fits the outlet, or
allowing any liquid to get into the outlet may cause electrical failure or short circuits. Place your
hand- held garage transmitter 25 to 75 mm 1 to 3 in. Do not release the buttons until step 4 has
been completed. If programming a garage door opener, check to see if the garage door opens
and closes. The exact location and color of the button may vary by brand of garage door
opener. Following this step, you have 30 seconds in which to initiate step 3 below. The garage
door may open. If the door does open, the programming process is complete. If the door does
not open, press and release the button a third time. This third press and release will complete
the programming process by opening the garage door. To program other devices such as home
security systems, home door locks or lighting, contact your authorized Toyota dealer for
assistance. Make sure people and objects are out of the way of the garage door or other device
to prevent potential harm or damage. This includes any garage door opener model
manufactured before April 1, A garage door opener which cannot detect an object signaling the
door to stop and reverse , does not meet current federal safety standards. Using a garage door
opener without these features increases risk of serious injury or death. Operation is subject to
the following two conditions: 1 This device may not cause harmful interference, and 2 this
device must accept any interference that may be received, including interference that may
cause undersired operation. To use the glove box: Open by pulling the lever. Lock by inserting
the master key vehicles with key cylinder- type ignition switch or mechanical key vehicles with
smart key system and turning it clockwise. Unlock by inserting the master key vehicles with key
cylinder- type ignition switch or mechanical key vehicles with smart key system and turning it
counterclockwise. With the instrument panel lights on, the glove box light will come on when
the glove box is open. To use the auxiliary boxes, open the lids as shown in the following
illustrations. Heavy objects may cause the holder to open and contents to fly out resulting in
injuries. Do not leave anything flammable or deformable such as a lighter, glasses, etc. Type A
center console When using the console box, return the lid to its original position. Type Bâ€”Pull
down the rear armrest. To raise the rear electric sunshade, push the switch. To lower the
sunshade, push the switch again. The sunshade works when the ignition switch is set at ON.
This hook is designed to hang things like grocery bags. Do not affix anything to the sunshade.
To prevent damage to the hook, avoid hanging heavy loads on it. Do not operate the rear
electric sunshade repeatedly for a long time as its motor may overheat. Use a floor mat of the
correct size. The net will tear off. If the floor carpet and floor hole, then it is designed for locking
clip. Fix the floor mat clip into the hole in the floor mat have a use with a with locking carpet. If
the floor mat slips and interferes with the movement of the pedals during driving, it may cause
an accident. Engine immobilizer system. Wireless remote control. Smart key system. Side
doors. Power windows. Trunk lid. Theft deterrent system. Fuel tank cap. Electric moon roof.
These chips are needed to enable the system to function correctly, so be careful not to lose
these keys. If you make your own duplicate key, you will not be able to cancel the system or
start the engine. To protect items locked in the trunk or glove box when using valet parking,
leave the sub key with the attendant. Your vehicle is supplied with two kinds of keys. Master
keys black â€”These keys work in every lock. Your Toyota dealer will need one of them to make
a new key with a built- in transponder chip. Sub key gray â€”This key will not work in the locks
of the glove box and the door located behind the rear seat armrest. Otherwise the engine may
not start, or may stop soon after it starts. If this happens, remove the key once and then insert it
again after removing other transponder keys including keys of other vehicles from the ring or
while gripping or covering them with your hand to start the engine. In the event that a spare key
is left in the cabin, the smart key system will remain actuated even after the doors have been
locked. Under these circumstances, the trunk can be opened even after the driver has exited
and locked the vehicle, increasing the danger of theft. Keep the plate in a safe place such as
your wallet, not in the vehicle. If you should lose your keys or if you need additional keys,
duplicates can be made by a Toyota dealer using the key number. We recommend writing down
the key number and storing it in a safe place. The key consists of an electronic key and a
mechanical key. The mechanical key is for emergency use. Electronic keysâ€”These keys can
lock or unlock all the doors and can open the trunk by using the wireless remote control
function or entry function of the smart key system. Keep the mechanical key with you. A
transponder chip for engine immobilizer system has been placed in the electronic keys. Be sure
to put the mechanical key back when not it use. Your key number is shown on the plate. If you
should lose your keys or if you need additional keys, duplicates can be made by Toyota dealer
using the key number. The transponder chip in the key has an electronic code and transmits the
code to the vehicle. Only when the electronic code in the chip corresponds to the register ID

code for the vehicle, the engine immobilizer system will be canceled and the engine will start. If
any of the following indicator conditions occur, contact your Toyota dealer. Vehicles with key
cylinder- type ignition switchâ€”When the key is removed from the ignition switch. Vehicles
with smart key systemâ€”When the ignition switch is turned off. The engine immobilizer system
is automatically set when: The engine immobilizer system is automatically canceled when:
Vehicles with key cylinder- type ignition switchâ€”The key is removed from the ignition switch.
Vehicles with key cylinder- type ignition switchâ€” You insert the key to the ignition switch.
Vehicles with smart key systemâ€”The ignition switch is turned off. The indicator light will start
flashing to show that the system is set. Even if the key battery is discharged, the engine can be
started. When the system is canceled, the indicator light will go off. However, there is a limit to
the number of additional keys your Toyota dealer can make for you. If any unauthorized
changes or modifications are made, proper operation of the system cannot be guaranteed. For
vehicles sold in U. Operation is subject to the following two conditions: 1 This device may not
cause harmful interference, and 2 this device must accept any interference received, including
interference that may cause undesired operation. Operation is subject to the following two
conditions: 1 This device may not cause interference, and 2 this device must accept any
interference, including interference that may cause undesired operation of the device. Lock
switch 4. Trunk opener switch The wireless remote control function is designed to lock or
unlock all the doors, open the trunk lid, or activate the alarm from a distance within
approximately 1 m 3 ft. Indicator light vehicles with smart key system only When you operate
any switch, push it slowly and securely. Unlock switch 3. Alarm switch Vehicles with smart key
system onlyâ€” When the switch is operated, the indicator light flashes once. If not, the battery
may be discharged. Replace the battery at the earliest opportunity. Vehicles with key cylindertype ignition switch The wireless remote control transmitter is an electronic component.
Observe the following instructions in order not to cause damage the key. Contact your Toyota
dealer for detailed information. Check the battery in the transmitter. If you lose your transmitter,
contact your Toyota dealer as soon as possible to avoid the possibility of theft, or an accident.
These limits are designed to provide reasonable protection against harmful interference in a
residential installation. This equipment generates, uses and can radiate radio frequency energy
and, if not installed and used in accordance with the instructions, may cause harmful
interference to radio communications. However, there is no guarantee that interference will not
occur in a particular installation. Locking operation vehicles with key cylinder- type ignition
switch Locking operation vehicles with smart key system Unlocking operation vehicles with key
cylinder- type ignition switch Unlocking operation vehicles with smart key system For vehicles
sold in Canada Operation is subject to the following two conditions: 1 this device may not
cause interference, and 2 this device must accept any interference, including interference that
may cause undesired operation of the device. To lock: Push the lock switch. All the doors are
locked simultaneously. At this time one beep will sound and turn signal lights flash once.
Vehicles with smart key systemâ€”For three seconds after the doors have been locked, the
doors cannot be re- unlocked via the smart key system. Check to see that the doors are
securely locked. If any of the doors is not securely closed, or if the key is in the ignition switch
vehicles with key cylinder- type ignition switch or key left in the vehicle vehicles with smart key
system , locking cannot be performed by the lock switch and a beep will sound continuously for
10 seconds. To stop the beep, take out the key from the vehicle or push the unlock switch. The
beep can be disabled. For details, contact your Toyota dealer. Pushing the switch twice within 3
seconds unlocks all the doors simultaneously. Each time the unlock switch is pushed, two
beeps will sound and turn signal lights flash twice. This double switch operation to unlock all
doors can be changed to a single switch operation. If the key is in the ignition vehicles with key
cylinder- type ignition switch or the ignition switch is set to ACC or ON vehicles with smart key
system , the vehicle cannot be unlocked via the unlock switch. When all the doors are unlocked
simultaneously with a key, wireless remote control or entry function of the smart key system,
the following lights come on for about 15 seconds and then fade out, even if the door is not
opened. You have 30 seconds to open a door after using the wireless remote unlock feature. If a
door is not opened by then, all the doors will be automatically locked again. If the wireless
remote control is used to lock the doors near the window or door handle, there is a possibility
that the door may not unlocked by entry function of smart key system. Under these
circumstances, use the wireless remote control to unlock the doors. The time before automatic
door lock function can be changed. If the lock or unlock switch is kept pressed in, the locking or
unlocking operation is not repeated. Release the switch and then push again. A long beep will
sound. If the key is in the ignition vehicles with key cylinder- type ignition switch or the ignition
switch is set at ACC or ON vehicles with smart key system , the trunk lid cannot be opened by
the trunk opener switch. Opening of the trunk lid with the wireless remote control can be

changed as follows. Ask your Toyota dealer for details. You can switch the beep sound on and
off. The beep sound is on initially and after battery replacement. Vehicles with smart key system
onlyâ€” When pushing the switch, the indicator light flashes. To switch the beep sound on and
off: The alarm switch is used to deter vehicle theft when you witness anyone attempting to
break into or damage your vehicle. Insert the ignition key and remove it. Within 5 seconds,
switch to ON. To stop the alarm midway, push the switch once again, unlock a door with the
transmitter, or set the ignition switch to ON. After 10 seconds, push any switch on the
transmitter twice within 10 seconds. Two beep sounds inform you that the program has been
switched on or off. If the key is in the ignition vehicles with key cylinder- type ignition switch or
the ignition switch is set at ACC or ON vehicles with smart key system , the alarm does not
work. If this procedure is not followed exactly, the beep sound will not operate as expected.
This alarm function can be disabled. If the beep does not operate as expected, repeat this
procedure from step 1. Using a coin or equivalent, open the transmitter case. Remove the circuit
board, then remove the discharged transmitter battery. Install the circuit board into the
transmitter case. Close the transmitter case securely. Water may cause unexpected rust. After
replacing the battery, check that the transmitter operates properly. If the transmitter still does
not operate properly, contact your Toyota dealer. The transmitter can easily be damaged when
replacing the battery. We recommend having the battery replaced by your Toyota dealer. If you
have to do it yourself, use a CR lithium battery or equivalent and a flathead screwdriver. Push
the release button and take out the mechanical key. Using a flathead screwdriver or equivalent,
open the transmitter case. Remove the discharged transmitter battery by flathead screwdriver
or equivalent. Insert the guide groove and lift as shown in the above illustration. It may cause a
trouble. Install the cover and insert the mechanical key into the transmitter. If you or other
passengers use a pacemaker, use the vehicle only after checking the pacemaker manual to
confirm that it is safe. If necessary, the entry function can be disabled. Entry functionâ€”You
can lock and unlock the doors and open the trunk without inserting the key in the keyhole. Entry
function Start function 28 Start functionâ€”You can shift the power supply mode and start the
engine when the electronic key is in the vehicle. If the amber indicator light flashes, this
indicates that the steering lock is malfunctioning. Start function actuation areaâ€”Inside of the
cabin. Entry function actuation areaâ€”About 1 m 3 ft. If the key is close to a door handle, a
window, the center of the rear bumper, on the ground or above the roof, the entry function may
not operate properly. If the smart key system does not operate properly and you cannot enter,
you can lock and unlock all the doors by using mechanical key attached to the master key or
wireless remote control function. Replace the key battery as soon as possible. Both the vehicle
and key transmitters are always sending signals to each other. Do not leave the key near the
vehicle within 2 m [7 ft. The vehicle battery may drain if the vehicle is not used for a long period
of time. To prevent battery drain, disconnect the battery negative - terminal or disable the smart
key system. If the battery is disconnected, the power window and moon roof may not operate
automatically and the jam protection function will not function correctly after you reconnect. In
this case, you should normalize each system. If the electronic key receives strong
electromagnetic waves over a period of time, the battery can be drastically run down. You
should always keep the at least 1 m 3 ft. For vehicles sold in Canada Operation is subject to the
following two conditions: 1 this device may not cause interference, and 2 this device must
accept any interference, including interference that may cause undesired operation of the
device. Make sure to bring all of the keys. They may be necessary to repair the system. To lock:
Turn the key forward. To unlock: Turn the key backward. Vehicles with key cylinder- type
ignition switch When you carry the registered key with smart key system into the actuation area,
you can lock and unlock the side doors without using the key. This double key turning
operation to unlock all the doors can be changed to a single key turning operation. When you
unlock the doors, the interior light, ignition switch light, front personal lights and rear personal
lights come on for about 15 seconds and then fade out, even if the door is not opened. A beep
will sound continuously for 2 seconds. The beep may not sound if the key is on the instrument
panel, on the package tray, in the glove box or on the floor, etc. Locking operation Unlocking
operation Push the lock button on the outside door handle slowly and firmly. All the doors lock
simultaneously. At this time one beep will be heard and turn signal lights flash once. Grasp the
outside door handle sensors are located on the underside of the door handles. At this time two
beeps will be heard and the turn signal lights flash twice. In the following cases, you cannot be
locked by pushing the lock button and a beep will sound as an indicator. A beep will sound
continuously for 10 seconds. Be sure to confirm that the doors are unlocked before pulling the
door handle. If the doors do not open when the handle is pulled, return the handle to its original
position. For three seconds after the doors have been locked, the doors cannot be re- unlocked
via the smart key system. When you enter the entry function actuation area, the interior and

exterior lights come on for about 15 seconds. After the lights come on, all the side doors can be
unlocked by grasping the outside door handle. You have 30 seconds to open a door after using
the unlocking function. The doors may unlock if the key is within the entry function actuation
area and a large amount of water splashes on the door handle for example, in the rain or in a car
wash. To change the mode, within 1 m 3 ft. All doorsâ€”In this mode, all doors except the trunk
unlocks when any of the door handles is grasped. At this time the vehicle will beep three times.
After the mode change operation is complete, wait 5 seconds before repeating the operation. In
order to change unlock modes, the ignition switch must be turned off. Repeating this procedure
allows you to toggle between the following 2 modes: 1. At this time the vehicle will beep two
times. When you unlock the doors, the interior lights, ignition switch light, front personal lights,
rear personal lights and exterior foot lights come on for about 15 seconds and then fade out,
even if the door is not opened. Be careful not to lock your keys in the vehicle. Doors cannot be
locked when either front door is open and the key is in the ignition vehicles with key cylindertype ignition switch or key is left in the vehicle vehicles with smart key system. Move the lock
knob. To unlock: Pull the knob backward. The front doors can be opened by pulling the inside
handle even if the lock knobs are in the locked position. The doors will open and an accident
may occur. Toyota strongly recommends that all children be placed in the rear seat of the
vehicle. To unlock: Push the switch down on the rear side. You can select the following
functions: All the doors lock or unlock simultaneously. When the front doors are locked from
the outside or locked with the wireless remote control transmitter, the power door lock switch
will not work until either front door is unlocked with the key, lock knob, or wireless remote
control transmitter. If the vehicle is subjected to a severe frontal, rear or side impact with the
ignition switch set at ON, all doors will unlock automatically after a few seconds. To select the
locking linked with the shift position: 1. Close all doors and turn the ignition switch to the ON.
Be sure to apply the parking brake when performing the following operations. To cancel the
function, do the above operation again. You can set or cancel the automatic door unlocking
functions: Be sure to apply the parking brake when performing the following operations. Before
driving, be sure that the doors are closed and locked, especially when small children are in the
vehicle. Along with the proper use of seat belts, locking the doors helps prevent the driver and
passengers from being thrown out from the vehicle in an accident. It also helps prevent the
doors from being opened unintentionally. When the child- protector is locked, you cannot open
the rear door by the inside door handle. We recommend using this feature whenever small
children are in the vehicle. The power windows work when the ignition switch is set at ON. Key
off operation: If both front doors are closed, it works for 43 seconds even after the ignition
switch is turned off. It stops working when either front door is opened. To close: Lightly pull up
the switch. The indicator lights on the switch tell you which of the switches can be operated.
The window will fully open or close. To stop the window partway, lightly move the switch in the
opposite direction and then release it. If the power window does not operate automatically or
the jam protection function does not operate correctly, you should normalize the power window.
To normalize the power window: 1. Push down the power window switches of each front door
and lower the windows halfway. Pull up the switches until the windows close and hold the
switches for a second. Jam protection function: During automatic closing operation or key off
closing operation, the window stops and opens half way if something gets caught between the
window and window frame. Make sure that the windows open and close automatically. If the
power windows cannot be operated properly, have it checked by your Toyota dealer. If the
window receives a strong impact, this function may work even if nothing is caught. The window
moves as long as you hold the switch. To open: Push down the switch. To close: Pull up the
switch. You must also make sure the heads, hands and other parts of the bodies of all
occupants are kept completely inside the vehicle. When anyone closes the power windows,
make sure he or she operates the windows safely. Use the window lock switch to prevent them
from making unexpected use of the switches. Unattended person particularly a small child can
be involved in a serious accident. Keep the trunk lid closed while driving. This not only keeps
the luggage from being thrown out but also prevents exhaust gases from entering the vehicle.
To close the trunk lid, lower it and press down on it. After closing the trunk lid, try pulling it up
to make sure it is securely closed. The buzzer may sound even when the key is not in the trunk.
This does not indicate a problem. However, under these circumstances, the trunk cannot be
opened using the smart key system. Open the trunk using other methods. You can open the
trunk pushing the trunk opener switch without carrying another key. However, in some
instances, the beep may not sound when the trunk is closed depending on the location of the
key in the trunk. In addition, when the doors are open or unlocked, the beep may not sound
when the trunk is closed. When closing the trunk, make sure that the key is not left in it. On Off
If you do not want to activate the trunk lid opener system, turn off the trunk opener main switch

in the glove box. To turn it on, push in the trunk opener main switch again. Pull down the rear
armrest and open the door behind it. Pull the loop of wire to unlock the trunk lid. This is used in
case the trunk lid cannot be unlocked due to a discharged battery or other trouble. This system
helps protect things locked in the trunk by safeguarding the trunk opener main switch from
unwanted access. To cancel the trunk opener switch, turn off the trunk opener main switch in
the glove box. After closing the glove box lid, insert the master key vehicles with key cylindertype ignition switch or mechanical key vehicles with smart key system and turn it clockwise to
safeguard the lock release switch. After closing the door located behind the rear seat armrest,
insert the master key vehicles with key cylinder- type ignition switch or mechanical key vehicles
with smart key system and turn it clockwise to lock the door. After closing the trunk lid, try
pulling it up to make sure it is securely locked. The phosphorescent glow- in- the- dark strap will
continue to glow for a time after the trunk lid is closed. Exposing the strap to stronger light will
cause it to glow longer. Unsupervised children may lock themselves in the vehicle or trunk and
suffer serious injuries or death. To open the hood: 1. Pull the hood lock release lever. The hood
will spring up slightly. Otherwise, the hood may open unexpectedly while driving and an
accident may occur. In front of the vehicle, pull up the auxiliary catch lever and lift the hood.
Before closing the hood, check to see that you have not forgotten any tools, rags, etc. Then
lower the hood and make sure it locks into place. If necessary, press down gently on the front
edge to lock it. Vehicles with key cylinder- type ignition switchâ€”The key is removed from the
ignition switch. The engine immobilizer system is set and the indicator light will start flashing.
Have all passengers get out of the vehicle. To deter vehicle theft, the system is designed to
sound an alarm if any of the doors, trunk or hood is forcibly unlocked or the battery terminal is
disconnected and then reconnected when the vehicle is locked. Indicator light The indicator
light will remain on when all the doors, trunk and hood are closed and locked. The theft
deterrent system will automatically be set after 30 seconds. When the system is set, the
indicator light will start flashing again. The alarm also sounds, when someone attempts to break
the side windows. The alarm blows the horn intermittently and flashes the headlights, tail lights
and interior light. After making sure the indicator light starts flashing, you may leave the
vehicle. Glass breakage sensor 48 3. Close and lock all the doors, trunk and hood. Never leave
anyone in the vehicle when you set the system, because unlocking from the inside will activate
the system. The indicator light will come on when the system is activated. After one minute, the
alarm will automatically stop and the indicator light will start flashing again. Reactivating the
alarm Once set, the system automatically resets the alarm after the alarm stops. Open all the
windows. Set the system as described above. The doors should be locked with the key, wireless
remote control or entry function of the smart key system. Be sure to wait until the indicator light
starts flashing. Unlock any door from the inside. The system should activate the alarm. Stop the
alarm as described above. Repeat this operation for the other doors, trunk and hood. When
testing the hood, also check that the system is activated when the battery terminal is
disconnected and then reconnected. If the system does not work properly, have it checked by
your Toyota dealer. Check to see if there is any abnormality with your vehicle. To open the fuel
filler door, push the opener switch. When refueling, turn off the engine. The fumes are
flammable. In hot weather, fuel under pressure could cause injury by spraying out of the filler
neck if the cap is suddenly removed. To remove the fuel tank cap, turn the cap
counterclockwise by 90 degrees to the pressure point 1 , and then turn it an additional 30
degrees to point 2. Pause slightly before removing it. It is not unusual to hear a slight swoosh
when the cap is opened. When you hear the click, the cap is fully closed. If the cap is not
installed securely, the malfunction indicator lamp comes on. Make sure the cap is tightened
securely. The indicator lamp goes off after driving several times. If the indicator lamp does not
go off, contact your Toyota dealer as soon as possible. The removed cap can be stored on the
back side of the fuel filler door. It is designed to regulate fuel tank pressure. Do not pull or pry it.
The moon roof works when the ignition switch is set at ON. Sliding operationâ€” The roof will
fully tilt up automatically. The roof will open and stop partway 50 mm 2. The roof will fully tilt
down automatically. The sunshade can be opened or closed by hand. As driving with the moon
roof opened fully will cause wind throbs, we recommend you to drive with the moon roof
partway 50 mm 2. The sunshade will be opened together with the roof. The roof will fully close
automatically. It stops working when either door is opened. Jam protection function: If
something gets caught between the moon roof and frame during closing operation, the moon
roof stops and opens half way. If the moon roof receives a strong impact, this function may
work even if nothing is caught. If the moon roof does not operate automatically or the jam
protection function does not operate correctly, you should normalize the moon roof. Make sure
that the moon roof opens and closes automatically. If the moon roof cannot be operated
properly, have it checked by your Toyota dealer. Otherwise, they could be seriously injured if

the vehicle stops suddenly or if the vehicle is involved in an accident. You must also make sure
nobody places his or her head, hands and other parts of the body in the roof opening. When
anyone closes the moon roof, first make sure it is safe to do so. Front seats. Driving position
memory system. Rear seats. Trunk storage extension. Head restraints. Seat belts. SRS airbags.
Child restraint. Do not allow any passengers to sit in the luggage compartment or cargo area.
Otherwise, severe injuries can occur in the event of emergency braking or a collision. This
distance is measured from the center of the steering wheel to your breastbone. If you sit less
than mm 10 in. Although vehicle designs vary, many drivers can achieve the mm 10 in. If
reclining the back of your seat makes it hard to see the road, raise yourself by using a firm, nonslippery cushion, or raise the seat if your vehicle has that feature. This points the airbag toward
your chest instead of your head and neck. The seat should be adjusted as recommended by
NHTSA above, while still maintaining control of the foot pedals, steering wheel, and your view of
the instrument panel controls. The front passenger seat should be as far from the airbag as
possible with the seatback adjusted, so the front passenger sits upright. The SRS side airbags
are installed in the driver and front passenger seats. Observe the following precautions.
Otherwise, you may be killed or seriously injured. Such accessories may prevent the side
airbags from activating correctly, causing death or serious injury. Such change may prevent the
side airbag system from activating correctly, disable the system, or cause the side airbags to
inflate accidentally, resulting in death or serious injury. Otherwise, the objects may interfere
with the seat- lock mechanism or unexpectedly push up the seat position adjusting lever and
the seat may suddenly move, causing the driver to lose control of the vehicle. Otherwise, your
hands or fingers may be caught and injured. It may cause electrical overload. Then lean back to
the desired angle and release the lever. The seat belts provide maximum protection in a frontal
or rear collision when the driver and front passenger are sitting up straight and well back in the
seats. If you are reclined, the lap belt may slide past your hips and apply restraint forces directly
to the abdomen or your neck may contact the shoulder belt. In the event of a frontal collision,
the more the seat is reclined, the greater the risk of death or personal injury. Then slide the seat
to the desired position with slight body pressure and release the lever. Push the switch on
either side. Releasing the switch will stop the seat cushion at that position. Do not place
anything under the front seats, as this might interfere with the seat movement. Releasing the
switch will stop the seat at that position. The seat belts provide maximum protection in a frontal
or rear collision when the driver and the front passenger are sitting up straight and well back in
the seats. The amount of lumbar support will change while the switch is pushed. Move the
control switch in the desired direction. Releasing the switch will stop the seatback at that
position. To make only slight changes to an already memorized position, the easiest way is to
first activate the memorized position, then make the desired changes and perform step 2 above.
The system can memorize up to 2 positions by repeating the above steps. This function can be
used after setting the driving position by following procedure. The memorized position can be
recalled under the following conditions: button, or the seat could strike the rear passenger or
hit your body against the steering wheel. If this happens, you can stop the movement by
pressing another driving position memory switch, or depressing the brake pedal. The previous
setting will be erased and the new position will be set. While depressing the button
abovementioned, push and hold the lock or unlock button on the electronic key until a beep
sounds. The memory on the key is disabled. To enable it again, repeat the above procedure.
Objects placed behind the rear seat may fall into the gap behind the seatback. If objects are left
in the gap, the reclining seatback will not lock properly, leaving the seatback free to move.
When the vehicle is in operation, moving seatbacks may cause injury. In the event that an object
gets caught behind the rear seatback, contact your Toyota dealer. Pull down the armrest in the
rear seat. Push down the handle and open the door. If the door is locked, insert the key and turn
it counterclockwise to unlock. Use the master key vehicles with the key cylinder- type ignition
switch or mechanical key vehicles with the smart key system. Lock the door after use to protect
items in the trunk. To raise: Pull it up. To lower: Push it down while pressing the lock release
button. The head restraint is most effective when it is close to your head. Therefore, using a
cushion on the seatback is not recommended. To turn on the seat heater, push the knob to pop
it out and turn the knob clockwise. At this time, the indicator light will illuminate to indicate the
seat heater is operating. The ignition switch must be set at ON to operate seat heaters. With
seat ventilator With seat ventilator: Three setting levels are available. To disable this function,
turn the knob to the center position. The indicator light goes off. Without seat ventilator: To
adjust temperature, turn the knob. To disable this function, turn the knob to the leftmost
position. Push the knob into the recessed position when not in use. To prevent the seat
overheating, do not use the seat heater with a blanket, cushion, or other insulating objects
which cover the seat. They may damage the heater and seat surface. To turn on the seat

ventilator, push the knob to pop it out and then turn the knob counterclockwise. At this time, the
indicator light will illuminate to indicate the seat ventilator is operating. The ignition switch must
be set at ON to activate seat ventilators. Three setting levels are available. The seat belts
provided for your vehicle are designed for people of adult size, large enough to properly wear
them. According to accident statistics, the child is safer when properly restrained in the rear
seat than in the front seat. If a child must sit in the front seat, the seat belts should be worn
properly. If an accident occurs and the seat belts are not worn properly, the force of the rapid
inflation of the airbag may cause death or serious injury to the child. Do not allow any children
to stand up or kneel on either rear or front seats. An unrestrained child could suffer serious
injury or death during emergency braking or a collision. Also, do not let the child sit on your lap.
Holding a child in your arms does not provide sufficient restraint. Pregnant woman. Toyota
recommends the use of a seat belt. Ask your doctor for specific recommendations. The lap belt
should be worn securely and as low as possible over the hips and not on the waist. Injured
person. Depending on the injury, first check with your doctor for specific recommendations.
Otherwise, they are much more likely to suffer serious bodily injury or death in the event of
sudden braking or a collision. Do not use a single belt for two or more peopleâ€”even children.
Take care that they do not get caught or pinched in the seat or doors. Check for cuts, fraying,
and loose parts. Damaged parts should be replaced. Do not disassemble or modify the system.
If they need cleaning, use a mild soap solution or lukewarm water. Never use bleach, dye, or
abrasive cleaners, or allow them to come into contact with the beltsâ€”they may severely
weaken the belts. The entire assembly should be replaced even if damage is not obvious. Adjust
the seat as needed and sit straight and well back in the seat. The seat belt length automatically
adjusts to your size and the seat position. The retractor will lock the belt during a sudden stop
or on impact. It also may lock if you lean forward too quickly. A slow, easy motion will allow the
belt to extend, and you can move around freely. This feature is used to hold the child restraint
system securely. To free the belt again, fully retract the belt and then pull the belt out once
more. If the seat belt cannot be pulled out of the retractor, firmly pull the belt and release it. You
will then be able to smoothly pull the belt out of the retractor. Do not use the seat until the seat
belt is fixed, because it cannot protect an adult occupant or your child from death or serious
injury. Keep the lap belt positioned as low on hips as possible. The belt should be kept away
from your neck, but not falling off your shoulder. Failure to do so could reduce the amount of
protection in an accident and cause serious injuries in a collision. Seat belts with an adjustable
shoulder anchorâ€” Adjust the shoulder anchor position to your size. To raise: Slide the anchor
up. To lower: Push in the lock release button and slide the anchor down. To release the belt,
press the buckle release button and allow the belt to retract. If the belt does not retract
smoothly, pull it out and check for kinks or twists. Then make sure it remains untwisted as it
retracts. After adjustment, make sure the anchor is locked in position. When the outside
shoulder belt is inserted through the guide, the comfort guide pulls the belt away from the neck
and head of an occupant. To use the comfort guide, do as follows. Pull the pocket. The belt
should be kept away from the neck, and should not fall off the shoulder. Failure to observe
these precautions could reduce the effectiveness of the seat belt in an accident, causing death
or serious injury. Pinch the two edges of the shoulder belt for the rear seat outside position with
your fingers and slide the belt past the slot of the guide as shown above. At this time, the elastic
cord must be behind the seat belt. Buckle, position and release the seat belt. The elastic cord
must be behind the belt and the guide must be on the front. Please contact your local Toyota
dealer to order the proper required length for the extender. Bring the heaviest coat you expect
to wear for proper measurement and selection of length. Additional ordering information is
available at your Toyota dealer. Store the guide with the elastic cord into the pocket. CAUTION
To reduce the chance of injury in case of an accident or a sudden stop while driving, remove
and store the comfort guide in its pocket when it is not in use. Failure to follow these
instructions could reduce the effectiveness of the seat belt restraint system in case of an
accident, increasing the chance of personal injury. Be sure to wear the seat belt with the seat
belt extender. If installing a child restraint system with the seat belt extender connected to the
seat belt, the seat belt will not securely hold the child restraint system, which could cause death
or serious injury to the child or other passengers in the event of collision. When not in use,
remove the extender and store in the vehicle for future use. You will hear a click when the tab
locks into the buckle. When releasing the seat belt, press on the buckle release button on the
extender, not on the seat belt. This helps prevent damage to the vehicle interior and extender
itself. Do not use the seat until the seat belt is fixed, because it cannot protect an adult
occupant or your child from injury. The driver and front passenger seat belt pretensioners are
designed to be activated in response to a severe frontal impact. When the sensor detects a
severe frontal impact, the front seat belts are quickly drawn back by the retractors so that the

belts snugly restrain the occupants. The seat belt pretensioners and SRS airbags may not
operate together in all collisions. The seat belt pretensioners are controlled by the airbag
sensor assembly. The airbag sensor assembly consists of a safing sensor and airbag sensor.
When the seat belt pretensioners are activated, an operating noise may be heard and a small
amount of non- toxic gas may be released. This does not indicate that a fire is occurring. This
gas is normally harmless. Once the seat belt pretensioners have been activated, the seat belt
retractors remain locked. The seat belt pretensioner system consists mainly of the following
components, and their locations are shown in the illustration. Front airbag sensors 2. SRS
warning light 3. Front passenger occupant classification system ECU and sensors 5. Seat belt
pretensioner assemblies 6. Failure to follow these instructions may prevent the seat belt
pretensioners from activating correctly, cause sudden operation of the system or disable the
system, which could result in death or serious injury. Consult your Toyota dealer about any
repair and modification. Such changes can interfere with proper operation of the seat belt
pretensioners in some cases. It goes off after about 6 seconds. This means the seat belt
pretensioners are operating properly. If any of the this indicates or seat belt Toyota dealer
following conditions occurs, a malfunction of the airbags pretensioners. Contact your as soon
as possible. The SRS Supplemental Restraint System front airbags are designed to provide
further protection for the driver and front passenger in addition to the primary safety protection
provided by the seat belts. The SRS front passenger airbag will not activate if there is no
passenger sitting in the front passenger seat. However, the front passenger airbag may deploy
if luggage is put in the seat, or the seat belt is buckled up, regardless of the presence of an
occupant in the seat. Always wear your seat belt properly. The airbag system controls airbag
deployment power for the driver and front passenger. The driver and front passenger can be
killed or seriously injured by the inflating airbags if they do not wear the available seat belts
properly. During sudden braking just before a collision, an unrestrained driver or front
passenger can move forward into direct contact with or close proximity to the airbag which may
then deploy during the collision. To ensure maximum protection in an accident, the driver and
all passengers in the vehicle must wear their seat belts properly. Wearing a seat belt properly
during an accident reduces the chances of death or serious injury or being thrown out of the
vehicle. An infant or child who is too small to use a seat belt should be properly secured using a
child restraint system. Toyota strongly recommends that all infants and children be placed in
the rear seat of the vehicle and properly restrained. The rear seat is the safest for infants and
children. The SRS front airbags are designed to deploy in severe usually frontal collisions
where the magnitude and duration of the forward deceleration of the vehicle exceeds the
designed threshold level. However, this threshold velocity will be considerably higher if the
vehicle strikes an object, such as a parked vehicle or sign pole, which can move or deform on
impact, or if the vehicle is involved in an underride collision e. It is possible that in some
collisions where the forward deceleration of the vehicle is very close to the designed threshold
level, the SRS front airbags and the seat belt pretensioners may not activate together. Always
wear your seat belts properly. But, whenever a collision of any type causes sufficient forward
deceleration of the vehicle, deployment of the SRS front airbags may occur. Landing hard or
vehicle falling The SRS front airbags may also deploy if a serious impact occurs to the
underside of your vehicle. Some examples are shown in the illustration. The SRS front airbag
system mainly consists of the following components, and their locations are shown in the
illustration. Airbag module for front passenger airbag and inflator 4. Airbag sensor assembly 9.
Knee airbag module for driver airbag and inflator Airbag module for driver airbag and inflator
SRS warning light The airbag sensor assembly consists of a safing sensor and airbag sensor.
The front airbag sensors constantly monitor the forward deceleration of the vehicle. If an impact
results in a forward deceleration beyond the designed threshold level, the system triggers the
airbag inflators. At this time a chemical reaction in the inflators very quickly fills the airbags
with non- toxic gas to help restrain the forward motion of the occupants. When the airbags
inflate, they produce a loud noise and release some smoke and residue along with non- toxic
gas. This does not indicate a fire. This smoke may remain inside the vehicle for some time, and
may cause some minor irritation to the eyes, skin or breathing. Be sure to wash off any residue
as soon as possible to prevent any potential skin irritation with soap and water. If you can
safely exit from the vehicle, you should do so immediately. Deployment of the airbags happens
in a fraction of a second, so the airbags must inflate with considerable force. While the system
is designed to reduce serious injuries, primarily to the head and chest, it may also cause other,
less severe injuries to the face, chest, arms and hands. This is why it is important for the
occupant to; avoid placing any object or part of the body between the occupant and the airbag
module; sit straight and well back into the seat; wear the available seat belt properly; and sit as
far as possible from the airbag module, while still maintaining control of the vehicle. The

airbags inflate only once. The windshield may be damaged by absorbing some of the force of
the inflating airbag. Anyone who is up against, or very close to, an airbag when it inflates, can
be killed or seriously injured. Sit up straight and well back in the seat, and always use your seat
belt properly. Use a child restraint system in the rear seat. They might restrict inflation or cause
death or serious injury as they are projected rearward by the force of the deploying airbags.
Likewise, the driver and front passenger should not hold objects in their arms or on their knees.
Do not modify, remove, strike or open any components, such as the steering wheel pad,
steering wheel, column cover, dashboard near the front passenger airbag, front passenger
airbag cover, front passenger airbag, driver knee airbag or airbag sensor assembly. Doing so
may prevent the front airbag system from activating correctly, cause sudden activation of the
system or disable the system, which could result in death or serious injury. Failure to follow
these instructions can result in death or serious injury. If you wish to modify your vehicle for a
person with a physical disability, consult your Toyota dealer. It may dangerously interfere with
the SRS side airbags and curtain shield airbags operation. Such changes can interfere with
proper operation of the SRS front airbag system in some cases. It goes off about 6 seconds.
This means the front airbags are operating proper- If any of the this indicates or seat belt Toyota
dealer following conditions occurs, a malfunction of the airbags pretensioners. The SRS side
airbag on the passenger seat will not activate if there is no passenger sitting in the front
passenger seat. However, the side airbag on the passenger seat may deploy if luggage is put in
the seat, or the seat belt is buckled up, regardless of the presence of an occupant in the seat. It
is dangerous if the SRS side airbag and curtain shield airbag inflate, and the impact of the
deploying airbags could cause death or serious injury to the occupant. The SRS curtain shield
airbags may activate even when the side airbags are not activated. Toyota strongly
recommends that all infants and children be placed in the rear seats of the vehicle and properly
restrained. The rear seats are the safest for infants and children. Collision from the rear
Collision from the front Vehicle rollover The SRS side airbag and curtain shield airbag system
may not activate if the vehicle is subjected to a collision from the side at certain angles, or a
collision to the side of the vehicle body other than the passenger compartment as shown in the
illustration. The SRS side airbags and curtain shield airbags are designed to inflate when the
passenger compartment area suffers a severe impact from the side. Airbag sensor assembly
The SRS side airbag and curtain shield airbag system is controlled by the airbag sensor
assembly. The SRS side airbag and curtain shield airbag system consists mainly of the
following components, and their locations are shown in the illustration. SRS warning light 2.
Curtain shield airbag modules airbag and inflator 4. Side airbag modules airbag and inflator 6.
At this time a chemical reaction in the inflators quickly fills the airbags with non- toxic gas to
help restrain the lateral motion of the occupants. When the airbags inflate, they produce a fairly
loud noise and release some smoke and residue along with non- toxic gas. While the system is
designed to reduce serious injuries, it may also cause minor burns or abrasions and swelling.
Front seats as well as parts of the front and rear pillars, and roof side rail may be hot for several
minutes, but the airbags themselves will not be hot. The airbags are designed to inflate only
once. Special care should be taken especially when you have a small child in the vehicle. Do not
apply excessive weight to the outer side of the seats with a side airbag and to the front pillar,
rear pillar and roof side rail with a curtain shield airbag. When the side airbag inflates, the cup
holder or any other device or object will be thrown with great force, or the side airbag may not
activate correctly, resulting in death or serious injury. When the curtain shield airbag inflates,
the microphone or other device or object will be thrown away with great force or the curtain
shield airbag may not activate correctly, resulting in death or serious injury. If the curtain shield
airbag inflates, those items will be thrown away with great force or the curtain shield airbag may
not activate correctly, resulting in death or serious injury. When you hang clothes, hang them
on the coat hook directly. Such changes may disable the system or cause the curtain shield
airbags to inflate accidentally, resulting in death or serious injury. Such changes may prevent
the side airbag system from activating correctly, disable the system or cause the side airbags to
inflate accidentally, resulting in death or serious injury. Such changes can interfere with proper
operation of the SRS side airbag and curtain shield airbag system in some cases. This indicator
comes on when the ignition switch is set at ON. This means the SRS side airbags and curtain
shield airbags are operating properly. Your vehicle is equipped with a front passenger occupant
classification system. After about four seconds, they will go off. After that, the front passenger
occupant classification system operates and judges which indicator light be illuminated. To
ensure the system correctly detects an adult sitting in the front passenger seat, make sure the
above do not occur. Unoccupied Not illuminated Off Off Deactivated 4. A forward- facing child
restraint system should only be installed on the front passenger seat when it is unavoidable. If
the seatback interferes with the rear seat, return the seatback to a position where it does not

interfere with the rear seat. Keep the front passenger seatback as upright as possible when the
vehicle is moving. Reclining the seatback excessively may lessen the effectiveness of the seat
belt system. Otherwise, the SRS warning light may come on to indicate a malfunction of the
detection system. In this case, contact your Toyota dealer immediately. The laws of all 50 states
in the U. Your vehicle conforms to SAEJ Holding a child in your arms is not a substitute for a
child restraint system. Otherwise, the child may be killed or seriously injured. In the event of an
accident, the force of the rapid inflation of the front passenger airbag can cause death or
serious injury to the child if the rear- facing child restraint system is installed on the front
passenger seat. If it is not secured properly, it may cause death or serious injury to the child in
the event of a sudden stop or accident. Install the child restraint system correctly following the
instructions provided by its manufacturer. General directions are also provided under the
following instructions. The child restraint system should be installed on the rear seat. A Infant
seat B Convertible seat C Booster seat Install the child restraint system following the
instructions provided by its manufacturer. Your vehicle has anchor brackets for securing the
top strap of a child restraint system. A Infant seat The child restraint lower anchorages
approved for your vehicle may also be used. When not using the child restraint system, keep it
secured with the seat belt or place it in the trunk or somewhere other than the passenger
compartment. This will prevent it from injuring passengers in the event of a sudden stop or
accident. In the event of an accident, the impact of the rapid inflation of the front passenger
airbag could cause death or serious injury to the child if the rear- facing child restraint system
is installed on the front passenger seat. Otherwise, the child or front seat occupant s may be
killed or seriously injured in case of sudden braking or a collision. Otherwise, the child restraint
system cannot be securely restrained and this may cause death or serious injuries in a
collision. Run the lap and shoulder belt through or around the infant seat following the
instructions provided by its manufacturer and insert the tab into the buckle taking care not to
twist the belt. Keep the lap portion of the belt tight. Contact your Toyota dealer immediately. Do
not install the child restraint system on the seat until the seat belt is fixed. Fully extend the
shoulder belt to put it in the lock mode. When the belt is then retracted even slightly, it cannot
be extended. To hold the infant seat securely, make sure the belt is in the lock mode before
letting the belt retract. While pressing against the seat let the shoulder it will go to hold ly.
Follow all the installation instructions provided by its manufacturer. To remove the infant seat,
press the buckle release button and allow the belt to retract completely. The belt will move
freely again and be ready to work for an adult or older child passenger. In order to activate the
occupant classification system correctly, install the forward- facing child restraint system on
the front passenger seat in the following order: 1. Turn the ignition switch to ON. Move the front
passenger seat to the rearward position. Put the child restraint system on the front passenger
seat without putting your weight on the front passenger seat. Insert the seat belt tab into the
seat belt buckle. To hold the seat securely, make sure the belt is in the lock mode before letting
the belt retract. While pressing the convertible seat firmly against the seat cushion and
seatback, let the shoulder belt retract as far as it will go to hold the convertible seat securely.
Put a child on the child restraint system and secure the child, complying with the instructions
provided by the child restraint system manufacturer. Do not drive the vehicle in this condition.
Remove the child restraint system and contact your Toyota dealer. A forward- facing child
restraint system should only be installed on the front passenger seat when unavoidable. If you
must install the child restraint system on the front passenger seat, put the seat in its most
rearward position, and install the forward- facing child restraint system in the proper order.
Otherwise, the front passenger occupant classification system can not detect the presence of
the child restraint system and the front passenger airbag and side airbag on the front passenger
seat could deploy. It is dangerous if the side airbag and curtain shield airbag inflate, and the
impact could cause death or serious injury to the child. Run the lap and shoulder belt through
or around the convertible seat following the instructions provided by its manufacturer and
insert the tab into the buckle taking care not to twist the belt. To hold the convertible seat
securely, make sure the belt is in the lock mode before letting the belt retract. To remove the
convertible seat, press the buckle release button and allow the belt to retract completely.
Otherwise, the child may be killed or seriously injured in case of sudden braking or a collision.
Sit the child on a booster seat. Run the lap and shoulder belt through or around the booster
seat and across the child following the instructions provided by its manufacturer and insert the
tab into the buckle taking care not to twist the belt. To remove the child booster seat, press the
buckle release button and allow the belt to retract. Follow the procedure below for a child
restraint system that requires the use of a top strap. Use the anchor bracket on the package tray
behind the rear seat to attach the top strap. Anchor brackets are installed for each rear seating
position. This symbol indicates the location of the anchor bracket. Lower the head restraint.

Open the lid of the anchor bracket. Securely fasten the child restraint system with the seat belt.
Latch the hook onto the anchor bracket and tighten the top strap. Make sure the seatback is
locked securely. In this case, it is not necessary to fix the child restraint system with a seat belt
on the vehicle. Adjust the seatback leaned position. Widen the gap between the seat cushion
and seatback slightly and confirm the position of the lower anchorages near the buttons on the
seatback. Type Aâ€”Latch the hooks of lower straps onto the anchorages and tighten the lower
straps. Type Bâ€”Latch the buckles onto the anchorages. For owners in Canada The symbol on
a child restraint system indicates the presence of a lower connector system. If your child
restraint system has a top strap, it should be anchored. For installation details, refer to the
instruction manual equipped with each product. Outside rear view mirrors. Anti- glare inside
rear view mirror. Auto anti- glare inside rear view mirror. Sun visors. Doing so may cause the
driver to mishandle the vehicle and an accident may occur resulting in death or serious injuries.
To change the steering wheel column length, hold the steering wheel, push down the telescopic
lock release lever, push or pull the steering wheel to the desired length and return the lever to
its original position. When the steering wheel is in a low position, it will spring up as you release
the lock release lever. Adjust the mirror so that you can just see the side of your vehicle in the
mirror. Any object seen in a convex mirror will look smaller and farther away than when seen in
a flat mirror. Do not try to fold the mirrors. It may damage the mirrors. When you push the rear
window defogger switch, the heater panels in the outside rear view mirrors will quickly clear the
surface. Use a spray de- icer to free the mirror. To adjust a mirror, use the switches. Control
switchâ€”To move the mirror Push the switch in the desired direction. Adjust the mirror so that
you can just see the rear of your vehicle in the mirror. To reduce glare from the headlights of the
vehicle behind you during night driving, operate the lever on the lower edge of the mirror. The
reflection in the mirror has greater clarity at this position. Night drivingâ€”Lever at position 2
Remember that by reducing glare you also lose some rear view clarity. Adjust it before driving
so that the rear view is optimized. This mirror is equipped with auto antiglare function. The
function is designed to reduce glare from the headlights of the vehicle behind you during night
driving. When the ignition switch is set to ON, the inside rear view mirror always turns on in the
automatic function mode. When the inside air temperature is low, it may take a little longer for
the mirror to darken in response to the detection of headlights. The indicator illuminates to
show you that the function is on. It can cover the anti- glare inside rear view mirror and obstruct
the rear view. To ensure correct functioning of antiglare mirror sensors located on both side of
the mirror, do not touch or cover the sensors with your finger or a piece of cloth, etc. To block
out glare, move the sun visor. To block out glare from the frontâ€”Swing down the sun visor
position 1. To block out glare from the sideâ€”Swing down the sun visor, remove it from the
hook and swing it to the lateral side position 2. If glare comes from obliquely behind you, slide
the sun visor backward to position 3. Vanity lightsâ€” The vanity lights come on when you open
the cover. To adjust the brightness of the lights, slide the switch. Emergency flashers.
Instrument panel light control. Front fog lights. Interior light. Front personal lights. Rear
personal lights. Illuminated entry system. Windshield wipers and washer. Rear window and
outside rear view mirror defoggers. Manually twist the knob to the position 2 to turn on the
headlights if they are needed immediately when entering a dark tunnel, parking structure, etc.
Position 1â€”Parking, side marker, tail, license plate and instrument panel lights Position above
2â€”Headlights and all of the The headlight low beam indicator light green light on the
instrument panel will tell you that the low beams are on. If you feel that the automatic light
control comes into operation too early or too late, have the sensor adjusted by your Toyota
dealer. The lights can be turned off immediately by pushing the lock switch on the wireless
remote control transmitter with all the doors locked and the trunk lid closed. If any of the doors
or trunk lid is kept open, the lights automatically turn off after 20 minutes. To turn on the lights
again, turn the ignition switch is set at ON or actuate the headlight switch. NOTICE To prevent
the battery from being discharged, do not leave the lights on for a long period when the engine
is not running. The DRL system can be helpful in many different driving conditions, but they can
be especially helpful in the short periods after dawn and before sunset. To turn on the other
exterior lights and instrument panel lights, twist the knob to position 1. Twist the knob to
position 2 to turn the headlights to full intensity for night driving. Automatic headlight leveling
with discharge headlights system Vehicle position changes according to loading condition,
passengers getting on and off, vehicle acceleration and deceleration, etc. However, the
headlight beam level is always maintained automatically by the system at the proper level so
that your headlights do not dazzle other road users. The warning light will come on when the
ignition switch is set at ON and will go off after a few second. If this system fails, the warning
light in the instrument panel comes on. If this occurs, have your vehicle checked by your Toyota
dealer. High- Low beamsâ€”For high beams, turn the headlights on and push the lever away

from you position 1. Pull the lever toward you position 2 for low beams. Flashing the high
position 3 â€”Pull the back. The high beam when you release the beam headlights lever all the
way headlights turn off lever. You can flash the high beam headlights even when the headlight
switch is off. The lever automatically returns after you make a turn, but you may have to return it
by hand after you change lanes. To signal a lane change, move the lever up or down to the
pressure point position 2 and hold it. If the turn signal indicator lights green lights on the
instrument panel flash faster than normal, a front or rear turn signal bulb is burned out. Position
1â€”Parking, tail, license plate and instrument panel lights The tail light indicator green light on
the instrument panel will tell you that the tail lights are on. If any of the door or trunk lid is kept
opened, the lights automatically turn off after 20 minutes. If you are going to park for over one
week, make sure the headlight switch is off. They will not go off until the ignition switch is
turned off. Twist the knob to the position 2 to turn the headlights to full intensity for night
driving. To turn on the push the switch. All the turn signal lights will flash. To turn them off,
push the switch once again. Turn on the emergency flashers to warn other drivers if your
vehicle must be stopped where it might be a traffic hazard. Always pull as far off the road as
possible. The turn signal light switch will not work when the emergency flashers are operating.
They will come on only when the headlights are on low beam. To turn on the interior light, push
the switch. To turn on the front personal light, push the switch. To turn the light off, push the
switch once again. The light goes off when all the doors are closed. Interior light and rear
personal lightsâ€”The rear personal lights can be turned on or off by the interior light switch.
After all the doors are closed, the lights remain on for about 15 seconds before fading out.
Ignition switch light 2. Interior light 3. Front personal lights 4. Center console illumination 5.
Rear personal lights 6. Exterior foot lights When any of the doors are unlocked, the lights
except the center console illumination and exterior foot lights will come on and remain on for
about 15 seconds before fading out. If all the doors are closed, when the ignition switch is
turned off, the lights except the center console illumination and exterior foot lights will come on
and remain on for about 15 seconds. Rotating the band on the lever lets you adjust the wiper
time interval when the wiper lever is in the intermittent position position 1. Twist the band
upward to increase the time between sweeps, and downward to decrease it. If all the doors are
locked, all the lights will fade out. To prevent the battery being discharged, all of the lights will
automatically turn off the key removed vehicles with key cylinder- type ignition switch or the
ignition is turned off vehicles with smart key system , and the door is left opened for about 20
minutes. The higher the vehicle speed is, the shorter the intermittent time becomes. To turn on
the windshield wipers, move the lever to the desired setting. Lever position Operation Position 1
Intermittent operation Position 2 Low speed operation Position 3 High speed operation Position
4 Single sweep operation Position 5 Washer on When the lever is in the position 2, the wipers
operate at low speed while the vehicle is moving and, when it stops, they switch to intermittent
operation. This feature can be deactivated. For details, ask your Toyota dealer. After the washer
operates, the wipers operate three times in low operation, pause for several seconds, and then
operate once more. The interval between the 3 wipes and the final wipe depends on the vehicle
speed. The final wipe after a pause of several seconds prevents the washer fluid from dripping.
The final wipe can be set to occur after a three second pause, or can be deactivated. It may
scratch the glass or may damage wiper blades. When waxing your vehicle, make sure that the
washer nozzles do not become blocked. If a nozzle becomes blocked, contact your Toyota
dealer to have the vehicle serviced. The nozzle will be damaged. Position 1 Automatic operation
Position 2 Low speed operation In freezing weather, warm the windshield with the defroster
before using the washer. This will help prevent the washer fluid from freezing on your
windshield, which can block your vision. Automatic operation position 1 The wiper speed is
determined by the amount of raindrops and sunlight detected by the automatic wiper control
sensor. The automatic wiper control sensor is on the inside of the windshield as shown above.
NOTICE Do not apply detergent to or wet the automatic wiper control sensor when cleaning the
inside of the windshield. In freezing weather, warm the windshield with the defroster before
using the washer. The thin heater wires on the inside of the rear window will quickly clear the
surface. An indicator light will illuminate to indicate the defogger is operating. Type B
onlyâ€”The heater panels in the outside rear view mirrors will also quickly clear the surfaces.
Keep your hands off the mirror faces when the switch is on. Push the switch once again to turn
the defoggers off. The system will automatically shut off after the defogger has operated about
15 minutes. Leaving the defoggers on for a long time could cause the battery to discharge,
especially during stop- and- go driving. The defoggers are not designed for drying rain water or
for melting snow. Type B onlyâ€”If the outside rear view mirrors are heavily coated with ice, use
a spray de- icer before operating the switch. NOTICE When cleaning the inside of the rear
window, be careful not to scratch or damage the heater wires or connectors. Engine coolant

temperature gauge. Odometer and two trip meters. Service reminder indicators and warning
buzzers. Fill the fuel tank immediately. Low fuel level warning light The gauge indicates the
approximate quantity of fuel remaining in the tank when the ignition switch is set at ON. On
inclines or curves, due to the movement of fuel in the tank, the fuel gauge needle may fluctuate
or the low fuel level warning light may come on earlier than usual. The gauge indicates the
engine coolant temperature when the ignition switch is on. The engine operating temperature
will vary with changes in weather and engine load. If the needle moves into the red zone, your
engine is too hot. If your vehicle overheats, stop your vehicle and allow the engine to cool. Use
it while driving to select correct shift points and to prevent engine lugging and over- revving.
This meter displays the odometer and two trip meters when the ignition switch is set at ON.
Driving with the engine running too fast causes excessive engine wear and poor fuel economy.
Remember, in most cases the slower the engine speed, the greater the fuel economy. Two trip
metersâ€”Show two different distances independently driven since the last time each trip meter
was set to zero. The thermostat is designed to control the flow of coolant to keep the
temperature of the engine within the specified operating range. This may cause severe engine
damage. Odometerâ€”Shows the total the vehicle has been driven. All trip meter data is
cancelled if the electrical power source is disconnected. Trip meter reset knobâ€”Resets the
two trip meters to zero, and also change the meter display. To change the meter display, quickly
push and release the button. The meter display changes in the order from the odometer to trip
meter A to trip meter B, then back to the odometer each time you push. To reset the trip meter A
to zero, display the meter A reading, then push and hold the button until the meter is set to zero.
The same process can be applied for resetting the trip meter B. If parking brake is off, stop
immediately and contact Toyota dealer. Fill up tank. Take vehicle to Toyota dealer. If brake
system warning light is also on, stop immediately and contact Toyota dealer. Close all doors.
Check key. If system malfunctions, contact Toyota dealer. This light comes on for a few
seconds when the ignition switch is set at ON even after the parking brake is released. In this
case, the brakes may not work properly and your stopping distance will become longer.
Depress the brake pedal firmly and bring the vehicle to an immediate stop. In this case, not only
the anti- lock brake system will fail but also the vehicle will become extremely unstable during
braking. Unless the driver fastens the belt, the light continues flashing and the buzzer sounds
for about 6 seconds. Then, if the seat belt is still unfastened, the buzzer will sound in a different
tone for 20 seconds. To stop the buzzer, fasten the seat belt. Once the ignition switch is set at
ON or engine start, the reminder light flashes if a passenger sits in the front passenger seat and
does not fasten the seat belt. Unless the front passenger fastens the belt, the light continue
flashing. Also See for Avalon Owner's manual - pages Pocket reference manual - 15 pages
Owner's manual - pages. Table of Contents. Instrument panel overview. Instrument cluster
overview. Center cluster overview. Indicator symbols on the instrument panel. Previous Page.
Next Page. Toyota Avalon Owner's Manual pages. Toyota avalon Pocket Reference Manual 15
pages. Automobile Toyota Avalon Owner's Manual pages. Side vents 2. Side defroster outlets 3.
Instrument cluster 4. Center cluster 5. Garage door opener switches 6. Auxiliary boxes 7.
Instrument panel light control knob 2. Headlight, turn signal and front fog light switches 3.
Audio remote control switches 4. Glass breakage sensor Trunk opener switch Fuel filler door
opener switch Power rear view mirror control switches Telescopic steering lock release lever
Rear electric sunshade switch Engine coolant temperature gauge 5. Fuel gauge 9. Automatic
transmission shift range position display 2. Service reminder indicators and 6. Low fuel level
warning light indicator lights Dynamic laser cruise control display 7. Clock 4. Center display 5.
Pattern selector knob for center 3. Engine immobilizer system. Page Keys When using a key
containing a trans- 1. Master keys black â€”These keys work ponder chip, observe the following
in every lock. Your Toyota dealer will precautions: need one of them to make a new key with a
built- in transponder chip. Page 14 1. Electronic keysâ€”These keys can lock system has been
placed in the electronic made by a Toyota dealer using the key or unlock all the doors and can
open keys. These chips are needed to enable number. Page 15 If you should lose your keys or if
you z Do not keep the electronic key to- need additional keys, duplicates can be made by Toyota
dealer using the key gether with the products emitting number. Page Engine Immobilizer
System The engine immobilizer system is a If any of the following indicator conditions theft
prevention system using an elec- occur, contact your Toyota dealer. The transponder chip in
The indicator light remains on. Lock switch The wireless remote control function is designed to
lock or unlock all the 2. Unlock switch doors, open the trunk lid, or activate 3. Alarm switch
alarm from distance within 4. Page 19 15 of the FCC Rules. These limits are hicle. Contact your
Toyota dealer for de- 1 This device may not cause harmful designed to provide reasonable
protec- tailed information. Increase the separation between the equipment and receiver.
Connect the equipment into an outlet on a circuit different from that to which the receiver is

connected. Page 21 For details, contact your Toyota smart key system. Page 22 Opening of the
trunk lid with the wireless remote control can be changed as follows. Ask your Toyota dealer for
details. Trunk lid opens by pushing the trunk Vehicles with key cylinder- type ignition Vehicles
with key cylinder- type ignition opener switch twice in succession. Page 23 If the beep does not
This alarm function can be disabled. For operate as expected, repeat this proce- to the local
laws. Replace the transmitter battery by follow- ing these procedures Using a coin or equivalent,
open the 2. Remove the circuit board, then remove 3. Put in a new transmitter battery with
transmitter case. Install the circuit board into the transmitter case. Page 25 Toyota dealer. If you
have to do it your- adhere to the transmitter case. Using a flathead screwdriver or equiva- 3.
Remove the discharged transmitter bat- 4. Put in a new battery with the positive lent, open the
transmitter case. Install the cover and insert lent. After replacing the battery, check that the
transmitter operates properly. If the trans- mitter still does not operate properly, con- tact your
Toyota dealer. Start function actuation areaâ€”Inside When the electronic key is near a highvoltage or noise- emitting device. When you are carrying an electronic The start function may
not be activated key together with a key for another if the key is on the instrument panel, smart
key system equipped vehicle or on the package tray, in the glove box Page 30 Do not leave the
key near the 1. While the brake pedal is depressed, vehicle within 2 m [7 ft. Page 32 Warning
lights and buzzers ment. Page Side Doors This double key turning operation to un- lock all the
doors can be changed to a single key turning operation. For details, Vehicles with key cylindertype ignition contact your Toyota dealer. A beep will sound continuously for 2 sec- onds. When
the key is left in the vehicle. When attempting to lock the doors with the key near a window or a
door han- dle. The doors will open and an accident may occur. Toyota strongly recommends
that all children be placed in the rear seat of the vehicle. Close all doors and turn the ignition 1.
Close all doors and turn the ignition Unlocking linked with the ignition switch to the ON. Close
all doors and turn the ignition Before driving, be sure that the doors switch to the ON. The
power windows work when the ignition switch is set at ON. Key off operation: If both front doors
are closed, it works for 43 seconds even after the ignition switch is turned off. Page 41 Toyota
dealer. If the window receives a strong impact, this function may work even if nothing is caught.
The window moves as long as you hold Before you close the power win- the switch. This not
only keeps the luggage power window switches and get The key is near the trunk when the
trunk is closed. Pull down the rear armrest and open 2. Pull the loop of wire to unlock the This
system helps protect things locked the door behind it. After closing the glove box lid, in- 3.
Never leave children unattended in the vehicle. Unsupervised children may lock themselves in
the vehicle or trunk and suffer serious injuries or death. Vehicles with key cylinder- type ignition
switchâ€”The key is removed from the ignition switch. Vehicles with smart key systemâ€”The
ignition switch is turned off. The engine immobilizer system is set and the indicator light will
start flashing. Page 49 If the system does not work properly, system is activated. All the doors
will be automatically locked again when the following two conditions To open the fuel filler
door, push the 2. To remove the fuel tank cap, turn is on the left side of your vehicle. Page
Electric Moon Roof Make sure the cap is tightened securely. The indicator lamp goes off after
driving several times. If the indicator lamp does not go off, contact your Toyota dealer as soon
as possible. The removed cap can be stored on Make sure the cap is tightened se- the back side
of the fuel filler door. Page 52 To stop the roof partway, push the switch mm 2. Front seats.
Although vehicle designs vary, upright, sit well back in the seat and prop- CAUTION many
drivers can achieve the erly wear the seat belts provided. Then lean back to the desired angle It
may cause electrical overload. The seat belts pro- edge of the seat cushion. The previous
setting will be erased and the new posi- tion will be set. Page Rear Seats When the ve- hicle is in
operation, moving seat- backs may cause injury. In the event that an object gets caught behind
the rear seatback, contact your Toyota dealer. Pull down the armrest in the rear 2. To raise: Pull
it up. To lower: Push it down while pressing the lock release button. The head restraint is most
effective when it is close to your head. To turn on the seat heater, push the knob to pop it out
and turn the knob clockwise. Take care that Persons should ride in their seats they do not get
caught or pinched properly wearing their seat belts in the seat or doors. Page 70 If the seat belt
does not function normally, immediately contact your Toyota dealer. Do not use the seat until
the seat belt is fixed, because it cannot protect an adult occupant or your child from death or
serious The belt should be kept away from your neck, but not falling off your shoulder. Failure
to do so could reduce the amount of protection in an accident and cause serious injuries in a
collision. The belt should be kept away from the neck, and should not fall off the shoulder.
Failure to ob- serve these precautions could reduce the effectiveness of the seat belt in an
accident, causing death or serious injury. Page 74 Toyota dealer free of charge. Please contact
your local Toyota dealer to order the proper required length for the extender. Bring the heaviest
coat you ex- pect to wear for proper measurement and selection of length. Page 76 When

releasing the seat belt, press on normally, immediately contact your the buckle release button
on the extender, Toyota dealer. Do not use the seat not on the seat belt. This helps prevent until
the seat belt is fixed, because Page 77 4. Front passenger occupant classification or disable the
system, which could system ECU and sensors result in death or serious injury. Con- sult your
Toyota dealer about any re- 5. Seat belt pretensioner assemblies pair and modification. Page 78
6 seconds. This means the or seat belt pretensioners. Contact your z Modification of the front
end struc- seat belt pretensioners are operating Toyota dealer as soon as possible. Page 80 The
SRS front airbags will deploy if the The driver and front passenger can child restraint system.
Toyota severity of the impact is above the de- be killed or seriously injured by the strongly
recommends that all in- signed threshold level, comparable to an Airbag sensor assembly When
the airbags inflate, they produce a Deployment of the airbags happens in a loud noise and
release some smoke and fraction of a second, so the airbags must 9. Knee airbag module for
driver residue along with non- toxic gas. Page 83 The front passenger sit as far back Do not sit
on the edge of the seat Toyota strongly recommends that all as possible from the dashboard.
Page 84 SRS knee airbag will inflate. Page 85 6 seconds. This means the ture or seat belt
pretensioners. Contact your SRS front airbags are operating proper- Toyota dealer as soon as
possible. In the following cases, contact your Toyota The SRS Supplemental Restraint Sysdealer as soon as possible: tem side airbags and curtain shield air- bags are designed to
provide further Page 88 Toyota strongly recommends that all in- Collision from the front fants
and children be placed in the rear seats of the vehicle and prop- erly restrained. While the 9.
Airbag sensor assembly system is designed to reduce serious inju- The SRS side airbag and
curtain shield ries, it may also cause minor burns or airbag system is controlled by the airbag
Page 92 Do not use seat accessories which Consult your Toyota dealer about any disc player
cover the parts where the side air- repair and modification. Page 93 6 seconds. Contact your
SRS side airbags and curtain shield air- Toyota dealer as soon as possible. The light does not
come on when the ignition switch is set at ON or remains on for more than 6 seconds. This
system detects the conditions Any of the SRS side airbags and cur- 1â€”4 in the table on page
96 and based Run the lap and shoulder belt through Do not install a child restraint sys- When
installing a child restraint or around the infant seat following the tem on the rear seat if it
interferes system in the rear center position, instructions provided by its manufactur- with the
lock mechanism of the Page 2. Fully extend the shoulder belt to put it 3. While pressing the
infant seat firmly Contact your Toyota dealer immedi- in the lock mode. When the belt is against
the seat cushion and seatback, ately. The belt will ward- facing or rear- facing position de- Push
and pull the child restraint sys- move freely again and be ready to pending on the age and size
of the Page Do seatback, let the shoulder belt retract not drive the vehicle in this condition. Reas far as it will go to hold the convert- move the child restraint system and con- ible seat
securely. Run the lap and shoulder belt through Do not install a child restraint sys- When
installing a child restraint or around the convertible seat following tem on the rear seat if it
interferes system in the rear center position, instructions provided While pressing convertible
seat Contact your Toyota dealer immedi- in the lock mode. When the belt is firmly against the
seat cushion and ately. The belt will ward- facing position only. Push and pull the child restraint
sys- move freely again and be ready to tem in different directions to be sure Page Always make
sure the shoulder belt child from death or serious injury. The belt should be ately. To remove
child booster seat, Follow the procedure below for a child Use the anchor bracket on the
package press the buckle release button and restraint system that requires the use tray behind
the rear seat to attach the top allow the belt to retract. Open the lid of the anchor bracket.
Securely fasten the child restraint system with the seat belt. Lower the head restraint. Latch
hook onto the anchor bracket and tighten the top strap. Widen the gap between the seat
cushion and seatback slightly and confirm the position of the lower an- chorages near the
buttons on the seatback. Type Aâ€”Latch the hooks of lower straps onto anchorages tighten the
lower straps. Push and pull the child restraint system in different directions to be sure it is
secure. Outside rear view mirrors. Doing so may cause the driver to mishan- dle the vehicle and
an accident may occur resulting in death or serious injuries. Use a spray de- icer to free the
mirror. It can cover the anti- glare inside rear view mirror and obstruct the rear view. To ensure
correct functioning of anti- To block out glare, move the sun visor. Vanity lightsâ€” The vanity
lights come on when you open the cover. To adjust the brightness of the lights, slide the switch.
Emergency flashers. Page Headlights And Turn Signals If you feel that the automatic light
control cense plate and instrument panel lights comes into operation too early or too late,
Position 2â€”Headlights have the sensor adjusted by your Toyota above dealer. The headlight
low beam indicator light green light on the instrument panel will Page If this system fails, the
warning light in the instrument panel comes on. Page If you feel that the automatic light control
instrument panel lights comes into operation too early or too late, The tail light indicator green

light on the have the sensor adjusted by your Toyota instrument panel will tell you that the tail
dealer. Page The warning light will come on when the ignition switch is set at ON and will go off
after a few second. If this system fails, the warning light in the instrument panel comes on. If
this occurs, have your vehicle checked by your Toyota dealer. To turn on the emergency
flashers, To adjust the brightness of the instru- push the switch. After all the doors are closed,
the lights remain on for about 15 seconds before fading out. For de- tails, ask your Toyota
dealer. Page The interval between the 3 wipes and the blocked. If a nozzle becomes blocked,
final wipe depends on the vehicle speed. Leaving the defoggers on for a long time could cause
The ignition switch must be set at ON. Engine coolant temperature gauge. Page Fuel Gauge Fill
the fuel tank immediately. Low fuel level warning light Reducing speed or stopping after high
speed driving. Idling for a long period with the air conditioning on in stop- and- go traffic. Trip
meter reset knobâ€”Resets the two trip meters to zero, and also change the meter display. To
change the meter display, quickly push and release the button. The meter display changes in
the order from the odometer to trip meter A to trip meter B, then back to the odometer each time
you push. Do this. If parking brake is off, stop immediately and contact Toyota dealer. Page If
the indicator or buzzer comes on Take vehicle to Toyota dealer. If brake system warning light is
also on, stop immediately and contact Toyota dealer. Close all doors. Check key. If system
malfunctions, contact Toyota Dynamic laser cruise control dealer. Page Driver's Seat Belt
Reminder Light Toyota dealer in the following cases: In this case, not only the anti- lock The
light does not come on even if the brake system will fail but also the parking brake is applied
when the igni- vehicle will become extremely un- stable during braking. Page Have your vehicle
On inclines or curves, due to the move- The malfunction indicator lamp will go off checked by
your Toyota dealer as soon as ment of fuel in the tank, the low fuel level after taking several
driving trips. Page Toyota dealer as soon as possible to system and the brake assist system
work switch is set at ON. If the anti- lock brake service the vehicle. Contact your Toyota dealer
as soon as possible to. Toyota dealer as soon as possible to The light does not come on when
the The buzzer also sounds once when any service the vehicle. Page Low Windshield Washer
Fluid Level Warning Light This light warns that when there is a engine oil, and if the distance
driven ex- problem somewhere automatic In the following cases, contact your Toyota ceeds km
miles , the light will headlight leveling system. Automatic transmission. The key can be removed only at this position. Turn off the engine immediately and contact your Toyota dealer.
Approximately five hours after the engine is turned off, you may hear sound coming from
underneath the luggage compartment for several minutes. Section 3. If you attempt to downshift
the transmis- possible. Bring the vehicle to a complete stop. With the brake pedal pressed
down, Be careful when downshifting on a in this Section. Page ON. If the indicator light does not
come on when the ignition is turned on, contact your Toyota dealer. The warning light remains
on after the ignition switch is set at ON. Page 1. You can now take your foot off er at the earliest
opportunity. Page Dynamic Laser Cruise Control If the preset speed is cancelled by pulling If
this is the case, contact your Toyota propriate road and traffic conditions. Cruise control switch
2. Distance switch 3. Display 6. Master warning light 7. Deceleration cruising function: If a
ahead. The distance may not be accu- The dynamic laser cruise control func- slower moving
Observe the fol- dent may occur. When you use the dynamic laser cruise control again, you
need to reset the data. This sets the vehicle If cancelled by a. Page However, if the glass sensor
is covered cluster also flashes. Page Toyota dealer. While the set prior to cancellation. Page If
the setting still cannot be made or the same code appears again, the system might have
malfunctioned. Although there is no prob- lem to continue driving, please contact your Toyota
dealer. Using your audio system. Contact your Toyota deal- er for details. The player will play
from track 1 through to the end of the disc. Then it will play from track 1 again. The player is
intended for use with 12 cm 4. Page Licensing Corporation. Cassette player ton. Turn the knob
counter- data. The indicator light will come on. Page : Use of satellite radio requires XM tuner To
stop the tape while it is fast- forward- and service. Page If you want to listen to the : Use of
satellite radio requires XM tuner If the satellite radio tuner malfunctions, premium channel,
contact the XM satel- and service. Contact your Toyota deal- your audio system will display
following lite radio. Page : Use of satellite radio requires XM tuner when the audio system is on ,
then insert double D symbol are trademarks of Dolby Laboratories and service. Contact your
Toyota deal- Licensing Corporation. After the disc is er for details. Page To stop scanning, push
this button again. If the player has scanned all the discs, it will stop scan- : Use of satellite radio
requires XM tuner ning. ST Stereo reception display : Use of satellite radio requires XM tuner
After the entire message has been dis- and service. Contact your Toyota deal- Your radio
automatically changes to stereo played, the message will disappear. Contact your Toyota dealdisplay. The rest of er for details. Contact your Toyota deal- the switch is being pushed. Page :
Use of satellite radio requires XM tuner nearby on the FM band, your radio may and service.

Contact your Toyota deal- tune in the second station until the origi- er for details. The tape used
in For the best performance for your cas- ception, which can be determined by these cassettes
is thin and could get Extremely high temperatures can keep your compact disc player from
working. On hot days, use the air conditioning to cool the vehicle interior before you listen to a
disc. The use of such discs may damage the player or changer, or it may be impossible to eject
the disc. Wipe in a straight line from the center to the edge of the disc not in circles. Dry it with
another soft, lint- free cloth. Air flow selector settings. Air conditioning display without
navigation system 2. Windshield air flow button 4. Panelâ€”Air flows mainly from Windshield air
flow button instrument panel vents and the rear When this button is pressed, air flows vents. Bilevelâ€”Air flows from floor turns on the defogging function with the vents, the instrument panel
vents and purpose of clearing the front view. Page If this happens, take your ve- hicle to your
Toyota dealer for service. Air intake selector Press the button to select the air source. The air
intake mode which is being se- lected is shown on the display. This vents the hot air, allowing
the air conditioning to cool the interior more quickly. The filter may need to be replaced if the air
flow of the air condi- tioner and heater experiences extreme reductions in operating efficiency,
or if the windows begin to fog up easily. Open the glove box. Remove the 2. Push in each side
of the glove box 3. Remove the filter cover while push- screw with a Phillips- head screw- to
disconnect the claws. Pull the filter out of the filter outlet. When inserting the filter in the filter
Inspect the filter on the surface. If it is dirty, it should be replaced. Pattern selector knob 4. This
knob is used to select the pattern When the ignition switch is set at ON, the of the display.
Average fuel consumption after refuel- contact your Toyota dealer. The angle of deviation varies
according to the geographic position of the vehicle. Be sure to adjust the display only when the
vehicle is stopped. And then always perform circling calibration after the battery has been
removed, re- placed or disconnected. Page Cigarette Lighter And Ashtrays Do not hold the
cigarette lighter pressed Do not adjust the display while the vehicle is moving. Be sure to adjust
Use a Toyota genuine cigarette lighter or the display only when the vehicle is equivalent for
replacement. To ensure correct programming into the 25 to HomeLink , install a new battery in
the 75 mm hand- held transmitter prior to program Repeat steps 2 through 5 for each remaining HomeLink button to program another device. Page To program other devices such as
home 1. Decide which of the 3 HomeLink but- security systems, home door locks or tons you
want to program. When using the console box, return the lid to its original position. To use the
cup holder, do the following. Do not touch the brackets fastening Type Aâ€”Push on the lid. If
the floor carpet and floor mat have a hole, then it is designed for use with a Make sure the floor
mat is properly NOTICE locking clip. Page Break- In Period To help prevent gas station mixups, your to the future economy and long life of premium unleaded gasoline with an Oc- Toyota
has a smaller fuel tank opening. Page If els. In the U. The WWFC improves air quali- rating no
lower than Page Fuel Pump Shut Off System Fuel pump shut off system Operation in foreign
countries The fuel pump shut off system stops sup- If you plan to drive your Toyota in z Take
care not to spill gasohol dur- plying fuel to the engine to minimize the another country Page
Three- Way Catalytic Converters Do not drive with an extremely low vehicle in for a check- up as
soon fuel level; running out of fuel could as possible. Remember, your Toyota cause the engine
to misfire, creat- dealer knows your vehicle and its An open or unsealed trunk lubricating and
cooling the inside of the Avoid inhaling the engine exhaust. Page Oil consumption: Max. Toyota
recommends that the oil miles level be checked every time you refuel When judging the amount
of oil con- the vehicle. Page Iridium- Tipped Spark Plugs The brake booster uses engine vacuum
to power- assist the brakes. If the engine NOTICE should quit while you are driving, you can
only Toyota genuine iridium- bring the vehicle to a stop with normal tipped spark plugs and do
not adjust pedal pressure. Page Con- the warning light system. Contact your The light comes on
when the ignition tact your Toyota dealer as soon as Toyota dealer as soon as possible to
switch is set at ON. If the anti- lock brake possible to service the vehicle. At this time, Page Your
Toyota's Identification This number is on the left top of the instrument panel, and can be seen
through the windshield from outside. This is the primary identification number for your Toyota.
It is used in registering the ownership of your vehicle. A tube type tire has a tube inside the tire
and the tube maintains the air pressure. This tire is designed for temporary emergency use
only. Section width 1. Bead size. Tire height 2. Sidewall 1. Wheel diameter 3. Tread 2. Total 5
Front 2, Rear 3 pacity and cargo capacity. Follow the Towing capacity means the maxi- Seating
capacity means the maximum load limits shown below. The resulting figure equals the For the
U. For example, hicle. Also, all season tires fall short in acceleration and handling performance
compared with summer tires in highway driving. The details about how to distinguish summer
tires from all season tires are described on page in this Section. How to start the engine. Check
the area around the vehicle be- With smart key system onlyâ€” 1. Apply the parking brake
firmly. In such a case, it is not possible to your vehicle and all keys inspected. Page Have your

vehicle checked at a care should be taken to leave the key J A warning buzzer sounds continuToyota dealer. Page Tips For Driving In Various Conditions To dry them, drive vehicle
cautiously while lightly pressing the brake pedal with the park- ing brake applied. If they still do
not work safely, pull to the side of the road and call a Toyota dealer for assistance. Page Winter
Driving Tips Do not drive in excess of the speed protection for engine coolant. Page Dinghy
Towing When parking, put the transmission into not overload your vehicle or trailer. Do not use
warranties do not apply to damage or Even though axle weight and trailer tongue load are the
vehicle may be physically capa- all within the limits. Page Never tow a trailer without using a
Toyota recommends trailers with Toyota recommends that you do not safety chain securely
attached to brakes that conform to any applica- tow a trailer with a new vehicle or a both the
trailer and the vehicle. Grip the bottom of The trailer could hit your vehicle in a the steering
wheel and move your hand tight turn. Apply the brakes and hold. Passing requires considerable
2. Have someone place wheel blocks un- distance. After passing a vehicle, do der both the
vehicle and trailer wheels. It will help make your vehicle last ving. Your power steering and
brake booster will not function with- out the engine running. Also, the emission control system
operates properly only when the engine is run- ning. If your engine stalls while driving. If none
of your keys work, move when the engine starts, and lease them. Then try starting the engine
there may be a malfunction in the immobi- may damage itself or cause a colli- with your foot off
the accelerator pedal. If the booster battery is installed in battery will explode if a flame or sult
from battery explosion, acid burns, another vehicle, make sure the vehicles spark is brought
near. Make the cable connections in the or- c. Connect the clamp of the negative der a, b, c, d. If
the cause of your battery discharging is not apparent for example, lights left on , you should
have it checked at your Toyota dealer. Park on a level spot soon as possible at your Toyota
dealer. Stop the engine and turn on your When the engine is running, keep emergency flashers.
Raising Do not continue driving with a When jacking, be sure to observe the vehicle with jack
improper- deflated tire. Driving even a the following to reduce the possi- ly positioned will
damage the short distance can damage a It has tread with the standard tire as soon life of up to
km miles de- as possible. Get the required tools and To remove the jack, turn the jack joint To
store the jack, align the hole of the spare tire. Block the wheel diagonally op- 3. Remove the
wheel ornament. Loosen the nut and remove it. Pry off the wheel ornament, using the vehicle
from rolling when it is beveled end of the wheel nut wrench The nuts may loose and the wheels
may fall off, which could cause a serious ac- cident. Loosen all the wheel nuts. After making
sure that no one 7. Remove the wheel nuts and is in the vehicle, raise it high change tires. Doing
so may lead to overtightening the nuts and damaging the bolts. The nuts may loose and the
wheels may fall off, which could cause a seri- ous accident. Adjust the air pressure to the
specifi- D Take due care in handling the Before driving, make sure all the cation designated on
page in ornament to avoid unexpected tools, jack and flat tire are se- Section 8. Page If Your
Vehicle Becomes Stuck Contact or before the transmission is com- your Toyota dealer for
detailed informa- pletely shifted to forward or reverse tion. Vehicles with key cylinder- type
ignition switchâ€”Even if you lose only one key, contact your Toyota dealer at the earliest
opportunity to make a new key. Page If You Lose Your Wireless Remote Control Transmitter
Have the registered identification numbers of your transmitters deleted from your ve- hicle by
your Toyota dealer as soon as possible to avoid the possibility of theft or an accident. Then,
have the identification number of your new transmitter registered. Washing and waxing your
Toyota. Page Now, it is up to be dry. It will do you. Proper care of your Toyota can help more
harm than good to simply wet the High ambient temperatures can cause ensure long- term
corrosion prevention. Page If any organic sub- the shields if they are recommended for Handwashing your Toyota stances splash an ornament, be sure to your area. Work in the shade and
wait until the Page Toyota dealer to paint can be scratched by some types of have the vehicle
serviced. Rinse thoroughlyâ€”dried soap brushes, unfiltered washing water, or the cause
streaking. Then, using a sponge or obtained by keeping the carpet as dry as soft cloth, apply
the soap solution to the possible. Allow the leather to dry in a venti- household window cleaner.
Page Improper cleaning of the leather up- holstery could result in discolor- ation or staining. If
you have any questions about the cleaning of your Toyota, your local Toyota dealer will be
pleased to answer them. General maintenance. Page Maintenance Requirements If any probeither by yourself or a qualified technician, lems should arise with your vehicle while or if you
prefer, your Toyota dealer will be under warranty, your Toyota dealer will pleased to do them at
a nominal cost. Page General Maintenance Simple instructions for how to per- should
investigate the cause or take your information. Radiator, condenser and hoses fied service shop
immediately. It is recom Page Does Your Vehicle Need Repairing Be on the alert for changes in
perfor- If you notice any of these clues, take your mance, sounds, and visual tip- offs that
vehicle to your Toyota dealer as soon as Check the tires carefully for cuts, indicate service is

needed. Some impor- possible. Fuse locations. Engine coolant reservoir 2. Power steering fluid
reservoir 3. Engine oil filler cap 4. Engine oil level dipstick 5. Brake fluid reservoir 6. Fuse block
7. Battery 8. Radiator 9. Electric cooling fans This Section gives instructions only for those
items that are relatively easy for an owner to perform. As explained in Section 6, there are still a
number of items that must be done by a qualified technician with special tools. Page So be careor falling material, fluid spray, etc. Page Parts And Tools Funnel only for adding coolant the
vehicle is supported by the jack nance. Checking the engine coolant level. Page Checking The
Radiator And Condenser Checking brake fluid If any of the above parts are extremely dirty or
you are not sure of their condi- tion, take your vehicle to a Toyota dealer. If If cold O. Page If a
tire frequently needs refilling, valve. In case of applying too have it checked by your Toyota
deal- much air, press the center of the valve and release the air to adjust. D Poor handling
Otherwise, the following condi- D Excessive wear tions may occur and cause an ac- D Uneven
wear cident resulting in death or seri- ous injuries. Driving even a short When replacing a tire,
use a tire of It is For scheduled maintenance infor- designed for temporary use only. Installing
snow tires on the front wheels On wet or dry roads, conventional tires only can lead to an
excessive difference provide better traction than snow tires. When installing chains on your
tires, care- Otherwise an accident may occur. A wheel of a different size or type may fully follow
the instructions of the chain adversely affect handling, wheel and bear- manufacturer. Page
Aluminum Wheel Precautions When balancing your wheels, use only characteristics resulting in
loss of Toyota balance weights or equivalent control. Otherwise, an accident may and a plastic
or rubber hammer. Battery recharging precautions. The battery produces flammable and
explosive hydrogen gas. Clear or Have battery Never recharge the battery while the light
checked by your engine is running. Also, be sure all yellow Toyota dealer. Type A fuses can be
pulled out by the pull- out tool. The location of the pull- out tool is shown in the illustration.
Page Replacing The Wiper Blades If any washer does not work, the low there is a problem with
the electrical sys- windshield washer fluid level warning tem. Have your Toyota dealer correct it
as light comes on, the washer tank may be soon as possible. Before checking the headlight
aim: Remove and install the cover clip and 1. When replacing a bulb, make sure the ignition
switch and light switch are off. Use bulbs with the wattage ratings given in the table. Page Or
you may be Front fog lights Toyota dealer. When : Voltage that is checked 20 minutes used in
your Toyota vehicle at factory changing the automatic transmission fluid, after the key is
removed vehicles with fill. DOME 7. HTR 7. D If your vehicle will not start D If your engine stalls
while driving. Page Event Data Recorder Toyota recommends you to read the provisions in
Section D Engine speed 1- 3 carefully and refer to them as needed during your time D Whether
the brake pedal was applied or not of ownership of this vehicle. Page Radio System SRS airbag
system and seat belt pretensioner system, be sure to check with your Toyota dealer for precautionary measures or special instructions regarding installation. Page Be sure to have the
systems of the SRS airbag and seat belt preten- sioner removed and disposed of by the
qualified service shop or by your Toyota dealer before you dispose of your vehicle. Vehicle- tovehicle distance control has its limitations. Always remain aware of the distance from the
vehicle ahead and other vehicles. If necessary, depress the brake pedal to ensure sufficient
distance. In this case, the dynamic laser cruise control system will not function properly. O O
Bring your vehicle to the desired speed. When you release the accelerator pedal, follow- up
cruising or fixed speed cruising resumes. If there was no vehicle ahead, the vehicle will
accelerate gradually to the preset speed. At this time, depressing the accelerator pedal or
pressing the control lever upward and releasing it will accelerate quickly. Print page 1 Print
document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. Also See for Avalon Owner's manual - pages
Pocket reference manual - 15 pages Operating manual - pages. Table of Contents. Welcome to
the growing group of value- conscious people who drive Toyotas. We are proud of the advanced
engineering and. This Owner's Manual explains the operation of your new Toyota. Please read it
thoroughly and have all the occupants. Doing so will help you enjoy many years of safe and
trouble- free motoring. When it comes to service, remember that your Toyota dealer knows your
vehicle very well and is interested in your complete. Your Toyota dealer will provide quality
maintenance and any other assistance you may require. If there is not a Toyota dealer near you,
please call the following number:. Please leave this Owner's Manual in this vehicle at the time of
resale. The next owner will need this information also. All information and specifications in this
manual are current at the time of printing. However, because of Toyota's policy of. Please note
that this manual applies to all models and explains all equipment, including options. Therefore,
you may. Please access our websites for further information. All rights reserved. This material
may not be reproduced or copied, in whole or in part, without the written permission of Toyota.
Previous Page. Next Page. Toyota Avalon Operating Manual pages. Toyota avalon Pocket

Reference Manual 15 pages. Automobile Toyota Avalon Owner's Manual pages. Summary of
Contents for Toyota Avalon Page 1 Please access our websites for further information. The U.
This material may not be reproduced or copied, in whole or in part, without the written
permission of Toyota Motor Corporation. D If your vehicle will not start D If your engine stalls
while driving. You must follow these warnings carefully to avoid possible injury or damage.
Page 5: Event Data Recorder Toyota recommends you to read the provisions in Section D
Engine speed 1- 3 carefully and refer to them as needed during your time D Whether the brake
pedal was applied or not of ownership of this vehicle. Page 8: Radio System SRS airbag system
and seat belt pretensioner system, be sure to check with your Toyota dealer for pre- cautionary
measures or special instructions regarding installation. Page 9 Be sure to have the systems of
the SRS airbag and seat belt preten- sioner removed and disposed of by the qualified service
shop or by your Toyota dealer before you dispose of your vehicle. Page 10 The Toyota
authorized Repair Manual is packed with literally everything you need to know to perform your
own maintenance in virtually every area of your new vehicle. Distribution Center. Toyota belts
are: Comfortable Easy to use Convenient We encourage you to use your belts every time you
drive. Instrument cluster overview. Side vents 2. Side defroster outlets 3. Instrument cluster 4.
Center cluster 5. Garage door opener switches 6. Auxiliary boxes 7. Instrument panel light
control knob 2. Headlight, turn signal and front fog light switches 3. Audio remote control
switches 4. Glass breakage sensor Trunk opener switch Fuel filler door opener switch Power
rear view mirror control switches Telescopic steering lock release lever Rear electric sunshade
switch Engine coolant temperature gauge 5. Fuel gauge 9. Automatic transmission shift range
position display 2. Service reminder indicators and 6. Low fuel level warning light indicator
lights Dynamic laser cruise control display 7. Clock 4. Center display 5. Pattern selector knob
for center 3. Pattern selector knob 4. This knob is used to select the pattern When the ignition
switch is set at ON, the of the display. Average fuel consumption after refuel- contact your
Toyota dealer. The angle of deviation varies according to the geographic position of the vehicle.
Be sure to adjust the display only when the vehicle is stopped. And then always perform
circling calibration after the battery has been removed, re- placed or disconnected. Page
Cigarette Lighter And Ashtrays Do not hold the cigarette lighter pressed Do not adjust the
display while the vehicle is moving. Be sure to adjust Use a Toyota genuine cigarette lighter or
the display only when the vehicle is equivalent for replacement. To ensure correct programming
into the 25 to HomeLink , install a new battery in the 75 mm hand- held transmitter prior to
program Repeat steps 2 through 5 for each re- maining HomeLink button to program another
device. Page 36 To program other devices such as home 1. Decide which of the 3 HomeLink
but- security systems, home door locks or tons you want to program. When using the console
box, return the lid to its original position. To use the cup holder, do the following. Do not touch
the brackets fastening Type Aâ€”Push on the lid. If the floor carpet and floor mat have a hole,
then it is designed for use with a Make sure the floor mat is properly NOTICE locking clip.
Engine immobilizer system. Page Keys When using a key containing a trans- 1. Master keys
black â€”These keys work ponder chip, observe the following in every lock. Your Toyota dealer
will precautions: need one of them to make a new key with a built- in transponder chip. Page 48
1. Electronic keysâ€”These keys can lock system has been placed in the electronic made by a
Toyota dealer using the key or unlock all the doors and can open keys. These chips are needed
to enable number. Page 49 If you should lose your keys or if you z Do not keep the electronic
key to- need additional keys, duplicates can be made by Toyota dealer using the key gether with
the products emitting number. Page Engine Immobilizer System The engine immobilizer system
is a If any of the following indicator conditions theft prevention system using an elec- occur,
contact your Toyota dealer. The transponder chip in The indicator light remains on. Lock switch
The wireless remote control function is designed to lock or unlock all the 2. Unlock switch
doors, open the trunk lid, or activate 3. Alarm switch alarm from distance within 4. Page 53 15 of
the FCC Rules. These limits are hicle. Contact your Toyota dealer for de- 1 This device may not
cause harmful designed to provide reasonable protec- tailed information. Increase the
separation between the equipment and receiver. Connect the equipment into an outlet on a
circuit different from that to which the receiver is connected. Page 55 For details, contact your
Toyota smart key system. Page 56 Opening of the trunk lid with the wireless remote control can
be changed as follows. Ask your Toyota dealer for details. Trunk lid opens by pushing the trunk
Vehicles with key cylinder- type ignition Vehicles with key cylinder- type ignition opener switch
twice in succession. Page 57 If the beep does not This alarm function can be disabled. For
operate as expected, repeat this proce- to the local laws. Replace the transmitter battery by
follow- ing these procedures Using a coin or equivalent, open the 2. Remove the circuit board,
then remove 3. Put in a new transmitter battery with transmitter case. Install the circuit board
into the transmitter case. Page 59 Toyota dealer. If you have to do it your- adhere to the

transmitter case. Using a flathead screwdriver or equiva- 3. Remove the discharged transmitter
bat- 4. Put in a new battery with the positive lent, open the transmitter case. Install the cover and
insert lent. After replacing the battery, check that the transmitter operates properly. If the transmitter still does not operate properly, con- tact your Toyota dealer. Start function actuation
areaâ€”Inside When the electronic key is near a high- voltage or noise- emitting device. When
you are carrying an electronic The start function may not be activated key together with a key
for another if the key is on the instrument panel, smart key system equipped vehicle or on the
package tray, in the glove box Page 64 Do not leave the key near the 1. While the brake pedal is
depressed, vehicle within 2 m [7 ft. Page 66 Warning lights and buzzers ment. Page Side Doors
This double key turning operation to un- lock all the doors can be changed to a single key
turning operation. For details, Vehicles with key cylinder- type ignition contact your Toyota
dealer. A beep will sound continuously for 2 sec- onds. When the key is left in the vehicle. When
attempting to lock the doors with the key near a window or a door han- dle. The doors will open
and an accident may occur. Toyota strongly recommends that all children be placed in the rear
seat of the vehicle. Close all doors and turn the ignition 1. Close all doors and turn the ignition
Unlocking linked with the ignition switch to the ON. Close all doors and turn the ignition Before
driving, be sure that the doors switch to the ON. The power windows work when the ignition
switch is set at ON. Key off operation: If both front doors are closed, it works for 43 seconds
even after the ignition switch is turned off. Page 75 Toyota dealer. If the window receives a
strong impact, this function may work even if nothing is caught. The window moves as long as
you hold Before you close the power win- the switch. This not only keeps the luggage power
window switches and get The key is near the trunk when the trunk is closed. Pull down the rear
armrest and open 2. Pull the loop of wire to unlock the This system helps protect things locked
the door behind it. After closing the glove box lid, in- 3. Never leave children unattended in the
vehicle. Unsupervised children may lock themselves in the vehicle or trunk and suffer serious
injuries or death. Vehicles with key cylinder- type ignition switchâ€”The key is removed from
the ignition switch. Vehicles with smart key systemâ€”The ignition switch is turned off. The
engine immobilizer system is set and the indicator light will start flashing. Page 83 If the system
does not work properly, system is activated. All the doors will be automatically locked again
when the following two conditions To open the fuel filler door, push the 2. To remove the fuel
tank cap, turn is on the left side of your vehicle. Page Electric Moon Roof Make sure the cap is
tightened securely. The indicator lamp goes off after driving several times. If the indicator lamp
does not go off, contact your Toyota dealer as soon as possible. The removed cap can be
stored on Make sure the cap is tightened se- the back side of the fuel filler door. Page 86 To
stop the roof partway, push the switch mm 2. Front seats. Although vehicle designs vary,
upright, sit well back in the seat and prop- CAUTION many drivers can achieve the erly wear the
seat belts provided. Then lean back to the desired angle It may cause electrical overload. The
seat belts pro- edge of the seat cushion. The previous setting will be erased and the new position will be set. Page Rear Seats When the ve- hicle is in operation, moving seat- backs may
cause injury. In the event that an object gets caught behind the rear seatback, contact your
Toyota dealer. Pull down the armrest in the rear 2. To raise: Pull it up. To lower: Push it down
while pressing the lock release button. The head restraint is most effective when it is close to
your head. To turn on the seat heater, push the knob to pop it out and turn the knob clockwise.
Take care that Persons should ride in their seats they do not get caught or pinched properly
wearing their seat belts in the seat or doors. Page If the seat belt does not function normally,
immediately contact your Toyota dealer. Do not use the seat until the seat belt is fixed, because
it cannot protect an adult occupant or your child from death or serious The belt should be kept
away from your neck, but not falling off your shoulder. Failure to do so could reduce the amount
of protection in an accident and cause serious injuries in a collision. The belt should be kept
away from the neck, and should not fall off the shoulder. Failure to ob- serve these precautions
could reduce the effectiveness of the seat belt in an accident, causing death or serious injury.
Page Toyota dealer free of charge. Please contact your local Toyota dealer to order the proper
required length for the extender. Bring the heaviest coat you ex- pect to wear for proper
measurement and selection of length. Page When releasing the seat belt, press on normally,
immediately contact your the buckle release button on the extender, Toyota dealer. Do not use
the seat not on the seat belt. This helps prevent until the seat belt is fixed, because Page 4.
Front passenger occupant classification or disable the system, which could system ECU and
sensors result in death or serious injury. Con- sult your Toyota dealer about any re- 5. Seat belt
pretensioner assemblies pair and modification. Page 6 seconds. This means the or seat belt
pretensioners. Contact your z Modification of the front end struc- seat belt pretensioners are
operating Toyota dealer as soon as possible. Page The SRS front airbags will deploy if the The
driver and front passenger can child restraint system. Toyota severity of the impact is above the

de- be killed or seriously injured by the strongly recommends that all in- signed threshold level,
comparable to an Airbag sensor assembly When the airbags inflate, they produce a Deployment
of the airbags happens in a loud noise and release some smoke and fraction of a second, so the
airbags must 9. Knee airbag module for driver residue along with non- toxic gas. Page The front
passenger sit as far back Do not sit on the edge of the seat Toyota strongly recommends that all
as possible from the dashboard. Page SRS knee airbag will inflate. This means the ture or seat
belt pretensioners. Contact your SRS front airbags are operating proper- Toyota dealer as soon
as possible. In the following cases, contact your Toyota The SRS Supplemental Restraint Sysdealer as soon as possible: tem side airbags and curtain shield air- bags are designed to
provide further Page Toyota strongly recommends that all in- Collision from the front fants and
children be placed in the rear seats of the vehicle and prop- erly restrained. While the 9. Airbag
sensor assembly system is designed to reduce serious inju- The SRS side airbag and curtain
shield ries, it may also cause minor burns or airbag system is controlled by the airbag Page Do
not use seat accessories which Consult your Toyota dealer about any disc player cover the
parts where the side air- repair and modification. Contact your SRS side airbags and curtain
shield air- Toyota dealer as soon as possible. The light does not come on when the ignition
switch is set at ON or remains on for more than 6 seconds. This system detects the conditions
Any of the SRS side airbags and cur- 1â€”4 in the table on page 96 and based Run the lap and
shoulder belt through Do not install a child restraint sys- When installing a child restraint or
around the infant seat following the tem on the rear seat if it interferes system in the rear center
position, instructions provided by its manufactur- with the lock mechanism of the Page 2. Fully
extend the shoulder belt to put it 3. While pressing the infant seat firmly Contact your Toyota
dealer immedi- in the lock mode. When the belt is against the seat cushion and seatback, ately.
The belt will ward- facing or rear- facing position de- Push and pull the child restraint sys- move
freely again and be ready to pending on the age and size of the Page Do seatback, let the
shoulder belt retract not drive the vehicle in this condition. Re- as far as it will go to hold the
convert- move the child restraint system and con- ible seat securely. Run the lap and shoulder
belt through Do not install a child restraint sys- When installing a child restraint or around the
convertible seat following tem on the rear seat if it interferes system in the rear center position,
instructions provided While pressing convertible seat Contact your Toyota dealer immedi- in the
lock mode. When the belt is firmly against the seat cushion and ately. The belt will ward- facing
position only. Push and pull the child restraint sys- move freely again and be ready to tem in
different directions to be sure Page Always make sure the shoulder belt child from death or
serious injury. The belt should be ately. To remove child booster seat, Follow the procedure
below for a child Use the anchor bracket on the package press the buckle release button and
restraint system that requires the use tray behind the rear seat to attach the top allow the belt to
retract. Open the lid of the anchor bracket. Securely fasten the child restraint system with the
seat belt. Lower the head restraint. Latch hook onto the anchor bracket and tighten the top
strap. Widen the gap between the seat cushion and seatback slightly and confirm the position
of the lower an- chorages near the buttons on the seatback. Type Aâ€”Latch the hooks of lower
straps onto anchorages tighten the lower straps. Push and pull the child restraint system in
different directions to be sure it is secure. Outside rear view mirrors. Doing so may cause the
driver to mishan- dle the vehicle and an accident may occur resulting in death or serious
injuries. Use a spray de- icer to free the mirror. It can cover the anti- glare inside rear view
mirror and obstruct the rear view. To ensure correct functioning of anti- To block out glare,
move the sun visor. Vanity lightsâ€” The vanity lights come on when you open the cover. To
adjust the brightness of the lights, slide the switch. Emergency flashers. Page Headlights And
Turn Signals If you feel that the automatic light control cense plate and instrument panel lights
comes into operation too early or too late, Position 2â€”Headlights have the sensor adjusted by
your Toyota above dealer. The headlight low beam indicator light green light on the instrument
panel will Page If this system fails, the warning light in the instrument panel comes on. Page If
you feel that the automatic light control instrument panel lights comes into operation too early
or too late, The tail light indicator green light on the have the sensor adjusted by your Toyota
instrument panel will tell you that the tail dealer. Page The warning light will come on when the
ignition switch is set at ON and will go off after a few second. If this system fails, the warning
light in the instrument panel comes on. If this occurs, have your vehicle checked by your Toyota
dealer. To turn on the emergency flashers, To adjust the brightness of the instru- push the
switch. After all the doors are closed, the lights remain on for about 15 seconds before fading
out. For de- tails, ask your Toyota dealer. Page The interval between the 3 wipes and the
blocked. If a nozzle becomes blocked, final wipe depends on the vehicle speed. Leaving the
defoggers on for a long time could cause The ignition switch must be set at ON. Engine coolant
temperature gauge. Page Fuel Gauge Fill the fuel tank immediately. Low fuel level warning light

Reducing speed or stopping after high speed driving. Idling for a long period with the air
conditioning on in stop- and- go traffic. Trip meter reset knobâ€”Resets the two trip meters to
zero, and also change the meter display. To change the meter display, quickly push and release
the button. The meter display changes in the order from the odometer to trip meter A to trip
meter B, then back to the odometer each time you push. Do this. If parking brake is off, stop
immediately and contact Toyota dealer. Page If the indicator or buzzer comes on Take vehicle to
Toyota dealer. If brake system warning light is also on, stop immediately and contact Toyota
dealer. Close all doors. Check key. If system malfunctions, contact Toyota Dynamic laser cruise
control dealer. Page Toyota dealer in the following cases: In this case, not only the anti- lock
The light does not come on even if the brake system will fail but also the parking brake is
applied when the igni- vehicle will become extremely un- stable during braking. Page Have your
vehicle On inclines or curves, due to the move- The malfunction indicator lamp will go off
checked by your Toyota dealer as soon as ment of fuel in the tank, the low fuel level after taking
several driving trips. Page Toyota dealer as soon as possible to system and the brake assist
system work switch is set at ON. If the anti- lock brake service the vehicle. Page Contact your
This light remains on until all the doors the warning light system. Contact your Toyota dealer as
soon as possible to. Toyota dealer as soon as possible to The light does not come on when the
The buzzer also sounds once when any service the vehicle. Page This light warns that when
there is a engine oil, and if the distance driven ex- problem somewhere automatic In the
following cases, contact your Toyota ceeds km miles , the light will headlight leveling system.
Automatic transmission. The key can be re- moved only at this position. Turn off the engine
immediately and contact your Toyota dealer. Approximately five hours after the engine is turned
off, you may hear sound coming from underneath the luggage compartment for several
minutes. Section 3. If you attempt to downshift the transmis- possible. Bring the vehicle to a
complete stop. With the brake pedal pressed down, Be careful when downshifting on a in this
Section. Page ON. If the indicator light does not come on when the ignition is turned on, contact
your Toyota dealer. The warning light remains on after the ignition switch is set at ON. Page 1.
You can now take your foot off er at the earliest opportunity. Page Dynamic Laser Cruise
Control If the preset speed is cancelled by pulling If this is the case, contact your Toyota
propriate road and traffic conditions. Cruise control switch 2. Distance switch 3. Display 6.
Master warning light 7. Deceleration cruising function: If a ahead. The distance may not be
accu- The dynamic laser cruise control func- slower moving Observe the fol- dent may occur.
When you use the dynamic laser cruise control again, you need to reset the data. This sets the
vehicle If cancelled by a. Page However, if the glass sensor is covered cluster also flashes.
Page Toyota dealer. While the set prior to cancellation. Page If the setting still cannot be made
or the same code appears again, the system might have malfunctioned. Although there is no
prob- lem to continue driving, please contact your Toyota dealer. Using your audio system.
Contact your Toyota deal- er for details. The player will play from track 1 through to the end of
the disc. Then it will play from track 1 again. The player is intended for use with 12 cm 4. Page
Licensing Corporation. Cassette player ton. Turn the knob counter- data. The indicator light will
come on. Page : Use of satellite radio requires XM tuner To stop the tape while it is fastforward- and service. Page If you want to listen to the : Use of satellite radio requires XM tuner If
the satellite radio tuner malfunctions, premium channel, contact the XM satel- and service.
Contact your Toyota deal- your audio system will display following lite radio. Page : Use of
satellite radio requires XM tuner when the audio system is on , then insert double D symbol are
trademarks of Dolby Laboratories and service. Contact your Toyota deal- Licensing
Corporation. After the disc is er for details. Page To stop scanning, push this button again.
Contact your Toyota deal- Your radio automatically changes to stereo played, the message will
disappear. Contact your Toyota deal- display. The rest of er for details. Contact your Toyota
deal- the switch is being pushed. Page : Use of satellite radio requires XM tuner nearby on the
FM band, your radio may and service. Contact your Toyota deal- tune in the second station until
the origi- er for details. The tape used in For the best performance for your cas- ception, which
can be determined by these cassettes is thin and could get Extremely high temperatures can
keep your compact disc player from working. On hot days, use the air conditioning to cool the
vehicle interior before you listen to a disc. The use of such discs may damage the player or
changer, or it may be impossible to eject the disc. Wipe in a straight line from the center to the
edge of the disc not in circles. Dry it with another soft, lint- free cloth. Air flow selector settings.
Air conditioning display without navigation system 2. Windshield air flow button 4. Panelâ€”Air
flows mainly from Windshield air flow button instrument panel vents and the rear When this
button is pressed, air flows vents. Bi- levelâ€”Air flows from floor turns on the defogging
function with the vents, the instrument panel vents and purpose of clearing the front view. Page
If this happens, take your ve- hicle to your Toyota dealer for service. Air intake selector Press

the button to select the air source. The air intake mode which is being se- lected is shown on
the display. This vents the hot air, allowing the air conditioning to cool the interior more quickly.
The filter may need to be replaced if the air flow of the air condi- tioner and heater experiences
extreme reductions in operating efficiency, or if the windows begin to fog up easily. Open the
glove box. Remove the 2. Push in each side of the glove box 3. Remove the filter cover while
push- screw with a Phillips- head screw- to disconnect the claws. Pull the filter out of the filter
outlet. When inserting the filter in the filter Inspect the filter on the surface. If it is dirty, it should
be replaced. Page Break- In Period To help prevent gas station mix- ups, your to the future
economy and long life of premium unleaded gasoline with an Oc- Toyota has a smaller fuel tank
opening. Page If els. In the U. The WWFC improves air quali- rating no lower than Page Fuel
Pump Shut Off System Fuel pump shut off system Operation in foreign countries The fuel pump
shut off system stops sup- If you plan to drive your Toyota in z Take care not to spill gasohol
dur- plying fuel to the engine to minimize the another country Page Three- Way Catalytic
Converters Do not drive with an extremely low vehicle in for a check- up as soon fuel level;
running out of fuel could as possible. Remember, your Toyota cause the engine to misfire,
creat- dealer knows your vehicle and its An open or unsealed trunk lubricating and cooling the
inside of the Avoid inhaling the engine exhaust. Page Oil consumption: Max. Toyota
recommends that the oil miles level be checked every time you refuel When judging the amount
of oil con- the vehicle. Page Iridium- Tipped Spark Plugs The brake booster uses engine vacuum
to power- assist the brakes. If the engine NOTICE should quit while you are driving, you can
only Toyota genuine iridium- bring the vehicle to a stop with normal tipped spark plugs and do
not adjust pedal pressure. Page Con- the warning light system. Contact your The light comes on
when the ignition tact your Toyota dealer as soon as Toyota dealer as soon as possible to
switch is set at ON. If the anti- lock brake possible to service the vehicle. At this time, Page Your
Toyota's Identification This number is on the left top of the instrument panel, and can be seen
through the windshield from outside. This is the primary identification number for your Toyota.
It is used in registering the ownership of your vehicle. A tube type tire has a tube inside the tire
and the tube maintains the air pressure. This tire is designed for temporary emergency use
only. Section width 1. Bead size. Tire height 2. Sidewall 1. Wheel diameter 3. Tread 2. Total 5
Front 2, Rear 3 pacity and cargo capacity. Follow the Towing capacity means the maxi- Seating
capacity means the maximum load limits shown below. The resulting figure equals the For the
U. For example, hicle. Also, all season tires fall short in acceleration and handling performance
compared with summer tires in highway driving. The details about how to distinguish summer
tires from all season tires are described on page in this Section. How to start the engine. Check
the area around the vehicle be- With smart key system onlyâ€” 1. Apply the parking brake
firmly. In such a case, it is not possible to your vehicle and all keys inspected. Page Have your
vehicle checked at a care should be taken to leave the key J A warning buzzer sounds continuToyota dealer. Page Tips For Driving In Various Conditions To dry them, drive vehicle
cautiously while lightly pressing the brake pedal with the park- ing brake applied. If they still do
not work safely, pull to the side of the road and call a Toyota dealer for assistance. Page Winter
Driving Tips Do not drive in excess of the speed protection for engine coolant. Page Dinghy
Towing When parking, put the transmission into not overload your vehicle or trailer. Do not use
warranties do not apply to damage or Even though axle weight and trailer tongue load are the
vehicle may be physically capa- all within the limits. Page Never tow a trailer without using a
Toyota recommends trailers with Toyota recommends that you do not safety chain securely
attached to brakes that conform to any applica- tow a trailer with a new vehicle or a both the
trailer and the vehicle. Grip the bottom of The trailer could hit your vehicle in a the steering
wheel and move your hand tight turn. Apply the brakes and hold. Passing requires considerable
2. Have someone place wheel blocks un- distance. After passing a vehicle, do der both the
vehicle and trailer wheels. It will help make your vehicle last ving. Your power steering and
brake booster will not function with- out the engine running. Also, the emission control system
operates properly only when the engine is run- ning. If your engine stalls while driving. If none
of your keys work, move when the engine starts, and lease them. Then try starting the engine
there may be a malfunction in the immobi- may damage itself or cause a colli- with your foot off
the accelerator pedal. If the booster battery is installed in battery will explode if a flame or sult
from battery explosion, acid burns, another vehicle, make sure the vehicles spark is brought
near. Make the cable connections in the or- c. Connect the clamp of the negative der a, b, c, d. If
the cause of your battery discharging is not apparent for example, lights left on , you should
have it checked at your Toyota dealer. Park on a level spot soon as possible at your Toyota
dealer. Stop the engine and turn on your When the engine is running, keep emergency flashers.
Raising Do not continue driving with a When jacking, be sure to observe the vehicle with jack
improper- deflated tire. Driving even a the following to reduce the possi- ly positioned will

damage the short distance can damage a It has tread with the standard tire as soon life of up to
km miles de- as possible. Get the required tools and To remove the jack, turn the jack joint To
store the jack, align the hole of the spare tire. Block the wheel diagonally op- 3. Remove the
wheel ornament. Loosen the nut and remove it. Pry off the wheel ornament, using the vehicle
from rolling when it is beveled end of the wheel nut wrench The nuts may loose and the wheels
may fall off, which could cause a serious ac- cident. Loosen all the wheel nuts. After making
sure that no one 7. Remove the wheel nuts and is in the vehicle, raise it high change tires. Doing
so may lead to overtightening the nuts and damaging the bolts. The nuts may loose and the
wheels may fall off, which could cause a seri- ous accident. Adjust the air pressure to the
specifi- D Take due care in handling the Before driving, make sure all the cation designated on
page in ornament to avoid unexpected tools, jack and flat tire are se- Section 8. Page If Your
Vehicle Becomes Stuck Contact or before the transmission is com- your Toyota dealer for
detailed informa- pletely shifted to forward or reverse tion. Vehicles with key cylinder- type
ignition switchâ€”Even if you lose only one key, contact your Toyota dealer at the earliest
opportunity to make a new key. Page If You Lose Your Wireless Remote Control Transmitter
Have the registered identification numbers of your transmitters deleted from your ve- hicle by
your Toyota dealer as soon as possible to avoid the possibility of theft or an accident. Then,
have the identification number of your new transmitter registered. Washing and waxing your
Toyota. Page Now, it is up to be dry. It will do you. Proper care of your Toyota can help more
harm than good to simply wet the High ambient temperatures can cause ensure long- term
corrosion prevention. Page If any organic sub- the shields if they are recommended for Handwashing your Toyota stances splash an ornament, be sure to your area. Work in the shade and
wait until the Page Toyota dealer to paint can be scratched by some types of have the vehicle
serviced. Rinse thoroughlyâ€”dried soap brushes, unfiltered washing water, or the cause
streaking. Then, using a sponge or obtained by keeping the carpet as dry as soft cloth, apply
the soap solution to the possible. Allow the leather to dry in a venti- household window cleaner.
Page Improper cleaning of the leather up- holstery could result in discolor- ation or staining. If
you have any questions about the cleaning of your Toyota, your local Toyota dealer will be
pleased to answer them. General maintenance. Page If any prob- either by yourself or a qualified
technician, lems should arise with your vehicle while or if you prefer, your Toyota dealer will be
under warranty, your Toyota dealer will pleased to do them at a nominal cost. Page Simple
instructions for how to per- should investigate the cause or take your information. Radiator,
condenser and hoses fied service shop immediately. It is recom Page Be on the alert for
changes in perfor- If you notice any of these clues, take your mance, sounds, and visual tip- offs
that vehicle to your Toyota dealer as soon as Check the tires carefully for cuts, indicate service
is needed. Some impor- possible. Page Contact your Toyota dealer to even the malfunction
indicator lamp does service the vehicle. Fuse locations. Engine coolant reservoir 2. Power
steering fluid reservoir 3. Engine oil filler cap 4. Engine oil level dipstick 5. Brake fluid reservoir
6. Fuse block 7. Battery 8. Radiator 9. Electric cooling fans This Section gives instructions only
for those items that are relatively easy for an owner to perform. As explained in Section 6, there
are still a number of items that must be done by a qualified technician with special tools. Page
So be care- or falling material, fluid spray, etc. Page Parts And Tools Funnel only for adding
coolant the vehicle is supported by the jack nance. Checking the engine coolant level. Page
Checking The Radiator And Condenser Checking brake fluid If any of the above parts are
extremely dirty or you are not sure of their condi- tion, take your vehicle to a Toyota dealer. If If
cold O. Page If a tire frequently needs refilling, valve. In case of applying too have it checked by
your Toyota deal- much air, press the center of the valve and release the air to adjust. D Poor
handling Otherwise, the following condi- D Excessive wear tions may occur and cause an ac- D
Uneven wear cident resulting in death or seri- ous injuries. Driving even a short When replacing
a tire, use a tire of It is For scheduled maintenance infor- designed for temporary use only.
Installing snow tires on the front wheels On wet or dry roads, conventional tires only can lead to
an excessive difference provide better traction than snow tires. When installing chains on your
tires, care- Otherwise an accident may occur. A wheel of a different size or type may fully follow
the instructions of the chain adversely affect handling, wheel and bear- manufacturer. Page
Aluminum Wheel Precautions When balancing your wheels, use only characteristics resulting in
loss of Toyota balance weights or equivalent control. Otherwise, an accident may and a plastic
or rubber hammer. Battery recharging precautions. The battery produces flammable and
explosive hydrogen gas. Clear or Have battery Never recharge the battery while the light
checked by your engine is running. Also, be sure all yellow Toyota dealer. Type A fuses can be
pulled out by the pull- out tool. The location of the pull- out tool is shown in the illustration.
Page Replacing The Wiper Blades If any washer does not work, the low there is a problem with
the electrical sys- windshield washer fluid level warning tem. Have your Toyota dealer correct it

as light comes on, the washer tank may be soon as possible. Before checking the headlight
aim: Remove and install the cover clip and 1. When replacing a bulb, make sure the ignition
switch and light switch are off. Use bulbs with the wattage ratings given in the table. Page Or
you may be Front fog lights Toyota dealer. DOME 7. HTR 7. Print page 1 Print document pages.
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