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The indicator lamp lights up: DTC is activated. A message appears on the Control Display. The
driving stability control systems have failed. Conventional braking efficiency remains available
without limitations. While you may con- tinue, you should remember to proceed cautiously and
drive defensively while avoiding full brake applications. Have the system checked as soon as
possible. Display of the previously described malfunction on Canadian models. The DSC
indicator lamp lights up. A message appears on the Control Dis- play. The stability maintenance
func- tions are no longer available. The vehicle remains operational. The brake system warning
lamp lights up yellow. The brake assistant is defective. Dynamic Drive is based on active
stabilizers on the front and rear axles. Suspension compli- ance adapts to suit driving
conditions, varying from performance-oriented during cornering to smooth and
comfort-oriented when the vehicle is proceeding in a straight line. During vehicle operation, the
system continuously runs through closed-loop control cycles lasting only fractions of a second.
The system assumes operational status each time you start the engine. The sys- tem provides
an alert whenever the inflation pressure drops significantly in relation to the pressure in another
tire. In the event of a pressure loss, the rolling radius and therefore the rotation speed of the
wheels change. This change is detected and signaled as a flat tire. Functional requirement To
ensure the reliable signaling of a flat tire, the system must be initialized at the correct tire
inflation pressure. Page 92 of Technology for comfort, convenience and safety 90 The
initialization must be repeated after every correction of the tire inflation pres- sure and after
every tire or wheel change. System limits The Flat Tire Monitor cannot indicate sudden severe
tire damage caused by outside factors and does not detect a natural, even pressure drop in all
four tires. When driving resumes, the initialization is auto- matically continued. Press the
button. This opens the start menu. Press the controller to open the menu. Turn the controller
until "Settings" is selected and press the controller. Change to upper field if necessary. Turn the
controller until "FTM" is selected and press the controller. Start the engine, but do not start
driving. Select "Reset" and press the controller. Select "Yes" and press the controller. Start to
drive. The message "resetting FTM â€¦" is dis- played. The initialization is completed during
driving. Indication of a flat tire The warning lamp lights up in red. In addition, an acoustic signal
sounds. There is a flat tire or extensive inflation pressure loss. Stop driving if the vehicle is no
longer equipped with run-flat tires, as it was when it came from the factory, refer to page
Continued driving after a flat tire can result in serious accidents. Check the air pressure in all
four tires at the next opportunity. If the tire inflation pressure in all four tires is correct, the Flat
Tire Monitor may not have been initialized. The system must then be initialized. In the event of
pressure loss, vehicle handling changes. This includes reduced tracking stability in braking,
extended braking dis- tances and altered natural steering charac- teristics. If unusual vibrations
or loud noises occur while the vehicle is being driven, this can indicate final failure of the
damaged tire. Reduce speed and stop at a suitable loca- tion as soon as possible; otherwise,
pieces of the tire could become detached and cause an accident. Do not continue driving, but
instead contact your BMW center. The concept TPM checks the tire inflation pressure in the four
mounted tires. The system reports when the tire inflation pressure has dropped consid- erably
in one or several tires. Functional requirement In order to assure the reliable reporting of a flat
tire, the system must have been reset with the correct tire inflation pressure. Always use wheels
with TPM electronics, oth- erwise fault-free operation of the system is not ensured. Reset the
system again after each correc- tion of the tire inflation pressure and after every tire or wheel
change. System limits TPM cannot announce sudden serious tire damage caused by external
influ- ences. The system does not function properly if it has not been reset, e. The system is
inactive and cannot display a flat tire if a wheel has been mounted without TPM electronics, or if
TPM is temporarily interfered with by other systems or devices which use the same radio
frequency. Status display on Control Display The tire and system status is indicated by the
color of the tires. TPM takes the fact that the tire pressure changes during driving into account.
A correc- tion is only required if requested by TPM with the color. Green The tire pressure
matches the learned set state. Page 94 of Technology for comfort, convenience and safety 92
One wheel is yellow Flat tire or a major drop in inflation pressure in the indicated tire. All wheels
are yellow Flat tire or a major drop in inflation pressure in several tires. Gray The system cannot
detect a flat tire. Resetting finishes during driving, which can be interrupted at any time. When
driving resumes, resetting is continued automatically. Select "Settings" and press the
controller. Turn the controller until "TPM" is selected and press the controller. The tires are
shown in gray and "Resetting TPM After a few minutes of driving, the set tire infla- tion
pressures in the tires are applied as the set values to be monitored. Resetting finishes dur- ing
driving. The tires are shown in green on the Control Display. If a flat tire is detected during
resetting and applying the tire inflation pressures, all tires are shown in yellow on the Control
Dis- play. The message "Tire low! Message with low tire inflation pressure The warning lamp

lights up yellow. Avoid sudden braking and steer- ing maneuvers. Page 95 of Controls
93Reference At a glance Driving tips Communications Navigation Entertainment Mobility Stop
driving if the vehicle is no longer equipped with run-flat tires, as it was when it came from the
factory, refer to page This includes reduced tracking stability in braking, extended braking
distances and altered natural steering characteristics. Reduce speed and stop at a suitable
location as soon as possible; otherwise, pieces of the tire could become detached and cause an
accident. Do not con- tinue driving, but instead contact your BMW center. Malfunction The
yellow warning lamp flashes and then lights up continuously. The tires are shown in gray on the
Control Dis- play and a message is displayed. No flat tire can be detected. If your vehicle has
tires of a different size than the size indicated on the vehicle placard or tire infla- tion pressure
label, you should determine the proper tire inflation pressure for those tires. As an added safety
feature, your vehicle has been equipped with a tire pressure monitoring sys- tem, TPMS, that
illuminates a low tire pressure indicator when o ne or m ore of your tires a re sig- nificantly
under-inflated. Accordingly, when the low tire pressure indicator illuminates, you should stop
and check your tires as soon as possible, and inflate them to the proper pres- sure. Driving on a
significantly under-inflated tire causes the tire to overheat and can lead to tire failure.
Under-inflation also reduces fuel efficiency and tire tread life, and may affect the vehicle's
handling and stopping ability. Please note that the TPMS is not a substitute for proper tire
maintenance, and it is the driver's responsibility to maintain correct tire pressure, even if
under-inflation has not reached the level to trigger illumination of the TPMS low tire pressure
indicator. The TPMS malfunction indicator is combined with the low tire pressure indicator.
When the system detects a malfunction, the indicator will flash for approximately one minute
and then remain continuously illuminated. This sequence will continue upon subsequent vehicle startups as long as the malfunction exists. When the malfunction indicator is illuminated,
the system may not be able to detect or signal low tire pressure as intended. TPMS malfunctions may occur for a variety of reasons, includ- ing the installation of replacement or alternate
tires or wheels on the vehicle that prevent the TPMS from functioning properly. Always check
Page 96 of Technology for comfort, convenience and safety 94 the TPMS malfunction indicator
after replacing one or more tires or wheels on your vehicle to ensure that the replacement or
alternate tires and wheels allow the TPMS to continue to func- tion properly. When you are
driving in the low road speed range, e. In the higher speed range, on the other hand, the
steering angle is reduced more and more. This improves the handling capability of your BMW
over the entire speed range. In critical situations, the system can make tar- geted corrections to
the steering angle pro- vided by the driver and thus stabilize the vehicle before the driver
intervenes. This stability-pro- moting intervention is deactivated when DSC is switched off, refer
to page Malfunction The warning lamp lights up yellow and a message is shown on the Control
Dis- play. The active steering is no longer operational. At low speed, larger steering wheel
movements are required, while the vehicle reacts more sensitively to steering wheel movements in the higher road speed range. The sta- bility-promoting intervention can also be deactivated. Proceed cautiously and drive defensively. Have the system checked. Airbags The
following airbags are located under the marked covers: 1Front airbags 2Coupe: head airbags
3Side airbags 4Knee airbag 5Knee airbagProtective action To ensure that the safety systems
con- tinue to provide optimized protection, please follow the adjustment instructions on page
The front airbags help protect the driver and front passenger by responding to frontal impacts
in which safety belts alone cannot pro- Page 97 of Controls 95Reference At a glance Driving tips
Communications Navigation Entertainment Mobility vide adequate restraint. When needed, the
head and side airbags help provide protection in the event of a side impact. The relevant side
air- bag supports the side upper body area. The head airbag supports the head. The knee airbag
protects the legs from colliding with the cockpit. The airbags are deliberately not triggered in
every impact situation, e. Do not apply adhesive materials to the cover panels of the airbags,
cover them or modify them in any other way. Do not attempt to remove the airbag restraint
system from the vehicle. Do not modify or tamper with either the wiring or the individual
components in the air- bag system. This category includes the uphol- stery in the center of the
steering wheel, on the instrument panel, the side trim panels on the doors and on the Coupe,
the roof pillars along with the sides of the headliner. Do not attempt to remove or dismantle the
steering wheel. Do not touch the individual components directly after the system has been
triggered, because there is a danger of burns. In the event of malfunctions, deactivation, or
triggering of the airbag restraint system, have the testing, repair, removal, and disposal of airbag generators carried out only by a BMW cen- ter or a workshop that works according to BMW
repair procedures with appropriately trained personnel and has the required explosives
licenses. Otherwise unprofessional attempts to service the system could lead to failure in an
emergency or undesired airbag triggering, either of which could result in personal injury.

Warnings and information on the airbags is also provided on the sun visors. Automatic
deactivation of front passenger airbags The occupation of the seat is detected by eval- uating
the impression on the occupied seat sur- face of the front passenger seat. The system
correspondingly activates or deactivates the front, knee and side airbags on the front passenger side. The current status of the front passenger airbags, i. Before transporting a child in
the front passenger seat, read the safety informa- tion and follow the instructions under Transporting children safely, refer to page The front, knee and side airbags on the front passenger
side can be deactivated for teenag- ers and adults in certain sitting positions; the indicator lamp
for the front passenger airbags lights up when this occurs. In these cases, change the sitting
position so that the front pas- senger airbags are activated and the indicator lamp goes out. If
the desired status cannot be produced by changing the sitting position, transport the
corresponding person in the rear seat. Do not fit seat covers, seat cushion padding, beaded
mats or other items onto the front pas- senger seat unless they are specifically recom- mended
by BMW. Do not place objects under the seat which could press against the seat from below.
Otherwise, a correct evaluation of the occupied seat surface cannot be ensured. Operating state
of front passenger airbags The illustration here shows a possible arrange- ment in the Coupe.
With some vehicle equip- ment packages or in the Convertible, the arrangement of the switches
and indicator lamps may differ somewhat. Page 98 of Technology for comfort, convenience and
safety 96 The indicator lamp for the front passenger air- bags indicates the operating status of
the front, knee and side airbags on the front passenger side depending on whether the seat is
occu- pied. The indicator lamp shows whether the front passenger airbags are activated or
deacti- vated. The front, knee and side airbags on the front passenger side are deactivated.
Most child seats are detected by the sys- tem. After installing a child seat, make sure that the
indicator lamp for the front passenger airbags lights up. This indicates that the child seat has
been detected and the front passenger airbags are not activated. The front, knee and side
airbags on the front passenger side are activated. But the front, knee and side airbags on the
front passenger side are still deactivated. Operational readiness of airbag system From radio
readiness, refer to page59, the warning lamp lights up briefly, indicating the operational
readiness of the entire airbag sys- tem and the safety belt tensioners. Have the airbag system
checked immedi- ately in case of a malfunction; otherwise, there is a danger that the airbag
system may not respond in the expected manner in an accident despite an impact of
corresponding intensity. Convertible: rollover protection system The rollover protection system
is automatically activated in the event of an accident or a critical driving situation, extreme
inclination on the lon- gitudinal axis, or loss of ground contact. The rollover bars located behind
the rear head restraints are deployed within fractions of a sec- ond. As a supplement to the
rollover bar integrated into the windshield frame, the rollover protec- tion system ensures that
all vehicle occupants have the necessary headroom. Always keep the path of movement of the
rollover protection system clear. In less severe accidents, you are protected by the fastened
safety belt and, depending on the severity of the accident, the belt tensioner and the multistage
airbag restraint system. Lowering If the rollover protection system experienced no impact after
automatic activation, then it can be lowered again. No tools are necessary for this purpose.
Press the release backward and hold in that position. Press the rollover protection unit halfway
down from above. Let go of the release. Press the rollover protection unit down until it snaps
into place. Use the same procedure for the second roll- over protection unit. Have the rollover
protection system checked after unexpected triggering. Never move the convertible top when
the rollover protection system is raised. No changes of any nature may be made to the
individual components of the rollover protec- tion system and wiring. Work on the rollover
protection system may only be performed at a BMW center. Unprofessional attempts to service
the system can lead to failure or malfunction. For a system check and to ensure long-term
functioning, you must comply with the mainte- nance intervals of the service requirements, refer
to page The concept With the Head-Up Display, important informa- tion is projected into the
driver's field of view, e. This enables you to absorb this information without looking away from
the road. Select "Display settings" and press the controller. Turn the controller until "Head-Up
Display" is selected and press the controller. Change into the second field from the top. Select
desired information of Head-Up Dis- play. Press the controller. The information is shown on the
Head- Up Display. The settings are stored for the remote key cur- rently in use. Setting
brightness The brightness of the display is automatically adapted to the ambient lighting
conditions. However, you can change the base setting. With the low beams switched on, the
brightness can also be adjusted with the knurled wheel of the instrument lighting. Turn the
controller until "Brightness" is selected and press the controller. Turn the controller until the
desired setting is selected. The setting is stored for the remote control cur- rently in use.
Specialized windshield The windshield is a part of the system. The shape of the windshield

complies with the requirements of the Head-Up Display to enable a precise display. A film in the
windshield pre- vents double images from being displayed. Windshield replacement should be
carried out by a BMW center or a workshop that works according to BMW repair procedures
with cor- respondingly trained personnel. Car Manuals Online. Technology for comfort,
convenience and safety 90 The initialization must be repeated after every correction of the tire
inflation pres- sure and after every tire or wheel change. Technology for comfort, convenience
and safety 92 One wheel is yellow Flat tire or a major drop in inflation pressure in the indicated
tire. Controls 93Reference At a glance Driving tips Communications Navigation Entertainment
Mobility Stop driving if the vehicle is no longer equipped with run-flat tires, as it was when it
came from the factory, refer to page Always check. Technology for comfort, convenience and
safety 94 the TPMS malfunction indicator after replacing one or more tires or wheels on your
vehicle to ensure that the replacement or alternate tires and wheels allow the TPMS to continue
to func- tion properly. The front airbags help protect the driver and front passenger by
responding to frontal impacts in which safety belts alone cannot pro-. Technology for comfort,
convenience and safety 96 The indicator lamp for the front passenger air- bags indicates the
operating status of the front, knee and side airbags on the front passenger side depending on
whether the seat is occu- pied. Technology for comfort, convenience and safety 98 Selecting
displays iDrive, for explanation of principle, refer to page BMW Manuals. Controls 89Reference
At a glance Driving tips Communications Navigation Entertainment Mobility For better control
The indicator lamp flashes: DSC is controlli All product names, logos, and brands are property
of their respective owners. We'll send you a quick email a new BMW document is added. Spam
free: Maximum of 1 email per month. Donations are totally optional, if you can't afford a few
dollars right now please don't feel pressured, but if you can Pretty please could you help? Show
full PDF. Get your hands on the complete BMW factory workshop software. Check out our
popular BMW Manuals below:. Summary of Content. Thorough familiarity with your vehicle will
provide you with enhanced control and security when you drive it. We therefore have this
request: Please take the time to read this Owner's Manual and familiarize yourself with the
information that we have compiled for you before starting off in your new vehicle. It contains
important data and instructions intended to assist you in gaining maximum use and satisfaction
from your BMW's unique range of technical features. The manual also contains information on
maintenance designed to enhance operating safety and contribute to maintaining the value of
your BMW throughout an extended service life. We wish you an enjoyable driving experience.
Order No. Online Edition for Part-No. The fastest way to find specific topics is to use the
detailed index at the back of the manual. If you wish to gain an initial overview of your vehicle,
you will find this in the first chapter. Indicates precautions that must be followed precisely in
order to avoid the possibility of personal injury and serious damage to the vehicle. Should you
want to sell your BMW some day, please remember to hand over the Owner's Manual as well; it
is an important component of your vehicle. Additional sources of information Should you have
any other questions, your BMW center will be glad to advise you at any time. You can find
information on BMW, e. Indicates information that will assist you in gaining the optimum benefit
from your vehicle and enable you to care more effectively for your vehicle. Refers to measures
that can be taken to help protect the environment. The following applies only to vehicles owned
and operated in the US. Box , Westwood, New Jersey , Telephone If NHTSA receives similar
complaints, it may open an investigation, and if it finds that a safety defect exists in a group of
vehicles, it may order a recall and remedy campaign. The section will also assist you in
becoming acquainted with the control concepts and options available for operating the various
systems. The concept In cases of corresponding urgency, this information is immediately
displayed when the associated lamps light up. At a glance Indicator and warning lamps When
the engine is started or the ignition is switched on, some lamps are checked for proper
operation and light up briefly in the process. This allows these functions to be operated from a
central position. The following section provides an introduction to basic menu navigation. The
control of individual functions is described in connection with the relevant equipment. Controls
1 Control Display 2 button Opening the start menu 3 Controller You can use the controller to
select menu items and change settings by: To avoid becoming distracted and unnecessarily
endangering both your own vehicle's occupants and other road users, never attempt to use the
controls or make entries unless traffic and road conditions allow. This opens the start menu.
Opening start menu Press the button. To open the start menu from the menu: button twice.
Depending on your selection, the last menu opened will be displayed in each case. The
currently selected field appears brighter. Move the controller to the right to switch to the
assistance window and press the controller. Select a menu item. Press the controller. Driving
tips Controls 2. Select "Assist. Navigation To switch on, switch to the assistance window and
press the controller. Press the button. Press the controller to open the menu. Select "Display

off" and press the controller. Activating voice command system 1. Press the button on the
steering wheel or in the center console. Individual menu items on the Control Display can be
spoken as commands. This frees you of having to use the controller. The voice command
system transforms your spoken commands into control signals for the selected systems and
provides support in the form of instructions or questions. The voice command system includes
a special microphone. Prerequisite In order to enable identification of the commands to be
spoken, use iDrive to set the language for the voice command system. Setting iDrive language,
refer to page Say the command. The command is displayed on the Control Display. Select a
track, e. Switch on Entertainment sound output if necessary. Communications Entertainment
This symbol appears on the Control Display when it is possible to input additional commands. If
no other commands are possible, then operate the equipment using iDrive. Voice command
system Notes The mobile phone can also be operated by voice commands, refer to page Say
the commands and numbers smoothly and at normal volume, avoiding excessive emphasis and
pauses. This also applies to spelling when entering the destination. Its extensive array of
features and accessories, both for driving and for your own safety, comfort and convenience,
are described here. You should use the remote control at least twice a year in order to maintain
the charge condition. Depending on which remote control is detected by the vehicle during
unlocking, different settings are called up and carried out in the vehicle, refer to Personal
Profile, page Information on the required maintenance is also stored in the remote control, refer
to Service data in remote control, page Integrated key Press the button 1 to unlock the key. New
remote controls To obtain additional or replace lost keys, new remote controls with an
integrated key are available at your BMW center. Spare key Store the spare key in a safe place
such as your wallet. This key is not intended for regular use. The spare key and integrated key
of the remote control fit the same locks. Adapter for spare key The adapter is required so that
the vehicle can be started with the spare key or radio readiness can be switched on. Personal
Profile ensures that most of these settings are stored for the remote control currently in use
without you having to do anything. When the vehicle is unlocked, the corresponding remote
control is detected and the settings stored for it are called up and carried out. The individual
settings are stored for a maximum of four remote controls. Select "Vehicle settings" and press
the controller. Select "Door locks" and press the controller. These actions operate the anti-theft
system at the same time. It prevents the doors from being unlocked using the lock buttons or
door handles. You can find more detailed information on the alarm system on page Operating
from inside Via the central locking button, refer to page The fuel filler door and the compartment
in the front center console are not locked, refer to page In the event of a serious accident, the
central locking system unlocks automatically. The hazard warning flashers and interior lamps
are also switched on. Opening and closing: from outside 5. Select "Central locking" and press
the controller. Select "Unlock button" and press the controller. Press the button twice to unlock
the entire vehicle. Using the remote control Because any persons or animals left unattended in
a parked vehicle could lock the doors from the inside, you should always keep the remote
control with you when you leave the vehicle; this precaution ensures that you will remain able
to unlock the vehicle from the outside at all times. Select "Confirmation" and press the
controller. Watch the convertible top during the opening process to be sure that no one is
injured. Releasing the button stops the operation. This device may not cause harmful
interference, and 31 Online Edition for Part-No. The signals are switched on. Driving tips 6.
Select the desired signal. Communications Entertainment button. You can also use this function
to locate your vehicle in parking garages etc. Opening and closing: from inside Any
unauthorized modifications or changes to these devices could void the user's authority to
operate this equipment. The central locking system automatically locks the vehicle after a short
time when no door has been opened. A second turn of the key unlocks the passenger door and
luggage compartment lid. Convenience operation iDrive, for principle details, refer to page Keep
a close eye on the closing process and also on the opening process of the convertible top to be
sure that no one is injured. Releasing the key stops the operation. To prevent you from being
locked out, the open driver's door cannot be locked using the lock button. Because any persons
or animals left unattended in a parked vehicle could lock the doors from the inside, you should
always keep the remote control with you when you leave the vehicle; this precaution ensures
that you will remain able to unlock the vehicle from the outside at all times. Controls Unlocking
and opening doors The hotel function locks the compartment in the front center console and
the luggage compartment lid separately and disconnects them from the central locking system.
If you hand over the remote control without the integrated key, refer to page 28, e. Turn the key
to the right, refer to illustration, until the key slot points in the direction of travel and then
remove: The hotel function is only activated after subsequent locking or unlocking of the
vehicle. The system locks the luggage compartment lid and the compartment in the front center

console and disconnects them from the central locking system. Manual release In order to
manually unlock the compartment in the front center console in the event of an electrical
malfunction, turn the key all the way to the right until it reaches the stop. You can open the
luggage compartment lid, even with the system armed, by using the button of the remote
control, refer to page When the luggage compartment lid is closed, it is once again locked and
monitored. Increase the air volume of the automatic climate control to a high level, refer to page
The concept Communications Entertainment 1. Convertible: with the convertible top closed,
close all windows, including the rear window. Alarm system Mobility If special circumstances
should make it absolutely necessary to operate the vehicle with the luggage compartment lid
open: Reference The handle recesses on the interior trim of the luggage compartment lid make
it easier to pull down. Controls Before opening the convertible top, execute this procedure in
reverse order. Opening and closing Indicator lamp displays even if the convertible top is open.
Falling objects, e. Avoiding unintentional alarms The tilt alarm sensor and interior motion
sensor may be switched off at the same time. This prevents unintentional alarms, e. Even if you
do not close the alerted area, the system begins to monitor the remaining areas, and the
indicator lamp flashes continuously after approx. However, the interior motion sensor is not
activated. The indicator lamp lights up briefly and then flashes continuously. The tilt alarm
sensor and the interior motion sensor are switched off until the vehicle is unlocked and locked
again. Comfort access enables you to access your vehicle without having to hold the remote
control in your hand. It is sufficient to carry the remote control with you, e. The vehicle
automatically detects the related remote control in the immediate vicinity or in the interior. Tilt
alarm sensor Comfort access supports the following functions: Monitors the inclination of the
vehicle. The alarm system reacts, for example, if someone attempts to steal the wheels or tow
the vehicle. Convertible: Monitors the interior up to the height of the seat cushions. In addition,
a message appears on the Control Display. As long as no remote control is detected in the
vehicle, it is only possible to restart the engine within approx. Switching off engine with
automatic transmission Completely grasp a door handle, arrow 1. This corresponds to pressing
the button. The engine can only be switched off in the selector lever position P, refer to page To
switch off the engine in the selector lever position N, the remote control must be inserted in the
ignition lock. If a remote control is detected in the interior after unlocking, the electric
steering-wheel lock disengages, refer to page Before driving into a car wash with automatic
transmission Locking doors 1. Insert the remote control into the ignition lock. Touch the
surface, arrow 2 on the driver's door or 3 on the passenger door with a finger for approx. For
comfort closing, hold a finger on the surface, arrow 2 or 3. If a remote control accidentally left in
the luggage compartment is detected inside the locked vehicle after the luggage compartment
lid has been closed, then the luggage compartment lid opens again. The engine can only be
started if the vehicle detects that the remote control carried is located in the vehicle. Opening
and closing Replacing battery The remote control for comfort access contains a battery which
must be replaced occasionally. Remove integrated key from remote control, refer to page
Pressing the switch again stops the opening movement. You can close the windows in the same
manner by pulling the switch. Convertible: opening, closing To close the side windows while
the vehicle is being driven, always close the rear windows first or all four windows
simultaneously; otherwise, the windows cannot close tightly at higher speeds. Press the switch
down to the resistance point: The window continues to open for as long as you hold down the
switch. The rear windows cannot be closed automatically. Briefly press button 1 again to
deactivate the function. The LEDs go out. Rear window You can still operate the windows with
the remote control removed or the ignition switched off for approx. For information on using the
convenience operation mode at the door lock or with the remote control, refer to page 30 or For
information on comfort closing with comfort access, refer to Locking doors on page
Anti-trapping mechanism If the closing force rises beyond a predefined threshold during
closing, the system will immediately stop moving the window prior to lowering it slightly.
Convertible: the rear side windows and rear window are not equipped with an anti-trapping
mechanism. Down to the resistance point: The rear window continues to open for as long as
you hold down the switch. Despite the anti-trapping mechanism, you should inspect the travel
path of the front side window prior to closing it, as the safety feature could fail to detect certain
kinds of obstructions, such as very thin objects, and the window would continue closing.
Pulling the switch beyond the resistance point and holding it limits the response of the
antitrapping mechanism. In this case, the window will respond to forces beyond a defined
threshold by opening only slightly. If you pull the switch past the resistance point again within
approx. Press the switch beyond the resistance point: The rear window opens automatically.
Mobility You can close the rear window in the same manner by pulling the switch. Briefly press
the switch: The sunroof opens and the sliding visor moves back approx. Briefly press the

switch again in any direction to stop the movement. Anti-trapping mechanism If the glass
sunroof encounters resistance when closing, the closing action is interrupted and the glass
sunroof opens. If the sliding visor encounters resistance when closing within the last approx.
Despite the anti-trapping mechanism, you should inspect the sunroof's travel range prior to
closing it, as the safety feature might fail to detect certain kinds of obstructions, such as very
thin objects, and the sunroof would continue closing. Pressing the switch beyond the
resistance point and holding it deactivates the antitrapping mechanism. It is advisable to close
the convertible top when the vehicle is parked. The closed convertible top not only protects the
passenger compartment from unforeseen weather damage, it also provides a certain amount of
protection from theft. Nonetheless, even if the convertible top is closed, only keep valuables in
the locked luggage compartment. Use the Allen wrench to move the sliding visor in the desired
direction. Reference 2. Insert Allen wrench from onboard tool kit, refer to page , into the opening
provided. Communications Entertainment Navigation 2. Insert the Allen wrench supplied with
the onboard tool kit into the opening provided. Driving tips Controls 1. Remove cover on
headliner in front of rear window. To do so, lift slightly, arrows 1. Grasp behind the cover,
arrows 2 and pull firmly downward. Do not leave the convertible top in its storage compartment
for longer than one day when wet; otherwise, damage from moisture can occur. Do not place
any objects on the convertible top; otherwise, if the top were to be operated, these objects
could fall off and lead to damage or injury. Never move the convertible top when the rollover
protection system is raised. Driving without having completed the opening or closing action can
lead to damage or injury. Do not place hands in the top mechanism during the opening and
closing action. Keep children away from the travel path of the convertible top. For safety
reasons, do not operate the convertible top unless the vehicle is stationary. Read the safety
precautions above carefully and comply with them fully. Opening and closing Ignition key in
radio ready position or higher, refer to page 58, with the vehicle stationary: To avoid putting
excessive strain on the battery, operate the convertible top only when the engine is running, if
possible. Before closing the convertible top, remove foreign objects from the windshield frame,
as these might inhibit closing of the convertible top. During convertible top operation, the LED
lights up green. It goes out as soon as the opening or closing action is finished. If the LED
lights up red when the button is pressed, either the floor of the convertible top storage
compartment in the luggage compartment is in the raised position or a malfunction has
occurred. The convertible top cannot be moved. Opening and closing tion indicated by the
arrow until the rear window is completely open. In concert with the other person, pull the two
sides of the convertible top out simultaneously and pivot forward. In doing so, keep the
convertible top compartment lid open, arrow 4, e. Closing Perform the following work steps with
the assistance of a second person and with the doors open to prevent injury and damage to the
convertible top. Increase or decrease curvature: Press front or rear of switch. At a glance Seat,
mirror and steering wheel memory The adjustment of the lumbar support is not stored in the
memory. The last positions of the driver's seat, external rearview mirrors, and steering wheel
are stored for the remote key currently in use. Storing You can choose when the position is
requested: 1. Switch on radio readiness or ignition, refer to page Adjust the desired seat,
exterior mirror and steering-wheel positions. Press the button: The LED in the button lights up.
Open the start menu. Press the desired memory button 1, 2 or 3: The LED goes out. Requesting
4. Do not request a position from the memory while the vehicle is moving. There is a risk of
accident from unexpected movement of the seat or steering wheel. To raise: move the switch
upward. Adjusting height Swivel the head restraints. At the same time, an additional message
appears on the Control Display. Safety belts Pull the lever upward and fold the backrest
forward. The lever is designed so that the safety belt can be hooked onto it. This enables you to
fasten the safety belt more conveniently. To ensure that the safety systems continue to provide
optimized protection, please follow the adjustment instructions on page When the vehicle is
moving forward, the interior and exterior mirrors dim as a function of the incoming light.
Engage reverse gear or selector lever position R. The mirror glass tilts downward somewhat on
the passenger's side. This allows the driver to see the area immediately adjacent to the vehicle
â€” such as a curb â€” when parking, etc. The indicator lamp in the button lights up when the
steering wheel heater is switched on. Select the desired function and press the controller.
Select the button if necessary and press the controller. You can program the buttons
individually. You can now activate the selected function using the corresponding button. Select
"Steering wheel buttons" and press the controller. The setting is stored for the remote control
currently in use. Transporting children safely Transporting children safely The right place for
children Do not leave children unattended in the vehicle; otherwise, they could endanger
themselves and other persons, e. Radio readiness switches on. Some electrical devices are
ready for operation. Before moving the vehicle, insert the remote control into the ignition lock;

otherwise, the electric steering-wheel lock will not be unlocked and the vehicle cannot be
steered. Most indicator and warning lamps in the display area 1 of the instrument cluster, refer
to page 13, light up for different periods. Automatic transmission Radio readiness and ignition
off The remote control can only be removed when the selector lever is in position P: interlock.
All indicator and warning lamps in the instrument cluster go out. If the engine fails to start,
depress the brake pedal and press the selector lever to the right and then back into position N.
Watch the display in the instrument cluster while doing so. The engine fails to start on the first
attempt, e. Manual transmission 1. Apply the handbrake. Depress the clutch pedal and select
the idling position. The system responds by automatically engaging the starter for a certain
period and automatically disengaging it as soon as the engine starts. Depress brake pedal. The
system responds by automatically engaging the starter for a certain period and automat- Avoid
frequent starting in quick succession or repeated start attempts in which the engine does not
start. Otherwise, the fuel is not burned at all or is burned inadequately and there is a danger of
overheating and damage to the catalytic converter. Selector-lever positions At a glance
Navigation You operate the SMG using the selector-lever in the center console and two shift
paddles on the steering wheel. Press the gearshift lever to the left, overcoming a slight
resistance. This display is your only way to be sure the desired selector lever position is
actually engaged. You do not need to remove your foot from the accelerator to do so. In the
Drive mode, all forward gears are shifted automatically. To switch from Sequential to Drive
mode: Briefly press the selector-lever to the right toward D. Kick-down: for rapid acceleration, e.
You achieve maximum acceleration. Start off quickly on slopes. Do not hold the vehicle on a hill
by applying the throttle, but engage the handbrake instead. Otherwise, overheating can occur in
the region of the transmission. To upshift, pull the selector-lever back. N Neutral You can select
N in car washes, for example. The vehicle can roll. D Drive, automatic position Position for
normal vehicle operation. All forward gears are available. Under normal operating conditions,
the fuel consumption is lowest when driving in position D. Kick-down The kick-down mode
provides maximum acceleration: Press the accelerator pedal beyond the fullthrottle resistance
point. Upshifts and downshifts are executed only when they will result in a plausible
combination of engine and vehicle speed; thus, for example, a downshift that would cause the
engine to overrev will not be executed by the system. If this occurs, the selected gear appears
briefly in the instrument cluster, followed by the current gear. To use the automatic function
again, move the selector-lever to the right into position D. Deactivating selector lever interlock If
the selector lever is blocked in the position P even though the button on the selector lever is
pressed, the selector lever interlock can be deactivated: 1. Unclip the sleeve of the selector
lever. Pull the sleeve up over the selector lever. The instrument cluster shows M1 through M6.
Communications Entertainment Select only when the vehicle is stationary. The rear wheels are
locked. To cancel the interlock, press the button on the front of the selector-lever knob, refer to
arrow. This position is recommended for a performance-oriented driving style. Driving tips
Controls To prevent the vehicle from creeping after you select a driving position, maintain
pressure on the brake pedal until you are ready to start. Using the screwdriver from the onboard
toolkit, refer to page , press the lever at the point marked in red and move the selector lever into
the desired position. Acceleration assistant with SMG The acceleration assistant enables
optimized vehicle acceleration at race car level on road surfaces with good adhesion when
starting off. Do not use the acceleration assistant too often; otherwise, components will wear
prematurely. Gearshifts are faster. To switch off manually, only press the lever as far as the
resistance point. Brief signaling 1 Switching on wipers Triple turn signal activation 2 Switching
off wipers or brief wipe Press the lever to the resistance point; the turn signals flash three
times. Select "Lighting" and press the controller. Switching on wipers The lever automatically
returns to its initial position when released. Standard wiper speed Press once. The system
reverts to operation in the intermittent mode whenever the vehicle is stationary. Fast wipe
Briefly press twice or press beyond the resistance point. The system reverts to operation at
normal speed whenever the vehicle is stationary. Rain sensor Wiper operation is controlled
automatically as a function of the rain intensity. The rain sensor is located on the windshield,
directly in front of the interior rearview mirror. Select "Triple turn signal activation" and press
the controller. Triple turn signal is activated. Navigation Press the lever to the resistance point
and hold it there as long as you wish to signal. Driving tips Controls Atypically rapid flashing of
the indicator lamp indicates the failure of a turn signal lamp. Especially on longer trips, the
system can reduce fatigue and tension, while increasing your enjoyment of driving. Please use
it safely and responsibly. In addition to maintaining a steady cruising speed, active cruise
control will, within the scope of given possibilities, adjust your vehicle's speed automatically if
you encounter slower vehicles ahead, thus allowing you to flow with the traffic without having
to make frequent interventions. For example, if, while cruising at the selected speed, you begin

to approach a slower vehicle ahead of you in the same lane, the system will reduce your
vehicle's speed to the same as that of the vehicle ahead to maintain your selected distance
setting between your vehicle and the vehicle ahead. You can vary the distance, which is also
speed-dependent. Based on your selected distance setting, the system automatically decreases
the throttle setting and lightly applies the brakes if necessary. The vehicle brake lamps will
automatically illuminate to signal a following driver to take action. In addition, it may be
necessary for the vehicle or the driver to downshift, depending on the kind of transmission your
vehicle is equipped with, to maintain the distance setting selected. If the vehicle ahead speeds
up or when the lane ahead becomes clear, your vehicle will accelerate to the speed you have
selected by increasing the throttle setting and shifting gears automatically or with the aid of the
driver as needed. Your selected speed will be maintained when driving downhill, too. Each time
the lever is pulled up to the resistance point, the desired speed decreases by approx. The speed
then displayed is stored and reached on clear roads. Select distance Adjust your desired speed
to the traffic conditions and remain ready to brake at all times; otherwise, there is a danger of
accidents. The system is unable to compensate for great differences between your speed and
that of the vehicle ahead, e. Navigation Increasing without intermediate steps Briefly press
lever, arrow 1, or briefly pull, arrow 2, at a driving speed of more than approx. Driving The
selected distance is displayed in the instrument cluster. Distance 4 Use good judgment to select
the appropriate following distance given road conditions, traffic, applicable laws and driving
recommendations for safe following distance. To call up Check Control messages, refer to page
To set time and date, refer to page You can set the unit of measure 7 or 6 on the Control
Display, refer to Units of measure on page There is an increased danger of ice. Drive carefully,
especially on bridges and shaded roadways; otherwise, your risk of accident increases. To
reset the average fuel consumption: press the BC button in the turn signal lever for approx.
Displays on Control Display You can also call up the computer via iDrive, for principle details,
refer to page Move the controller to the right to open "Navigation". Select "Car Data" and press
the controller. Select the desired menu item and press the controller. Press the controller again
to confirm. Entering a distance manually 1. Select "Distance to dest. Select "Onboard info" and
press the controller. Turn the controller to select the distance to your destination. If necessary,
hold it against a slight resistance to enter a greater difference. Press the controller to apply the
setting. The trip computer is suitable for a vacation trip, for example. Open start menu. Open
"Navigation". Select "Set" and press the controller. Display options You can display the
computer or the trip computer in the assistance window. The remaining driving distance and the
date for the next maintenance are displayed briefly with the ignition switched on. Your BMW
Service Advisor can determine your vehicle's current service requirements by reading out the
data stored in the remote control. Select "Trip computer" and press the controller. Select
"Service" and press the controller. Select "Service requirements" and press the controller.
Symbols No service is currently required. The deadline for service or an official inspection is
approaching. Please arrange a service appointment. The service deadline has already passed.
Select "Status" and press the controller. Make sure the date on the Control Display is always set
correctly, refer to page 83; otherwise, the effectiveness of CBS Condition Based Service is not
ensured. The display shows a list of selected service and maintenance procedures, as well as
legally mandated official inspections. Select "Emission inspect. You can request more detailed
information on every entry. Select the entry and press the controller. Select "Set service date"
and press the controller. The month is highlighted. Turn the controller to make the adjustment.
To exit from the menu: Select the arrow and press the controller. The date entry is stored. At a
glance The combinations of warning lamps and text messages are stored and can be viewed
later, also refer to page Explanatory text messages Controls 9. The year is highlighted. Check
Control Navigation Text messages at the bottom edge of the Control Display explain the
meaning of the indicator and warning lamps displayed. Indicator and warning lamps Indicator
and warning lamps can light up in different combinations and colors, both in the display area 1
and in the display 2 You can display supplementary information regarding most Check Control
messages, e. In cases of corresponding urgency, this information is immediately displayed
when the associated lamps light up. To exit the displayed information: Select the arrow and
press the controller. Communications Entertainment The Check Control monitors functions in
the vehicle and issues a message if there is a malfunction in the monitored systems. A Check
Control message of this kind includes indicator or warning lamps in the instrument cluster,
possibly an acoustic signal, and text messages at the bottom of the Control Display. The
symbol remains visible even if the Check Control Important Check Control messages are
retained until the malfunctions have been rectified. They cannot be deleted. If a number of these
malfunctions occur simultaneously, they are displayed in succession. Select "Check Control
messages" and press the controller. Select a message and press the controller. Displaying

stored Check Control messages 1. Press the button longer: The first stored message is
displayed. To exit from the menu immediately: Select the arrow and press the controller.
Displaying the urgency of malfunctions 2. Press the button: A new message appears each time
you press the button. Displaying supplementary information iDrive, for principle details, refer to
page Depending on the equipment, the stored Check Control messages are also displayed with
the following symbols: No malfunctions detected in the monitored systems. Malfunctions
detected in the monitored systems. Depending on the malfunction, supplementary information
is shown on the Control Display. The symbols also indicate the status of the service
requirements display, refer to page The system applies your current speed as the limit.
Activating limit Select "On" and press the controller. The limit is automatically switched on.
Speed limit You can enter a speed and a Check Control message indicates when you have
reached this speed. This enables you, for example, to receive warnings if you exceed a speed
limit in an urban area. Displaying, setting or changing limit iDrive, for principle details, refer to
page At a glance Controls The display: 7. Driving tips Before the display disappears, you can
display the messages once again. Turn the controller to set the limit. Stopwatch iDrive, for
principle details, refer to page Select "Stopwatch" and press the controller. Select "Limit" and
press the controller. Navigation Malfunction reports generated during the trip are shown
consecutively when you switch off the ignition. Select the speed value and press the controller.
The stopwatch is reset and it restarts if it was running beforehand. This stops the timer. The
stopwatch starts at the displayed time. The interim time appears below the ongoing primary
stopwatch count. Move the controller once to the front if necessary to change to the first field
from the top. All of the remaining functions remain available at all times while the stopwatch is
running. The stopwatch continues to operate in the background. PDC is malfunctioning. Have
the system checked. As a preventive measure, keep the sensors clean and free of ice or snow in
order to ensure that they will continue to operate effectively. You can also enjoy the option of
having the system show the approach to an object on the Control Display. Objects that are
farther away are already shown there before a signal tone sounds. Thus, an object detected to
the left rear of the vehicle will be indicated by a signal tone from the left rear speaker, etc. As
the distance between vehicle and object decreases, the intervals between the tones become
shorter. Communications Entertainment Automatically activating Signal tones Mobility PDC is a
parking aid that can indicate the presence of objects when they are being approached slowly, as
is usually the case when parking. Avoid approaching an object at high speed; otherwise, the
physical circumstances could cause the system warning to be activated too late. Please note
any supplementary information that appears there. Press the button; the DTC indicator lamp in
the instrument cluster lights up. Press the button again; the DTC indicator lamp in the
instrument cluster goes out. For better control The indicator lamp comes on: DTC is activated.
The indicator lamp flashes: DSC is controlling the drive forces and brake forces. The indicator
lamp comes on: DSC is deactivated. Mobility Press the button; the indicator lamp in the
instrument cluster goes out. Communications Entertainment Press the button until the DSC
indicator lamp in the instrument cluster lights up, but not for longer than approx. Interventions
promoting stability and forward momentum will no longer be carried out. The system ensures
maximum forward momentum, but with limited driving stability. Therefore, drive with
appropriate caution. Controls The laws of physics cannot be repealed, even with DSC. An
appropriate driving style always remains the responsibility of the driver. Do not reduce the
additional safety margin of the system by taking risks. When driving resumes, the initialization
is automatically continued. With low load: 1 to 2 persons without luggage: approx. The
initialization is completed during driving. Indication of a flat tire The warning lamp lights up in
red. A message appears on the Control Display. In addition, an acoustic signal sounds. There is
a flat tire or extensive inflation pressure loss. At a glance Mobility 8. Start driving. The message
"Initializing In the event of pressure loss, vehicle handling changes. This includes reduced
tracking stability in braking, extended braking distances and altered natural steering
characteristics. If unusual vibrations or loud noises occur while the vehicle is being driven, this
can indicate final failure of the damaged tire. Reduce speed and stop at a suitable location as
soon as possible; otherwise, pieces of the tire could become detached and cause an accident.
Do not continue driving, but instead contact your BMW center. Left-hand picture: normal
braking. Do not attempt to remove the airbag retention system from the vehicle. Do not modify
or tamper with either the wiring or the individual components in the airbag system. This
category includes the upholstery in the center of the steering wheel, on the instrument panel,
the side trim panels on the doors and on the Coupe, the roof pillars along with the sides of the
headliner. Do not attempt to remove or dismantle the steering wheel. Do not touch the individual
components directly after the system has been triggered, because there is a danger of burns. In
the event of malfunctions, deactivation, or triggering of the airbag restraint system, have the

testing, repair, removal, and disposal of airbag generators carried out only by a BMW center or
a workshop that works according to BMW repair procedures with appropriately trained
personnel and has the required explosives licenses. Unprofessional attempts to service the
system could lead to failure in an emergency or undesired airbag activation, either of which
could result in personal injury. The indicator lamp lights up when a child in a child restraint
system intended for the purpose is properly detected on the seat. The front, knee and side
airbag on the front passenger side are deactivated. The front, knee and side airbag on the front
passenger side are activated. But the front, knee and side airbag on the front passenger side
are still deactivated. Operational readiness of airbag system With the ignition lock at radio
readiness or higher, refer to page 58, the warning lamp lights up briefly, indicating the
operational readiness of the entire airbag system and the safety belt tensioners. Have the airbag
system checked immediately in case of a malfunction; otherwise, there is a danger that the
airbag system may not respond in the expected manner in an accident despite an impact of
corresponding intensity. Select "Brightness" and press the controller. Selecting displays iDrive,
for principle details, refer to page Select "Display settings" and press the controller. Select
"Head-Up Display" and press the controller. Select desired information of Head-Up Display. If
necessary, move the controller to the left to select "Head-Up Display". Turn the controller until
the desired setting is selected. The information appears on the HeadUp Display. The settings
are stored for the remote control currently in use. The shape of the windshield complies with
the requirements of the Head-Up Display to enable a precise display. A film in the windshield
prevents double images from being displayed. Have the windshield replaced only by a BMW
center or a repair shop that works in accordance with BMW guidelines and uses appropriately
trained personnel. Care instructions Navigation Driving tips You can find everything you need
to know on this topic by consulting the Caring for your vehicle brochure. This also deactivates
the high-beam assistant. To reactivate the system, briefly press the turn signal lever in the high
beam direction again. The system is deactivated in the process and you must switch to the low
beams manually. Clean the sensor on the front side of the interior rearview mirror with a cloth
moistened with a small amount of glass cleaner. System limits The high-beam assistant cannot
replace personal decisions about the benefits of using high beams. In situations that require
them, you should switch to the low beams manually to avoid a safety risk. With the ignition
switch at radio readiness or higher the interior temperature, the air volume and the air
distribution can be set. Switching off automatic climate control The air volume, the heater and
the cooling function are all switched off. You can restart the automatic climate control by
pressing any of its buttons except the REST button. If condensation starts to form on the inside
window surfaces during operation in the recirculated-air mode, you should switch it off while
also increasing the air volume as required. The recirculated-air mode should not be used over a
longer period of time, as the air quality inside the vehicle deteriorates continuously. The system
then recirculates the air currently within the vehicle. In AUC mode, a sensor detects pollutants
in the outside air and controls the shut-off automatically. Draft-free ventilation Set the vent
outlets so that the air flows past you and is not directed straight at you. The activated-charcoal
filter provides additional protection by filtering gaseous pollutants from the outside air. Your
BMW center replaces this combined filter as a standard part of your scheduled maintenance.
You can have more detailed information shown on the Control Display, refer to page Move the
controller to the left to open "Climate". Select "Parked car operation" and press the controller.
Select "Automatic ventilation" and press the controller. Select "Parked car ventilation" and
press the controller. Parked car ventilation The parked car ventilation is switched on. The
concept The parked car ventilation blows air into the passenger compartment to lower interior
temperatures. It is ready to use in the parked-car mode at any outside temperature. You can set
two different times for the system to start. The parked car ventilation can also be switched on
and off directly. It remains switched on for 30 minutes. Since the system uses a substantial
amount of electrical current, you should refrain from activating it twice in succession without
allowing the battery to be recharged in normal operation between uses. The symbol on the
display of the automatic climate control flashes. Preselecting activation times iDrive, for
principle details, refer to page Select "Activation time" and press the controller. The air emerges
through the upper body region vent outlets in the instrument panel. These vent outlets must be
open for the system to operate. The parked car ventilation system is operated via iDrive.
Controls The parked car ventilation is only available for activation within the subsequent 24
hours. After that, the time must be reactivated. Always position and secure the load as
described above. If you do not, it can endanger the passengers during braking or evasive
maneuvers. When fastening lashings, use only the lashing eyes, refer to illustration; otherwise,
the lashings could come loose or you could damage the vehicle. Never exceed the approved
gross vehicle weight or either of the approved axle loads, refer to page , as excessive loads can

pose a safety hazard, and may also put you in violation of freeway safety laws. You should
never transport heavy or hard objects unsecured in the passenger compartment, as they could
fly around and pose a safety hazard to the vehicle's occupants during abrupt braking or evasive
maneuvers. Please observe the special instructions supplied with the heavy-duty cargo straps.
Four lashing eyes mounted in the luggage compartment are used to secure these heavy-duty
cargo straps, refer to arrows. Mobility Load Driving tips Controls 6. If your vehicle will be towing
a trailer, part of the load from your trailer will be transferred to your vehicle. Consult the manual
for transporting a trailer to determine how this may reduce the available cargo and luggage load
capacity of your vehicle. At a glance Securing cargo Reference 5. Determine the combined
weight of luggage and cargo being loaded on the vehicle. That weight may not safely exceed the
available cargo and luggage load capacity calculated in step 4. You can obtain the latest version
at your BMW center. Display in the assistance window You can display the route or the current
position in the assistance window. This display remains visible even if you switch to another
application. Move the controller to the right to enter the assistance window. Inserting navigation
DVD 2. Other menu items are displayed. Select the desired route view or "Current position".
Insert the navigation DVD with the labeled side up. Wait several seconds for the system to scan
the data from the DVD. Removing navigation DVD 1. Press button 1. The DVD emerges slightly
from the drive. Remove the DVD. If the DVD is not ejected from the drive, it is possible that it is
jammed. The contents of the assistance window are continually updated as you drive. Select
"Navigation" and press the controller. Operating navigation system Enter data only when the
vehicle is stationary, and always obey the traffic regulations and road signs in the event of any
contradiction between traffic and road conditions and the instructions issued by the navigation
system. If you do not observe this precaution, you may be in violation of the law, and can
endanger vehicle occupants and other road users. Change to the second field from the top if
necessary. Turn the controller until "Enter address" is selected and press the controller. Select
the first letter and press the controller. Selecting country 1. A list of available countries appears
on the display. Enter additional letters if necessary. The list gradually grows smaller each time
you enter a new letter. Select the country of destination and press the controller. Change to the
third field from the top if necessary. Turn the controller until the town or Online Edition for
Part-No. At a glance city name is selected from the list and press the controller. Select "Street"
or the displayed street and press the controller. Enter the street. Input the zip code: Select the
individual digits and press the controller. The intersection is entered in the same way as the
street. Mobility 3. Select the zip code and press the controller. Change into the third field from
the top. Turn the controller until the destination is selected and press the controller. You can
also enter a street without entering a destination. In this case all streets of the entered country
are offered for selection. Communications Entertainment 1. Change to upper field. The arrow is
selected. Starting destination guidance with manual destination entry 2. Turn the controller to
the right until the request for the entry of a street in the country appears and press the
controller. Select "Start guidance" and press the controller. Destination guidance starts
immediately. If destination guidance is not to be started immediately: Select "Add to destination
list" and press the controller. The destination is stored in the destination list, refer to page
Change to the second field from the top and enter the street. Entering house number 1. Select
"House number" and press the controller. Enter the house number: Select the individual digits
and press the controller. Turn the controller until the house number is selected and press the
controller. Only house numbers stored for the street on the navigation DVD can be entered.
When entering the destination, it is possible to change between speech input and iDrive at any
time. Reactivate the speech input function for this purpose if necessary. The map for
destination input can also be called up from the map view: Select the symbol and press the
controller. Selecting destination using information 4. Turn the controller to change the scale.
Move the controller in the desired direction to move the map. The controller can be moved to
the left, right, forward, backward and also diagonally. Press the controller to accept or store the
destination in the destination guidance system. Select "Information" and press the controller.
Make your selection, e. Destinations are shown on the Control Display which are sorted by
distance or alphabetically. The destination last entered appears at the top of the destination list.
This symbol indicates the current destination. To display other destinations in the destination
list: Turn the controller. Select a destination and press the controller. At a glance Driving tips
Select "Navigation" and press the controller. Adopting the destination into the destination
guidance system 1. Select the desired destination from the destination list and press the
controller. You can select these destinations and adopt them into the destination guidance
system. For example, in order to plan a longer route, you can store all of the destinations you
wish to visit in the destination list ahead of time, refer to Entering a destination manually on
page You can store approx. The selected destination can be edited: 1. Select "Address book"

and press the controller. Select "New address" and press the controller. Destination guidance is
switched off. Select "Enter address" and press the controller. Enter names and addresses.
Address book 5. Select "Store in address book" and press the controller. The entry is stored in
the address book. Opening address book iDrive, for principle details, refer to page You can also
store a destination from the destination list in the address book, refer to page Change into the
second field from the top. Turn the controller until "New address" is selected and press the
controller. Select "Edit address" and press the controller. Change the entry. For operation, refer
to Entering a destination manually, page Deleting individual destinations from address book 1.
Select "Delete address" and press the controller. To start destination guidance: Select "Start
guidance" and press the controller. Deleting all destinations from address book 1. The stored
entries are displayed on the Control Display. Driving tips Selecting destinations from address
book Controls 2. Communications Entertainment You can also enter your current position in the
address book if you have left the sector covered by the navigation DVD. In this case, you must
enter a name. Mobility 4. Changing destinations from address book Reference 3. Select "Use
current location as address" and press the controller. The name given can be changed.
Destination entry 4. Select "Delete data" and press the controller. To change the entry: 1. Select
"Home address" and press the controller. Selecting route 5. Select "Delete address book" and
press the controller. Select "Yes" and press the controller. Storing home address You can store
your current position or the current destination as a home address in the address book. This
entry is in the second position in the address book. Turn the controller until "Home address" is
selected and press the controller. You can influence the calculated route by choosing certain
route criteria. You can change the route criteria as often as you like when entering the
destination and whenever the destination guidance is active. The route is planned according to
fixed rules, taking the road type into account, e. The road types are stored on the navigation
DVD. As a result, the routes recommended by the navigation system may not always be the
same ones that you would choose based on personal experience. Changing route criteria 1.
Turn the controller until "Route preference" is selected and press the controller. Select "Use
current location as address", or "Save current destination" during the destination guidance, and
press the controller. To select the home address as the destination: 1. The various criteria are
listed on the Control Display. The route criterion is highlighted. The system will not accept
nonexistent names and addresses. The system runs ongoing checks, comparing your
destination entries with the data stored on the navigation DVD as the basis for instant response.
Communications Entertainment 3. Change to upper field if necessary. Turn the controller until
"Navigation" is selected and press the controller. Turn the controller until the destination is
selected from the destination list and press the controller or enter a new destination, refer to
page In the destination list This symbol marks the current destination. Select the current
destination and press the controller. After the route has been calculated, destination guidance
is indicated by arrows or a map display on the Control Display. The destination guidance can
also be started in the arrow or map display: Select the symbol and press the controller. During
destination guidance, you can operate other equipment via iDrive at any time. You are notified
well in advance of a necessary change of direction by spoken instructions and the display of
the direction arrows. If the destination was not reached before the end of the last trip, upon
restarting you will see Online Edition for Part-No. You have the option of displaying various
views of the route during destination guidance. From another menu, you can switch directly to
the screen last displayed, refer to Comfort opening of menu items on page Changing map view
Select the corresponding symbol and press the controller. The next map view is displayed.
Changing scale 3. The distances remaining to be traveled on each individual road are also
displayed. Turn the controller until "Route list" is selected and press the controller. To exit the
menu: Select the arrow and press the controller. In the arrow and map display: Turn the
controller until the symbol is selected and press the controller. The voice instructions are
switched on. Turn the controller until "Display settings" is selected and press the controller.
Setting volume of voice instructions The volume can only be adjusted during a voice
instruction. Repeat the last voice instruction, if required. Turn the knob during the voice
instruction to select the desired volume. This volume is independent of the volume of the audio
sources. Turn the controller until "Languages" is selected and press the controller. Navigation
1. In the map view: Move the controller to the left to change the field. Driving tips Controls Voice
instructions can be switched on or off during the destination guidance in the arrow or map
view: At a glance 5. Turn the controller until "Navigation voice instructions on" is selected and
press the controller. Displaying current position Bypassing route sections 1. During destination
guidance, you can revise the navigation system's route recommendations to avoid particular
stretches of road. You can also display your current position with the destination guidance
switched off. Change into the fourth field from the top. Turn the controller until "Current

position" is selected and press the controller. Turn the controller until "New route" is selected
and press the controller. The current position of your BMW is displayed. Turn the controller to
enter the desired number and press the controller. The route is recalculated. To exit from the
menu without changing the route: Select the arrow and press the controller. If the navigation
system is unable to identify a town or city, your current map coordinates will appear. You can
also have the current position displayed on a map, refer to page If the battery has just been
reconnected after having been disconnected, it then takes up to 10 minutes before the system is
once again operational. The data of the destination is not stored on the navigation DVD that is
loaded. Select a destination that is as close as possible to the original. The system is unable to
receive enough GPS signals at your current position due to obstructions, your current position
is not yet available on your navigation DVD, or the system is in the process of calculating your
current position. As a rule, reception is guaranteed in the open air. You are driving in an area
that has not yet been completely recorded on the navigation DVD. Instead of an arrow indicating
a turn, you will see an arrow which indicates the general direction of your planned route. Or you
have left the recommended route and the system requires a few seconds to calculate a new
recommended route. The DVD is labeled accordingly. On the navigation DVD, no downtown area
can be determined for the city or town entered. Enter any street, or a destination such as the
railway station etc. In this case, the system will not offer you any letters to choose from. When
you switch on, the last set radio station or CD track is played. The layout of the buttons can vary
depending on your vehicle's equipment. Equipment with a single drive: 2. Move the controller
backwards to open "Entertainment". Controls 3. Select "Entertainment settings" and press the
controller. This symbol on the Control Display indicates that sound output is switched off.
Select "Audio" and press the controller. Navigation For equipment with an individual drive, the
sound output is available for approx. To do so, switch the sound output on again. Adjusting
volume Turn knob 1 next to the CD player until the desired volume is set. You can also adjust
the volume with buttons on the steering wheel, refer to page Tone control You can alter various
tone settings, e. The sound settings are globally adjusted for all audio sources. At a glance 1.
Driving tips The selected audio source is stored for the remote control currently in use.
Changing tone settings The tone settings can also be selected when you have opened
"Entertainment" in the start menu: Select "Set" and then "Tone", and press the controller.
Treble and bass 1. Communications Entertainment From another menu, you can switch directly
to the screen last displayed, refer to Comfort opening of menu items on page Turn controller:
The adjustment is applied; the field can be changed. You can set various stages for the increase
in volume. Select "Speed volume" and press the controller. Select "Concert hall" or "Theater".
LOGIC7 spatial sound is switched on. To switch off spatial sound: Select "Off" and press the
controller. Select "Equalizer" and press the controller. Move the controller to the left or right to
select the desired frequency range. Resetting tone settings You can reset all tone settings to
the default settings. Select "Reset" and press the controller. Changing stations Listening to
radio Turn the controller. In addition to the stations currently displayed, you can have stations
with another selection criterion displayed. Press the button if the sound output is switched off.
You can choose from the following selection criteria: 1. Turn controller until "FM" or "AM" is
selected. Radio Business You can choose from the following selection criteria: 4. Stations are
shown on the Control Display on the basis of various selection criteria, e. If "Autostore" does
not display any stations or if the stations displayed can no longer be received, to update the
station with the strongest signal, refer to page Turn the controller until the desired selection
criterion is selected and press the controller. Select "Scan" and press the controller. This
cancels the scan search, and the radio remains on the current station. Buttons next to CD
player To start scan, hold down the the corresponding direction. Selecting the frequency
manually With "Manual" you can select stations that are received in addition to those displayed.
Select "Manual" and press the controller. Sampling stations, scan The system automatically
plays a brief sample from each of the stations on the current waveband. Select "FM" or "AM"
and press the controller. Turn the controller to set a certain frequency. Updating stations with
best reception If you are on a longer journey and leave the transmission range of the stations
originally set, you can update the list of stations with the best reception. Navigation Press the
button for the corresponding direction. The system switches to the next displayed station. You
can also change stations with buttons on the steering wheel, refer to page Controls To stop the
scan: Driving tips Changing selection criteria 2. Mobility 1. Radio 3. Select "Autostore" and
press the controller. Select the desired frequency or station. Select "Store" and press the
controller. The display of the stations with the strongest reception is updated. The frequencies
of the stations are displayed. Storing stations 1. Turn the controller until "FM" or "AM" is
selected and press the controller. Turn the controller until the desired memory position is
selected. The number of the memory position appears beside the name or frequency of the

station. The station is stored. The stations of the last selection criterion are displayed again
after a short time. The stations are stored for the remote control currently in use. Select "RDS"
and press the controller. Select "Presets" and press the controller. Select the desired station. At
a glance Changing a memory position 3. Controls 4. Select "Favorites" and press the controller.
If the reception conditions are good, the station names are shown on the Control Display. If the
reception is weak or disrupted, it can take some time before the station names are displayed.
The most frequently used stations are shown at the beginning. Select "All stations" and press
the controller. Weather news flashes are repeated every for to six minutes and are routinely
updated at intervals of one to three hours, and more often when necessary. Most stations
operate 24 hours a day. For the "All stations" selection criterion, you can set whether the most
frequently used stations are displayed at the beginning. Reference 5. Radio In case of a storm,
the National Weather Service interrupts the routine weather news and transmits special warning
messages instead. Details are also provided on the Internet at www. Calling up weather news
flashes 1. Select "WB" and press the controller. Select "HD radio" and press the controller.
Select a station. The station for weather news flashes may be unavailable in some regions. You
can receive these stations digitally and in improved sound quality. Select "Off" and press the
controller. The reception of digital stations is activated. This symbol is displayed when a sender
is being received digitally. With some stations the digital signals are not transmitted
simultaneously with the analog signals. If you are in an area in which the selected station is not
continuously received digitally, playback switches between analog and digital reception. This
can result in repetitions or interruptions. In this case it may be advisable to deactivate digital
radio reception. At a glance With the digital stations, additional information on the current track
is displayed, e. Select station and press controller. Select "Details" and press the controller.
Controls If you are on a longer journey and leave the transmission range of the stations
originally set, you can update the list of stations with the best reception. Displaying additional
information The information is displayed. Driving tips Updating stations offering digital
reception 2. The channels are offered to you in predefined packages. To receive the channels of
your choice, you must have this package enabled. With this new technology the signal may fail,
causing interruptions in reception. Select "Play" and press the controller. Select a channel
marked with this symbol. Select desired channel. Artist Reference The channels of this category
are displayed. If "Categories" has been selected: Select the desired category and press the
controller. The name of the channel and additional information on the current track are
displayed, e. Turn the controller to select a memory position and press the controller. The
channel is stored. Changing channel with buttons next to CD player Press the button for the
corresponding direction. The system switches to the next enabled channel. Notes If no signal
can be received for more than 4 seconds, a message is displayed on the Control Display.
Reception may not be possible for certain reasons, e. The satellite radio has no influence on
this. The signal may not be available in tunnels or underground garages, next to tall buildings,
near trees, mountains or other sources of radio interference. Reception is usually possible
again as soon as the signal is available again. To sample all tracks of the current directory,
select "Scan directory" and press the controller. To end scan search: Navigation 2. Driving tips
To stop the scan: This cancels the scan search and the player remains on the current track.
Select "Scan directory" or "Scan all" and press the controller. CD player and CD changer
Repeating track 1. To cancel repeat mode: 1. Select "Repeat" and press the controller. Select
"Repeat track" or "Repeat directory" and press the controller. Random play sequence In this
mode, the tracks on the current CD are played once in a random sequence. Select "Random"
and press the controller. To cancel random mode: The current track on the CD is repeated. To
cancel repeat mode: 2. Press the controller again. Select the current track and press the
controller. To cancel random mode: 1. Select "Random directory" or "Random all" and press the
controller. To insert: Insert one CD into each compartment of the magazine with the labeled side
up. To insert CDs into the CD magazine 1 or remove them from it, you must first remove the
magazine from the CD changer: To remove: Pull out the desired tray and remove the
corresponding CD. Push in the CD magazine as far as possible in the direction of the arrow. The
CD changer automatically reads in the inserted CDs and is then ready for operation. Do not
operate if the cover is damaged, otherwise severe eye damage can result. Do not use
self-recorded CDs with adhesive labels as these can come loose during playback due to heat
build-up and cause irreparable damage to the system. Single-CDs, otherwise the CDs or the
adapter can jam and may no longer be ejected. Reference Press button 2 to eject the CD
magazine 1. Press the menu. Select "Phone" and press the controller. This Bluetooth passkey is
no longer required following successful logon. Only log on the mobile phone with the vehicle
stopped; otherwise you may become distracted and inadvertently endanger your passengers
and other road users. Dial the phone number. Select "Settings" and press the controller. Select

"Bluetooth communication active" and press the controller to activate or deactivate the link.
With the ignition and radio readiness switched off, e. Requirements The logon data of the
mobile phone are stored in the vehicle and the mobile phone is ready to operate. The engine is
running or the ignition is switched on. The mobile phone is detected by the vehicle. Adjusting
volume This opens the start menu. Turn the knob during a call to select the desired volume.
This volume for the handsfree system is maintained, even if the other audio sources are set to
minimum volume. Move the controller forward to open "Communication". Receiving calls If you
have the phone number of the caller stored in the phone book and the phone number has been
transmitted, the name of the entry is displayed. Ending a call Rejecting a call Select "Reject"
and press the controller. The caller is diverted to your mailbox if it has been activated. At a
glance Controls 4. Select "Dial number" and press the controller. Select the phone number and
press the controller. Driving tips Accepting a call Calling 2. Select "Dial" and press the
controller. Enter the desired phone number by dialing the individual digits and pressing the
controller. Always enter the complete phone number consisting of national dialing code, area
code, and phone number. The letters correspond to the digits on the keypad of the mobile
phone. To delete an incorrect character: Move the controller to the right to select and press the
controller. Dialing a phone number from phone book or a phone number stored in a list Phone
numbers you have called, incoming calls and the entries of the phone book are stored in lists
when the mobile phone is connected to the vehicle via Bluetooth. If the caller is entered in the
phone book, the name of the entry is displayed instead of the phone number. You can select the
desired subscriber from the list and establish the connection. Select "End call" and press the
controller. Reference 1. Select the desired entry and press the controller. The list is sorted
according to frequency. The last number dialed is at the top of the list. This requires the
telephone number of the caller to have been sent. Dialing phone numbers from phone book The
list "A - Z" is available for you phone book entries. The phone book entries appear on the
Control Display. Select "Call" and press the controller. The system dials the number. If different
phone numbers are stored in the mobile phone under one name, e. You can change a phone
number stored in the phone book, e. Select "A - Z" and press the controller. Select "Add digits"
and press the controller. Change the phone number. Dialing phone numbers stored in a list To
select an entry and establish a connection: 1. To limit the number of displayed entries, select
the first letter of the desired entry and press the controller. If applicable, select "Yes" and press
the controller. The list is deleted. Driving tips 3. Establish connection. Deleting individual
entries 1. Select the desired entry from the list and press the controller. Select "Delete" and
press the controller. The entry is deleted. Select "Keypad" and press the controller. Select the
desired character and press the controller. Each character is sent immediately and confirmed
by a tone depending the mobile phone model. Communications Entertainment Navigation This
function is available when a connection has been established. Select an entry from the list and
press the controller. Select "Delete all numbers" and press the controller. Depending on your
mobile phone, the system automatically switches over to the handsfree mode. Follow the
instructions displayed on the mobile phone display, refer to the operating instructions of your
mobile phone. Switching over may take several seconds. From handsfree system to mobile
phone When you telephone via the handsfree system, you can also continue the call via the
mobile phone if necessary, depending on the mobile phone model. Voice commands Activating
system 1. Press the button on the steering wheel. An acoustic signal indicates that you can say
commands. The text or numbers that the voice command system has registered will appear on
the Control Display. In dialogs where text is spoken, not a command, e. Having possible
commands read aloud The system understands default commands that must be spoken word
for word. You can operate your mobile phone without having to remove your hands from the
steering wheel. When making your entries, you will be assisted by announcements and
questions in many cases. The system recognizes digits from zero to nine. You can say each
digit individually or group them into a sequence to accelerate the input. The same prerequisites
as for operation via iDrive apply, refer to page The digits are deleted. Turn the button during an
instruction to select the desired volume. This volume for the instructions is maintained, even if
the other audio sources are set to minimum volume. Calling Dialing phone numbers 1. The
dialog for establishing a telephone connection is opened. Say the phone number. Voice phone
book Operating by voice command requires a personal voice phone book. In this case, it is not
possible to use voice command either to call phone numbers stored in the mobile phone or to
store new numbers. The connection to the desired subscriber is established. The dialog for
storing a name is opened. Speak name and repeat entry upon request. The spoken length of the
names in the phone book must not exceed approx. Say the phone number when prompted.
Delete entry: You can delete any entry from the voice phone book. The dialog for deleting an
entry is opened. Say the name when prompted. The dialog for deleting phone book is opened.

Selecting an entry The connection to the phone number of the selected entry is established. The
dialog for selecting an entry is opened. Notes The commands in English were available as of
this printing. Other languages are currently not available. To operate the mobile phone via the
voice command system, refer to page Issue the commands smoothly and at normal volume,
avoiding excessive emphasis and pauses. Have entries read aloud and select: You can have all
the entries of your voice phone book read aloud in the order of input and select a certain entry
to establish a connection: 1. The dialog for reading phone book is opened. Insert the snap-in
adapter at the front and press down until it engages. The mobile phone's battery is charged with
the ignition switch at radio readiness or higher or with the steering unlocked. To protect the
vehicle's batteries, avoid using the phone when the ignition is switched off. The installed car
phone is logged on to a cellular telephone network. This network must be capable of
transmitting the services. This can be displayed on the Control Display. Many functions of BMW
Assist depend on the individually agreed contract. Data transmission, e. When the contract
expires, the car phone can be deactivated by a BMW center without your having to visit a BMW
center. Following deactivation of the car phone, no emergency calls can be made. The car
phone can be reactivated after signing a new contract with a BMW center. Reception is best
when you have an unobstructed view to the sky. Enabling iDrive, for principle details, refer to
page Select "Communication settings" and press the controller. The range of services is
continually being expanded. Select "Service Status" and press the controller. You can check
when the BMW center was notified. Select "Enable services" and press the controller.
TeleService and, if applicable, BMW Assist are enabled; data exchange with the service center
starts. Select "Service notification" and press the controller. At a glance Mobility Enabling takes
a few minutes. The status is displayed on the Control Display. If you open another menu, the
enable process continues to run in the background. In some countries, it is possible to do both.
Select "BMW Service settings" and press the controller. Move the controller forwards to select
"Communication". This requires your mobile phone to be logged onto the vehicle. Select "BMW
Assist" and press the controller. Select "BMW Service" and press the controller. Select
"Roadside Assistance" and press the controller. Select "Start service" and press the controller.
Contact with the desired BMW service will be established. If the current position can be
determined, the current vehicle location is displayed. Contact with Roadside Assistance will be
established. The automatic service notification can be disabled separately. Please contact your
BMW center for this purpose. If applicable, select "Options" and press the controller. At a
glance Displaying vehicle data When TeleService or BMW Assist is activated, the license plate
and the vehicle identification number of your vehicle can be displayed. Select "Update services"
and press the controller. Controls 1. To deactivate the blocking function, enabling must be
carried out again, refer to page This does not affect the contractual agreements. In this case you
should update the services. Select "Terminate services" and press the controller. Select
"Profile" and press the controller. Navigation Displaying and updating services 6. To adjust the
license plate number, please contact your BMW center. Mobility 2. Contact is established. You
can select the displayed service phone number if your mobile phone is logged on in the vehicle:
iDrive, for principle details, refer to page Select "BMW Contact" and press the controller. Fuel
tank capacity Approx. Uniform Tire Quality Grading Quality grades can be found where
applicable on the tire sidewall between tread shoulder and maximum section width. The relative
performance of tires depends upon the actual conditions of their use, however, and may depart
significantly from the norm due to variations in driving habits, service practices and differences
in road characteristics and climate. Department of Transportation. All passenger car tires must
conform to Federal Safety Requirements in addition to these grades. When you are driving with
snow chains, it can be beneficial to switch off DTC briefly, refer to page This process can take
approx. Refill with 1 quart engine oil. We have 47 BMW manuals covering a total of 11 years of
production. This like all of our manuals is available to download for free in PDF format. In total,
that's over pages of content dedicated to your BMW We get a lot of people coming to the site
looking to get themselves a free BMW Haynes manual. We'll send you a quick email a new BMW
document is added. Spam free: Maximum of 1 email per month. Get your hands on the complete
BMW factory workshop software. Other Manuals 26 Pages. Other Manuals Pages. Other
Manuals 50 Pages. BMW - i - Owners Manual - - Other Manuals 54 Pages. BMW - - Owners
Manual - - Other Manuals 76 Pages. BMW - i - Workshop Manual - - Brochure 36 Pages. BMW - i Owners Manual - Owners Manual Pages. Bmw - Auto - bmwi-coupeowner-s-manual BMW - Auto
- bmwi-coupeowner-s-manual Bmw - Auto - bmwi-xdrive-coupeowner-s-manual Other Manuals
36 Pages. BMW - i - Brochure - - Brochure 35 Pages. BMW - Auto bmwi-convertibleowner-s-manual BMW - i Coupe - Brochure - - Brochure 17 Pages. BMW - i
coupe - Brochure - - Brochure 41 Pages. Get notified when we add a new BMW Manual. Notify
me. We cover 60 BMW vehicles, were you looking for one of these? Quick Links. See also:

Owner's Manual. Table of Contents. Owner's Manual. Online Edition for Part no. Previous Page.
Next Page. Chapters Table of Contents 5 Ignition Lock BMW i Owner's Manual pages. Page 2
Online Edition for Part no. Page 3 Booklet for Canadian models. We wish you an enjoyable
driving experience. Page 4 Printed on environmentally friendly paper, bleached without
chlorine, suitable for recycling. Page 10 Online Edition for Part no. Page Indicator And Warning
Lamps Page Menu Overview To open the start menu from the menu: Press the button twice.
Page 20 Settings are displayed graphically or numerically. Page Assistance Window , the status
information is temporarily hid- den. Page 23 Select "Display off" and press the control- ler. To
switch on, press the controller. Page 25 Page 27 Online Edition for Part no. Page 28 Online
Edition for Part no. Page 29 Online Edition for Part no. Page 31 Telephone, setting volume, refer
to the steering wheel, refer to page page Online Edition for Part no. Select "Unlock button" and
press the con- troller. Page Panic Mode Select the desired signal. Press the controller. The
signal is activated. Page Automatic Locking "Relock door if not opened" sole. The central
locking system automati- Online Edition for Part no. Page Luggage Compartment Lid Page
Alarm System This means that the alarm system, including the interior motion sensor, is armed
Online Edition for Part no. Page 39 1 second. Page 41 Press the switch beyond the resistance
point: The window opens automatically. Pressing Online Edition for Part no. Page Rear Window
The rear window continues to open for as long as you hold down the switch. Page 43 The
sunroof opens and the sliding visor moves completely back. Page 44 Do not attach luggage
rack systems to the convertible top. Page 45 Online Edition for Part no. Page 46 Pry out the two
buttons in the luggage com- partment with the screwdriver and then pull Online Edition for Part
no. Page 47 Together with the other person, pull the two sides of the convertible top out
simulta- Online Edition for Part no. Page 49 Fold in the upper and lower section. Page Adjusting
For airbag locations and additional information on airbags, refer to page Page 52 Online Edition
for Part no. Page 54 To fold it back, you do not need to use lever 1 to release it. Page Safety
Belts Guide the belt into its reel. To switch off: Press the button longer. Page Steering Wheel
Turn the controller until "Settings" is selected and press the controller. Page 58 Select the
button if necessary and press the controller. Page Transporting Children Safely Page 60 Online
Edition for Part no. Page Driving All indicator and warning lamps in the instru- ment cluster go
out. Page Indicator Lamp 3rd or 4th gear could lead to engine damage. Page Selector Lever
Positions â€”: manual downshifting in slippery conditions. Page 66 Press the accelerator pedal
beyond the full- throttle resistance point. Page Wiper System The setting is stored for the
remote control cur- rently in use. Page 71 Online Edition for Part no. Page 74 Online Edition for
Part no. Page 76 Online Edition for Part no. Page Everything Under Control Checking coolant
level, refer to page Page Engine Oil Temperature Gauge 50 km, otherwise engine functions are
not ensured and damage can occur. Page Trip Computer Entering a destination in the
navigation system , refer to page Page 81 To exit from the menu: Select the arrow and press the
controller. Page Check Control In urgent cases, this information will be shown as soon as the
corresponding lamp lights up. Page 83 To exit from the menu immediately: Select the arrow and
press the controller. Page 86 The setting is stored for the remote control cur- rently in use. Page
88 The setting is stored for the remote control cur- rently in use. Objects that are farther away
are already shown there before a signal tone Online Edition for Part no. Page Dsc Dynamic
Stability Control To support enhanced operating stability, reacti- brake forces. Page Dynamic
Drive Control Display. DBC has failed. Have the system checked as soon as possible. Page 93
Online Edition for Part no. Page 95 There is a flat tire or extensive inflation pressure loss. Page
96 Online Edition for Part no. Page 98 Warnings and information on the airbags is also provided
on the sun visors. Page 99 Online Edition for Part no. Page Head-Up Display For a system check
and to ensure long-term functioning, you must comply with the mainte- Online Edition for Part
no. Page The setting is stored for the remote control cur- rently in use. Page Lamps Press the
controller to open the menu. Select "Settings" and press the controller. Page Adaptive Head
Light Have the system checked as soon as possible. Page Reading Lamps You can turn them
on and off using buttons 2 located next to the lamps. Page Climate Switching off automatic
climate control please keep clear and unobstructed Online Edition for Part no. Page 24 hours.
After that, the time must be reacti- vated. Page Cigarette Lighter Press in the lighter with the
engine running or the ignition switched on. Page Ski Bag Only stow clean skis in the ski bag.
Wrap sharp edges so that no damage occurs. Page Securing Cargo Make sure that you do not
damage the rear seat upholstery. Page Online Edition for Part no. Otherwise there is a risk of
burns. Page Cargo Loading lbs. Page Stowing Cargo The rubberized side is washable and has
an anti-skid effect. Page Navigation Online Edition for Part no. Page Destination Entry Move the
controller to the right to call up "Navigation". Page Change to the third field from the top if necessary. Page Turn the controller until the destination is selected and press the controller. Page
Turn the controller until the house number is selected and press the controller. Page To exit

from the menu: Select the arrow and press the controller. Page Destination List Select "Start
guidance" and press the con- troller. Select "Address book" and press the controller. Page Turn
the controller until "New address" is selected and press the controller. Page Select "Yes" and
press the controller. Page Selecting Route The route criterion is highlighted. Page Arrow to
destination as the crow flies Select the arrow and press the controller. Page Maintain pressure
on the button for several seconds. Page Traffic Information Turn the controller to enter the
desired number and press the controller. The route is recalculated. Page Along planned route
Colored symbol with the traffic obstruction symbol. Page Displaying Current Position You can
also have the current position dis- played on a map, refer to page Page Entertainment CD player
as well as their tone settings. Move the controller backwards to call up "Entertainment". Page
Adjusting Volume From radio readiness, the setting for the remote control used at the moment
is saved. Page Lexicon, Inc. Page Select "Audio" and press the controller. Page Radio Page
Change into the second field from the top. The stations are sampled. Page Storing Stations
From radio readiness, the stations are saved for the remote control used at the moment. Page
24 hours a day. Page Satellite Radio Move the controller backwards to call up of the artist. Page
Select an enabled channel and press the controller. Page Reception is usually possible again as
soon as the signal is available again. Turn the controller until "CD" is selected and press the
controller. Page Selecting A Track Select the directory and press the controller. Select a track
by turning the controller. Page This cancels the scan search and the player remains on the
current track. Adjust volume and sound if necessary. Page This transfer depends on your
mobile phone, refer to the operating instructions of your Online Edition for Part no. Page The
phone book entries you have trans- Online Edition for Part no. Page Receiving Calls The letters
correspond to the digits on the keypad of the mobile phone. Page The phone book entries
appear on the Control Display. Page Change the phone number. Select "Dial number" and press
the control- ler. Page Voice Commands Turn the button during an instruction to select the
desired volume. Page Removing mobile phone Press button. To do this, Online Edition for Part
no. Page Breakdown Assistance Press the button for at least 2 seconds. Page Press the
controller. Select "Start service" and press the con- troller. Page You will be connected with a
BMW information service representative. Page This opens the start menu. Press the controller
to open the menu. Page Mobility Online Edition for Part no. Page Refueling A message is
displayed if the cap is loose or missing. Page Fuel Specifications Failure to comply with these
recommendations may also result in unscheduled maintenance. Page More details on the
permissible load and weights can be found on page Page Tire Identification Marks 6 years, even
if some tires may last for 10 years. Page Under The Hood Pull lever. Opening Press the release
handle and open the hood. Page Engine Compartment Turn the controller until "Service" is
selected and press the controller. Page Replacing Components Never touch the glass on new
bulbs with this. Page Press the snap connection on the plug con- nector, pull off the bulb holder
and replace. Page Tail Lamps Turn the bulb holder to the left by and remove. Remove and
replace the bulb. Page Vehicle Battery The position must be stored again, refer to page Page
Press the coupling downward, arrow 3, and fold the lid 4 forward. Page Connecting Jumper
Cables Attach the second end of the cable to the negative terminal of the battery or to the
Online Edition for Part no. Page After the engine starts, immediately depress the clutch again
completely. Page Reference Online Edition for Part no. Smallest turning circle diam. Page Can
holder, refer to Cup vehicle brochure holders â€” with comfort access Online Edition for Part
no. Page â€” residual heat utilization Weights â€” seats â€” steering wheel Online Edition for
Part no. Page Stability control, refer to refer to Active steering Driving stability control systems
Online Edition for Part no. This manual is also suitable for: i convertible. Print page 1 Print
document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. Also See for i Owner's manual - pages Product
catalog - 28 pages Brochure - 28 pages. Table Of Contents. Quick Links. Table of Contents.
Owner's Manual for. Online Edition for Part no. Previous Page. Next Page. Page 3 Also use the
Integrated Owner's Manual in your vehicle. The manual also contains information designed to
enhance operating reliability and road safety, and to contribute to maintaining the value of your
BMW. Box , Westwood, New Jersey , Telephone Page 9 Online Edition for Part no. Page 10
Online Edition for Part no. Page At A Glance At a glance These overviews of buttons, switches
and displays are intended to familiarize you with your vehicle. You will also become quickly
acquainted with the available control concepts and options. Page 16 Instrument cluster,
electronic displays Symbols and messages, e. Page Operating Concept Move in four directions.
All iDrive functions can be called up via the main menu. Selecting menu items Menu items
shown in white can be selected. Turn the controller until the desired menu item is highlighted.
Page Setting The Clock White arrows pointing to the left or right indicate Turn the controller
until the desired setting that additional panels can be opened. View of an opened menu When a

menu is opened, it generally opens with the panel that was last selected in that menu. Page 24
Deleting the button assignments Entry comparison Press buttons 1 and 8 simultaneously for
Entry of names and addresses: the selection is approx. Switch on the Entertainment sound
output if necessary. Notes on Emergency Requests Press the button on the steering wheel.
Press the desired button for more "Display Owner's Manual" than 2 seconds. Opening when a
Check Control Executing message is displayed Press the button. Page 29 Online Edition for
Part no. Page 30 Online Edition for Part no. Page Controls Controls This chapter is intended to
provide you with information that will give you complete control of your vehicle. All features and
accessories that are useful for driving and your safety, comfort and convenience are described
here. Page Profile Management Personal Profile New remote controls You can obtain new
remote controls from your The concept service center. Personal Profile concept Loss of the
remote controls You can set several of your vehicle's functions Lost remote controls can be
blocked by your to suit your personal needs and preferences. The profile list can be displayed
during each start for selecting the desired profile. Page Panic Mode Locking Switching on the
headlamp courtesy delay feature Press the button on the remote control. Briefly press the
button on the remote control. Do not lock from the outside The duration can be set in the
Control Display. Compliance statement: Otherwise, people can be injured or objects This device
complies with part 15 of the FCC damaged when the seat is moved back. Falling objects such as
leaves can trigger the alarm unintentionally. Page Rear Window Similarly, the windows close
while the switch is being pulled. All side windows open automatically. Pressing again stops the
motion. Similarly, the windows are automatically closed when the switch is pulled past the
resistance point. Page 49 Keep the convertible top well storage cover Grasp the convertible top
well storage cover open, e. Fold down the two convertible top ends on the convertible top well
storage cover. Page 51 Installation Install the wind deflector on the vehicle with the right
retaining pin and the two rear ones Remove wind deflector from the protective in the
corresponding openings. Push the left retaining pin into the provided Press the upper and lower
parts together opening until it latches. Page 52 To release the two lateral retaining pins, pull the
corresponding handle forward a little and them pull it to the side. Folding up On the left side,
pull the handle of the retaining pin on the wind deflector all the way back and release the latch.
Page Lumbar Support Seat tilt. Backrest tilt. Turn the controller to set the temperature
distribution. The LED lights up. The seat cushion and backrest surfaces are cooled by means of
integrated fans. Page Safety Belts Safety belts Buckling the belt Seats with safety belt The
vehicle has four seats, each of which is equipped with a safety belt. Notes Always make sure
that safety belts are being worn by all occupants before driving away. Although airbags
enhance safety by providing Make sure you hear the latch plate engage in the added protection,
they are not a substitute for belt buckle. Otherwise, the protective function of the active head
restraint will be impaired and the personal safety of the occupants will be endangered. Page
Steering Wheel Interior rearview mirror, automatic Possible up to approx. Storing the position
Seat, mirror, and steering wheel memory, refer to page Assistance getting in and out The
steering wheel temporarily moves into the highest position to make it easier to enter and exit
the vehicle. Page 64 This vehicle is not equipped with user-ready tether anchorages. General
information Enclosed areas Engine stop Do not let the engine run in enclosed areas; otherwise,
breathing of exhaust fumes may lead to loss of consciousness and death. Only add washer fluid
when the engine is cool, and then close the cover completely to Fold-out position of the wipers
avoid contact between the washer fluid and hot Required when changing the wiper blades or
engine parts. Page Automatic Transmission With Automatic transmission with otherwise, the
shift command will not be executed: shift lock. Page 73 Engaging P engine speed is too high,
the transmission does not shift down. D is displayed in the instrument cluster. The vehicle
inclination may cause the display to vary. Page Computer Selection lists in the The bar display
for the current fuel consumption is displayed in the instrument cluster. Range Information is
displayed on the info display of the Displays the estimated cruising range available instrument
cluster. Resetting values The time must be correctly set. The time zone is stored. Setting the
time "Settings" Press the controller. Make the necessary settings for the month Select the
desired language. Symbols Symbols Description No service is currently required. Page Check
Control Open "Options". It is shown on the Control Display. Page 83 "Check Control" Select the
text message. Briefly press the lever to the resistance point in the opposite direction. Page The
Concept Switching the high beams on and off Adaptive light control is malfunctioning or has
manually failed. The camera is located on the front of the interior rearview mirror. Interior lamps
Keep the area in front of the interior rearview mirror clear. In this case, change the sitting
position so that The system generally detects children seated in the front passenger airbags are
activated and a child seat, especially in the child seats that the indicator lamp goes out. Page
Rollover Protection System Rollover protection system Push the lever to the side and hold it in

this position. Page Resetting The System One wheel is yellow system will operate properly.
System limits All wheels are yellow Sudden tire damage Page 93 Start the engine - do not drive
away. In this case, initialize the system. Reset the tire pressure using "Reset". If an
identification is not possible, please Drive away. The tires are shown in gray and "Resetting
Rectify the flat tire. Page 95 main continuously illuminated. This sequence The system could be
delayed or malfunction in will continue upon subsequent vehicle start-ups the following
situations: as long as the malfunction exists. Page 96 been initialized. In this case, initialize the
Reduce your speed and stop cautiously. This system issues a warning at speeds above approx.
Page 98 Malfunctions The lamp in the exterior mirror housing lights up dimly. Page Radar
Sensors Warning Radar sensors If the turn signal is set while a vehicle is in the critical zone, the
steering wheel vibrates briefly and the lamp in the mirror housing flashes brightly. The concept
The vehicle remains steerable even during full DSC prevents traction loss in the driving wheels
brake applications, thus increasing active when driving away and accelerating. In critical
situations, Integral Active Steering can Proceed cautiously and drive defensively. Configure the
program. This configuration is retrieved when the sport Display on the Control Display program
is activated. Program changes can be displayed briefly on the Control Display. Page Driving
Comfort Driving comfort Cruise control The marking in the speedometer is set to the current
speed. The concept Cruise control can be used. The system is functional at speeds beginning at
Switching off approx. Deactivated or interrupted system It maintains the speed that was set
using the control elements on the steering wheel. Page Measurement False warnings
Measurements are made by ultrasound sensors PDC may issue a warning under the following in
the bumpers. For example, if an object is detected to the left rear of the vehicle, a signal tone
sounds On the left part of the display screen, the vehicle from the left rear speaker. Page Top
View Select transmission position R with the engine running. The image quality may be
impaired by dirt. Display on the Control Display Clean the lens, refer to page The traffic area to
the left and right is displayed on the Control Display. Page Parking Assistant Cameras Personal
responsibility The parking assistant does not relieve the driver of responsibility for the vehicle
during the parking procedure. Watch the parking space and parking procedure closely and
intervene if necessary; otherwise, there is the danger of an accident. The current status of the
parking space search is indicated on the Control Display. Have the system ing appears on the
display. Page Limits of ultrasonic measurement that are similar in shape to human beings are
detected by the system. The displayed symbol can vary with the people detected. For people
located in the central area, the distance to the person is indicated by the size of the symbol.
Adjusting the height "Settings" "Head-up display" "Height" Turn the controller. The height is
adjusted. Special windshield The windshield is part of the system. Page Maximum Cooling
Temperature open. In addition, the air volume is increased as the vehicle speed increases. Turn
the wheel to set the desired temperature. Air volume, manual The automatic climate control
achieves this temperature as quickly as possible, if necessary To be able to manually adjust the
air volume, The The rear window defroster is only active when system then recirculates the air
currently within the rear window is closed. Page The symbol on the automatic climate control
lights up when the switch-on time is activated. The symbol on the automatic climate control
flashes when the system has been switched on. The system will only be switched on within the
next 24 hours. After that, it needs to reactivated. You have approx. Press on the cover. The
lighter can be removed as soon as it pops back out. Page Cupholders Locking the storage
compartment Notes Shatter-proof containers and no hot drinks Use light and shatter-proof
containers and do not transport hot drinks. Otherwise, there is the increased danger of injury in
an accident. Storage compartment under the cargo floor cover Raise the cargo floor cover using
the strap. Lashing eyes To secure the cargo, refer to page , there are lashing eyes in the cargo
area. Page Online Edition for Part no. Page Driving Tips Driving tips This chapter provides you
with information useful in dealing with specific driving and operating modes. During this
break-in period, engage the clutch gently. Page Condensation under the parked vehicle The
heat generated in this process helps dry the brake discs and pads. Page Securing Cargo
Securing cargo The resulting figure equals the available amount of cargo and luggage load
capacity. Use 1st gear to get the vehicle in motion. Page Navigation Navigation This chapter
contains various examples of how the navigation system can guide you reliably to your
destination. Navigation data are stored in the vehicle and can be updated. Page Address Book
Select the numbers. Highlight the entry. Selecting an entry. Entering a street and intersection
Select "Street" Page checked as a destination, refer to "Store position as contact" or "Add
position page Select the type of address and enter the first and last name. Page Last
Destinations Last destinations Special destinations At a glance Opening the search for special
destinations The destinations previously entered are stored automatically. To select special
destinations, e. A connection is established to the Concierge service, refer to page Page

Destination Guidance Store the trip Open the last trip Up to 30 trips can be stored in the trip list.
If "Navigation" necessary, delete existing trips to be able to "Stored trips" store new trips. Page
Bypassing a section of the route Select the symbol. Calculate a new route for a route section.
Page Open "Options". Page D. Page in the map using triangles or gray bars along the The
destination guidance system takes the calculated route. Page Entertainment Entertainment The
chapter helps assure your enjoyment when receiving radio and television stations and playing
CDs, DVDs and tracks from the music collection. Select the desired setting. Page Radio Radio
Controls Select the desired station. Change wave band Storing a station Sound output "Radio"
To select the frequency: turn the controller. It is usually at its best when you have an
unobstructed view The availability of the Weather Band and the of the sky. Page Via direct
channel entry Open "Options". Page Storing the league or team "Satellite radio" Leagues or
teams can be added to the favorites "Manage favorites" from a selection list. Page Select one of
the symbols to deactivate Traffic "Store station" Jump. Automatic update About twice a year,
Sirius performs an update of the channel names and positions. The update takes place
automatically and may take several minutes. Page Random Playback Selecting a track via iDrive
Displaying information on the track Audio CDs If information about a track has been stored, it is
displayed automatically: Select the desired track to begin playback. To select menu items: move
the controller and press it. To change to the video menu: turn the controller and press it. Open
"Options". Patents: 5,,; Manufactured under license under U. Page Music Search "Storing Page
Current playback Select the desired category. The list of tracks that was generated last by the
music search, or the album that was selected last. Select the letters individually. To go up a
level in the directory: move the controller to the left. Deleting an album An album cannot be
deleted while a track from Random playback Page Connect the headphones or line-out
connector ers, USB flash drives, or mobile phones that of the device to the jack plug. USB audio
interface The playback starts with the first track. The USB audio interface is in the center
armrest. Press and hold the button. They can be operated via iDrive. The sound is output on the
vehicle loudspeakers. Select other categories if you wish. Select the desired device from the list
of paired devices. If pairing was successful, the device is displayed as connected. Page
Unpairing a device Select the symbol. Highlight the device that is to be unpaired. Switch on the
ignition. Page The previous version may only be restored when the vehicle is stationary. All
listed software updates are removed. Page Communication Communication All of the options
available to you for mobile communication with family, friends, business partners, and service
providers are described in this chapter. The concept Displaying the vehicle identification Mobile
phones or other external devices such as number and software part number audio players can
be connected to the vehicle The vehicle identification number and software via Bluetooth. Page
The functions supported by the mobile phone when it is reconnected. If the device is already
and audio device are displayed as symbols when connected, these functions are deactivated.
Configuring the devices White symbol: the function is active. Activate Bluetooth in the e. Page
Incoming call Ending a call Receiving calls Via iDrive If the number of the caller is stored in the
phone book and is transmitted by the network, the name of the contact is displayed. Otherwise,
only the phone number is displayed. Page Phone Book Establishing a conference call must be
supported by the mobile phone and service provider. Accepting a call while speaking to
Establish two calls. Page Redialing A symbol indicates the storage location of the contacts.
General information The list of dialed numbers in the mobile phone is transmitted to the vehicle
depending on the mobile phone. The 20 phone numbers dialed last are displayed. Page Mobile
Phone "Received calls" play; refer also to the mobile phone operating instructions. From the
hands-free system to the mobile phone Calls that are made on the hands-free system can in
some cases be continued on the mobile phone; this depends on the mobile phone. Possible
commands are announced. Depending on how your vehicle is equipped, it The digits from zero
to nine are recognized. The may be necessary to create your own voice digits can be spoken
separately or combined in phone book. Press the button and remove the cover. Page Removing
the mobile phone Press the button and remove the mobile phone. Page "Contacts" When a
contact is edited, the changes are not stored on the mobile phone. A copy of the entry is stored
in the vehicle. Select the address. The connection is established. Read the e-mail out loud, refer
to page Displaying the task list Displaying the note Display tasks that are due within the next
Select the desired note. Go back one paragraph. If all points in this list have been checked and
the required function is still not available, please contact the hotline or service center. Contacts
can be exported and imported via the Personal Profile, refer to page Page Roadside Assistance
"Roadside Assistance" provides phone numbers and addresses. Page Mobility Mobility To
ensure that you remain mobile at all times, this chapter supplies you with important information
on the topics of fuels and lubricants, wheels and tires, service, maintenance, and Roadside
Assistance. Page Refueling Refueling Fuel cap Do not pinch the retaining strap Do not pinch the

retaining strap attached Opening to the cap; otherwise, the cap cannot be closed properly and
fuel vapors can escape. Briefly press the rear edge of the fuel filler flap. Page Fuel Failure to
comply with these recommendations may result in unscheduled maintenance. Page Tire
Damage Temperature Below a tread depth of 0. The temperature grades are A, the highest, B,
and C, representing the tire's resistance to the Minimum tread depth generation of heat and its
ability to dissipate heat when tested under controlled conditions on a specified indoor
laboratory test wheel. Page Closing The Hood Press the release handle and open the hood.
Danger of pinching Make sure that the closing path of the hood is clear; otherwise, injuries may
result. Danger of injury when the hood is open There is a danger of injury from protruding parts
when the hood is open. Add 1 The engine oil consumption is dependent on the quart! Page
Coolant Level The engine oil quality is critical for the life of the Checking engine. Let the engine
cool. Page Disposal Comply with the relevant environmental protection regulations when
disposing of coolant and coolant additives. Page Fuel Cap This indicates that there is excessive
misfiring in the engine. Remove the wiper blade toward one side. The tool kit is stored under the
cargo floor cover in the cargo area. Lamp and bulb replacement Wiper blade replacement
General information Do not fold down the wipers without wiper blades Page For checking and
adjusting headlamp aim, and reduce its service life. Use a clean tissue, cloth or something
similar, or LEDs or light modules hold the bulb by its base. Page License Plate Lamps Unscrew
the cap and remove it. These lights are made using LED technology. Detach the wire bracket.
Page Changing Wheels Jacking points for the vehicle jack Replace the bulb. Mount the bulb
holder and the cover of the trunk lid in reverse order. Backup lamp Follow the general
instructions on lamps and bulbs, refer to page Never attempt to repair a blown fuse and Your
service center will be glad to advise you on do not replace a defective fuse with a substitute
questions regarding the battery. Let both engines run for several minutes. Disconnect the
jumper cables in the reverse order. Check the battery and recharge if necessary. Tow-starting
and towing Have your vehicle transported with a tow truck Manual transmission with a so-called
lift bar or on a flat bed. It can be screwed in at the front or rear of the BMW. Page Manual
transmission If possible, do not tow-start the vehicle but start the engine by jump-starting, refer
to page Switch on the hazard warning system and comply with local regulations. Ensure that a
cycle without wax or a special Steam jets or high-pressure washers cycle for convertibles is
available. Then dry with a soft Clean light-colored leather more frequently as cloth. Page Only
use floor mats that have been approved for the vehicle and can be properly fixed in place.
Ensure that the floor mats are securely fastened again after they were removed for cleaning, for
example. Page Reference Reference This chapter contains technical data, short commands for
the voice activation system, and an index that will quickly take you to the information you need.
Page Length, wheel base Wheel base: Adjusting Vehicle Function Command Open the main
menu. Page Function Command Open the route. Page Function Command Split screen, facing
the direction of travel. Page Function Command Select a frequency range. Page Tone Function
Command Open the tone settings. Print page 1 Print document pages. Cancel Delete. Sign In
OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.

