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Quick Links Download this manual. Previous Page. Next Page. Dodge charger srt8 automobile
owner's manual pages. Page 3 HEMI V8 that pushes the envelope with a whopping horsepower
and lb-ft of torque, taking you from in the five-second range â€” with handling dynamics that
blend power with precision. Find out more at www. Results depend on driving habits and
conditions. Page 5 HEmistRy. It began as code name Eagle. Chrysler engineers took the
ingeniously powerful and masterfully efficient 5. Building on the quality, reliability, and
durability of the HEMI engine, the engineers also increased compression ratios and improved
piston and valve spring design, as well as oil pump capacity. Page 6 6. The high-performance 6.
The formidable 3. The 2. The driveline components of this state-of-the-art road warrior is the
product of sophisticated computer-aided engineering and the most rigorous testing. By
operating with precision at incredible speeds and able to withstand the rigors of the roughest
road, these parts enable Charger to smoothly transfer engine energy to the wheels for a quality
ride. The rear seats welcome combined loads. You can lower the second row completely for
long or bulky items. Exclusive SRT leather-trimmed, microfiber suede-accented performance
seats have bolstered sides to keep driver and passenger firmly planted when cornering.
Available as an Authentic Dodge Accessory by Mopar. This available high-end entertainment
option gives you inputs for audio, video and games. Subscription required, sold separately.
When you enhance your Charger with Authentic Dodge Accessories by Mopar, you gain far
more than substantial style, premium protection, powerful performance or extreme
entertainment. With a 3. Page 15 Brake Assist detects conditions when maximum force is
needed for optimum stopping power. For more safety and security enhancements, visit dodge.
HomeLink is a registered trademark owned by Johnson Controls, Inc. This manual is also
suitable for: Charger Print page 1 Print document 19 pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL. Do you have
a question about the Dodge Charger or do you need help? Ask your question here. Provide a
clear and comprehensive description of the issue and your question. The more detail you
provide for your issue and question, the easier it will be for other Dodge Charger owners to
properly answer your question. View the manual for the Dodge Charger here, for free. This
manual comes under the category Cars and has been rated by 1 people with an average of a 7.
This manual is available in the following languages: English. Below, you will find the most
frequently asked questions about the Dodge Charger Is your question not listed? Chrysler LL C.
Second Edition Printed in U. Ask a question. About the Dodge Charger Dodge Charger
specifications. Related product manuals. Frequently Asked Questions Below, you will find the
most frequently asked questions about the Dodge Charger How do I convert miles into
kilometres? The location of the VIN number of the car differs per brand and type of car. The
code may be stamped on the frame of the car or mounted on a plate. What is a VIN number? The
VIN number of a car is an identification number unique to each car. When does my Dodge need
maintenance? Regular maintenance is necessary for every car. How often the car needs
maintenance and what exactly needs to be done can be found in the maintenance instructions.
For major periodic service, this should generally be done every 2 years or after 30, kilometres.
When should I change the brake fluid of my Dodge? It is recommended to change the brake
fluid every two years. What is the difference between E10 and E5 petrol? E10 petrol consists of
up to ten per cent ethanol while E5 petrol will contain less than five per cent ethanol. As a
result, the percentage of E10 petrol is lower than that of E5 petrol, making it less bad for the
environment. One or more doors won't open from the inside. Now what? The lock is most likely
set to the child safety lock so it cannot be opened from the inside. How to unset the child safety
lock differs per brand and type. My car radio does not turn on, now what? If your car radio does
not turn on, it will not receive any power. Check that the red wire is connected to the contact
power supply and the yellow wire to the constant power supply. Also See for Charger Manual 19 pages Quick reference manual - 13 pages. Table of Contents. Previous Page. Next Page.
Dodge Charger Quick Reference Manual 13 pages. It is supplemented by a Warranty Information
Booklet and various customer-oriented documents. You are urged to read these publications
carefully. The VIN is visible from outside of the vehicle through the windshield. Any
modifications or alterations to this vehicle could seriously affect its roadworthiness and safety
and may lead to an accident resulting in serious injury or death. Page 13 Child Restraints You
can insert the double-sided integrated key into the igni- tion switch with either side up. The valet
key allows for entry into the vehicle should the battery in the vehicle or the Fob go dead.
Opening either front door will cancel this feature. The system does not need to be armed or
activated. Operation is automatic, regardless of whether the vehicle is locked or unlocked. Cell
phones, pagers, or other Radio Frequency RF elec- tronics will not cause interference with this
system. Insert the first valid integrated key into the ignition switch and turn the ignition switch
to the ON position for at least three seconds, but no longer than 15 seconds. Operation is

subject to the following conditions: This device may not cause harmful interference. This device
must accept any interference that may be received, including interference that may cause
undes- ired operation. If you wish to rearm the Vehicle Security Alarm after closing the door,
you must repeat one of the previously- described arming sequences. Check the vehicle for
tampering. This feature can be turned on or turned off. The turn signal lights will flash and the
horn will chirp to acknowledge the signal. Opening a door with the security alarm activated will
cause the alarm to sound. NOTE: Do not touch the battery terminals that are on the back
housing or the printed circuit board. Battery access is through a door located on the rear of the
RKE transmitter. Reposition the access door panel over the battery opening and snap into
place. To unlock each door, pull the door lock plunger on each door trim panel upward. Use this
switch to lock or unlock the doors. Power Door Lock Switch If you press the power door lock
switch while the key is in the ignition, and any front door is open, the power locks will not
operate. Page 33 6. The driver door is opened. The doors were not previously unlocked. Open
the rear door. Avoid trapping anyone in a vehicle in a collision. Remember that the rear doors
can only be opened from the outside when the child protection locks are engaged. Failure to
follow this warning may result in serious injury or death. Page Windows 3. Repeat Steps 1 and 2
for the opposite rear door. Never leave children in a vehicle with the key in the ignition switch.
Occupants, particularly unattended children, can become entrapped by the windows while
operating the power window switches. Such entrapment may result in serious injury or death.
To stop the window from going all the way up during the AUTO-up operation, push down on the
switch briefly. To close the window part way, lift the window switch to the first detent and
release it when you want the window to stop. There is no anti-pinch protection when the window
is almost closed. Be sure to clear all objects from the window before closing. To reactivate the
AUTO-up feature, perform the following procedure after vehicle power is restored: 1. Pull the
window switch up to close window com- pletely and continue to hold the switch up for an
additional two seconds after the window is closed. With the ignition switch in the ON position,
the Trunk Open symbol will display in the instrument cluster indicating that the trunk is open. It
is located on the inside of the trunk lid, near the latch, and is coated so that it glows in a
darkened trunk. Pull on the handle to open the trunk. In a collision, you and your passengers
can suffer much greater injuries if you are not properly buckled up. You can strike the interior of
your vehicle or other passengers or you can be thrown out of the vehicle. Always be sure you
and others in your vehicle are buckled up properly. It is extremely dangerous to ride in a cargo
area, inside or outside of a vehicle. In a collision, people riding in these areas are more likely to
be seri- ously injured or killed. Do not allow people to ride in any area of your vehicle that is not
equipped with seats and seat belts. Enter the vehicle and close the door. Sit back and adjust the
front seat. The seat belt latch plate is above the back of your seat. Grasp the latch plate and pull
out the belt. Page 47 3. A belt that is buckled into the wrong buckle will not protect you properly.
Continued A shoulder belt placed behind you will not protect you from injury during a collision.
You are more likely to hit your head in a collision if you do not wear your shoulder belt. A lap
belt worn too high can increase the risk of internal injury in a collision. Always wear the lap belt
as low as pos- sible and keep it snug. Push and fully depress the button above the webbing to
release the anchorage, then move it up or down to the position that fits you best. Page Seat Belt
Pretensioners 3. Slide the latch plate upward over the folded webbing. The folded webbing must
enter the slot at the top of the latch plate. Continue to slide the latch plate up until it clears the
folded webbing. Seat Belt Pretensioners The seat belts for both front seating positions are
equipped with pretensioning devices that are designed to remove any slack from the seat belts
in the event of a However, the belt will still retract to remove slack in the shoulder belt. This may
allow the airbag to have different rates of inflation that are based on collision severity. If the
vehicle is equipped with supplemental side curtain airbags, they are located above the side
windows. Page 57 If the vehicle is equipped with supplemental front seat- mounted side airbags,
they are marked with an SRS label sewn into the outboard side of the seat. If your vehicle is
equipped with supplemental front seat-mounted side airbags, do not use acces- sory seat
covers or place objects between you and the seat airbags; Continued If your vehicle is equipped
with supplemental side curtain airbags, do not stack luggage or other cargo up high enough to
block the location of the side curtain airbag. The area where the side cur- tain airbag is located
should remain free from any obstructions. Infants in rear-facing child restraints should NEVER
ride in the front seat of a vehicle with a passenger front airbag. An airbag deployment could
cause severe injury or death to infants in that position. Children who are not big enough to wear
the vehicle seat belt properly should be secured in the rear seat in child restraints or
belt-positioning booster seats. Relying on the airbags alone could lead to more severe injuries
in a collision. The airbags work with your seat belt to restrain you properly. Always wear your
seat belts even though you have airbags. The front airbag inflators are de- signed to provide

different rates of airbag inflation from direction provided by the ORC. If the light does not come
on, stays on after you start the vehicle, or if it comes on as you drive, have the airbag system
checked right away. Page 63 inflate the side curtain airbag. The inflating side cur- tain airbag
pushes the outside edge of the headliner out of the way and covers the window. The airbag
inflates in about 30 ms about one-quarter of the time that it takes to blink your eyes with enough
force to injure you if you are not belted and seated properly, or if items are positioned in the
area where the side curtain airbag inflates. As the airbags deflate, you may see some smoke-like
particles. The particles are a normal by-product of the process that generates the nontoxic gas
used for airbag inflation. NOTE: The interior lights can only be deactivated if the key is removed
from the ignition switch or the vehicle is driven. Modifications to any part of the airbag system
could cause it to fail when you need it. While the airbag system is designed to be mainte- nance
free, if any of the following occurs, have an authorized dealer service the system promptly: The
Airbag Warning Light does not come on or flickers during the six to eight seconds when the
ignition switch is first turned ON. In the event that an investigation is undertaken by Chrysler
LLC regardless of initiative , the company or its designated representative will first obtain
permission of the appropriate custodial entity for the vehicle usually In a collision, an
unrestrained child, even a tiny baby, can become a missile inside the vehicle. The force required
to hold even an infant on your lap could become so great that you could not hold the child, no
matter how strong you are. Rearward-facing child seats must NEVER be used in the front seat
of a vehicle with the front passenger airbag unless the airbag is turned off. An airbag
deployment could cause severe injury or death to infants in this position. Check belt fit
periodically. If the shoulder belt contacts the face or neck, move the child closer to the center of
the vehicle. Page 73 Here are some tips on getting the most out of your child restraint: Before
buying any restraint system, make sure that it has a label certifying that it meets all applicable
Safety Standards. We also recommend that you make sure that you can install the child
restraint in the vehicle where you will use it before you buy it. For some older child restraints,
many child restraint manufacturers offer add-on tether strap kits or retrofit kits. You are urged
to take advantage of all the available attachments provided with your child re- straint in any
vehicle. Page 75 Again, carefully follow the installation instructions that are provided with the
child restraint system. The rear seat lower anchorages are round bars located at the rear of the
seat cushion where it meets the seatback and are just visible when you lean into the rear seat to
install the child restraint. When using the LATCH attaching system to install a child restraint,
please ensure that all seat belts not being used for occupant restraints are stowed and out of
reach of children. Page 77 Seat belts with an automatic locking retractor have a distinctive label
on the seat belt webbing. The seat belt must be in the Automatic Locking mode in order to
enable a child restraint to be tightly installed. A locking clip should not be necessary once the
automatic locking feature is enabled. Rotate the cover over the anchor directly behind the seat
where you are placing the child restraint. An unrestrained pet will be thrown about and possibly
injured, or injure a passenger during panic braking or in a collision. Pets should be restrained in
the rear seat in pet harnesses or pet carriers that are secured by seat belts. DO NOT use the
recirculation mode. The best protection against carbon monoxide entry into the vehicle body is
a properly maintained engine exhaust system. You should be able to feel the air directed
against the windshield. See your authorized dealer for service if your defroster is inoperable.
Page 85 Interior Lights Adjust the mirror to center on the view through the rear window.
Headlight glare can be reduced by moving the small control under the mirror to the night
position toward the rear of the vehicle. You can turn the feature on or off by pressing the button
at the base of the mirror. A light next to the button will illuminate to indicate when the dimming
feature is activated. Vehicles and other objects seen in the passenger-side convex mirror will
look smaller and farther away than they really are. Relying too much on your passenger-side
convex mirror could cause you to collide with another vehicle or other object. Use your inside
mirror when judging the size or distance of a vehicle seen in the passenger-side convex mirror.
A rotary knob selects the left mirror, right mirror or off position. Power Mirror Control After
selecting a mirror, move the knob in the same direction you want the mirror to move. See the
uconnect website for supported phones. For uconnect customer support, visit the following
websites: www. Page Operation phone supports a different profile e. Refer to your cellular
service provider or the phone manufacturer for details. The volume of the uconnect phone can
be adjusted either from the radio volume control knob or from the steering wheel radio control
right switch , if so equipped. Help Command If you need assistance at any prompt, or if you
want to know your options at any prompt, say Help following Page 95 When prompted, after the
beep, say Pair a Phone and follow the audible prompts. You will be asked to say a four-digit
Personal Identi- fication Number PIN , which you will later need to enter into your cellular phone.
You can enter any four-digit PIN. The number will appear in the display of certain radios. Page

97 When prompted, enter the number designation e. This will allow you to store multiple
numbers for each phonebook entry, if desired. When prompted, recite the phone number for the
phonebook entry that you are adding. After you are finished adding an entry into the phonebook, you will be given the opportunity to add more phone numbers to the current entry or to
return to the Until then, if avail- able, the previous downloaded phonebook is available for use.
Page 99 first disconnect or drop the Bluetooth connection to the uconnect phone, and then
send the address book entry via Bluetooth. If the phonebook entry is longer than 24 characters,
it will only use the first 24 characters. After the Ready prompt and the following beep, say
Phonebook Delete. After you enter the Phonebook Delete menu, you will then be asked for the
name of the entry that you wish to delete. Page Phone Call Features Note that only the
phonebook in the current language is deleted. Automatic downloaded phonebook entries
cannot be deleted or edited. After the Ready prompt and the following beep, say Phonebook List
Names. Answer or Reject an Incoming Call - Call Currently in Progress If a call is currently in
progress and you have another incoming call, you will hear the same network tones for call
waiting that you normally hear when using your cellular phone. Page Conference Call When two
calls are in progress one active and one on hold , press and hold the PHONE button until you
hear a double beep indicating that the two calls have been joined into one conference call. Page
If the phone is not reachable and the uconnect phone is operational, you may reach the
emergency number as follows: Press the PHONE button to begin. After the Ready prompt and
the following beep, say Emergency and the uconnect phone will instruct the paired cellular
phone to call the emergency num- ber. NOTE: The towing assistance number dialed is based on
the country where the vehicle is purchased for the U. Saying a number, or sequence of
numbers, followed by Send, is also to be used for navigating through an automated customer
service cen- ter menu structure, and to leave a number on a pager. The uconnect phone will
play the current confirmation prompt status and you will be given the choice to change it.
Following the beep, say Mute off. Advanced Phone Connectivity Transfer Call to and from
Cellular Phone The uconnect phone allows ongoing calls to be trans- ferred from your cellular
phone to the uconnect phone without terminating the call. After the Ready prompt and the
following beep, say Setup Select Phone and follow the prompts. Page Voice Training For users
experiencing difficulty with the system recog- nizing their voice commands or numbers, the
uconnect phone Voice Training feature may be used. To enter this training mode, follow one of
the two following proce- dures: From outside the uconnect phone mode e. Even though the
system is designed for users speaking in North American English, French, and Spanish accents, the system may not always work for some. Performance, such as audio clarity, echo, and
loudness to a large degree rely on the phone and network, and not the uconnect phone. The
beep is your signal to give a command. NOTE: If you do not say a command within a few
seconds, the system will present you with a list of options. Universal commands are available at
all times. Local commands are available if the supported radio mode is active. Changing the
Volume 1. Start a dialogue by pressing the VR button. Voice Training For users experiencing
difficulty with the system recog- nizing their voice commands or numbers, uconnect phone
Voice Training feature may be used. Adjusting a seat while the vehicle is moving is dangerous.
The sudden movement of the seat could cause you to lose control. The seat belt might not be
properly adjusted and you could be injured. Adjust the seat only while the vehicle is parked. Do
not ride with the seatback reclined so that the shoulder belt is no longer resting against your
chest. In a collision you could slide under the seat belt and be seriously or even fatally injured.
Use the recliner only when the vehicle is parked. Turn the control lever for- ward to increase and
rearward to decrease the desired amount of lumbar support. The controls for each front seat are
located near the bottom center of the instrument panel. Persons who are unable to feel pain to
the skin because of advanced age, chronic illness, diabetes, spinal cord injury, medication,
alcohol use, ex- haustion, or other physical conditions must exer- cise care when using the seat
heater. It may cause burns even at low temperatures, especially if used for long periods. Be
certain that the seatback is securely locked into position. An improperly latched seat could
cause serious injury. The cargo area in the rear of the vehicle with the rear seatbacks in the
locked-up or folded down position should not be used as a play area by Move to the outside of
the vehicle and push the safety catch to the left. The safety catch is located under the center
front edge of the hood. Hood Safety Catch Use the hood prop rod if equipped to secure the
hood in the open position. This switch controls the operation of the headlights, parking lights,
instru- ment panel lights, instrument panel light dimming, inte- rior lights and fog lights. When
the system is on, the headlight time delay feature is also on. Page Daytime Running Lights - If
Equipped If you turn the headlights off before the ignition, they will turn off in the normal
manner. The headlight delay time is programmable on vehicles equipped with the EVIC. The
multifunction lever is located on the left side of the steering column. Multifunction Lever Turn

Signals Move the multifunction lever up or down and the corresponding turn signal indicator in
the instrument Pull the multifunction lever toward you to switch the headlights back to low
beam. Flash-to-Pass You can signal another vehicle with your headlights by lightly pulling the
multifunction lever toward you. This includes the glove box light, but not the trunk light. To
restore interior light operation, either turn the ignition switch ON or cycle the light switch.
Dimmer Control The dimmer control is part of the headlight switch and is located on the left
side of the instrument panel. The lever is located on the left side of the steering column. Sudden
loss of visibility through the windshield could lead to an accident. You might not see other
vehicles or other obstacles. Do not adjust the steering wheel while driving. The telescoping
adjustment must be locked while driv- ing. Adjusting the steering wheel while driving or driving
without the telescoping adjustment locked could cause the driver to lose control of the vehicle.
Page Electronic Speed Control The pedals can be adjusted while driving. Do not place any
article under the adjustable pedals or impede its ability to move as it may cause damage to the
pedal controls. The indicator light in the instrument cluster will illuminate to show that the
speed control system is on. A slight speed change on moderate hills is normal. The automatic
transmission will downshift while climb- ing uphill or descending downhill. Your motorized door
or gate will open and close while you are training the Universal Transceiver. Do not train the
transceiver if people or pets are in the path of the door or gate. For optimal training, point the
battery end of the hand- held transmitter away from the HomeLink. Page This can usually be
found where the hanging antenna wire is attached to the garage door opener motor it is NOT the
button normally used to open and close the door. Similar to this Canadian law, some U.
Operation is subject to the following two conditions: 1. This device may not cause harmful
interference 2. This device must accept any interference that may be received including
interference that may cause undesired operation NOTE: The transmitter has been tested and it
complies Occupants, particularly unat- tended children, can become entrapped by the power
sunroof while operating the power sunroof switch. In an accident, there is a greater risk of being
thrown from a vehicle with an open sunroof. Remove the obstruc- tion if this occurs. Next, press
the switch forward and release to Express Close. Pinch Protect Override If a known obstruction
ice, debris, etc. Page Sunroof Maintenance Sunroof Maintenance Use only a nonabrasive
cleaner and a soft cloth to clean the glass panel. Front Power Outlet The center console outlet is
powered directly from the battery power available at all times. To avoid serious injury or death:
Do not use a three-prong adapter. Do not insert any objects into the receptacles. Do not touch
with wet hands. Close the lid when not in use and while driving the vehicle. If this outlet is
mishandled, it may cause an electric shock and failure. Continued Power outlets are designed
for accessory plugs only. Do not hang any type of accessory or acces- sory bracket from the
plug. Improper use of the power outlet can cause damage. The cupholders are positioned
forward in the armrest and side-by-side to provide convenient access to beverage cans or
bottles while maintaining a resting place for the rear occupants elbows. The bottom
compartment also con- tains a Volt power outlet and a molded-in coin holder designed to hold
various size coins. A slot in the left and right side of the top compartment provides clearance
for power cords to pass conveniently out of the bin with the lid closed. Continued Place as
much cargo as possible in front of the rear axle. Too much weight or improperly placed weight
over or behind the rear axle can cause the rear of the vehicle to sway. Do not pile luggage or
cargo higher than the top of the seatback. A hydraulic pump contained within the shock
absorbers raises the rear of the vehicle to the correct height. It takes approximately 1 mile 1.
Fuel Gauge The pointer shows the level of fuel in the fuel tank when the ignition switch is in the
ON position. Push in and hold the button for two seconds when the trip odometer displays to
reset it to 0 miles km. Page 6. Charging System Light This light shows the status of the
electrical charg- ing system. The light should come on when the ignition switch is first turned
ON and remain on briefly as a bulb check. It should not be allowed to exceed the upper limits of
the normal operating range. Driving with a hot engine cooling system could damage your
vehicle. Page Airbag Warning Light This light will turn on for six to eight seconds as a bulb
check when the ignition switch is first turned ON. If the light is either not on during starting, or
stays on, or turns on while driving, then have the system inspected at an authorized dealer as
soon as possible. Oil Pressure Warning Light This light indicates low engine oil pressure. The
light should turn on momentarily when the engine is started. If the light turns on while driving,
stop the vehicle, and shut OFF the engine as soon as possible. A single chime will sound when
this light turns on. The trip odometer shows individual trip mileage. NOTE: U. To reset the oil
change indicator system after performing the scheduled maintenance perform the following
pro- cedure Brake Warning Light This light monitors various brake functions, including brake
fluid level and parking brake application. If the brake light turns on, it may indicate that the
parking brake is applied, that the brake fluid level is low, or that there is a problem with the

anti-lock brake system reservoir. Driving a vehicle with the brake light on is danger- ous. Part of
the brake system may have failed. It will take longer to stop the vehicle. You could have an
accident. Have the vehicle checked immediately. Page As an added safety feature, your vehicle
has been equipped with a Tire Pressure Monitoring System TPMS that illuminates a low tire
pressure telltale when one or more of your tires is significantly under-inflated. Accordingly,
when the low tire pressure telltale illumi- nates, you should stop and check your tires as soon
as possible, and inflate them to the proper pressure. The TPMS has been optimized for the
original equipment tires and wheels. TPMS pressures and warning have been established for
the tire size equipped on your vehicle. The OBD system monitors engine and automatic
transmission control systems. The EVIC consists of the following: System status Vehicle
information warning message displays Personal settings customer programmable features
Compass display Outside temperature display Trip computer functions To turn off the message
temporarily, press and release the MENU button. To reset the oil change indicator system after
performing the scheduled maintenance perform the following procedure: 1. Average Fuel
Economy Shows the average fuel economy since the last reset. Then, the history informa- tion
will be erased, and the averaging will continue from the last fuel average reading before the
reset. To Reset The Display Reset will only occur while a resettable function is being displayed.
Turn the ignition switch ON. This is where the compass module is located, and it can cause
interference with the compass sensor, and it may give false readings. Page Phone Button
uconnect phone â€” If Equipped Press this button to operate the uconnect phone feature if
equipped. The Music Type function only operates when in the FM mode. NOTE: The available
selections for each of the above entries varies depending upon the disc. These selections can
only be made while playing a DVD. You can select a language not listed by scrolling down and
selecting other. Page a disc is loaded, changes will not be effective. Also, the defaults are
effective only if the disc supports the customer-preferred settings. These region codes must
match in order for the disc to play. If the region code for the DVD disc does not match the
region code for the radio DVD player, it will not play the disc. Sirius Satellite Radio is optional.
Turn on the radio. Touch the screen where the time is displayed. The clock setting menu will
appear on the screen. The time zone selection menu will appear on the screen. Page 4. If you
have ejected a disc and have not removed it within 10 seconds, it will be reloaded. If the CD is
not removed, the radio will reinsert the CD but will not play it. This feature plays the selections
on the compact disc in random order to provide an interesting change of pace. Press the right
SEEK button to move to the next ran- domly selected track. With files, exceeding 50 folders will
result in this display. ID3 version 2 is not supported by the radios. Playlist files are not
supported. MP3 Pro files are not supported. Page By pressing the SEEK button when the Music
Type icon is displayed, the radio will be tuned to the next frequency station with the same
selected Music Type name. If a preset button is activated while in the Music Type Program Type
mode, the Music Type mode will be exited and the radio will tune to the preset station. The
stations stored in SET 2 memory can be selected by pressing the pushbutton twice. Every time
a preset button is used, a corresponding button number will display. Buttons 1 - 6 These
buttons tune the radio to the stations that you commit to pushbutton memory 12 AM and 12 FM
The use of other sized discs may damage the CD player mechanism. Do not use adhesive
labels. These labels can peel away and jam the player mechanism. RES is a single CD player. Do
not attempt to insert a second CD if one is already loaded. The RW Reverse button works in a
similar manner. Page Maximum number of files: Maximum number of folders. The radio display
of file names and folder names is limited. The time of day will display for five seconds when the
ignition is OFF. In Play mode, you may use the following buttons on the radio faceplate to
control the iPod and display data: Use the TUNE control knob to select the next or Pressing the
INFO button again jumps to the next screen of data for that track. Once you have seen all
screens, the last INFO button press will take you back to the play mode screen on the radio. So
if the track is at the bottom of the list just turn the wheel backwards counter-clockwise to get to
the track faster. Leaving the iPod or any supported device any- where in the vehicle in extreme
heat or cold can alter the operation, or damage the device. For further information, call the
toll-free number , or visit the Sirius web site at www. A CD may remain in the radio while in the
Satellite radio mode. Satellite Antenna To ensure optimum reception, do not place items on the
roof around the rooftop antenna location or strap items to the trunk lid around the trunk lid
antenna if equipped. To stop the search, press the SCAN button a second time. INFO Button â€”
If a preset button is activated while in the Music Type Program Type mode, the Music Type
mode will be exited and the radio will tune to the preset channel. This allows a total of 12
Satellite channels to be stored into pushbutton memory. A new feature of the Kicker audio
system offers the ability to choose surround sound for any audio source. The screen features
brightness control for optimum day- time and nighttime viewing. Page The LCD screen swings

up from the rear of the armrest to allow the rear seat passenger s to view the display. The EVIC
features a driver-interactive display which is located in the instrument cluster. Handle the disc
by its edge; avoid touching the surface. If the disc is stained, clean the surface with a soft cloth,
wiping from center to edge. Rotate the control to the left for cooler air temperature and to the
right for warmer air tempera- ture. Rotating the control to the ex- treme left provides the coldest
setting. Page Bi-Level Air flows through the outlets located in the instru- ment panel and
through the outlets located on the floor. Air flows through the registers in the back of the center
console to the rear seat passengers. These registers can be closed to partially block airflow.
Panel Air flows through the outlets located in the instru- ment panel. Operation of the system is
quite simple. NOTE: The temperature setting can be adjusted at any time without affecting
automatic operation. Air conditioning in this system is automatic. Pressing the air conditioning
control button while in AUTO mode will cause the indicator in the control button to flash three
times and then turn off. Manual Operation This system offers a full complement of manual
override features, which consist of blower preferred automatic, mode preferred automatic, or
blower and mode preferred automatic. Defrost Air is directed to the windshield through the
outlets at the base of the windshield. Page Operating Tips conditioning. An indicator in the
button illuminates when manual compressor operation is selected. Recirculation Control This
button can be used to block out smoke, odors, dust, high humidity, or if rapid cooling is
desired. Vacation Storage Any time you store your vehicle or keep it out of service i. Page Tire
Spinning Never leave children alone in a vehicle. Leaving unattended children in a vehicle is
dangerous for a number of reasons. Damage to the transmission may occur if the follow- ing
precautions are not observed: Shift into PARK only after the vehicle has come to a complete
stop. Never pour fuel or other flammable liquids into the throttle body air inlet opening in an
attempt to start the vehicle. This could result in a flash fire causing serious personal injury.
Continued Do not attempt to push or tow your vehicle to get it started. The starter motor will
disengage automatically in 10 seconds. Once this occurs, release the accelerator pedal, turn the
ignition switch to the LOCK position, wait 10 to 15 seconds, then repeat the normal starting
procedure. NOTE: After selecting any driving position, wait a moment to allow the gear to
engage fully before accelerating, especially when the engine is cold. Unintended movement of a
vehicle could injure those in and near the vehicle. As with all vehicles, you should never exit a
vehicle while the engine is running. Before exiting a vehicle, you should always shift the
transmission into PARK, remove the key from the ignition, and apply the parking brake. The
override access port is at the top of the bin to the right of the shift lever gate. Interlock Manual
Override To activate the override, first insert the key into the ignition switch and turn it to the
ON position. The engine can be started in this range. Never use PARK while the vehicle is in
motion. Apply the parking brake when leaving the vehicle in this range. Look at the shift
indicator display on the instrument panel to ensure it is in the P position. Page shifts and the
best fuel economy. Never race the engine with the brakes on and the vehicle in gear, and never
hold the vehicle on an incline without applying the brakes. These practices can cause
overheating and damage to the transmis- sion. If a condition is detected that could cause
damage, the transmission automatically shifts into second gear. The transmission remains in
second gear despite the forward gear selected. Be sure to keep your foot on the brake pedal
when moving the shift lever between these gears. Never use PARK position on an automatic
transmis- sion as a substitute for the parking brake. Always apply parking brake fully when
parked to guard against vehicle movement and possible injury or damage. The following
indicators should be used to ensure that you have engaged the shift lever in the PARK position:
When shifting into PARK, move the shift lever all the way forward and left until it stops and is
fully seated. These are unsafe practices that limit your response to changing traffic or road
conditions. If a condition is detected that could result in transmission damage, the transmission
will engage Limp Home Mode. If vehicle acceleration worsens, or the transmission no longer
shifts, the transmission is most likely operating in the Limp Home Mode. Autostick allows you
to maximize engine braking, eliminate undesirable upshifts and downshifts, and improve overall
vehicle performance. This system can also provide you with more control during passing, city
driving, cold slippery conditions, mountain driving, trailer towing, and many other situations.
Automatic AWD operation could be activated by outside tempera- ture, wheel slip, or other
predetermined conditions there may be a slight delay for AWD engagement after a wheel slip
condition occurs. Rapid acceleration on slippery surfaces is dangerous. Unequal traction can
cause sudden pulling of the rear wheels. You could lose control of the vehicle and possibly
have an accident. Accelerate slowly and carefully whenever there is likely to be poor traction
ice, snow, wet mud, loose sand, etc. The system will provide mechanical steering capability if
power assist is lost. If for some reason the power assist is interrupted, it will still be possible to
steer your vehicle. Coordinate inspection efforts through an autho- rized dealer. No chemical

flushes should be used in any power steering system; only the approved lubricant may be used.
Fluid level should be checked on a level surface and with the engine off to prevent injury from
moving Page PARK. As an added precaution, turn the front wheels toward the curb on a
downhill grade and away from the curb on an uphill grade. The foot operated parking brake is
positioned below the lower left corner of the instrument panel. To apply the parking brake, push
the parking brake pedal down and then remove your foot from the pedal. A child or others could
be seriously or fatally injured. Do not leave the key in the ignition. Page You also may
experience the following when the brake system goes into Anti-Lock: The ABS motor running it
may continue to run for a short time after the stop , The clicking sound of solenoid valves,
Brake pedal pulsations, and A slight drop or fall away of the brake pedal at the end of the stop.
Continued The ABS cannot prevent the natural laws of phys- ics from acting on the vehicle, nor
can it increase braking or steering efficiency beyond that af- forded by the condition of the
vehicle brakes and tires or the traction afforded. The ABS cannot prevent the natural laws of
physics from acting on the vehicle, nor can it increase the traction afforded by prevailing road
conditions. The ABS cannot prevent accidents, including those re- sulting from excessive
speed in turns, driving on very slippery surfaces, or hydroplaning. The BAS cannot prevent the
natural laws of physics from acting on the vehicle, nor can it increase the traction afforded by
prevailing road conditions. The BAS cannot prevent accidents, including those re- sulting from
excessive speed in turns, driving on very slippery surfaces, or hydroplaning. Page flashes when
the TCS is active. Be sure to adapt your speed and driving to the prevailing road conditions.
Each time the ignition switch is turned ON, the ESP system will be on even if it was turned off
previously. European-Metric tire sizing is based on European design standards. Tires with white
sidewalls will have the full TIN, including the date code, located on the white sidewall side of the
tire. Tire and Loading Information Placard Tire and Loading Information Placard This placard
tells you important information about the: 1 number of people that can be carried in the vehicle
2 total weight your vehicle can carry Page axles must not be exceeded. This table is for
illustration purposes only and may not be accurate for the seating and load carry capacity of
your vehicle. Overloading of your tires is dangerous. Overloading can cause tire failure, affect
vehicle handling, and increase your stopping distance. Use tires of the recommended load
capacity for your vehicle. Never overload them. Continued Unequal tire pressures from one side
of the ve- hicle to the other can cause the vehicle to drift to the right or left. Always drive with
each tire inflated to the recom- mended cold tire inflation pressure. Economy Improper inflation
pressures can cause uneven wear patterns to develop across the tire tread. After inspecting or
adjusting the tire pressure, al- ways reinstall the valve stem cap if equipped. This will prevent
moisture and dirt from entering the valve stem, which could damage the valve stem. Page
Radial Ply Tires loading may be required for high-speed vehicle opera- tion. Refer to original
equipment or an authorized tire dealer for recommended safe operating speeds, loading and
cold tire inflation pressures. High speed driving with your vehicle under maxi- mum load is
dangerous. The added strain on your tires could cause them to fail. Since this tire has limited
tread life, the original tire should be repaired or replaced and rein- stalled at the first
opportunity. Temporary use spare tires are for emergency use only. The limited-use spare tires
are for emergency use only. Installation of this limited-use spare tire affects vehicle handling.
Keep inflated to the cold tire inflation pressure listed on either your tire placard or limited-use
spare tire and wheel assembly. Tires and the spare tire should be replaced after six years,
regardless of the remaining tread. Failure to follow this warning can result in sudden tire failure.
You could lose control and have an accident resulting in serious injury or death. Keep
dismounted tires in a cool, dry place with as little exposure to light as possible. Do not use a
tire, wheel size or rating other than that specified for your vehicle. Some combinations of
unapproved tires and wheels may change sus- pension dimensions and performance
characteris- tics, resulting in changes to steering, handling, and braking of your vehicle. Chains
must be the proper size for the vehicle, as recommended by the chain manufacturer. Always
use the lower suggested operating speed of the chain manufac- turer if different from the speed
recommended by the manufacture. For these reasons, they wear at unequal rates and tend to
develop irregular wear pat- terns. These effects can be reduced by timely rotation of tires. The
tire pressure will vary with temperature by about 1 psi 6. Page For example, your vehicle may
have a recommended cold parked for more than three hours placard pressure of 30 psi kPa. The
TPMS should not be used as a tire pressure gauge while adjusting your tire pressure. Driving on
a significantly under-inflated tire causes the tire to overheat and can lead to tire failure. Page
The matching full size spare wheel and tire assembly if equipped has a TPM sensor. The
matching full size spare can be used in place of any of the four road tires. The TPMS will only
monitor the pressure in the full size spare when it is used in place of a road tire. Accumulation
of snow or ice around the wheels or wheel housings. Using tire chains on the vehicle. Page

Premium System - If Equipped 5. Once you repair or replace the original road tire, and reinstall it
on the vehicle in place of the compact spare, the TPMS will update automatically and the TPM
Telltale Light will turn OFF, as long as no tire pressure is below the low-pressure warning limit
in any of the four active road tires. The compact spare tire does not have a TPM sensor.
Therefore, the TPMS will not monitor the pressure in the compact spare tire. If you install the
compact spare tire in place of a road tire that has a pressure below the low-pressure warning
limit, upon the next ignition key cycle, the TPM Telltale Light will remain ON and a chime will
sound. This device must accept any interference received, including interference that may
cause undesired operation. Page Reformulated Gasoline The use of premium gasoline is not
recommended, as it will not provide any benefit over regular gasoline in these engines. Light
spark knock at low engine speeds is not harmful to your engine. However, continued heavy
spark knock at high speeds can cause damage and immediate service is required. Use of these
blends may result in starting and driveability problems and may damage critical fuel system
components. Gasoline blended with MMT reduces spark plug life and reduces emissions
system performance in some vehicles. Most of these products contain high concentrations of
methanol. Fuel system damage or vehicle performance problems resulting from the use of such
fuels or additives is not the responsibility of the manufacturer. If so equipped, use the finger
pull to open the door. Otherwise, push in on the left side near the edge of the fuel filler door to
access the fuel filler cap. Damage to the fuel system or emissions control system could result
from using an improper fuel tank filler tube cap gas cap. Never have any smoking materials lit in
or near the vehicle when the gas cap is removed or the tank filled. Never add fuel to the vehicle
when the engine is running. A fire may result if gasoline is pumped into a portable container
that is inside of a vehicle. Because the front wheels steer the vehicle, it is important that you do
not exceed the maximum front or rear GAWR. A dangerous driving condition can result if either
rating is exceeded. You could lose control of the vehicle and have an accident. Overloading The
load carrying components axle, springs, tires, wheels, etc. Note that GCWR ratings include a lbs
[68 kg] allowance for the presence of a driver. Weight-Distributing Hitch A weight-distributing
system works by applying lever- age through spring load bars. Page The following chart
provides the industry standard for the maximum trailer weight a given trailer hitch class can tow
and should be used to assist you in selecting the correct trailer hitch for your intended towing
condition. The weight of any other type of cargo or equipment put in or on your vehicle. The
weight of the driver and all passengers. Continued Make certain that the load is secured in the
trailer and it will not shift during travel. When trailering cargo that is not fully secured, dynamic
load shifts can occur that may be difficult for the driver to control. If the trailer weighs more
than 1, lbs kg loaded, it should have its own brakes, and they should be of adequate capacity.
Failure to do this could lead to accelerated brake lining wear, higher brake pedal effort, and
longer stopping distances. Refer to the following illustrations. Page Towing Tips Towing Tips
Before setting out on a trip, practice turning, stopping, and backing up the trailer in an area
located away from heavy traffic. A reduction in vehicle speed may be required to avoid extended
driving at high RPM. Return to a higher gear range or vehicle speed when road conditions and
RPM level allows. Press the switch to turn on the Hazard Warning flashers. When the Hazard
Warning flasher switch is activated, all directional turn signals will flash on and off to warn
oncoming traffic of an emergency. Driving with a hot cooling system could damage your
vehicle. Idle the vehicle with the air conditioner turned off until the pointer drops back into the
normal range. Continued The jack is designed to use as a tool for changing tires only. The jack
should not be used to lift the vehicle for service purposes. The vehicle should be jacked on a
firm level surface only. Avoid ice or slippery areas. Page Spare Tire Fastener 4. Remove the
spare tire. Remove the fastener securing the jack. A loose tire or jack thrown forward in a
collision or hard stop could endanger the occupants of the ve- hicle. Park the vehicle on a firm
level surface as far from the edge of the roadway as possible. Avoid icy or slippery areas. Set
the parking brake. Place the shift lever into PARK. Continued Never start or run the engine with
the vehicle on a jack. Do not let anyone sit in the vehicle when it is on a jack. Jack Warning
Label Do not get under the vehicle when it is on a jack. If equipped with steel wheels, do not
remove the wheel cover at this time. If equipped with aluminum wheels where the center cap
covers the lug nuts, use the lug wrench to pry the center cap off carefully before raising the
vehicle. Page 3. Before raising the vehicle, use the lug wrench to loosen, but not remove, the
lug nuts on the wheel with the flat tire. Turn the lug nuts counterclockwise one turn while the
wheel is still on the ground. Page 5. Raise the vehicle just enough to remove the flat tire and
install the spare tire. Raising the vehicle higher than necessary can make the vehicle less
stable. It could slip off the jack and hurt someone near it. Raise the vehicle only enough to
remove the tire. Always stow the jack parts and the spare tire in the places provided. Compact
Spare Tire The compact spare tire is for temporary emergency use with radial tires. Page 1.

Mount the road tire on the axle. For vehicles equipped with wheel covers, perform Steps 2 and
3. For vehicles equipped with center caps, proceed to Step 4. Install two lug nuts on the
mounting studs, which are on each side of the stud that is in alignment with the valve stem. Do
not use a hammer or excessive force to install the cover. Install the remaining lug nuts with the
cone shaped end of the nut toward the wheel. Lightly tighten the lug nuts. Take care to avoid
the radiator cooling fan when- ever the hood is raised. It can start anytime the ignition switch is
ON. You can be hurt by the fan. Do not attempt to push or tow your vehicle to get it started.
Remote battery terminals are located in the engine compartment for jump-starting. Wear eye
protection and remove any metal jewelry such as watchbands or bracelets that might make an
inadvertent electrical contact. You should not try to start your vehicle by pushing or towing. Do
not connect the cable to the negative post of the discharged battery. When removing the jumper
cables, reverse the above sequence exactly. Be careful of the moving belts and fan. Any
procedure other than above could result in: Personal injury caused by electrolyte squirting out
Racing the engine or spinning the wheels too fast may lead to transmission overheating and
failure. It can also damage the tires. The only ap- proved method of towing without the ignition
key is with a flatbed truck. Continued If the transmission is not operative or if the vehicle is to
be towed more than 15 miles 24 km , then the only approved method of towing is with a flatbed
truck. Otherwise, damage to the trans- mission may result. Do not tow the vehicle from the rear.
Page Engine Compartment - 2. Page Engine Compartment - 3. Page Engine Compartment - 5.
This system monitors the performance of the emissions, engine, and automatic transmission
control systems. When these systems are operating properly, your vehicle will provide excellent
performance and fuel economy, as well as engine emis- sions well within current government
regulations. If the problem continues, the message will appear the next time the vehicle is
started. A loose, improperly installed, or damaged fuel filler cap may also turn on the MIL.
Approximately 15 seconds later, one of two things will happen: a. The MIL will flash for about 10
seconds and then return to being fully illuminated until you turn OFF the ignition or start the
engine. Service Manuals are available which include detailed service information for your
vehicle. Refer to these manuals before attempting any procedure yourself. Checking the oil
while the vehicle is on level ground will improve the accuracy of the oil level readings. Page
NOTE: Under no circumstances should oil change intervals exceed 6, miles 10 km or six
months, whichever occurs first. Engine Oil Selection For best performance and maximum
protection under all types of operating conditions, the manufacturer only recommends engine
oils that are API Certified and meet the requirements of Chrysler Material Standard MS
Lubricants that do not have both, the engine oil certifi- cation mark and the correct SAE
viscosity grade number should not be used. The air induction system air cleaner, hoses, etc. Do
not remove the air induction system air cleaner, hoses, etc. Battery fluid is a corrosive acid
solution and can burn or even blind you. Continued The battery in this vehicle has a vent hose
that should not be disconnected and should only be replaced with a battery of the same type
vented. It is essential when replacing the cables on the battery that the positive cable is
attached to the positive post and the negative cable is attached to the negative post. Continued
The air conditioning system contains refrigerant under high pressure. To avoid risk of personal
injury or damage to the system, adding refrigerant or any repair requiring lines to be
disconnected should be done by an experienced technician. Prior to the application of any
lubricant, the parts concerned should be wiped clean to remove dust and grit; after lubricating
excess oil and grease should be removed. Particular attention should also be given to hood
latching compo- nents to insure proper function. This rating information can be found on most
washer fluid containers. Exhaust gases can injure or kill. They contain carbon monoxide CO ,
which is colorless and odorless. Breathing it can make you unconscious and can eventually
poison you. The catalytic converter requires the use of unleaded fuel only. A hot exhaust
system can start a fire if you park over materials that can burn. Such materials might be grass
or leaves coming into contact with your exhaust system. Do not park or operate your vehicle in
areas where your exhaust system can contact anything that can burn. When working near the
radiator cooling fan, dis- connect the fan motor lead or turn the ignition switch to the LOCK
position. The fan is tempera- ture controlled and can start at any time the ignition switch is in
the ON position. You or others can be badly burned by hot engine coolant antifreeze or steam
from your radiator. Follow with a thorough rinsing to remove all deposits and chemicals.
Properly dispose of the old engine coolant antifreeze solution. Continued This vehicle has not
been designed for use with propylene glycol-based engine coolant anti- freeze. Use of
propylene glycol-based engine coolant antifreeze is not recommended. Adding Coolant Your
vehicle has been built with an improved engine coolant antifreeze that allows extended
maintenance intervals. Cooling System Pressure Cap The cap must be fully tightened to prevent
loss of coolant, and to ensure that engine coolant antifreeze will return to the radiator from the

coolant recovery bottle. Page rules for your community. To prevent ingestion by ani- mals or
children, do not store ethylene glycol-based engine coolant antifreeze in open containers or
allow it to remain in puddles on the ground. If ingested by a child, contact a physician
immediately. Clean up any ground spills immediately. If frequent engine coolant antifreeze
additions are required, or if the level in the coolant recovery bottle does not drop when the
engine cools, the cooling system should be pressure tested for leaks. Page Master Cylinder Brake Fluid Level Check Check the fluid level in the master cylinder immediately if the brake
system warning light indicates system fail- ure. Check the fluid level in the master cylinder
when per- forming underhood services. Clean the top of the master cylinder area before
removing the cap. Do not allow petroleum-based fluid to contaminate the brake fluid. Seal
damage may result. Automatic Transmission Fluid Level Check Regular automatic transmission
fluid level checks are not required. For this reason, the dipstick is omitted. If you notice fluid
loss or gear shift malfunction, have your authorized dealer check the transmission fluid level. If
the transmission is disassembled for any reason, the fluid and filter should be changed.
Selection of Lubricant It is important that the proper lubricant is used in the transmission to
assure optimum transmission perfor- mance. To inspect the differ- ential fluid level, remove the
fill plug. The fluid level should be even with or slightly below the bottom of the hole. Page
Washing Wash your vehicle regularly. Always wash your ve- hicle in the shade using MOPAR
Car Wash or a mild car wash soap, and rinse the panels completely with clear water. The cost of
such repairs is considered the respon- sibility of the owner. Page Your leather upholstery can
be best preserved by regular cleaning with a damp soft cloth. Small particles of dirt can act as
an abrasive and damage the leather upholstery and should be removed promptly with a damp
cloth. Do not use scrapers or other sharp instrument that may scratch the elements. When
cleaning the rear view mirror, spray cleaner on the towel or rag that you are using. Do not spray
cleaner directly on the mirror. This module contains fuses and relays. When installing the
integrated power module cover, it is important to ensure the cover is prop- erly positioned and
fully latched. This center contains fuses and relays. When installing the power distribution
center cover, it is important to ensure the cover is prop- erly positioned and fully latched.
Failure to do so may allow water to get into the power distribution center and possibly result in
an electrical system failure. The cluster and the driver seat switch if equipped are fused by the
Amp circuit breaker in Cavity All of the interior bulbs are glass wedge base or glass cartridge
types. Aluminum base bulbs are not approved and should not be used for replacement. Do not
touch the new bulb with your fingers. Oil contamination will severely shorten bulb life. If the
bulb comes in contact with an oily surface, clean the bulb with rubbing alcohol. Disconnect the
bulb from the socket assembly and install the replacement bulb. Open the Trunk. Remove two
fasteners from the back of the tail light assembly. Pull back the trunk liner. Remove the
remaining fastener from the back of the tail light assembly. Turn the appropriate bulb and
socket assembly coun- terclockwise to remove it from the tail light assembly. Reinstall the bulb
and socket assembly into the tail light assembly, and then turn it clockwise. Reinstall the tail
light assembly, fasteners, electrical connector, and trunk liner. Close the trunk. License Light 1.
Remove the screws securing the light to the rear fascia. Remove the bulb and socket assembly.
These and all other maintenance services in- cluded in this manual, should be done to provide
best vehicle performance and reliability. At Each Oil Change Change the engine oil filter. Inspect
the brake hoses and lines. Failure to perform the required maintenance items may result in
damage to the vehicle. Required Maintenance Intervals Refer to the Maintenance Schedules on
the following pages for the required maintenance intervals. Rotate tires. Inspect the rear axle
fluid. Replace the engine air cleaner filter. Replace the spark plugs 2. Page 54, Miles 90, km or
54 Months Maintenance Service Schedule Change the engine oil and engine oil filter. Page 78,
Miles , km or 78 Months Maintenance Service Schedule Change the engine oil and engine oil
filter. Inspect and replace PCV valve if necessary. Page 96, Miles , km or 96 Months Maintenance
Service Schedule Change the engine oil and engine oil filter. If using your vehicle for any of the
following: Dusty or off-road conditions. Inspect the engine air cleaner filter; replace if
necessary. Replace the air conditioning filter if equipped Inspect the brake linings; Replace the
air conditioning filter if equipped Inspect the rear axle fluid. Page , Miles , km or Months
Maintenance Service Schedule Change the engine oil and engine oil filter. Replace the air
conditioning filter if equipped Replace the spark plugs 2. Inspect the brake linings; You can be
badly injured working on or around a motor vehicle. Do only service work for which you have
the knowledge and the right equipment. Take your warranty folder. All work to be performed
may not be covered by the warranty. Most matters can be re- solved with this process. If for
some reason you are still not satisfied, talk to the general manager or owner of the authorized
dealer- ship. Page Warranty Information U. Engine exhaust, some of its constituents, and
certain vehicle components contain, or emit, chemicals known to the State of California to

cause cancer and birth defects, or other reproductive harm. Page In Canada a group of vehicles,
it may order a recall and remedy campaign. However, NHTSA cannot become involved in
individual problems between you, your authorized dealer, and the manufacturer. Diagnostic
Procedure Manuals Diagnostic Procedure Manuals are filled with dia- grams, charts and detailed
illustrations. These practi- cal manuals make it easy for students and technicians to find and fix
problems on computer-controlled ve- hicle systems and features. Page Auto Up Power
Windows Page Climate Control Page Gauge Page Jack Location Page Automatic Door Page
Phone, Cellular Page Pretensioners Page Tachometer Page Transporting Pets Mobile two-way
radios and telephone equipment must be installed properly by trained person- nel. The
following must be observed during installation. The positive power connection should be made
directly to the battery and fused as close to the battery as possible. Print page 1 Print document
pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload
from disk. Upload from URL.

