2010 dodge challenger owners manual

Access all the resources you need on the go. Learn More. Join the Dodge Brand in celebrating
freedom a few days early with the reveal of more heart-pounding power and excitement than
ever before. Get to know the full capabilities of your vehicle and how to keep it running strong
with your online vehicle resource center. Don't have your vehicle added? Add it now to start
exploring. Look up everything you need to know about your vehicle, all in one place. Browsing
for information is a breeze with easy-to-follow categories that show you how to make the most
of your driving experience. Discover the capabilities, safety and security features and
technologies your vehicle has to offer, presented in video format. Learn the basics of caring for
your vehicle or explore more advanced options anytime, with videos on demand. Who better to
protect your vehicle than the company who built your vehicle? Have peace of mind knowing
your vehicle is being serviced by factory-trained technicians using certified Mopar parts. Tech
Authority has all the resources you need, from service bulletins to wiring schematics, parts
identification and more. Select a vehicle to explore. Sign in or create an account to receive
access to even more exciting content. July 2 Let Freedom Rev Join the Dodge Brand in
celebrating freedom a few days early with the reveal of more heart-pounding power and
excitement than ever before. Enter the search text. Your Vehicle Resources. Vehicle Information
at Your Fingertips Get to know the full capabilities of your vehicle and how to keep it running
strong with your online vehicle resource center. Select a Vehicle. Manuals and Guides.
Educational Videos. Maintenance Made Easy. Pause Autoplay. We Built it. We Back It. Visit Tech
Authority. Do-It-Yourself Resources. View all fca brands chrysler. Your preferred dealer has
been successfully updated. Continue Cancel. Table of Contents. Previous Page. Next Page.
Automobile Dodge Avenger Brochure 10 pages. Be assured that it represents precision
workmanship, distinctive styling, and high quality - all essentials that are traditional to our
vehicles. Page 7: Vehicle Identification Number The Vehicle Identification Number VIN is on the
left front corner of the instrument panel and is visible from outside of the vehicle through the
windshield. Any modifications or alterations to this vehicle could seriously affect its
roadworthiness and safety and may lead to an accident resulting in serious injury or death.
Never leave children alone in a vehicle. Leaving unattended children in a vehicle is dangerous
for a number of reasons. A child or others could be seri- ously or fatally injured. Therefore, only
Key Fobs that are programmed to the vehicle can be used to start and operate the vehicle. The
system will not allow the engine to crank if an invalid Key Fob is used to start and operate the
vehicle. Keep the PIN in a secure location. This number is required for authorized dealer
replacement of Key Fobs. If someone enters the vehicle through the trunk, and opens any door,
the alarm will sound. The lights will fade to off after approximately 30 seconds or they will
immediately fade to off once the ignition switch is placed in RUN from the OFF position. The
turn signal lights will flash to acknowledge the unlock signal. The illuminated entry system will
also turn on. Flash Lights with Remote Key Lock This feature will cause the turn signal lights to
flash when the doors are locked or unlocked with the RKE transmit- ter. The turn signal lights
will flash and the horn will chirp to acknowledge the signal. Page General Information 1. If the
RKE transmitter is equipped with a screw, remove the screw. Make sure not to damage the
elastomer seal during removal. Closeness to a radio transmitter such as a radio station tower,
airport transmitter, and some mobile or CB radios. The parking lights will flash and the horn will
chirp twice if programmed. Then, the engine will start and the vehicle will remain in the Remote
Start mode for a minute cycle. Page Power Door Locks If the door lock plunger is down when
you shut the door, the door will lock. Therefore, make sure the key is not inside the vehicle
before closing the door. This prevents you from acciden- tally locking the Key Fob in the
vehicle. Removing the Key Fob or closing the door will allow the locks to operate. Page 32 6.
Press the window switch to the second detent, release, and the window will go down
automatically. To open the window part way, press the window switch to the first detent and
release it when you want the window to stop. The trunk lid can be released from outside the
vehicle by pressing the Trunk Release button on the Re It is located on the inside of the trunk
lid, near the latch, and is coated so that it glows in a darkened trunk. Everyone in a motor
vehicle should be belted at all times. The belt webbing retractor is designed to lock during very
sudden stops or impacts. You might suffer internal injuries, or you could even slide out of part
of the belt. Follow these instructions to wear your seat belt safely and to keep your pas- sengers
safe, too. Page 40 3. You are more likely to hit your head in a collision if you do not wear your
shoulder belt. To release the belt, push the red button on the buckle. The belt will automatically
retract to its stowed position. If necessary, slide the latch plate down the webbing to allow the
belt to retract fully. A frayed or torn belt could rip apart in a collision and At about 6 to 12 in 15
to 30 cm above the latch plate, grasp and twist the belt webbing degrees to create a fold that
begins immediately above the latch plate. Page Seat Belt Pretensioners - If Equipped Seat Belt
Pretensioners â€” If Equipped The seat belts for both front seating positions may be equipped

with pretensioning devices that are designed to remove slack from the seat belt in the event of a
collision. These devices improve the performance of the seat belt by assuring that the belt is
tight about the occupant early in a collision. Turn the ignition switch to the RUN position, but do
not start the engine. Page Seat Belt Extender Seat Belt Extender If a seat belt is too short even
when fully extended your authorized dealer can provide you with a seat belt extender. This
extender should be used only if the existing belt is not long enough. When it is not required,
remove the extender and store it. The Advanced Front Airbags have a multistage inflator design.
This allows the airbag to have different rates of inflation based on the severity and type of
collision. Page 48 appropriate to the severity and type of collision as determined by the
Occupant Restraint Controller ORC , which may receive information from the impact sensors at
the front of the car. The first stage inflator is triggered immediately during an impact that
requires airbag deployment. The timing of the second stage determines whether the output
force is low, medium, or high. The curtains deploy down- ward, covering both windows on the
impact side. The area where the side curtain airbag is located should remain free from any
obstructions. Never allow children to slide the shoulder belt behind them or under their arm. If a
child from 1 to 12 years old not in a rear facing child seat must ride in the front passenger seat,
move the seat as far back as possible and use the proper child restraint. Airbags need room to
inflate. Sit back, comfortably extending your arms to reach the steering wheel or instru- ment
panel. Side airbag deployment will depend on the severity and type of collision. Because airbag
sensors measure vehicle deceleration over time, vehicle speed and damage by themselves are
not good indicators of whether or not an airbag should have deployed. If the light does not
come on, stays on after you start the vehicle, or if it comes on as you drive, have the airbag
system checked right away. The inflating side curtain airbag pushes the outside edge of the
headliner out of the way and covers the window. The airbag inflates in about 30 ms about
one-quarter of the time that it takes to blink your eyes with enough force to injure you if you are
not belted and seated properly, or if items are positioned in the area If a Deployment Occurs The
airbags are designed to deflate immediately after deployment. Deployed airbags and seat belt
pretensioners cannot protect you in another collision. Have the airbags, seat belt pretensioners,
and the front passenger seat belt retractor assembly replaced by an authorized dealer as soon
as possible. The airbag may inflate accidentally or may not function properly if modi- fications
are made. Take your vehicle to an autho- rized dealer for any advanced airbag system ser- vice.
See your authorized dealer if the fuse is good. Event Data Recorder EDR In the event of an
accident, your vehicle is designed to record up to five seconds of specific vehicle data parameters see list below in an event data recorder prior to the moment of airbag deployment, or near
deployment if Page Child Restraint accessing the electronic data stored, unless ordered to
download data by a court with legal jurisdiction i. A copy of the data will be provided to the
custodial entity upon request. General data that does not identify particular vehicles or crashes
may be released for incorporation in aggregate crash databases, such as those maintained by
the U. This is the law, and you can be prosecuted for ignoring it. Children 12 years and younger
should ride properly buckled up in a rear seat, if available. Page 62 infant carriers do, so they
can be used rearward-facing by children who weigh more than 20 lbs 9 kg but are less than one
year old. Page 64 Standards. We also recommend that you make sure that you can install the
child restraint in the vehicle where you will use it before you buy it. Check the label on the
restraint for weight and height limits. You are urged to take advantage of all the available
attachments provided with your child restraint in any vehicle. All three rear-seating positions
have lower anchorages that are capable of accommodating LATCH-compatible child seats. Page
66 Again, carefully follow the installation instructions that are provided with the child restraint
system. The rear seat lower anchorages are round bars located at the rear of the seat cushion
where it meets the seatback and are just visible when you lean into the rear seat to install the
child restraint. Page 68 then allow the belt to retract into the retractor. To install a child restraint,
first, pull enough of the seat belt webbing from the retractor to route it through the belt path of
the child restraint and slide the latch plate into the buckle. An incorrectly anchored tether strap
could lead to increased head motion and possible injury to the child. NOTE: A new engine may
consume some oil during its first few thousand miles kilometers of operation. This should be
considered a normal part of the break-in and not interpreted as an indication of difficulty.
Exhaust gases can injure or kill. They contain carbon monoxide CO , which is colorless and
odorless. Breathing it can make you unconscious and can eventually poison you. To avoid
breathing CO follow these safety tips: Do not run the engine in a closed garage or in confined
areas any longer than needed to move your vehicle in or Damaged parts must be replaced
immediately. Do not disassemble or modify the system. Front seat belt assemblies must be
replaced after a collision. Check for stones, nails, glass, or other objects lodged in the tread.
Inspect the tread and sidewall for cuts and cracks. Page 76 Flash-To-Pass You can turn the

feature on or off by pressing the button at the base of the mirror. A light next to the button will
illuminate to indicate when the dimming feature is activated. Vehicles and other objects seen in
the passenger side convex mirror will look smaller and farther away than they really are. Relying
too much on your passenger side convex mirror could cause you to collide with another vehicle
or other object. A rotary knob selects the left mirror, right mirror or off position. To use the
mirror, rotate the sun visor downward and swing the mirror cover upward. The light turns on
automatically. Close the mirror cover to turn off the light. If your cellu- lar phone supports a
different profile e. You can enter any four-digit PIN. The number will appear in the display of
certain radios. This will allow you to store multiple numbers for each phonebook entry, if
desired. After you are finished adding an entry into the phone- book, you will be given the
opportunity to add more phone numbers to the current entry or to return to the Until then, if
avail- able, the previous downloaded phonebook is available for use. Answer or Reject an
Incoming Call - Call Currently in Progress If a call is currently in progress and you have another
incoming call, you will hear the same network tones for call waiting that you normally hear when
using your cellular phone. Page 94 Conference Call When two calls are in progress one active
and one on hold , press and hold the button until you hear a double beep indicating that the two
calls have been joined into one conference call. Three-Way Calling To initiate three-way calling,
press the while a call is in progress, and make a second phone call, as described under Making
a Second Call While Current Call is in Progress. For example, if required to enter your PIN
followed with a pound, 3 7 4 6 , you can press the button and say, 3 7 4 6 Send. If you ever wish
to interrupt the system while it lists options, press the Voice Command for the beep, and say
your command. Universal commands are available at all times. Local commands are available if
the supported radio mode is active. Changing the Volume 1. Start a dialogue by pressing the
Voice Command button. Page switch is used to adjust the angle of the seatback. Push forward
or rearward on the switch to change the position of the seatback. Adjusting a seat while the
vehicle is moving is dangerous. Lean forward in the seat and lift the handle, then lean back to
the desired position and release the handle. Recline Lever 2. Lift the handle to return the
seatback to an upright position. The head restraints should be adjusted so the top of the head
restraint is located above the top of your ear. Driving a vehicle with the head restraints removed
or improperly adjusted could cause serious injury or death in the event of a collision. The head
restraints should always be checked prior to operating the vehicle and never adjusted while the
vehicle is in motion. Page Press the switch once to select High-level heat- ing. Press the switch
a second time to select Low-level heating. Press the switch a third time to shut the heating
elements Off. If high level heating is selected, the system will automati- cally switch to the low
level after 30 minutes of continu- ous operation. Easy Entry Seats Pulling upward on the lever,
located on the seatback, allows the seatback to dump forward and the seat to slide forward.
Page Rear Folding Seat When the seatback is folded to the upright position, make sure it is
latched by strongly pulling on the top of the seatback above the seat strap. Pull the hood
release lever located under the left side of the instrument panel. Hood Release Lever 2. To
prevent possible damage, do not slam the hood to close it. Lower the hood until it is open
approxi- mately 6 in 15 cm , and then drop it. This should secure both latches. Never drive your
vehicle unless the hood is fully closed, with both latches engaged. Turn it to the second detent
for headlight, parking light and instrument panel light operation. Automatic Headlights This
system automatically turns the headlights on or off according to ambient light levels. Then, turn
off the headlights within 45 seconds. The delay interval begins when the headlight switch is
turned off. If you turn the headlights or parking lights, or place the ignition in the RUN position,
the system will cancel the delay. NOTE: The fog lights will operate with the low beam headlights
or parking lights on. However, selecting the high beam headlights will turn off the fog lights. If
an indicator fails to light when the lever is moved, it would suggest that the indicator bulb is
defective. Each light is turned on by pressing the lens. Press the lens a second time to turn off
the light. To protect the battery, the interior lights will turn off automatically 10 minutes after the
ignition is placed in the OFF position. This will occur if the interior lights were switched on
manually or are on because a door is open. The multifunction lever is located on the left side of
the steering column. Page Mist Feature Mist Feature Push the multifunction lever inward toward
the steering column to the first detent to activate a single wipe cycle to clear off road mist or
spray from a passing vehicle. The wipers will continue to operate until you release the
multifunction lever. Do not adjust the steering column while driving. Adjusting the steering
column while driving or driv- ing with the steering column unlocked, could cause the driver to
lose control of the vehicle. Be sure the steering column is locked before driving your ve- hicle.
The indicator light in the instrument cluster will illuminate to show that the speed control
system is on. To Resume Speed If you deactivated the Electronic Speed Control without erasing
the set speed from memory and your vehicle When the pedal is released, the vehicle will return

to the set speed. Press the lens to turn on the light. Press it a second time to turn off the light.
To do this, press and hold the two outside buttons for up to 20 seconds. Press and hold the
just-trained HomeLink button. The name and color of the button may vary by manufacturer.
Release the switch when the sunroof is in the position desired and it will stop moving. If you
continue to hold the switch in the rearward position, the sunroof will open fully and then stop
automatically. This allows the sunroof to move towards the closed position. NOTE: Pinch
protection is disabled while the switch is pressed. Page Sunroof Fully Closed time for this
feature is programmable. Sunroof Fully Closed Press the switch forward and release to ensure
that the sunroof is fully closed. Do not hang any type of accessory or acces- sory bracket from
the plug. Improper use of the power outlet can cause damage. Press this button to turn on the
rear window defroster and the heated outside mirrors if equipped. Page Using This Feature Fuel
Gauge The pointer shows the level of fuel in the fuel tank when the ignition switch is in the RUN
position. Trip Odometer Button Press this button to change the display from odometer to either
of two trip odometer settings. Page 7. This light will also turn on while the engine is running if
there is a problem with the Elec- tronic Throttle Control ETC system. Driving with a hot cooling
system could damage your vehicle. Idle the vehicle with the air conditioner turned off until the
pointer drops back into the normal range â€” Page Airbag Warning Light This light will turn on
for six to eight seconds as a bulb check when the ignition switch is first placed in RUN. If the
light is either not on during starting, or stays on, or turns on while driving, have the system
inspected at an authorized dealer as soon as possible. Page check or when driving. It displays
the gear position of the automatic transmission. Page If brake failure is indicated, immediate
repair is neces- sary. Driving a vehicle with the brake light on is danger- ous. Part of the brake
system may have failed. It will take longer to stop the vehicle. You could have an accident. If
your vehicle has tires of a different size than the size indicated on the vehicle placard or tire
inflation pressure label, you should determine the proper tire inflation pressure for those tires.
As an added safety feature, your vehicle has been equipped with a Tire Pressure Monitoring
System Page TPMS malfunction telltale after replacing one or more tires or wheels on your
vehicle, to ensure that the replacement or alternate tires and wheels allow the TPMS to continue
to function properly. The TPMS has been optimized for the original equipment tires and wheels.
The OBD system monitors engine and automatic transmission control systems. To turn off the
message temporarily, press and release the MENU button. To reset the oil change indica- tor
system after performing the scheduled maintenance refer to the following procedure. Then, the
history information will be erased, and the averaging will continue from the last fuel average
reading before the reset. To Reset The Display Reset will only occur while a resettable function
is being displayed. Instantaneous G-Force When selected, this screen displays the current
G-Force lateral and longitudinal along with a friction circle that displays the directions of the
forces. Compass Display The compass readings indicate the direction the vehicle is facing.
Press and release the HOME button to display one of eight compass readings and the outside
temperature. Page 4. Page select English, Espanol, or Francais. Then, as you con- tinue, the
information will display in the selected lan- guage. This feature may be selected with or without
the sound horn on lock feature selected. Sirius Satellite Radio is optional. The 6. Page 5.
Changing Daylight Savings Time When selected, this feature will display the time of day in
daylight savings time. Proceed as follows to change the current setting: 1. The time zone
selection menu will appear on the screen. Select a time zone by touching the screen where your
selection appears. Page 6. Electronic Volume Control The electronic volume control turns
continuously degrees in either direction, without stopping. This feature operates in either AM or
FM frequencies. The symbol SET 1 will now show in the display window. Select the button 1 to 6
you wish to lock onto this station and press and release that button. Page If you have ejected a
disc and have not removed it within 10 seconds, it will be reloaded. If the CD is not removed, the
radio will reinsert the CD but will not play it. A disc can be ejected with the radio and ignition
OFF. When writing MP3 files, pay attention to the following restric- tions. Page Multisession disc
formats are supported by the radio. Multisession discs may contain combinations of normal CD
audio tracks and computer files including MP3 files. Discs created with an option such as keep
disc open after writing are most likely multisession discs. The use of multisession for CD audio
or MP3 playback may result in longer disc loading times. If the medium contains a lot of folders
or files, the radio will take more time to start playing the MP3 files. Press the right switch to seek
up and the left switch to seek down. The radio will remain tuned to the new station until you
make another selection. Page 3. The minutes will begin to blink. Operation Instructions â€”
These labels can peel away and jam the player mechanism. Do not attempt to insert a second
CD if one is already loaded. This feature plays the selections on the compact disc in random
order to provide an interesting change of pace. With a maximum number of files, exceeding 20
folders will result in this display. With files, exceeding 50 folders will result in this display. ID3

version 2 is not supported by the radios. The time of day will display for five seconds when the
ignition is OFF. Page the track to be played highlighted on the radio display, press the TUNE
control knob to select and start playing the track. Turning the TUNE control knob fast will scroll
through the list faster. During fast scroll, you may notice a slight delay in updating the
information on the radio display. Do not place items directly on or above the antenna. Also,
pressing and holding the INFO button for an additional three seconds will make the radio
display the Song Title all of the time press and hold again to return to normal display. This
number is used to activate, deactivate, or change the Sirius subscription. Try a known good
disc before considering disc player service. Page Front Blower Control There are four blower
speeds. Use this control to regulate the amount of air forced through the system in any mode
you select. The blower speed increases as you move the control clockwise from the off
position. You can select either a primary mode, as identified by the symbols, or a blend of two
of these modes. The closer the control is to a particular mode, the more air distribution you
receive from that mode. Page Defrost Mode Air is directed through the windshield and side
window demist outlets. Rotate the temperature control knob to the desired temperature. This
will ensure adequate system lubrication to minimize the possibility of compressor damage
when the system is started again. Do not attempt to push or tow your vehicle to get it started.
Unburned fuel could enter the catalytic con- verter and once the engine has started, ignite and
damage the converter and vehicle. If the vehicle has a discharged battery, booster cables may
be used to obtain a start from another vehicle. Page Keyless Go Do not press the accelerator.
The starter motor will continue to run, and it will disengage automatically when the engine is
running. Page 2. The ignition switch will return to the OFF position. The ignition switch position
will remain in the ACC position until the vehicle is stopped and the button is pressed twice to
the OFF position. This could result in a flash fire causing serious personal injury. Remember to
disconnect the cord before driving. Damage to the Volt electrical cord could cause
electrocution. You or others could be injured if you leave the vehicle unattended without having
the parking brake fully applied. This is normal. Manual Shifter Shifting Fully press the clutch
pedal before shifting gears. As you release the clutch pedal, lightly press the accelerator pedal.
Failure to do so may result in transmission damage. You must always use first gear or Reverse
when starting from a standing position. Recommended Shift Speeds To utilize your manual
transmission efficiently for fuel economy, it should be upshifted as listed in recom- mended
shift speed chart. Also, this may be more noticeable when the transmis- sion is warm. This is a
normal condition and is not an indication of a problem with your clutch or transmission. If your
foot is not firmly on the brake pedal, the vehicle could accelerate quickly forward or in reverse.
The transmission electronics are self-calibrating. Therefore, the first few shifts on a new vehicle
may be somewhat abrupt or soft until after the break-in period. This is a normal condition, and
pre- cision shifts will develop within a few shift cycles. If the transmission exceeds nor- mal
operating temperature, the transmission will change the way it shifts to help control the
condition. This may result in a slightly different feeling or response during normal operation in
DRIVE position. Press and maintain firm pressure on the brake pedal. Using the screwdriver,
press and hold the override tab through the access port on the center console. Be sure to keep
your foot on the brake pedal when moving the shift lever between these gears. Never use the
PARK position as a substitute for the parking brake. Always apply the parking brake fully when
parked to guard against vehicle movement and possible injury or damage. These are unsafe
practices that limit your response to changing traffic or road conditions. Page Autostick
damage, the transmission will engage Limp Home Mode. If vehicle acceleration worsens or the
transmission no longer shifts, the transmission is most likely operating in the Limp Home Mode.
In this mode, the transmission will remain in the current gear until the vehicle is brought to a
stop. This system can also provide you with more control during passing, city driving, cold
slippery conditions, mountain driving, trailer towing, and many other situations. The system will
ignore attempts to upshift at too low of a vehicle speed or downshift at too high of a vehicle
speed.. This is known as hydroplaning and may cause partial or complete loss of vehicle
control and stopping ability. The system will provide mechanical steering capability if power
assist is lost. If for some reason the power assist is interrupted, it will still be possible to steer
your vehicle. Coordinate inspection efforts through an autho- rized dealer. Do not use chemical
flushes in your power steering system as the chemicals can damage your power steering
components. If vehicle speed is detected, a chime will sound to alert the driver. Fully release the
parking brake before attempting to move the vehicle. To apply the park brake, firmly push the
park brake pedal fully. To release the parking brake, press the park brake pedal a second time
and let your foot up as you feel the brake disengage. Also be certain to leave the transmission
in PARK. Failure to do so may allow the vehicle to roll and cause damage or injury. This
interference can cause possible loss of anti-lock braking capability. Installation of such

equipment should be performed by qualified professionals. The light will come on when the
ignition switch is turned to the ON position and may stay on for as long as four seconds.
Anti-Lock Brake System ABS This system aids the driver in maintaining vehicle control under
adverse braking conditions by controlling hydrau- lic brake pressure. This prevents wheel
lock-up to help avoid skidding on slippery surfaces during braking. If one wheel on a driven axle
is spinning faster than the other, the system will apply the brake of the spinning wheel. HSA will
maintain the level of brake pressure the driver applied for a short period of time after the driver
takes their foot off of the brake pedal. Center the steering wheel front wheels pointing straight
forward. Page The ESP uses sensors in the vehicle to determine the path that the driver intends
to steer the vehicle and compares it to the actual path of the vehicle. When the actual path does
not match the intended path, the ESP applies the brake of the appropriate wheel to assist in
counteracting the condition of oversteer or understeer. Whenever the vehicle is started, the ESP
system will be in this mode. This mode should be used for most driving situations. This may be
done while the vehicle is in motion. If one wheel on an axle is spinning faster than the other, the
system will apply the brake of the spinning wheel and allow more engine torque to be applied to
the wheel that is not spinning. Tires with white sidewalls will have the full TIN, including the
date code, located on the white sidewall side of the tire. The resulting figure equals the available
amount of cargo and luggage load capacity. Overloading of your tires is dangerous.
Overloading can cause tire failure, affect vehicle handling, and increase your stopping distance.
Use tires of the recommended load capacity for your vehicle. Never overload them. After
inspecting or adjusting the tire pressure, al- ways reinstall the valve stem cap. This will prevent
moisture and dirt from entering the valve stem, which could damage the valve stem. Refer to
original equipment or an authorized tire dealer for recommended safe operating speeds, loading
and cold tire inflation pressures. High speed driving with your vehicle under maxi- mum load is
dangerous. Fast spinning tires can be dangerous. Forces gener- ated by excessive wheel
speeds may cause tire dam- age or failure. A tire could explode and injure some- one. Tires and
the spare tire should be replaced after six years, regardless of the remaining tread. Some
combinations of unapproved tires and wheels may change sus- pension dimensions and
performance characteris- tics, resulting in changes to steering, handling, and braking of your
vehicle. Damage to the vehicle may result if tire chains are used. The tire pressure will vary with
temperature by about 1 psi 6. Page For example, your vehicle may have a recommended cold
parked for more than three hours placard pressure of 30 psi kPa. Page General Information If
the ignition switch is cycled, this sequence will repeat, providing the system fault still exists.
Light spark knock at low engine speeds is not harmful to your engine. Oxygen- ates are
required in some areas of the country during the winter months to reduce carbon monoxide
emissions. Fuels blended with these oxygenates may be used in your vehicle. Using leaded
gasoline can impair engine perfor- mance and damage the emissions control system. They
contain carbon monoxide, a colorless and odorless gas, which can kill. Never run the engine in
a closed area, such as a garage, and never sit in a parked vehicle with the engine running for an
extended period. Page NOTE: When removing the fuel filler cap, lay the cap tether in the hook,
located on the fuel filler door. The best way to figure out the total weight of your vehicle is to
weigh it when it is fully loaded and ready for operation. Recreational towing is allowed ONLY if
the driveshaft is removed. Towing with the rear wheels on the ground while the driveshaft is
connected can result in severe transmission damage. If the driveshaft is removed, the vehicle
can roll even if the transmission is in PARK, which could cause serious injury or death. Press
the switch to turn on the Hazard Warning flasher. When the switch is activated, all directional
turn signals will flash on and off to warn oncoming traffic of an emergency. Page Tirefit Usage
Precautions 5. Power Plug and Cable 6. Air Pump Hose Black 7. Sealant Hose Clear with Yellow
Cap 8. Once the sealant dries, it can easily be peeled off and properly discarded. Verify that the
valve stem on the wheel with the deflated tire is in a position that is near to the ground.
Continue to operate pump until sealant is no longer flowing through hose typically takes 30 - 70
seconds. As the sealant flows through hose 7 , the pressure gauge 2 can read as high as 70 psi
5 Bar. Do not attempt to drive the vehicle further. Call for assistance. If the tire pressure is 19
psi 1. Page Jump-Starting Procedures 4. Position the new Sealant Bottle 1 to the housing so
that the Clear Sealant Hose 7 aligns with the hose slot in the front of the housing and the
alignment keys on the bottom of the bottle align with the alignment slots in the housing. When
temperatures are below the freezing point, electrolyte in a discharged battery may freeze. Do not
attempt jump-starting because the battery could rup- ture or explode and cause personal injury.
Battery temperature must be brought above freezing point before attempting a jump-start. It can
start anytime the ignition switch is on. You can be injured by moving fan blades. Failure to
follow these procedures could result in damage to the charging system of the booster vehicle or
the discharged vehicle. Page Freeing A Stuck Vehicle 8. If frequent jump-starting is required to

start your vehicle you should have the battery and charging system in- spected at your
authorized dealer. Damage to the front fascia will result. Page Engine Compartment - 6. This
system monitors the performance of the emissions, engine, and automatic transmission control
systems. When these systems are operating properly, your vehicle will provide excellent
performance and fuel economy, as well as engine emis- sions well within current government
regulations. If the problem continues, the message will appear the next time the vehicle is
started. A loose, improperly installed, or damaged fuel filler cap may also turn on the MIL. Page
Replacement Parts 5. Approximately 15 seconds later, one of two things will happen: a. The MIL
will flash for about 10 seconds and then return to being fully illuminated until you turn OFF the
ignition key or start the engine. Service manuals are available which include detailed service
information for your vehicle. Refer to these service manuals before attempting any procedure
yourself. Do not use chemical flushes in these components as the chemicals can damage your
engine, transmission, power steering or air condi- tioning. Engine Oil Selection For best
performance and maximum protection under all types of operating conditions, the manufacturer
only recommends full synthetic engine oils that meet the requirements of Chrysler Material
Standard MS and are approved to MB Page Engine Oil Filter environment. Contact your
authorized dealer, service station, or governmental agency for advice on how and where used
oil and oil filters can be safely discarded in your area. Engine Oil Filter The engine oil filter
should be replaced at every engine oil change. Only high quality filters should be used to
assure most efficient service. MOPAR engine air cleaner filters are a high quality filter and are
recommended. Do not allow battery fluid to contact your eyes, skin, or clothing. Do not lean
over a battery when attaching clamps. If acid splashes in eyes or on skin, flush the area immediately with large amounts of water. This service should include cleaning of the condenser fins
and a performance test. How- ever, the manufacturer recommends that air conditioning service
be performed by authorized dealers or other service facilities using recovery and recycling
equipment. Always use washer fluid when using the wipers to remove salt or dirt from a dry
windshield. Avoid using the wiper blades to remove frost or ice from the windshield.
Commercially available windshield washer solvents are flammable. They could ignite and burn
you. Care must be exercised when filling or working around the washer solution. Exhaust
System The best protection against carbon monoxide entry into the vehicle body is a properly
maintained engine exhaust system. The catalytic converter requires the use of unleaded fuel
only. Leaded gasoline will destroy the effective- ness of the catalyst as an emissions control
device and may seriously reduce engine performance and cause serious damage to the engine.
Under normal operating conditions, the catalytic con- verter will not require maintenance. A hot
exhaust system can start a fire if you park over materials that can burn. Such materials might be
grass or leaves coming into contact with your exhaust system. Do not park or operate your
vehicle in areas where your exhaust system can contact anything that can burn. Page drain
from the coolant recovery bottle. Cooling System â€” Drain, Flush, and Refill If the solution is
dirty or contains a considerable amount of sediment, clean and flush with a reliable cooling
system cleaner. This coolant can be used up to five years or , miles km before replacement. To
prevent reducing this extended maintenance period, it is important that you use the same
coolant throughout the life of your vehicle. Page The cap should be inspected and cleaned if
there is any accumulation of foreign material on the sealing surfaces. Never add coolant when
the engine is overheated. Do not overfill. Points to Remember NOTE: When the vehicle is
stopped after a few miles kilometers of operation, you may observe vapor coming from the front
of the engine compartment. If replacement is ever necessary, install ONLY the correct type
thermostat. Other designs may result in unsatisfactory coolant performance, poor gas mileage,
and increased emissions. Brake System In order to assure brake system performance, all brake
system components should be inspected periodically. Brake seal components could be
damaged, causing partial or complete brake failure. This could result in an accident. Use only
brake fluid that has been in a tightly closed container to avoid contamination from foreign
matter or moisture. It is important that the transmission fluid be main- tained at the prescribed
level using the recommended fluid. No chemical flushes should be used in any trans- mission;
only the approved lubricant may be used. Chemicals that make roads passable in snow and ice,
and chemicals that are sprayed on trees and road surfaces during other seasons, are highly
corrosive to the metal in your vehicle. Take care never to scratch the paint. Your authorized
dealer has touch up paint to match the color of your vehicle. Wheel and Wheel Trim Care All
wheels and wheel trim, especially aluminum and chrome-plated wheels should be cleaned
regularly with a mild soap and water to prevent corrosion. Do not use harsh cleaners or Armor
All. This module contains fuses and relays. This center contains fuses and relays. Failure to do
so may allow water to get into the power distribution center and possibly result in an electrical
system failure. Use a fiber stick or similar tool to gently pry the lamp on the outboard side to

disengage the clip. Remove the fasteners from the back of the tail lamp assembly. Pull back the
trunk liner. Remove the remaining fasteners from the back of the tail lamp assembly. Pull the tail
lamp assembly clear from the vehicle to access the bulbs. Disconnect the electrical connector.
Turn the appropriate bulb and socket assembly coun- terclockwise to remove it from the tail
lamp assembly. Disconnect the bulb from the socket assembly and install the replacement bulb.
License Lamp 1. Remove the screws securing the lamp to the rear fascia. For best performance
and maximum protection under all types of operat- ing conditions, the manufacturer only
recommends full synthetic engine oils that meet the requirements of Chrysler Material Standard
MS and are approved to MB These, and all other maintenance services in- cluded in this manual,
should be done to provide best vehicle performance and reliability. Odometer Reading Date
Repair Order Do only service work for which you have the knowledge and the right equipment.
Take your warranty folder. All work to be performed may not be covered by the warranty. Most
matters can be re- solved with this process. Page Warranty Information U. They are recommended for your vehicle in order to help keep the vehicle operating at its best. If you believe
that your vehicle has a defect that could cause a crash or cause injury or death, you should
immediately inform the National Highway Traffic Safety Visa, Mas- tercard, American Express,
and Discover orders are ac- cepted. If you prefer mailing your payment, please call for an order
form. The traction grade assigned to this tire is based on straight-ahead braking traction tests,
and does not include acceleration, cornering, hydroplaning, or peak traction characteristics.
Page Automatic Headlights Page Console, Floor Page Oil Page GVWR Page Brake Warning
Page Heated Page Rear Window Defroster Page Side Window Demisters Defrosters.. Page
Recreational Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL. Quick Links. See
also: User Manual. Table of Contents. Previous Page. Next Page. Be assured that it represents
precision nicians and genuine MOPAR parts, and cares about workmanship, distinctive styling,
and high quality - all your satisfaction. If you do not read this entire manual, you may miss
important information. Any modifications or alterations to this vehicle could seriously affect its
roadworthiness and safety and may lead to a collision resulting in serious injury or death. The
emergency key allows for entry into the vehicle should the battery in the vehicle or the Key Fob
go dead. Turn the Key Fob to the then pull the key out with your other hand. Leaving ignition
and the ignition switch position is OFF or ACC, unattended children in a vehicle is dangerous
for a sounds a signal to remind you to remove the Key Fob. This condition will result in the
engine being ized vehicle operation by disabling the engine. The shut off after two seconds. A
blank Key Fob vehicle electronics can be used to start and operate the is one that has never
been programmed. If this The lights will fade to off after approximately 30 seconds occurs,
disarm the Vehicle Security Alarm. The turn signal from responding to all RKE transmitter
buttons for all lights will flash to acknowledge the unlock signal. The RKE transmitters. When
the Panic Alarm is on, ter while you are in the vehicle will activate the Security the headlights
and park lights will flash, the horn will Alarm. If you touch a performed at an authorized dealer.
Therefore, make sure the key is not Manual Door Locks inside the vehicle before closing the
door. To lock each door, push the door lock knob on each door trim panel downward. This
prevents you from acciden- The power door lock switch is located on each door trim tally
locking the Key Fob in the vehicle. Removing the panel. The doors were not previously locked
using the power 6. A single chime will indicate the completion of the programming. NOTE: If you
do not hear the chime, it means that the system did not enter the programming mode and you
will need to repeat the procedure. This is a normal occur- The trunk lid can be released from
rence and can be minimized. If the buffeting occurs with outside the vehicle by pressing the one
window open, then open the other window to Trunk Release button on the Re- minimize the
buffeting. Do not allow children to have access to the trunk, either by climbing into the trunk
from outside, or through the inside of the vehicle. Always close the trunk lid when your vehicle
is unattended. Everyone in a motor vehicle should be belted at all times. You outside of a
vehicle. The seat belt latch plate is contacting the seat when the 3. When the belt is long enough
to fit, insert the latch belt is routed through the seat web guide. Position the lap belt across your
thighs, below your 5. Position the shoulder belt on your chest so that it is abdomen. To remove
slack in the lap belt portion, pull up comfortable and not resting on your neck. To release the
belt, push the red button on the buckle. Position the latch plate as close as possible to the The
belt will automatically retract to its stowed position. The BeltAlert warn- 2. Wait for the Seat Belt
Reminder object is on the front passenger seat or when the seat is Light to turn off and then
proceed to the next step. If a seat belt is too short even when fully extended your authorized
dealer can provide you with a seat belt NOTE: When the BeltAlert is deactivated, the Seat Belt
extender. This allows the airbag to have different rates of inflation based on the severity and
type of collision. The Knee Impact Bolsters help protect the knees of the The system includes

side impact sensors adjacent to both driver and the front passenger, and position front occufront and rear seat occupants that are calibrated to deploy Side bags â€” if equipped, and front
seat belt pretensioners â€” airbag deployment will depend on the severity and type if equipped,
as required, depending on the severity and of collision. They are not caused by contact with
chemicals. Do not drive your vehicle after the airbags have de- They are not permanent and
normally heal quickly. Refer to the label You will want to have the airbags ready to located on
the inside of the fuse block cover for the inflate for your protection in a collision. The one year
old and weigh at least 20 lbs 9 kg. In a sudden stop or restraint: accident, it could strike the
occupants or seatbacks and cause serious personal injury. For some older child restraints,
many child restraint manufacturers offer add-on tether strap kits or retrofit kits. You are urged
to take advantage of all the available attachments provided with your child restraint in any
vehicle. Forward- are provided with the child restraint system. LATCH anchorages can lead to
failure of an infant or child restraint. To install a child restraint, first, pull enough of the seat belt
webbing from the retractor to route it through the belt path of the child restraint and slide the
latch plate into the buckle. Interior heat build-up may cause serious injury or death. DO NOT use
the recirculation mode. You should be able to Seat Belts feel the air directed against the
windshield. See your Inspect the belt system periodically, checking for cuts, authorized dealer
for service if your defroster is frays, and loose parts. Al- Pedals that cannot move freely can
cause loss of ways properly reinstall and secure floor mats that vehicle control and increase the
risk of serious per- have been removed for cleaning. Tires Fluid Leaks Examine tires for
excessive tread wear and uneven wear Check area under vehicle after overnight parking for
fuel, patterns. You can turn the feature on or off by pressing the button at the base of the mirror.
A light next to the button will illuminate to indicate when the dimming feature is activated. The
to center on the adjacent lane of traffic and a slight mirrors have one detent clockwise towards
the rear of overlap of the view obtained from the inside mirror. Use the center off trim panel,
next to the power door lock switch. Voice commands are required after most Profile certified
Bluetooth cellular phone. The number will appear in the display then dial the corresponding
phone number, which of certain radios. This will allow Transfer From Cellular Phone you to
store multiple numbers for each phonebook If equipped and specifically supported by your
phone, entry, if desired. Until then, if avail- Phone allows the user to download entries from their
able, the previous downloaded phonebook is available phone via Bluetooth. Say the designation
you when the vehicle is not in motion. The first call will be on hold while the second call is
single beep, indicating that the incoming call was in progress. When two calls are in progress
one active and one on If the active call is terminated by the phone far end, a call hold , press
and hold the button until you hear a on hold may not become active automatically. The number
dialed may If you are in an emergency and the cellular phone is not be applicable with the
available cellular service reachable: and area. Operation is subject to the the Voice Interface
System to recognize user voice com- following conditions: mands may be negatively affected
by rapid speaking or a Adjusting a seat while the vehicle is moving is dangerous. Lift the handle
to return the seatback to an upright To recline: position. Do not ride with the seatback reclined
so that the shoulder belt is no longer resting against your chest. The head restraints should be
adjusted amount of lumbar support. Driving a vehicle with the head restraints removed or
improperly adjusted could cause serious injury or death in the event of a collision. The head
restraints should always be checked prior to operating the vehicle and never adjusted while the
vehicle is in motion. Press the switch a third time to shut the heating elements Off. Easy Entry
Seats Pulling upward on the lever, located on the seatback, allows the seatback to dump
forward and the seat to slide forward. An improperly latched seat could cause serious injury.
Move to the outside of the vehicle and push the safety Two latches must be released to open
the hood. The safety catch is located under the center front edge of the hood. Headlights and
Parking Lights To prevent possible damage, do not slam the hood to The headlight switch is
located on the left side of the close it. Lower the hood until it is open approxi- instrument panel.
Automatic Headlights Only Turn it to the second detent for headlight, parking light When this
feature is active, the headlights will turn on and instrument panel light operation. Then, turn off
The high beam headlights will come on as Daytime the headlights within 45 seconds. NOTE:
The fog lights will operate with the low beam headlights or parking lights on. However, selecting
the high beam headlights will turn off the fog lights. Each light is turned on by pressing the
lens. Press the lens a second time to turn off the light. To protect the battery, the interior lights
will turn off automatically 10 minutes after the ignition is placed in Dome Light Position Push
the multifunction lever inward toward the steering column to the first detent to activate a single
wipe cycle Sudden loss of visibility through the windshield to clear off road mist or spray from a
passing vehicle. The could lead to a collision. To lock the steering The Electronic Speed Control
lever, located on the right- column in position, push the control handle inward until side of the

steering wheel, operates the system. When the vehicle vehicle set speed. When the it may be
preferable to drive without Electronic Speed pedal is released, the vehicle will return to the set
speed. HomeLink button and a power sunroof switch may also be included, if equipped.
Programming HomeLink Do not train the transceiver if people, pets, or Before You Begin other
objects are in the path of the door or gate. Step 3. If the signal is too weak, replace the battery in
the handheld transmitter. Return to the vehicle and press the programmed Similar to this
Canadian law, some U. Using HomeLink Security To operate, press and release the programmed
It is advised to erase all channels before you sell or turn HomeLink button. This device must
accept any interference that may be complete the training for rolling code. Continued movement
of the sunroof switch will stop the sunroof. Never allow your fingers, other body parts, or Press
and hold the switch in the forward position. During Express Vent operation, any This feature will
detect an obstruction in the opening of movement of the sunroof switch will stop the sunroof. If
an ob- Sunshade Operation struction in the path of the sunroof is detected, the The sunshade
can be opened manually. Both of the outlets are protected by a fuse. Ignition Off Operation The
front 12 Volt power outlet has power available only The power sunroof switch will remain active
for up to They Front Cupholders are turned on with the headlights or parking lights. Refer The
front cupholders are located in the center console. The cupholders are positioned for- The
center console armrest slides forward with three ward in the armrest and side-by-side to
provide convenient detents to provide flexibility for comfort, cupholder use access to beverage
cans or bottles while maintaining a Rear Window Defroster Failure to follow these cautions can
cause damage to The rear window defroster button is located on the the heating elements:
climate control Mode knob. A second press of the button will display the outside 1. Fuel Gauge
temperature in the odometer. If the light stays on or The light should turn off. A hot engine
cooling system is dangerous. Airbag Warning Light This light does not indicate how much oil is
in the engine. The engine oil level must be checked under the hood. Shift Lever Indicator â€”
Automatic Transmission the repair technician should leave the odometer reading Only the same
as it was before the repair or service. If the ter, this display shows the Electronic Vehicle
Information problem continues, the message will appear the next time Center EVIC messages
when the appropriate conditions the vehicle is started. Fully depress the accelerator pedal,
slowly, three times Your vehicle is equipped with an engine oil change within 10 seconds. Turn
the ignition switch to the OFF position. Driving a vehicle with the brake light on is danger- The
dual brake system provides a reserve braking capac- ous. The light will turn on when the
ignition an onboard diagnostic system called OBD. This light will turn on to indicate that one or
more door may be ajar. Prolonged driving with the MIL on could cause damage to the engine
control system. It also could The EVIC consists of the tures a driver-interactive display which is
located in the following: instrument cluster. Computer functions. The Trip Functions mode
displays the following. NOTE: Under certain conditions, the display may be superseded by
another display of higher priority. When the vehicle is 4. Laptops and Radar Detectors. This is
where the compass 3. Manual located on the DVD for further details. The time zone selection
menu will appear on on the touch screen when the radio is turned off. Turn on the radio.
Changing Daylight Savings Time 2. Touch the screen where the time is displayed. When
selected, this feature will display the time of day in 3. Proceed 4. Press the right switch knob to
save time change. Random Play. With The medium formats supported by the radio are ISO files,
exceeding 50 folders will result in this Level 1 and Level 2 and includes the Joliet extension.
MP3 , , , extension may cause playback problems. Press and hold the TIME button until the
hours blink. With a maximum number of files, The MP3 file recording media supported by the
radio are exceeding 20 folders will result in this display. Page Universal Consumer Interface Uci
0. If the RND icon is fast will scroll through the list faster. During fast showing on the radio
display, then the shuffle mode is scroll, a slight delay in updating the information on the radio
display may be noticed. The Sirius ID number bikes should be placed as far rearward as
possible, within display will time out in two minutes. Press any button on the loading design of
the rack. Do not place items directly the radio to exit this screen. This mode for five seconds.
The EVIC features a driver-interactive display which is located in the instrument cluster. Use
this Use this control to regulate the tem- control to regulate the amount of air perature of the air
inside the passenger forced through the system in any compartment. You can select either a
primary NOTE: There is a difference in temperature in any mode, as identified by the symbols,
or conditions other than full cold or full hot , between the a blend of two of these modes. Do not
attempt to push or tow your vehicle to get it Damage to the transmission may occur if the
follow- started. The Installing the Button starter motor will continue to run, and it will disengage
automatically when the engine is running. NOTE: Normal starting of either a cold or a warm
Normal Starting engine is obtained without pumping or pressing the accelerator pedal. The
ignition switch will return to the OFF position. As you warms up. This is normal. Failure to do so

may result in transmission damage. Skipping more than one gear while downshifting, could
cause you to lose control of your vehicle. You Damage to the automatic transmission may occur
if could have an accident. If your foot is not firmly on the brake pedal, The gear shifting process
is continuously adapted, de- the vehicle could accelerate quickly forward or in pendent on the
driving style, the driving situation, and The transmission electronics are self-calibrating.
Therefore, the first few shifts on a new Unintended movement of a vehicle could injure vehicle
may be somewhat abrupt or soft until after the those in and near the vehicle. After the the brake
pedal must be pressed whether or not the transmission cools down, it will return to normal
engine is running. Using the screwdriver, press and hold the override tab 5. Be sure to keep
your foot on the brake transmission. Never use the PARK position as a substitute for the
Damage to the shifter could result if the shift lever is parking brake. Coasting the vehicle or
driving for any other reason with the shift lever in NEUTRAL can result in When frequent
transmission shifting occurs when using transmission damage. Turn the engine off. The
transmission is monitored for abnormal conditions. Wait approximately 10 seconds. If a
condition is detected that could result in transmission damage, the transmission will engage
Limp Home Mode. AutoStick â€” 3. You can shift in or out of the trailer towing, and many other
situations. Rapid acceleration on slippery surfaces is dangerous. Slow down if the road has
standing water or puddles. Do not drive on, or cross, a road or a path where 4. Al- before driving
through it. Do not exceed 5 mph steering capability if power assist is lost. This noise should be
considered normal, and it checked if a leak is suspected, abnormal noises are does not in any
way damage the steering system. If vehicle speed is detected, a chime will sound level. With a
clean cloth, wipe any spilled fluid from all to alert the driver. Fully release the parking brake
surfaces. To release the left corner of the instrument panel. Always apply the parking or injury.
If either of the two hydraulic wheel lock-up. The the natural laws of physics from acting on the
light will come on when the ignition switch is turned to vehicle, nor can it increase braking or
steering the ON position and may stay on for as long as four If wheel spin is detected, brake
pressure is vehicle braking capability during emergency braking applied to the slipping wheel s
and engine power is maneuvers. The The BAS cannot prevent the natural laws of physics
system will release brake pressure in proportion to from acting on the vehicle, nor can it
increase the amount of throttle applied as the vehicle starts to move in There may be situations
on minor hills i. It is also The ESP cannot prevent the natural laws of physics intended for
driving in deep snow, sand, or gravel. This from acting on the vehicle, nor can it increase the
mode disables the TCS portion of the ESP and raises the traction afforded by prevailing road
conditions. This may be done while the vehicle is in motion. Tire Markings design standards. Do
not use two different size tires on the rear wheels, as this can result in rear axle damage. If the
TIN is not found on however, the date code may only be on one side. Cold Tire Pressure Cold
tire inflation pressure is defined as the tire pressure after the vehicle has not been driven for at
least 3 hours, or driven less than 1 mile 1. For further information on 3. This table is for
illustration purposes only and may not be accurate for the seating and load carry capacity of
your vehicle. Overloading of your tires is dangerous. Use tires of the cause collisions. Keep this
in mind when checking tire pressure inside a garage, especially in After inspecting or adjusting
the tire pressure, al- the winter. Where speed limits or condi- tions are such that the vehicle can
be driven at high Combining radial ply tires with other types of tires speeds, maintaining correct
tire inflation pressure is very on your vehicle will cause your vehicle to handle Temporary use
spare tires are for emergency use only. Fast spinning tires can be dangerous. Forces generated by excessive wheel speeds may cause tire dam- age or failure. A tire could explode and
injure some- one. They should be inspected regularly for wear and correct cold tire inflation
pressure. Some combinations on your vehicle. If you install the compact spare tire in place of a
road system fault can occur due to any of the following: tire that has a pressure below the
low-pressure warning limit, upon the next ignition switch cycle, a chime will 1. If the system
fault flash on and off for 75 seconds and then remain on solid. The compact spare tire does not
have a TPM sensor. Operation is subject to the Transmission following conditions: The 3. If you
experi- Reformulated Gasoline ence these symptoms, try another brand of gasoline Many areas
of the country require the use of cleaner before considering service for the vehicle. Gasoline
contain effective detergent additives. Use of additional blended with MMT provides no
performance advantage detergents or other additives is not needed under normal beyond
gasoline of the same octane number without If you notice a pungent burning odor or Follow the
precautions below to prevent carbon some light smoke, your engine may be out of tune
monoxide poisoning Have the exhaust system inspected every time the vehicle is raised. Have
any abnor- mal conditions repaired promptly. Until repaired, drive with all side windows fully
open. It is important that you distribute the load evenly over the front and rear axles. Because
the front wheels steer the vehicle, it is important that you do not exceed the maximum front

Overloading can cause potential safety hazards and or rear GAWR. This includes driver,
passengers, cargo, and tongue weight. The TW is the downward force exerted on the hitch ball
by the trailer. Class Max. Tongue Wt. When trailering grade. When parking, apply the parking
brake on cargo that is not fully secured, dynamic load shifts the tow vehicle. Continued before
towing a trailer. Tongue weight rating for the trailer hitch utilized. When towing a trailer
equipped with a hydraulic surge actuated brake system, an electronic hydraulic brake lines. The
Trailer Tow Package may include a four- and seven- pin wiring harness. How- ever, if frequent
shifting occurs while in this range, use the AutoStick mode to select a lower gear range. A
reduction in vehicle maintenance intervals. The parking brake must remain engaged unless the
Recreational towing is allowed ONLY if the driveshaft vehicle is securely and properly
connected to the tow is removed. This allows the heater core to act as a You or others can be
badly burned by hot engine supplement to the radiator and aids in removing heat coolant
antifreeze or steam from your radiator. Deflation Button â€” If Equipped 3. Pressure Gauge 4.
Power Button Air Pump Hose Black and to inflate the tire. Use the Sealant Hose clear hose with
the yellow cap 8. Continued deflated tire is in a position that is near to the ground. Uncoil the
Sealant Hose 6 and then remove the NOTE: Manual transmission vehicles must have the yellow
cap from the fitting at the end of the hose. Connect the Power Plug 8 to a different 12 Volt
Pressure Gauge 3 will decrease quickly from approxi- power outlet in your vehicle or another
vehicle, if avail- mately 70 psi 5 Bar to the actual tire pressure when the able. Do not attempt to
drive the vehicle further. Call for assistance. Have the tire inspected and repaired or replaced
after using If the tire pressure is 19 psi 1. Have the tire inspected and repaired or replaced at the
3. Use the yellow cap on end of the Sealant Hose 6 to earliest opportunity at an authorized
dealer or tire ser- depress the Sealant Bottle release button. The Sealant vice center. Open the
trunk. Remove the fastener securing the spare tire. Lift the access cover using the pull strap.
Remove the spare tire. Remove the fastener securing the jack. A loose tire or jack thrown
forward in a collision or hard stop could endanger the occupants of the ve- hicle. Always stow
the jack parts and the spare tire in the places provided. Turn on the Hazard Warning flashers.
Jacking and Changing a Tire 3. Set the parking brake. Remove the spare tire, jack, and lug
wrench. Continued 2. To avoid possible personal injury, handle the wheel covers with care to
avoid contact with the metal edges and retention teeth. Before raising the vehicle, use the lug
wrench to loosen, but not remove, the lug nuts on the wheel with the flat tire. Turn the jack
screw clockwise to firmly engage the jack saddle with the lift area of the sill flange. Raising the
vehicle higher than necessary can make the vehicle less stable. Lightly tighten the lug nuts. To
avoid the risk of forcing the vehicle off the jack, do not A loose tire or jack thrown forward in a
collision or tighten the lug nuts fully until the vehicle is lowered to hard stop could endanger the
occupants of the ve Mount the road tire on the axle. For vehicles equipped with center caps,
proceed to Step 4. The limited-use spare tires are for emergency use only. Do not use a hammer
or excessive force to install the cover. Install the remaining lug nuts with the cone shaped end
of the nut toward the wheel. For vehicles equipped with center caps, install the so please follow
the procedures in this section carefully. Do not use a hammer or excessive NOTE: When using a
portable battery booster pack force to install the center cap. Remote battery posts are located
on the right side of the engine compartment for jump-starting. NOTE: The remote battery posts
are viewed by standing on the right side of the vehicle looking over the fender. Failure to follow
these procedures could result in Do not connect the cable to the negative post - of the damage
to the charging system of the booster vehicle discharged battery. The resulting electrical spark
or the discharged vehicle. If your vehicle becomes stuck in mud, sand, or snow, it can often be
moved by a rocking motion. If you must use the accessories wipers, defrosters, etc. Page
Engine Compartment - 3. Page Engine Compartment - 5. This system monitors the performance
of the emissions, engine, and automatic further damage to the emission control system. If the
serviced, recently had a dead battery, or a battery replace- problem continues, the message will
appear the next time ment. Approximately 15 seconds later, one of two things will as you
normally would in order for the OBD II system to happen: update. A recheck with the above test
routine may then indicate that the system is now ready. The best time to NOTE: Under no
circumstances should oil change check the engine oil level is about five minutes after a
intervals exceed 6, miles 10 km or six months, fully warmed engine is shut off. SAE 5W engine
oil is recommended for all operating temperatures. This engine oil improves low temperature Do
not use chemical flushes in your engine oil as the starting and vehicle fuel economy.
Maintenance-Free Battery Your vehicle is equipped with a maintenance-free battery. The air
induction system air cleaner, hoses, etc. Do not allow battery fluid to contact your eyes, skin, or
clothing. Do not lean over a battery when attaching clamps. If acid splashes in eyes or on skin,
flush the area imme- diately with large amounts of water. Avoid using the wiper blades to
remove frost or ice from When performing other underhood services, the hood the windshield.

Keep the blade rubber out of contact with latch, release mechanism and safety catch should be
petroleum products such as engine oil, gasoline, etc. This will help blade performance.
Commercially available windshield washer solvents are flammable. They could ignite and burn
you. Care To prevent freeze-up of your windshield washer system must be exercised when
filling or working around in cold weather, select a solution or mixture that meets or Replace as
required. Check the front of the radiator for any accumulation of bugs, leaves, etc. Follow with a
thorough specified HOAT engine coolant antifreeze , may rinsing to remove all deposits and
chemicals. Advise your service attendant a regulated substance requiring proper disposal.
Check of this. As long as the engine operating temperature is with your local authorities to
determine the disposal satisfactory, the coolant bottle need only be checked once rules for your
community. Riding the brakes can lead to brake failure and Add enough fluid to bring the level
up to the require- possibly an accident. Driving with your foot resting ments described on the
brake fluid reservoir. Continued the proper level. Automatic Transmission Fluid ATF is an
engineered product and its performance may be impaired by supple- If the transmission is
disassembled for any reason, the mental additives. Check the fluid level by removing the fill
plug on the The following maintenance recommendations will enable axle. The cost of such
repairs is All wheels and wheel trim, especially aluminum and considered the responsibility of
the owner. Application of a leather condi- wool or other aggressive material to clean the lenses.
Do molded in clear plastic. When cleaning the lenses, care not remove the belts from the vehicle
to wash them. This module contains fuses and erly positioned and fully latched. This center
contains fuses and relays. Failure to do so may allow water to get into the power distribution
center and possibly result in an electrical system failure. This will circuit breakers that are only
serviceable by an autho- ensure adequate system lubrication to minimize the rized dealer. The
cluster and the driver seat switch are possibility of compressor damage when the system is
fused by the 25 Amp circuit breaker in cavity HID headlamps when the headlamp switch is
turned ON. Using a screwdriver, remove the tail lamp retainer. Pull back the trunk liner. Remove
the remaining fasteners from the back of the tail lamp assembly. Pull the tail lamp assembly
clear from the vehicle to 7. Push the electrical connector locking tab to the side. Disconnect the
electrical connector. Turn the appropriate bulb and socket assembly coun- terclockwise to
remove it from the tail lamp assembly. See your authorized dealer for bulb replacement.
Reinstall tail lamp retainer. Remove the screws securing the lamp to the rear fascia. Remove the
bulb and socket assembly. Disconnect the bulb from the socket assembly and install the
replacement bulb. Metric Fuel Approximate 3. Engine Oil â€” 3. Inspect the engine air cleaner
filter; replace if necessary. An authorized dealer See the Warranty Information Booklet, located
on the has also made a major investment in facilities, tools, and DVD, for the terms and
provisions of Chrysler Group training to assure that you are absolutely delighted with LLC
warranties applicable to this vehicle and market. Print page 1 Print document pages. Cancel
Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk.
Upload from URL. Table of Contents. Previous Page. Next Page. Be assured that it represents
precision nicians and genuine MOPAR parts, and cares about workmanship, distinctive styling,
and high quality - all your satisfaction. If you do not read this entire manual, you may miss
important information. Any modifications or alterations to this vehicle could seriously affect its
roadworthiness and safety and may lead to a collision resulting in serious injury or death. The
emergency key allows for entry into the vehicle should the battery in the vehicle or the Key Fob
go dead. Turn the Key Fob to the then pull the key out with your other hand. Leaving ignition
and the ignition switch position is OFF or ACC, unattended children in a vehicle is dangerous
for a sounds a signal to remind you to remove the Key Fob. This condition will result in the
engine being ized vehicle operation by disabling the engine. The shut off after two seconds. A
blank Key Fob vehicle electronics can be used to start and operate the is one that has never
been programmed. Opening a door with the Security Alarm activated steps: will cause the alarm
to sound. Test the feature while outside of the vehicle by press- This feature will cause the horn
to chirp when the doors ing the LOCK button on the RKE transmitter with the are locked with
the RKE transmitter. Remove and replace the battery. Therefore, make sure the key is not The
power door lock switch is located on each door trim inside the vehicle before closing the door.
The doors were not previously locked using the power Fob is in the ignition, and either door is
open, the power door lock switch or Remote Keyless Entry RKE locks will not operate.
Continued belt is routed through the seat web guide. Continued abdomen. Position the shoulder
belt on your chest so that it is 6. To release the belt, push the red button on the buckle. The
retractor The belt will automatically retract to its stowed position. The seat belt still must be and
flash the Seat Belt Reminder Light for 96 seconds or worn snugly and positioned properly.
Keeping the mother safe is authorized dealer can provide you with a seat belt the best way to
keep the baby safe. This allows the airbag to have different rates of inflation based on the

severity and type of collision. The Knee Impact Bolsters help protect the knees of the driver and
the front passenger, and position front occu- The system includes side impact sensors adjacent
to both pants for the best interaction with the Advanced Front They are not caused by contact
with chemicals. Do not drive your vehicle after the airbags have de- They are not permanent and
normally heal quickly. Refer to the label You will want to have the airbags ready to located on
the inside of the fuse block cover for the inflate for your protection in a collision. The one year
old and weigh at least 20 lbs 9 kg. In a sudden stop or restraint: accident, it could strike the
occupants or seatbacks and cause serious personal injury. For some older child restraints,
many child restraint manufacturers offer add-on tether strap kits or retrofit kits. You are urged
to take advantage of all the available attachments provided with your child restraint in any
vehicle. These tether strap anchorages are under a System plastic cover with this symbol on it.
Finally, tighten all three straps as you behind the child restraint, route the seat belt through
push the child restraint rearward and downward into the the child restraint belt path and then
buckle it. Rotate the cover over the anchor directly behind the The seat belts in the passenger
seating positions are seat where you are placing the child restraint. Attach the tether strap hook
A of the child restraint to Transporting Pets the anchor B and remove slack in the tether strap
Airbags deploying in the front seat could harm your pet. Continued Have someone observe the
operation of exterior lights Failure to properly follow floor mat installation or while you work the
controls. Check turn signal and high mounting can cause interference with the brake beam
indicator lights on the instrument panel. You can turn the feature on or off by pressing the
button at the base of the mirror. A light next to the button will illuminate to indicate when the
dimming feature is activated. The to center on the adjacent lane of traffic and a slight mirrors
have one detent clockwise towards the rear of overlap of the view obtained from the inside
mirror. Use the center off trim panel next to the power door lock switch. Voice commands are
required after most Profile certified Bluetooth cellular phone. To combine two calls, refer When
two calls are in progress one active and one on to Conference Call in this section. The number
dialed may Towing Assistance not be applicable with the available cellular service If you need
towing assistance: and area. Paging works properly except for pagers of on your cellular phone
keypad, you can press the certain companies, which time out a little too soon to button and say
the sequence you wish to enter, followed Operation is subject to the the Voice Interface System
to recognize user voice com- following conditions: mands may be negatively affected by rapid
speaking or a Adjusting a seat while the vehicle is moving is dangerous. Lift the handle to
return the seatback to an upright To recline: position. Do not ride with the seatback reclined so
that the shoulder belt is no longer resting against your chest. Turn the control lever for- of a
rear impact. Driving a vehicle with the head restraints removed or improperly adjusted could
cause serious injury or death in the event of a collision. The head restraints should always be
checked prior to operating the vehicle and never adjusted while the vehicle is in motion. Press
the switch a third time to shut the heating elements Off. Easy Entry Seats Pulling upward on the
lever, located on the seatback, allows the seatback to dump forward and the seat to slide
forward. Move to the outside of the vehicle and push the safety Two latches must be released to
open the hood. The safety catch is located under the center front edge of the hood. Headlights
and Parking Lights To prevent possible damage, do not slam the hood to The headlight switch
is located on the left side of the close it. Lower the hood until it is open approxi- instrument
panel. Automatic Headlights Only Turn it to the second detent for headlight, parking light When
this feature is active, the headlights will turn on and instrument panel light operation. Then, turn
off The high beam headlights will come on as Daytime the headlights within 45 seconds. NOTE:
The fog lights will operate with the low beam headlights or parking lights on. However, selecting
the high beam headlights will turn off the fog lights. This includes the glove box light, but not
the trunk light. To restore interior light operation, either place the ignition in the RUN position or
cycle the light switch. Dimmer Control The dimmer control is part of the headlight switch and is
located on the left side of the instrument panel. The interior lights will remain off when the
doors are open. This feature brightens all text displays such as the odometer, Electronic Vehicle
Information Center EVIC , and radio when the parking lights or headlights are on. Turn the
windshield wipers off when driving through an automatic car wash. Damage to the windWindshield Washers shield wipers may result if the wiper switch is left in To use the washer,
push the multifunction lever inward To lock the steering column in position, push the control
handle inward until fully engaged. Do not adjust the steering column while driving. Adjusting
the steering column while driving or driv- ing with the steering column unlocked, could cause
the driver to lose control of the vehicle. Leaving the Electronic Speed Control system on when
not in use is dangerous. You could accidentally To Deactivate set the system or cause it to go
faster than you want. To do so, push the lever upward to until the lever is released. Then
remove your foot desired speed is reached, and a new set speed will be from the accelerator

pedal. Electronic Speed Control can be dangerous where the system cannot maintain a
constant speed. Your ve- hicle could go too fast for the conditions, and you could lose control
and have a collision. Place the handheld transmitter 1 to 3 in 3 to 8 cm NOTE: Some gate
operators and garage door openers from the HomeLink buttons while keeping the EVIC may
require you to replace Step 3 with procedures noted display in view. The name and color of the
button may vary by NOT the button normally used to open and close the manufacturer. Place
the ignition in the RUN position. If you are having trouble programming HomeLink , here are
some of the most common solutions: 2. Operation is subject to the following visors on the
overhead console. Never allow your fingers, other body parts, or the ignition switch or with the
ignition in the any object, to project through the sunroof opening. During Express Close
operation, any Press the switch rearward and release, and the sunroof movement of the sunroof
switch will stop the sunroof. The sunroof Pinch Protect Feature will open fully and then stop
automatically. Both of the outlets are protected by a fuse. Do not insert any other object in the
power outlet as this will damage the outlet and blow the fuse. Improper use of the power outlet
can cause damage not covered by your warranty. Press this button to turn on the rear window
defroster and the heated outside mirrors if equipped. Do not use abrasive window cleaners on
the interior surface of the window. Use a soft cloth and a mild washing solution, wiping parallel
to the heating elements. Tachometer The red segments indicate the maximum permissible 1.
Fuel Gauge engine revolutions per minute RPM x for each gear The pointer shows the level of
fuel in the fuel tank when range. Electronic Throttle Control ETC Warning Light If the light is
flashing when the engine is running, This light will turn on briefly as a bulb check immediate
service is required. Driving with a hot cooling system could damage A hot engine cooling
system is dangerous. You or your vehicle. If this light remains on after several Do not operate
the vehicle until the cause is corrected. Shift Lever Indicator â€” Automatic Transmission the
repair technician should leave the odometer reading Only the same as it was before the repair
or service. If the problem continues, the message will ity in the event of a failure to a portion of
the hydraulic appear the next time the vehicle is started. Driving a vehicle with the brake light on
is danger- ous. Part of the brake system may have failed. Prolonged driving with the MIL on
could cause damage to the engine control system. It also could The EVIC consists of the tures a
driver-interactive display that is located in the following: instrument cluster. As the G-Force
falls, the peak forces will continue to display. This is where the compass 3. Press and hold the
HOME button for approximately two seconds. Shows the actual oil pressure. To make your
selection, press and off if they were turned on by this feature. The time zone selection menu will
appear on 1. Turn on the radio. Touch the screen where the time is displayed. To save the new
time setting, touch the screen where 1. Changing Daylight Savings Time 3. The time zone
selection menu will appear on the screen. Select a time zone by touching the screen where your
selection appears. The radio display of file file recording media and formats are limited. When
names and folder names is limited. The use of Specification Frequency kHz multisession for CD
audio or MP3 playback may result in , , , longer disc loading times. Press and hold the TIME
button until the hours blink. Random Play. With The medium formats supported by the radio are
ISO files, exceeding 50 folders will result in this Level 1 and Level 2 and includes the Joliet
extension. MP3 , , , extension may cause playback problems. Page Universal Consumer
Interface Uci 0. If the RND icon is fast will scroll through the list faster. During fast showing on
the radio display, then the shuffle mode is scroll, a slight delay in updating the information on
the radio display may be noticed. The Sirius ID number bikes should be placed as far rearward
as possible, within display will time out in two minutes. Press any button on the loading design
of the rack. Do not place items directly the radio to exit this screen. This mode for five seconds.
Every time a preset button is used, a corresponding button number will display. Center EVIC.
Use this Manual Air Conditioning and Heating System control to regulate the amount of air The
controls for the manual system in this vehicle contain forced through the system in any a series
of outer rotary dials and inner push knobs. Rotating the knob coun- tion. Air is directed through
the windshield and side window demist outlets. This feature was de- TION mode buttons at the
same time. These non-adjustable outlets direct windshield, is free of obstructions such as
leaves. It will not start unless the clutch pedal is inside and outside mirrors, fasten your seat
belt, and if pressed to the floor. Do not attempt to push or tow your vehicle to get it Damage to
the transmission may occur if the follow- started. The Installing the Button starter motor will
continue to run, and it will disengage automatically when the engine is running. NOTE: Normal
starting of either a cold or a warm Normal Starting engine is obtained without pumping or
pressing the accelerator pedal. The ignition switch will return to the OFF position. As you
warms up. This is normal. Failure to do so acceleration rate. If your foot is not firmly on the
brake pedal, The gear shifting process is continuously adapted, de- the vehicle could accelerate
quickly forward or in pendent on the driving style, the driving situation, and The transmission

electronics are self-calibrating. Therefore, the first few shifts on a new Unintended movement of
a vehicle could injure vehicle may be somewhat abrupt or soft until after the those in and near
the vehicle. If the transmission exceeds Interlock BTSI system that holds the shift lever in the
normal operating temperature, the transmission will PARK position when the ignition switch is
in the LOCK change the way it shifts to help control the condition. Firmly set the parking brake.
Press and maintain firm pressure on the brake pedal. This range is used for moving the vehicle
rearward. Your authorized dealer has moved from side to side. Slow down if the road has
standing water or puddles. Replace tires when tread wear indicators first become Rapid
acceleration on slippery surfaces is dangerous. Unequal traction can cause sudden pulling of
the rear 4. Do not exceed 5 mph steering capability if power assist is lost. This noise should be
considered normal, and it checked if a leak is suspected, abnormal noises are does not in any
way damage the steering system. With a clean cloth, wipe any spilled fluid from all surfaces. To
release the left corner of the instrument panel. Always apply the parking or injury. If either of the
two hydraulic wheel lock-up. The the natural laws of physics from acting on the light will come
on when the ignition switch is turned to vehicle, nor can it increase braking or steering the ON
position and may stay on for as long as four Immediate repair to the ABS system is under
adverse braking conditions by controlling hydrau- required. If wheel spin is detected, brake
pressure is vehicle braking capability during emergency braking applied to the slipping wheel s
and engine power is maneuvers. The The BAS cannot prevent the natural laws of physics
system will release brake pressure in proportion to from acting on the vehicle, nor can it
increase the amount of throttle applied as the vehicle starts to move in Rotate the steering
wheel back to center and then an The ESP uses sensors in the vehicle to determine the path
additional half-turn to the right. This is the normal operating mode for the ESP. Whenever the
vehicle is started, the ESP system will be in this mode. They should go out with the engine
combined with BAS indicator. If the power running. If the TIN is not found on however, the date
code may only be on one side. Cold Tire Pressure Cold tire inflation pressure is defined as the
tire pressure after the vehicle has not been driven for at least 3 hours, or driven less than 1 mile
1. For further information on 3. This table is for illustration purposes only and may not be
accurate for the seating and load carry capacity of your vehicle. Overloading of your tires is
dangerous. Use tires of the cause collisions. Keep this in mind when checking tire pressure
inside a garage, especially in After inspecting or adjusting the tire pressure, al- the winter. Fast
spinning tires can be dangerous. Forces gener- ated by excessive wheel speeds may cause tire
dam- age or failure. A tire could explode and injure some- one. They should be inspected
regularly for wear and correct cold tire inflation pressure. Some combinations failure and loss
of vehicle control. Signal interference due to electronic devices or driving next to facilities
emitting the same radio frequencies as including interference that may cause undesired the
TPM sensors. However, continued heavy spark knock at cifically blended to reduce vehicle
emissions and im- high speeds can cause damage and immediate service is prove air quality.
Gasoline Therefore, you should not have to add anything to the blended with MMT provides no
performance advantage fuel. If you notice a pungent burning odor or Follow the precautions
below to prevent carbon some light smoke, your engine may be out of tune monoxide poisoning
Have the exhaust system inspected every time the vehicle is raised. Have any abnor- mal
conditions repaired promptly. Until repaired, drive with all side windows fully open. The parking
brake must remain engaged unless the vehicle is securely and properly connected to the tow
vehicle, or the driveshaft is completely reinstalled. See your authorized dealer for proper
driveshaft removal reinstallation procedures, This allows the heater core to act as a You or
others can be badly burned by hot engine supplement to the radiator and aids in removing heat
coolant antifreeze or steam from your radiator. Deflation Button â€” If Equipped 3. Pressure
Gauge 4. Power Button Air Pump Hose Black and to inflate the tire. Use the Sealant Hose clear
hose with the yellow cap 8. Continued deflated tire is in a position that is near to the ground.
Uncoil the Sealant Hose 6 and then remove the NOTE: Manual transmission vehicles must have
the yellow cap from the fitting at the end of the hose. Connect the Power Plug 8 to a different 12
Volt Pressure Gauge 3 will decrease quickly from approxi- power outlet in your vehicle or
another vehicle, if avail- mately 70 psi 5 Bar to the actual tire pressure when the able. Continued
least 26 psi 1. Do not attempt to drive the vehicle further. Call for assistance. Have the tire
inspected and repaired or replaced after using If the tire pressure is 19 psi 1. Have the tire
inspected and repaired or replaced at the 3. Use the yellow cap on end of the Sealant Hose 6 to
earliest opportunity at an authorized dealer or tire ser- depress the Sealant Bottle release
button. The Sealant vice center. If your vehicle has a discharged battery it can be jump- started
using a set of jumper cables and a battery in Do not attempt jump-starting if the battery is
frozen. It can start anytime the ignition switch is on. You can be injured by moving fan blades.
Do not connect the cable to the negative post - of the 9. Forces gener- limitations: ated by

excessive wheel speeds may cause damage, or even failure, of the axle and tires. Page Engine
Compartment - 6. This system monitors the performance of the emissions, engine, and
automatic further damage to the emission control system. If the serviced, recently had a dead
battery, or a battery replace- problem continues, the message will appear the next time ment.
Approximately 15 seconds later, one of two things will as you normally would in order for the
OBD II system to happen: update. A recheck with the above test routine may then indicate that
the system is now ready. Only high quality filters should be used to assure most efficient
service. MOPAR engine air cleaner filters are a high quality filter and are recommended. Do not
allow battery fluid replaced with a battery of the same type vented. This service should
approved by the manufacturer for your air condi- include cleaning of the condenser fins and a
performance tioning system. Always use antifreeze and operate the system for a few seconds to
washer fluid when using the wipers to remove salt or dirt flush out the residual water. Replace
as required. Commercially available windshield washer solvents are flammable. They could
ignite and burn you. This engine coolant antifreeze can be used up engine coolants may result
in engine damage and to five years or , miles km before may decrease corrosion protection.
Continued should be between the ranges indicated on the bottle. Brake seal components could
side of the transmission. It is important that the proper lubricant is used in the transmission to
assure optimum transmission perfor- Do not use chemical flushes in your transmission as
mance. Take care never to near the ocean, hose off the undercarriage at least once scratch the
paint. Small particles of dirt remove the stain. Use a fresh, damp towel to remove can act as an
abrasive and damage the leather upholstery soap residue. Do Your vehicle has plastic
headlights that are lighter and not use scrapers or other sharp instruments that may less
susceptible to stone breakage than glass headlights. This will weaken the fabric. Failure to do
so Blue may allow water to get into the integrated power â€” This center contains fuses and
relays. Failure to do so Yellow Cavity 1 of the Rear may allow water to get into the power
distribution The cluster and the driver seat switch are Fuse fused by the 25 Amp circuit breaker
in cavity The â€” This will All of the interior bulbs are glass wedge base or glass ensure
adequate system lubrication to minimize the cartridge types. Aluminum base bulbs are not
approved possibility of compressor damage when the system is and should not be used for
replacement. Open the trunk. Using a screwdriver, remove the tail lamp retainer. Remove the
fasteners from the back of the tail lamp 6. Pull the tail lamp assembly clear from the vehicle to
assembly. Pull back the trunk liner. Push the electrical connector locking tab to the side. Turn
the appropriate bulb and socket assembly coun- terclockwise to remove it from the tail lamp
assembly. Disconnect the bulb from the socket assembly and install the replacement bulb.
Reinstall the bulb and socket assembly into the tail lamp assembly, and then turn it clockwise.
License Lamp 1. Remove the screws securing the lamp to the rear fascia. Engine Oil For best
performance and maximum protection under all types of operat- ing conditions, the
manufacturer only recommends full synthetic engine oils that meet the requirements of
Chrysler Material Standard MS and are approved to MB An authorized dealer See the Warranty
Information Booklet, located on the has also made a major investment in facilities, tools, and
DVD, for the terms and provisions of Chrysler Group training to assure that you are absolutely
delighted with LLC warranties applicable to this vehicle and market. Use frequency signals.
Mobile two-way radios and telephone only fully shielded coaxial cable. This manual is also
suitable for: Challenger srt challenger srt. Print page 1 Print document pages. Cancel Delete.
Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from
URL.

