2010 toyota tundra service manual

You can save this vehicle to My Garage by simply signing in or creating a new account. Find
your Toyota or Scion model so that we can personalize your experience. Dealerships for Puerto
Rico can be viewed on an external site. Select your vehicle to uncover all you need to know
about your Toyota, from warranties on replacement parts to manuals for unique vehicle needs.
No Owner's Manuals were found for your. No Accessories, Audio or Navigation manuals were
found for your. No warranty information was found for your. But it doesn't stop there. Emissions
Coverage 1 Coverages vary under Federal and California regulations. For Toyota hybrid
vehicles beginning with model year , the hybrid HV battery is covered for 10 years from original
date of first use or , miles, whichever comes first. Coverage is subject to the terms and
conditions of your New Vehicle Limited Warranty. See Owner's Warranty and Maintenance
Guide for details. We are proud to announce a significant enhancement to our Hybrid Battery
Warranty. Starting with the model year, every Toyota hybrid battery warranty is being increased
from 8 years or , miles, to 10 years from date of first use, or , miles whichever comes first. This
enhancement serves as an indication of our confidence in the quality, dependability, and
reliability of our products. The HV battery may have longer coverage under emissions warranty.
Toyota Genuine Parts are built to the highest standards of quality, durability and performance.
Most have month coverage, and there aren't many, if any, companies that offer a longer
guarantee. For accessories purchased after the new vehicle purchase, the coverage is 12
months, regardless of mileage, from the date the accessory was installed on the vehicle, or the
remainder of any applicable new vehicle warranty, whichever provides greater coverage, with
the exception of car covers. Car covers are warranted for 12 months from the date of purchase
and do not assume any coverage under the Toyota New Vehicle Limited Warranty. Every Toyota
Certified Used Vehicle is put through a point quality insurance inspection, with each Used
Hybrid tested to a point standard. Every new Toyota comes with ToyotaCare 2 , a no cost
maintenance plan with hour roadside assistance. Learn more about features and functionalities
for your vehicle. From audio to optional exterior components, we've got you covered. We've got
the perfect parts and accessories made to fit the exact specifications of your Toyota. Keep your
Toyota a Toyota. Find service centers and dealer offers near you. Toyota Owner manuals and
warranty information are the keys to quality maintenance for your vehicle. No need to hunt
down a separate Toyota repair manual or Toyota service manual. From warranties on Toyota
replacement parts to details on features, Toyota Owners manuals help you find everything you
need to know about your vehicle, all in one place. Detailed Toyota manuals and Toyota warranty
information help with questions about your vehicle specifications and maintenance schedules.
Plus, learn more about what your Toyota warranty coverage includes. What's more, Toyota
warranty information helps you identify your unique vehicle needs as well as plan future service
visits. Or, get the Toyota Manual for your Toyota ride free of charge using our Toyota Owners
manual free download option. To purchase copies of Owner's Manuals, please call â€” or visit
www. Toyota Owners. Sign in Join now. Select A Vehicle. Sign in Join now Select A Vehicle.
You're almost there. Select Your Vehicle. View PDF. Show Less. More To Explore. ToyotaCare
Every new Toyota comes with ToyotaCare 2 , a no cost maintenance plan with hour roadside
assistance. How-To Videos Learn more about features and functionalities for your vehicle.
Learn More. Toyota Genuine Parts We've got the perfect parts and accessories made to fit the
exact specifications of your Toyota. Service Centers Keep your Toyota a Toyota. Keys to Quality
Maintenance. Read More. Additional Resources. Countless reasons to join. Create an account
and get the most out of your Toyota today. I'd love to be emailed when a new, high quality
document is available for my Toyota Tundra. My email address is:. By using this website, you
automatically accept that we use cookies. What for? Toggle navigation. Home Workshop
Manuals Toyota Tundra. The first generation Tundra had many similarities with the older Toyota
T and the compact Toyota Tacoma. The biggest of those similarities was the shared use of a 3.
The V6 engine would serve as the base engine for the Tundra, while a second powerplant, a first
for a Toyota truck, a V8 engine sized at 4. Aside from being the first full-size pickup truck built
by Toyota, it was also nominated for an award as the North American Truck of the Year, and was
also Motor Trend magazine? Get notified for new files? We'll send you a quick email when a
new Toyota Tundra document is added. Toyota Tundra Workshop Manual. Toyota Tundra
Owners Manual. Toyota Tundra Misc Document. Related Models. Toyota Official Website. Never
miss out: Get notified when new Toyota Tundra documents are added. About Manuals. Connect
with us. Toyota - Tundra - Workshop Manual - - We'll send you a quick email a new Toyota
Tundra document is added. Spam free: Maximum of 1 email per month. Show full PDF. Get your
hands on the complete Toyota factory workshop software. Check out our popular Toyota
Tundra Manuals below:. Summary of Content. Your dealership and the entire staff of Toyota
Motor Sales, U. A word about safe vehicle operations This Quick Reference Guide is not a full
description of Tundra operations. Each box contains safe operating instructions to help you

avoid injury or equipment malfunction. All information in this Quick Reference Guide is current
at the time of printing. Toyota reserves the right to make changes at any time without notice.
Programmable by customer. Have vehicle inspectedInforby Toyota dealer. Note: Do not attempt
to adjust while the vehicle is in motion. To stop partway, press the switch lightly. Front fog
lights if equipped Turn Front fog lights come on only when the headlights are on low beam.
Window lock switch Deactivates all passenger windows. Indicator OFF: Synchronize
temperature settings for driver and passenger. Temperature selector driver side Select for
maximum cooling. Air intake will automatically be set to recirculate. Insert one disc. Shutter will
close and then re-open for next disc. Push desired preset button or one of to select. Push again
to hold selection. Push and hold to turn audio system OFF. The set speed may be resumed once
vehicle speed exceeds 25 mph. This feature is used to help hold child restraint systems
securely. To find more information about seatbelts, and how to install a child restraint system,
refer to the Owner's Manual. Seatbelts-Shoulder belt anchor CrewMax and double cab models
Push up, or squeeze lock release to lower Tire Pressure Monitoring warning System System
reset initialization 1. Wait several minutes to allow initialization to complete. Let the vehicle sit
for a few minutes to allow initialization to complete. If the tire pressure indicator flashes for
more than 60 seconds and then remains on, take the vehicle to your local Toyota dealer. Note:
The warning light may come on due to temperature changes or changes in tire pressure from
natural air leakage. If the system has not been initialized recently, setting the tire pressures to
factory specifications should turn off the light. Therefore, you may find some explanations for
equipment not installed on your vehicle. All specifications provided in this manual are current at
the time of printing. However, because of the Toyota policy of continual product improvement,
we reserve the right to make changes at any time without notice. Depending on specifications,
the vehicle shown in the illustrations may differ from your vehicle in terms of equipment. Noise
from under vehicle after turning off the engine Approximately five hours after the engine is
turned off, you may hear sound coming from under the vehicle for several minutes. This is the
sound of a fuel evaporation leakage check and, it does not indicate a malfunction. Accessories,
spare parts and modification of your Toyota A wide variety of non-genuine spare parts and
accessories for Toyota vehicles are currently available in the market. You should know that
Toyota does not warrant these products and is not responsible for their performance, repair, or
replacement, or for any damage they may cause to, or adverse effect they may have on, your
Toyota vehicle. This vehicle should not be modified with non-genuine Toyota products.
Modification with non-genuine Toyota products could affect its performance, safety or
durability, and may even violate governmental regulations. In addition, damage or performance
problems resulting from the modification may not be covered under warranty. If the vehicle is
scrapped with the airbags and seat belt pretensioners left as they are, this may cause an
accident such as fire. Be sure to have the systems of the SRS airbag and seat belt pretensioner
removed and disposed of by a qualified service shop or by your Toyota dealer before you scrap
your vehicle. Perchlorate Material Special handling may apply, See www. Your vehicle has
components that may contain perchlorate. These components may include airbag, seat belt
pretensioners, and wireless remote control batteries. Alcohol and certain drugs delay reaction
time, impair judgment and reduce coordination, which could lead to an accident that could
result in death or serious injury. Defensive driving: Always drive defensively. Anticipate
mistakes that other drivers or pedestrians might make and be ready to avoid accidents. Driver
distraction: Always give your full attention to driving. Anything that distracts the driver, such as
adjusting controls, talking on a cellular phone or reading can result in a collision with resulting
death or serious injury to you, your occupants or others. Children may be able to start the
vehicle or shift the vehicle into neutral. There is also a danger that children may injure
themselves by playing with the cigarette lighter, the windows, or other features of the vehicle. In
addition, heat build-up or extremely cold temperatures inside the vehicle can be fatal to
children. You are informed about what you must or must not do in order to reduce the risk of
injury to yourself and others. NOTICE This is a warning against anything which may cause
damage to the vehicle or its equipment if the warning is ignored. You are informed about what
you must or must not do in order to avoid or reduce the risk of damage to your Toyota and its
equipment. Arrows indicating operations Indicates the action pushing, turning, etc. Indicates
the outcome of an operation e. Index Alphabetical listing of information contained in this
manual. Key information Keys The following keys are provided with the vehicle. In the event that
a key is lost, a new key can be made by your Toyota dealer using the key number plate.
Pressing the button again within 3 seconds unlocks the other doors. To stop the alarm, push
any button on the wireless remote control. Fully close the door to stop the buzzer, and lock the
vehicle once more. The battery becomes depleted even if the wireless remote control is not
used. If the wireless remote control function does not operate, the battery may be depleted.

Replace the battery when necessary. If you are carrying a wireless remote control in your bag
etc, ensure that the buttons are not likely to be pressed accidentally. Pressing a button may
cause the wireless remote control to emit radio waves that could interfere with the operation of
the aircraft. I nf or mat i onPr ovi dedby: 45 Before driving Locking and unlocking the doors:
Use the key. Operation is subject to the following two conditions: 1 this device may not cause
harmful interference, and 2 this device must accept any interference received, including
interference that may cause undesired operation. For vehicles sold in Canada NOTE: Operation
is subject to the following two conditions: 1 This device may not cause interference, and 2 this
device must accept any interference, including interference that may cause undesired operation
of the device. Opening, closing and locking the doors Side doors The vehicle can be locked and
unlocked using the wireless remote control, key or door lock switch. Opening, closing and
locking the doors Locking the front doors from the outside without a key Move the inside door
lock button to the lock position. Close the door. These locks can be set to prevent children from
opening the rear doors. Push down on each rear door switch to lock both rear doors. I nf or mat
i onPr ovi dedby: 49 Before driving The door cannot be locked if a front door is open and the
key is in the engine switch. Shift position linked door unlocking function Shifting the shift lever
to P unlocks all doors. Failing to do so may result in a door opening and an occupant falling
out, resulting in death or serious injury. The doors may be opened and the passengers are
thrown out of the vehicle and it may result in serious injury or death. Be especially careful for
the front doors, as the doors may be opened even if the inside lock buttons are in locked
position. Opening, closing and locking the doors Tailgate The tailgate can be opened using the
tailgate handle. After closing the tailgate, try pulling it toward you to make sure it is securely
locked. To disconnect the wire harness connectors and , tailgate wire harness connector and
pull apart. Tailgate wire harness connector Frame wire harness connector Attach the frame wire
harness connector cover to the frame wire harness connector. Frame wire harness connector
cover Frame wire harness connector I nf or mat i onPr ovi dedby: 53 1 Before driving These
connector covers are used when removing the tailgate, to prevent the back-up camera wire
harness connectors from being contaminated. Opening, closing and locking the doors Open the
tailgate. Pull out the plastic wire protector located in the vehicle bed by pressing the tabs and
pulling the protector. Plastic wire protector Pull out the wire harness from the vehicle bed.
Attach the tailgate wire harness connector cover to the tailgate wire harness connector.
Connector cover White Store the connector covers in the glove box in a plastic bag when not
using. To disconnect the wire harness connectors and , press and hold the lock of the tailgate
wire harness connector White and pull apart. Tailgate wire harness connector White Frame wire
harness connector Gray Attach the connector cover White to the frame wire harness connector
Gray. Attach the connector cover Gray to the tailgate wire harness connector White. I nf or mat i
onPr ovi dedby: 57 1 Before driving Open the tailgate to the angle where you can release the
brackets on the support cables from the lugs on both sides. Lift the support cable bracket up
and slide it off. Opening, closing and locking the doors Slide the tailgate a little to the right to
unhook the left side. To attach the tailgate, follow the removal procedure in reverse order. Rear
step bumper Type A For rear end protection and easier step-up loading. To get on the rear step
bumper, use the shaded area in the illustration. Failure to do so may result in serious personal
injury or damage to the vehicle components. Failure to do so may result in death or serious
personal injury. This prevents the shoulder belt from being damaged. Make sure that the seat
belt is removed from the hanger before using it. Adjustable components seats, mirrors, steering
wheel Pull the seatback folding lever and fold the seatback down. If the seat is too reclined, the
lap belt may slide past the hips and apply restraint forces directly to the abdomen or your neck
may contact the shoulder belt, increasing the risk of death or serious injury in the event of an
accident. Failure to do so may result in death or serious injury. Adjustable components seats,
mirrors, steering wheel Rear seats Double Cab and CrewMax models CrewMax models Seat
position lever adjustment 1 Seatback angle adjustment lever Before driving Double Cab models
The rear seats do not have a seat adjustment function. This prevents the seat belt buckles from
falling out when you fold the seatback. Pass the seat belts through the seat belt hangers. Make
sure that the seat belts are removed from the hangers before using them. When returning
bottom cushion to its original position, push the bottom cushion down while pulling the lever
until it locks. I nf or mat i onPr ovi dedby: 67 1 Before driving This prevents the seat belt buckles
from falling out when you fold the seatback. Failure to do so will prevent the seat belt from
operating properly. Two different driving positions can be entered into memory. Turn the engine
switch to the ON position. If the selected button has already been preset, the previously
recorded position will be overwritten. Open one of the doors. If a door is not opened within 60
seconds after is pressed, the doors will be locked again and the alarm will automatically be set.
In case the alarm is triggered, immediately stop the alarm. Push the SET button and the button

on the wireless remote control at the same time for about 1 second until you hear 2 beeps. If
this happens, you can stop the movement by pressing another seat position memory button.
Adjustable components seats, mirrors, steering wheel Head restraints Head restraints are
provided for all seats. Front separated type seats Vertical adjustment 1 Up Before driving Pull
the head restraints up. Down Lock release button Push the head restraint down while pushing
the lock release button. Front bench type seat Vertical adjustment Up Pull the head restraints
up. Down Push the head restraint down while pushing the lock release button. Adjustable
components seats, mirrors, steering wheel Rear seat CrewMax models Vertical adjustment Up
Pull the head restraints up. Adjustable components seats, mirrors, steering wheel CrewMax
models Pull the head restraint up while pushing the lock release button. Press and hold the lock
release button when lowering the head restraint. CrewMax models Align the head restraint with
the installation holes and push it down to the lock position. Adjustable components seats,
mirrors, steering wheel Seat belts Make sure that all occupants are wearing their seat belts
before driving the vehicle. Sit up straight and well back in the seat. Adjustable components
seats, mirrors, steering wheel Releasing the belt Press the release button. Up Move the height
adjuster up as needed until you hear a click. Adjustable components seats, mirrors, steering
wheel Rear seats CrewMax models Down Push the lock release button and slide the height
adjuster down. Seat belt pretensioners front seats The pretensioner helps the seat belt to
quickly restrain the occupant by retracting the seat belt when the vehicle is subjected to certain
types of severe frontal collision or a vehicle rollover. The pretensioner may not activate in the
event of a minor frontal impact, a side impact or a rear impact. It may also lock if you lean
forward too quickly. A slow, easy motion will allow the belt to extend so that you can move
around fully. Extend the shoulder belt completely over the shoulder and position the belt across
the chest. Avoid belt contact over the rounding of the abdominal area. If the seat belt is not
worn properly, not only a pregnant woman, but also the fetus could suffer death or serious
injury as a result of sudden braking or a collision. This feature is used to hold the child restraint
system CRS firmly. To free the belt again, fully retract the belt and then pull the belt out once
more. Failing to do so may cause death or severe injury. Do not use a seat belt for more than
one person at once, including children. The seat belt is most effective when the occupants are
sitting up straight and well back in the seats. The belt should be kept away from your neck, but
not falling off your shoulder. Failure to do so could reduce the amount of protection in an
accident and cause death or serious injuries in the event of a sudden stop, sudden swerve or
accident. In that case, the seat belt cannot be used again and must be replaced at your Toyota
dealer. If this occurs and the buckle cannot be unfastened, scissors should be used to cut the
belt. Check for cuts, fraying, and loose parts. Do not use a damaged seat belt until it is replaced.
Damaged seat belt cannot protect an occupant from death or serious injury. If the seat belt does
not function correctly, immediately contact your Toyota dealer. Have any necessary repairs
carried out by your Toyota dealer. Inappropriate handling of the pretensioner may prevent it
from operating properly resulting in death or serious injury. This helps prevent damage to the
vehicle interior and the extender itself. Adjustable components seats, mirrors, steering wheel
Steering wheel manually adjustable type The steering wheel can be adjusted to a comfortable
position. After adjustment, pull the lever up to secure the steering wheel. Adjustable
components seats, mirrors, steering wheel Adjust to the ideal position by moving the steering
wheel horizontally. Doing so may cause the driver to mishandle the vehicle and an accident,
resulting in death or serious injury. Otherwise, the steering wheel may move suddenly, possibly
causing an accident and resulting in death or serious injury. Adjustable components seats,
mirrors, steering wheel Steering wheel power-adjustable type The steering wheel can be
adjusted to a comfortable position. Up Down 1 Toward the driver Before driving Away from the
driver Auto tilt away When the key is removed from the engine switch, the steering wheel
returns to its stowed position by moving up and away to enable easier driver entry and exit.
Inserting the key into the engine switch returns the steering wheel to its original position.
Adjustable components seats, mirrors, steering wheel Anti-glare inside rear view mirror Glare
from the headlights of vehicles behind can be reduced by using the following functions.
Adjustable components seats, mirrors, steering wheel Auto anti-glare inside rear view mirror In
automatic mode, sensors are used to detect the headlights of vehicles behind and automatically
reduces the reflected light. The mirror will revert to the automatic mode each time the engine
switch is turned on. Doing so may lead to mishandling of the vehicle and an accident, resulting
in death or serious injury. Adjustable components seats, mirrors, steering wheel Outside rear
view mirrors Mirror angle can be adjusted. Power-adjustable type Type A Select a mirror to
adjust. Adjustable components seats, mirrors, steering wheel Power-adjustable type Type B
Upper part mirror: Select a mirror to adjust. L: left or R: right Adjust the mirror up, down, in or
out using the switch. Lower part mirror: Adjust the mirror up and down, in or out by pushing the

mirror surface. Manually adjustable type Adjust the mirror up, down, in or out by pushing the
mirror surface. Adjustable components seats, mirrors, steering wheel Folding back the mirrors
From outside Push backward to fold the mirrors. Pressing again will unfold the mirrors.
Adjustable components seats, mirrors, steering wheel Extending the mirrors if equipped The
mirrors can be manually slid outward to improve visibility around wide trailers. Manually adjust
the lower part of the mirror until an appropriate view of the towed object is obtained. Failing to
do so may result in loss of control of the vehicle and cause an accident, resulting in death or
serious injury. Use a spray de-icer to free the mirror. I nf or mat i onPr ovi dedby: 95 Before
driving When the anti-glare inside rear view mirror is set to automatic mode, the outside rear
view mirrors will activate in conjunction with the anti-glare inside rear view mirror to reduce
reflected light. Use this switch to prevent children from accidentally opening or closing a
passenger window. Failing to do so may result in death or serious injury. Closing a power
window on someone can cause serious injury, and in some instances, even death. I nf or mat i
onPr ovi dedby: 99 1 Before driving The power windows can be operated for approximately 43
seconds even after the engine switch is turned to the ACC position or turned off. They cannot,
however, be operated once either front door is opened. This not only keeps personal
belongings from being thrown out, but also prevents exhaust gases from entering the vehicle.
Closing a back window on someone can cause serious injury, and in some instances, even
death. It cannot, however, be operated once either front door is opened. However, the sunshade
will open automatically when the moon roof is opened. Push and hold the switch toward the UP
tilt up side or close side. To ensure the initialization is complete, make sure automatic opening
and closing functions work properly. Stop the vehicle. Press and hold the 1 sliding close switch.
Release the UP tilt up switch once and then press and hold the UP tilt up switch again. Finally, it
will tilt down, open and close. Check to make sure that the moon roof is completely closed and
then release the switch. In that case, press and hold the sliding close or UP tilt up switch, and
the moon roof will tilt up and pause for approximately 1 second. Then it will tilt down, open and
close. If the moon roof does not fully close even after performing the above procedure correctly,
have the vehicle inspected by your Toyota dealer. Failing to do so may cause death or serious
injury. Closing the moon roof on someone can cause death or serious injury. Refueling Opening
the fuel tank cap Perform the following steps to open the fuel tank cap. Turn the fuel tank cap
slowly to open. Refueling Hang the fuel tank cap on the back of the fuel filler door. Closing the
fuel tank cap When installing the fuel tank cap, turn it until you hear a click. The cap will turn
slightly to the opposite direction when released. For more information about fueling stations,
please refer to the U. Department of Energy Web site. Sparks resulting from discharging static
electricity may cause the fuel vapors to ignite. A whooshing sound may be heard when the fuel
tank cap is loosened. Wait until the sound cannot be heard before fully removing the cap. In hot
weather, pressurized fuel may spray out of the filler neck and cause injury. Fuel contains
substances that are harmful if inhaled. Doing so may cause the fuel to ignite and cause a fire.
This may cause static electricity to build up, resulting in a possible ignition hazard. Doing so
may cause a fire or other incident which may result in death or serious injury. Do not add E85
fuel to a gasoline-engine vehicle. Filling a gasoline-engine vehicle with E85 will have a negative
impact on starting and driving performance and will cause damage to the fuel system
components. I nf or mat i onPr ovi dedby: 1 Before driving Do not spill fuel during refueling.
Never leave the keys inside the vehicle when you leave the vehicle. The indicator light flashes
after the key has been removed from the engine switch to indicate that the system is operating.
The indicator light stops flashing after the registered key has been inserted into the engine
switch to indicate that the system has been canceled. Operation is subject to the following two
conditions: 1 this device may not cause interference, and 2 this device must accept any
interference, including interference that may cause undesired operation of the device. If
modified or removed, the proper operation of the system cannot be guaranteed. The doors will
lock again automatically. The system will be set automatically after 30 seconds. The indicator
light changes from being on to flashing when the system is set. The alarm will be deactivated or
stopped after a few seconds. Stopping the alarm deactivates the alarm system. If the battery is
discharged before canceling the alarm, the system may be triggered when the battery is
reconnected. Safety information Correct driving posture Drive in a good posture as follows: Sit
upright and well back in the seat. Adjust the tilt and telescopic positions of the steering wheel
downward so the airbag is facing your chest. Doing so could cause the driver to lose control of
the vehicle. Objects placed under the front seats may become jammed in the seat tracks and
stop the seat from locking in place. This may lead to an accident. The adjustment mechanism
may also be damaged. If the seat is too reclined during an accident, the lap belt may slide past
the hips and apply restraint forces directly to the abdomen or your neck may contact the
shoulder belt, increasing the risk of death or serious injury. Fingers or hands may become

jammed in the seat mechanism. A cushion may prevent correct posture from being achieved,
and reduce the effectiveness of the seat belt and head restraint, increasing the risk of death or
serious injury to the driver or passenger. Safety information SRS airbags The SRS airbags
inflate when the vehicle is subjected to certain types of severe impacts that may cause
significant injury to the occupants. They work together with the seat belts to help reduce the
risk of death or serious injury. Knee airbags Can help provide driver and front passenger
protection. Side and curtain shield airbags Side airbags Can help protect the torso of the front
seat occupants. Curtain shield airbags Can help protect primarily the head of outside
occupants. The airbag system controls airbag deployment power for the driver and right front
passenger. The main SRS airbag system components are shown above. The SRS airbag system
is controlled by the airbag sensor assembly. The airbag sensor assembly consists of a safing
sensor and an airbag sensor. Front bench type seat: The SRS airbags are designed to protect
the driver and right front passenger, and they are not designed to protect an occupant in the
front center seating position. In certain types of severe frontal or side impacts, the SRS airbag
system triggers the airbag inflators. A chemical reaction in the inflators quickly fills the airbags
with non-toxic gas to help restrain the motion of the occupants. The airbag itself may also be
hot. However, this threshold velocity will be considerably higher if the vehicle strikes an object,
such as a parked vehicle or sign pole, which can move or deform on impact, or if the vehicle is
involved in an underride collision e. However, the front passenger airbag may deploy if luggage
is put in the seat, or the seat belt is fastened, even if the seat is unoccupied. Some examples are
shown in the illustration. But, whenever a collision of any type causes sufficient forward
deceleration of the vehicle, deployment of the SRS front airbags may occur. Safety information
The SRS curtain shield airbags are not generally designed to inflate if the vehicle is involved in
a frontal or rear collision, if it pitches end over end, or if it is involved in a low-speed side
collision. Do not disconnect the battery cables before contacting your Toyota dealer. Failure to
do so may cause death or serious injury. The SRS airbags are supplemental devices to be used
with the seat belts. This distance is measured from the center of the steering wheel to your
breastbone. If you now sit less than 10 in. Although vehicle designs vary, many drivers can
achieve the 10 in. If reclining the back of your seat makes it hard to see the road, raise yourself
by using a firm, non-slippery cushion, or raise the seat if your vehicle has that feature. This
points the airbag toward your chest instead of your head and neck. Be sure to wear the seat belt
with the seat belt extender. The front passenger seat should be as far from the airbag as
possible with the seatback adjusted, so the front passenger sits upright. An infant or child who
is too small to use a seat belt should be properly secured using a child restraint system. Toyota
strongly recommends that all infants and children be placed in the rear seats of the vehicle and
properly restrained. The rear seats are the safest for infants and children. These items can
become projectiles when SRS driver, front passenger and knee airbags deploy. All of these
items could become projectiles and seriously injure or kill you, should the SRS curtain shield
airbag deploy. Doing so can cause the SRS airbags to malfunction. Wash off any residue as
soon as possible to prevent skin irritation. The SRS airbags may malfunction or deploy inflate
accidentally, causing death or serious injury. AUTO position This position makes the front
passenger airbag system operational. At this time, the indicator light condition varies
depending on the size of the occupant in the right passenger seat. OFF position The front
passenger airbag is disabled. Turn the key counterclockwise to the OFF position and remove it.
Medical condition. For more detailed information concerning about the passenger risk group,
please contact NHTSA at or Transport Canada at I nf or mat i onPr ovi dedby: 1 Before driving
Infant. The roll sensing function for the curtain shield airbags and seat belt pretensioners will
turn back on automatically each time the engine switch is turned on. If it is left on, the curtain
shield airbag will not activate in the event of an accident, which may result in death or serious
injury. Safety information Front passenger occupant classification system Your vehicle is
equipped with a front passenger occupant classification system. This system detects the
conditions of the right front passenger seat and activates or deactivates the devices for the
front passenger. A forward-facing child restraint system should only be installed on the
passenger seat when it is unavoidable. A forward-facing child restraint system should only be
installed on the front passenger seat when it is unavoidable. If you use the seat belt extender
while the AIR BAG OFF indicator light is illuminated, the front passenger airbag, front
passenger knee airbag and side airbag on the right front passenger side airbag may not activate
correctly, which could cause death or serious injury in the event of collision. If the seatback
touches the rear seat or back wall, return the seatback to a position where it does not touch the
rear seat or back wall. Keep the front passenger seatback as upright as possible when the
vehicle is moving. Reclining the seatback excessively may lessen the effectiveness of the seat
belt system. If the AIR BAG OFF indicator still remains illuminated, either ask the passenger to

move to the rear seat, or if that is not possible, move the right front passenger seat fully
rearward. Otherwise, the SRS warning light may come on to indicate a malfunction of the
detection system. In this case, contact your Toyota dealer immediately. The laws of all 50 states
of the U. Studies have shown that installing a child restraint on a rear seat is much safer than
installing one to the front passenger seat. General installation instructions are provided in this
manual. According to accident statistics, the child is safer when properly restrained in the rear
seat than in the front seat. In the event of an accident, the force of the rapid inflation of the front
passenger airbag can cause death or serious injury to the child. If you must put infant or child
age 1 to 12 in a passenger risk group on the right passenger seat, make sure that the passenger
airbag off switch is in the OFF position with the key removed and that the indicator light is on. In
the event of an accident, the force of the rapid inflation of the front passenger airbag can cause
death or serious injury to the child if the rear-facing child restraint system is installed on the
front passenger seat. Holding a child in your arms is not a substitute for a child restraint
system. In the event of an accident, the force of the rapid inflation of the front passenger airbag
can cause death or serious injury to the child if the rear-facing child restraint system is installed
on the right passenger seat. In the event of an accident, the force of the rapid inflation of the
driver airbag could cause death or serious injury to the child. A child restraint system that
requires a top tether strap should not be used in the front passenger seat since there is no top
tether strap anchor for the front passenger seat. Adjust the seatback as upright as possible and
always move the seat as far back as possible even if the AIR BAG OFF indicator light is
illuminated, because the front passenger airbag could inflate with considerable speed and
force. Otherwise, the child may be killed or seriously injured. In this case, install the child
restraint system on the right passenger seat. If installing a child restraint system with the seat
belt extender connected to the seat belt, the seat belt will not securely hold the child restraint
system, which could cause death or serious injury to the child or other passengers in the event
of a sudden stop, sudden swerve or an accident. It is dangerous if the side airbags and curtain
shield airbags inflate, and the force of the rapid inflation could cause death or serious injury to
the child. If it is not secured properly, it may cause death or serious injury to the child in the
event of a sudden stop, sudden swerve or an accident. Do not store the restraint unsecured in
the passenger compartment. This will prevent it from injuring passengers in the event of a
sudden stop, sudden swerve or accident. Attach the top tether strap when installing a child
restraint. Buttons displaying the location of the anchors are attached to the seat. Buttons
displaying the location of the anchors are attached to the seats. Separated type seat Bench type
seat Double Cab models Anchor brackets are provided for all rear passenger seats. CrewMax
models Anchor brackets are provided for all rear passenger seats. Safety information Installing
the child restraint system on the right passenger seat Regular Cab models When you install a
child restraint system which belongs to a passenger risk group on the right passenger seat, do
the following procedure. Return the seatback and secure it at the 1st lock position most upright
position. Adjust the seatback to the 13th lock position. If the child restraint has a top tether
strap, the top tether strap should be latched onto the top tether strap anchor. For owners in
Canada: The symbol on a child restraint system indicates the presence of a lower connector
system. Safety information Type A Widen the slits of the seat cushion slightly. Canada only
Type B Widen the slits of the seat cushion slightly. If the child restraint has a top tether strap,
the top tether strap should be latched onto the top tether anchor. Canada only I nf or mat i onPr
ovi dedby: 1 Before driving Widen the gap between the seat cushion and seatback slightly.
Safety information Type B Widen the gap between the seat cushion and seatback slightly.
Canada only Installation with LATCH system CrewMax models If the child restraint has a top
tether strap, the top tether strap should be latched onto the top tether strap anchor. Adjust the
seatback to the 8th lock position. Safety information Type A Widen the gap between the seat
cushion and seatback slightly. Canada only Type B Widen the gap between the seat cushion
and seatback slightly. Run the seat belt through the child seat and insert the plate into the
buckle. Make sure that the belt is not twisted. Fully extend the shoulder belt and then allow it to
retract slightly in order to activate the ALR lock mode. Lock mode allows the seat belt to retract
only. Safety information While pushing the child seat down into the rear seat, allow the shoulder
belt to retract until the child seat is securely in place. I nf or mat i onPr ovi dedby: 1 Before
driving After the shoulder belt has retracted to a point where there is no slack in the belt, pull
the belt to check that it cannot be extended. Safety information Fully extend the shoulder belt
and then allow it to retract slightly in order to activate the ALR lock mode. While pushing the
child seat into the seat, allow the shoulder belt to retract until the child seat is securely in place.
After the shoulder belt has retracted to a point where there is no slack in the belt, pull the belt to
check that it cannot be extended. Regular Cab and Double Cab models: If the child restraint has
a top tether strap, the top tether strap should be latched onto the top tether strap anchor. Safety

information Sit the child in the booster seat. Removing a child restraint installed with a seat belt
Push the buckle release button and fully retract the seat belt. Safety information Remove cover.
Right side passenger seat Latch the hook onto the anchor bracket and tighten the top tether
strap. Make sure the top tether strap is securely latched. Center passenger seat bench type seat
Latch the hook onto the anchor bracket and tighten the top tether strap. Safety information
Replace the head restraint. Pull up the straps of right and center seats. Safety information Right
rear seat Route the top tether strap through the routing device as shown in the illustration.
Make sure the top tether strap is not twisted. Routing device Center rear seat Route the top
tether strap through the routing device as shown in the illustration. Routing device Right rear
seat Latch the hook onto the inner anchor strap ring and tighten the top tether strap. Safety
information Center rear seat Latch the hook onto the inner anchor strap ring and tighten the top
tether strap. Lower the head restraints of right and center seats. Safety information Pull up the
straps of center and left seats. Route the top tether strap through the routing device as shown
in the illustration. Routing device Latch the hook onto the inner anchor strap ring and tighten
the top tether strap. Inner anchor strap ring Lower the head restraints of center and left seats.
Safety information Child restraint systems with a top tether strap CrewMax models Remove the
head restraint. Installing position: 1 Outside passenger seat Before driving Center passenger
seat Outside passenger seat Swing the seatback forward slightly. Latch the hook onto the
anchor bracket. Return the seatback to its original position. Make sure the seatback is securely
locked by pushing forward and rearward on the top of the seatback. Safety information Center
passenger seat Swing the seatback forward slightly. Replace the head restraint. This vehicle is
designed to conform to the SAE J If the child restraint system is not correctly fixed in place, the
child or other passengers may be seriously injured or even killed in the event of sudden
braking, sudden swerving or an accident. When installing a forward -facing or booster child seat
on the front passenger seat, move the seat as far back as possible even if the AIR BAG OFF
indicator light is illuminated. Failing to do so may result in death or serious injury if the airbags
deploy inflate. I nf or mat i onPr ovi dedby: Before driving ALR mode causes the belt to tighten
only which could cause injury or discomfort to the child. Otherwise, it could cause death or
injury in an accident. Otherwise, the child restraint system cannot be securely restrained and
this may cause death or serious injuries in the event of sudden braking, sudden swerving or an
accident. Failing to do so may result in death or serious injury in the event of sudden braking,
sudden swerving or an accident. Make sure the child restraint system is securely attached, or it
may cause death or serious injury to the child or other passengers in the event of a sudden
stop, sudden swerve or accident. Driving procedures Driving the vehicle The following
procedures should be observed to ensure safe driving. If necessary, set the parking brake.
When the vehicle is stopped for an extended period of time, shift the shift lever to P or N. Set
the parking brake. Turn the engine switch off to stop the engine. Lock the door, making sure
that you have the key on your person. Driving procedures Starting on a steep uphill With the
brake pedal depressed, firmly set the parking brake and shift the shift lever to D. Gently depress
the accelerator pedal. Release the parking brake. Avoid sudden acceleration. Do not drive
continuously in the low gears. Do not drive at a constant speed for extended periods. Have your
Toyota dealer perform the bedding down. This prevents the vehicle from creeping. Make sure to
operate the pedals properly. Depressing the brake pedal using your left foot may delay
response in an emergency, resulting in an accident. The exhaust system and exhaust gases can
be extremely hot. This may cause a fire if there is any flammable material nearby. Doing so may
cause the engine to stall or lead to poor brake and steering performance, resulting in an
accident or damage to the vehicle. Large amounts of exhaust in the vehicle can cause driver
drowsiness and an accident, resulting in death or a serious health hazard. Have the vehicle
inspected by your Toyota dealer immediately. Doing so can damage the transmission and may
result in a loss of vehicle control. Engine braking is not available when N is selected. Turning
the engine off while driving will not cause loss of steering or braking control, but the power
assist to these systems will be lost. This will make it more difficult to steer and brake, so you
should pull over and stop the vehicle as soon as it is safe to do so. Using the brakes
continuously may cause the brakes to overheat and lose effectiveness. Doing so may result in a
loss of vehicle control that can cause accidents that may result in death or serious injury. Be
sure to consult a tire dealer to determine whether the tires on your vehicle are high-speed
capability tires or not before driving at such speeds. Wet brake pads may prevent the brakes
from functioning properly. If the brakes on only one side are wet and not functioning properly,
steering control may be affected, resulting in an accident. This may lead to unexpected rapid
acceleration of the vehicle that may cause an accident and result in death or serious injury. If
the vehicle is in any gear other than P or N, the vehicle may accelerate suddenly and
unexpectedly, and may cause an accident. If such a situation cannot be avoided, park the

vehicle in an open space and check that exhaust fumes do not enter the vehicle interior.
Running the engine at high speed while the vehicle is stopped may cause the exhaust system to
overheat, which could result in a fire if combustible material is nearby. Doing so may result in
the following. The transfer mode disengages both the front and rear driveshafts from the
powertrain and allows the vehicle to move regardless of the shift position. At this time, the
indicator blinks and the buzzer sounds. Therefore, the vehicle is free to roll even if the
automatic transmission is in P. You or someone else could be seriously injured. You must
complete the shifting of the transfer mode. Doing so may cause burns. If snowbanks build up
around the vehicle while the engine is running, exhaust gases may collect and enter the vehicle.
This may lead to death or a serious health hazard. Do not leave the vehicle unattended while the
engine is running. Inhaling exhaust gases may lead to death or a serious health hazard. In a
closed area, such as a garage, exhaust gases may collect and enter the vehicle. If there is a hole
or crack caused by corrosion, damage to a joint or abnormal exhaust noise, be sure to have the
vehicle inspected and repaired by your Toyota dealer. Failure to do so may allow exhaust gases
to enter the vehicle, resulting in death or a serious health hazard. This caution applies to both
driving and stopped or parked situations with the engine running. Particular care should be
taken to prevent exhaust gases from entering camper bodies, trailers or other enclosures on or
around your vehicle. If exhaust fumes are detected, open all windows and thoroughly ventilate
the area. Otherwise, you may accidentally move the shift lever or depress the accelerator pedal,
which could cause an accident or fire due to engine overheating. Additionally, if the vehicle is
parked in a poorly ventilated area, exhaust gases may collect and enter the vehicle, leading to
death or a serious health hazard. Braking distance increases when the brakes are wet, and may
cause one side of the vehicle to brake differently than the other side. Also the parking brake
may not securely hold the vehicle. In this case, braking is still possible, but it will require more
force on the pedal than usual. Braking distance may also increase. Each push on the brake
pedal uses up the reserve for the power-assisted brakes. In this case, the brake pedal should be
depressed more firmly than usual and braking distance becomes longer. Do not drive your
vehicle with only a single brake system. Have your brakes fixed immediately. Failure to do so
may cause the vehicle to move or the vehicle may accelerate suddenly if the accelerator pedal is
accidentally depressed. Doing so may damage the power steering pump. The rotor damage can
result if the pads are not replaced when needed. Hold the steering wheel firmly and gradually
press the brake pedal to slow down the vehicle. Replace a flat tire with a new one. Doing so may
cause the following serious damage to the vehicle. The key can be removed only when the shift
lever is in P. Check that the shift lever is set in P. The engine will crank until it starts or for up to
25 seconds, whichever is less. If you turn the engine switch, the engine will keep cranking for
about 30 seconds maximum. Continue depressing the brake pedal until the engine is completely
started. I nf or mat i onPr ovi dedby: When driving Some electrical components such as the
audio system can be used. To free it, turn the key while turning the steering wheel slightly in
either direction. Do not depress the accelerator while starting the engine under any
circumstances. Doing so may cause an accident resulting in death or serious injury. This may
overheat the starter and wiring systems. I nf or mat i onPr ovi dedby: 2 When driving If you want
to stop the engine in an emergency while driving the vehicle, push and hold the engine switch
for more than 3 seconds. However, do not touch the engine switch while driving except in an
emergency. If the engine stops while the vehicle is being driven, this could lead to an
unexpected accident. Driving procedures Automatic transmission Select a shift position
appropriate for the driving conditions. Column-shift type While the engine switch is on, depress
the brake pedal and move the shift lever. Changing shift ranges in S mode Shift the shift lever to
the S position and operate the shift lever. Driving procedures Column-shift type Upshifting
Downshifting The initial shift range in S mode is automatically set to 5 or 4 6-speed models or 4
5-speed models according to vehicle speed. However, the initial shift range may be set to 3 or 2
6-speed models or 3 5speed models if the AI-SHIFT has operated while the shift lever was in the
D position. A lower shift range will provide greater engine braking forces than a higher shift
range. The indicator will come on. Press the switch once more to cancel the mode. Have the
vehicle inspected by your Toyota dealer, immediately. In this situation, the vehicle will operate
as if the shift lever is in D. Shifting the shift lever to the S position cancels the function. In some
circumstances, downshifting may not be possible even when the shift lever is operated. The
warning buzzer will sound twice. Driving procedures Turn signal lever Left turn Right turn Move
and hold the lever partway to signal a lane change. The left hand signal will flash until you
release the lever. The right hand signal will flash until you release the lever. I nf or mat i onPr ovi
dedby: 2 When driving Move and hold the lever partway to signal a lane change. Depressing the
pedal again releases the parking brake. Canada At this time, the indicator will come on. Driving
the vehicle with the parking brake set will lead to brake components overheating, which may

affect braking performance and increase brake wear. Driving procedures Horn To sound the
horn, press on or close to the mark. The horn may not sound if the steering wheel is not
securely locked. Instrument cluster Gauges and meters Vehicles with multi-information display
The following gauges, meters and displays illuminate when the engine switch is in the ON
position. Tachometer Displays the engine speed in revolutions per minute. Speedometer
Displays the vehicle speed. Fuel gauge Displays the quantity of fuel remaining in the tank.
Voltmeter Displays the charge state. Engine oil pressure gauge Displays the engine oil
pressure. Engine coolant temperature gauge Displays the engine coolant temperature. Pushing
and holding the button will reset the trip meter when the trip meter is being displayed.
Instrument cluster Vehicles without multi-information display type A Vehicles without
multi-information display type B The following gauges, meters and displays illuminate when the
engine switch is in the ON position. Tachometer if equipped Displays the engine speed in
revolutions per minute. Instrument cluster Fuel gauge Displays the quantity of fuel remaining in
the tank. Voltmeter if equipped Displays the charge state. Engine oil pressure gauge if equipped
Displays the engine oil pressure. Engine coolant temperature gauge 2 Displays the engine
coolant temperature. Switches between odometer and trip meter displays. Trip meter: Displays
the distance the vehicle has been driven since the meter was last reset. Trip meters A and B can
be used to record and display different distances independently. Automatic transmission fluid
temperature gauge if equipped Displays the automatic transmission fluid temperature.
Instrument cluster Odometer and trip meter display button Pressing this button switches
between odometer and trip meter displays. Instrument cluster Instrument panel light control The
brightness of the instrument panel lights can be adjusted. In this case, immediately stop the
vehicle in a safe place, and check the engine after it has cooled completely. Have your vehicle
checked at your Toyota dealer. They will turn off after the engine is started, or after a few
seconds. There may be a malfunction in a system if a light does not come on, or if the lights do
not turn off. Have the vehicle inspected by your Toyota dealer for details. But this is not a
malfunction. Have the vehicle inspected by your Toyota dealer immediately if this occurs.
Instrument cluster Zoom display of odometer and trip meters Displays the odometer and one of
the trip meters simultaneously. Average Fuel Economy Displays the average fuel consumption
since the function was reset. Current Fuel Economy Displays the current rate of fuel
consumption. Distance To Empty Displays the estimated maximum distance that can be driven
with the quantity of fuel remaining. As a result, the actual distance that can be driven may differ
from that displayed. Trip Timer Displays the driving time. Instrument cluster Average Speed
Displays the average vehicle speed since the engine was started or the function was reset.
Feature customization The vehicle can be customized while the vehicle is stopped. If the
customization fails, the previously setting will be displayed. If no button is pressed for 10
seconds, the display change to normal display. At extremely low temperatures, the information
display monitor may respond slowly, and display changes may be delayed. Instrument cluster
Accessory meter Outside temperature display if equipped Displays the outside air temperature.
Instrument cluster Outside temperature and trip information display if equipped Every time the
INFO button is pushed, the display toggles through these information. Doing so may cause the
driver to mishandle the vehicle and cause an accident, resulting in death or serious injury.
Operating the lights and wipers Headlight switch The headlights can be operated manually or
automatically. The side marker, parking, tail, license plate and instrument panel lights turn on.
The headlights and all lights listed above turn on. Canada Turning on the high beam headlights
With the headlights on, push the lever forward to turn on the high beams. Pull the lever back to
the center position to turn the high beams off. Pull the lever toward you to turn on the high
beams. Release the lever to turn them off. You can flash the high beams with the headlights on
or off. I nf or mat i onPr ovi dedby: When driving The headlights and all listed above turn on and
off automatically. Operating the lights and wipers Manual headlight leveling dial if equipped The
level of the headlights can be adjusted according to the number of passengers and the loading
condition of the vehicle. Daytime running lights are not designed for use at night. The lights
turn off immediately if the button on the wireless remote control is pressed after all doors are
locked. Vehicles with automatic light control system: If any of the doors is kept open, the lights
automatically turn off after 20 minutes. To turn the lights on again, turn the engine switch to the
ON position, or turn the headlight switch off once and then back to the or position. Do not try to
clear it with a pin or other object. This may damage the nozzle. At this time, the cruise control
indicator will come on. Press the button once more to deactivate the cruise control. Accelerate
or decelerate to the desired speed and push the lever down to set the cruise control speed. Fine
adjustment of the set speed approximately 1. The speed setting is also canceled when the
brakes are applied. Resume To resume cruise control and return to the set speed, push the
lever up. After acceleration, the set speed resumes. At this time, the memorized set speed is not

retained. Doing so may result in control of the vehicle being lost and could cause an accident
resulting in death or serious injury. If the cruise control speed cannot be set or if the cruise
control cancels immediately after being activated, there may be a malfunction in the cruise
control system. Have the vehicle inspected by your Toyota dealer. This system uses sensors to
detect obstructions. To turn off, press the switch again. When on, the buzzer sounds to inform
the driver that the system is operational. At this time, the indicator will come on. The buzzer
sounds. Back sensors Indicator and buzzer Far Approximately Using other driving systems
Front corner sensors Distance shown as in in. Using other driving systems Sensors that
operate and detection range The following diagrams show the sensor detection range. Note that
sensors may not be able to detect obstacles that are extremely close to the vehicle. Note that
the sensors may not be able to detect obstacles that are extremely close to the vehicle. The
range of the sensors may change depending on the shape of the object etc. Particular instances
where this may occur are listed below. A sensor is frozen. A sensor is covered in any way. The
vehicle is leaning considerably to one side. On an extremely bumpy road, on an incline, on
gravel, or on grass. The vicinity of the vehicle is noisy due to vehicle horns, motorcycle
engines, air brakes of large vehicles, or other loud noises producing ultrasonic waves. There is
another vehicle equipped with intuitive parking assist sensors in the vicinity. A sensor is coated
with a sheet of spray or heavy rain. The vehicle is equipped with a fender pole or radio antenna.
A bumper or sensor receives a strong impact. The vehicle is approaching a tall or right-angled
curb. In harsh sunlight or intense cold weather. The area directly under the bumpers is not
detected. Objects lower than the sensors or thin stakes etc. A towing hitch is mounted to the
vehicle. A non-genuine Toyota suspension lowered suspension etc. When attaching a two-way
radio antenna. When the bumper is damaged. Using other driving systems In addition to the
examples above, there are instances in which, because of their shapes, signs and other objects
may be judged by a sensor to be closer than they are. Failure to do so may result in the vehicle
being unable to be driven safely and possibly cause an accident. Doing so may result in the
sensor malfunctioning. I nf or mat i onPr ovi dedby: 2 When driving Wires, fences, ropes, etc.
The image is displayed in reverse on the screen. This reversed image is a similar image to the
one on the inside rear view mirror. The rear view image is displayed on the inside rear view
mirror. Vehicle width extension guide lines blue These lines indicate the estimated vehicle width
extension. Distance guide line blue This line indicates a position on the ground about 3 ft.
Distance guide line red This line indicates a position on the ground about 1. Vehicle center
guide lines blue These lines indicate the estimated vehicle center on the ground. Push the
button. The indicator should turn orange. The monitor will automatically turn on again after the
ignition is turned off and on. The indicator should turn green. Push and hold the button for 6 to
12 seconds. The monitor should turn on and the indicator should turn green. Each time the
button is pushed and released, the language will change. The warning message should flash 5
seconds after the button is released, indicating that the change has been completed. Push and
hold the button for 12 to 15 seconds. The monitor will turn off and on after 6 seconds. Continue
holding the button down until the display turns back off. The indicator should flash orange. The
monitor will not automatically turn on again after the ignition is turned off and on. Objects that
are close to either corner of the bumper or under the bumper cannot be seen on the screen. The
area displayed on the screen may vary according to vehicle orientation or road conditions. This
may cause incorrect operation. If water droplets, snow, or mud adhere to the lens, rinse with
water and wipe with a soft cloth. If the lens is extremely dirty, wash it with a mild cleanser and
rinse. Rinse with water and wipe with a soft cloth. If extremely dirty, wash with a mild cleanser
and rinse. When you experience a loss of power, such as wheel slipping. The 4HI indicator will
come on. The 4LO indicator will come on. Shift the shift lever to N. Push and turn the
front-wheel drive control switch fully clockwise. Maintain this condition until the 4LO indicator
comes on. Turn the front-wheel drive control switch fully counterclockwise. Maintain this
condition until the 4LO indicator turns off. When the ambient temperature is 5. Operate the
switch again. I nf or mat i onPr ovi dedby: When driving Stop the vehicle completely. When the
engine is warmer, operate the switch again. If the 4LO indicator light continues to blink even
after attempting the above, there may be a malfunction in the engine, the brake system or the
fourwheel drive system. In this case, you may not be able to shift between 4H and 4L. This will
assure that the front drive components are lubricated. Stop the slipping or spinning before
shifting. The system should be used only when one of the rear wheels spinning occurs in a
ditch or rough surface. To turn off the system, push the switch again. Stop the vehicle in a safe
place. There is no problem with continuing normal driving. The system will be automatically
restored after a short time. A much greater steering effort and more careful cornering control
will be required. Using other driving systems Driving assist systems To help enhance driving
safety and performance, the following systems operate automatically in response to various

driving situations. Be aware, however, that these systems are supplementary and should not be
relied upon too heavily when operating the vehicle. I nf or mat i onPr ovi dedby: When driving
Generates an increased level of braking force after the brake pedal is depressed, when the
system detects a panic stop situation. A buzzer intermittent sounds to indicate that VSC is
operating. You may need to turn the system off to enable you to rock the vehicle in order to free
it. Push the switch again to turn the system back on. I nf or mat i onPr ovi dedby: The system is
all off mode. The system is all off mode. This sound does not indicate that a malfunction has
occurred in any of these systems. None of these indicates that a malfunction has occurred. A
motor sound may be heard after the vehicle comes to a stop. The brake pedal may pulsate
slightly after the ABS is activated. The brake pedal may move down slightly after the ABS is
activated. Always maintain a safe distance from the vehicle in front of you in the following
situations. Always drive carefully. Reckless driving may cause an accident. Exercise particular
care when the indicator flashes and a buzzer sounds. Do not drive the vehicle in conditions
where stability and power may be lost. In addition, make sure that the tires are inflated to the
appropriate tire pressure level. Contact your Toyota dealer for further information when
replacing tires or wheels. Driving information Off-road precautions This vehicle has higher
ground clearance and narrower tread in relation to the height of its center of gravity to make it
capable of performing in a wide variety of off-road applications. This vehicle design feature
causes this type of vehicle to be more likely to rollover. And, it has a significantly higher
rollover rate than other types of vehicles. Therefore, sharp turns at excessive speeds may cause
rollover. Therefore, the driver and all passengers should fasten their seat belts whenever the
vehicle is moving. Because of its profile and higher center of gravity, your vehicle is more
sensitive to side winds than an ordinary passenger car. Slowing down will allow you to have
much better control. This may cause loss of control or vehicle rollover causing death or serious
injury. Driving straight up or straight down is preferred. Your vehicle or any similar off-road
vehicle can tip over sideways much more easily than forward or backward. Failure to operate
this vehicle correctly may result in loss of control or vehicle rollover causing death or serious
injury. Driving information Off-road driving When driving your vehicle off-road, please observe
the following precautions to ensure your driving enjoyment and to help prevent the closure of
areas to off-road vehicles. Honor gates, barriers and signs that restrict travel. When conditions
are wet, driving techniques should be changed or travel delayed to prevent damage to roads. Do
not take unnecessary risks by driving in dangerous places. A bad bump could jerk the wheel
and injure your hands. Keep both hands and especially your thumbs on the outside of the rim.
Clear off any such matter from the underbody. If the vehicle is used with these materials
trapped or adhering to the underbody, a breakdown or fire could occur. Drive slowly and avoid
deep water. Driving information Cargo and luggage Take notice of the following information
about storage precautions, cargo capacity and load. Placing the weight as far forward as
possible helps maintain vehicle balance. When driving Capacity and distribution Cargo capacity
depends on the total weight of the occupants. That weight may not safely exceed the available
cargo and luggage load capacity calculated in Step 4. Driving information 6 If your vehicle will
be towing a trailer, load from your trailer will be transferred to your vehicle. Consult this manual
to determine how this reduces the available cargo and luggage load capacity of your vehicle.
Example on your vehicle Cargo capacity Total load capacity When 2 people with the combined
weight of A lb. In other words, if an increase in the number of occupants causes an excess of
the total load capacity combined weight of occupants plus cargo and luggage load , you must
reduce the cargo and luggage on your vehicle. It is not designed for pas- sengers. They should
ride in their seats with their seat belts properly fastened. Otherwise, they are much more likely
to suffer death or serious bodily injury, in the event of sudden braking, sudden swerving or an
accident. Improper loading may cause deterioration of steering or braking control which may
cause death or serious injury. I nf or mat i onPr ovi dedby: When driving backs. Such items may
be thrown about and possibly injure people in the vehicle during sudden braking or in an
accident. Driving information Vehicle load limits Vehicle load limits include total load capacity,
seating capacity, towing capacity and cargo capacity. Even if the number of occupants are
within the seating capacity, do not exceed the total load capacity. It may not only cause damage
to the tires, but also degrade steering and braking ability, resulting in an accident. Driving
information Winter driving tips Carry out the necessary preparations and inspections before
driving the vehicle in winter. Always drive the vehicle in a manner appropriate to the prevailing
weather conditions. Ensure that all tires are the same size and brand, and that chains match the
size of the tires. Pour warm water over the frozen area to melt the ice. Wipe away the water
immediately to prevent it from freezing. The parking brake may freeze up, preventing it from
being released. If necessary, block the wheels to prevent inadvertent sliding or creeping.
Observe the following precautions when switching fuels, in order to maintain starting and

driving performance. Selecting tire chains Use the correct tire chain size when mounting the
snow chains. Chain size is regulated for each tire size. Side chain 0. Always check local
regulations before installing chains. Do not install tire chains on the front tires. Failing to do so
may result in a loss of vehicle control and cause death or serious injury. Failing to do so may
result in the vehicle being unable to be driven safely, and may cause death or serious injury.
This is because the removal and attachment of snow tires affects the operation of the tire
pressure warning valves and transmitters. Driving information Trailer towing Your vehicle is
designed primarily as a passenger-and-load-carrying vehicle. Towing a trailer will have an
adverse effect on handling, performance, braking, durability, and fuel consumption. For your
safety and the safety of others, do not overload the vehicle or trailer. The vehicle stability and
braking performance are affected by trailer stability, brake setting and performance, and the
hitch. Toyota warranties do not apply to damage or malfunction caused by towing a trailer for
commercial purposes. Contact your Toyota dealer for further information about additional
requirements such as a towing kits, etc. Driving information Weight limits Confirm that the
gross trailer weight, gross combination weight, gross vehicle weight, gross axle weight and
trailer tongue load are all within the limits. The gross vehicle weight is the total weight of the
vehicle. When towing a trailer, it is the sum of the vehicle weight including the occupants, cargo
and any optional equipment installed on the vehicle and the tongue load. The gross axle weight
is the load placed on each axle front and rear. The gross combination weight is the sum of the
total vehicle weight including the occupants, cargo and any optional equipment installed on the
vehicle and the weight of the trailer being towed including the cargo in the trailer. Gross trailer
weight The sum of the trailer weight and the weight of the cargo in the trailer. Driving
information Towing related term Towing capacity Meaning The maximum allowable gross trailer
weight. Towing capacity is calculated considering base vehicle with necessary vehicle
equipment and pound driver. Additional optional equipment, passengers and cargo in the
vehicle will reduce the towing capacity, gross trailer weight includes the trailer, cargo and
necessary equipment for towing. The load placed on the trailer hitch ball. King pin weight The
load placed on the fifth wheel trailer hitch mount. If the gross trailer weight is over lbs. If using a
weight distributing hitch when towing, keep your vehicle level with the ground. Driving
information Gross trailer weight Tongue load 2. The gross trailer weight and tongue load can be
measured with platform scales found at a highway weighing station, building supply company,
trucking company, junk yard, etc. The maximum gross trailer weight: lb. After removing the
hitch, seal any mounting hole in the vehicle body to prevent entry of any substances into the
vehicle. Driving information Selecting trailer ball Use the correct trailer ball for your application.
Trailer ball load rating Matches or exceeds the gross trailer weight rating of the trailer. Ball
diameter Matches the size of the trailer coupler. Most couplers are stamped with the required
trailer ball size. II and III 2 in. Shank length Protrudes beyond the bottom of the lock washer and
nut at least 2 threads. Shank diameter Matches the ball mount hole diameter size. Driving
information Connecting trailer lights Use the wire harness stored in the rear end under body.
Driving information Trailer towing tips Your vehicle will handle differently when towing a trailer.
The three main causes of vehicle-trailer accidents are driver error, excessive speed and
improper trailer loading. Keep the following in mind when towing. Do not exceed the posted
towing speed limit. Recheck after driving a short distance. Grip the bottom of the steering wheel
and move your hand to the left to move the trailer to the left. Move your hand to the right to
move the trailer to the right. This is generally opposite to reversing without a trailer attached.
Avoid sharp or prolonged turning. Have someone guide you when reversing to reduce the risk
of an accident. This is especially true on wet or slippery surfaces. Compensate by making a
larger than normal turning radius. Periodically check the rear to prepare for being passed by
large trucks or buses, which may cause your vehicle and trailer to sway. If swaying occurs,
firmly grip the steering wheel, reduce speed immediately but gradually, and steer straight
ahead. Never increase speed. If you make no extreme correction with the steering or brakes,
your vehicle and trailer will stabilize. Transmission shift range position must be in 5 in the S
mode 6speed models or in 4 in the S mode 5-speed models. If the engine coolant temperature
gauge indicates overheating, immediately turn off the air conditioning if in use , pull your
vehicle off the road and stop in a safe spot. Apply the parking brake firmly, and put the
transmission in P. Avoid parking on a slope, but if unavoidable, do so only after performing the
following: Apply the brakes and keep them applied. Have someone place wheel blocks under
both the vehicle and trailer wheels. When the wheel blocks are in place, release the brakes
slowly until the blocks absorb the load. Apply the parking brake firmly. Passing requires
considerable distance. After passing a vehicle, do not forget the length of your trailer, and be
sure you have plenty of room before changing lanes. Driving information Shift into P and turn
off the engine. Be sure to keep the brake pedal pressed. Shift into D or R if reversing. Release

the parking brake and brake pedal, and slowly pull or back away from the wheel blocks. Stop
and apply the brakes. Have someone retrieve the blocks. Access the service connector. Remove
the scuff plate. Remove the clip screw type and trim board. Remove the connector cover. Do not
drive if the vehicle is not level, and check for improper tongue load, overloading, worn
suspension, or other possible causes. If they do not, install rear view mirrors appropriate for
towing purposes. After the vehicle has been driven for over miles km , you can start towing. In
addition, avoid full throttle acceleration. Failure to do so could cause an accident resulting in
death or serious injury. Do not make sudden downshifts. This could cause the brakes to
overheat and result in reduced braking efficiency. Even though the vehicle may be physically
capable of towing a higher weight, the operator must determine the maximum weight rating of
the particular hitch assembly and never exceed the maximum weight rating specified for the
trailer-hitch. Exceeding the maximum weight rating set by the trailer-hitch manufacturer can
cause an accident resulting in death or serious personal injuries. If damage occurs to the
coupling unit or hitch ball, there is danger of the trailer wandering into another lane. Do not
install the trailer hitch on the bumper; this may cause body damage. Leave sufficient slack in
the chain for turns. The chain should cross under the trailer tongue to prevent the tongue from
dropping to the ground in the case that it becomes damaged or separated. For the correct
safety chain installation procedure, ask your Toyota dealer. Driving information Dinghy towing
Your vehicle is not designed to be dinghy towed with 4 wheels on the ground behind a motor
home. The air conditioning system will begin to operate. Air outlets and fan speed are
automatically adjusted according to the temperature setting. Turn the temperature control dial
clockwise warm or counterclockwise cool. The temperature for the driver and front passenger
seats can be set separately. The air conditioning system switches between individual and
simultaneous modes each time is pressed. The fan speed is shown on the display. The air
outlets switch each time either side of air outlet selection dial is turned. Using the air
conditioning system and defogger When the dial is set to flows to the feet. The mode switches
between outside air mode and recirculated air mode each time the switch is pressed. Using the
air conditioning system and defogger Defogging the windshield Press. The indicator comes on.
The air conditioning system control operates automatically. Recirculated air mode will
automatically switch to outside air mode. Turn the knob to open or close the vent. Using the air
conditioning system and defogger Front passenger side outlets Direct air flow to the left or
right, up or down. Rear outlets CrewMax models only Direct air flow to the left or right, up or
down. As a result, the following may occur. Recirculated air mode may automatically switch to
in situations where the windows need to be defogged. There may be a problem in the air
conditioning system if the indicator continues to flash. Turn the air conditioning system off and
have it inspected by your Toyota dealer. This may then cause odor to be emitted from the vents.
The difference between the temperature of the outside air and that of the windshield can cause
the outer surface of the windshield to fog up, blocking your vision. If is not pressed, the system
will blow ambient temperature air or heated air. The air conditioning will automatically turn on
and the air intake selector will be set to recirculated air mode. Set the dial to OFF to turn the fan
off. Using the air conditioning system and defogger Air flow as shown according to the mode
selected. When the dial is set to flows to the upper body. Using the air conditioning system and
defogger When the dial is set to , air flows to the feet and the windshield defogger operates. The
air intake selector is automatically set to outside air mode. In this position, the air intake
selector cannot be changed to the recirculated air mode, press. To cancel this function: Press
and hold for longer than 2 seconds. Adjusting the position and opening and closing the air
outlets 3 Driver side outlets Turn the knob to open or close the vent. I nf or mat i onPr ovi
dedby: Interior and exterior features Direct air flow to the left or right, up or down. I nf or mat i
onPr ovi dedby: 3 Interior and exterior features For your driving comfort, air flowing to the feet
may be warmer than air flowing to the upper body depending on the position of the temperature
control dial. Using the air conditioning system and defogger Outside rear view mirror defoggers
and front windshield wiper de-icer if equipped on Regular Cab and Double Cab models Clear the
outside rear view mirrors using the defogger. The defoggers will automatically turn off after
about 15 minutes. Pressing the button again also turns the defoggers off. Do not touch them to
prevent from burning yourself. Using the air conditioning system and defogger Back window,
outside rear view mirror defoggers and front windshield wiper de-icer if equipped on CrewMax
models Clear the back window using the defogger. Pressing the button again also turns the
defogger off. Do not touch it to prevent from burning yourself. Using the audio system
Language settings type B and C The language used for all voice guidance, voice recognition
and messages may be changed. Press that corresponds to the desired language. For vehicles
sold in the U. This is an intricate unit that uses a laser pickup to retrieve information from the
surface of compact discs. The laser is carefully shielded so that its rays remain inside the

cabinet. Therefore, never try to disassemble the player or alter any of its parts since you may be
exposed to laser rays and dangerous voltages. Use of controls or adjustments or performance
of procedures other than those specified herein may result in hazardous radiation exposure.
Press and hold a button from until you hear a beep. There are a Each time total of 6 pages.
Preset stations will be played for 5 seconds each. When the desired station is reached, press
again. All the stations with reception will be played for 5 seconds each. To display the message,
press. Press until you hear a beep. Text messages are not displayed while driving. The display
changes as follows each time pressed. Press and hold a button from or one of to until you hear
a beep. Type B and C: Each time is pressed, station pages are changed. There are a total of 6
pages. When the desired channel is reached, press again. Availability is limited to the 48
contiguous states and 10 Canadian provinces. Refer to the table below to identify the problem,
and take the suggested corrective action. There is a short-circuit in the antenna or the
surrounding antenna cable. See a Toyota certified dealer. The radio is being updated with the
latest encryption code. The premium channel you selected is not authorized. If it does not
change automatically, select another channel. Wait until your vehicle reaches a location with a
stronger signal. Wait until the unit has received the information. Select another channel. No
action needed. Using the audio system The channel you selected is no longer available. These
limits are designed to provide reasonable protection against harmful interference in a
residential installation. This equipment generates, uses and can radiate radio frequency energy
and, if not installed and used in accordance with the instructions, may cause harmful
interference to radio communications. However, there is no guarantee that interference will not
occur in a particular installation. When the indicator on the slot turns from amber to green,
insert a CD. Repeat the procedure for the remaining CDs. To cancel, press. If you do not insert a
disc within 15 seconds, loading will be canceled automatically. I nf or mat i onPr ovi dedby:
Interior and exterior features When the indicator on the slot turns from amber to green again,
insert the next CD. The selected CD number is shown on the display. Press and remove the CD.
Fast-forwarding and reversing tracks Type A Press or. Using the audio system Scanning tracks
Press. The first ten seconds of each track will be played. To cancel, press Press again. The first
ten seconds of the first track on each CD will be played. Playing and pausing tracks type B and
C Press. Songs are played in random order. To cancel, press the button again. Tracks on all
loaded CDs are played in random order. Using the audio system Switching the display Press.
Each time is pressed, the display changes in the following order: Type A Track no. A maximum
of 24 characters can be displayed. If is pressed for 1 second or more again or has not been
pressed for 6 seconds or more, the display will return to the first 12 characters. Depending on
the contents recorded, the characters may not be displayed properly or may not be displayed at
all. I nf or mat i onPr ovi dedby: Interior and exterior features Up to 12 characters can be
displayed at a time. The CD may be dirty, damaged or inserted up-side down. Wait for a while
and then press or. Contact your Toyota dealer if the CD still cannot be played back. Playback
may not be possible depending on the recording format or disc features, or due to scratches,
dirt or deterioration. CDs with copy-protection features may not be used. Doing so may damage
the CD player. The first ten seconds of the first file in each folder will be played. When the
desired folder is reached, press again. When the desired file is reached, press once again.
Fast-forwarding and reversing files Type A Press or. Interior and exterior features Playing and
pausing files type B and C Press. Switching the display Press. Each time is pressed, the display
changes in the following order: Type A Folder no. Contact your Toyota dealer if the CD still
cannot be played. This format compresses audio data to a size smaller than that of the MP3
format. Playback may not be possible or the audio may jump if the disc is scratched or marked
with fingerprints. Items related to standards and limitations are as follows. However, only the
first session can be played. The system is compatible with ID3 Ver. The number of characters is
based on ID3 Ver. To make the file check finish more quickly, we recommend you do not write in
any files other than MP3 or WMA files or create any unnecessary folders. If the discs contain a
mixture of music data and MP3 or WMA format data, only music data can be played. This may
result in large amounts of interference and damage to the speakers. In some cases, playback
may not be possible at all. Press that corresponds to the desired play mode. Press to select the
desired item. Repeat the same procedure to select the desired song name. The current playlist
is displayed. Turning Press to select the desired song. Playing and pausing songs Press. To
cancel, press the button twice. Even when the repeat play option has not been selected,
playback will automatically continue from the first song in the current play list once the last
song has ended. Disconnecting the device and reconnecting it once again may resolve some
malfunctions. The temperature inside the vehicle may become high, resulting in damage to the
player. The first ten seconds of each file will be played. To cancel, press again. When the
desired file is reached, press I nf or mat i onPr ovi dedby: again. Using the audio system Playing

and pausing files Press. Depending on the type of USB device, playback may not be possible.
Using the audio system Type B and C Turning adjusts the level. ASL automatically adjusts the
volume and tone quality according to vehicle speed. Using the audio system Type B and C
Press. Press that corresponds to the desired mode. Press that corresponds to the desired
number of preset pages. The initial setting is 6 pages. Open the cover and connect the portable
audio device. All other adjustments must be made on the portable audio device itself. Use the
power source of the portable audio device. Using the audio system Turning the power on Press
when the audio system is turned off. The audio system can be turned off by holding the switch
down until you hear a beep. Changing the audio source Press when the audio system is turned
on. The audio source changes as follows each time the switch is pressed. If no discs are
inserted in the player, that mode will be skipped. Selecting a radio station Press to select the
radio mode. However, please note that some functions may be limited depending on the type of
portable player. Operation is subject to the following two conditions; 1 This device may not
cause harmful interference, and 2 This device must accept any interference received, including
interference that may cause undesired operation. Radio frequency exposure. This device is
approved for Mobile Application only and, to comply with applicable FCC radio frequency
exposure regulations, must be used with a distance of at least 7. Lower-case characters and
special characters cannot be displayed. The introductory guidance and portable player name
registration instructions are heard. Register a portable player name by either of the following
methods: a. Press the talk switch and say the name to be registered. A voice guidance
instruction to confirm the input is heard. A passkey is displayed and heard, and a voice
guidance instruction for inputting the passkey into the portable player is heard. Input the
passkey into the portable player. Refer to the manual that comes with the portable player for the
operation of the portable player. Guidance for registration completion is heard. Say the
command correctly and clearly. Playing and pausing tracks Press. Select one of the following
functions using a voice command or. Press the talk switch and say the name of the desired
portable player. When the name of the desired portable player is read aloud, press the talk
switch. Press the talk switch and say the name of desired portable player. The list of registered
portable players will be read aloud. When the entire number to be registered as a passkey has
been input, press again. If the number to be registered has 8 digits, pressing of the knob is not
necessary. A voice guidance instruction to delete a mobile phone is heard. To close the display,
push the display up until a click is heard. Loading a disc Insert the disc into the slot with the
label side up. The DISC indicator light turns on while the disc is loaded. The player will play the
track or chapter, and will repeat it after it reaches the end. I nf or mat i onPr ovi dedby: Interior
and exterior features The illumination of the screen is automatically turned off when the display
is closed. However, the rear seat entertainment system is not turned off. Playback may not be
possible depending on recording format or disc features, or due to scratches, dirt or
deterioration. Clean the disc or insert it correctly. Eject the disc. Set the disc again. If the
malfunction still exists, take the vehicle to your Toyota dealer. Remove the insulating sheet.
Replace only with the same or equivalent type recommended by a Toyota dealer. Dispose of
used batteries according to local laws. Toyota recommends the use of Toyota genuine wireless
headphones. Please contact your Toyota dealer for further details. If you adjust the volume
assuming that the conversations represent the maximum volume level that the DVD will play,
you may be startled by louder sound effects or when you change to a different audio source. Be
sure to adjust the volume with this in mind. Doing so may cause an accident, resulting in death
or serious injury. Injuries may result in the event of an accident or sudden braking. These parts
are small and if swallowed by a child they can cause choking. Moisture may cause the battery to
rust. If the screen is wiped with a rough cloth, the surface of the screen may be scratched. Do
not insert anything other than a disc into the slot. For the operation of the title selection screen,
see the separate manual for the DVD disc. Turning on the menu screen Press or select to turn
on the menu screen. For the operation of the menu screen, see the separate manual for the DVD
disc. Returning to the previous screen Select to return to the previous screen. Searching for a
title Press or select to display the screen to search for a title. Select the title number, and press
or to input it. Select to return to the previous screen. Each time is pressed or is selected,
another language stored on the disc is selected. Table Of Contents. Quick Links. Table of
Contents. Previous Page. Next Page. Automobile Toyota Tundra Manual pages. We want you to
enjoy owning your Toyota We wish you many miles of safe and as much as you enjoy driving it.
This pleasurable driving, and we look forward booklet is designed to help. Page 5: Introduction
Satisfaction Down the Road t Toyota, our top priority is always Our goal is for every Toyota
customer to our customers. We know your enjoy outstanding quality, dependability and peace
of mind throughout their Toyota is an important part of your life and something you depend on
every ownership experience. When the key is inserted into the Page 7 If a Toyota dealer is not

available, please refer to www. Page 8: Transportation Assistance Toyota. We also dealer or
owner scheduling conflicts. Page 10 If You Need Assistance California residents: Toyota offers
you This information about the Dispute assistance through an arbitration program Settlement
Programs is correct as of the called the California Dispute Settlement date of printing. A
brochure about the may be changed without notice. Warranty these warranties or any implied
warranties. Page 21 Attn: Warranty Complaints required by law. If we fail to do so, we will repair
your vehicle free Page California Emission Control Warranty Also included may be hoses, belts,
connectors and other emissions-related assemblies. Where a warrantable condition exists,
Toyota will repair your vehicle at no cost to you, including diagnosis, parts and labor. Your
Warranties in Detail The warranty repairs Toyota. Page 27 However, use required by law. If your
claim is denied, of replacement parts that are not Toyota will notify you in writing of the
equivalent in quality to Genuine Toyota reason within the same period. If we fail A separate
Nashville, TN warranty statement for the tires is in your Bridgestone: glove box. However,
damage or failures caused by lack of proper maintenance are not covered under warranty.
However, Toyota or the remainder of any applicable New If your vehicle is inoperable or unsafe
to Territories and Canada drive and there is no Toyota dealership reasonably available to make
repairs, you To obtain warranty service in the United may perform the repairs yourself or have
States, U. Page 33 Notes Your Responsibilities The following regularly to ensure the most
trouble-free pages are designed to help you make operation of your vehicle. Page Maintaining
Your Warranty For a complete description of Toyota warranty coverages, see the Warranty
Toyota will not deny a warranty claim Information portion of this booklet. Page Special
Operating Conditions Additional Maintenance In addition to standard maintenance In addition to
scheduled maintenance, items, the maintenance log indicates your Toyota requires ongoing
general services that should be performed on maintenance such as fluid checks and vehicles
that are driven under especially visual inspections. Replace any vehicle. A qualified technician
should perform this operation. The replacement intervals for Visually inspect the exhaust pipes,
Install new Vapor Vent System Hoses plugs of the same type as originally equipped. A qualified
technician should Visually inspect for corrosion, damage, perform this operation. Page 59 Notes
Maintenance Log Page 60 Notes Maintenance Log Page 61 Notes Maintenance Log Page 62
Notes Maintenance Log Page 63 Notes Maintenance Log Page 64 Notes Maintenance Log Page
65 Notes Maintenance Log This manual is also suitable for: Tacoma Print page 1 Print document
66 pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password.
Upload from disk. Upload from URL.

