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Table Of Contents. Table of Contents. Previous Page. Next Page. Driving while distracted can
result in loss of vehicle control, resulting in a collision and personal injury. Chrysler Group LLC
strongly recommends that the driver use extreme caution when using any device or feature that
may take their attention off the road. Page 5 Remote Start range. If you are experiencing
difficulties with any of your wireless features, try disconnecting your aftermarket devices to see
if the situation improves. If your symptoms persist, please see an authorized dealer. To remove
slack in the lap portion, pull up a bit on the shoulder belt. To loosen the lap belt if it is too tight,
tilt the latch plate and pull on the lap belt. The airbags work with your seat belt to restrain you
properly. In some collisions, the airbags won't deploy at all. Always wear your seat belts even
though you have airbags. NOTE: It is recommended to loosen the top tether strap and route it
loosely prior to securing the lower anchors so the top tether strap is not trapped between the
vehicle seat and child restraint. The force required to hold even an infant on your lap could
become so great that you could not hold the child, no matter how strong you are. The child and
others could be severely injured or killed. The sudden movement of the seat could cause you to
lose control. The seat belt might not be properly adjusted, and you could be severely injured or
killed. Only adjust a seat while the vehicle is parked. It may cause burns even at low
temperatures, especially if used for long periods of time. Do not adjust the pedals while the
vehicle is moving. You could lose control and have a collision. Always adjust the pedals while
the vehicle is parked. Do not place any article under the adjustable pedals or impede its ability
to move, as it may cause damage to the pedal controls. When towing a trailer or operating the
vehicle in off-road conditions, using ERS shift control will help you maximize both performance
and engine braking. This enables the rear passenger climate controls located in the headliner
above the second row seats. Push the SYNC button a second time to control the temperatures
individually. Slide the child protection door lock control, located on the rear of the sliding door,
inward toward the vehicle to engage. Any release of the switch will stop the movement, and the
sunroof will remain in a partially open or closed position until the switch is pressed again. If
buffeting occurs with the rear windows open, adjust the front and rear windows together. This
will minimize buffeting. To determine if your radio has these features, press the Voice Command
button on the radio. Page 40 USB port. Refer to the phone compatibility list at chrysler.
Connected mobile phones must be bluetooth-compatible, and paired with your radio. To lower a
screen, press the release button located in the center of the console rear of the screen. Refer to
www. The compass will now function normally. This includes most garage door opener models
manufactured after Do not use a garage door opener without these safety features. Call toll-free
1â€”â€”â€” or, on the Internet, at www. This outlet can power cellular phones, electronics and
other low power devices requiring power up to Watts. NOTE: If the vehicle requires towing,
make sure all four wheels are off the ground. Towing this vehicle behind another vehicle
flat-towing with all four wheels on the ground is not recommended. The TPMS has been
optimized for the original equipment tires and wheels. TPMS pressures and warning have been
established for the tire size equipped on your vehicle. You or others can be badly burned by hot
engine coolant antifreeze or steam from your radiator. If you see or hear steam coming from
under the hood, do not open the hood until the radiator has had time to cool. For example, if
changing the right front tire, block the left rear wheel. NOTE: Passengers should not remain in
the vehicle when the vehicle is being jacked. It can start anytime the ignition switch is on. You
can be injured by moving fan blades. Turn your steering wheel right and left to clear the area
around the front wheels. A poorly fitting cap could let impurities into the fuel system and may
cause the MIL to turn on, due to fuel vapors escaping from the system. This center contains
cartridge fuses, mini-fuses and relays. Overloading can cause tire failure, affect vehicle
handling, and increase your stopping distance. Use tires of the recommended load capacity for
your vehicle. Never overload them. Page 87 Driving anD alcohol: Drunken driving is one of the
most frequent causes of collisions. Your driving ability can be seriously impaired with blood
alcohol levels far below the legal minimum. Ride with a designated non-drinking driver, call a
cab, a friend, or use public transportation. Page 88 This guide has been prepared to help you
get quickly acquainted with your new Chrysler and to provide a convenient reference source for
common questions. Print page 1 Print document 88 pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL. Table Of
Contents. Quick Links. See also: Owner's Manual , User Manual. Table of Contents. Previous
Page. Next Page. Driving while distracted can result in loss of vehicle control, resulting in a
collision and personal injury. Be assured that it represents precision workmanship, distinctive
styling, and high quality - all essentials that are traditional to our vehicles. Your new Chrysler
Group LLC vehicle has characteristics to enhance the driver's control under some driving
conditions. Only remove the emergency key for locking and unlocking the doors. This feature
allows you to lock and unlock the vehicle's door s and liftgate without having to press the Key

Fob lock or unlock buttons, as well as starting and stopping the vehicle with the press of a
button. If the engine fails to start, the starter will disengage automatically after 10 seconds.
Press the power door lock switch while the door is open, press the Key Fob LOCK button, or
with one of the Key Fobs located outside the vehicle and within 5 ft 1. The Advanced Front Air
Bags will not deploy in every type of collision. Push the switch rearward to decrease the lumbar
support. It may cause burns even at low temperatures, especially if used for long periods of
time. NOTE: For safe driving, turn off the high beams when oncoming traffic is present to
prevent headlight glare and as a courtesy to other motorists. You could accidentally set the
system or cause it to go faster than you want. You could lose control and have a collision.
Always leave the Electronic Speed Control system off when you are not using it. The rear
temperature and air source are controlled from the front lower ATC panel. The storage bin cover
must be locked and flat to avoid damage from contact with the front seat tracks, which have
minimal clearance to the cover. In a collision, serious injury could result if the seat storage bin
covers are not properly latched. Press the button once to open, and a second time to close the
power liftgate. Press the button twice to open, and twice to close the power liftgate. If an
obstruction in the path of the sunroof or shade is detected, the sunroof or shade will
automatically return to the open position. If buffeting occurs with the rear windows open, adjust
the front and rear windows together. This will minimize buffeting. To determine if your radio has
these features, press the Voice Command button on the radio. Playback will begin automatically
after the DVD is recognized by the disc drive. This may take up to 30 seconds, or longer in rare
cases. This outlet can power cellular phones, electronics and other low power devices requiring
power up to Watts. The upper power outlet is controlled by the ignition switch and the lower
power outlet is connected directly to the battery. NOTE: If the vehicle requires towing, make
sure all four wheels are off the ground. Towing this vehicle behind another vehicle flat-towing
with all four wheels on the ground is not recommended. TPMS malfunctions may occur for a
variety of reasons, including the installation of replacement or alternate tires or wheels on the
vehicle that prevent the TPMS from functioning properly. The vehicle should be serviced if the
light stays on through several typical driving cycles. You or others can be badly burned by hot
engine coolant antifreeze or steam from your radiator. If you see or hear steam coming from
under the hood, do not open the hood until the radiator has had time to cool. Assemble the
spare tire tools into a T-handle and place the square end over the spare tire winch drive nut. For
example, if changing the right front tire, block the left rear wheel. NOTE: Passengers should not
remain in the vehicle when the vehicle is being jacked. Return the jack to its correct orientation
once it is under the vehicle. Use of an air wrench or other power tools is not recommended and
can damage the winch. Do not attempt jump-starting because the battery could rupture or
explode and cause personal injury. Battery temperature must be brought above freezing point
before attempting a jump-start. Turn your steering wheel right and left to clear the area around
the front wheels. A poorly fitting cap could let impurities into the fuel system and may cause the
MIL to turn on, due to fuel vapors escaping from the system. This center contains cartridge
fuses, mini-fuses and relays. Objects on the road and chuck holes can cause damage that
results in tire failure. Box 21â€” and certain vehicle components contain, or emit, chemicals
known to the State of Auburn Hills, MI â€” California to cause cancer and birth Phone:
1â€”â€”â€” defects, or other reproductive harm. Page 99 Driving anD alcohol: Drunken driving
is one of the most frequent causes of collisions. Your driving ability can be seriously impaired
with blood alcohol levels far below the legal minimum. Ride with a designated non-drinking
driver, call a cab, a friend, or use public transportation. Page chrysler. Print page 1 Print
document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. Chrysler - Town and Country - Owners Manual Chrysler - Town and Country - Miscellaneous Documents - - We'll send you a quick email a new
Chrysler Town and Country document is added. Spam free: Maximum of 1 email per month.
Donations are totally optional, if you can't afford a few dollars right now please don't feel
pressured, but if you can Pretty please could you help? Show full PDF. Get your hands on the
complete Chrysler factory workshop software. Check out our popular Chrysler Town and
Country Manuals below:. Summary of Content. Not all features shown in this guide may apply to
your vehicle. For additional information on accessories to help personalize your vehicle, visit
mopar. Driving while distracted can result in loss of vehicle control, resulting in a collision and
personal injury. Chrysler Group LLC strongly recommends that the driver use extreme caution
when using any device or feature that may take their attention off the road. Use of any electrical
devices such as cell phones, computers, portable radios, vehicle navigation or other devices by
the driver while the vehicle is moving is dangerous and could lead to a serious collision.
Texting while driving is also dangerous and should never be done while the vehicle is moving. If
you find yourself unable to devote your full attention to vehicle operation, pull off the road to a

safe location and stop your vehicle. Some States or Provinces prohibit the use of cellular
telephones or texting while driving. We hope you find it useful. Replacement DVD kits may be
purchased by visiting www. Your driving ability can be seriously impaired with blood alcohol
levels far below the legal minimum. Ride with a designated non-drinking driver, call a cab, a
friend, or use public transportation. Driving after drinking can lead to a collision. Your
perceptions are less sharp, your reflexes are slower, and your judgment is impaired when you
have been drinking. Never drink and then drive. Remote Start. Keyless Enter-N-Go. Theft Alarm.
Seat Belt. Child Restraints. Front Seats. Heated Seats. Adjustable Pedals. Speed Control. Fuel
Economy Econ Mode. Manual Climate Controls. Three Zone Manual Climate Controls. Power
Sliding Side Doors. Third Row Power Recliner. Power Liftgate. Power Sunroof. Wind Buffeting.
Non-Touch-Screen Radios. Touch-Screen Radios. Steering Wheel Audio Controls.
Programmable Features. Power Inverter. Power Outlets. Roof Luggage Rack. Recreational
Towing Behind Motorhome, Etc. Jacking And Tire Changing. Shift Lever Override. Towing A
Disabled Vehicle. Freeing A Stuck Vehicle. Adding Fuel. Engine Compartment. Fluids And
Capacities. Maintenance Chart. Tire Pressures. Chrysler Canada Inc. Publications Ordering. Be
assured that it represents precision workmanship, distinctive styling, and high quality - all
essentials that are traditional to our vehicles. Your new Chrysler Group LLC vehicle has
characteristics to enhance the driver's control under some driving conditions. These are to
assist the driver and are never a substitute for attentive driving. They can never take the driver's
place. Always drive carefully. Your new vehicle has many features for the comfort and
convenience of you and your passengers. Some of these should not be used when driving
because they take your eyes from the road or your attention from driving. Never text while
driving or take your eyes more than momentarily off the road. This guide illustrates and
describes the operation of features and equipment that are either standard or optional on this
vehicle. This guide may also include a description of features and equipment that are no longer
available or were not ordered on this vehicle. Please disregard any features and equipment
described in this guide that are not available on this vehicle. This User Guide has been prepared
to help you quickly become acquainted with the important features of your vehicle. It contains
most things you will need to operate and maintain the vehicle, including emergency
information. The DVD includes a computer application containing detailed owner's information
which can be viewed on a personal computer or MAC computer. For your convenience, the
information contained on the DVD may also be printed and saved for future reference. Chrysler
Group LLC is committed to protecting our environment and natural resources. By converting
from paper to electronic delivery for the majority of the user information for your vehicle,
together we greatly reduce the demand for tree-based products and lessen the stress on our
environment. Objects can become trapped under the brake pedal and accelerator pedal causing
a loss of vehicle control. Always apply the parking brake fully when parked to guard against
vehicle movement and possible injury or damage. If you are experiencing difficulties with any of
your wireless features, try disconnecting your aftermarket devices to see if the situation
improves. If your symptoms persist, please see an authorized dealer. Refer to Programmable
Features in this guide. If the button is pressed while the liftgate is being power closed, the
liftgate will reverse to the full open position. If the button is pressed while the door is being
power closed, the door will reverse to the full open position. To remove the emergency key,
slide the button at the top of the Key Fob sideways with your thumb and then pull the key out
with your other hand. Only remove the emergency key for locking and unlocking the doors. A
child or others could be severely injured or killed. Children should be warned not to touch the
parking brake, brake pedal, or the shift lever. Do not leave the Key Fob inside the vehicle or in
the ignition. A child could start the vehicle, operate power windows, other controls, or move the
vehicle. Interior heat build-up may cause them to be severely injured or killed. Operation of the
Remote Start System, windows, door locks or other controls could cause serious injury or
death. Exhaust gas contains Carbon Monoxide CO which is odorless and colorless. Carbon
Monoxide is poisonous and can cause you or others to be severely injured or killed when
inhaled. Operation of the Remote Start System, windows, door locks or other controls could
cause you and others to be severely injured or killed. This feature allows you to lock and unlock
the vehicle's door s and liftgate without having to press the Key Fob lock or unlock buttons, as
well as starting and stopping the vehicle with the press of a button. On the third attempt, your
Key Fob can be locked inside the vehicle. Pulling the deactivated front door handle will
reactivate the door handle's Keyless Enter-N-Go feature. Press the button a second time to lock
the liftgate. If the engine fails to start, the starter will disengage automatically after 10 seconds.
The ignition switch will return to the OFF position. Press the power door lock switch while the
door is open, press the Key Fob LOCK button, or with one of the Key Fobs located outside the
vehicle and within 5 ft 1. To remove slack in the lap portion, pull up a bit on the shoulder belt. To

loosen the lap belt if it is too tight, tilt the latch plate and pull on the lap belt. A snug belt
reduces the risk of sliding under the belt in a collision. The retractor will withdraw any slack in
the belt. You are more likely to hit your head in a collision if you do not wear your shoulder belt.
The lap and shoulder belt are meant to be used together. In a sudden stop you could move too
far forward, increasing the possibility of injury. Wear your seat belt snugly. Inspect the belt
system periodically, checking for cuts, frays, or loose parts. Damaged parts must be replaced
immediately. Do not disassemble or modify the system. Seat belt assemblies must be replaced
after a collision if they have been damaged bent retractor, torn webbing, etc. In a collision, you
and your passengers can suffer much greater injuries if you are not buckled up properly. You
can strike the interior of your vehicle or other passengers, or you can be thrown out of the
vehicle. Always be sure you and others in your vehicle are buckled up properly. The Advanced
Front Air Bags will not deploy in every type of collision. Advanced Front Air Bags are not
expected to reduce the risk of injury in rear, side, or rollover collisions. The air bags work with
your seat belt to restrain you properly. In some collisions, the air bags won't deploy at all.
Always wear your seat belts even though you have air bags. Air bags need room to inflate. Sit
back, comfortably extending your arms to reach the steering wheel or instrument panel. Do not
lean against the door or window. Sit upright in the center of the seat. If you are involved in
another collision, the air bags will not be in place to protect you. According to crash statistics,
children are safer when properly restrained in the rear seats rather than in the front. This is the
law, and you can be prosecuted for ignoring it. NOTE: It is recommended to loosen the top
tether strap and route it loosely prior to securing the lower anchors so the top tether strap is not
trapped between the vehicle seat and child restraint. Ensure that the lower attachment strap is
firmly engaged and that the hook is secure. Remove all slack in the lower attachment straps.
Ensure that the hook is firmly engaged and secure. NOTE: The top tether strap is always to be
secured, regardless of if the child restraint is installed with the lower anchors or the vehicle seat
belt. Finally, pull on any excess webbing to tighten the lap portion around the child restraint.
Any seat belt system will loosen with time, so check the belt occasionally, and pull it tight if
necessary. The force required to hold even an infant on your lap could become so great that
you could not hold the child, no matter how strong you are. The child and others could be
severely injured or killed. Any child riding in your vehicle should be in a proper restraint for the
child's size. An improperly latched seat cushion could passengers to be severely injured or
killed. Use only the anchor positions directly behind the child seat to secure a child restraint top
tether strap. An air bag deployment could cause infants in this position to be severely injured or
killed. Push the switch rearward to decrease the lumbar support. The memory seat buttons are
located on the driver's door panel. DO NOT place any article under a power seat or impede its
ability to move as it may cause damage to the seat controls. Seat travel may become limited if
movement is stopped by an obstruction in the seat's path. The sudden movement of the seat
could cause you to lose control. The seat belt might not be properly adjusted, and you could be
severely injured or killed. Only adjust a seat while the vehicle is parked. In a collision, you could
slide under the seat belt and be severely injured or killed. Use the recliner only when the vehicle
is parked. Press the switch a second time to select Low-level heating. Press the switch a third
time to shut the heating elements Off. The Low-level setting will turn Off automatically after
approximately 45 minutes. It may cause burns even at low temperatures, especially if used for
long periods of time. This may cause the seat heater to overheat. Sitting in a seat that has been
overheated could cause serious burns due to the increased surface temperature of the seat. To
lengthen or shorten the steering column, pull the steering wheel outward or push it inward as
desired. Do not adjust the steering wheel while driving. The tilt adjustment must be locked while
driving. Adjusting the steering wheel while driving or driving without the tilt adjustment locked
could cause the driver to lose control of the vehicle. Failure to follow this warning may result in
you and others being severely injured or killed. Do not adjust the pedals while the vehicle is
moving. You could lose control and have a collision. Always adjust the pedals while the vehicle
is parked. Do not place any article under the adjustable pedals or impede its ability to move, as
it may cause damage to the pedal controls. Pedal travel may become limited if movement is
stopped by an obstruction in the adjustable pedal's path. Refer to Programmable Features in
Getting Started for further details. NOTE: The mist feature does not activate the washer pump;
therefore, no washer fluid will be sprayed on the windshield. The wash function must be used in
order to spray the windshield with washer fluid. NOTE: For safe driving, turn off the high beams
when oncoming traffic is present to prevent headlight glare and as a courtesy to other
motorists. The high beams will remain on until the lever is released. Refer to Programmable
Features in Electronics for further details. You could accidentally set the system or cause it to
go faster than you want. Always leave the Electronic Speed Control system off when you are not
using it. Your vehicle could go too fast for the conditions, and you could lose control. A

collision could be the result. Do not use Electronic Speed Control in heavy traffic or on roads
that are winding, icy, snow-covered or slippery. When towing a trailer or operating the vehicle in
off-road conditions, using ERS shift control will help you maximize both performance and
engine braking. The current gear will be maintained as the top gear. An indicator in the button
will illuminate when the rear window defroster is on. For an additional five minutes of operation,
press the button a second time. This enables the rear passenger climate controls located in the
headliner above the second row seats. Push the SYNC button a second time to control the
temperatures individually. The rear temperature and air source are controlled from the front
lower ATC panel. Always check carefully behind your vehicle, and be sure to check for
pedestrians, animals, other vehicles, obstructions, or blind spots before backing up. You must
continue to pay attention while backing up. Failure to do so can result in serious injury or death.
Slide the child protection door lock control, located on the rear of the sliding door, inward
toward the vehicle to engage. NOTE: Seat will not stow in the storage bin unless the armrests
are raised. The storage bin cover must be locked and flat to avoid damage from contact with the
front seat tracks, which have minimal clearance to the cover. In a collision, serious injury could
result if the seat storage bin covers are not properly latched. The third row power folding seats
adjust to multiple positions. Once the seat stops moving, then the desired position can be
selected. When the system detects an obstacle, the motors will stop and reverse the motion a
short distance to move the seat away from the obstacle. Should this occur, remove the obstacle
and press the button again for the desired position. Press the button once to open, and a
second time to close the power liftgate. Press the button twice to open, and twice to close the
power liftgate. Pressing once will only close the liftgate. This button cannot be used to open the
liftgate. Any release of the switch will stop the movement, and the sunroof will remain in a
partially open or closed position until the switch is pressed again. If an obstruction in the path
of the sunroof or shade is detected, the sunroof or shade will automatically return to the open
position. NOTE: Pinch protection is disabled while the switch is pressed and held during
manual opening and closing of the sunroof or shade. Occupants, particularly unattended
children, can become entrapped by the power sunroof while operating the power sunroof
switch. Such entrapment may result in serious injury or death. You could also be severely
injured or killed. Always fasten your seat belt properly and make sure all passengers are
properly secured. Never allow your fingers, other body parts, or any object to project through
the sunroof opening. Injury may result. If buffeting occurs with the rear windows open, adjust
the front and rear windows together. This will minimize buffeting. To determine if your radio has
these features, press the Voice Command button on the radio. Some of these radio features
should not be used when driving because they take your eyes from the road or your attention
from driving. Seek through tracks in CD mode. The volume may be controlled using the radio or
portable device. Then select button 1â€”6. To access, lift up on the cover. A check mark
indicates the currently used picture. Use a clean and dry micro fiber lens cleaning cloth in order
to clean the touch-screen. Be sure to follow the solvent manufacturer's precautions and
directions. Supported devices may be controlled through the vehicles steering wheel or radio
controls, or even with voice commands, and may be charged through the USB port. If equipped,
you may also select songs by name. Not all roads are digitized. NOTE: Many features of this
radio are speed dependent. For your own safety, it is not possible to use the touch-screen
keyboard to enter a name e. Pull over at a safe location to complete your task or use Voice
Command. Press the Voice Command button on the radio to begin. Touch the GO soft-key to
start your trip. You may experience interruptions or delays in receiving navigation information
in garages, tunnels, large cities, or other situations where the vehicle does not have a direct line
of sight to the sky. If your vehicle has this feature, after a couple seconds you will hear a voice
prompt. You can enter any four-digit PIN. You will not need to remember this PIN after the initial
pairing process. The system will only connect to the highest priority phone that exists within
the proximity of the vehicle. All attention should be kept on the roadway ahead. Failure to do so
may result in a collision causing you and others to be severely injured or killed. The beep is
your signal to give a command. If you do not say a command within a few seconds, the system
will present you with a list of options. If you ever wish to interrupt the system while it lists
options, press the Voice Command button , listen for the BEEP, and say your command. Refer
to the phone compatibility list at www. Connected mobile phones must be
bluetooth-compatible, and paired with your radio. The volume setting for Voice Command is
different than the audio system. Any voice commanded system should be used only in safe
driving conditions following local laws and phone use. To lower a screen, press the release
button located in the center of the console rear of the screen. The screen will only operate if it is
fully facing rearward or fully facing forward. For the Third Row Swivel Screen to work, the
second row screen must be fully opened. The left side of the screen is referred to as Channel 1

and the right side of the screen is referred to as Channel 2. All modes except video modes are
displayed in a split screen format. Select the channel on the headphones 1 or 2 which
corresponds to the channel selected on the desired video screen. Playback will begin
automatically after the DVD is recognized by the disc drive. Use the remote control arrow
buttons to scroll through the available modes, and then press ENTER to select the desired
mode. Your choices depend on what radio your vehicle is equipped with. Refer to www. Failure
to follow this warning could result in a collision. Pressing the controls on the left side of the
steering wheel allows the driver to select vehicle information and Personal Settings. For
additional information, refer to Programmable Features in this guide. The compass will now
function normally. Opening a door with the Vehicle Security Alarm activated will cause the
alarm to sound. A single chime will indicate that programming is complete. This may take up to
30 seconds, or longer in rare cases. This includes most garage door opener models
manufactured after Do not use a garage door opener without these safety features. Call toll-free
1â€”â€”â€” or, on the Internet, at www. This can usually be found where the hanging antenna
wire is attached to the garage door opener motor it is NOT the button normally used to open
and close the door. The name and color of the button may vary by manufacturer. If the device is
plugged in and activates, programming is complete. Do not program the transceiver if people or
pets are in the path of the door or gate. Exhaust gas from your vehicle contains Carbon
Monoxide CO which is odorless and colorless. Carbon Monoxide is poisonous when inhaled
and can cause you and others to be severely injured or killed. This outlet can power cellular
phones, electronics and other low power devices requiring power up to Watts. NOTE: The
power inverter is designed with built-in overload protection. If the power rating of Watts is
exceeded, the power inverter will automatically shut down. Once the electrical device has been
removed from the outlet, the inverter should automatically reset. If the power rating exceeds
approximately Watts, the power inverter may have to be reset manually. To reset the inverter
manually, unplug the device and plug it in again. To avoid overloading the circuit, check the
power ratings on electrical devices prior to using the inverter. Do not insert any objects into the
receptacles. Do not touch with wet hands. Close the lid when not in use. If this outlet is
mishandled, it may cause an electric shock and failure. The upper power outlet is controlled by
the ignition switch and the lower power outlet is connected directly to the battery. This outlet is
also controlled by the ignition switch. If the Watt 13 Amp power rating is exceeded, the fuse
protecting the system will need to be replaced. Pull up on the storage bin latch to open the
cover. Slide the storage bin locking mechanism to the "Lock" position to allow greater access
to the storage bin. This line indicates how far rearward cargo can be placed without interfering
with liftgate closing. Do not drive the vehicle with the storage bin covers open. Keep the storage
bin covers closed and latched while the vehicle is in motion. Do not use a storage bin latch as a
tie down. When installed, the roof rack can hold a maximum of lbs 68 kg of evenly distributed
weight. NOTE: Make sure the directional arrow on the crossbar aligns with the directional arrow
on the side rail. Rating Max. Tongue Wt. Refer to local laws for maximum trailer towing speeds.
NOTE: If the vehicle requires towing, make sure all four wheels are off the ground. Towing this
vehicle behind another vehicle flat-towing with all four wheels on the ground is not
recommended. With your consent, we will contact local police or safety authorities. While
driving, ease up on the accelerator. Adapt your speed and driving to the prevailing road
conditions. To improve the vehicle's traction when starting off in deep snow, sand or gravel, it
may be desirable to switch the ESC system off. If your vehicle has tires of a different size than
the size indicated on the vehicle placard or tire inflation pressure label, you should determine
the proper tire inflation pressure for those tires. Accordingly, when the low tire pressure telltale
illuminates, you should stop and check your tires as soon as possible, and inflate them to the
proper pressure. Driving on a significantly under-inflated tire causes the tire to overheat and
can lead to tire failure. The TPMS malfunction indicator is combined with the low tire pressure
telltale. When the system detects a malfunction, the telltale will flash for approximately one
minute and then remain continuously illuminated. This sequence will continue each time the
vehicle is restarted as long as the malfunction exists. TPMS malfunctions may occur for a
variety of reasons, including the installation of replacement or alternate tires or wheels on the
vehicle that prevent the TPMS from functioning properly. Always check the TPMS malfunction
telltale after replacing one or more tires or wheels on your vehicle, to ensure that the
replacement or alternate tires and wheels allow the TPMS to continue to function properly. The
TPMS has been optimized for the original equipment tires and wheels. TPMS pressures and
warning have been established for the tire size equipped on your vehicle. Aftermarket wheels
can cause sensor damage. Do not use tire sealant from a can, or balance beads if your vehicle
is equipped with a TPMS, as damage to the sensors may result. If the temperature reading does
not return to normal, turn the engine off immediately and call for service. Have the vehicle

serviced immediately. A hot engine cooling system is dangerous. You or others could be badly
burned by steam or boiling coolant. You may want to call an authorized service center for
service if your vehicle overheats. If the light is on and the parking brake is not applied, it
indicates a possible brake hydraulic malfunction, brake booster problem or an Anti-Lock Brake
System problem. Driving a vehicle with the red brake light on is dangerous. Part of the brake
system may have failed. It will take longer to stop the vehicle. You could have a collision. Have
the vehicle checked immediately. The vehicle should be serviced if the light stays on through
several typical driving cycles. In most situations, the vehicle will drive normally and not require
towing. We recommend you do not operate the vehicle. If the charging system light remains on,
it means that the vehicle is experiencing a problem with the charging system. If the light turns
on while driving, stop the vehicle and shut off the engine as soon as possible. A chime will
sound for four minutes when this light turns on. Cycle the ignition when the vehicle has
completely stopped and the shift lever is placed in the PARK position; the light should turn off.
This allows the heater core to act as a supplement to the radiator and aids in removing heat
from the engine cooling system. Driving with a hot cooling system could damage your vehicle.
You or others can be badly burned by hot engine coolant antifreeze or steam from your radiator.
If you see or hear steam coming from under the hood, do not open the hood until the radiator
has had time to cool. Never try to open a cooling system pressure cap when the radiator or
coolant bottle is hot. Turn the two cover latches to release the cover. Pull the lower drawer out
from the rear of the floor console. Open the front drawer to expose the storage compartment.
Remove the liner from the console's storage compartment to access the spare tire winch drive
nut. Assemble the spare tire tools into a T-handle and place the square end over the spare tire
winch drive nut. Rotate the nut to the left until the winch mechanism stops turning freely. This
will allow enough slack in the cable to allow you to pull the spare tire out from underneath the
vehicle. This will allow enough slack in the cable to allow you to pull the spare tire out from
under the vehicle. Push the retainer through the spare tire to release it from the wheel.
Preparations For Jacking 1. Park the vehicle on a firm, level surface. Avoid ice or slippery areas.
Turn on the Hazard Warning flasher. Set the parking brake. Place the shift lever into PARK. Turn
OFF the ignition. For example, if changing the right front tire, block the left rear wheel. NOTE:
Passengers should not remain in the vehicle when the vehicle is being jacked. Loosen but do
not remove the wheel lug nuts by turning them to the left one turn while the wheel is still on the
ground. There are two jack engagement locations on each side of the vehicle body. These
locations are on the sill flange of the vehicle body. Rear jack locations are between a pair of
down-facing tabs on the sill flange of the vehicle side body. Front jack location is on the sill
flange of the vehicle body and is located 6 in mm from door edge. Return the jack to its correct
orientation once it is under the vehicle. Place the wrench on the jack screw and turn to the right
until the jack head is properly engaged in the described location. Do not raise the vehicle until
you are sure the jack is securely engaged. Raise the vehicle by turning the jack screw to the
right, using the swivel wrench. Raise the vehicle only until the tire just clears the surface and
enough clearance is obtained to install the spare tire. Minimum tire lift provides maximum
stability. Remove the wheel lug nuts, for vehicles with wheel covers, remove the cover from the
wheel by hand. Do not pry the wheel cover off. Then pull the wheel off the hub. Install the
compact spare tire. Lightly tighten the lug nuts. Lower the vehicle by turning the jack screw to
the left. Finish tightening the lug nuts. Push down on the wrench while tightening for increased
leverage. Alternate lug nuts until each nut has been tightened twice. If in doubt about the
correct tightness, have them checked with a torque wrench by your authorized dealer or at a
service station. Lower the jack to its fully-closed position. Place the deflated flat tire and
compact spare tire cover assembly in the rear cargo area. Do not stow the deflated tire in the
spare tire location. Have the full-sized tire repaired or replaced, as soon as possible. Stow the
cable and wheel spacer before driving the vehicle. Rotate the nut to the right until the winch
mechanism clicks at least three times. Stow the jack, jack handle and winch handle tools back
in the stowage compartment. Check the compact spare tire pressure as soon as possible.
Correct the tire pressure, as required. Securing The Spare Tire 1. Assemble the winch handle
extensions to form a T-handle and fit the winch T-handle over the drive nut. This will allow
enough slack in the cable to allow you to pull the wheel spacer out from under the vehicle.
Assemble the winch handle extensions to form the spare tire hook, and pull the wheel spacer
from under the vehicle. Continue to rotate the nut to the right until you hear the winch
mechanism click three times. It cannot be overtightened. Mount the road tire on the axle. To
ease the installation process for steel wheels with wheel covers, install two lug nuts on the
mounting studs which are on each side of the valve stem. Install the lug nuts with the cone
shaped end of the nut toward the wheel. Align the valve notch in the wheel cover with the valve
stem on the wheel. Install the cover by hand, snapping the cover over the two lug nuts. Do not

use a hammer or excessive force to install the cover. Install the remaining lug nuts with the
cone shaped end of the nut toward the wheel. To avoid the risk of forcing the vehicle off the
jack, do not tighten the lug nuts fully until the vehicle is lowered to the ground. Lower the
vehicle to the ground by turning the jack handle counterclockwise. Push down on the wrench
while at the end of the handle for increased leverage. Tighten the lug nuts in a star pattern until
each nut has been tightened twice. If in doubt about the correct tightness, have them checked
with a torque wrench by your authorized dealer or service station. After 25 miles 40 km check
the lug nut torque with a torque wrench to ensure that all lug nuts are properly seated against
the wheel. Vehicles Without Wheel Covers 1. Tightening the lug nuts in a star pattern until each
nut has been tightened twice. Use of an air wrench or other power tools is not recommended
and can damage the winch. The vehicle could be damaged if the spare tire is mounted
incorrectly. Failure to use this cover could drastically reduce the life of the compact spare tire.
Do not attempt to use the winch to stow the full size flat tire, or any other full-size tire. Vehicle
damage may result. Pull far enough off the road to avoid the danger of being hit when operating
the jack or changing the wheel. The vehicle could slip off the jack and fall on you. You could be
crushed. Never put any part of your body under a vehicle that is on a jack. If you need to get
under a raised vehicle, take it to a service center where it can be raised on a lift. The jack should
not be used to lift the vehicle for service purposes. The vehicle should be jacked on a firm level
surface only. Never get any part of your body under a vehicle that is on a jack. It could slip off
the jack and hurt someone near it. Raise the vehicle only enough to remove the tire. Always
stow the jack parts and the spare tire in the places provided. Have the deflated flat tire repaired
or replaced immediately. Always stow the compact spare tire with the cover assembly in the
place provided. Failure to properly engage both retainer tabs could result in loss of the spare
tire and cover assembly, which will cause vehicle damage and may cause loss of vehicle
control. Do not attempt jump-starting because the battery could rupture or explode and cause
personal injury. Battery temperature must be brought above freezing point before attempting a
jump-start. It can start anytime the ignition switch is on. You can be injured by moving fan
blades. You could be severely injured. Keep open flames or sparks away from the battery. The
resulting electrical spark could cause the battery to explode and could result in personal injury.
Turn your steering wheel right and left to clear the area around the front wheels. Using minimal
accelerator pedal pressure to maintain the rocking motion, without spinning the wheels, is most
effective. It can also damage the tires. Fast spinning tires can be dangerous. Forces generated
by excessive wheel speeds may cause tire damage or failure. A tire could explode and injure
someone. Do not let anyone near a spinning wheel, no matter what the speed. The EDR is
designed to record data related to vehicle dynamics and safety systems for a short period of
time, typically 30 seconds or less. NOTE: EDR data are recorded by your vehicle only if a
non-trivial crash situation occurs; no data are recorded by the EDR under normal driving
conditions and no personal data e. However, other parties, such as law enforcement, could
combine the EDR data with the type of personally identifying data routinely acquired during a
crash investigation. In addition to the vehicle manufacturer, other parties such as law
enforcement, that have the special equipment, can read the information if they have access to
the vehicle or the EDR. Be sure the hood is fully latched before driving your vehicle. If the hood
is not fully latched, it could open when the vehicle is in motion and block your vision. Failure to
follow this warning could result in serious injury or death. If the gas cap is lost or damaged, be
sure the replacement cap is for use with this vehicle. This is an indication that the gas cap is
properly tightened. A poorly fitting cap could let impurities into the fuel system and may cause
the MIL to turn on, due to fuel vapors escaping from the system. This is in violation of most
state and federal fire regulations and will cause the MIL to turn on. You could be burned. Always
place gas containers on the ground while filling. Refer to your oil filler cap for correct SAE
grade. Use only recommended brake fluids. Engine Oil with Filter 3. Component Engine Coolant
3. Add 2. If noise exists, wipe clean and apply krytox lube to the door rollers. X Inspect the
exhaust system. Flush and replace the engine coolant at , miles , km or 60 months whichever
comes first. Flush and replace the engine coolant at 60 months or , miles , km whichever comes
first. Change the automatic transmission fluid and filter if using your vehicle for any of the
following: police, taxi, fleet or frequent trailer towing. Replace the engine air cleaner filter. X
Inspect the front suspension, tie rod ends and boot seals for cracks or leaks and all parts for
damage, wear, improper looseness or end play; replace if necessary. Inspect the CV joints. X X
X X 65, 30 40, Inspect the brake linings; replace if necessary. Inspect the engine air cleaner
filter; replace if necessary. X 26, Or Kilometers: 13, Rotate the tires, rotate at the first sign of
irregular wear, even if it occurs before scheduled maintenance. This center contains cartridge
fuses, mini-fuses and relays. Overloading can cause tire failure, affect vehicle handling, and
increase your stopping distance. Use tires of the recommended load capacity for your vehicle.

Never overload them. Objects on the road and chuck holes can cause damage that results in tire
failure. Unequal tire pressures can cause steering problems. You could lose control of your
vehicle. Over-inflated or under-inflated tires can affect vehicle handling and can fail suddenly,
resulting in loss of vehicle control. Do not use scouring pads, steel wool, a bristle brush, or
metal polishes. Do not use oven cleaner. These products may damage the wheel's protective
finish. Avoid automatic car washes that use acidic solutions or harsh brushes that may damage
the wheel's protective finish. It is a LED lamp. Engine exhaust, some of its constituents, and
certain vehicle components contain, or emit, chemicals known to the State of California to
cause cancer and birth defects, or other reproductive harm. In addition, certain fluids contained
in vehicles and certain products of component wear contain, or emit, chemicals known to the
State of California to cause cancer and birth defects, or other reproductive harm. Canadian
residents with hearing difficulties that require assistance can use the special needs relay
service offered by Bell Canada. If you prefer mailing your order, please call the above numbers
for an order form. However, NHTSA cannot become involved in individual problems between
you, your authorized dealer, and the manufacturer. Fluid Capacities. Fog Lights. Front Heated
Seats. Fuel Economy Mode. Calibration, Compass. Oil, Engine Capacity. Outlet Power.
Overheating, Engine. Theft System Arming. Theft System Disarming. Tilt Steering Column. Get
notified when we add a new ChryslerTown and Country Manual. Notify me. We cover 60
Chrysler vehicles, were you looking for one of these? Thanks for visiting my little site! Can you
help keep us online? Or add your coupon if you have it? Thank you for visiting OnlyManuals.

