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Spam free: Maximum of 1 email per month. Donations are totally optional, if you can't afford a
few dollars right now please don't feel pressured, but if you can Pretty please could you help?
Show full PDF. Get your hands on the complete MINI factory workshop software. Summary of
Content. Printed in U. Maintenance Upgrade Option. Additional specific items that done in
conjunction with a scheduled need replacement due to normal wear and tear, maintenance or
other required maintenance and that are not covered by the original MINI New work as outlined
in the customized Passenger Car Limited Warranty - such as brake maintenance checklist
printout that is pads, brake rotors, and wiper blades - are performed during an applicable
Maintenance included, provided wear and tear exceeds MINI Program period specifications.
Sensors and sophisticated algorithms take even more detailed account of the various
conditions of vehicle use. Maintenance intervals on motor vehicles have conventionally been
specified based upon accumulated mileage. However, driving conditions have a major influence
on routine maintenance requirements; distance traveled is only one of the significant factors. A
vehicle driven for 50, miles of short trips in the city with numerous cold starts, prolonged
periods of idling, stop-and-go driving, and high engine speeds during acceleration requires
more frequent maintenance intervals than a vehicle driven for 50, miles for long distances at low
engine speeds primarily at operating temperature. CBS thus determines the current and future
maintenance requirements. When your MINI Service Advisor inserts your key into the key
reader, all pertinent vehicle and servicing data will be available, and a customized maintenance
checklist is printed out based on the specific operations called for by the Condition Based
Service. The advanced technologies at MINI have led to the development of the Condition Based
Service CBS system which computes the actual optimum maintenance requirements based not
only upon the accumulated mileage, but taking into account important factors such as high or
low engine speeds, short or long trip driving. Have maintenance and repair work performed by
your MINI dealer. Make sure that the maintenance work is stamped in this Service and Warranty
Information Statement. These entries are the evidence of regular maintenance of your vehicle
and are a requirement for warranty claims. Disconnecting the battery during periods of
long-term storage will interrupt the calculation of time-based services. Have all items requiring
time-based maintenance, such as brake fluid, and possibly also the engine oil and microfilter,
brought up to date by your MINI dealer. Also see the section on battery care on page 10 of this
Booklet. Keep the button pressed until the display changes. The remaining driving distance and
the date of the next scheduled service are displayed briefly immediately after you start the
engine or switch on the ignition. For specific maintenance operations, you can view the
respective distance remaining or due date individually in the tachometer. Briefly press the
button to display the individual service requirements. Button for selecting information 2. Brake
fluid 4. Engine oil 5. Vehicle check 6. Front brakes 8. Rear brakes 9. Exit display The sequence
of displayed service items may vary. The data for the next service appointment is shown first.
The ventilation system microfilter is also changed at the same time. The maintenance items
stated herein reflect the latest information available at the time of the printing of this Booklet,
and are subject to change. MINI recommends that you check your engine oil level whenever you
add fuel to your vehicle. If you need to add oil between oil changes and MINI High Performance
Synthetic Oil is unavailable, you may top up the oil level with one of the following approved
synthetic oils. For your convenience, you may also wish to have your MINI dealer perform any
necessary operations to fulfill any state inspection requirements in your area concurrent with
the maintenance services specified above during other repairs. Should you request more
frequent maintenance service, the cost of these services will not be covered by the MINI
Maintenance Program. These intervals correspond to the latest information available when this
Booklet was printed. Maintenance intervals are subject to change with newer vehicles or may
also apply retroactively. Your MINI dealer will advise and perform maintenance services as
required by the most recent information that applies to your vehicle. Unscheduled maintenance
For a detailed list of items inspected, refer to the Quality Certification I form provided to the
Owner at time of delivery. A copy of the form is on file at the selling MINI dealer. Only use fuels
advertised to have adequate detergency and low alcohol content. We suggest having this work
performed by your authorized MINI dealer, perhaps while regular maintenance is performed.
Your MINI dealer can also recommend a gasoline additive that will provide sufficient
detergency. While this recommended unscheduled maintenance is not required in order to
maintain the emission warranty, cleaning of intake valves or, when applicable, fuel injection
valves, or adjustment of engine idle, necessitated by use of inappropriate fuel, is not covered by
warranty because no defect in material or workmanship or component failure is involved. Fuel
Quality â€” Gasoline Only use fuels advertised to have adequate detergency and low alcohol
such as ethanol content. While this recommended unscheduled maintenance is not required in
order to maintain the emission warranty, cleaning of intake valves or, when applicable, fuel

injection valves, or adjustment of engine idle, necessitated by use of inappropriate fuel, it is not
covered by warranty because no defect in material or workmanship or component failure is
involved. These services may be required either individually or in conjunction with other
maintenance services. If necessary, correct pressure. Activate automatic rollover protection
system via OBD diagnostic link. Change sealant bottle if necessary. Insufficient use of the
vehicle could result in short-term starting problems and in the long term could damage the
battery. Corrosion protection materials tested over many years are applied to the surfaces of
cavities and to the entire underside of the vehicle during and after assembly. For additional
information on the year unlimited mileage anti-corrosion warranty, see the Warranty Section of
this Booklet page Once removed, the battery must be charged and stored in a cool, dry place
where it can be protected from freezing. If the battery will be stored for over 3 months, it must
be recharged every 3 months, or else it will become damaged and useless. Restoring Corrosion
Protection Please take care that anti-corrosion material is replaced when your car is repaired
after body or chassis damage. Underbody Maintenance The underbody has to be cleaned at
least once a year, in Spring, with plain water in order to remove mud, chemical sediments and
other deposits. If those materials are not removed, corrosion rust will occur. Please consult with
your MINI dealer for further guidance and information. Extensive corrosion protection measures
now make it possible to offer a year unlimited mileage anti-corrosion warranty against rust
perforation on your vehicle provided that the vehicle is maintained in accordance with the
provisions of the MINI New Passenger Car Limited Warranty as outlined in the Warranty Section
of this Booklet page Do not apply additional undercoating or rust-proofing on or near the
exhaust manifold, exhaust pipes, catalytic converter or heat shields. During driving, the
substance used for undercoating could overheat and cause a fire. The major degree of
corrosion protection is due to the electrophoretic dip painting process which cathodically
deposits paint particles on all body parts, attracting paint particles into the minutest cavities or
seams. Body parts are designed to provide optimum corrosion protection. During manufacture,
exterior body parts receive an additional corrosion protection coat. Hood, trunk, doors and
other body parts with metal folds are coated with PVC and sealed from the outside. Subject to
certain limitations and exclusions noted on pages If you are calling from a public phone, wait
there for the return call. Do not leave this location without informing the Roadside Assistance
service representative. Specific and accurate information will enable the Roadside Assistance
service representative to provide the proper help. Services provided by a third-party business
partner. The vehicle itself is covered when driven by any authorized driver. Services From the
information you provide, the MINI Roadside Assistance service representative will determine the
type of help required. Dispatch Service A service provider will be dispatched to the site of your
disabled vehicle. Cost of the taxi is not reimbursable. Be sure the vehicle is in a safe location in
the above situations. As a last resort, we will have your MINI towed to a dealership. The MINI
dealership can assist with key replacement. Usually, you will be able to sign a receipt, so the
provider of the service can be reimbursed directly by MINI Roadside Assistance. Parts,
materials, and fuel should be paid for by you directly to the provider of the services. Your
vehicle is also covered in the event of an accident or collision. If a breakdown occurs after
normal business hours, your vehicle will be transported to a secure location and transported to
the nearest authorized MINI dealer on the next business day. Reimbursements will be made for
meals, lodging, car rentals, and alternate transportation to bring the driver and the MINI
passenger car together after the vehicle has been repaired by an authorized MINI dealer.
Original receipts and a copy of the vehicle repair order must accompany all reimbursement
requests. If you request that the vehicle be taken to a location other than the nearest authorized
MINI dealer, any additional expense will be your responsibility. They will assist in making all the
necessary arrangements. If it is necessary for you to have your vehicle towed through your own
arrangements, you must contact MINI Roadside Assistance for prior authorization and
instructions on claim procedures. All claims must be submitted within sixty 60 days of the
disablement or occurrence, accompanied by the original receipts. Claims received after that
time period may not be honored and are subject to the full discretion of MINI Roadside
Assistance. Please remember: the first step in resolving a complaint is to contact the authorized
MINI dealer that performed the work on your vehicle. They have the necessary equipment and
the personnel to achieve this goal. Customer Assistance Information Your satisfaction with our
product and the services provided by authorized MINI dealers is of great importance to us. We
take pride in our product, as does the MINI dealer who services it. We are confident that every
effort will be made to ensure your satisfaction. Customer Assistance - Notification During a
specific period for example, the earlier of 12 months or 12, miles, though this period varies by
state , some states require us or our authorized MINI dealer to repair in a reasonable number of
attempts, any defect or condition which substantially impairs the use, value, or safety of a new

vehicle sold, leased or registered in that state. When contacting an authorized MINI dealer, we
suggest that depending upon the nature of your contact, you discuss it with either the Sales,
Service, or Parts Manager. As all matters are resolved at the MINI dealer level, it is important
that they be given the opportunity to provide a solution. Despite the best intentions of all
parties, a misunderstanding may occur between you and your MINI dealer. Send written
communication to the Customer Relations and Services Department address listed below. If the
same defect substantially continues to exist after the manufacturer has had the last opportunity
to repair or correct the defect, you may file a claim for compensation under the New Jersey
lemon law. To qualify for compensation under the New Jersey lemon law, you must give the
manufacturer or your dealer opportunity to repair or correct the defect of the vehicle within the
terms of protection under the lemon law, which are the first 24, miles of operation or two years
after the date of original date of delivery or whichever comes first. If the manufacturer or your
dealer cannot fix or correct the defect within a reasonable amount of time, you may have the
right to return the vehicle and receive a full refund, less a discount for the use of the vehicle. If it
is assumed that the manufacturer or your dealer cannot repair or correct the defect and if the
same defect continues to substantially exist after that the manufacturer has received a notice of
the defect, sent by certified mail with return receipt, and has had a final chance to correct the
defect or condition within 10 days of receiving the notice. This notice must be received by the
manufacturer within the terms of protection and can only be given after i the manufacturer or
your 1. Mediation is an informal proceeding whereby a neutral third party mediator helps the
parties to find an acceptable resolution. Arbitration is also an informal proceeding in which an
impartial third party renders a decision after a hearing at which both parties have an opportunity
to be heard. You can select mediation or arbitration or both. The program is free of charge to
you, the consumer, but there are some minimum requirements for participation in the program.
BBB AUTO LINE will also ask you for other information that may help resolve your concerns,
such as the purchase price of your vehicle, any mileage at the time of purchase, the current
mileage, and copies of repair orders. If you decide to arbitrate, you may attend the hearing in
person or by telephone. You may bring witnesses and give supporting evidence. You may also
submit your claim in writing and ask for a decision on the documents you submit, without
attending a hearing. There is no charge to the customer in bringing this claim. The decision is
binding on MINI if you decide to accept it. MINI must comply with the decision within the time
frame specified by the arbitrator. California Residents 1. If you choose to seek redress by
pursuing rights and remedies not created by California Civil Code Section If you have a problem
arising under a MINI written warranty, we encourage you to bring it to our attention. There is no
charge for the call. California Civil Code Section California Civil Code If you reject the decision,
you will be free to pursue further legal action. Your vehicle has been specifically adapted and
designed to meet the particular operating conditions and homologation requirements in your
country and continental region in order to deliver the full MINI Motoring experience driving
pleasure while the vehicle is operated under those conditions. If you wish to operate your
vehicle in another country or region, you may be required to adapt your vehicle to meet different
prevailing operating conditions and homologation requirements. You should also be aware of
any applicable warranty limitations or exclusions for such country or region. In such case,
please contact the Customer Relations and Services Department for further information. MINI
center, subject to all applicable exclusions or limitations. All other U. In order to be eligible for
this coverage, the vehicle must be a new vehicle retailed in the State of Kansas and the repair
must be performed by an authorized MINI dealer in Kansas. Wheel alignment, balancing and
wiper blade inserts are covered up to the first 2, miles on the vehicle. Warranty Period The
warranty period is 48 months or 50, miles, whichever occurs first. Warranty Begins What is not
covered: Coverage begins on the date of first retail sale, or the date the vehicle is first placed
into service as a sales demonstrator, Aftersales Mobility Program AMP Vehicle or company
vehicle, whichever is earlier. Remote control transmitter battery replacement. Damage,
including consequential, which results from negligence, improper operation of the vehicle,
improper repair, lack of or improper maintenance, environmental influences, flood, accident or
fire damage, road salt corrosion, or use of improper or contaminated fuel. Warranty Coverage
To obtain warranty service coverage, the vehicle must be brought, upon discovery of a defect in
material or workmanship, to the workshop of any authorized MINI dealer in the United States or
Puerto Rico, during normal business hours. The MINI dealer will, without charge for parts or
labor, either repair or replace the defective part s using new or authorized remanufactured
parts. Damage to the engine, transmission or any related component caused by improper
shifting of the transmission. Maintenance services and parts when replaced during maintenance
such as spark plugs, lubricants, fluids, engine tune-up parts, replacement of filters, coolant, and
refrigerant. In all cases, a reasonable time must be allowed for warranty repairs to be completed

after the vehicle is received by the authorized MINI dealer. See the Tire Warranty Statement on
page Driving over rough or damaged road surfaces, as well as debris, curbs and other
obstacles can cause serious damage to wheels, tires and suspension parts. This is more likely
to occur with low-profile tires that provide less cushioning between the wheel and the road. Be
careful to avoid road hazards and reduce your speed, especially if your vehicle is equipped with
low-profile tires. Some states do not allow limitations on how long an implied warranty lasts, or
the exclusion or limitation of incidental or consequential damages, so the above limitations and
exclusions may not apply to you. To obtain warranty service coverage, the vehicle must be
brought, upon discovery of any rust perforation, to the workshop of any authorized MINI dealer.
This MINI dealer will, without charge for parts or labor, either repair or replace the defective part
s. This warranty shall be null and void if the Vehicle Identification Number VIN has been altered
or cannot be read, if the odometer has been replaced or altered and the true mileage cannot be
determined, if the vehicle has been declared a total loss or sold for salvage purposes, or if the
vehicle has been used in any competitive event. These warranties give you specific legal rights,
and you may also have other rights which vary from state to state. Coverage begins on the date
of first retail sale or the date the vehicle is first placed into service as a sales demonstrator,
Aftersales Mobility Program AMP Vehicle or company vehicle, whichever is earlier. This
warranty gives you specific legal rights, and you may also have other rights which vary from
state to state. Any legal claim or action arising from any express or implied warranty contained
herein must be brought within 12 months of the date it arises. Warranty claims must be made as
soon as reasonably possible after a defect is discovered. To make a claim, the car must be
brought to any authorized MINI dealer during normal business hours. The MINI dealer will,
without charge for parts or labor including diagnosis , either repair or replace the defective part,
if any. In all cases, a reasonable time must be allowed for warranty repairs to be completed after
the car is received by the MINI dealer. This warranty does not apply to damage caused by
negligence, improper accident damage repairs, or improper use. For assistance in determining
which specific parts or components of your vehicle are covered under this warranty, please
contact your MINI dealer. Without invalidating this warranty, the owner may elect to have
maintenance, repair or replacement of the emission control systems performed by any
automotive repair establishment, or elect to use parts other than certified MINI Service Parts.
However, the cost of such service or parts will not be covered under this warranty, except in
emergency situations. In accordance with the defect warranty provisions of section b of the
Clean Air Act, MINI warrants to the first retail purchaser, and each subsequent purchaser, that
the passenger car: a was designed, built and equipped so as to conform, at the time of sale,
with all regulations of the U. Replaced parts and paid invoices must be presented at an
authorized MINI dealer as a condition of reimbursement for emergency repairs not performed by
an authorized MINI dealer. The car or any part of the car unless a failure causes the car to fail to
conform to applicable emission regulations. Any car on which the odometer has been replaced
or altered and the true mileage cannot be determined. The car, if the Vehicle Identification
Number VIN is altered or cannot be read, or if the car has been declared a total loss or sold for
salvage purposes. The use of replacement parts, which are not of equivalent quality, may impair
the effectiveness of the emission control system. If other than certified MINI Service Parts or
MINI Authorized Remanufactured Parts are used for maintenance, repair or replacement of
components affecting emission control, the owner should obtain assurances that such parts are
warranted by their manufacturer to be equivalent to genuine MINI parts in performance and
durability. General These warranties give you specific legal rights, and you may also have other
rights which vary from state to state. What Is Not Covered Some states do not allow limitations
on how long an implied warranty lasts, or the exclusion or limitation of incidental or
consequential damages, so the above limitations and exclusions may not apply to you. These
federal warranty provisions also apply to all vehicles sold in all U. This limited warranty
continues for a period of 2 years or 24, miles, whichever occurs first, except for specific
emissions control components as listed on page 24 , for which the warranty period is 8 years or
80, miles, whichever occurs first. In those states and jurisdictions that have established
periodic vehicle emissions tests to encourage proper vehicle maintenance and require the
vehicle to pass an emissions test approved by the U. The car fails to conform to the applicable
emissions standards of the EPA as judged by an EPA approved emissions test; and 4. The
failure to conform results or will result in the owner of the car having to bear a penalty or other
sanction including the denial of the right to use the car under local state or federal law if the
non-conformity is not remedied within a specified period of time. Maintenance, replacement, or
repair of emission control devices and systems may be performed by any automotive repair
establishment or individual using any certified part. The decision to adjust, repair or replace
parts is solely the prerogative of MINI USA and must reasonably be expected to correct the

failure of the warranted part. The MINI dealer will honor or deny your claim within the time
period specified by local or state laws not to exceed 30 days , to avoid further penalties or
sanctions. If the claim is denied, the MINI dealer will notify you in writing of the reason s. The
authorized MINI dealer is required by law to honor the claim if notice of denial is not received by
the owner within the specified time period. The specific systems may vary according to model,
therefore, all of the systems listed may not be used on your vehicle. For assistance in
determining which systems and specific components within these systems apply to your
vehicle, please contact your MINI dealer. The warranty repairs should be completed in a
reasonable amount of time, not to exceed 30 days. Also included may be hoses, belts,
connectors, and other emission-related assemblies. Box Westwood, NJ â€” For 3 years or 50,
miles, whichever occurs first: 1. Items that require scheduled replacement are warranted up to
the replacement interval specified in the Service section of this Statement. After 3 years or 50,
miles, and in accordance with paragraph c above, such repairs are limited to the repair or
replacement of those parts identified in the California Emission Control System Limited
Warranty List. If your California registered vehicle is between 7 and 8 years old and has been
driven less than 80, miles, then your vehicle is eligible for additional warranty coverage under
the Federal Emissions Warranty. A repair performed as the result of a Smog Check test failure
due to a defect in a part, which is warranted for 8 years or , miles, is covered. In all cases, a
reasonable time, not to exceed 30 days, must be allowed for a warranty repair to be completed,
after the car is received by the MINI dealer. Service intervals are computed by the Condition
Based Service system and displayed on the instrument panel. To obtain service under this
warranty, the vehicle must be brought, upon failure of a Smog Check test or upon discovery of
the defect, to the workshop of any authorized MINI dealer, during normal business hours. The
MINI dealer will honor or deny your claim within 30 days. The MINI dealer is required by law to
honor the claim if notice is not given to the owner within 30 days. If other than genuine MINI
Service Parts or Authorized Remanufactured Parts are used for maintenance, repair or
replacement of components affecting emission control, the owner should obtain assurances
that such parts are warranted by their manufacturer to be equivalent to genuine MINI parts in
performance and durability. However, MINI USA will not deny your warranty repair claims solely
because you do not have maintenance records or you did not perform the required maintenance
unless MINI USA demonstrates that such lack of required maintenance is a direct cause of the
emission control system failure. Without invalidating this warranty, the owner may elect to have
maintenance, repair or replacement of the emission control systems performed by any
automotive repair establishment, or elect to use parts other than MINI Authorized
Remanufactured or genuine MINI Service Parts. In an emergency situation, where an authorized
MINI dealer is not reasonably available or a warranty replacement part is not available within 30
days, repairs may be performed at any available service establishment or by any individual
using any replacement part. However, the use of non-genuine MINI replacement parts does not
invalidate the warranty on other components, unless non-genuine MINI parts cause damage to
warranted parts. The replacement of maintenance parts, such as spark plugs, filters and similar
items used in required maintenance services or the repair or replacement of maintenance parts
beyond the first replacement interval. A repair not completed within 30 days constitutes an
emergency. Replaced parts and paid invoices must be presented to an authorized MINI dealer
as a condition of reimbursement for emergency repairs not performed by an authorized MINI
dealer. The car, if the Vehicle Identification Number VIN is altered or cannot be determined, or if
the car has been declared a total loss or sold for salvage purposes. Please include the title of
the MINI service department head and telephone number. Should you have difficulty in
obtaining warranty service from a tire manufacturer, your authorized MINI dealer will assist you
in resolving the situation. For immediate updates or if there are no cards left, please contact the
BMW Customer Relations Center at: Rest assured that we will not rent or sell your personal
information to anyone. To see our privacy policy please go to www. Notify me. We cover 60 MINI
vehicles, were you looking for one of these? Thanks for visiting my little site! Can you help keep
us online? Or add your coupon if you have it? Thank you for visiting OnlyManuals. Spam free:
Maximum of 1 email per month. Donations are totally optional, if you can't afford a few dollars
right now please don't feel pressured, but if you can Pretty please could you help? Show full
PDF. Get your hands on the complete MINI factory workshop software. Summary of Content.
The more familiar you are with your vehicle, the better control you will have on the road. It
contains important information on vehicle operation that will help you make full use of the
technical features available in your MINI. Set off now and have fun with your MINI. Online
Edition for Part no. An initial overview of the vehicle is provided in the first chapter. Should you
have any questions, your service center will be glad to advise you at any time. This also applies
to safety-related functions and systems. Information on MINI, e. Refers to measures that can be

taken to help protect the environment. Further information can be obtained from your Service
Centre. Advanced technology, e. If this work is not carried out properly, there is the danger of
subsequent damage and related safety hazards. Maintenance, replacement, or repair of the
emission control devices and systems may be performed by any automotive repair
establishment or individual using any certified automotive part. Wash your hands after
handling. Used engine oil contains chemicals that have caused cancer in laboratory animals.
Always protect your skin by washing thoroughly with soap and water. We recommend that you
read this publication thoroughly. Maintain the vehicle regularly to sustain the road safety,
operational reliability and the New Vehicle Limited Warranty. This technical information
generally documents the state of a component, a module, a system or the environment. These
data are of a technical nature only and are used to detect and eliminate faults and to optimize
vehicle functions. This service personnel can provide you with more information if needed.
After troubleshooting, the information in the fault memory is cleared or overwritten
continuously. If the vehicle is not maintained according to these specifications, this could result
in serious damage to the vehicle. The EDR is designed to record data related to vehicle
dynamics and safety systems for a short period of time, typically 30 seconds or less. Box ,
Westwood, New Jersey , Telephone If NHTSA receives similar complaints, it may open an
investigation, and if it finds that a safety defect exists in a group of vehicles, it may order a
recall and remedy campaign. Therefore, it also describes equipment that may not be found in
your vehicle, for instance due to the selected special equipment or the country version. A list of
all indicator and warning lamps, as well as notes on possible causes of malfunctions and on
how to respond, refer to page The indicator and warning lamps can light up in a variety of
combinations and colors in display area 1 or 2. This chapter describes all series equipment as
well as country-specific and special equipment offered for this model series. Unlocking Lost
remote controls can be blocked by your service center. Locking Each remote control contains a
rechargeable battery that is automatically recharged when it is in the ignition lock while the car
is being driven. Use each remote control at least twice a year for longer road trips in order to
maintain the batteries' charge status. You can set several of your vehicle's functions to suit
your personal needs and preferences. The following functions and settings can be stored in a
profile. Volume, refer to page The anti-theft protection makes it impossible to unlock the doors
using the lock buttons or door handles. Via the button for the central locking system, refer to
page In an accident of the necessary severity, the central locking system unlocks automatically.
Always take the remote control with you when leaving the vehicle so that the vehicle can then
be opened from the outside. Press and hold the button until the display changes. Press the
button. The welcome lamps and interior lamps are switched on. You can set how the vehicle is
to be unlocked. Switch on the ignition, refer to page Pressing twice unlocks the entire vehicle.
The power windows are opened and the glass sunroof is raised. Convenient closing with the
remote control is not possible. The setting is stored. When the vehicle is locked: Press the
button. Any unauthorized modifications or changes to these devices could void the user's
authority to operate this equipment. Press the button for approx. The tailgate pivots back and
up when it opens. Use this remote control on an extended trip to recharge the battery, refer to
page In some vehicle equipment versions, only the driver's door can be unlocked and locked
via the door lock. LX8CAS 2. Compliance statement: 3. Turn the key to the unlock or lock
position and hold it there. Releasing the key stops the motion. To avoid locking yourself out by
accident, the driver's door cannot be locked at the lock button while the door is open. In
addition, it is possible to set the situations in which the vehicle locks. The setting is stored for
the remote control in use. The fuel filler flap remains unlocked. To make it easier to enter the car
at the rear, insert the safety belt into belt holder, arrow. The right front door must be open while
doing so. The vehicle locks automatically after you drive away. Close the Clubdoor first,
followed by the right front door. Provide edge protection Sharp or angular objects can hit the
rear window while driving and damage the heating wires of the rear window. Press the button
on the remote control or the button in the handle for approx. The split door is unlocked. Using
the button in the handle, first fully open the right side, arrow 1, and then the left side of the split
door, arrow 2. The tailgate is unlocked and can be opened. The functions can be controlled by
pressing the buttons or via Comfort Access. Notes on opening and closing, refer to page
Repeat the opening or closing procedure, if necessary. Close the left side, arrow 1, and then the
right side of the split door, arrow 2. All you need to do is to have the remote control with you, e.
Press button 1. Convenient opening with the remote control, refer to page The engine can only
be switched off with the selector lever in position P, refer to page The hazard warning system
flashes and an acoustic signal sounds. Insert the remote control into the ignition switch.
Depress the brake pedal. Move the selector lever to position N. Switch the engine off. The
vehicle can roll. The Comfort Access functions can be disturbed by local radio waves, such as

by a mobile phone in the immediate vicinity of the remote control or when a mobile phone is
being charged in the vehicle. If this occurs, open or close the vehicle using the buttons on the
remote control or use the integrated key in the door lock. To start the engine afterward, insert
the remote control into the ignition switch. The remote control is not in the vehicle or has a
malfunction. Take the remote control with you inside the vehicle or have it checked. After
switching off the engine, the engine can only be started again within approx. The indicator lamp
lights up: replace the remote control battery. The tilt of the vehicle is monitored. The alarm
system responds in situations such as attempts to steal a wheel or tow the car. The remote
control for Comfort Access contains a battery that will need to be replaced from time to time.
Remove the cover. Insert a new battery with the positive side facing upwards. Press the cover
closed. Return used battery to a recycling center or to your service center. The rear glass
sunroof is closed. Releasing stops the motion. Danger of pinching Monitor the closing process
and make sure that the closing path of the glass sunroof is clear; otherwise, injuries may result.
The front glass sunroof remains in the raised position. The rear glass sunroof is raised. The
roller sunblind can be opened and closed separately from the glass sunroof. In this case, have
the system initialized. The manufacturer of your MINI recommends having this work performed
by the service center. Both glass sunroofs are raised. Both closed glass sunroofs are raised
fully. Let the system cool down for several minutes with the ignition switched on or the engine
running. Pressing again stops the motion. In the radio ready state and higher, the window
opens automatically. Press again briefly to stop the opening procedure. To open the window by
a crack, briefly press the switch downward twice in close succession. Danger of pinching
Monitor the closing process and make sure that the closing path of the window is clear;
otherwise, injuries may result. The window reopens slightly. Monitor the closing process and
make sure that the closing path of the window is clear; otherwise, injuries may result. Open
both windows. If there is an external danger or, for example, if ice on the windows prevents a
window from closing normally, the window can be closed manually. Close both windows. Press
the switch upward and hold it. Close the doors. Please contact your service center in the event
of a malfunction. The pinch protection system is limited and the window reopens slightly if the
closing force exceeds a certain value. The window closes without pinch protection. The seating
position plays an important role in an accident in combination with: Pull the lever, arrow 1, and
slide the seat into the desired position, arrows 2. This would eliminate the protection normally
provided by the belt. The backrest folds forward. Push against the backrest to move the seat
forward, arrow 2. Push the seat back to the original position. Do not fold back the backrest until
the seat is in its original position; otherwise, the seat will engage in its current position. Fold
back the backrest to lock the seat. One person per safety belt Never allow more than one person
to wear a single safety belt. Never allow infants or small children to ride on a passenger's lap.
The maximum temperature is reached when three LEDs are lit. Lay the belt, without twisting,
snugly across the lap and shoulders, as close to the body as possible. Make sure that the belt
lies low around the hips in the lap area and does not press on the abdomen. Otherwise, the belt
can slip over the hips in the lap area in a frontal impact and injure the abdomen. If the trip is
continued within approx. The LEDs remain lit. Press the button longer. Reduction of restraining
effect Avoid wearing clothing that prevents the belt from fitting properly, and pull the shoulder
belt periodically to readjust the tension across your lap; otherwise, the retention effect of the
safety belt may be reduced. However, they can only offer protection when adjusted correctly.
Make sure you hear the latch plate engage in the belt buckle. Always make sure that safety belts
are being worn by all occupants before driving away. Although airbags enhance safety by
providing added protection, they are not a substitute for safety belts. The shoulder strap's
anchorage point will be correct for adult seat occupants of every build if the seat is correctly
adjusted, refer to page Hold the belt firmly. Press the red button in the belt buckle. Guide the
belt back into its reel. A correctly adjusted head restraint reduces the risk of spinal injury in the
event of an accident. Check whether the safety belt has been fastened correctly. The safety belt
reminder is issued briefly if the safety belt on a rear seat has not been fastened or if a rear
passenger unbuckles the safety belt. Correctly adjust the head restraints of all occupied seats;
otherwise, there is an increased risk of injury in an accident. Adjust the distance so that the
head restraint is as close as possible to the back of the head. The display shows which safety
belts in the rear are buckled and which are not. MINI Clubman: function not available. To raise:
pull. In the case of strain caused by accidents or damage: Have the safety belts, including the
safety belt tensioners, replaced and have the belt anchors checked. Checking and replacing
safety belts Have the work performed only by your service center; otherwise, it cannot be
ensured that this safety feature will function properly. Only remove the head restraint if no one
will be sitting in the seat in question. Pull upward as far as possible. Press the button, arrow 1,
and pull the head restraint out completely. To remove the head restraint, fold the backrest

forward if necessary. The mirror on the passenger side is more curved than the driver's mirror.
Estimating distances correctly Objects reflected in the mirror are closer than they appear. Do
not estimate the distance to the traffic behind you based on what you see in the mirror, as this
will increase your risk of an accident. Setting the left or right exterior mirror Folding the mirror
in and out 1. Select the mirror by turning the knob to the respective position 1. To adjust the
mirror, move the knob in the desired direction: to the front, rear, left, or right. To reduce the
blinding effect from the rear when driving at night: turn the knob. Fold the lever back. Do not
use force to swing the lever back. Fold the lever down. Children 13 years of age or older must
wear a safety belt as soon as a suitable child restraint fixing system can no longer be used, due
to their age, weight and size. Remove the child restraint fixing system. Guide the safety belt to
the holder on the headliner. Do not change this seat position once it has been set. Secure the
child restraint fixing system with the belt. Pull out the belt webbing completely. Allow the belt
webbing to be pulled in and pull it taut against the child restraint fixing system. The safety belt
is locked. Open the belt buckle. The positions are marked. Retaining strap Make sure the upper
retaining strap does not run over sharp edges and is not twisted as it passes to the top anchor.
Otherwise, the strap will not properly secure the child restraint fixing system in the event of an
accident. Slide the head restraint upward. Guide the upper retaining strap between the supports
of the head restraint. Attach the upper retaining strap to the mounting point with the hook. Pull
the upper retaining strap taut. You can only take out the remote control if transmission position
P is engaged: interlock. Insert the remote control all the way into the ignition lock. Radio ready
state is switched on. Individual electrical consumers can operate. Do not forcibly pull the
remote control out of the ignition lock Do not forcibly pull the remote control out of the ignition
lock as this may cause damage. The ignition is switched off if it was on. All electrical
consumers can operate. Do not depress the accelerator when starting the engine. All indicator
and warning lamps in the displays go out. The ignition switches off automatically when the
driver's door is opened. The exhaust gases contain carbon monoxide, an odorless and
colorless but highly toxic gas. Otherwise, the fuel is not burned or is inadequately burned, and
there is the danger of overheating and damaging the catalytic converter. Depress the clutch
pedal. Remote control in the ignition lock or, with Comfort Access, inside the vehicle, refer to
page Move the selector lever to position P or N. Also follow the instructions under Switching off
the engine, refer to page The lever engages automatically. To make it possible for the vehicle to
roll in an automatic car wash, follow the information on Washing in automatic car washes, refer
to page Pull up slightly, press the button, and lower the lever. Shift into first gear or reverse. Set
the handbrake firmly. Keep the button on the handbrake lever pressed at all times. Excessive
application of the handbrake can block the rear wheels and lead to fishtailing of the vehicle.
Press the lever beyond the resistance point. To switch off manually, press the lever to the
resistance point. Unusually rapid flashing of the indicator lamp indicates that a turn signal bulb
has failed. Press the lever to the resistance point and hold it there for as long as you want the
turn signal to flash. Press the lever to the resistance point. The turn signal flashes three times.
Press the button to select: Online Edition for Part no. Press the wiper lever upward, arrow 1.
Triple turn signal. The system switches to normal speed when the vehicle is stationary. Press
the wiper lever down, arrow 2. If the car is not equipped with a rain sensor, the intermittent-wipe
time is a preset. If the car is equipped with a rain sensor, the time between wipes is controlled
automatically and depends on the intensity of the rainfall. The rain sensor is mounted on the
windshield, directly in front of the interior rearview mirror. Press the button, arrow 3. The
symbol is shown in the tachometer. Wait or hold the button until the display changes. The
settings were stored. Press the button again, arrow 3. Pull the lever, arrow 4. When the vehicle
lighting system is switched on, the headlamps are cleaned at regular and appropriate intervals.
For this reason, use antifreeze. Avoid using the washer when the reservoir is empty; otherwise,
you could damage the pump. Only keep it in the closed original container and inaccessible to
children. Resting position Switching on intermittent wipe Turn the cap to level 1. When reverse
gear is engaged, the system switches to continuous operation. United States: The washer fluid
mixture ratio is regulated by the U. EPA and many individual states; do not exceed the allowable
washer fluid dilution ratios limits that apply. The rear window wiper does not move if the cap is
in position 1 before the ignition is switched on. Adding washer fluid Only add washer fluid when
the engine is cool, and then close the cover completely to avoid contact between the washer
fluid and hot engine parts. Otherwise, there is the danger of fire and a risk to personal safety if
the fluid is spilled. Move the cap to its basic position. Select the required position again. When
the gearshift lever is pressed to the left, a slight resistance needs to be overcome. The
recommended minimum filling quantity is 0. Mix the washer fluid before adding to maintain the
correct mixing ratio. Do not mix window washing concentrate from different manufacturers; this
could cause the washer nozzles to clog. In addition to the fully automatic mode, gears can also

be shifted manually using Steptronic, refer to page Remove the remote control from the ignition
lock, refer to page Kickdown is used to achieve maximum driving performance. Press on the
accelerator beyond the resistance point at the full throttle position. A lock prevents accidental
shifting into selector lever positions R and P. To override the lock, press the button on the front
of the selector lever, see arrow. Select only when the vehicle is stationary. The front wheels are
blocked. Push the selector lever forward or backward. Manual mode becomes active and the
gear is changed. For example, engage this position in a car wash. Position for normal vehicle
operation. The tachometer displays the engaged gear, e. The shift paddles on the steering wheel
allow you to shift gears quickly while keeping both hands on the steering wheel. Switch off the
ignition. Unclip the sleeve of the selector lever. Pull the sleeve up over the selector lever until
the sleeve is inside out. Pull the loop upward. Set the handbrake Before manually unlocking the
selector lever lock, pull the handbrake firmly; otherwise, the vehicle may roll away and cause
personal injury or property damage. Set the time, refer to page There is the increased danger of
ice. Resetting the trip odometer Press the button on the turn indicator lever to open information
in display area 2. Refuel promptly It is imperative that you avoid engine speeds in the red
warning field. In this range, the fuel supply is interrupted to protect the engine. Check the
coolant level, refer to page The arrow next to the fuel pump symbol on the fuel gauge indicates
the side of the vehicle with the fuel filler flap. The vehicle inclination may cause the display to
vary. Notes on refueling, refer to page Filling capacities, refer to page After the reserve range is
reached: Online Edition for Part no. This is calculated for the period during which the engine is
running. Displays the current fuel consumption. You can check whether you are currently
driving in an efficient and environmentally-friendly manner. Periods in which the vehicle was
parked and the engine was switched off manually are not included in the average speed
calculations. To reset the average speed: press the button on the turn indicator lever for approx.
Symbol Function Set the rain sensor, refer to page Open Check-Control, refer to page Initialize
the Flat Tire Monitor, refer to page Resetting the Tire Pressure Monitor, refer to page Set the
formats and units of measure, reset to the factory settings, refer to page Hold the button down.
Personal Profile settings, refer to page Exit the menu. The settings are stored for the remote
control in use. Press the button on the turn indicator lever repeatedly until "HOME" is displayed.
The current speed is displayed again. Displays are also exited if no entries are made within
approx. Within a setting or information display, press the button on the turn indicator lever
repeatedly until "NEXT" is displayed. Press the button to change the format or the unit of
measure. The settings are stored. The settings for formats and units of measure can be reset to
the factory settings. Press and hold the button until the display changes to the first setting
option. The settings are reset. Press the button to display the individual service requirement
items. For certain maintenance operations, you can view the distance remaining or the due date
for that operation in the tachometer. Button for selecting the information. Symbol Function
Service requirements 3. Engine oil Online Edition for Part no. Several of the lamps are checked
for proper functioning and light up temporarily when the engine is started or the ignition is
switched on. The Check Control messages can be displayed later. The meaning of each lamp in
the event of a malfunction and tips on how to respond are provided in the list, refer to page A
Check Control message consists of indicator and warning lamps in the instrument cluster and,
in some circumstances, an acoustic signal. Press the button on the turn indicator lever.
However, they are stored and can be displayed again later. Press and hold the button. The
stored Check Control messages can only be displayed while the driver's door is closed. Switch
on the parking lamps if necessary, switch position 1. Switch position 1: the vehicle lamps light
up on all sides. When parking, it is preferable to switch on the one-sided roadside parking
lamps, refer to page Adaptive Light Control is active. A blue sky with the sun low on the horizon
can cause the lights to be switched on. For example, the sensors are unable to detect fog or
hazy weather. To avoid safety risks, you should always switch on the lamps manually under
these conditions. In switch position 1, the parking lamps light up after the ignition is switched
off. The roadside parking lamps drain the battery. To switch on the roadside parking lamp on
the left or right, press the turn indicator lever up or down after switching off the vehicle, arrow 1.
Press the lever up or down to the resistance point. The daytime running lights light up in switch
position 0, 1, or 3 when the ignition is switched on. Press the button to select: 6. The low beams
stay lit for a short while after the ignition is switched off, if the lamps are switched off and the
headlamp flasher is switched on. Select the duration, e. Switch on the ignition. Depending on
the vehicle equipment, the front fog lamps are switched off when the headlamp flasher or the
high beams are activated. With the ignition switch on, turn the light switch to position 3, refer to
page If the automatic headlamp control is activated, refer to page 62, the low beams are
switched on automatically when the front fog lamps are switched on. When driving in reverse,
Adaptive Light Control is not active. The warning lamp lights up. Adaptive Light Control is

malfunctioning or has failed. Have the system checked as soon as possible. More information,
refer to page The low beams or parking lamps with front fog lamps must be switched on. The
brightness is increased to a certain limit and is then reduced again. The parking lamps or low
beams must be switched on. The green indicator lamp lights up when the front fog lamps are
switched on. To avoid draining the battery, all lamps inside the vehicle are switched off some
time after the ignition is switched off. Press the switch back: the brightness changes in steps. If
the interior lamps are to remain switched off, press the switch for approx. Intermediate settings
and intermediate colors are possible. Reading lamps are located in the front next to the interior
lamp and in the rear. Rear: press the button. In a lateral impact, the side airbag supports the
side of the body in the chest and lap area. In a lateral impact, the head airbag supports the head.
This also applies to steering wheel covers, the dashboard, the seats, the roof pillars and the
sides of the headliner. In this case, change the sitting position so that the front passenger
airbags are activated and the indicator lamp goes out. If it is not possible to activate the airbags,
have the person sit in the rear. However, the airbags on the front passenger side are not
activated. Most child seats are detected by the system, Especially the child seats required by
NHTSA at the time that the vehicle was manufactured. After installing a child seat, make sure
that the indicator lamp for the front passenger airbags lights up. This indicates that the child
seat has been detected and the front passenger airbags are not activated. This is detected and
reported as a flat tire. Initialize the system after each correction of the tire inflation pressure and
after every tire or wheel change. Do not initialize the system when driving with snow chains.
Start the engine, but do not start driving. Therefore, check the tire inflation pressure regularly.
The system could be delayed or malfunction in the following situations: 3. When the vehicle is
driven with a compact wheel, refer to page , the Flat Tire Monitor is not functional. Initialization
is started by confirming the inflation pressures. Drive away. Initialization is completed while the
car is traveling without feedback being given. The warning lamps come on in yellow and red. In
addition, a signal sounds. Reduce your speed and stop cautiously. Check whether the vehicle is
fitted with regular tires or run-flat tires. At the next opportunity, check the inflation pressure in
all four tires. Do not continue driving without run-flat tires Do not continue driving if the vehicle
is not equipped with run-flat tires; continued driving may result in serious accidents. Identify
the damaged tire. Do this by checking the inflation pressure in all four tires. If the tire inflation
pressure in all four tires is correct, the Flat Tire Monitor may not have been initialized. In this
case, initialize the system. If an identification is not possible, please contact the service center.
Possible driving distance with complete loss of tire inflation pressure: The possible driving
distance after a loss of tire inflation pressure depends on the cargo load and the driving style
and conditions. When the vehicle is driven with a damaged tire, its handling characteristics
change, e. A loss of tire inflation pressure results in a change in the handling characteristics, e.
Reduce speed and stop; otherwise, pieces of the tire could come loose and cause an accident.
Do not continue driving, and contact your service center. Reset the system after each correction
of the tire inflation pressure and after every tire or wheel change. The tire inflation pressure is
measured in the four mounted tires. The system notifies you if there is a significant loss of
pressure in one or more tires. After driving a few minutes, the set inflation pressures in the tires
are accepted as the target values to be monitored. The system reset is completed during your
drive, and can be interrupted at any time. The indicator lamp goes out after the system reset is
completed. Do this by checking the air pressure in all four tires. The tire pressure gauge of the
Mobility System, refer to page , can be used for this purpose. If the tire inflation pressure in all
four tires is correct, the Tire Pressure Monitor may not have been reset. Reset the system. Use
of tire sealant, e. In this case, have the electronics checked at the next opportunity and have
them replaced if necessary. Check the air pressure in all four tires at the next opportunity. No
flat tire can be detected. Driving on a significantly under-inflated tire causes the tire to overheat
and can lead to tire failure. Please note that the TPMS is not a substitute for proper tire
maintenance, and it is the driver's responsibility to maintain correct tire pressure, even if
under-inflation has not reached the level to trigger illumination of the TPMS low tire pressure
telltale. Your vehicle has also been equipped with a TPMS malfunction indicator to indicate
when the system is not operating properly. The TPMS malfunction indicator is combined with
the low tire pressure telltale. This sequence will continue upon subsequent vehicle startups as
long as the malfunction exists. Do not reduce the pressure on the brake pedal for the duration
of full braking. ABS prevents locking of the wheels during braking. Subject to physical limits,
DSC helps to keep the vehicle on a steady course by reducing engine speed and by applying
brakes to the individual wheels. This increases active driving safety. The system controls the
brake pressure in the rear wheels to ensure stable braking behavior. When braking in curves or
during a lane change, driving stability and steering response are improved further. Adjust your
driving style to the situation An appropriate driving style is always the responsibility of the

driver. The laws of physics cannot be repealed, even with DSC. Do not reduce the additional
safety margin with a risky driving style, as otherwise there is a risk of an accident. In this way,
the system helps keep the braking distance as short as possible. This system utilizes all of the
benefits provided by ABS. DSC is deactivated. To increase vehicle stability, activate DSC again
as soon as possible. Press the button again; the DSC indicator lamps in the display elements go
out. The indicator lamp in the tachometer flashes: DSC is controlling the drive forces and brake
forces. DTC is activated. The handbrake is not required. Hold the vehicle in place with the foot
brake. Release the foot brake and drive away without delay. The vehicle stores and maintains
the speed specified using the controls on the steering wheel. Press button 2. The indicator lamp
lights up in the speedometer. Cruise control is ready to operate and can be activated.
Otherwise, you could lose control of the vehicle and cause an accident. The displays go out.
The stored target speed is cleared. Press button 1 or button 3. The current speed is maintained
and stored. It is displayed briefly in the tachometer. On downhill gradients, it may prove
impossible to maintain the set speed if the engine braking power is insufficient. On uphill
gradients, it may prove impossible to maintain the set speed if the engine power output is
insufficient. Each time the button is pressed, the speed increases by approx. The vehicle
accelerates without pressure on the accelerator pedal. After the button is released, the achieved
speed is maintained and stored. Press button 3 repeatedly or hold it until the desired speed is
reached. Press button 4. The stored speed is cleared when the ignition is switched off. The
selected speed is displayed briefly. The warning lamp in the tachometer lights up. The system is
malfunctioning or has failed. Measurements are made by four ultrasound sensors in the
bumpers. The range of these sensors is approx. Avoid driving toward an object quickly as the
system may then be too late in issuing a warning for technical reasons. To ensure full
functionality of the sensors, keep the sensors clean and free of ice. The system is activated
after approx. The closer the vehicle is to the object, the shorter the intervals become. If the
distance to a detected object is less than approx. If the distance remains constant, for example
when driving parallel to a wall, the signal tone is stopped after approx. The signal tone volume
can be adjusted. Loud noises from outside and inside the vehicle may prevent you from hearing
the PDC's signal tone. The higher the rate, the more effective the heating or cooling will be. The
air flow rate may be reduced or the blower may be switched off entirely to save on battery
power. Turn the rotary switch for the air volume to 0. The blower and air conditioner are
completely switched off and the air supply is cut off. The cooling function cools and
dehumidifies the incoming air before reheating it as required, according to the temperature
setting. Depending on the weather, the windshield may fog up briefly when the engine is
started. To cool the air faster and more intensively when external temperatures are high, switch
on the recirculated air mode. The system then recirculates the air currently within the vehicle.
Should the windows fog up in the recirculatedair mode, press the AUTO button or switch off the
recirculated-air mode and increase the air volume if necessary. Make sure that air can flow onto
the windshield. Turn downward, blue, to lower the temperature. The rear window defroster
switches off automatically after a certain period of time. The rear window defroster power may
be lowered or even switched off entirely to save on battery power. The windshield heating
switches off automatically after some time. Set the maximum air volume. Air distribution in
position. By switching on the cooling function, the windows are defogged more rapidly. Set the
highest temperature, red. Deactivate recirculated air mode. The service center replaces this
combined filter during routine maintenance. The microfilter traps dust and pollen. Select a
comfortable interior temperature only. The following sections contain more detailed information
on the available setting options. Most of these settings are stored for the remote control in use,
Personal Profile settings, refer to page The automatic mode for the air volume can be switched
on again using the AUTO button. The display remains the same. Reduce the air volume by
pressing the â€” button until the system is switched off. All displays go out. Press the AUTO
button to switch the automatic climate control back on. For maximum cooling, open the vents
for the upper body area. The automatic mode for the air distribution can be switched back on
using the AUTO button. The automatic climate control achieves this temperature as quickly as
possible regardless of the season, using maximum cooling or heating power if necessary, and
then maintains it. Knob for continuous opening and closing The windshield heating switches off
automatically after some time. Nozzle for direction of air flow Turn the knob. Pivot the entire
nozzle. The universal garage door opener replaces up to 3 different hand-held transmitters. To
operate it, the buttons on the interior rearview mirror must be programmed for the desired
functions. Also follow the safety instructions of the handheld transmitter. HomeLink is a
registered trademark of Johnson Controls, Inc. All programmed settings of the buttons on the
interior rearview mirror are deleted. In systems with an alternating-code system, the universal
garage door opener and the system must be additionally synchronized. Press the button of the

desired function on the hand-held transmitter and the button being programmed on the interior
rearview mirror simultaneously and hold. The LED on the interior rearview mirror flashes slowly
at first. The systems will be easier to synchronize with the aid of a second person. When the
LED flashes more rapidly, release both buttons. Rapid flashing indicates that the button on the
interior rearview mirror has been programmed. Program the corresponding button on the
interior rearview mirror as described. To program additional functions on other buttons, repeat
steps 3 to 5. The systems can be operated with the buttons on the interior rearview mirror. Read
the operating instructions of the system or press and hold the programmed button on the
interior rearview mirror. If the LED on the interior rearview mirror flashes rapidly at first and
then lights up continuously for 2 seconds, the system is equipped with an alternatingcode
system. This flashing LED pattern repeats itself for approx. Synchronization: 1. You have
approx. Press and hold the button on the interior rearview mirror for approx. When
synchronization is completed, the programmed function is executed. Press the memory button
of the universal garage door opener. If the LED flashes slowly after approx. Release both
buttons when the LED flashes rapidly. If programming was aborted by the hand-held
transmitter, hold down the memory button and press and release the button on the hand-held
transmitter several times for 2 seconds. Various functions can be called up by pressing the
adjustment button with a pointed object such as a pen. Press the right and left buttons on the
interior rearview mirror simultaneously for approx. All stored functions are deleted. The number
of the compass zone set is shown in the display. Set the currently valid compass zone. The
compass is operational again after approx. The digital compass is set for right-hand or lefthand
steering at the factory. Briefly press the adjustment button again to switch between English "E"
and German "O". The setting is automatically saved after approx. Take out the entire ashtray,
arrow. Shatter-proof containers and no hot drinks Use light and shatter-proof containers and do
not transport hot drinks. Otherwise, there is the increased danger of injury in an accident. The
lighter can be removed as soon as it pops back out. Switch off the ignition and take the remote
control with you when leaving the vehicle so that children cannot use the lighter and burn
themselves. The total load of all sockets must not exceed watts at 12 volt. Avoid damaging the
sockets by attempting to insert plugs of unsuitable shape or size. Pull the cover backwards out
of the bracket. Remove the cover or lighter, refer to page 91, from the socket. The figure shows
an example of the cargo area of the MINI. Take out the cover. To load bulky luggage, the cargo
cover can be removed. Pull the handle to roll up the cargo cover. When the tailgate is opened,
the cargo cover is raised. Insert the cargo cover into the holders on the left and right. Push
down until the cargo cover is resting on the brackets. The rear seat backrest is divided. Both
seats can be folded down individually to enlarge the cargo area. Remove the third head
restraint, refer to page 37, if necessary. Pull the levers, arrows. Pull the lever, arrow 1, and fold
down the rear seat backrest. Fold up the hook for the backrest lock until it engages audibly,
arrow 2. Fold back the backrest and let it engage. Fold the rear seat backrests forward. When
the backrests are folded back up, they engage. Firmly attach the partition net Make sure that the
partition net is firmly attached; otherwise, injuries may result. If necessary, move the rear seat
backrests forward, refer to page 93, and remove the cargo cover, refer to page Insert the
retaining pins of the partition net all the way into the rear holders in the headliner, arrow 1, and
push forward. Attach the partition net to the cargo area floor by hooking the hooks into the
eyelets, arrow 2. Fold up the flat loading floor. Pull the loading floor back slightly. Then remove
it upward. Fold down the rear seat backrests, refer to page Insert the retaining pins of the
partition net all the way into the front holders in the headliner, arrow 1, and push forward. Note
the maximum load The maximum load on the flat loading floor is lbs, 75 kg. Press the button to
open the lid. The light in the glove compartment switches on. Fold up the cover. Slide the lid
forward. Depending on the vehicle's equipment, the glove compartment can be ventilated and, if
the cooling function is switched on, cooled. Turn the switch in the direction of the arrow. Move
the switch to the vertical position by turning it in the opposite direction of the arrow. Drive
cautiously during this break-in period. The following instructions will help achieve a long
vehicle life and good economy. Always obey all official speed limits. The clutch requires an
initial break-in period of approx. During this break-in period, engage the clutch gently. Avoid
full-throttle operation and use of the transmission's kickdown mode for the initial miles. The
engine and vehicle speed can gradually be increased. In addition, exhaust fumes may enter the
passenger compartment. Hot exhaust system High temperatures are generated in the exhaust
system. Do not remove the heat shields installed and never apply undercoating to them. Make
sure that flammable materials, e. Do not touch hot exhaust pipes; otherwise, there is the danger
of getting burned. It is characterized by a partial or complete loss of contact between the tires
and the road surface, ultimately undermining your ability to steer and brake the vehicle.
Minimum tread depth, refer to page Otherwise, the clutch will be subject to increased wear. The

vehicle maintains steering responsiveness. Pulsation of the brake pedal and sounds from the
hydraulic circuits indicate that ABS is in its active mode. Do not let your foot rest on the brake
pedal Do not drive with your foot resting on the brake pedal. Even light but consistent pedal
pressure can lead to high temperatures, brake wear and possibly even brake failure. Only use
floor mats that have been approved for the vehicle and can be properly fixed in place. In this
way braking efficiency will be available when you need it. Drive long or steep downhill gradients
in the gear in which the least braking is required. You can increase the engine's braking effect
by shifting down, going all the way to first gear, if necessary. Downshifting in manual mode of
the automatic transmission, refer to page Avoid load on the brakes Avoid placing excessive
load on the brake system. Light but consistent brake pressure can lead to high temperatures,
brake wear and possibly even brake failure. When roads are wet or there is heavy rain, briefly
exert gentle pressure on the brake pedal every few miles. Corrosion occurs when the minimum
pressure that must be exerted by the pads during brake applications to clean the discs is not
reached. Ensure that this action does not endanger other road users. Therefore, traces of
condensed water under the vehicle are normal. Overloading can lead to overheating and
increases the rate at which damage develops inside the tires. This could result in a sudden loss
of tire inflation pressure. Determine the combined weight of the driver and passengers that will
be riding in your vehicle. Determine the combined weight of luggage and cargo being loaded on
the vehicle. That weight may not safely exceed the available cargo and luggage load capacity
calculated in Step 4. If your vehicle will be towing a trailer, load from your trailer will be
transfered to your vehicle. The greater the weight of the occupants, the less cargo that can be
transported. Make sure that objects cannot penetrate the partition net. Two of them are located
on the inside wall of the cargo area. Securing cargo Stow and secure the cargo as described
above; otherwise it may present a danger to the occupants, for instance during braking and
avoidance maneuvers. Do not stow any heavy and hard objects in the passenger compartment
without securing them; otherwise, they may present a danger to occupants, for instance during
braking and avoidance maneuvers. Never exceed either the approved gross vehicle weight or
either of the approved axle loads, as excessive loads can pose a safety hazard, and may also
place you in violation of traffic safety laws. Do not secure cargo using the upper LATCH
mounting points, refer to page 42; otherwise, these may become damaged. The figure shows an
example of the roof of the MINI. The anchorage points are located on the roof railing. Take out
the covers. Follow the installation instructions for the roofmounted luggage rack. Ensure that
adequate clearance is available for the movement of the glass sunroof. Because roof racks raise
the vehicle's center of gravity when loaded, they have a major effect on vehicle handling and
steering response. Avoid sudden acceleration and braking maneuvers. Additional weight
increases fuel consumption. Remove unneeded auxiliary mirrors, roof or rear luggage racks
after use. Open windows causes higher air resistance and thus increases fuel consumption. Do
not wait for the engine to warm-up while the vehicle remains stationary. Start driving right away,
but at moderate engine speeds. This is the fastest way for the cold engine to reach its operating
temperature. Avoid unnecessary acceleration and braking. To achieve this, maintain a suitable
distance to the vehicle driving ahead of you. Driving smoothly and looking ahead reduces fuel
consumption. Use 1st gear to get the vehicle in motion. As a rule: driving at low engine speeds
lowers fuel consumption and reduces wear. When approaching a red light, take your foot off the
accelerator and coast to a halt in the highest applicable gear. The flow of fuel is interrupted
while coasting. Functions such as seat heating and the rear window defroster require a lot of
energy and consume additional fuel, especially in city and stop-and-go traffic. Therefore, switch
off these functions if they are not actually needed. Have vehicles maintained regularly to
achieve optimal vehicle economy and operating life. Please also note the MINI maintenance
system, refer to page Select the functions. Show the tone settings. Function buttons for
selecting the menu items shown directly above them on the display. Change the station or
track. Opens the main menu. Manually select the frequency. Eject the CD. Radio and telephone
functions can be opened using buttons on the radio and menus. If only one menu item is
displayed above the function button, press the middle of the button. Symbol Meaning Function
is selected. Function is activated. To display the menu items: The function is deactivated. Press
the button for the audio sources menu. Display additional menu items. Scroll display. The list
contains more than two entries. Change to the higher level directory. There are two ways to
select a menu item on the display. For setting numerical values or values on a scale: 1. Mark the
desired menu item and press the right knob. Turn the right knob to set the value. Press the right
knob to store the value. Press the left or right side of the function button under the menu item.
Press the left knob. When the radio ready state or the ignition is switched off, the radio
functions are available for approx. To listen to the radio, switch it back on. To spare the battery,
ensure that the radio is switched off when you leave the vehicle. Turn the left knob. The setting

is stored for the remote control currently in use. The sound settings are set globally for all audio
sources. Highlight the desired tone setting and press the right knob. Create the desired setting
and press the right knob. Set the audio sources to a high volume to be able to adjust the volume
of the signal tones more easily. The tone settings are reset to medium values. Select the desired
volume setting. Set the desired volume and press the right knob. An external audio device such
as an MP3 player can be connected via the AUX-IN port in the center console and the audio
tracks can be played over the car's loudspeaker system. The volume of the external audio
device can be adjusted to the car radio. Select the desired category. Create the settings and
press the right knob. Highlight the desired menu item and press the button. Create the desired
setting. Switch on the radio, refer to page Press this button if necessary. The next station with
reception is selected. The average speed is calculated for the time during which the engine is
running. To start calculation of the average speed: 1. To interrupt the function and select a
station: "SC" RDS broadcasts additional information, such as the station name or text
messages, in the FM waveband. This information is displayed briefly when the station is
selected, for instance NEWS. The alert is issued on the loudspeakers. It is possible to store up
to 30 stations. Select the station. A digital radio network must be available to be able to receive
digital stations. License conditions Online Edition for Part no. Over different channels with high
fidelity can be received. The channels are offered in fixed packages and must be activated. You
may experience signal drops and muting events related to this new technology. In this case,
switch off digital radio reception. Some stations broadcast multiple programs. To select one of
these programs: 1. Turn the right knob to select a channel that is not yet activated. Press the
right knob to confirm a channel. Press the button repeatedly until the desired digital station is
displayed. If a station broadcasts multiple programs, the following display appears, for
example: "HD1" A phone number and the electronic serial number, ESN, are displayed. The
electronic serial number is required for activation. To have the channels activated, call the
phone number. The electronic serial number is required for deactivation. To have the channels
deactivated, call the phone number. The next enabled channel is opened. Select the desired
channel. Press and hold the button for the corresponding direction. The activated channels
appear on the display one after the other. Release the button to select the displayed channel.
Signal may not be available under tunnels, in parking garages, next to tall buildings, nearby
trees with dense foliage, nearby mountains or other possible strong sources of radio
interference. Insert the CD into the CD drive with the printed side up. Playback begins
automatically. A CD is contained in the CD player. Switch on the car radio if necessary. Select
other directories if you wish. Highlight the desired track and press the right knob. You can
scroll through the directories during playback. With the right knob: Turn the right knob until the
desired track is played back. Tracks can be heard but are distorted. The CD emerges slightly
from the CD drive. Select the desired directory using the right knob. In some instances they may
be more sensitive to faulty CDs than stationary devices would be. CDs are often provided with a
copy protection feature by the manufacturer. This can mean that some CDs cannot be played or
can only be played to a limited extent. This product contains copyrighted technology that is
based on multiple registered US patents and the intellectual property of the Macrovision
Corporation and other manufacturers. The use of this copy protection must be approved by
Macrovision. Media protected by this product unless otherwise agreed with Macrovision may
only be used for private purposes. Copying of this technology is prohibited. The sound is
output on the vehicle loudspeakers. The tone depends on the quality of the audio files. Connect
the audio device, switch it on and select a track on the audio device. If this volume differs
markedly from the volume of the other audio sources, it is advisable to adjust the volumes.
Additional information can be obtained at www. The FAT 32 format is recommended. This may
take some time, depending on the USB device and the number of tracks. During transmission,
the tracks can be called up via the file directory. The USB audio interface is in the center
console. To connect the iPod, use the special cable adapter for the Apple iPod. Information from
up to four USB devices or for approx. If a fifth device is connected or if more than 20, tracks are
stored, information on existing tracks may be deleted. It is possible to skip to another track
within the selected directory. Press the button repeatedly until the desired track is played.
Depending on the connected device, the track can be selected via the following category:
Depending on the configuration of the audio files, e. This provides for better network reception
and consistent sound quality. After a suitable mobile phone is paired with the vehicle once, you
can operate the mobile phone via the radio and via the buttons on the steering wheel. At high
temperatures, the charging function of the mobile phone may be limited and functions may not
be executed. Certain functions may need to be enabled by the mobile phone provider or service
provider. Using the mobile phone while driving Make entries only when traffic and road
conditions allow. Do not hold the mobile phone in your hand while you are driving; use the

hands-free system instead. Redial, accept a call, start dialing, terminate a call and change to the
Telephone menu. Symbol Meaning Display additional menu items. Using the hands-free system.
Roaming is active. It is only required once for pairing. Bluetooth is not permitted everywhere.
Comply with all safety guidelines and regulations. To activate the connection: Symbol Meaning
Function is selected. Leave the menu, one menu back. If pairing failed: 1. Repeat steps 6 to The
Bluetooth name of the vehicle appears on the mobile phone display. Select the Bluetooth name
of the vehicle on the mobile phone display. Enter the passkey on the mobile phone and confirm
it. Enter the same passkey on the radio using the function buttons and confirm it. Turn the right
knob until the mobile phone to be connected is displayed. The mobile phone no longer reacts?
Turn the right knob until the mobile phone to be unpaired is displayed. Do not expose the
mobile phone to extreme environmental conditions. Information on suitable mobile phones,
refer to page Activate Bluetooth on the vehicle and on the mobile phone. Enter the same
passkey on the mobile phone and on the radio. The phone connection quality is poor. Repeat
the pairing procedure. Charge the mobile phone in the snap-in adapter or via the charging
cable. Briefly press the button on the steering wheel or radio. When the ignition and the radio
ready state are switched off, such as after the remote control is removed, an existing call can be
continued for up to 25 minutes on the hands-free system. The ringer volume of incoming calls
and the call volume can be adjusted independently. When a call is active, the microphone can
be muted. Enter the desired phone number on the buttons 0â€”9. To delete the last digit: "DEL"
6. If the number of the caller is stored in the phone book and is transmitted by the network, the
name of the contact is displayed. Five lists are available: Online Edition for Part no. Turn the
right knob to select the first letter of the entry. Select the entry with the function button. The Top
8 list contains the eight phone numbers that were dialed most frequently. The phone number
dialed last is at the top of the list. To display all entries: 1. Turn the right knob to select the first
letter of the entry and press the knob. Turn the right knob to select the desired entry and press
the knob. Press the button on the steering wheel or radio to dial the number. The phone number
is dialed. This change is not stored in the phone book. Selecting an entry. To delete a digit:
"DEL" 4. Enter additional digits on the buttons 0â€”9. The display of the phone book entries on
the radio may differ from the display on the mobile phone, such as the order of the first and last
names. Press the arrow buttons on the steering wheel to leaf through the phone book. Press the
button to dial the phone number. Select a list, for instance "TOP8" 5. Turn the right knob to
select an entry and press the knob to dial the phone number. Calls that were begun outside of
the Bluetooth range of the vehicle can be continued on the hands-free system with the ignition
switched on. Select an entry from the list. The DTMF code is needed for this purpose. This
function is only available if a connection exists and if the hands-free system is being used.
Enter the DTMF code on the buttons 0â€”9. If necessary, press and hold the function button on
the right or left to enter special characters. Calls that are made on the hands-free system can in
some cases be continued on the mobile phone; this depends on the mobile phone. Calls that
are being made on the hands-free system can be continued on the mobile phone and vice versa.
Turn the right knob until the desired phone number is displayed. When using the mobile phone
via the vehicle, note the operating instructions of the mobile phone. In the center armrest. Press
button 1 and remove the cover. With the buttons facing up, slide the mobile phone up toward
the electrical contacts and press it down until it engages. The battery is charged beginning with
the radio ready state of the vehicle. Turn the fuel cap counterclockwise. Place the fuel cap in the
bracket attached to the fuel filler flap. Fit the fuel cap and turn it clockwise until you clearly hear
a click. Close the fuel filler flap. Do not pinch the retaining strap attached to the cap; otherwise,
the cap cannot be closed properly and fuel vapors can escape. They can develop a leak and
cause an explosion or cause a fire in the event of an accident. Open fuel filler flap. Remove the
cover of the left cargo area side wall. The fuel tank is full when the filler nozzle clicks off the first
time. Pull the green knob with the gas pump symbol. This releases the fuel filler flap. Do not
overfill the fuel tank Do not overfill the fuel tank; otherwise, escaping fuel may harm the
environment or damage the vehicle. This opens the fuel filler flap. Therefore, you can refuel with
different gasoline qualities. Do not use fuels that are labeled at the fuel pump as containing
metals. Do not refuel with ethanol E85 Do not refuel with E85, i. This has no effect on the engine
life. Minimum fuel grade The use of poor-quality fuels may result in harmful engine deposits or
damage. After correcting the tire inflation pressure, reset the Tire Pressure Monitor, refer to
page 72 or reinitialize the Flat Tire Monitor, refer to page To check the inflation pressure, there
is a valve extension behind the bumper. Check the tire inflation pressure regularly Regularly
check the tire inflation pressure and correct it as needed: at least twice a month and before a
long trip. Attempts to drive on a flat tire can lead to a loss of control over the vehicle. This
means after a maximum of 1. When the To check the inflation pressure, fold up the flat loading
floor if necessary. Remove the onboard vehicle tool kit and compact wheel, refer to page The

inflation pressures apply to the tire sizes approved and tire brands recommended by the
manufacturer of the MINI; a list of these is available from the service center. These tire inflation
pressures can also be found on the driver's side door pillar when the driver's door is open.
Department of Transportation. DOT code: DOT xxxx xxx xxxx: manufacturer code for the tire
brand xxx: tire size and tire design tire age Quality grades can be found where applicable on the
tire sidewall between tread shoulder and maximum section width. A tire marked C may have
poor traction performance. At tread depths less than 0. The suitability of winter tires for winter
driving is reduced noticeably when their tread depth becomes less than 0. Winter and all-season
tires. These have better winter properties than summer tires. When the tire tread has been worn
down to the wear indicators, a tread has reached a depth of 0. Designation for specially
reinforced tires. This is more likely to occur with low-profile tires, which provide less
cushioning between the wheel and the road. Damage can be caused by driving over curbs, road
damage and similar situations. If necessary, have the vehicle towed. Otherwise, tire damage can
present a lifethreatening hazard to vehicle occupants and other road users. Following tire
damage, have the original wheel and tire combination remounted on the vehicle as soon as
possible. For example, despite having the same official size ratings, variations can lead to body
contact and with it, the risk of severe accidents. Your service center will be glad to advise you. If
the maximum speed of the vehicle is higher than the permissible speed for the winter tires, then
display a corresponding sign in the field of vision. You can obtain this sign from the tire
specialist or from your service center. Also, a compact wheel is not available in case of a flat
tire. These are indicated by the clearly visible marking on the tire sidewall. With proper use,
these tires meet the highest standards for safety and handling. To ensure even wear on the
tires, the wheels can be rotated between the axles. Store wheels and tires in a cool, dry place
with as little exposure to light as possible. Always protect tires against all contact with oil,
grease and fuels. The symbol identifying run-flat tires is a circle with the letters RSC on the
sidewall. Run-flat tires are tires with special rims that support themselves for a limited period of
time. The sidewall reinforcement ensures that the tire can continue to be used to a limited
extent if it has lost pressure and even if it has become completely depressurized. For continued
driving in the event of a flat tire, refer to page Sealant bottle and speed limit sticker Filling hose
Note the use-by date on the sealant bottle. Unscrew the dust cap off of the valve of the defective
wheel and screw the filling hose 2 of the sealant bottle onto the valve. Shake the sealant bottle.
Pull the connection hose 6 fully out of the compressor housing and screw it onto the sealant
bottle connection. Ensure that the connection hose is not kinked. Ensure that the compressor is
switched off. When the engine is running: Switch on the compressor and let it run for approx.
While sealant is being filled, the inflation pressure may intermittently rise to approx. Switch off
the compressor. Do not allow the compressor to run too long Do not allow the compressor to
run longer than 10 minutes; otherwise, the device will overheat and may be damaged. Unscrew
the filling hose 2 from the wheel and drive forward and back approx. Inflate the tire again using
the compressor. Contact the nearest service center. Unscrew the filling hose 2 of the sealant
bottle from the wheel. PCJMJUZ Do not allow the compressor to run too long Do not allow the
compressor to run longer than 10 minutes; otherwise, the device will overheat and may be
damaged. Unscrew the compressor connection hose 6 from the sealant bottle. If the inflation
pressure is not maintained, take the vehicle on another drive, distributing the sealant, refer to
page Then repeat steps 1 to 4 once. If the inflation pressure of 1. Wrap the empty sealant bottle
in suitable material to avoid dirtying the cargo area. Drive approx. After driving approx. Have the
Mobility System refilled. Consult your service center for more information. Insert the connector
5 into the power socket in the passenger compartment. Correct the tire inflation pressure to 1.
To check the currently set inflation pressure, switch off the compressor. John Cooper Works:
Observe the manufacturer's instructions when mounting snow chains. Do not initialize the Flat
Tire Monitor if snow chains are mounted; otherwise, the instrument might issue an incorrect
reading. PPE Working in the engine compartment Never attempt to perform any service or repair
operations on your vehicle without the necessary professional technical training. Do not open
the engine hood before the engine has cooled down; otherwise, injuries may result. Pull the
lever. It must be clearly heard to engage. Lift the hood all the way. Press the release handle and
open the hood. Danger of pinching Make sure that the closing path of the hood is clear;
otherwise, injuries may result. The oil quantity between the two marks on the dip stick equals
approx. Engine oil consumption depends on the driving style and the conditions of use. Do not
exceed the high mark of the dip stick. Overfilling oil damages the engine. Park the vehicle on
level ground when the engine is at operating temperature, i. After approx. Carefully insert the
dip stick all the way into the measuring tube and pull it out again. No oil additives Do not use oil
additives as these may cause engine damage. Due to national regulations, some oil types are
not available in every country. The coolant level is correct if it is between the markings. The

markings are located on the side of the coolant reservoir. The additives are harmful to your
health. Not all commercially available additives are suitable for your MINI vehicle. Ask your
service center for suitable additives. Do not open the hood until the engine has cooled down.
Twist the cap closed. Information on the required maintenance is continuously stored in the
remote control. Maintenance and repair should be performed by your service center. These
entries are proof of regular maintenance. The system makes it possible to adapt the amount of
maintenance you need to your user profile. Otherwise, its use may lead to vehicle malfunctions.
The warning lamps light up. The vehicle is producing higher emissions. You can continue your
journey, but moderate your speed and exercise due caution. Have the vehicle checked as soon
as possible. Under certain circumstances, one of the lamps flashes or lights up continuously.
Serious engine misfiring within a brief period can seriously damage emission control
components, in particular the catalytic converter. In addition, the mechanical engine
components may become damaged. Fold up and hold the wiper arm. Squeeze the locking
spring, arrows 1. Tow fitting Lifting handle 3. While squeezing the locking spring, pull the wiper
blade off of the wiper arm, arrow 2. Slide the new wiper blade onto the wiper arm until it
engages audibly. Fold down the wiper arm. Risk of damage Before opening the hood, ensure
that the wiper arms with wiper blades are folded onto the window; otherwise, damage may
occur. Press the wiper blade against the stop to push it out of the fixation. Press the new wiper
blade into the fixation until it engages audibly. To avoid possible injury or equipment damage
when replacing bulbs, observe any instructions provided by the bulb manufacturer. Squeeze the
locking spring, arrow 1, and fold out the wiper blade. Take the wiper blade out of the catch
mechanism toward the front, arrow 2. The manufacturer of the vehicle recommends that you
entrust corresponding procedures to the service center if you are unfamiliar with them or they
are not described here. You can obtain a selection of replacement bulbs at the service center.
Do not touch the glass of new bulbs with your bare hands, as even minute amounts of
contamination will burn into the bulb's surface and reduce its service life. Use a clean tissue,
cloth or something similar, or hold the bulb by its base. For checking and adjusting headlamp
aim, please contact your MINI dealer. Do not remove the covers Do not remove the covers, and
never stare into the unfiltered light for several hours; otherwise, irritation of the retina could
result. The headlamps do not need to be changed. Due to the high voltage present in the
system, there is the danger of fatal injuries if work is carried out improperly. To remove the
cover: 1. Press the tab. Fold away the cover and take it out of the holder. Proceed in reverse
order to attach the cover. Turn the bulb counterclockwise, arrow 1, and remove it, arrow 2.
Halogen bulbs are pressurized. Therefore, wear protective goggles and gloves. Press the
release, arrow 1, and pull off the connector, arrow 2. Remove the inside cover. To do this, turn
the cover counterclockwise. Insert the new bulb and attach the cover in reverse order. Follow
the general instructions on lamps and bulbs, refer to page Insert the new bulb and attach the
covers in reverse order. Turn the wheel. Remove cover 2. Remove cover 1. Turn the upper bulb
counterclockwise and remove it. Push the lamp forward with the air grille and remove it. Turn
the bulb holder counterclockwise and remove it. H8 bulb, 35 watt 3. Pull out the bulb and
replace it. Pull off the plug-in cable connector. Turn the lower bulb counterclockwise and
remove it. Unscrew the screw at the top with the screwdriver from the onboard vehicle tool kit.
Swing out the tail lamp and remove toward the top. Remove the cover of the cargo area side
wall. Another bulb is located behind the cargo area side wall, arrow 2. Insert the new bulb and
install the tail lamp in reverse order. Squeeze the clips, arrows, and remove the bulb holder. Pull
off the bulb and replace it. MINI Clubman: the rear fog lamp is located in the left tail lamp, refer
to page Take out the lamp, arrow 2. Replace the bulb. Insert the lamp. Contact your service
center in the event of a malfunction. Screw the lifting handle from the onboard vehicle tool kit
onto the thread. Wheel change with a compact wheel: 4. Raise the lifting handle slightly.
Squeeze the locking spring. Release the screw fitting with the special wrench. Lower the
compact wheel with the lifting handle. Unscrew the lifting handle again. Pull the compact wheel
out from under the vehicle toward the back. Lay the compact wheel down with the valve facing
up. Unscrew the valve extension from the valve of the compact wheel. Join our email list to
receive the updates, general MINI news, and more. Looks like were having some technical
difficulties, please try again later. Join our email list to receive MINI updates, news, offers and
more. Please input your full 17 digit VIN below. This field is required. VIN not recognized. We
recognize your car, but don't have your manual digitized just yet. Be In The Know. This is a
dialog window which overlays the main content of the page. The modal begins with a heading
called. Pressing the Close Modal button on the modal will close the modal and bring you back
to where you were on the page. Closing this window will return you back to the main page. First
Name This field is required. Last Name This field is required. Email This field is required.
Zipcode This field is required. Thank You. Close Navigation. Lightbox Close. Offsite Disclaimer.

OK Cancel. Stay In the Loop. First Name This is a required field. Last Name This is a required
field. Email Please enter a valid email address. ZIP code Please enter a valid Zip code. Please
agree to our terms. Below are manuals for model years - For a full listing of older models, head
over to the Owners' Lounge. A refined 2 Door hatch with lounge seating for 4 and available
ALL4 all-wheel drive. A speedy 2-seater with a convertible soft-top roof for open motoring. A
liberating 2-seater with a speed-sensitive spoiler and plenty of punch. Join our email list to
receive the updates, general MINI news, and more. Looks like were having some technical
difficulties, please try again later. Join our email list to receive MINI updates, news, offers and
more. Be In The Know. This is a dialog window which overlays the main content of the page.
The modal begins with a heading called. Pressing the Close Modal button on the modal will
close the modal and bring you back to where you were on the page. Closing this window will
return you back to the main page. First Name This field is required. Last Name This field is
required. Email This field is required. Zipcode This field is required. Submit In order to be
contacted by MINI or an authorized dealership with offers or information about products and
services, you must consent to the terms highlighted in red above. Please resubmit the form
after the errors are corrected. Thank You. Close Navigation. Lightbox Close. Offsite Disclaimer.
OK Cancel. Stay In the Loop. First Name This is a required field. Last Name This is a required
field. Email Please enter a valid email address. ZIP code Please enter a valid Zip code. Please
agree to our terms.

