2019 dodge charger owners manual

Access all the resources you need on the go. Learn More. Join the Dodge Brand in celebrating
freedom a few days early with the reveal of more heart-pounding power and excitement than
ever before. Get to know the full capabilities of your vehicle and how to keep it running strong
with your online vehicle resource center. Don't have your vehicle added? Add it now to start
exploring. Look up everything you need to know about your vehicle, all in one place. Browsing
for information is a breeze with easy-to-follow categories that show you how to make the most
of your driving experience. Discover the capabilities, safety and security features and
technologies your vehicle has to offer, presented in video format. Learn the basics of caring for
your vehicle or explore more advanced options anytime, with videos on demand. Who better to
protect your vehicle than the company who built your vehicle? Have peace of mind knowing
your vehicle is being serviced by factory-trained technicians using certified Mopar parts. Tech
Authority has all the resources you need, from service bulletins to wiring schematics, parts
identification and more. Select a vehicle to explore. Sign in or create an account to receive
access to even more exciting content. July 2 Let Freedom Rev Join the Dodge Brand in
celebrating freedom a few days early with the reveal of more heart-pounding power and
excitement than ever before. Enter the search text. Your Vehicle Resources. Vehicle Information
at Your Fingertips Get to know the full capabilities of your vehicle and how to keep it running
strong with your online vehicle resource center. Select a Vehicle. Manuals and Guides.
Educational Videos. Maintenance Made Easy. Pause Autoplay. We Built it. We Back It. Visit Tech
Authority. Do-It-Yourself Resources. View all fca brands chrysler. Your preferred dealer has
been successfully updated. Continue Cancel. Also See for charger Owner's manual - pages
User manual - pages Quick reference manual - 17 pages. Table of Contents. Previous Page. Next
Page. Dodge charger User Manual pages. Dodge Charger Quick Reference Manual 17 pages.
Automobile Dodge Avenger User Manual 76 pages. Options and equipment dedicated to
specific markets or Dear Customer, versions are not expressly indicated in the text. Therefore,
Congratulations on selecting your new vehicle. Be assured you should only consider the
information which is related that it represents precision workmanship, distinctive styl- to the
trim level, engine, and version that you have ing, and high quality. Emergency Key Removal
Process 1 â€” Mechanical Release Button Emergency Key 2 â€” Emergency Key The emergency
key allows for entry into the vehicle should the battery in the vehicle or the key fob go dead.
Separate the key fob halves using the tip of the emer- gency key, a 2 flat blade screwdriver, or a
coin and gently pry the two halves of the key fob apart. Make sure not to damage the seal during
removal. Once a key fob is programmed to a vehicle, it cannot be programmed to any other
vehicle. Continued equipped will remain active for three minutes after the ignition of a vehicle
equipped with Keyless Enter- ignition is cycled to the OFF position. Should this electronics can
be used to start and operate the vehicle. If you remain in the vehicle and open a door, the alarm
will sound. If this occurs, disarm the The vehicle security alarm can be disarmed using any of
vehicle security alarm. If the driver door is open, A power door lock switch is on each front door
trim panel. This could unlock the door s. Remember that the rear doors can only be opened
from vehicle that is not equipped with seats and seat belts. The adjusting bar is at the front of
the seat, near the floor. Pull the bar upward to move the seat forward or rearward. Moving a seat
while driving could result in loss of Release the bar once the seat is in the position desired. To
adjust the seatback, lift the lever located on the outboard Do not ride with the seatback reclined
so that the side of the seat, lean back to the desired position and shoulder belt is no longer
resting against your chest. Push located on the outboard side of the seat near the floor. Use the
seat switch forward or rearward. The power belts and while the vehicle is parked. Serious injury
lumbar switch is located on the outboard side of the power or death could result from a poorly
adjusted seat belt. Each memory profile contains desired position settings for the driver seat,
side mirrors, and power tilt and telescopic steering column if equipped and a set of desired
radio station presets. Push and release the set S button on the memory To program your key
fobs, perform the following: switch. Within five seconds, push and release either of the 2. On
some models, the two outboard seats are equipped with heated seats. The heated seat switches
for these seats Vehicles Equipped With Remote Start are located on the rear of the center
console. The rear seatbacks can be folded forward to provide an additional storage area. To fold
the rear seatback, pull on the loops located on the upper seatback. NOTE: These loops can be
tucked away when not in use. To lower the head restraint, push the adjustment button located at
the base of the head restraint and push ALL the head restraints MUST be reinstalled in the
downward on the head restraint. Always securely stow re- moved head restraints in a location
outside the occupant compartment. Do not adjust the steering column while driving. Adjusting
the steering column while driving or driv- ing with the steering column unlocked, could cause
the driver to lose control of the vehicle. Failure to follow this warning may result in serious
injury or death. NOTE: The engine must be running for the heated steering Adjusting the

steering column while driving or driv- wheel to operate. It is a twist on mirror that has a fixed
position at the windshield. The mirror installs on the windshield button with a counterclockwise rotation and requires no tools for mounting. To These mirrors are heated to melt
frost or ice. This use the mirror, rotate the sun visor downward and swing feature will be
activated whenever you turn on the the mirror cover upward. The is started and will remain on
unless the headlamps are multifunction lever is located on the left side of the steering turned to
the on position, the parking brake is applied, or This feature provides the safety of headlight
illumination To turn the automatic system off, move the headlight for up to 90 seconds when
leaving your vehicle in an unlit switch out of the AUTO position. However, selecting the The
front fog light switch is built into the headlight switch. The courtesy lights can be turned on by
pushing the top corner of the lens. To turn the lights off, push the lens a To protect the battery,
the interior lights will turn off second time. The lights also turn on when a door is opened. The
lights will Lights are mounted in the overhead console. Each light can also turn on when the
unlock button on the key fob is be turned on by pushing the switch on either side of the pushed.
This light casts illumination for improved visibility located on the left side of the instrument
panel. Use the intermittent wiper when weather conditions make Sudden loss of visibility
through the windshield could a single wiping cycle with a variable pause between cycles lead to
a collision. You might not see other vehicles or desirable. The indicator illumi- nates when this
feature is on. Air comes from the windshield and side window demist outlets. When the defrost
button is selected, the blower level may increase. There are seven blower speeds available. The
speeds can be selected using either the blower control knob on the faceplate or the buttons on
the touchscreen. A slight amount of air is directed through the defrost and side window
demister outlets. NOTE: Bi-Level mode is designed under comfort conditions to provide cooler
air out of the panel outlets and warmer air from the floor outlets. The indicator illuminates when
this feature is on. Mix Mode Mix Mode Air is directed through the floor, defrost, and side window
demister outlets. This setting works best in cold or snowy conditions that require extra heat to
the windshield. The system automatically adjusts high-quality antifreeze coolant to provide
proper corrosion the temperature, mode, and blower speed to provide protection and to protect
against engine overheating. To clear the windows, select De- windshield, is free of obstructions,
such as leaves. Push the window Remove the obstacle and use the window switch again switch
to the second detent, release, and the window will to close the window. To reset Auto-Up:
passenger doors and the rear sunscreen if equipped. The sunroof will close fully and stop
automati- cally. This is glass panel. Push and hold the close switch. Two latches must be
released to open the hood. Move to the front of the vehicle. To Close The Hood 3. Trunk
Emergency Release Do not allow children to have access to the trunk, either As a security
measure, a trunk internal emergency release by climbing into the trunk from outside, or through
the lever is built into the trunk latching mechanism. Too much weight or improperly placed
weight position. If the seatback is not securely locked into over or behind the rear axle can
cause the rear of the position, the seat will not provide the proper stabil- vehicle to sway. The
HomeLink indicator is located before you begin programming. Continue to hold both buttons
and observe the indicator To program the remaining two HomeLink buttons, repeat light. The
HomeLink indicator will flash slowly and each step for each remaining button. To reprogram a
channel that has been previously trained, 4. Activation will now occur for the programmed are
some of the most common solutions: device i. This includes most garage The glove
compartment is located on the passenger side of door opener models manufactured after In
addition, the 12 There is an open cubby bin located forward of the gear volt power outlet, USB
and Aux jack are located here. The cupholders are located in the forward edge of the center
console. Tachometer shows the instrument cluster display messages. A hot engine cooling
system is dangerous. You or 4. With display which is located in the instrument cluster. The
Performance Shift Indicator PSI is enabled on ve- hicles with manual transmission, or when a
vehicle with NOTE: If the indicator message illuminates when you automatic transmission is in
manual shift mode. This light indicates a fault with the air bag, and will turn on The dual brake
system provides a reserve braking capacity for four to eight seconds as a bulb check when the
ignition If the vehicle running, your vehicle will usually be drivable; temperature reading does
not return to normal, turn the however, see an authorized dealer for service as soon as engine
off immediately and call for service. When driving, if the driver or front passenger seat belt
remains unbuckled, the Seat Belt Reminder Light will Continuous driving with the Transmission
Tempera- flash or remain on continuously and a chime will sound. The vehicle should be
serviced if the light stays on through Prolonged driving with the Malfunction Indicator several
typical driving styles. This should determine the proper tire inflation pressure for sequence will
continue upon subsequent vehicle start-ups those tires. After using an aftermarket tire sealant it
is Collision Warning System. The capabilities of an ERM-equipped vehicle of the vehicle.

Continued appropriate for the steering wheel position. This is the normal operating mode for the
ESC. ESC, except for the limited slip feature described in This mode should be used for most
driving conditions. In this off-road use. The complete stop while on an incline. If so, there may
not be enough There may be situations where the Hill Start Assist brake pressure to hold both
the vehicle and the HSA will not activate and slight rolling may occur, Page SAFETY The BSM
system is designed not to issue an alert on The BSM system will not alert you of objects that are
stationary objects such as guardrails, posts, walls, foliage, traveling in the opposite direction of
the vehicle in adjacent berms, etc. Proceed slowly and cautiously out of the parking space until
the rear end of the vehicle is exposed. Three selectable modes of operation are available in the
Uconnect System. In addition to the General Information audible alert the radio if on volume will
be reduced so The following regulatory statement applies to all Radio that the alert can be
better heard. The cold tire inflation pressure must not exceed the Frequency RF devices
equipped in this vehicle: maximum inflation pressure molded into the tire sidewall. The compact
spare tire or non-matching full size does System message for a minimum of five seconds and
then not have a tire pressure monitoring sensor. Page Occupant Restraint Systems SAFETY
General Information Some of the safety features described in this section may be standard
equipment on some models, or may be optional The following regulatory statement applies to
all radio equipment on others. If you are not sure, ask your autho- frequency RF devices
equipped in this vehicle: rized dealer. Never allow children to slide the shoulder belt behind air
bag. In a injuries in a collision much worse. You might suffer collision, it could even cut into
you. Be sure the seat internal injuries, or you could even slide out of the belt is flat against your
body, without twists. Grasp the latch plate and you from injury during a collision. Position the
shoulder belt across the shoulder and chest with minimal, if any slack so that it is comfortable
and Inserting Latch Plate Into Buckle not resting on your neck. Position the latch plate as close
as possible to the anchor point. At about 6 to 12 inches 15 to 30 cm above the latch plate, grasp
and twist the seat belt webbing degrees to create a fold that begins immediately above the latch
plate. This feature allows the If a seat belt is not long enough to fit properly, even when
shoulder belt anchorage to be adjusted in the upward the webbing is fully extended and the
adjustable upper position without pushing or squeezing the release button. These devices may
improve the performance of the seat belt by removing slack from the seat belt early in a
collision. Allow the webbing to retract com- The seat belts in the passenger seating positions
are pletely in this case and then carefully pull out only the equipped with a Switchable
Automatic Locking Retractor amount of webbing necessary to comfortably wrap around ALR
which is used to secure a child restraint system. Continued 1. Buckle the combination lap and
shoulder belt. Grasp the shoulder portion and pull downward until who are using booster seats.
The diagnos- Ignoring the Air Bag Warning Light in your instrument tics also record the nature
of the malfunction. The front air bags are a supplement to the seat belt restraint systems. The
driver front air bag is mounted in the center of the steering wheel. The passenger front air bag is
mounted in the instrument panel, above the glove compartment. The seat belt air bag. The
Supplemental Driver Knee Air Bag provides enhanced protection during a frontal impact by
working together with the seat belts, pretensioners, and front air bags. Children Side Impacts
are at an even greater risk of injury from a deploying air The Side Air Bags are designed to
activate in certain side bag. Do not lean blink your eyes. Page SAFETY There are different sizes
and types of restraints for children from newborn size to the child almost large enough for an
adult safety belt. The child and belt-positioning booster seat are held in the vehicle by air bag.
Please see the following table for more information. The GUIDlow. If the child restraint has a
tether strap, connect it to the top tether anchorage. Page SAFETY If the buckled seat belt
interferes with the child restraint Installing Child Restraints Using The Vehicle Seat Belt
installation, instead of buckling it behind the child re- Child restraint systems are designed to be
secured in straint, route the seat belt through the child restraint belt vehicle seats by lap belts
or the lap belt portion of a path and then buckle it. Pull on the webbing to make the lap portion
tight 8. If the child restraint has a top tether strap and the against the child seat. Look behind
the seating position where you plan to Anchorage: install the child restraint to find the tether
anchorage. Use only the anchorage position directly be- hind the child seat to secure a child
restraint top tether strap. Continued Air Bags deploying in the front seat could harm your pet.
Continued tor, brake or clutch pedals or impair safe operation of your mat for the specific make,
model, and year of your vehicle in other ways. Check turn installed, always properly attach
carpet to the floor signal and high beam indicator lights on the instrument and check the floor
mat fasteners are secure to the panel. Interior heat build-up may present, instruct all other
occupants to buckle their seat cause serious injury or death. To change the ignition modes
without starting the vehicle and use the accessories, follow these directions: 1. For vehicles
equipped with the 3. A long break-in period is not required for the drivetrain NOTE: A new

engine may consume some oil during its engine, transmission, clutch, and rear axle in your new
first few thousand miles kilometers of operation. It does not show the degree of brake
application. Continued vehicle could accelerate quickly forward or in re- touch the parking
brake, brake pedal or the trans- verse. You could lose control of the vehicle and hit mission gear
selector. This is a normal condition, and selector position and the actual transmission gear for
precision shifts will develop within a few hundred miles example, driver selects PARK while
driving , the position kilometers. AutoStick is a driver-interactive transmission feature providing manual shift control, giving you more control of the 4. Wait approximately 30 seconds.
AutoStick allows you to maximize engine braking, 5. Each subsequent tap of the button
decrease in set speed. Your vehicle could venience provided by cruise control while traveling
on go too fast for the conditions, and you could lose highways and major roadways. Failure to
increase in set speed. If an ACC host vehicle button is released. Each time the button is pushed,
the distance setting increases by one bar longer. To decrease the distance setting, push the
Distance Setting â€” If the ACC system brings your vehicle to a standstill while When the ACC
system is resumed, the driver must following a target vehicle, if the target vehicle starts ensure
that there are no pedestrians, vehicles or objects moving within two seconds of your vehicle
coming to a in the path of the vehicle. Depending on the speed, vehicle load, traffic lane in
which you are traveling. The increase in set speed is reflected on. Each subsequent tap of the
button results in a decrease of 1 mph. Refer to switch. Do not scratch or poke the sensors. The
sensors must not be covered Otherwise, you could damage the sensors. When the LaneSense
system is on; the lane lines are gray The LaneSense button is located on the center stack below
when both of the lane boundaries have not been detected the Uconnect display. At this time
torque yellow. At this time torque is applied to the steering is applied to the steering wheel in
the opposite direction wheel in the opposite direction of the lane boundary. Camera that allows
you to see an on-screen image of the rear surroundings of your vehicle whenever the gear
Follow these steps to change the LaneSense settings: selector is put into REVERSE. The active
guide lines will show separate zones that will help indicate the distance to the rear of the
vehicle. Open the fuel filler door. Do not cover the lens. Maintain nozzle in filler for 5 seconds to
allow nozzle to vehicle when the fuel door is open or the tank is drain. Pull the release cable.
Follow the steps below to open the fuel door in case of an emergency: 1. It is important that you
distribute the load In this section you will find safety tips and information on evenly over the
front and rear axles. The GTW is the weight of the trailer plus the weight of all It is important that
you do not exceed the maximum cargo, consumables, and equipment permanent or tempofront or rear GAWR. A dangerous driving condition rary loaded in or on the trailer in its loaded
and ready for can result if either rating is exceeded. Tongue Wt. Gross Trailer Wt. When parking,
apply the parking brake on the tow vehicle. The transmission est gear that allows for adequate
performance and controls include a drive strategy to avoid frequent shifting avoids frequent
downshifts. Rapid acceleration on slippery surfaces is dangerous. The only acceptable wheels.
Continued for SiriusXM Guardian. Failure to do vehicle issues. You should be able to speak with
the SOS operator occurring in the vehicle. Continued following may occur at the time the
malfunction is de- may prevent your vehicle from sending a signal to tected, and at the
beginning of each ignition cycle: initiate an emergency call. Replacement Bulbs Operation is
subject to the following two conditions: 1 All of the interior bulbs are glass wedge base or glass
This device may not cause harmful interference, and 2 cartridge types. The Side Markers must
be replaced as an The headlamps are a type of high voltage discharge tube. Disconnect the bulb
from the wiring connector and necessary prior to replacing bulbs in the headlamp assem- install
the replacement bulb. This module contains fuses and it is important to ensure the cover is
properly posi- relays. Failure to do so may allow water to get into the power distribution center
and possibly result in an electrical system failure. Follow these steps to access the jack and
spare tire. Rotate the fastener securing the spare tire counterclock- wise to remove it. Remove
the wheel chocks, jack and lug wrench assem- bly from under the spare tire. Turn the jack
screw to the Spare Tire Fastener left to loosen the lug wrench, and remove the wrench 4. Park
the vehicle on a firm, level surface as far from the NOTE: Passengers should not remain in edge
of the roadway as possible. Avoid icy or slippery the vehicle when the vehicle is being areas. If
Do not attempt to raise the vehicle by jacking on you need to get under a raised vehicle, take it
to a locations other than those indicated in the Jacking service center where it can be raised on
a lift. Place the jack underneath the lift area that is closest to the flat tire. Turn the jack screw
clockwise to firmly engage the jack saddle with the lift area of the sill flange. NOTE: If the
vehicle is too low for jack placement, slide the jack on its side and rotate it up into position.
Mount the spare tire. Be sure to mount the spare tire with the valve stem facing outward. The
vehicle could be damaged if the spare tire is mounted incorrectly. To avoid the risk of forcing
the vehicle off the jack, do not tighten the wheel nuts fully until the vehicle has Tire Service Kit

Storage been lowered. Verify that the valve stem on the wheel with the 5. Uncoil the Power Plug
8 and insert the plug into the deflated tire is in a position that is near to the ground. The pump
will start to inject air into the tire immedi- Air Mode. Tire Service Kit. Replace the Sealant Bottle
1 and Sealant Hose 6 assembly at an authorized dealer as soon as possible. The tire is too badly
damaged. Do not use a portable battery booster pack or any other booster source with a system
voltage greater than 12 7. The battery is stored under an access cover in the trunk. Remove the
console storage bin. Insert the screwdriver into the slot in the center of the lever, and disengage
the lever locking tab by pushing it to the right. While holding the locking tab in the disengaged
posi- To Reset The Manual Park Release: tion, pull the tether strap to rotate the lever up and 1.
Push the latch at the base of the lever, on the rear side rearward, until it locks in place in the
vertical position. The main purpose of an EDR is to record data that ments can cause severe
transmission damage. Refer to the maintenance schedules on the following page for the
required maintenance intervals. Inspect front suspension, tie rod ends, boot seals, and replace
if necessary. Inspect the rear axle fluid. Inspect the front axle fluid All Wheel Drive Only. All
Wheel Drive Only. Change the rear axle fluid and on models equipped with All Wheel Drive AWD
change the front axle fluid if using your vehicle for any of the following: po Page 6. Do only
service work for which you your vehicle warranty and ensure the best vehicle perfor- have the
knowledge and the right equipment. Rotate the tires, rotate at the first sign of irregular wear,
even if it occurs before scheduled maintenance. Do only service work for which you have the
knowledge and the right equipment. If you have any doubt about your ability to perform a
service job, take your vehicle to a competent me- chanic. Page Checking Oil Level - 3. To assure
proper engine lubrication, the engine oil must be Overfilling or underfilling the crankcase will
cause maintained at the correct level. Check the oil level at aeration or loss of oil pressure. Be
sure to check the fluid You will never have to add water, nor is periodic mainte- level at regular
intervals. Do not allow battery fluid to battery that the positive cable is attached to the contact
your eyes, skin, or clothing. The oil change indicator system will remind you that it is You can
be badly injured working on or around a time to take your vehicle in for scheduled maintenance.
Continued The engine oil filter should be replaced with a new filter at for repair or maintenance.
Make sure that no one is every engine oil change. Continued vice be performed by an
authorized dealer or other service system. Some unapproved refrigerants are flam- facilities
using recovery and recycling equipment. Remove the access door in the cowl screen by
pressing 2. Unsnap both ends and lift the filter access cover. Filter Access Cover Access Door
Remove the used filter. Accessory Drive Belt Inspection 4. These are not a reason to replace
belt. Always use washer Locks and all body pivot points, including such items as fluid when
using the wipers to remove salt or dirt from a seat tracks, door hinge pivot points and rollers,
liftgate, dry windshield. Lift the wiper arm to raise the wiper blade off of the 2. To disengage the
wiper blade from the wiper arm, flip glass, until the wiper arm is in the full up position. With the
wiper blade disengaged, remove the wiper Installing The Front Wipers blade from the wiper arm
by holding the wiper arm 1. Lift the wiper arm off of the glass, until the wiper arm is with one
hand and separating the wiper blade from the in the full up position. Open seams or loose
connections could permit exhaust fumes to seep into fuel only. With the kilometers of
operation, you may observe vapor coming engine OFF and cold, the level of the engine coolant
from the front of the engine compartment. Continued cause leaking in the system. Automatic
Transmis- It is important to use the proper transmission fluid to sion Fluid ATF is an engineered
product and its perfor- ensure optimum transmission performance and life. Tire Markings 1 â€”
U. Cold Tire Inflation Pressure Cold tire inflation pressure is defined as the tire pressure after
the vehicle has not been driven for at least three hours, or driven less than 1 mile 1. Check the
inflation pressure of each tire, including the spare tire if equipped , at least monthly and inflate
to the recommended pressure for your vehicle. Overloading of your tires is dangerous. Use tires
of the rec- cause collisions. Do not make a visual judgement when determining proper inflation.
Keep this in mind when checking tire pressure inside a garage, especially in High speed driving
with your vehicle under maximum the Winter. Continued tires as a pair. If you ever replace a
wheel, make serious injury or death. Continued The compact spare is for temporary emergency
use only. Temporary use spares can identify if your vehicle is equipped with a compact spare
have limited tread life. Peerless Chain Super Z6 low profile traction device or If your vehicle is
equipped with these specialty For these reasons, they wear at unequal rates. These effects can
be reduced by timely rotation of tires. The benefits of rotation are especially worthwhile with
aggres- sive tread designs such as those on all season type tires. The Treadwear grade is a
comparative rating, based on The traction grade assigned to this tire is based on the wear rate
of the tire when tested under controlled straight-ahead braking traction tests, and does not
conditions on a specified government test course. Protection From Atmospheric Agents The
temperature grade for this tire is established for Vehicle body care requirements vary according

to geo- a tire that is properly inflated and not overloaded. Chemicals that make roads Excessive
speed, under-inflation, or excessive load- passable in snow and ice and those that are sprayed
on ing, either separately or in combination, can cause Always wash your vehicle in the shade
using Mopar Car Wash, or a mild car wash Body And Underbody Maintenance soap, and rinse
the panels completely with clear water. The lenses in front of the instruments in this vehicle are
A frayed or torn belt could rip apart in a collision and molded in clear plastic. When cleaning the
lenses, care leave you with no protection. The leather is designed for easy cleaning, and FCA
recommends Mopar total care leather cleaner applied on a cloth to clean the leather seats as
needed. The VIN is visible from outside of the vehicle through the windshield. If either of the two
hydraulic systems loses normal the wheel is properly mounted to the vehicle. Any time a
capability, the remaining system will still function. This engine is designed to meet all emisThis engine is designed to meet all emis- sions regulations and provide satisfac- sions
regulations and provide excellent tory fuel economy and performance Reformulated gasoline
contains oxygenates and are specifi- This engine is designed to meet all emis- cally blended to
reduce vehicle emissions and improve air sion regulations, provide optimal fuel Visit www. With
Ethanol vapors are extremely flammable and could non-seasonally adjusted E fuel, hard starting
and cause serious personal injury. Never have any smoking rough idle following start up may
be experienced even if materials lit or products that can cause spark in or near the above
recommendations are followed, especially the vehicle when removing the fuel filler tube cap gas
In the Vehicle FFV are designed to be compatible with ethanol. Metric Fuel Approximate 3.
Engine Oil â€” 3. Failure to use the correct fluid may affect the function or performance of your
transmission. NOTE: Uconnect screen images are for illustration pur- poses only and may not
reflect exact software for your vehicle. NOTE: Depending on the vehicles options, feature
settings may vary. When making a selection, press the button on the touch- screen to enter the
desired mode. When this feature is selected, the ABA applies additional brake pressure when
the driver requests insufficient brake pressure to avoid a potential frontal collision. This feature
may be selected with or without the sound horn on lock feature selected. Passive Entry â€” To
compensate for the differences, the variance should be set for the zone where the vehicle is
being driven, illustrated in the zone map. The feature can be set to Far, or set to Near. The
default status of FCW is the Far setting. This means the system will warn you of a possible
collision with the vehicle in front of you when you are farther away. ParkSense will retain its last
known configuration state through ignition cycles. When this mode is selected, the Blind Spot
Monitor BSM system is activated and will only show a visual alert in the exterior mirrors.
Pressing the lower X button in the Shows the actual coolant temperature. The zero degree
measurement indicates a steering wheel straight ahead position. When the steering angle value
is negative, a turn to the left is indicated, and when the steering angle value is positive, a turn to
the right is indicated. Selecting Play will clear the graph and restart the process over.
Descriptions of these features are provided below. Always check track conditions and the
surrounding area. The Transmission and Steering are both set to their Sport settings. Pushing
the top of the rocker lower steering effort. Pushing the into the USB port. Under certain
conditions, the mobile phone being on in your vehicle can cause erratic or noisy performance
from your radio. It provides the key Voice Commands and tips you need to know to control your
Uconnect system. You can interrupt the help message or system prompts by pushing the VR or
Phone button and saying a Voice All you need to control your Uconnect system with your
Command from current category. Helpful hints for using Voice Recognition: 1. Once an
incoming text message is read to you, push the Phone button. Listen to the Uconnect prompts.
After the beep, repeat one of the pre-defined messages and follow the system prompts. To
enable this feature on your Apple Too hot? Too cold? Adjust vehicle temperatures hands-free
iPhone, follow these four simple steps: and keep everyone comfortable while you keep moving
ahead. To enter a destination, push the VR button. Siri uses your natural language to
understand what you mean and re- sponds back to confirm your requests. The system is
designed to keep your eyes on the road and your hands on the wheel by letting Siri help you
perform useful tasks. Handle the disc by its edge; avoid touching the surface. If the disc is
stained, clean the surface with a soft cloth, wiping from center to edge. We want you to be
happy Prepare For The Appointment with our products and services. If you are having warranty
work done, be sure to have the right papers with you. Engine exhaust internal combustion
engines only , If you believe that your vehicle has a defect that could some of its constituents,
and certain vehicle compo- cause a crash or cause injury or death, you should nents contain, or
emit, chemicals known to the State of immediately inform the National Highway Traffic These
practical manuals diately. Use Special design considerations are incorporated into this only
fully shielded coaxial cable. All Rights Reserved. Printed in the U. Print page 1 Print document
pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload

from disk. Upload from URL.

