Dodge 3.7 belt diagram

The noise started a few months ago, on a rainy morning, but it went away before I even pulled
out of the driveway. Problem solved, right? The Squeal noise was back the very next morning,
and this time it lasted all the way to the corner of my block. As the weeks dragged on, my
morning commute got noisier and noisier every day. Then I began to hear it on the way home
too. Now it's a constant reminder to replace the belt. Find a repair manual for your car - Get
instant access to your vehicles drive belt routing, complete wiring diagrams, trouble code
information and other available updates and factory bulletins with online auto repair manuals.
Serpentine Belt Routing Diagrams. We are proud to have the ability to make vehicle specific belt
routing diagrams available for free. Follow the guide for serpentine belt routing diagrams. This
will open up to the index. Scroll down to find your vehicle manufacturer. Then scroll to the page
the index refers to. Select the specific year and make of your vehicle. What's that squeal coming
from under the hood? If your serpentine belt is cracked or has chunks missing, it needs
replacement. Serpentine Belt Noise - learn this easy trick! Chrysler introduced the "next
generation magnum" engine in when it first debuted the V8 4. In Chrysler came out with the V6
version of this engine family when it introduced the 3. Both the 4. In Chrysler came out with a
high output HO version of the 4. This 4. In they redesigned the 4. FT more torque. The 3. It is
basically the 4. It replaced the 2. Promar Engine's quality control is second to none. Unlike most
production engine rebuilders, Promar does not build their engines on an assembly line. We
have 1 highly trained technician build your engine from start to finish. Every engine is tested
and inspected by 2 people before it leaves our facility. Some of these steps include:. Lastly,
Promar offers free round-trip shipping to commercial locations within the continental 48 states.
We do not require a core deposit, but we do require your engine core to be returned within 30
days to validate your warranty. For pricing please use the Engine Search tools above or call us
toll free Select Year Select Make. Select Model. Select Sub Model. Select Engine. All machine
work is performed on fully CNC machines. Cylinders are held to tolerances of. We supply all
remaining gaskets to complete the installation. Jeep Liberty 3. Fits the following vehicles Jeep
Grand Cherokee Laredo 4.

