Honda hru19d service manual

While there are lots of good videos on this such as eReplacementParts. In the past year, this
mower has become hard to start. Shut off the fuel valve on the hose that runs into the carby.
Take off the air filter cover and the 2x 10mm bolts that go into the engine. Examine air filter and
replace if bad. Undo the hose underneath fuel line. You need to pull the retaining clip out of the
way with pliers and then slide off the hose. At this point I should have removed the front and
read gaskets but I did this in the middle of Step 6. Using a flat blade screwdriver, unscrew the
main jet and tap the size of the carby until it comes out.. Everything looked relatively clean.
Clean everything with carburettor cleaner, paying particular attention to the air flow and fuel
flow paths indicated in the figure below. Remove the dip stick, check the oil level and look at the
colour of the oil. If you need to change the oil, do so when it is warm. Close the fuel valve and
tip the oil out at the dipstick opening. Use SAE 10W 4 stroke oil. Turn off the fuel valve and turn
on its side with the air filter facing up. Using a 14 mm socket, undo the nut for the blade disc.
The part number for 4x the normal height blades is VK It took me a while to find this handy
table. I purchased new blades from Online Mower Spares who I highly recommend. They are at a
slightly acute angle. If you make them perpendicular, they hit the side of the mower only found
out after I put everything back together. I used the shadow of the old blade for alignment. Works
like new now. Since the main jet and main nozzle looked clean, I suspect the problem was the
float not moving properly so either the pin or the seat. The mower now starts easily and cuts
cleanly. Even the sound is different from having cleaned off the caked-on grass. It started off as
a rather routine Easter fishing day trip to Mooney Mooney with Warren. This post describes how
to emulate an ARM 64 bit aarch64 or ARM hard float 32 bit armhf processor using using qemu
and install Debian Linux on the emulator. Actually I did the 32 bit one first Here is how you tell
what types of trailer bearings you have without taking them out. Carburettor and Air Filter Step
1 Air filter Shut off the fuel valve on the hose that runs into the carby. Step 2 Fuel Hose Undo
the hose underneath fuel line. Step 3 Linkages Tilt the carby and undo the 3 linkages. Step 4
Remove carby It should come out now. Step 5 Float Bowl Turn it upside down and undo the
10mm nut. Remove the bowl. Step 6 Float Remove the float pin and then the float. It is at this
point I removed the front and rear gaskets. Step 7 Main Jet Using a flat blade screwdriver,
unscrew the main jet and tap the size of the carby until it comes out.. Step 8 Main Nozzle After
some more tapping the main nozzle should come out. Step 9 Clean Everything looked relatively
clean. Step 10 Put Back Together Put everything back together. Oil Change Step 1 Check Oil
Remove the dip stick, check the oil level and look at the colour of the oil. Step 2 Change oil If
you need to change the oil, do so when it is warm. Step 2 Remove Plug Remove spark plug.
Step 3 Check Plug Examine electrode, looks good. Gap is supposed to be 0. Step 4 Put Back
Together Put everything back. Step 3 Examine blade Mine were in bad shape. Step 4 Remove
blade nuts These were 17 mm. Step 5 Clean I used a wire brush to clean the blade disc. Step 7
Put Back Together Put the cutter disc back on the mower. Replace the spark plug cable and
open the fuel valve. Try it Out Works like new now. You may also enjoy. Enter your search term
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the mower. Page 6: Safety Instructions 2. Failure to do so could result in personal injury or
equipment damage. Page 7 2. Page 8: Component Identification 3. Page 9 3. You will need this
information when ordering parts and when making technical or warranty inquiries. Page
Controls OFF when the mower is not in use. Page Blade Control Lever 4. The blades will not
turn unless the blade control button is pushed in conjunction with the blade control lever being
pushed forward. Page Drive Clutch Lever 4. The drive clutch lever should only be engaged after
the engine has been started. Page Cutting Height Adjustment Lever 4. The cutting heights listed
are approximate. The actual height of cut grass will vary with lawn and soil conditions. Move the
adjuster forward to lower and back to raise the cutter housing. Page Shift Lever 4. For mowing
thick grass or manoeuvring in small areas. For intermediate self-propelled mowing speed. For
maximum self-propelled transport speed. Page Front Guard Use the front guard when lifting the
lawn mower, the front guard can also be utilised to tie down lawnmower for transportation. Have
the front guard replaced by an authorised Honda service dealer whenever it is deformed. Page
Pre-Operation Checks 5. Be sure to wear protective clothing. Long pants and eye protection can
lower your risk of injury from thrown objects. Page Check Your Mower 5. To avoid severe
personal injury, disconnect the spark plug cap to prevent accidental starting, and wear heavy
gloves to protect your hands from the cutter blades. Page 18 5. Inspect the blades for wear and
damage. Check that the blade setting bolts and the blade disc holder bolt are tight see page A
piece of blade which breaks off and is thrown outwards can cause serious bodily injuries. Page
19 When a blade needs sharpening or replacement, take the lawn mower to an authorised
Honda servicing dealer. Uneven or incorrect sharpening can cause imbalance and vibration. If
you have a torque wrench and the other correct Page Engine Oil Level 5. Clean the area around
the oil filler cap. Remove the oil filler cap, and wipe the dipstick clean. Page Fuel 5. If the engine
has been running, allow it to cool. See page 50 for fuel recommendations. Remove the fuel filler
cap and check the fuel level. Refill the tank if the fuel level is low. Page Air Cleaner 5. A dirty air
filter will restrict air flow to the carburettor, reducing engine performance. Refer to page 47 for
air cleaner service. Page 23 5. Raise the discharge guard and hook the grass bag frame onto the
cutter housing as shown. Release the discharge guard to secure the grass bag in place. Page
Cutting Height 5. The lowest is approximately 16 mm and the highest setting is 75 or 76mm. To
adjust cutting height, pull the adjustment lever toward the wheel, and move it into another
notch. If you are not sure what cutting height to select, start with a high setting and check the
appearance of the lawn after mowing a small area. Page Operation 6. Even if you have operated
other mowers, take time to become familiar with how this mower works and practice in a safe
area until you build up your skills. Page Throttle Lever 6. Page 27 6. Pull the starter grip lightly
until you feel resistance, then pull briskly in the direction of the arrow as shown below. To avoid
possible damage, return the starter grip gently, do not just release it and let it go on its own.
Keep your hands and feet away from the cutter housing at all times when starting and running
the engine. Page Blade Control Lever 6. When the blades rotate at the preset fast speed, it
creates a strong fan action that lifts and cuts grass more efficiently. Page Drive Clutch Lever 6.
Always release the drive clutch lever before starting the engine. Page Shift Lever 6. Do not use
the throttle lever to adjust your forward speed. Forward speed should be adjusted with the shift
lever, not the throttle lever. Page Stopping The Engine 6. Release the drive clutch lever and the
blade control lever. For models not equipped with Fly Wheel Brake: 2. Move the throttle lever to
the STOP position. Page Safe Mowing Practices 6. Keep a firm grip on the handlebar and walk,
never run with the mower. Be very careful when mowing uneven or rough ground. Page 33 6.
Release the drive clutch lever to disengage the drive when mowing around trees and other
obstacles. Push the mower around obstacles for better directional control. Page Mowing Tips 6.
Page 35 6. A dull blade tears the grass, leaving shredded ends that turn brown. Dry Grass If the
ground is too dry, mowing will stir up a lot of dust. Besides being unpleasant to work in, too
much dust will clog the air filter. Page 36 6. Cutter housing, equipment design and the direction
in which the blades rotate, cause these mowing patterns to give the best results. A hot engine
and exhaust system can burn you and can ignite some materials. Turn the fuel valve to the OFF
position. Page 38 7. NOTE: Using a garden hose or pressure washing equipment can force
water into the air cleaner, which will soak the filters and can enter the carburettor or engine,
causing damage. Page 39 Fuel deterioration problems may occur within 30 days, or even less, if
the petrol was not fresh when you filled the fuel tank. However, fuel containing Ethanol may
deteriorate quicker than non-blended fuel. Page 40 7. Empty the fuel tank into an approved
petrol container. Remove the carburettor drain bolt with a 10mm wrench and drain the
carburettor bowl fuel into an approved container. Petrol is highly flammable and explosive.
Page Handlebar Folding 7. Remove the grass bag if installed. Loosen or remove the two
handlebar locking knobs. Pull the handlebar struts to release them from the locating grooves
then swing the handlebar forward with the drive clutch lever held by your hand. Page Storage

Precautions 7. Select a well ventilated storage area away from any appliance that operates with
a flame, such as a furnace or water heater. Page Maintenance Other service tasks that are more
difficult or require special tools, are best handled by professionals and are normally performed
by a Honda technician or other qualified mechanic. The maintenance schedule applies to
normal operating conditions. If you operate your mower under severe conditions, such as
sustained high-load conditions, consult your servicing dealer for recommendations applicable
to your individual needs and use. Page Maintenance Safety Keep cigarette, sparks and flames
away from all fuel-related parts. Remember that an authorised Honda servicing dealer knows
your mower best and is fully equipped to maintain and repair it. To ensure the best quality and
reliability, use only new, Honda genuine parts for repair and replacement. Page Maintenance
Schedule 1 Service more frequently when used in dusty areas. Refer to the Honda workshop
manual for service procedures. Page Engine Maintenance 8. Warm oil drains quickly and
completely. Turn the fuel valve to the OFF position to reduce the possibility of fuel leakage see
page 9. SAE 10W is recommended for general use in Australia. Page Air Cleaner Service 8.
NOTICE Operating the engine without an air filter or with damaged filters, will allow dirt to enter
the engine, causing rapid engine wear. Page Spark Plug Service 8. Or, clean in non-flammable
solvent and allow it to dry. Dip the filter element in clean engine oil, and then squeeze out
excess oil. Page 50 8. Use a spark plug wrench to remove the spark plug. Inspect the plug;
replace it if the electrode is worn, or if the insulator is cracked or chipped. If you are going to
reuse the spark plug, remove carbon deposits with a stiff wire brush. Page Carburettor
Modification For Altitude Operation If spark knock or pinging occurs at a steady engine speed,
under normal load, change brands of petrol. If spark knock or pinging persists, see an
authorised Honda servicing dealer. To avoid weakening the blades or cause imbalance or poor
cutting, the blades should be sharpened by trained staff at an authorised Honda servicing
dealer. If you are replacing the blades, use Honda genuine replacement blades or equivalent.
Page 53 8. Remove the blade setting bolts, blades, spring washers, blade washers and self-lock
nuts from the blade disc. Page 54 The blade setting bolts are specially designed for the mower.
When you replace them, use only Honda genuine parts. Otherwise, the blade may detach from
the mower and cause serious injury. Self-lock nuts tightening torque Page 55 8. Hold the blade
disc firmly and install the blade disc holder bolts. Page 56 Honda servicing dealer. A bent blade
can be the cause of serious personal injury or accident. Grass Bag Replacement Replace a
worn or damaged bag with a Honda genuine bag or its equivalent. Bag Removal Unclip the
plastic edges of the bag from the frame. Remove the bag from the frame. Page Troubleshooting
flooded engine. Start engine with throttle lever in HIGH position. Take mower to an Fuel filter
clogged, Replace or repair faulty authorised Honda carburettor malfunction, components as
necessary. Page 59 Tighten loose blade unbalanced by improper bolts. Replace damaged
sharpening. Take mower to an Mechanical damage, Replace or repair faulty authorised Honda
such as a bent components as servicing dealer to crankshaft. Page Specifications Page 61 Page
Operator Safety Features Page Set Up Instructions Handlebar Setup 1. Loosen the Grip Handle
Joints on the handlebar, taking care not to lose the washers, and raise the handlebar into the
normal position. Tighten the grip handle joints securely. Page 65 Secure the cables and air
cleaner hose with the cable ties as shown below. Secure the cables with the cable ties as shown
below. Fill Engine with appropriate Engine Oil Page 46 7. Page Service Schedule Sheet Service
Record Record further services here: Here is an easy way to keep track of the hours your Honda
lawnmower has done. Record how many hours you get from a tank of fuel, then simply record
the number of tanks used. Page 67 Part Number: GS Show all Hrum2. Print page 1 Print
document 67 pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. You're looking at one of the most advanced
lawnmowers Honda has ever built. Assembled in Australia, the HRU19 Buffalo features the best
cutting and mulching performance seen on a Honda mower that has earnt its premium status.
Ideal for medium sized lawns and the residential user, its tough alloy deck is designed to
withstand the harsh Aussie conditions. The Buffalo truly is the best of the breed. The durable
litre Polymer catcher means less stopping and more mowing. Using the mulching function on
the HRU Buffalo Premium is the most efficient way to fertilise your lawn. To finish the job off,
the swing back blade cutting system delivers a professional finish while improving the quality
of your lawn. Bridging the gap between efficiency and safety, the HRU19 includes engine brake
technology that stops the engine within three seconds of the operator releasing the handle. This
feature means you can easily walk away from the mower as needed to clear away any obstacles,
empty the catcher or take a quick break. Honda goes to extraordinary lengths to ensure
best-in-market quality. Our legendary 4-Stroke engines are no exception. The HRU19 Buffalo
Premium Push Mower runs on unleaded fuel, so you'll never get your hands dirty having to mix
oil and petrol again just to get the thing going! Find a Dealer. Download a Brochure. HRU19

Explore Hide. Easy Catching Designed with full open discharge shoot. Ready for more?
Download brochure. Find a dealer. Set Your Location. Overseas model shown. Accessories not
included. Specs subject to change without notice. To find out more about this model, chat to
your local Honda dealer. Cookies help us improve your website experience. By using our
website, you agree to our use of cookies.

