Mondeo owners manual

Ford Mondeo workshop manuals for thru with 1. See also: Ford cars workshop manuals.
Workshop repair manuals for maintenance and repair of the Ford Mondeo. Hundreds of
illustrations show the management and individual stages of work. The sections on quick and
easy troubleshooting help to troubleshoot problems. Electrical circuits help quickly detect
malfunctions in the electrical system and facilitate the installation of additional equipment.
Diagnostic codes are given. A separate section is intended for acquaintance of the owner of the
car with the bodies of its management and methods of operation. The manual details the
operational features, designs and major modifications of the Ford Mondeo. The
recommendations for maintenance and repair are given. Much attention is paid to car care, tool
selection, and the purchase of spare parts. Typical malfunctions causes of their occurrence and
methods of elimination are given. Based on the information contained in the manual, the owner
of the car can independently perform repairs of various complexity, without asking for help at
the service center and car workshop. The repair manuals are intended for the employees of the
service station and owners of Ford Mondeo. Drawings, wiring diagrams, tables. Dictionary of
special terms. Color schemes of electrical equipment. All content on the site Carmanualsclub.
The site administration does not bear any responsibility for illegal actions, and any damage
incurred by the copyright holders. Your email address will not be published. Save my name,
email, and website in this browser for the next time I comment. This site uses Akismet to reduce
spam. Learn how your comment data is processed. Necessary cookies are absolutely essential
for the website to function properly. This category only includes cookies that ensures basic
functionalities and security features of the website. These cookies do not store any personal
information. Any cookies that may not be particularly necessary for the website to function and
is used specifically to collect user personal data via analytics, ads, other embedded contents
are termed as non-necessary cookies. It is mandatory to procure user consent prior to running
these cookies on your website. Ford Mondeo. Leave a Reply Cancel reply Your email address
will not be published. This website uses cookies to improve your experience. We'll assume
you're ok with this, but you can opt-out if you wish. Accept Reject Read More. Close Privacy
Overview This website uses cookies to improve your experience while you navigate through the
website. Out of these, the cookies that are categorized as necessary are stored on your browser
as they are essential for the working of basic functionalities of the website. We also use
third-party cookies that help us analyze and understand how you use this website. These
cookies will be stored in your browser only with your consent. You also have the option to
opt-out of these cookies. But opting out of some of these cookies may affect your browsing
experience. Necessary Necessary. Non-necessary Non-necessary. Table Of Contents. Quick
Links Download this manual. Owner's handbook. Table of Contents. Previous Page. Next Page.
Ford crown victoria automobile owner's manual pages. Automobile Ford F Owner's Manual
pages. Page 2 This publication, or part thereof, may not be reproduced nor translated without
our approval. Errors and omissions excepted. Page 4 Table of Contents Hazard warning
flashers Page 5 Table of Contents Brakes Page 6 Table of Contents Power steering fluid check..
The more you know and understand How can you reduce the risk of Page 8 We would like to
point out that other parts and accessories than mentioned above have not been examined and
approved by Ford unless explicitly stated by Ford. In spite of continuous market product
monitoring, we cannot certify the suitability of such products. Ford is not liable for any damage
caused by the use of such products. See Headlamp levelling page Multi-function lever: direction
indicators, main beam, trip computer controls. See Lighting page See Trip computer page See
Horn page Instrument cluster. See Gauges page See Warning lamps and indicators page Page
10 Quick start Gear selector buttons. See Automatic transmission page Hazard warning flasher
switch. See Hazard warning flashers page Air vents. See Air vents page Analogue clock. See
Clock page Heated windscreen switch. See Heated windows and mirrors page Page 11 Quick
start Right-hand drive E Climate controls. See Climate control page Heated rear window switch.
Page 12 Quick start Multi-function lever: direction indicators, main beam, trip computer
controls. Wiper lever. See Windscreen wipers page Headlamp levelling control. Main beam
indicator lamp Manual climate control Adjusting the steering See Manual climate control page
Page 14 Quick start Automatic climate control Rapid heating of the vehicle interior See
Automatic climate control page Autolamps See Lighting control page E Permanent comfort
settings E E To switch on the fog lamps, switch off the autolamps feature. When the switch is
set to AUTO, the dipped beam headlamps will switch on and off automatically depending on the
ambient light. Page 16 Quick start Windscreen washers The rear wiper will follow the front wiper
interval at intermittent or normal speed. See Windscreen washers page Auto-dimming mirror
See Interior mirror page E E Once the wash and wipe cycle is The auto-dimming mirror
completed, the wipers will pause and automatically activates the dimming then perform one
more wipe to clear Page 17 Quick start Press twice within three seconds to Press once to

unlock the vehicle. You activate double locking and arm the can change this setting e. The
direction door opening only. See Locking and indicators flash twice. Page 18 Reverse gear 6-speed transmission E See Manual transmission page Swivel the Ford badge in the radiator
grille to the side. Insert the key in the lock on the radiator grille. Turn the key first anticlockwise
1. Raise the bonnet slightly and turn the key fully clockwise 2 to open the bonnet. Page 19 Quick
start Washer fluid reservoir See Maintenance page E Front and rear washer systems are
supplied from the same reservoir. Note: If the vehicle has been involved in an accident, have the
child safety seat checked by an expert as it might be damaged. Page Child Seat Positioning
Child safety seat and government approved depending on country. Please ask for the
recommended child seats. Together with the adult seat belt, these restraints help to provide
maximum security for the children. Ford recommends using booster seats that combine a
booster cushion and a back rest into one seat for children between 15 and 25 kg. Page 24 Child
safety E E Pull the unlocking lever. Push the The raised seating position makes it possible to
position the seat belt cushion to the back of the seat. Page 25 Child safety Note: Before
returning the booster cushion to its original position, make sure there are no objects hidden
under it. Proceed in reverse order. Make sure that the locking mechanism engages properly.
Vario child safety seat E Note: Refer also to the instructions provided with the child safety seat.
Turn the key in the rear door outwards to activate the lock. To deactivate the lock, turn the key
inwards. See Sitting in the seat covers, the sensors correct position page Page 29 Occupant
protection These areas should only be wiped with a damp cloth, never with a wet cloth.
Dual-stage strategy A system of sensors in the vehicle monitors vehicle speed, the status of the
seat belt and the position of the driver s seat. Page 30 Occupant protection A label on the
seatback indicates that The curtain air bags are not activated side airbags are fitted. The side
upon minor lateral collisions nor upon airbags are fitted on the side of the front or rear impacts.
Page Seat Belt Reminder Occupant protection Deactivating the seat belt The restraint system,
with belt pretensioners in the front seat, helps reminder to reduce the risk of serious injury in To
deactivate the seat belt reminder a head-on collision. During a serious for one ignition cycle,
buckle and crash the seat belts are pretensioned unbuckle the seat belt within 3 to help reduce
slack in the belt. Pull the belt out steadily. It may lock if pulled sharply or if the vehicle is on a
slope. The diagonal part of the seat belt should be placed between the breasts, and worn above
and to the side of the pregnant abdomen. Reassemble the transmitter unit in reverse order. To
lock the E passenger s door and the rear doors individually, depress the locking Page 39 Locks
Right-hand drive E Double locking is an additional theft protection feature which prevents the
vehicle s doors from being opened from inside the vehicle. Double locking is possible only if all
doors are closed. E With the key: Turn the key in the Unlocking the vehicle driver s door to
position A. Page 40 Locks With the remote control: Press Locking the vehicle the unlock button
once. Left-hand drive One flash of the direction indicators confirms that all doors have been
unlocked, that the double locking system is deactivated and that the anti-theft alarm system is
disarmed. Automatic relocking To prevent the vehicle being left unlocked inadvertently, central
It is not possible to lock the front E doors by remote control when the With the key: Turn the key
in the tailgate is open. In an emergency, press a button immediately to stop. E To close all the
windows and the To open all the windows and the sunroof, press and hold the lock sunroof,
press and hold the unlock button for at least two seconds. Page 44 Engine immobiliser 3. Insert
the second key in the ignition switch and turn to position 4. If an uncoded key is now inserted E
in the ignition switch and turned to position II within 10 seconds, The indicator lamp in the clock
will flash. Page 47 Alarm The anti-theft alarm system for the tailgate is deactivated when the
luggage compartment is unlocked with a key 4-door models or the remote control all models.
After closure, the alarm is once again armed. Vehicles with 3. The following functions can be
Release the locking lever to adjust operated with the remote control Switch off the autowipers
feature before entering a car wash. Replace the wiper blades as soon as they begin to leave
bands of water and smears or when they do not completely remove water from the windscreen.
Thereafter, or when the ignition is switched on with autowipers selected, the wipers will not
cycle until water is detected on the windscreen. The headlamp washers operate when the
exterior lights are switched on and the windscreen washer is used. To remove, press the
retaining clip in the direction of the arrow, disengage the wiper blade and pull it off the arm in
the opposite direction. Page Front Fog Lamps Lighting Headlamp flasher The front fog lamps
should be used only when visibility is considerably restricted by fog, snow or rain. The
headlamps can be adjusted for Vehicles with Xenon driving on the left or right hand side
headlamps of the road i. This adjustment should only be carried out by an expert. See Technical
specifications page Control position must be increased by 0. Page Interior Lamps Lighting
Reading lamps Briefly tap the lever up or down and the direction indicators will flash three
times. There is a risk of injury due to high voltage. Page 60 Lighting Headlamps, side lamps,

Grasp one of the tabs and pull out direction indicators the retaining pin. Repeat with the other
tab. Note: It is necessary to remove the Carefully pull out the headlamp headlamp assembly to
remove any assembly and disconnect the wiring of the bulbs. Page 61 Lighting When installing
in the reverse order, make sure the clips engage properly. Install in the reverse order. Prise out
the fog lamp bezel. Fog lamps ST variants H7, 55 watt E Page 64 Lighting From inside the
luggage Turn the bulb anticlockwise under compartment, release the rotary clips slight
pressure, and remove it. Replace the bulb. Remove the cover. After installation, check that the
lights operate correctly. Page 65 Lighting E Pull the cover off. E Turn the bulb anticlockwise
under slight pressure, and remove it. E Install in the reverse order. Page 66 Lighting Front
interior lamp Remove the two screws, and take off the cover. E Sun visor lamps The bulbs can
be replaced after the Page Approach Lamps Lighting Carefully prise out the lamp assembly
from the holder with a flat-bladed screwdriver, and remove the bulb. When closing the doors,
the approach lamps will switch off automatically after a short period of time or when the ignition
is Failure to do so could result in serious personal injury. Make sure that there are no obstacles
in the way of the closing window. Careless closing of the electric windows can override the
anti-trap protection and cause injuries. Be careful not to over estimate the distance of the
objects seen in the mirrors. In both mirrors the rearward field of vision is increased to minimise
the so-called blind spot at the rear To return the door E mirror to its original position, push the
Left-hand mirror control unit down again. Page 73 Windows and mirrors Auto-dimming mirror E
The auto-dimming mirror automatically activates the dimming function when hit by glaring light
from behind. The function is automatically deactivated when reverse gear is selected. Switch off
gauge the ignition and determine the source of the problem once the engine has At normal
operating temperature, the Page Warning Lamps And Indicators Instruments Tachometer
Information display On vehicles with a diesel engine, the tachometer goes to 5 revolutions per
minute. Fuel gauge The arrow adjacent to the fuel pump symbol indicates on which side of the
vehicle the fuel filler cap is located. Odometer and tripmeter E Cruise control indicator Page 77
Instruments Engine warning lamp Headlamp indicator lamp The engine warning lamp
Illuminates when the should extinguish as soon headlamps are on dipped as the engine starts.
If it beam or when the side and illuminates with the engine running, it tail lamps are on. Page
Audible Warnings And Indicators Instruments Oil pressure warning lamp Stability control ESP
indicator lamp If the lamp stays on after starting or illuminates during Note: If the it does not
illuminate a journey, stop immediately, when the ignition is switched on or if switch off the
engine and check the it stays illuminated whilst driving, it engine oil level. Seat belt reminder A
warning tone will sound if the driver's seat belt is unbuckled. Press to change between
functions. You will hear an audible signal every time you press the button. Page 81 Information
displays Instantaneous fuel Shows the outside air temperature. Always keep the air intakes
forward of the front windscreen free of snow, Air conditioning leaves etc. Recirculated air E As
long as the button is selected, recirculated air cannot be selected and the air conditioning
cannot be E switched off. The climate control interior system is switched off and recirculated air
is selected. If the ON button is pressed, the system returns to the previous settings. ECO
buttons and the recirculated air appears in the display when the air button simultaneously for at
least two conditioning is switched off. It should be switched on only if necessary. E Vehicles
with a diesel engine The heated windscreen and heated rear window will be switched on and
then off automatically at low ambient temperatures and low engine Page 90 Climate control
Opening and closing the sunroof E Press to open Press to close E Opening and closing the
sunroof automatically Momentarily press the open or close button to open or close the sunroof
automatically. Press the button a second time to stop the sunroof opening or closing. The
sunroof will as possible. Release the button. Page Head Restraints Seats The front head
restraints are equipped with an additional safety feature. In case of a rear impact, they will move
forward, thereby cushioning the occupants heads. This reduces the risk of whiplash injuries. To
raise: Pull the head restraint up. To lower: Press the locking button and push the head restraint
down. To lower the outer head restraints: Press both locking buttons and push the head
restraint down. Page 96 Seats Pull one or both unlocking knobs in the luggage compartment
and fold the seatback forwards. Returning the seatback to its upright position The seatback
must engage in the latches on both sides. The seat belts must be forward of the seatback.
Folding rear seat cushions and seatback forwards E The steps 4 and 5 are only recommended
for short periods with a high difference in temperature. Pressing the â€” button repeatedly will
lower the temperature. The number of illuminated lights beside the button indicates the selected
step. The heater setting is indicated in red, the cooler setting in blue. When no light is
illuminated, the ventilation of the seat is switched off. To advance the minutes, E press the
button briefly. To advance The sun visors can be released from rapidly, hold the button
pressed. Page Ashtray However, if the engine is not running, this will cause the battery to

discharge. When connecting appliances, use only specified connectors from the Ford
Accessory range or connectors for use with SAE standard sockets. Page Auxiliary Power
Sockets 10 amperes. However, if the engine is not running, this will cause the battery to
discharge. Ignition and all General points on starting main electrical circuits are disabled. The
ignition key should not be left in If the battery has been disconnected this position for too long
to avoid the vehicle may exhibit some unusual discharging the battery. If the engine has not
General points on starting started, return the ignition key to position 0 and repeat the starting
procedure. Page Switching Off The Engine Starting the engine Wait until the lamp extinguishes
If the engine is switched off at high before starting and continue cranking speed, the
turbocharger will continue without pausing until the engine running after the engine oil
pressure starts. This will lead to premature turbocharger bearing If the engine stalls, repeat the
full wear. This is normal and should be disregarded. To refit the cap, turn clockwise until it
clicks. In this position, you have to Always apply the parking brake depress the brake pedal or
and make sure that the selector apply the parking brake to prevent lever is securely latched in
P. For extreme downhill gradients. Page Transmission The multifunction display shows the
Overdrive 4-speed current selector lever position PRN transmission or D and AUTO when the
selector lever is in the left gate automatic shifting or or 5 and MAN when the selector lever is in
the right gate manual shifting. Page Transmission Depress the overdrive button again Moving
off in sand, mud and to reactivate. When the engine is snow switched on, the overdrive function
is automatically selected. If the indicator flashes a problem has been detected in the automatic
transmission. Have your vehicle checked by an expert as soon as possible. Page Transmission
The automatic transmission can provide increased torque for steep gradients or for overtaking.
To achieve this kickdown effect, depress and hold the accelerator pedal fully in the selector
lever position D. The same effect can be achieved in manual mode at low or moderate vehicle
speed 5-speed transmission only. Page Transmission Emergency park position Note: If position
P is selected again, release lever this procedure must be repeated. It enables the selector lever
to be moved out of the park position P in the event of a discharged battery or electrical failure.
Page Transmission Downhill mode Neutral idle control 2. This improves the ability Electronic
stability program to pull away on slippery roads or ESP loose surfaces. The system also
supports stability by counteracting the tendency of the vehicle to swerve away from the
intended path. When driving, the system maintains the correct ride height automatically,
whether weight is added or removed. If a headlight levelling system is fitted, pay attention that
the appropriate switch position is used. The cruise control system automatically adjusts the
power E output of the engine to maintain the stored speed. Press the - to decelerate. Vehicle
speed will change without the need to depress the accelerator pedal. The speed at which the
switch is released becomes the new stored speed. Page Luggage Covers Load carrying Estate
A luggage net can be attached to the four retaining points on the load area floor. It can prevent
objects sliding around. Page Roof rails Estate The side mounting rails are designed so that
racks for bicycles, skis etc. Do not modify the trailer coupling. Grab the cover from underneath
with both hands and carefully pull it off downwards. Do not hold your hand near the locking
mechanism. Lever 1 must be in its original position right-hand side. Page Driving Hints km 1
miles on motorways. From 1 km 1 miles onwards you can gradually increase the performance of
your vehicle up to the permitted maximum speeds. We wish you safe and pleasurable driving
with your Ford vehicle. Vehicles with a temporary spare wheel Storage for a first aid kit is
located on either side of the luggage compartment. Have any work involving these systems or
the replacement of relays or high current carrying fuses carried out by an expert. Page
Changing A Fuse Fuses The central fuse box is located The central fuse box is located behind
the storage compartment behind the glove compartment. To underneath the instrument panel.
To remove the glove compartment, remove the storage compartment, open it and push the lever
at the open it and pull it outwards. Page Fuses Front fog lamps Electric front windows Rear fog
lamps Sunroof Reversing lamp Electric seats Dipped beam or parking Heated and ventilated
seats lamp switch Parking lamps Heated seats Interior lamps Heater blower motor Headlamp
washers Air conditioning, heater blower motor Windscreen wipers, Air conditioning windscreen
wiper switch Page Fuses Ignition, ignition switch Fuel pump Auxiliary or fuel fired heater, glow
plugs diesel , fuel injection pump relay diesel Battery sensing Engine cooling fan Automatic
transmission Auxiliary power sockets Battery positive feed Diode Install it by turning
anticlockwise. Tighten by hand. Prise off the cover in the bumper with a flat-bladed screwdriver
and install the towing eye. E The screw-in towing eye is stored with the jack in the luggage
compartment. If it is necessary to tow the vehicle a greater distance, the drive wheels must be
lifted clear off the ground. Insert the key in the engine treatments. They are lock on the radiator
grille. Page If the level is at the MIN mark, refill using only engine oil meeting the Ford
specification. Approximately 0. Page Engine Coolant Check Do not open the cap while the

engine is running. To close, turn the cap clockwise until it clicks. Add coolant that meets the
Ford Specification. The fluid level should come up to the The reservoir is located behind the
MAX mark when the engine is cold. Page Repairing Minor Paint Damage Paint damage from
road chippings or minor scratches can be dealt with using aerosol paint spray or touch-up
paint. Observe the application instruction on each product. The Ford Accessory range is
recommended. The fluid level is checked regularly during the routine service inspections. Use
booster cables with insulated clamps and adequate size cable. Using other sizes could damage
the vehicle and will make the National Type Approval E invalid. The spare wheel is located
under the floor cover in the luggage Vehicles with a temporary compartment. Page Wheels and
tyres Vehicle jack Estate E E Note: When reinstalling, use the right The spare wheel is located
under the hole in the jack for the jack retaining floor cover in the luggage device and the left
hole for the spare compartment. Additional jacking points The front jacking point 1 is located
approximately 27 cm from the front end of the sill. Set up a warning triangle. Ensure that the
vehicle is on firm, level ground. Page Wheels and tyres The vehicle jack must only be Vehicles
with locking wheel used to carry out wheel nuts changes. Do not work underneath the vehicle
when it is supported only by the jack. Page Technical Specifications Wheels and tyres Vehicles
with stability In order to avoid damaging full-diameter wheel covers, they control ESP should be
removed while driving with Vehicles with stability control ESP snow chains. Page Technical
specifications Item Dimension description Dimension in mm inches Maximum length - without
body styling kit mm Maximum length - with body styling kit mm Maximum length - ST models
mm Overall width - incl. Page Technical specifications Item Dimension description Dimension in
mm inches Bumper â€” centre of towball 91 mm Attachment point â€” centre of towball 13 mm
Ground surface â€” centre of towball - EC kerb - mm weight Wheel centre â€” centre of towball
mm Centre of towball â€” Page Technical specifications Towing equipment dimensions - Estate
E Item Dimension description Dimension in mm inches Bumper â€” end of towball mm
Attachment point â€” centre of towball 66 mm Ground surface â€” centre of towball - mm Wheel
centre â€” Page Technical specifications Item Dimension description Dimension in mm inches
Centre of towball â€” centre 2. Page Technical specifications 2. Page Technical specifications 3.
Page Type approvals Engine immobiliser If the type approval of your engine immobiliser is
inspected, refer to the following tables. Page Type approvals E Page Index Automatic
transmission Page Index Changing a bulb Page Index Electric sunroof Page Index Head
restraints Page Index Manual transmission Page Index Switching off the engine Page Index
Warning lamps and indicators.. Print page 1 Print document pages. Cancel Delete. Sign In OR.
Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL. Also
See for Mondeo Quick manual - 17 pages. Table Of Contents. Feel the difference. Table of
Contents. Previous Page. Next Page. Automobile Ford Escape Owner's Manual pages. Page 2
This publication, or part thereof, may not be reproduced nor translated without our approval.
Errors and omissions excepted. Page 4 Table of contents Exterior mirrors Page 5 Table of
contents Technical specifications Page 6 Table of contents Technical specifications Page 7
Table of contents Using voice control Page 10 Now it is easier to tell if you have really been
given Ford Original Parts. The Ford logo is clearly visible on the following parts if they are Ford
Original Parts. If your vehicle has to be repaired, look for the clearly visible Ford branding and
make Page 14 Quick start Instrument panel overview - right-hand drive E Lighting controls. See
Lighting control page Air vents. See Air vents page Direction indicators. See Direction
indicators page Telephone control buttons. See Telephone controls page Voice control buttons.
See Using voice control page Page 15 Quick start Audio or navigation unit. See separate
handbook. Stability control ESP switch. See Using stability control page Parking aid switch. See
Using the parking aid page Hazard warning flasher switch. See Hazard warning flashers page
Passenger airbag deactivation warning lamp. See Disabling the passenger airbag page Page 16
Quick start Electric child safety locks Unlocking the vehicle E Pull a door handle to unlock all
the doors and the luggage compartment lid and disarm the alarm. E Locking the vehicle See
Child safety locks page Keyless entry E E Passive locking and unlocking requires a Page 17
Quick start Autowipers See Keyless entry page E High sensitivity Low sensitivity Adjust the
sensitivity of the rain sensor using the rotary control. See Autowipers page Page 18 Quick start
Autolamps E The headlamps will come on and go off E automatically depending on the ambient
light. Page 19 Quick start Blind spot information system See Electric windows page The system
is not a replacement for careful driving and is only to be used as an aid. Page 20 Quick start Use
the arrow buttons to navigate See Manual climate control page through the menus and press
OK to Automatic climate control See Information displays page Manual climate control
Recommended settings for cooling E E See Automatic climate control Open the centre and side
air vents. Page 21 Quick start Fuel filler flap Stopping the engine when the vehicle is moving
WARNING Switching off the engine when the vehicle is still moving will result in a loss of brake

and steering assistance. The steering will not be locked, but higher effort will be required. When
the ignition is switched off some electrical circuits, warning lamps and indicators may also be
OFF. E Slightly raise the fuel nozzle to remove it. See Fuel filler flap page Manual transmission
Selecting reverse gear E Page 23 Quick start Activate the system using the switches on the
indicator stalk. E E Lane departure warning on See Rear view camera page Lane departure
warning off Speed limiter See Lane departure warning page The system allows you to set a
speed, to which the vehicle then becomes limited. A choice of these are available from your
Dealer. It may be necessary to lift or remove the head restraint. See Head restraints page Page
Child Seat Positioning If it Please consult your Dealer for the proves difficult to tighten the lap
section latest details relating to Ford of the seat belt without slack remaining, recommended
child seats. Please consult your Dealer for the latest details relating to Ford recommended child
seats. We recommend the use of a top tether or support leg. Place the child seat on the back
seat 5. See Rear seats page Remove the head restraint. See 6. Page 30 Child safety E E
Left-hand side Turn anti-clockwise to lock and clockwise to unlock. Right-hand side Turn
clockwise to lock and anti-clockwise to unlock. Electric child safety locks Note: Pressing the
switch will also disable the rear electric window switches. This could adversely affect
deployment of the airbags. Original text according to ECE R Do not use a rearward facing child
restraint on a seat protected by an airbag in front of E Page 32 Occupant protection Note: The
knee airbag has a lower Curtain airbags deployment threshold than the front airbags. During a
minor collision, it is possible that only the knee airbag deploys. Side airbags E Curtain airbags
are fitted inside the trim E panels over the front and rear side windows. Do not wear thick
clothing. The seat belt must fit tightly around your body to achieve its optimum effect. Position
the shoulder strap of the seat belt over the centre of your shoulder and position the lap strap
tightly across your hips. Position the seat belt correctly for To raise or lower, press the locking
button your safety and that of your unborn Page 35 Occupant protection Disabling the
passenger airbag E Disabled E Enabled Fitting the passenger airbag deactivation switch Turn
the switch to position A. WARNING When you switch the ignition on, check that the passenger
airbag deactivation If you need to fit a child restraint on warning lamp illuminates.
Reprogramming the unlocking CAUTION function The radio frequency used by your remote
control can also be used by Note: When you press the unlock button other short distance radio
either all the doors are unlocked or only Page 37 Keys and remote controls 1. Insert a
screwdriver as far as possible CAUTION into the slot on the side of the remote Do not touch the
battery contacts or control, push it towards the key blade the printed circuit board with the and
remove the key blade. Page 38 Keys and remote controls 6. Install the key blade. Type 2 E E 2.
Release the retaining clips with the 1. Slide the release slider in the direction screwdriver and
separate the two of the arrow. Page 39 Keys and remote controls 5. Assemble the two halves of
the remote control. Type 3 E 4. Carefully insert the screwdriver in the position shown to open
the remote control. You can only centrally lock the doors if they are all closed. When you lock
the doors, the direction indicators will flash twice. Page 41 Locks Locking and unlocking the
Locking and unlocking the doors and the luggage doors from inside compartment lid with the
Driver's door remote control E Unlock Lock Luggage compartment lid unlock press twice E
Lock all doors Locking the doors and the luggage compartment lid with the remote Unlock all
doors control Page Global Opening And Closing Locks Luggage compartment lid Estate
Opening the luggage compartment lid with the remote control Press button C on the remote
control twice within three seconds. Closing the luggage compartment 4-door E A recessed grip
is incorporated inside the luggage compartment lid to facilitate closing. Page 43 Locks Global
opening To close all the windows, press and hold the lock button for at least three seconds.
Press any button again to stop the closing function. The anti-trap function is also active during
global closing. Vehicles with keyless entry E To open all the windows, press and hold the
unlock button for at least three General information These are located approximately one and a
half metres from the driver and front WARNING passenger door handles and the luggage The
keyless entry system may not compartment lid. Page 45 Locks Note: If locking from the luggage
compartment lid, the passive key must be within the luggage compartment lid detection range.
Locking buttons are located on each of the front doors and the luggage compartment lid. Page
46 Locks Disabled keys Type 2 Any keys left inside the vehicle interior when it is locked will be
disabled. A disabled key cannot be used to turn the ignition on or start the engine. In order to
use these passive keys again, they have to be enabled. If possible, provide them with the key
number from the tag provided with the original keys. You can also obtain additional keys from
your Ford Dealer. Do not activate the alarm with full guard if any persons, animals or Your
vehicle may be equipped with one other moving objects are inside the of the following alarm
systems: vehicle. Highlight Alarm and press the right arrow button. Note: A valid passive key
must be 4. Highlight Reduced or Full guard. If located within the detection range of that you

prefer to be asked each time you door for keyless entry. Note: Make sure that you are sitting in
the correct position. The rain sensor is very sensitive and the wipers may operate if dirt, mist or
flies hit the windscreen. Replace the wiper blades as soon as they begin to leave bands of water
and smears. The rain sensor will then continuously measure the amount of Intermittent wipe
water on the windscreen and adjust the speed of the wipers automatically. The windscreen
wipers will return to their normal position Note: To stop the washer fluid reservoir as soon as
you switch on the ignition so Page 56 Wipers and washers Changing the windscreen wiper 4.
Remove the wiper blade. Set the windscreen wipers in the service position and lift the wiper
arms. Install in the reverse order. Changing the rear window wiper blades - 5-door 1. E Switch
off the ignition. Pull the lever fully towards the steering Both sides wheel to switch between
main and Page Daytime Running Lamps Drl If the lights of oncoming vehicles are hidden by
obstacles for example guard rails the system may not deactivate the main beam. Always fit Ford
Original Parts when replacing headlamp bulbs. Other bulbs may reduce system performance.
Check and replace wiper blades Page 59 Lighting The system will automatically switch on main
beam if it is dark enough and no other traffic is present. To permanently deactivate the system
use the information display menu or turn the lighting control switch from autolamps Vehicles
with active suspension. See beam depending on vehicle direction and Information messages
page Page Direction Indicators Lighting Cornering lamps E Headlamp beam Cornering lamp
beam Note: Tap the lever up or down to make The cornering lamps illuminate the inside the
direction indicators flash only three of a corner when you are turning. To switch them back on,
E switch on the ignition for a short time. Open the bonnet. See Opening and or open a door or
the luggage closing the bonnet page If you leave a door open with the ignition switch off, all
lamps will go off automatically after some time to prevent the vehicle battery from discharging.
Note: When fitting the headlamp, make sure that you fully engage the headlamp in the lower
outer fixing point. Note: When fitting the headlamp, tighten the front screw first and then the
rear screw. Page 67 Lighting Headlamp dipped beam 1. Remove the headlamp. See Removing a
headlamp page E E 2. Turn the bulb holder anti-clockwise 2. Turn the bulb holder anti-clockwise
and remove it. Gently press the bulb into the bulb 3. Page 68 Lighting Side repeaters E 2.
Remove the lamp. E 3. Remove the bulb. Carefully remove the side repeater. Front fog lamps 2.
Hold the bulb holder, turn the housing anti-clockwise and remove it. Approach lamp E E Note:
Position the mirror glass as far Page 69 Lighting 2. Disconnect the electrical connector. Rear
lamps Direction indicator, tail and brake lamp E Direction indicator Tail and brake lamp 3. Gently
press the bulb into the bulb holder, turn it anti-clockwise and remove Reversing lamp, tail lamp
and fog E Page 70 Lighting Central high mounted brake lamp Remove the trim panel 4-door E 2.
Unclip the bulb holder. E 1. Detach the clips. Remove the screws. Reversing lamp 2. Tail lamp
Fog lamp 3. Gently press the bulb into the bulb holder, turn it anti-clockwise and remove Page
71 Lighting Estate E 1. E Remove the lamp 3. E E 1. Insert a suitable object into the holes.
Carefully pull the lamp towards the 5. Page 72 Lighting Number plate lamp Vehicles with interior
sensors E 1. Carefully release the spring clip. Carefully prise out the lens. Interior lamp 2.
Remove the lens. Vehicles without interior sensors 3. Carefully prise out the lamp. E 2. Luggage
compartment lamp 2. Note: If you operate the switches often during a short period of time, the
system might become inoperable for a certain time to prevent damage due to overheating. Make
sure there are no from inside. If the system detects a malfunction, it enters a safety mode. The
windows will move for only about 0. Page 78 Windows and mirrors Electric folding mirrors If
you press the switch again while the mirrors are moving, they will stop and Automatic folding
and unfolding reverse the direction of movement. Note: If the mirrors have been folded Note:
When the mirrors are operated using the manual fold button they can only often during a short
period of time, the be unfolded using the manual fold button. It will not work when you have E
selected reverse gear. Page 81 Windows and mirrors Detection errors If the vehicle is fitted with
a trailer tow module approved by us, the system will Note: The alert indicator in the mirror will
detect a connected trailer and deactivate. A confirmation message will be shown in the
information display. See Information displays page Have the system checked by a The arrow
adjacent to the fuel pump properly trained technician. Stop your vehicle as soon as it is safe to
do so Even if the temperature rises to and switch the engine off. Page Audible Warnings And
Indicators Instruments Low fuel level warning lamp Shift indicator If it illuminates, refuel as
soon as It will illuminate to inform you possible. It will not Main beam indicator illuminate during
periods of high acceleration, braking or when the clutch Page 87 Instruments E 1. Press the
right arrow button on the steering wheel to enter the main menu. Highlight Setup with the up
and down arrow buttons and press the right arrow button. Highlight Chimes and press the right
arrow button. Page 89 Information displays Function Type 1 Type 2 Type 3 Navigation control
CD control CD changer control Radio control Phone control Auxiliary input control Press the up
and down arrow buttons Type 1 on the steering wheel to scroll through the trip computer

displays. See Trip computer page General warn. Heater Monday Tuesday Wednesday
Parkheater Settings Device list The highlighted icon shows the current Auxiliary input menu in
use. Destinations Destinat. A-Z Destinations Last destinat. Cancel guidan. Page 98 Information
displays Type 1 and 2 Resetting the trip computer using the main menu To reset a particular
display: 1. Highlight Reset Trip with the up and Average Fuel down arrow buttons and press the
right arrow button. Page Personalised Settings Information displays 2. Highlight the function to
be reset. Type 3 3. Hold the OK button pressed. Highlight Settings with the up and down arrow
buttons and press the right arrow button. Highlight Setup with the up and down The following
information is displayed in arrow buttons and press the right the information display if you have
Page Information displays 3. Highlight Display and press the right 2. Highlight Setup with the up
and down arrow button. Highlight Configure and press the right arrow button. Highlight Display
and press the right arrow button. Page Information Messages Information displays 3. Highlight
Display and press the right With instrument cluster type 3, certain arrow button. Highlight
Measure Unit and press the right arrow button. Message indicator 5. Page Information displays
2. Highlight Settings with the up and 4. Highlight Messages and press the down arrow buttons
and press the right arrow button. Use the up and down buttons to view 3. Highlight Information
with the up the current messages. Front camera amber The affected systems are temporarily
unavail- not available able, and should resume after a few minutes. Driver fatigue amber Take a
rest break soon. Page Information displays Child power lock Message Indicator Action Child
lock malfunc- Have the system checked by a properly trained amber tion technician as soon as
possible. Climate control Message Indicator Action Aux. Heater on amber See Auxiliary heater
page Stop the vehicle as soon as open safely possible and close. Passenger side Vehicle is
moving. Stop the vehicle as soon as rear door open safely possible and close. Luggage comp.
Vehicle is moving. Switch the ignition off. Key outside car amber See Keyless entry page Key
battery low amber See Changing the remote control battery page Low washer fluid See Washer
fluid check page ESP off See Using stability control page Transmission Message Indicator
Action Transmission Have the system checked by a properly trained malfunction technician
immediately. Page Information displays Message Indicator Action Up to three sensors have
malfunctioned, an unapproved accessory is interfering with the system or a general malfunction
has been detected. Have the system checked by a properly trained technician as soon as
possible. When a malfunction occurs, the system may not be able to detect or signal low tyre
pressure. In cold or Outside air humid weather conditions, direct some of the air towards the
windscreen and the Keep the air intakes forward of the door windows. Windscreen Recirculated
air Footwell and windscreen Footwell Face level and footwell Press the button to toggle
between Face level outside air and recirculated air. Page Climate control Ventilation Cooling the
interior quickly E E Defrosting and demisting the Set the air distribution control, blower and
windscreen air vents to suit your requirements. The automatic climate control automatically and
adjusts them according adjusts to the current circumstances to the driving and weather
conditions. To adjust air distribution, press the desired button. Any combination of settings can
Switching the air conditioning be selected simultaneously. Page Climate control 5. To set the
time at which the vehicle Active now should be warmed up, highlight the Highlight Active now
and press the OK time at the top of the display and button. A cross appears in the box next
press the right arrow button. Page Climate control Remote start in combination Changing the
remote control with direct start or timer battery Make sure that you dispose of old batteries in an
environmentally friendly way. Seek advice from your local authority regarding recycling. E
Remote start is integrated with normal heater control. Page Climate control Note: The
programming procedure may be repeated as often as is required. The oldest programmed
transmitter will be deleted each time. Install the battery in the new transmitter. Turn off the
power to the receiver by removing fuse F32 from the engine compartment fuse box. Page
Climate control Tilting the sunroof To open or close the sunroof automatically press either side
of the switch to the second action point and release it completely. Press again to stop. When
the closed position is reached, the sunroof stops automatically. Make sure that there are no
obstacles in the way of the closing sunroof. The sunroof will move for only about 0. Page Seats
8-way electric seat E Insert your fingers between the seat cushion and seatback and fold the
seat cushion forwards. Press the unlock buttons down and hold them there. Push the seatback
forwards. Note: When the seat is being ventilated, the heater may switch on automatically. This
is to prevent the flow of air becoming uncomfortably cool. Note: The air in the vehicle interior is
used to ventilate the seats. Rear window Note: See General information page Page Ashtray
Note: You can use the socket to power 12 volt appliances that have a maximum current rating of
15 Amperes. Use only Ford accessory connectors or connectors specified for use with SAE
standard sockets. E To remove the ashtray, open it, press it down against the spring and
remove it. Make sure that you secure the lid before setting off. Your preferred setting for Before

activating the seat memory, the reverse mirror dipping feature can also make sure that the area
immediately Page Glasses Holder Convenience features 3. Press and hold the desired pre-set 3.
Release the seat adjustment control button B until a single chime sounds and immediately
press and hold the switch in the same direction for at to confirm. Keep it held until the Recalling
a stored seat position seat stops at the mechanical end of its travel and a click is heard. E See
separate audio handbook. Warning lamps and indicators illuminate. This is the key General
points on starting position when driving. You must also If the battery has been disconnected
the select it when being towed. Page Starting the engine Starting with automatic Type 1
transmission Note: Releasing the brake pedal during engine start will stop the engine cranking
and return to ignition on. Make sure the transmission is in P or 2. Fully depress the brake pedal.
Page Steering Wheel Lock Starting the engine Press and hold the start button for two seconds,
or press three times within three seconds. Vehicles without keyless starting E To activate the
steering wheel lock; Fully depress the clutch pedal. Note: You can only operate the starter for a
maximum of 30 seconds at a time. Fully depress the accelerator pedal and hold it there. Page
Starting A Diesel Engine Starting the engine Starting at low ambient If the battery has been
disconnected or temperatures after the fuel type has been changed, the idle speed may be
irregular. Page Starting the engine E Connect the engine heater for 2 to 3 hours before starting
the engine. Stop refuelling after the fuel nozzle manganese-based. They could damage stops the
second time. Additional the emission system. Page Catalytic Converter Do not switch the
ignition off when Note: The use of additives or other driving. Page Refuelling Fuel and refuelling
Press the flap to open it. Open the flap fully until it engages. When you insert the fuel nozzle, a
spring loaded inhibitor will open if the correct size nozzle is detected. This will prevent filling up
with the wrong fuel. Page Fuel Consumption Your Ford dealer can give you advice on improving
your fuel consumption. Apply the brakes before moving the selector lever and keep them
applied until you are ready to move off. Page Transmission Drive modes Neutral In this position,
power is not transmitted The transmission will select the to the drive wheels but the
transmission appropriate gear for optimum is not locked. You can start the engine performance
based on ambient with the selector lever in this position. Page Transmission E 1. Remove the
centre console side panel. E Note: The lever is yellow. Insert a flat-bladed screwdriver into the
slot and turn the screwdriver clockwise 90 degrees. Dab the brake pedal when driving from a
car wash to remove the film of water. See Warning ESP lamps and indicators page Page
Stability control Vehicles without stability control ESP switch Turn the system off and on using
the information display. When the system is active, the vehicle will remain stationary on the
slope for a short time after you release the brake pedal. Page Hill start assist Note: When the
system is in manual 2. The handling, comfort and stability by suspension will be set to a
fail-safe continuously adjusting the damper condition that will enable you to continue properties
to the current road and driving driving but you will not be able to change The parking aid does
not relieve you Note: The outer sensors may detect the of your responsibility to drive with side
walls of a garage. Page Parking aid Note: If a high pitch warning tone sounds for three seconds
and the light in the switch is flashing, it indicates a malfunction. The system will be disabled.
Have the system checked by properly trained technicians. You will hear an intermittent tone at a
distance of up to approximately centimetres 59 inches between the obstacle and rear bumper,
80 centimetres The lines show a projected vehicle path based on the current steering wheel
angle and the distance from the exterior mirrors and rear bumper. Page Rear view camera
Amber - 2 metres 79 inches Amber - centre line of the projected vehicle path Note: When
reversing with a trailer, the lines on the screen show the vehicle direction and not the trailer.
Deactivating the rear view camera Note: Disengage reverse gear. The cruise control indicator
Cruise control allows you to control your illuminates. The cruise control indicator illuminates
and the system will attempt to resume the speed that you previously set. The system will not
retain the speed that you previously set. Page Using Acc Adaptive cruise control ACC Detection
beam issues Automatic braking with ACC Adaptive cruise control will automatically brake for
you, if required to maintain the set gap between your vehicle and the one detected in front. The
system is set to standby mode and Standby is displayed in the information display. Page
Adaptive cruise control ACC Setting the vehicle gap E E This is a follow mode, and the system
will accelerate or decelerate as necessary to The distance between you and the vehicle maintain
the set gap. The ACC indicator example when driving on mountainous illuminates and the
system will resume or hilly roads Warnings may be triggered late, be When driving you are
responsible absent or triggered unnecessarily if for maintaining the correct distance the traffic
situation means that the and speed, even when the system is radar sensor cannot accurately
detect a used. The system will not apply the brakes but a warning will be given. Page Speed
limiter System warnings If the set limit is accidentally exceeded the information display will
show the set speed flashing together with an audible warning chime. If the set limit is

intentionally exceeded the information display will show the set speed crossed out. WARNINGS
The system automatically monitors your The system does not relieve you of driving behaviour
using various inputs your responsibility to drive with due including the front camera sensor.
Page Driver alert Select Information then Driver Alert to show the status screen in the
information display. The alertness level is shown by six steps as a coloured bar. E Alertness
level is fine, no rest required. E Alertness level is critical, indicating that a rest should be taken
as soon as safely possible. WARNINGS Note: The system may not operate The system does not
relieve you of during hard braking or acceleration, and your responsibility to drive with due
when you are intentionally steering the care and attention. Page Lane departure warning
Activate the system using the switches on the indicator stalk. E A column of dots or circles are
displayed either side of the vehicle graphic, E representing the lane markings. Lane departure
warning on Lane departure warning off Setting the steering wheel vibration level The system
has three intensity levels Page Lane departure warning If the dots turn red or a vibration is felt
through the steering wheel you must take immediate and safe action to align the vehicle and
correct any unintended lane drift. E Once active the system will show detected lane markings as
two columns of solid dots. Make sure that you secure all loose items properly. Place luggage
and other loads as low and as far forward as possible within the luggage or loadspace. Do not
drive with the tailgate or rear E door open. Page Sliding Loadspace Floor Load carrying 4-door
and 5-door E E Press the unlocking handle and pull the loadspace floor rearwards. It will stop
and engage at a midway position. Page Load carrying Storage compartment A storage
compartment is located in the floor at the rear of the luggage compartment. To gain access to
the storage compartment, lift up the sliding loadspace floor as follows: E E 1. Press the
unlocking handle and pull the loadspace floor rearwards a short way. Lower the floor. Press the
unlocking handle and pull the loadspace floor rearwards until it drops into position on the rails.
Page Cargo Nets Load carrying 1. Push the ends of the upper bar towards each other and insert
them into the retainers on the roof. Push the bar forwards into the narrow section of the
retainers. E To remove or install the cover, push either end of the case inwards. To minimise
windnoise when the roof rack is not in use, cross rails should be moved rearwards and placed
together. To reduce fuel consumption, cross rails should be removed when not in use. Page
Load carrying Installing behind the rear seats E E 1. Push the ends of the bar on the grille
towards each other and insert them 2. Attach the dog guard to the lower into the retainers on
the roof. Push the anchor points. Remove two screws from both the luggage anchor points. See
Luggage fixtures anchor points page Attach the lower bar to the grille with the handwheels. Do
not tighten the handwheels. Attach the dog guard lower bar to the luggage anchor points,
secure with the new supplied screws. Page Load carrying E 1. Turn the box over. Position the
load bracket. Secure the load bracket with four screws. E 5. Secure the load bracket with the
two wing nuts. Remove in the reverse order. E 4. Slide the captured bolts onto the load retaining
fixture. Page Towing Unlocking the tow ball arm Inserting the tow ball arm mechanism E 1.
Remove the protecting cap 1. Insert the key and turn it clockwise to unlock 2. Hold the tow ball
arm. Pull the handwheel out and turn it clockwise until it clicks 3. Before starting your journey,
make sure E that the tow ball arm is properly locked. Page Towing Driving without a trailer E 1.
Remove the tow ball arm. Insert the plug into its seat 1. Estate and vehicles with tyre repair kit
Space is provided under the carpet. See Rear under floor storage page Turn the knob through
90 degrees and release the fuse box from the retaining bracket. Lower the fuse box and pull it
towards you. Central fuse box 4. All vehicles Rear fuse box - 4-door and 5- door Remove the
relevant fuse box cover. Have repairs to the electrical system and the replacement of relays and
high current fuses carried out by a properly trained technician. Page Fuses Rear fuse box
4-door and 5-door E The towing eye must always be carried in the vehicle. Select neutral when
your vehicle is being towed. Drive off slowly and smoothly without jerking the vehicle that is
towing. See Brake and resale value. There is a large network of clutch fluid check page See
Washer fluid servicing expertise. We believe that their check page Opening the bonnet E E Open
the bonnet and support it with the strut. Page Engine Compartment Overview - 1. See Brake and
clutch fluid check page Engine oil filler cap. See Engine oil check page Brake and clutch fluid
reservoir left-hand drive. Page Engine Compartment Overview - 2. Page Engine Oil Dipstick - 1.
Engine oil filler cap : See Engine oil check page Brake and clutch fluid reservoir left-hand drive :
See Brake and clutch fluid check page Battery: See Vehicle battery page Page Engine Oil
Dipstick - 2. Page Engine Coolant Check In an emergency, you can add just mark. Have the Top
up with fluid that meets the Ford system checked by a properly trained specification. See
Technical technician as soon as possible. Note: The brake and the clutch systems are supplied
from the same reservoir. Top up with fluid that meets the Ford specification. See Technical Top
up with fluid that meets the Ford specifications page Use soapy water. Page Repairing Minor
Paint Damage You should repair paintwork damage caused by stones from the road or minor

scratches as soon as possible. A choice of products is available from your Ford Dealer. Page
Vehicle Battery Vehicle battery 1. Connect batteries with only the same nominal voltage. Page
Wheels and tyres Vehicles without tyre repair kit Jack Wheel brace Space for locking wheel nut
key Your vehicle jack and wheel brace are located in the spare wheel well. If you use other
positions, you may damage the body, steering, suspension, engine, braking system or Page
Wheels and tyres Vehicles with side skirts E Indentations in the sills A show the E location of
the jacking points. Note: Make sure that the wheel brace is fully extended. Set up a warning
triangle. Make sure that the vehicle is on firm, level ground with the wheels E pointing straight
ahead. Note: The wheel nuts of alloy wheels and spoked steel wheels can also be used for the
steel spare wheel for a short time maximum two weeks. Page Wheels and tyres Remove the
power plug G from the Power plug with cable cigar lighter socket or auxiliary power
Compressor switch socket. Label Quickly unscrew the hose C from the tyre valve and replace
the Bottle lid protective cap A. Fasten the valve Sealant bottle cap again. Page Tyre Care Wheels
and tyres 3. If the pressure of the sealant-filled tyre Empty sealant bottles can be disposed is 1.
See Return remains of sealant to your dealer Technical specifications page or dispose of it in
compliance with local Page Technical Specifications Wheels and tyres If a low pressure warning
message is 4. Highlight the desired setting and press displayed in the information display,
check the OK button to confirm the setting. Press the left arrow button to exit the and inflate
them to the recommended menu. Note: The information shown on the vehicle identification
plate is dependant upon market requirements. E The vehicle identification number is stamped
into the floor panel on the right-hand side, beside the front seat. Page Technical specifications
Item Dimension description Dimension in mm inches Attachment point â€” centre 1 0. Page
Technical specifications Estate Item Dimension description Dimension in mm inches Bumper
â€” end of tow ball 3. Page Telephone E system performance. To avoid this Office situation,
only recommended phones should be used. E Please visit the website www. Page Bluetooth
Setup Bluetooth connection. In the Bluetooth menu on your phone, search for Ford Audio and
select it. Phones stored in the system are 3. Enter the code number shown on the accessible by
using the phone list on the vehicle display using the phone audio unit. Remote control Making a
call Voice, accept and reject button Dialling a number using voice control Phone numbers can
be dialled using voice control. Page Telephone 4. Press the PHONE or the call accept button to
dial the selected phone button to dial the desired phone number. Dialling a number using the
Redialling a number - Sony radio telephone keypad 1. Page Telephone If there is an incoming
call whilst there is 2. Press the preset number required an ongoing call, a beep will be heard and
using the station preset buttons 1 - you will have the option to end the active call and to accept
the incoming call. Accepting an incoming call 3. Scroll through the different phones by using
the seek buttons and display the Incoming calls can be accepted by phone to be debonded.
Page Telephone DVD navigation units Press the mute button symbol of a microphone with a line
through it. Press the button once again to turn this function off. CD navigation units Press the
microphone mute button. Using the system with the engine off If you are not sure how to
continue say will drain the battery. Track You can choose a track on your CD directly. Disc If
you have a CD changer you can choose the disc number. Tune frequency This function allows
you to tune your radio by voice commands. Page Voice control Tune name This function allows
you to call up a stored radio station. Delete name This function allows you to delete a stored
radio station. See General information page Phone functions Dial number Phone numbers can
be dialled after giving the name tag voice command. Page Voice control Dial name Phone
numbers can be dialled after giving the name tag voice command. Redial This function allows
you to redial the last dialled phone number. For example, to make Can only be used with
vehicles installed a remote enquiry to your home answering with a dedicated VOICE button.
Steps User says System answer Page Voice control This function allows you to adjust the fan
speed. On vehicles fitted with an English language module the "FAN" Can be deactivated by
selecting a different temperature or fan speed. Page Connectivity Cover the connection socket
when not in use. Always switch your audio unit to a different source for example the The system
is USB 2. For example "Ford3" Connecting an iPod without an extension. Use this to access
setup and control. Sony radio To connect the device to the system Operation follow the same
procedure as for Bluetooth hands free phones. The display will show the track information,
together with other important Audio control information described below: Press the left and
right arrow keys to skip Page Navigation Introduction Read and follow all stated safety
precautions. Failure to do so may increase your risk of collision and personal injury. Ford Motor
Company shall not be liable for any damages of any type arising from failure to follow these
guidelines. To avoid this situation, only recommended phones Note: The Ford Mobile
Navigation must should be used. Please visit the website Note: It is possible to activate up to a
www. Page Navigation system E 2. Switch your mobile phone on and start the "Ford Mobile

Navigation". Choose "Select Destination". Choose "Enter Address". Change route options if
necessary and start the route guidance. The vehicle display will show the turn information. Page
Appendices The Bluetooth word mark and logos are operation. Other IC: A-RX42 trademarks
and trade names are those Changes or modifications to your device of their respective owners.
Page Appendices Check that electromagnetic fields generated inside the vehicle cabin by the
transmitter installed do not exceed applicable human exposure requirements. Page Index Audio
control Page Index Auxiliary heater Page Index Cleaning the exterior Page Index Electric
windows Page Index General information on radio Immobiliser frequencies Page Index Locking
and unlocking Page Releasing the parking brake Page Index Speed control See: Cruise control
Page Index Telephone setup Page Index Using lane departure warning Page Index Warning
triangle Page Feel the difference Print page 1 Print document pages. Cancel Delete. Sign In OR.
Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL. Also
See for Mondeo Owner's manual - pages Owner's handbook manual - pages Quick reference
manual - 18 pages. Table Of Contents. Feel the difference. Table of Contents. Previous Page.
Next Page. Ford Mondeo Owner's Handbook Manual pages. Automobile Ford Mountaineer
Owner's Manual pages. Page 2 This publication, or part thereof, may not be reproduced nor
translated without our approval. Errors and omissions excepted. Page 4 Table of contents
Interior mirror Page 5 Table of contents Dog guard Page 6 Table of contents Engine
compartment overview - 1. As a result, you can enjoy driving it for many years. See Lighting
control page Air vents. See Air vents page Direction indicators. See Direction indicators page
Telephone control buttons. See Telephone controls page Voice control buttons. See Using
voice control page Page 12 Quick start Parking aid switch. See Using the parking aid page
Hazard warning flasher switch. See Hazard warning flashers page Passenger airbag
deactivation warning lamp. See Disabling the passenger airbag page Heated windscreen and
heated rear window switches. See Heated windows and mirrors page Page 13 Quick start
Engine idle speed after starting Locking the vehicle The engine may idle at a higher speed than
normal immediately after starting from cold. See Starting the engine page Page 14 Quick start
Autolamps See Adjusting the steering wheel page Electric folding mirrors E The headlamps will
come on and go off automatically depending on the ambient light. Direction indicators E See
Electric exterior mirrors page Memory pre-set buttons. Turn the ignition on. Adjust the seat and
exterior mirrors to the desired position. Page 16 Quick start Manual climate control Automatic
climate control Heating the interior quickly E See Automatic climate control page E Manual
transmission Cooling the interior quickly Selecting reverse gear E E On some vehicles it is
necessary to raise Defrosting and demisting the the collar whilst selecting reverse gear. E E
Press the flap to open it. Open the flap Park fully until it engages. A choice of these are available
from your Dealer. Page Booster Cushions Child safety Booster seat Child safety seat E E
Secure children that weigh between 13 We recommend that you use a booster and 18 kilograms
in a child safety seat seat that combines a cushion with a Group 1 in the rear seat. The
integrated booster cushion can be used for children that weigh between 22 and 36 kilogrammes
49 and 79 pounds. When using a forward facing child seat on a second row seat, always remove
the head restraint from that seat. However, we recommend that you secure children in a
government approved child restraint, in the rear seat. We recommend the use of a top tether or
support leg. Page 24 Child safety E E 1. Place the child seat on the back seat 5. See Rear seats
page Remove the head restraint. See 6. E Lock Unlock This could adversely affect deployment
of the airbags. Original text according to ECE R Do not use a rearward facing child restraint on a
seat protected by an airbag in front of Wear a seat belt and keep sufficient Page 27 Occupant
protection For item location: See Quick start page Curtain airbags Note: The knee airbag has a
lower deployment threshold than the front airbags. During a minor collision, it is possible that
only the knee airbag deploys. Side airbags E Curtain airbags are fitted inside the trim panels
over the front and rear side windows. Do not wear thick clothing. The seat belt must fit tightly
around your body to achieve its optimum effect. Position the shoulder strap of the seat belt over
the centre of your shoulder and position the lap strap tightly across your hips. Do not use only
the lap strap Do not sit on top of a fastened seat or the shoulder strap. Insert the key in the
ignition. Cycle the key from position 0 to II and then back to 0 four times in quick succession
about once a second. Twist the screwdriver in the position shown to separate the two halves of
the remote control. Slide the release slider in the direction of the arrow. E 2. Remove the key
blade. Insert a screwdriver into the recess on the back of the key and remove the key blade.
Page 34 Keys and remote controls 4. Do not touch the battery contacts or 5. You can only
centrally lock the doors if they are all closed. When you lock the doors, the direction indicators
will flash twice. Page 36 Locks Locking and unlocking the Locking and unlocking the doors and
the luggage doors from inside compartment lid with the Driver's door remote control E Unlock
Lock Luggage compartment lid unlock E Locking the doors and the luggage compartment lid

with the remote Lock all doors control Unlock all doors Page Global Opening And Closing
Locks Luggage compartment lid Estate Opening the luggage compartment lid with the remote
control Press button C on the remote control twice within three seconds. Closing the luggage
compartment 4-door E A recessed grip is incorporated inside the luggage compartment lid to
facilitate closing. Page 38 Locks Global opening E To close all the windows, press and hold E
the lock button for at least three To open all the windows, press and hold seconds. Press any
button again to stop the unlock button for at least three the closing function. The anti-trap of the
three external detection ranges. If no locking button is longer than five days, the key free
system pressed, the vehicle will remain will enter an energy-saving mode. This is unlocked. If
possible, provide them with the key number from the tag provided with the original keys. You
can also obtain additional keys from your Ford Dealer. It is armed Your vehicle may be equipped
with one directly when you lock the vehicle. Page 44 Alarm Any further attempts to perform one
of Selecting full or reduced guard the above will trigger the alarm again. Note: Selecting
Reduced does not set the alarm permanently to reduced guard. Full and reduced guard It sets it
to reduced guard only for the current ignition cycle. Page Arming The Alarm Alarm 4. Highlight
Reduced or Full guard. If Perimeter alarm you prefer to be asked each time you Disarm and
silence the alarm by unlocking switch off the ignition, select Ask on the doors and switching the
ignition on, Exit. Note: Make sure that you are sitting in the correct position. The rain sensor is
very sensitive and the wipers may operate if dirt, mist or flies hit the windscreen. Replace the
wiper blades as soon as they begin to leave bands of water and smears. The rain sensor will
then continuously measure the amount of Intermittent wipe water on the windscreen and adjust
the speed of the wipers automatically. The windscreen wipers will return to their normal
position Note: To stop the washer fluid reservoir as soon as you switch on the ignition so Page
51 Wipers and washers Changing the windscreen wiper 4. Remove the wiper blade. Set the
windscreen wipers in the service position and lift the wiper arms. Install in the reverse order.
Changing the rear window wiper blades - 5-door 1. E Switch off the ignition. Pull the lever fully
towards the steering Both sides wheel to switch between main and You will hear a short tone.
The headlamps will go off automatically after three minutes with any door open, or 30 seconds
after the last door has been closed. Page 54 Lighting Raised headlamp beams Lowered
headlamp beams You can adjust the level of the headlamp beams according to the vehicle load.
E Recommended headlamp levelling switch positions Load Load in luggage Switch position
compartment Front seats Second row seats 0 0. Page 56 Lighting A message will appear in the
information display if the system malfunctions. See Information messages page The headlamps
will move to a fixed central or dipped position. Have the system checked as soon as possible.
Cornering lamps E Headlamp beam Cornering lamp beam The cornering lamps illuminate the
inside If you leave a door open with the ignition switch off, the courtesy lamp will go off
automatically after some time to prevent the vehicle battery from discharging. Remove the
screws. If you switch off the ignition, the vanity mirror lamps will go off automatically after a
short time to prevent the vehicle battery from discharging. To switch them back on, switch on
the ignition for a short time. Note: When fitting the headlamp, make sure that you fully engage
the headlamp in the lower outer fixing point. Note: When fitting the headlamp, tighten the front
screw first and then the rear screw. Page 60 Lighting Headlamp dipped beam 1. Remove the
headlamp. See Removing a headlamp page E E 2. Turn the bulb holder anti-clockwise 2. Turn
the bulb holder anti-clockwise and remove it. Gently press the bulb into the bulb 3. Page 61
Lighting Side repeaters E 2. Remove the lamp. E 3. Remove the bulb. Carefully remove the side
repeater. Front fog lamps 2. Hold the bulb holder, turn the housing anti-clockwise and remove it.
Approach lamp E E Note: Position the mirror glass as far Page 62 Lighting 2. Disconnect the
electrical connector. Rear lamps Direction indicator, tail and brake lamp E Direction indicator
Tail and brake lamp 3. Gently press the bulb into the bulb holder, turn it anti-clockwise and
remove Reversing lamp, tail lamp and fog E Page 63 Lighting Central high mounted brake lamp
Remove the trim panel 4-door E 2. Unclip the bulb holder. E 1. Detach the clips. Reversing lamp
2. Tail lamp Fog lamp 3. Gently press the bulb into the bulb holder, turn it anti-clockwise and
remove Page 64 Lighting Estate E 1. E Remove the lamp 3. E E 1. Insert a suitable object into the
holes. Carefully pull the lamp towards the 5. Page 65 Lighting Number plate lamp Vehicles with
interior sensors E 1. Carefully release the spring clip. Carefully prise out the lens. Interior lamp
2. Remove the lens. Vehicles without interior sensors 3. Carefully prise out the lamp. Luggage
compartment lamp 2. Note: If you operate the switches often during a short period of time, the
system might become inoperable for a certain time to prevent damage due to overheating. Page
69 Windows and mirrors 2. Close the window a third time to the resistance. The anti-trap
function is disabled and you cannot close the window automatically. The window will override
the resistance and you can close it fully. If the window does not close after the third attempt,
have it checked by a properly trained technician. Objects seen in convex mirrors will appear

smaller and further away than they actually are. Right-hand mirror Folding mirrors Mirror tilting
positions It will not work when you have selected reverse gear. See Information displays page
Use vehicle the fuel filler cap is located. Do not step on the brake pedal abruptly. Page 76
Instruments Engine warning lamp Headlamp indicator If it illuminates with the engine It will
illuminate when you switch running, this indicates a the headlamp dipped beam or malfunction.
If it flashes when the side and tail lamps on. Have the system checked by a properly You can
deactivate certain chimes. Page 79 Information displays Function Type 1 Type 2 Type 3
Navigation control CD control CD changer control Radio control Phone control Auxiliary input
control Press the up and down arrow buttons Type 1 on the steering wheel to scroll through the
trip computer displays. See Trip computer page Page 80 Information displays Type 2 Press the
up and down arrow buttons on the steering wheel to scroll through the trip computer displays.
General warn. Settings Device list The highlighted icon shows the current Auxiliary input menu
in use. Destinations Destinat. A-Z Destinations Last destinat. Cancel guidan. Page Outside Air
Information displays Type 1 and 2 Note: The position of the trip computer display may vary
depending on the information shown in the display. Press the right arrow button on the Average
Fuel steering wheel to enter the main menu. Page Personalised Settings Information displays 3.
Hold the OK button pressed. Highlight Setup with the up and down arrow buttons and press the
right arrow button. Highlight Display and press the right arrow button. The following information
is displayed in the information display if you have 4. Page 90 Information displays 5. Highlight
Nav Info and press the right 4. Highlight Language and press the arrow button. Highlight the
desired setting and press 5. Highlight the desired setting and press the OK button to confirm
the setting. Page Information Messages Information displays Message indicator 6. Press the left
arrow button to return to exit the menu. Hold the left arrow The message indicator button
pressed to return to the trip illuminates to supplement some computer display. It will be red or
amber depending on the severity of the Type 3 message and will remain on until the Page 92
Information displays 3. Highlight Information with the up 4. Highlight Messages and press the
and down arrow buttons and press right arrow button. Use the up and down buttons to view the
current messages. Active suspension Message Message Meaning Heater on amber The
auxiliary heater is on. The luggage compartment is open. Engine immobiliser Message Message
Meaning warning lamp Immobiliser active amber The engine immobiliser is on. See Engine
immobiliser page Page 95 Information displays Message Message Meaning warning lamp Key
outside car amber A valid passive key has not been detected inside the vehicle. Key battery low
amber Change the battery as soon as possible. Steering locked - The steering lock is still active.
Press the start Retry button. Check the engine oil level level as soon as possible. See Engine oil
check page Water detected in amber There is water in the fuel. Have this checked as fuel soon
as possible. ESP malfunction Stability control has malfunctioned. Have this checked as soon as
possible. Have this malfunction checked as soon as possible. Page 98 Information displays
Message Message Meaning warning lamp Tyre monitor amber You have installed a temporary
spare wheel. When a malfunction occurs, the system may not be able to detect or signal low
tyre pressure. In cold or Outside air humid weather conditions, direct some of the air towards
the windscreen and the Keep the air intakes forward of the door windows. Recirculated air E
Windscreen Footwell and windscreen Press the button to toggle between Footwell outside air
and recirculated air. Face level and footwell Heating the interior quickly Face level Page Climate
control Ventilation Cooling the interior quickly E Set the air distribution control, blower and air
vents to suit your requirements. E Air conditioning Defrosting and demisting the windscreen
Switching the air conditioning on and off If you turn the blower off, the air conditioning will turn
off. Page Automatic Climate Control Climate control Note: To defrost or demist the rear side
Reducing interior air humidity windows, set the second row air vents to the defrosting and
demisting position. Air distribution Switching the air conditioning To adjust air distribution,
press the desired on and off button. Page Climate control 5. To set the time at which the vehicle
Active now should be warmed up, highlight the Highlight Active now and press the OK time at
the top of the display and button. A cross appears in the box next press the right arrow button.
Page Electric Sunroof Climate control 1. Press the right arrow button on the Note: When the
switches are operated steering wheel to enter the main often during a short period of time, the
menu. Page Climate control Opening and closing the sunroof automatically Note: When opening
automatically, the sunroof will stop about 8 cm from the fully opened position. This position
reduces the buffeting noise which is sometimes heard when the sunroof is fully open. The
sunroof will only stop automatically in this position when the sunroof is opened automatically.
The anti-trap function is possible. Release the button. Page Seats 8-way electric seat E Insert
your fingers between the seat cushion and seatback and fold the seat cushion forwards. Press
the unlock buttons down and hold them there. Push the seatback forwards. Note: When the seat
is being ventilated, the heater may switch on automatically. This is to prevent the flow of air

becoming uncomfortably cool. Note: The air in the vehicle interior is used to ventilate the seats.
Rear window Note: See General information page Page Ashtray Note: You can use the socket to
power 12 volt appliances that have a maximum current rating of 15 Amperes. Use only Ford
accessory connectors or connectors specified for use with SAE standard sockets. E To remove
the ashtray, open it, press it down against the spring and remove it. Make sure that you secure
the lid before setting off. Memory pre-set buttons Up to four different driver's seat and exterior
mirror positions can be stored in the memory. Your preferred setting for the reverse mirror
dipping feature can also be stored. Page Glasses Holder Convenience features 3. This is located
in the luggage compartment. General points on starting II The ignition is switched on. All
electrical If the battery has been disconnected the circuits are operational. Page Starting The
Engine Starting the engine Starting with automatic Type 1 transmission Note: Releasing the
brake pedal during engine start will stop the engine cranking and return to ignition on. Make
sure the transmission is in P or 2. Fully depress the brake pedal. Page Steering Wheel Lock
Starting the engine Vehicles with keyless starting Your vehicle has an electronically controlled
steering wheel lock. This operates automatically. The steering wheel lock is activated if the
ignition is off, the engine not running and your vehicle is stationary. The steering wheel lock is
deactivated when the ignition is switched on. Page Starting A Petrol Engine - Flexible Fuel
Starting the engine All vehicles The idle speed will slowly decrease to the normal level as the
catalytic converter If the engine does not start within 15 warms up. Page Starting A Diesel
Engine Starting the engine If the engine fails to start, repeat steps 1, Vehicles with automatic 2
and 3, or connect an engine block transmission heater for two hours before attempting 1. Select
park or neutral. During starting, the fuel injectors are 3. This process may have to be repeated.
The warning message will disappear when the regeneration process is successful. Stop
refuelling after the fuel nozzle manganese-based. They could damage stops the second time.
Additional the emission system. This could cause a Do not park your vehicle over dry chemical
reaction. Page Refuelling A funnel is located in the spare wheel well. Use this when refilling with
a fuel can. Your Ford dealer can give you advice on improving your fuel consumption. This can
cause damage to the transmission. Do not apply any undue lateral force to the gear lever when
changing from 5th to 4th gear. Apply the parking brake and select park before leaving your
vehicle. Make sure that the selector lever is latched in position. Note: An audible warning will
sound if you open the driver's door and you have not selected park. Page Transmission 2.
Release the brake pedal and press the accelerator pedal. Stopping 1. Release the accelerator
pedal and press the brake pedal. Apply the parking brake. Kickdown Press the accelerator pedal
fully with the selector lever in the drive position to select the next lowest gear for optimum
performance. Dab the brake pedal when driving from a car wash to remove the film of water. See
Warning ESP lamps and indicators page When the HLA is active, the vehicle will remain
stationary on the slope for two to three seconds after you release the brake pedal. The handling,
comfort and stability by suspension will be set to a fail-safe continuously adjusting the damper
condition that will enable you to continue properties to the current road and driving driving but
you will not be able to change They will only be detected shortly after they start to move
towards the vehicle again. Take particular care when reversing with a tow ball arm or rear fitted
accessories e. The cruise control indicator Cruise control allows you to control your
illuminates. The cruise control indicator illuminates and the system will attempt to resume the
speed that you previously set. The system will not retain the speed that you previously set. The
driver should stay alert and intervene if necessary. Automatic braking with ACC Adaptive cruise
control will automatically brake for you, if required to maintain the set gap between your vehicle
and the one detected in front. The speed is displayed in the information display and stored as
the set speed. The ACC indicator illuminates. The system will accordance with local traffic
maintain the set speed when conditions regulations. The system uses the same radar sensors
as adaptive cruise control ACC and therefore has the same limitations. Make sure that you
secure all loose items properly. Place luggage and other loads as low and as far forward as
possible within the luggage or loadspace. Push the floor forwards until it engages at the front 2.
Release the support leg from the clip on the underside of the floor. Insert the end into the
square retainer in the left-hand rail 3. Attach the net to the luggage anchor points. See Luggage
anchor E points page Tighten the belts. Push the ends of the upper bar towards each other and
insert them into the retainers on the roof. Page Luggage Covers Load carrying Removing the
net Pull out the cover and secure it in the retaining points. Release it from the retaining points
and let it roll back into the case. Clip the retaining hook onto the case. Release the belts. To
remove or install the cover, push either 2. To minimise windnoise when the roof rack is not in
use, cross rails should be moved rearwards and placed together. To reduce fuel consumption,
cross rails should be removed when not in use. Remove two screws from both the luggage
anchor points. See Luggage anchor points page Attach the lower bar to the grille with the

handwheels. Do not tighten the handwheels. Attach the dog guard lower bar to the luggage
anchor points, secure with the new supplied screws. Page Load carrying Installing the load
retaining fixtures E 1. Turn the box over. Position the load bracket. Secure the load bracket with
four screws. Page Load carrying E 5. Secure the load bracket with the two wing nuts. Remove in
the reverse order. See in the luggage compartment. Vehicle identification page Page Towing
Unlocking the tow ball arm Inserting the tow ball arm mechanism E 1. Remove the protecting
cap 1. Insert the key and turn it clockwise to unlock 2. Hold the tow ball arm. Pull the handwheel
out and turn it clockwise until it clicks 3. Before starting your journey, make sure E that the tow
ball arm is properly locked. Page Towing Driving without a trailer E 1. Remove the tow ball arm.
Insert the plug into its seat 1. During this time, you may experience different driving
characteristics. Brakes and clutch WARNING Avoid heavy use of the brakes and clutch if
possible for the first kilometres miles in town and for the first 1 kilometres 1 miles on
motorways. Page Emergency equipment 5-door Estate with full size spare wheel E E Estate with
medium size spare Vehicles with tyre repair kit wheel E See Rear under floor storage page E
Turn the knob through 90 degrees and release the fuse box from the retaining bracket. Lower
the fuse box and pull it towards Central fuse box you. E E 4. Release the catches. Remove the
cover. Remove the relevant fuse box cover. Do not modify the electrical system of your vehicle
in any way. Have Note: You can identify a blown fuse by repairs to the electrical system and a
break in the filament. Page Fuses Rear fuse box 4-door and 5-door E The towing eye must
always be carried in the vehicle. The steering lock will engage and the direction indicators and
brake lamps will not work if you do not. Page Maintenance Wheels and tyres page See Wheels
and Ford Authorised Repairers that are there tyres page We believe that their Page Maintenance
E Open the bonnet and support it with the strut. E Closing the bonnet Raise the bonnet slightly
and move the catch upwards. Lower the bonnet and allow it to drop from under its own weight
for the last 20 â€” Page Engine Compartment Overview - 1. See Brake and clutch fluid check
page Engine oil filler cap. Brake and clutch fluid reservoir left-hand drive. Page Engine
Compartment Overview - 2. Engine oil filler cap : See Engine oil check page Brake and clutch
fluid reservoir left-hand drive : See Brake and clutch fluid check page Page Engine Oil Dipstick 1. Page Engine Oil Dipstick - 2. Do not use oil additives or other engine treatments. Under
certain Top up with fluid that meets the Ford conditions, they could damage the specification.
See Technical engine. Wait for the engine to cool down. Top up with fluid that meets the Ford
specification. See Technical Unscrew the cap slowly. Any pressure specifications page See
Technical specifications page Use soapy water. Page Repairing Minor Paint Damage You should
repair paintwork damage caused by stones from the road or minor scratches as soon as
possible. A choice of products is available from your Ford Dealer. The fluid level is checked
regularly during the routine service inspections. Always use booster cables with insulated
clamps and adequate size cable. Page Vehicle battery 1. Position the vehicles so that they do
not touch one another. Switch off the engine and any electrical equipment. Using other sizes
could car wash. Page Wheels and tyres Vehicles without tyre repair kit or Jack run flat tyres
Wheel brace Space for locking wheel nut key Your vehicle jack and wheel brace are located in
the spare wheel well. If you use other positions, you may damage the body, steering,
suspension, engine, braking system or Page Wheels and tyres Emergency use only
Maintenance Vehicles with side skirts E Indentations in the sills A show the E location of the
jacking points. If you have to fit a spare wheel with the arrows pointing in the opposite direction,
have the tyre refitted in the correct direction by a properly trained technician. Note: Make sure
the wheel and hub contact surfaces are free from foreign matter. Note: Make sure that the cones
on the wheel nuts are against the wheel. Avoid contact with skin and Check the sidewall of the
tyre prior clothing. If this happens, rinse the to inflation. If there are any cracks, affected areas
immediately with plenty of bumps or similar damage, do not water and contact your doctor.
Open the lid of the tyre repair kit. Peel off the label I showing the pressure of minimum 1. Page
Wheels and tyres 8. If you experience heavy vibrations, Before the tyre is removed from the
unsteady steering behaviour or rim, inform your tyre dealer that the noises while driving, reduce
your tyre contains sealant. Standard tyre You can barely manoeuvre the vehicle and the tyre is
destroyed. Uneven wear could mean that the standard tyres. In isolated cases, a wheel
alignment is outside specification. The system only measures The system does not relieve you
of pressure up to 3. Page Technical Specifications Wheels and tyres 3. Highlight Tyre Pressures
with the 4. Highlight the desired setting and press up and down buttons and press the the OK
button to confirm the setting. Press the left arrow button to exit the menu. It is Gross train
weight also shown on the left-hand side of the instrument panel. Page Technical specifications
Item Dimension description Dimension in mm inches 4 - 4 Page Technical specifications Item
Dimension description Dimension in mm inches Wheel centre â€” centre of tow ball 1 Page
Technical specifications Item Dimension description Dimension in mm inches Bumper â€” end

of tow ball 3. Page Technical specifications Item Dimension description Dimension in mm
inches Bumper â€” end of tow ball - 3. Page Telephone Note: Certain phones require a special
Office file to be installed to enable full phonebook access via Bluetooth. Page Bluetooth Setup
Bluetooth phone. Search for audio device. Bluetooth connection. Select Ford Audio. Phones
stored in the system are 5. Enter the code number shown on the accessible by using the phone
list on the vehicle display using the phone audio unit. See Telephone commands page Dialling a
number using the address book You can access your phone address book via Bluetooth. Page
Telephone Dialling a number using the Redialling a number - Sony radio telephone keypad 1.
Press the seek button until the desired list is displayed. Page Telephone Accepting a second
incoming call Using the audio unit menu Second incoming calls can be accepted Note: After
bonding a phone to the by pressing either the call accept button, system, this becomes the
active phone. Scroll through the different phones by Rejecting an incoming call using the seek
buttons and display the Incoming calls can be rejected by phone to be debonded. Press the OK
button to be debond. Page Telephone CD navigation units Press the microphone mute button.
Press the button once again to turn this function off. Changing the active phone Note: Phones
must be bonded to the system before they can be made active. Note: After bonding a phone to
the system, this becomes the active phone. Using the system with the engine off will drain the
battery. Do not try to give any commands until the beep tone has been heard. Track You can
choose a track on your CD directly. Disc If you have a CD changer you can choose the disc
number. Tune frequency This function allows you to tune your radio by voice commands. Page
Voice control Tune name This function allows you to call up a stored radio station. Delete name
This function allows you to delete a stored radio station. See General information page Page
Voice control External devices - iPod Overview The overview below shows the available These
voice commands support the voice commands. The following lists will functionality of an iPod
which may be give further information about the connected to the audio unit. Steps User says
System answer This feature can be used to dial a number by calling up the name instead of the
full phone number. Page Voice control Delete name Stored names can also be deleted from the
directory. Page Voice control Phone functions This function allows you to access phone
numbers stored with a name tag in your Mobile name mobile phone. Dial number Phone
numbers can be dialled after giving the name tag voice command. Redial This function allows
you to redial the last dialled phone number. Page Voice control This function allows you to
adjust the fan speed. On vehicles fitted with an English language module the "FAN" Always
switch your audio unit to a The system is USB 2. For example "Ford3" Connecting an iPod
without an extension. Once Information not available your desired track, playlist or folder is
highlighted, press the OK button to select E playback. It is possible to enable shuffle and
Navigation of the contents follows the repeat functions here. It is also possible same principles
as for iPod standalone to enable the iPod "Shuffle songs" Press the scroll bar arrow keys to
browse the iPod contents. Company is under license. Other trademarks and trade names are
those Page Appendices Note: After the installation of RF transmitters, check for disturbances
from and to all electrical equipment in the vehicle, both in the standby and transmit modes.
Page Index Audio unit commands Page Index Booster cables Changing the remote control
battery Page Index Electric windows Page Index Fuse box locations Page Roof racks and load
carriers Page Index Seat belt height adjustment Page Index Warning triangle Page Feel the
difference Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL. Table Of Contents.
Quick Links Download this manual. Table of Contents. Previous Page. Next Page. Page 2 No
part of this publication may be reproduced, transmitted, stored in a retrieval system or
translated into any language in any form by any means without our written permission. Errors
and omissions excepted. We recommend that you take some time to get to know your vehicle
by reading this manual. The more that you know about it, the greater the safety and pleasure
you will get from driving it. Page 10 Introduction Brake system Front airbag Cabin air filter Front
fog lamps Fuel pump reset Check fuel cap Fuse compartment Child safety door lock or unlock
Hazard warning flashers Child seat lower anchor Heated rear window Child seat tether anchor
Heated windshield Cruise control Interior luggage compartment Do not open when hot Damage
from the vehicle. See Changing the Wiper Blades page See Maintenance page See Towing
Points page See Changing a Bulb page See Lug Nuts page See Wheels and Tires page See
Locks page See Changing a Road Wheel page See Temporary Mobility Kit B. See Refueling
page See Locking and Unlocking page See Power Windows page See Fastening the Safety Belts
page See Head Restraints page See Rear Seat Armrest page See Power Seats page See
Direction Indicators page See Information Display Control page See Instrument Cluster page
See Wipers and Washers page See Keyless Starting page See Adjusting the Steering Wheel
page Horn See Cruise Control page See Lighting page Information and entertainment display

See Audio System page See Climate Control page See Heated Windows and Mirrors page See
Audio Control page See Voice Control page See Ignition Switch page Do not hold a child on
your lap when the vehicle is moving. Do not leave unattended children in your vehicle. If your
vehicle has been involved in an accident, have the child seats checked by an authorized dealer.
Note: When using a child seat on a rear seat, adjust the front seat in a position to prevent
contact with the rear passenger, child feet or child legs. The ISOFIX system comprises two rigid
attachment arms on the child seat that attach to anchor points on the outboard rear seats,
where the cushion and backrest meet. Tighten the tether strap in line with the Tethers child seat
manufacturer's instructions. See an authorized dealer for the Make sure that the top tether strap
latest details relating to our X Not suitable for use with I-Size child restraint systems. Left-Hand
Side Press the switch to turn them on. Turn counterclockwise to lock and Note: You cannot use
the rear power clockwise to unlock. You have not fastened the safety belt correctly if you do not
hear a click. Make sure that your safety belt is securely stored away and is not outside your
vehicle when closing the door. The lap belt portion of a combination lap and shoulder belt
should WARNING be positioned low across the hips below The system will only provide the
belly and worn as tight as comfort will protection when you use the safety allow. This is normal.
Never use a cloth. The airbag will inflate within a few thousandths of a second and deflate on
contact with the occupant cushioning forward body movement. Page Side Airbags
Supplementary Restraints System Note: The key switch is located on the end The airbag will
deploy during significant of the instrument panel on the passenger lateral collisions. The airbag
will not deploy side with the airbag deactivation warning in minor lateral and frontal collisions,
rear lamp in the center console. It will also deploy during control and diagnostic unit as used for
significant frontal angled collisions. The the front safety belts. This helps reduce pressure on
the chest and helps control head and neck motion for passengers. The typical operating range
for your transmitter is approximately 33 ft 10 m. A decrease in operating range could be caused
by: Press the button to release the key. The key must be in your vehicle to activate the
push-button start system. Removable Key Blade The intelligent access key also contains a
removable mechanical key blade that you can use to unlock the driver door. Note: Do not wipe
off any grease on the battery terminals or on the back surface of the circuit board. Note: You do
not need to reprogram the remote control after you have replaced its battery, it should operate
normally. Replace the battery cover. Intelligent Access Transmitter The remote control uses two
coin-type three-volt lithium batteries CR or equivalent. Remove the batteries. Page 38 Keys and
Remote Controls Many states and provinces have Note: If you remote start the vehicle with
restrictions for the use of remote start. See Memory Function page You can also with restricted
driving modes to promote change the settings afterward with an good driving habits. You can
use all but one admin key. Insert the key you want to program into Configurable Settings the
ignition. If your vehicle is equipped with a push-button start, place the intelligent Use the
information display to access your access key fob into the backup slot. The configurable MyKey
settings. See Information Displays page To find information on a programed MyKey s , press the
left arrow button to access the main menu and scroll to: Message Description Settings Program
a spare key. See Passive Anti-Theft System page MyKey distances do not accumulate. The
direction indicators leaving it unattended. Note: Do not leave your keys in your vehicle. Note:
The driver door can be unlocked with the key if the remote control is not Power Door Locks
functioning. Page 47 Locks Locking and Unlocking the Doors Automatic Relocking Individually
with the Key Blade The doors automatically relock if you do not open a door within 45 seconds
of Locking unlocking the doors with the remote control. The door locks and the alarm return to
their previous state. In a crash, people riding in these areas are more likely to be seriously
injured or killed. Do not allow people to ride in any area of your vehicle that is not equipped with
seats and safety belts. Make sure you fully close the liftgate after operation. Note: Switch the
ignition on to operate the liftgate using the center console switch. Operate the liftgate only
when your vehicle is stationary. Press and hold the liftgate switch for at least three seconds.
Page Passive Key Locks Passive Key Liftgate Note: The liftgate cannot be closed and Your
vehicle can be locked and unlocked will reopen if the passive key is located with the passive
key. You can use the inside the luggage compartment with the passive key as a remote control.
You cannot use a disabled key to switch the ignition on or start the engine. You must enable all
passive keys again in order to use them. Do not arm the alarm with full guard Note: Do not leave
correctly coded keys in if passengers, animals or other the vehicle. Page 54 Security Any
further attempts to perform one of the Selecting Full or Reduced Guard above will trigger the
alarm again. You can select full or reduced guard using the information display. See Keyless
Entry page See General you each time which level of guard you Information page Page 57
Security Category One Alarm Disarm and silence the alarm by unlocking the doors and
switching your vehicle on within 12 seconds or unlocking the doors or the liftgate with the

remote control. See Sitting in the Correct Do not adjust the steering wheel Position page Page
Audio Control Steering Wheel To reset the steering column to its normal stopping position:
Press the steering column control again after encountering the new stopping position. Continue
pressing the control until it reaches the end of the column position. A new stopping position is
set. The next time you tilt or telescope the steering column, it will stop just short of the end of
the column position. Push the control to select or deselect voice control. See SYNC 2 page See
Audio Unit page Use this control to adjust the right side of the information display. Navigate
through the screen and press OK to select. Note: Make sure you switch the windshield wipers
and vehicle power off before using an automatic car wash. Note: If streaks or smears appear on
the windshield, clean the windshield and the wiper blades. Page Windshield Washers Wipers
and Washers Note: Wet or winter driving conditions with Use the rotary control to adjust the ice,
snow or salty road mist can cause sensitivity of the rain sensor. Set the inconsistent and
unexpected wiping or control to low sensitivity, and the wipers smearing. This feature can be
switched on or off in the information display. See General Information page Condensation can
be a natural by-product of this design. When moist air enters the lamp assembly through the
vents, there is a possibility that condensation can occur when the temperature is cold. The
headlamps will remain on for a period of time after you switch the ignition off. See or during
inclement weather. The Information Displays page Page Activating The System Note: Reflective
road signs may be detected as oncoming traffic and the headlamps will be switched to low
beam. Note: Always fit Ford Original Parts when replacing headlamp bulbs. Other bulbs may
reduce system performance. The system will automatically switch on high beams if it is dark
enough and no other traffic is present. Page Front Fog Lamps Lighting To permanently switch
the system off, use Press the control to switch the fog lamps the information display menu or
turn the on or off. Page Adaptive Headlamps Lighting 3. Press to close the control. The system
will only work with the lighting control switch in the autolamp position. This provides more
visibility when driving around curves. Push the lever up or down to use the direction indicators.
Page Interior Lamps Lighting Note: Tap the lever up or down to make the Type 1 direction
indicators flash three times to indicate a lane change. Page Ambient Lighting Lighting All lamps
off button Individual dome lamps You can switch individual map lamps on independently by
pressing a map lens. It reverses some distance if there Do not leave children unattended in is an
obstacle in the way. Note: You can enable or disable this feature in the information display or
see an authorized dealer. See page Note: To operate this feature, accessory delay must not be
active. Page Auto-Folding Mirrors Windows and Mirrors To fold both mirrors, make sure you
switch Even though the power-folding mirrors your vehicle on with the ignition in typically
operate electronically, you can accessory mode or the engine running and still fold and unfold
them manually. After then: any manual adjustment, however, the power-folding mirrors become
Do not adjust the mirror when your 2. Select the mirror you want to vehicle is moving. The
sliding shade can be manually opened or closed when the moonroof is closed. Page Venting
The Moonroof Windows and Mirrors Bounce-Back The moonroof will stop automatically and
reverse some distance if an obstacle is detected while closing. Touch and hold C within two
seconds of a bounce-back event to override this function. Venting the Moonroof Touch B to
vent the moonroof. Touch C to close it. If the needle points to E after adding fuel, this indicates
your Shows the temperature of the engine vehicle needs service soon. At normal operating
temperature, After refueling some variability in needle the needle will remain in the center
section. Some lamps Auto Start-stop Lamp illuminate when you start your vehicle to make sure
they work. A significant It will illuminate when the engine decrease in braking performance or
motor coolant temperature is may occur. It will take you longer to stop high. If it does not
illuminate excessive exhaust temperatures when you switch the ignition on, or begins could
damage the catalytic to flash at any time, have the system converter, the fuel system, interior
floor If it remains illuminated Key in Ignition Warning Chime or does not illuminate when you
switch the ignition on, this indicates a Sounds when you open the driver's door malfunction. We
strongly recommend that you use extreme caution when using any device that may take your
focus off the road. Indication - check enabled or uncheck disabled Active Braking - check
enabled or uncheck disabled Front Park Aid - check enabled or uncheck disabled Rear Park Aid
- check enabled or uncheck disabled Display Traffic Signs Always shown - check enabled or
uncheck Note: Depending on your vehicle options and instrument cluster type, not all of the The
information display will automatically messages will display or be available. See Using Adaptive
Cruise Control page Adaptive Cruise Not A condition exists such that the adaptive cruise
cannot func- Available tion properly. Alarm page Alarm fault Service required Displays when the
system requires service due to a malfunction. Contact an authorized dealer. All-Wheel Drive
Message Action Clean the Clean Screen windshield. Front Camera Malfunction The system
requires service due to a malfunction. Contact Service Required an authorized dealer. Front

Camera Temporarily The front camera sensor has malfunctioned. Contact an authorized dealer
as soon as possible. Blindspot Not Available The system sensors are blocked. Passenger Door
Ajar The door listed is not completely closed. Rear Left Door Ajar The door listed is not
completely closed. Rear Right Door Ajar The door listed is not completely closed. AdvanceTrac
Off The traction control system status. AdvanceTrac On The traction control system status.
Contact an Available authorized dealer. The system has malfunctioned. Contact an authorized
dealer Malfunction Service as soon as possible. Required Front Camera Tempor- The system
has detected a condition that has caused the arily Not Available system to be temporarily
unavailable. This may Mode not allow some features to operate properly. See Rear Parking Aid
page Check Rear Park Aid The system has detected a condition that requires service. Park
Brake Applied The electric parking brake is set. Park Brake Released You have released the
electric parking brake. Cranking Time Exceeded Displays when the vehicle fails to start. Engine
Start Pending The starter is attempting to start your vehicle. See Using Traction Control page
Traction Control On The status of the traction control system. Spinout Detected A spinout has
occurred and the hazards are on. Mode Transmission Indicat- The transmission is locked and
unable to select gears. The evaporator extracts humidity from the air to help keep Keep the air
intakes in front of the the windows free of mist. The system windshield free from obstruction
such as directs the resulting condensation to the snow or leaves to allow the climate Air
conditioning cools your vehicle using outside air. To improve the time to reach a comfortable
temperature in hot weather, drive with the windows open until you feel cold air through the air
vents. Recirculated air flows through the instrument panel vents, air conditioning automatically
turns on, and the fan automatically adjusts to the highest speed. Air distribution control: Adjust
the control to turn airflow from the windshield, instrument panel, or footwell vents on or off. See
Heated Seats page Defrost: Select to distribute air through the windshield air vents. Air
distribution to the instrument panel and footwell vents turns off. Page Climate Control Climate
controlled seats: Press the button to switch the climate controlled seats on and off. See Climate
Controlled Seats page Heated windshield if equipped : Press the button to clear the heated
windshield of thin ice and fog. Recirculated air: Press the button to switch between outside air
and recirculated air. You can also use this setting to defrost and clear the windshield of a thin
covering of ice. Fan speed control: Adjust the volume of air circulated in the vehicle.
Recirculated air flows through the instrument panel vents, air conditioning automatically turns
on and the fan automatically adjusts to the highest speed. Passenger temperature control:
Adjust the temperature on the passenger side. Note: The maximum difference between driver
and passenger settings may be limited. Page Heating The Interior Quickly Climate Control Note:
To improve air conditioning when Note: At low ambient temperatures with starting your vehicle,
drive with the windows AUTO selected, the air stream is directed slightly open for two to three
minutes. Page Climate Control Note: You must program the time at least Note: The programmed
time is when you 70 minutes before the time you wish to set. To program the fuel operated
parking heater, scroll to: Message Action and Description Page Climate Control 3. Press the
right arrow button. Set the Switching Programmed Functions Off minutes using the up and
down arrow Use the information display controls on buttons. Press the OK button. To switch
the programmed functions off, scroll to: Message Action and Description Guide sleeve unlock
and remove button. Fold button rear seat center only Adjusting the Head Restraint Adjust the
head restraint so that the top of it is level with the top of your head. Raising the Head Restraint
Rear seat center head restraint Pull the head restraint up. To tilt the head restraint, do the
following: a bar to move the seat backward and forward a control to adjust the lumbar of the
seat back a lever to adjust the height of the seat This may result in sudden seat movement,
causing the loss of control of your vehicle. Do not place cargo or any objects behind the
seatback before returning it to the original position. Page Power Lumbar Seats Note: The engine
must be running or the Power Lumbar vehicle must be in accessory mode to activate the seats.
Note: Allow a few seconds for any selection to activate. The seatback and cushion massage
cannot function at the same time. Adjust the seat, exterior mirrors and Note: Pressing any
active memory feature steering column to your desired adjustment control - power seat, mirror,
or position. Touch the cooled seat symbol on the touchscreen to cycle through the various cool
settings and off. More indicator lights indicate cooler settings. Page Cigar Lighter Note: After
you switch the ignition off the power supply will only work for a maximum of 30 minutes. Make
sure that cups placed in the holders do not obstruct your vision while driving. Do not park, idle
or drive your vehicle on dry grass or other dry ground cover. This may take several seconds in
extremely cold conditions. Page Automatic Shutdown Starting and Stopping the Engine Note:
On hybrid vehicles, the green ready Once the vehicle has started, it remains indicator
illuminates letting you know that running until you press the button, even if the vehicle is ready
for driving. Since your the system does not detect a valid key. WARNING Note: After a limited

number of attempts If you smell exhaust fumes inside to start your engine, the system does not
your vehicle, have your vehicle allow you to try again until a period of time checked by your
authorized dealer The system does not have a thermostat. CO2 emissions by shutting down the
engine when your vehicle is idling, for Note: Start-stop also comes with stall example at traffic
lights. The permanent injury. If fuel is swallowed, pressure in an overfilled tank may call a
physician immediately, even if no cause leakage and lead to fuel spray The use of fuels with
metallic compounds such as methylcyclopentadienyl manganese tricarbonyl commonly known
as MMT , which is a manganese-based fuel additive, will impair engine Page Fuel Filler Funnel
Location Fuel and Refueling The use of diesel with a cetane rating of 4-Door 47 or lower could
lead to engine damage that may not be covered by the vehicle Warranty. Some fuel stations
offer fuels posted as Regular Diesel with a cetane rating below 48, particularly in high altitude
areas. If your vehicle is household refuse or the public out of fuel and on a steep slope, more
sewage system. Page Catalytic Converter Fuel and Refueling 5. Page Fuel and Refueling 3. Hold
the fuel nozzle in position B during refueling. Holding the fuel nozzle in Press the flap to open it.
Open the flap position A can affect the flow of fuel fully until it engages. This can cause damage
to the transmission. You can start the engine with the a combination of engine motoring and
gearshift lever in this position. Page Transmission Note: Engine damage may occur if you
maintain excessive engine revving without shifting. SelectShift does not automatically upshift,
even if the engine is approaching the RPM limit. If equipped with the toggle on the gearshift
lever: The system determines when temporary manual control is no longer in use and This
procedure requires you to shift the gearshift lever out of park P causing your vehicle to roll.
Make sure you fully set the parking brake before attempting to release the gearshift lever. Page
Transmission Automatic Transmission Adaptive Learning This feature may increase durability
and provide consistent shift feel over the life of your vehicle. A new vehicle or transmission may
have firm shifts, soft shifts or both. This operation is considered normal and does not affect
function or durability of the transmission. It provides Driving while distracted can result in
maximum braking efficiency as long as you loss of vehicle control, crash and press the pedal.
Note: You may notice various noises when you apply and release the electric parking brake.
Releasing or parking brake if all of the following pressing the switch or pressing the conditions
exist: accelerator pedal will stop the braking Page Hill Start Assist Brakes Pull the switch up
and hold it in this When the system is active, your vehicle position. Drive your vehicle, then
release the pedal. You can switch the system on or off in the information display. The system
remains off until you switch the ignition off. If your vehicle begins to slide, the system applies
the brakes to individual wheels and, when needed, reduces engine power at the same time. If
the wheels spin when accelerating on slippery or loose surfaces, the system reduces engine
power in order to increase traction. See Warning Lamps and Indicators page Page Parking Aids
As you continue the inner your responsibility to drive with due sensors will detect objects
directly behind care and attention. Page Front Parking Aid Parking Aids Note: If the parking aid
sensors are The system detects large objects when misaligned due to vehicle bumper damage
you move the transmission selector lever it will cause reduced performance or false to R
reverse : activation. Front Sensing System The front sensors are active when the transmission
is in any position other than park P. Page Parking Aids Parking Aids Distance Indication are
detected within 12 in 30 cm , or when If Equipped obstacles are detected within 12â€”24 in
30â€”60 cm and are inside the driving path of your vehicle. When you stop your vehicle the
audible warning stops after two seconds and the visual distance indication stops after four
seconds. Page Parking Aids Note: The system always offers the last When the system finds a
suitable space, detected parking space for example, if your it displays a message and a tone
sounds. Page Parking Aids When you think your vehicle is properly Using Active Park Assist parked, or you hear a solid tone from the Perpendicular Parking parking aid accompanied by a
display Press the button located on the message and a chime , bring your vehicle center
console near the gearshift to a complete stop. Page Parking Aids When you think your vehicle
is properly parked, or you hear a solid tone from the parking aid accompanied by a display
message and a chime , bring your vehicle to a complete stop. When automatic steering is
complete, the system displays a message and a tone sounds, indicating that the active park
assist process is finished. Page Rear View Camera Parking Aids The system does not position
the vehicle where I want in the space Your vehicle is rolling in the opposite direction of the
transmission rolling forward with reverse [R] selected. An irregular curb along the parking
space prevents the system from aligning your vehicle properly. This might not provide adequate
coverage as it usually provides in normal operation and some objects might not be seen. In
some vehicles, the guidelines may disappear when you connect the trailer tow connector. Page
Parking Aids Always use caution while reversing. Objects in the red zone are closest to your
vehicle and objects in the green zone are farther away. Objects are getting closer to your

vehicle as they move from the green zone to the yellow or red zones. Use the side view mirrors
and rear view mirror to get better coverage on both sides and rear of the vehicle. The system
uses red, yellow and green highlights that appear on top of the video image when any of the
sensing systems detect an object. Page Cruise Control Cruise Control 2. Take your foot off the
accelerator Cruise control lets you maintain a set pedal. You can use cruise Note: Cruise
control will disengage if the control when your vehicle speed is greater vehicle speed decreases
more than 10 mph Electronic WARNINGS aftermarket trailer brakes do not function Always pay
close attention to properly when you switch on the system changing road conditions, especially
because the brakes are electronically when using adaptive cruise control. When the system
detects a vehicle in front of you, it will be displayed above the horizontal bars. Use the steering
wheel controls to operate the system. Note: When adaptive cruise control is active, the set
speed displayed in the information display may vary slightly from Switching the System On the
speedometer. Page Cruise Control Setting the Gap Note: It is your responsibility to select a gap
appropriate to the driving conditions. The selected gap appears in the information display as
shown by the bars in the graphic. Five gap settings are Gap decrease. Page Cruise Control
Overriding the System Hilly Condition Usage You should select a lower gear position WARNING
when the system is active in situations Whenever the driver is overriding the such as prolonged
downhill driving on system by pressing the accelerator steep grades, for example in
mountainous pedal, the system does not areas. You should stay alert and intervene if
necessary. If something hits the front of your vehicle or damage occurs, the radar-sensing zone
may change. This could cause missed or false vehicle detections. Cause Action The surface of
the radar in the grille is dirty Clean the grille surface in front of the radar or obstructed in some
way. If the sensor becomes blocked the system may not function. The system is designed to
alert you if it detects that you are becoming drowsy or Take regular rest breaks as required if
your driving deteriorates. At all times you are responsible for Alertness level is fine, no rest
required. Page Driving Aids Note: The system may assist you when Press the button twice to
switch the driving on fast main roads and freeways. Press the button once to switch the system
off. Note: The system may not operate during hard braking or acceleration and when you
Setting the Steering Wheel Vibration are intentionally steering your vehicle. The detected by the
sensor. If your replacement for using the mirrors or vehicle is rolling backwards and the looking
over your shoulder before transmission is not in reverse R then Cross changing lanes. Page
Driving Aids Cross Traffic Alert also sounds a series of Zone coverage also decreases when
tones and a message appears in the parking at shallow angles. Here, the left information display
indicating a vehicle is sensor is mostly obstructed; zone coverage coming from the right or left.
Page Driving Aids Reasons for messages being displayed The radar Clean the fascia area in
front surface is of the radar or remove the dirty or obstruction. System, you will not receive
alerts and the Note: Always fit Ford original parts when information display will display a
system replacing headlamp bulbs. Other bulbs may off message. Page Driving Aids Note: Keep
the windshield free from System Display obstructions such as bird droppings, insects and snow
or ice. Note: The system may not detect all traffic signs and may read signs incorrectly. Note:
The system is designed to automatically detect traffic signs meeting the Vienna convention. Do
not carry out windshield repairs in front of the sensor. Failure to You are responsible for
controlling your vehicle at all times. Page Driving Aids Distance Alert If the distance to the lead
vehicle is small, the red warning light illuminates in the windshield. Note: The red light bar is
smaller and does not flash when Distance Alert is active. Alert: When activated, a red warning
light flashes, an audible warning chime sounds and a warning message shows in the
information display. Page Driving Aids Cause Action Clean the grille surface in front of the radar
The surface of the radar in the grille is dirty or remove the object causing the obstruc- or
obstructed in some way. Wait a short time. It may take several The surface of the radar in the
grille is clean minutes for the radar to detect that there but the message remains in the display.
Your steering effort decreases and the Driver select suspension delivers a unique suspension
movement is more fluid. Page Driving Aids Note: The Drive Control has diagnostic checks that
continuously monitor the system to ensure proper operation. Certain types of system errors will
gray out the mode selections within the information display, preventing you from changing
states when the gear position is changed. Other types of errors will produce a temporary
message that states a malfunction. Make sure that you secure all loose items properly. Place
luggage and other loads as low and as far forward as possible within the luggage or loadspace.
Page Luggage Covers Load Carrying 3. Tighten the belts. Removing the net Pull out the cover
until it locks. Release the belts. Remove the net from the luggage anchor points. Release it from
the retaining points by 3. Remove the upper bars. When using the roof rack system, we
recommend you use Ford genuine accessory crossbars designed specifically for your vehicle.
To reduce fuel consumption, remove cross Stow the luggage cover beneath the rails when not

in use. If you install it the wrong two load retaining fixtures and 66 lb way, it may not hold the
box in place in the 30 kg on one. Page Dog Guard Load Carrying Installing behind the front
seats Push the ends of the bar on the grille toward each other and insert them into the retainers
on the roof. Push the bar forward into the narrow section of the retainers. Secure the load
bracket with the two wing nuts. Attach the grille to the lower bar with the supplied handwheels.
Do not tighten the handwheels. Push the ends of the bar on the grille toward each other and
insert them into the retainers on the roof. Page Load Carrying Load Carrying 2. Remove two
screws from each of the luggage anchor points. See Luggage Anchor Points page Attach the
lower bar to the grille with the supplied handwheels. Attach the dog guard lower bar to the
luggage anchor points and secure with the new supplied screws. See an arm in the stowed
position when you are authorized dealer for further information. In addition, consider local
regulations and insurance terms. In the event of a vehicle breakdown, disconnect the trailer
before towing 2. Rear Towing Eye The recovery hook is in the spare wheel well. Remove the
cover and install the towing eye. You must carry the towing eye in your vehicle at all times.
Page Emergency Towing Towing Emergency Towing You must use a tow rope or rigid towing
bar that is of the correct strength for the If your vehicle is disabled without access weight of the
towing vehicle and the to wheel dollies, a car-hauling trailer, or a vehicle that is being towed.
See Gauges Tires page The New tires need to be run-in for distance you can travel depends on
approximately miles Never drive through water Adjust your vehicle speed and the distance that
is higher than the bottom of the front to other vehicles without the need for rocker area of your
vehicle. Floor mats must be properly secured to both retention posts to make sure mats do not
shift out of position. Page Roadside Emergencies The hazard warning button is located on
increase the risk of fire and serious the instrument panel. Use it when your injury. Ford Motor
Company recommends vehicle is creating a safety hazard for other that the fuel system be
inspected by an motorists. Once your vehicle determines that the systems are safe, then the
vehicle will allow you to restart. Rear wipers. Back of console auxiliary power point. Powertrain
control module. Page Fuses Fuse or relay number Fuse amp rating Protected components â€”
Powertrain control module relay. Driver front auxiliary power point. Console auxiliary power
point. Auxiliary power point. Electric steering column lock. Fuel operated heater remote control.
Not used spare. Micro fuse. Dual micro fuse. M-type fuse. Release the two latches, located on
Power Distribution Box - Bottom both sides of the fuse box. Diesel vaporizer. Cooling fan.
Cooling fan DW10F and 2. Left-hand heated windshield element. Body control module. Auxiliary
heater. Front heated seat. Right-hand heated windshield element. Heated rear window. Anti-lock
brake system. Passenger seat. Rear heated seat. Fuel fire heater. J-type fuse. Glove box lamp.
Vanity lamp. Dome lamp. Luggage compartment lamp. Page Fuses Fuse or relay number Fuse
amp rating Protected components Driver seat lower back support. Power exterior mirrors.
Driver door unlock. Anti-theft alarm horn. Power liftgate module. Combined security module.
Delayed accessory power. Driver door window. Driver door mirror. Front passenger door
window. Front passenger door mirror. Audio amplifier. Rear driver side door window. Rear
passenger side door window. See Tire maintain its roadworthiness and resale Pressures page
See Wheels and Tires authorized repairers that are there to help page Page Closing The Hood
Maintenance 4. Open the hood. The hood strut 3. Move the catch to the left. Closing the Hood
Lower the hood until it engages on to the secondary latch. Firmly push down on the front of the
hood to close it fully. Page Under Hood Overview - 1. See Engine Coolant Check page Brake and
clutch fluid reservoir right-hand drive. See Brake and Clutch Fluid Check page Engine oil
dipstick. See Engine Oil Dipstick page Engine oil filler cap. See Engine Oil Check page Page
Under Hood Overview - 2. Page Engine Oil Dipstick - 1. Maximum Maximum. Check the oil level
before starting the engine, or switch the engine off and wait 10 minutes for the oil to drain into
the oil pan. Page Engine Coolant Check Remove the engine oil filler cap. Add engine oil that
meets Ford Make sure that the coolant level is specifications. A fluid level outside of the a
transmission fluid dipstick. You must replace the battery with one of Changing the Front Wiper
Blades exactly the same specification. Page Removing A Headlamp Maintenance 2. Press the
locking buttons together. Rotate and remove the wiper blade. Install in the reverse order. Note:
Make sure that the wiper blade locks into place. Lower the wiper arm and blade back to the
windshield. The wiper arms will 2. Page Maintenance Note: To remove push pins, use a
flat-bladed screwdriver to pull up the center release pin. Make sure the headlamp control is in
the off position and open the hood. Remove the six push pins securing the front fascia to the
front trim cover. From the front of the vehicle, gently pull the front bumper cover forward 4 You
must remove the headlamp assembly inches 10 centimeters by grasping it prior to replacing
any bulb. See Bulb next to the headlamp to be serviced Specification Chart page Turn the bulb
holder counterclockwise and remove it. Remove Rear Lamp Assembly, 4-door 4. Disconnect the
electrical connector. Note: You cannot separate the bulb from the bulb holder. Headlamp High

Beam Remove the headlamp. Gently pull the lamp assembly away from the vehicle. Turn the
bulb holder counterclockwise and remove the bulb holder. Remove the bulb from the bulb
holder. Bulb 2. Remove the lamp. Remove the bulb. Central high mounted brake lamp. Daytime
running lamps. Front direction indicator. Map lamp. Note: LED lamps are not serviceable. See
an authorized dealer if they fail. Note: If you use a car wash with a waxing cycle, make sure that
you remove the wax Body Paintwork Preservation from the windshield and the wiper blades.
Page Cleaning The Interior Vehicle Care Note: Do not use razor blades or other Remove
particles such as bird droppings, sharp objects to clean or remove decals tree sap, insect
deposits, tar spots, road from the inside of the heated rear window. Page Vehicle Care We
recommend that you use Ford service wheel cleaner. Using other non-recommended cleaning
products can result in severe and permanent cosmetic damage. Do not use the temporary
mobility Check and set the tire pressure at the kit to repair the sidewall of a ambient
temperature in which you are damaged tire. Avoid contact with skin or it was supplied. If this
happens, rinse the affected areas immediately with plenty of water and contact a physician.
Remove the valve cap from the damaged tire. Remove the protective cap A from the sealant
bottle hose and screw the hose firmly onto the valve of the damaged tire. Make sure that the
compressor switch F is in position 0. If the tire pressure is less than the the tire valve, the
pressure may rise up to recommended pressure, repeat steps 87 psi 6 bar but will drop again
after about 13 to 16 and steps 1 to 5 Checking the 30 seconds. Page Using Winter Tires Wheels
and Tires To make sure the front and rear tires of Only use snow chains of 10 millimeters or
your vehicle wear evenly and last longer, smaller. Page Wheels and Tires As a driver assistance
feature, your vehicle replacing one or more tires or wheels on has a tire pressure monitoring
system. A your vehicle. Make sure the replacement warning lamp will illuminate when one or
tires or wheels allow the system to more of the tires are significantly continue to function
correctly. If you need to replace a road wheel and When You Believe the System is Not tire with
the temporary spare wheel, the Operating Correctly system will continue to identify a defect.
Page Wheels and Tires Tire Pressure Monitoring System The tires need to be periodically
rotated Reset Procedure to provide consistent performance and maximum tire life, the system
needs to Overview know when the tires have been rotated to determine which set of tires are on
the You must carry out the system reset front and rear axles. Lug Nuts Vehicle Jack You can
obtain a replacement locking lug WARNINGS nut key and replacement locking lug nuts The
vehicle jack supplied with your from your dealer using the reference vehicle should only be
used when number certificate. Page Wheels and Tires Emergency use only Maintenance
Indentations in the sills show the location of the jacking points. Set up a warning triangle. Make
sure that your vehicle is on firm, level ground with the wheels pointing straight ahead. Jack up
your vehicle until the tire is clear of the ground. Remove the lug nuts and the wheel. Page
Wheels and Tires Note: Make sure the wheel and hub contact 4. Partially tighten the lug nuts in
the surfaces are free from foreign matter. Lower your vehicle and remove the Note: Make sure
that the cones on the lug jack. Note: The information shown on your vehicle identification plate
is dependent upon market requirements. Model Variant Engine designation It is also shown on
the left-hand side of the instrument panel. Page Capacities And Specifications Using oils other
than the one specified can The engine has been designed to be used result in longer engine
cranking periods, with Castrol and Ford Engine Oil, which reduced engine performance,
reduced fuel gives a fuel economy benefit while economy and increased emission levels. Page
Capacities And Specifications - 1. Page Capacities And Specifications - 2. Page Note: Do not
use more than 0. Page Using oils other than the one specified can The engine has been
designed to be used result in longer engine cranking periods, with Castrol and Ford Engine Oil,
which reduced engine performance, reduced fuel gives a fuel economy benefit while economy
and increased emission levels. Press the function buttons below the radio screen to select
on-screen options of Repeat or Shuffle. Use the up and down arrow buttons to select the
various settings. When you make your selection, press the left and right arrow buttons to
change the settings. CD slot: Insert a CD. The system stops at the first station up the band.
Press and hold the button to move quickly to the next strong radio station. In CD mode, press
this button to select the next track. Page Audio System Power: Press this button to switch the
system off and on. Eject: Press this button to eject a CD. VOL: Turn the control to adjust the
volume. Radio Text Select to display extra information such as artist name. Alternative
Frequency With the alternative frequency option active, the system re-tunes to a different
frequency with better reception for the same station. Occupancy Mode Select to optimize sound
quality for the chosen seating position. Note: Coverage differs from region to region Selecting
Radio Band and influences the quality of reception. Press the left arrow button to display Press
function button 2. Press the left or right arrow button to 3. A message appears when the Store
the portable music player in a radio station has been stored. The secure location, such as the

center system mutes momentarily as console or the glove box, when your confirmation. Page
Usb Port Audio System 5. Switch your portable music player on and adjust its volume to half its
maximum level. You should hear music from your device even if it is low. Adjust the volume on
your portable music player until it reaches the volume level of the FM station or CD. The log
profile and other Driving while distracted can result in system data may be used to improve the
loss of vehicle control, crash and system and help diagnose any problems injury. Page Initiating
A Voice Session SYNC Before giving a voice command, wait for You can interrupt the system at
any time the system announcement to finish while it is speaking by pressing the voice followed
by a single beep. Any command button. You can also cancel a voice session spoken before this
does not register with at any time by pressing and holding the the system. Press the voice
button. When prompted: Confirmation prompts are short questions the system asks when it is
not sure of your request or when there is more than one possible response to your request.
Page Using Sync With Your Phone The display indicates when the pairing is compatibility, refer
to your device's manual successful. Depending on your cell phone's capability and your market,
the system may prompt Pairing a Cell Phone For the First When a message to begin pairing
show your cell phone's battery appears in the audio display, search for charge level and signal
strength. SYNC on your device to start the pairing process. Page Making A Call SYNC
Command turn ringer on silent mode off turn ringer off silent mode [on] Words in parentheses
or brackets are optional and do not have to be spoken for the system to understand the
command. Making a Call Press the voice button and when prompted say either: Command
Press the OK button again when the desired selection appears in the audio display. Press the
OK button or dial button to call the selection. Call history Access your call history log. Select
the option for more. Call history Access any previously dialed, received or missed calls. Press
the OK button to select. Call sender Press the OK button to call the sender of the message.
Forward msg. Press the OK button to forward the message to anyone in your phonebook or call
history. These are cell phone dependent features. Scroll until the phone settings option Your
cell phone settings allow you to appears, then press the OK button. Refer to your device's
manual on how to push contacts. Press the OK button to add more contacts from your
phonebook. Delete When a message asking you to delete appears, select the option to confirm.
Wait until the PIN appears on the phone display. Compare the PIN on the phone with the PIN
shown in the audio display and accept the request on the phones and the vehicles display. The
display indicates when the pairing is successful. Select this option then press the OK button to
change the option's status. Set defaults This selection does not erase your indexed information
phonebook, call history, text messages and paired devices. Failure to do so may cause serious
Note: Before selecting this feature, you Assistance can call the local emergency services.
Ukraine, Moldova and Russia. Note: During an Emergency Assistance call, Visit the regional
Ford website for the an emergency priority screen appears which latest details. Once an app is
running through SYNC, Page Data is sent to Ford in the United States through the connected
device. This includes through the connected device. There are three possible statuses: You can
view the current status of an app Message Description and Action Update needed The system
has detected a new app requiring authorization or a general permissions update is required.
Up-to-date No update is required. When indexing is complete, the screen returns to the
playback menu. Choose from the following: Message Play all Playlists Page SYNC Then any of
the following: Voice Command play pause play all play [artist] play [album] play [genre] [play]
next track play [playlist] [play] previous track play [song track title file] repeat off repeat one
[on] browse search show album browse search show artist browse search show genre browse
search show playlist Message Description and Action Options Page SYNC If there are no media
files to access, the are media files, you have the following display indicates there is no media. If
there options to scroll through and select: Message Description and Action Play all Play all
indexed media files from your playing device one at a time in numerical order. Your Phone page
To check your cell phone's compatibility, visit the regional Ford website. Cell phone issues
Issue Possible cause Possible solution A lot of back You must switch on your cell phone and
the automatic phonebook download feature on SYNC. Try pushing your phonebook contacts to
SYNC by selecting the option to add. Make sure you are using the manufacturer's I am having
cable. You may be using the saying. The system generates voice SYNC offers several new voice
control prompts and features for a wide range of languages. SYNC uses text-to- the pronunciDialing a contact name directly from the speech voice prompt The country where you selected
for the bought your vehicle dictates the four instrument languages based on the most popular
cluster and languages spoken. Page Some apps require you to register or login on the app on
the phone before using them with AppLink. My phone is Page Force close or uninstall the apps
you do not some of the have a limited number of want SYNC to find. Your primary responsibility
is the safe operation of your vehicle. Page SYNC This system uses a four-corner strategy to

Message provide quick access to several vehicle features and settings. The touchscreen
Intersection provides easy interaction with your cellular City Center phone, multimedia, climate
control and navigation system. Your features may also be limited depending on your market.
Page Support For further support, contact an authorized dealer. For more information, visit the
regional Ford website. See your device's user guide for further Driving while distracted can
result in information. They are generally system creates a profile that links to that accessible in
your vehicle only when you cell phone. You can use your steering wheel controls to view and
make minor adjustments to active modes without taking your hands off the wheel. For example,
this can The voice command system has a dual be used when entering a street address or
mode feature which allows you to switch trying to call a contact from a cell phone between
using voice commands and Page SYNC Clock display, sound and vehicle settings as well as
access settings for specific modes or Under this menu, you can set the the help feature. Auto
Dim When set to On, lets you use the automatic dimming feature. When set to Off you are able
to adjust the brightness of the screen. Brightness Make the screen display brighter or dimmer.
Vehicle To make adjustments using the touchscreen, select: Menu Item When you switch this
feature on, ambient To make adjustments using the touchscreen, select: Menu Item Action and
Description Settings Press the settings icon. Master Reset Select to restore factory defaults.
This erases all personal settings and personal data. Media Player Then select from the
following: Autoplay When this feature is on, the system automatically switches to the media
source upon initial connection. This allows you to listen to music during the indexing process.
Switch the Parking POI notification on and off. Route Pref- Select shortest route, fastest route or
ecological route as your preferred erences route. Have the system display weather warning
icons. Have the system display where there may be reduced visibility. Have the system display
icons to recommend switching on your radio for traffic announcements. Select to make your
connection profile with the personal area network or to switch off your connection. You can
also choose to adjust your settings or have the system always connect, never connect when
roaming, or query on connect. This forms the local area network within your vehicle for things,
such as game playing, file transfer and internet browsing. Edit Select to access your phonebook and then select the desired contacts. Memory Presets Save a station by pressing and
holding one of the memory preset areas. If you press the info button a second time When the
info button is pressed, the the radio station name is displayed again. Press the voice button and
when prompted say: Voice command Radio Then you can say a command similar to the
following: Say a frequency or preset. Say a frequency or preset. Shuffle Touch this button to
play the tracks or entire albums in random order, or switch the feature off if already on. See
Media Hub page To remove the SD card, press the card in and the system ejects it. Shuffle
Touch this button to play music on the selected album or folder in random order. Update Media
Index Indexes your device when you connect it for the first time and each time the content
changes for example adding or removing tracks to make sure you have the latest voice
commands available for all media on the device. The jack only works portable music player until
correctly with devices that have a it reaches the level of the headphone output with a volume FM
station by switching control. For more information on your cell phone's capability, see your cell
phone's manual and visit the website. Making Calls To reject the call, select: Menu Item Press
the voice button and say a command similar to the following: Reject See Text phonebook. The
system Messaging later in this places the entries in alpha- section. Delete Note: Downloading
and sending text Delete All messages using Bluetooth are cell phone-dependent features.
Select to make your connection profile with the personal area network or to turn off your
connection. If your vehicle is equipped with Notifications Navigation, press the Information
button to access If your vehicle is equipped with these features. If your vehicle is not
Navigation, touch the I equipped with Navigation, press the corner Information button to access
of the touchscreen with the green tab. Page SYNC In the event of a collision which deploys an
airbag or activates the fuel pump shut-off, the system may contact the emergency services
including call center Display Options through a paired and connected mobile phone. The
emergency services operator If you switch on this feature, a confirmation contacts the relevant
police agency and message appears in the display when your Visit the regional Ford website for
information when available to details. Page Albania, Belarus, Bosnia and Assistance.
Emergency Assistance may not work Visit the regional Ford website for latest details. Touch the
lower right corner on the Note: You can switch temperature units touchscreen to access your
climate control between Fahrenheit and Celsius. See features. Depending on your vehicle line
Settings page When prompted, say any of the following or a similar command: Voice commands
Climate On Climate Off Set temperature Adjust the temperature to between For an address
destination entry, press: Menu Item Action and Description Pressing the this button makes the
address location appear on the map. During route guidance, you can press the talking bubble

icon that appears in the upper right navigation corner green bar if you want the system to repeat
route guid- ance information. When parking point of interest notification is on, the icons display
on the map when you get close to your destination. Automatic Have the system reroute you to
avoid traffic incidents that develop and impact the current route. The the northern direction to
be slower your vehicle is traveling, the farther upward on the screen. You can only save one
address from the Address Next maneuver point indicates Book as your Home entry. You cannot
the location of the next turn on the change this icon. If you find map data Access these features
when a route is errors, you may report them directly to active: HERE by going to www. HERE
evaluates all reported map errors and Menu Item responds with the result of their investigation
by e-mail. Page Sync Troubleshooting The To check your cell phone's compatibility, system
displays an visit the regional Ford website. Cell phone issues Issue Possible cause Possible
solution The system If the missing contacts are stored on your says "Phone- SIM card, try
moving them to your cell book down- phone's memory. Repeat these steps for every other Sync
vehicle you are connected to. Page e. Page Information required to distract your attention away
from the road and remove your hands from This system Ford SYNC contains software the
wheel. Keep the volume at a level suggestions if doing so would result in an where you can still
hear outside traffic and unsafe or illegal maneuver, if you would be emergency signals while
driving. Page Appendices conditions, all of whom shall also be bound You agree to indemnify
and hold Telenav by this Agreement. Additionally, all of your harmless against all claims
resulting from account information, as well as other any dangerous or otherwise inappropriate
payment and personal information use of the Telenav Software in any moving provided by you
to Telenav directly or If you desire to terms. You agree to comply with the withdraw your
consent to receive Notices following additional terms and conditions, electronically, you must
discontinue your Page Appendices 9. Page Appendices B. Canada Data. Page Appendices 2.
Copyright Notice: In connection with either express or implied, arising by each copy of all or
any portion of the law or otherwise, including but not Data for the Territory of Canada, Client
limited to, effectiveness, complete- shall affix in a conspicuous manner the ness, accuracy or
fitness for a following copyright notice on at least particular purpose. Page Appendices A. Third
Party Notices. Any and all copies II. Europe Territory written consent from Kartografie a.
Lithuania, E. Respective Country Distribution. Gracenote Software, copyright personal,
non-commercial use only. Page Index Automatic Transmission Page Index Changing the 12V
Battery Page Index Fuse Specification Chart Page Index Information Messages Page Index
Locking and Unlocking Page Index Phone Page Index Towing a Trailer Page Index Indicator
Page CGen Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

