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Play Now. Start by checking the "Possible Causes" listed above. Visually inspect the related
wiring harness and connectors. Check for damaged components and look for broken, bent,
pushed out, or corroded connector's pins. The auto repair's diagnosis time and labor rates vary
by location, vehicle's make and model, and even your engine type. How much do you know
about cars? Take the AutoCodes. When is the code detected? The response of the voltage
signal from the sensor takes more than the specified time. It detects the amount of oxygen in
the exhaust gas compared to the outside air. The heated oxygen sensor 1 has a closed-end tube
made of ceramic zirconia. The zirconia generates voltage from approximately 1V in richer
conditions to 0V in leaner conditions. The ECM adjusts the injection pulse duration to achieve
the ideal air-fuel ratio. Lean 0. Get Access to Factory Service Manuals. Need more help? Get the
P Toyota Corolla code diagnosed by a professional: Find a repair shop in your area. Why is the
Engine Light ON? Repair Importance Level: 2. Play Now. Start by checking the "Possible
Causes" listed above. Visually inspect the related wiring harness and connectors. Check for
damaged components and look for broken, bent, pushed out, or corroded connector's pins.
Tech Notes What does this mean? The auto repair's diagnosis time and labor rates vary by
location, vehicle's make and model, and even your engine type. How much do you know about
cars? Take the AutoCodes. When is the code detected? The response of the voltage signal from
the sensor takes more than the specified time. It detects the amount of oxygen in the exhaust
gas compared to the outside air. The heated oxygen sensor 1 has a closed-end tube made of
ceramic zirconia. The zirconia generates voltage from approximately 1V in richer conditions to
0V in leaner conditions. The ECM adjusts the injection pulse duration to achieve the ideal
air-fuel ratio. The ideal air-fuel ratio occurs near the radical change from 1V to 0V. Get Access to
Factory Service Manuals. Need more help? Get the P Toyota code diagnosed by a professional:
Find a repair shop in your area. Why is the Engine Light ON? Repair Importance Level: 2. Play
Now. What does this mean? Check the "Possible Causes" listed above. Visually inspect the
related wiring harness and connectors. Check for damaged components and look for broken,
bent, pushed out, or corroded connector's pins. How much do you know about cars? Take the
AutoCodes. The auto repair's diagnosis time and labor rates vary by location, vehicle's make
and model, and even your engine type. When is the code detected? The response of the voltage
signal from the sensor takes more than the specified time. It detects the amount of oxygen in
the exhaust gas compared to the outside air. The heated oxygen sensor 1 has a closed-end tube
made of ceramic zirconia. The zirconia generates voltage from approximately 1V in richer
conditions to 0V in leaner conditions. The ECM adjusts the injection pulse duration to achieve
the ideal air-fuel ratio. Lean 0. Get Access to Factory Service Manuals. Need more help? Get the
P Toyota Corolla code diagnosed by a professional: Find a repair shop in your area. Why is the
Engine Light ON? Comments Help us improve AutoCodes. Leave a comment below or tell us if
the information above help you fix the code. What are the symptoms on your vehicle for the P
Toyota Corolla code? Have you replaced any parts? Any information is appreciated. Repair
Importance Level: 2. Home - About AutoCodes. Posted and Edit by AutoCodes. The code is
triggered when there is an issue with the response time from the oxygen O2 sensor when
switching voltage levels. When the Oxygen sensor is taking too long to respond, then the ECM
can no longer depend on that information to manage the mixture. There are also some less
likely problems that can cause P Typically, the only symptom of P is going to be the service
engine soon light. In some cases, there can be other symptoms as well. These symptoms
include:. But, like anything that causes the service engine soon light to come on it is a good
idea to have it fixed as soon as possible. Here are the most common issues that cause the P
code in the Toyota Corolla. They are presented in order somewhat of most to least likely to
cause the problem. It is possible to diagnose the P with a multimeter. If the light comes on, even
for a second, you know that you have a short circuit causing the P trouble code. Good luck
finding whatever caused P in your Toyota Corolla. If you have anything that you would like to
add, please feel free to leave a comment below. Toyota Corolla P Symptoms Typically, the only
symptom of P is going to be the service engine soon light. A poor air fuel mixture going through
the catalytic converter can cause damage to it eventually. Bad Oxygen Sensor â€” The O2
sensor itself is one of the most likely reasons that P is triggering your service engine soon light.
See directly below. They are relatively affordable at Autozone or Amazon. Wiring Harness
Issues â€” The wiring that goes to the front and rear oxygen sensors is very susceptible to
damage. This is due to the fact that O2 sensors are under the chassis where they are subject to
punishment from road debris, and they are subjected to a lot of exhaust heat. Damage to the
Terminal â€” The terminal that the oxygen sensor connects to the plug is also relatively
susceptible to damage. Wrong O2 Sensor â€” If you are getting P after having recently replaced
your Oxygen sensor, it may be that the replacement is wrong or bad. Corolla P Diagnosis It is
possible to diagnose the P with a multimeter. Conclusion Good luck finding whatever caused P

in your Toyota Corolla. This article describes how to replace the upstream O2 sensor which
eliminates the p p error codes on a Toyota Corolla. I was getting a check engine light with error
code p and p in the Toyota Corolla CE with manual transmission. This description also applies
to , , , , and Toyota Corollas. Note: PracticalMechanic. If you buy through links on our site, we
may earn an affiliate commission â€” at no cost to you. Thank you for your help keeping this
site active. It turns out that these error codes refer to the upstream oxygen sensor not
responding and replacing the faulty o2 sensor will fix the problem. Issues with the downstream
oxygen sensor are usually accompanied by a P error code. Remove the old O2 sensor. Initially, I
took out the old one and sprayed it with throttle body cleaner, sanded off the roughness, and
reinstalled. I reset the error code, and hoped this would solve the problem, but unfortunately it
came back the next day. So bought a new one and replaced it. This is the o2 sensor replaced
that fixed the problem. Want to save money on Corolla maintenance? Click here for more
money-saving DIY articles! Like Like. Donald, Good question, I must have spaced out and forgot
to list that in the article for some reason I will update that. The wrench size to get it out is 22mm.
Thanks for letting me know to include that! You are commenting using your WordPress. You are
commenting using your Google account. You are commenting using your Twitter account. You
are commenting using your Facebook account. Notify me of new comments via email. Notify me
of new posts via email. Search for: Search. What Causes a p and p Error Code? Tools and
supplies needed: flat screwdriver 12mm socket 22mm wrench oxygen o2 sensor Steps to Fix P
and P Error Codes First, locate the upstream o2 sensor. Open the hood, it is near the back
against the firewall. Use a flat screwdriver to pull up the tab and unplug it. Had to remove the
heat baffle 4 bolts 12 mm to get at the place to unscrew the old sensor. Turn it
counter-clockwise in order to loosen and remove the sensor. Error code stays off now. These
error codes have not returned. Thanks for reading, and I hope someone out there finds this
helpful! Rich Tools and supplies used in this article: flat screwdriver 12mm socket 22mm
wrench oxygen o2 sensor Want to save money on Corolla maintenance? Like this: Like Loading
Richard Like Like. Leave a Reply Cancel reply Enter your comment here Fill in your details
below or click an icon to log in:. Email Address never made public. Post was not sent - check
your email addresses! Sorry, your blog cannot share posts by email.

