P0826 nissan altima

Manual mode switch is installed in CVT control device. The manual mode switch sends shift up
and shift down switch signals to TCM. Then manual mode switch position is indicated on the
CVT position indicator. Check continuity between CVT device harness connector M23 A
terminal 1, 2, 3 and 5 and combination meter harness connector M24 B terminal 40, 38, 39 and
Check manual mode switch. Is the inspection result normal? Refer to TM, "Exploded View".
Noise The following noise results from variations in field strength, such as fading noise and
multi-path noise, or external noise from trains and oth Description Manual mode switch is
installed in CVT control device. Then wait at least 10 seconds before performing the next test.
Turn ignition switch ON. Drive vehicle and maintain the following conditions for at least 2
consecutive seconds. Refer to GI, "Intermittent Incident". Diagnosis Procedure 1. Turn ignition
switch OFF. Disconnect CVT device harness connector and combination meter harness
connector. Check voltage between CVT device harness connector M23 terminal 4 and ground.
Component Inspection Manual Mode Switch 1. P pressure control solenoid B electrical sec
pressure solenoid valve Description The pressure control solenoid valve B secondary pressure
solenoid valve regulates the oil pump discharge pressure to suit the driving condition in
response to a signal sent from the P transmission fluid pressure sensor A sec pressure sensor
Description The transmission fluid pressure sensor A secondary pressure sensor detects
secondary pressure of CVT and sends TCM the signal. This can happen for multiple reasons
and a mechanic needs to diagnose the specific cause for this code to be triggered in your
situation. This circuit includes the switch, wiring, connectors, and mode actuator, and is used
on vehicles that have manually shiftable automatic transmissions. Related codes include P and
P The mechanic should keep in mind that some vehicles require multiple failure cycles in order
for the check engine light to come on, while the check engine light in some vehicles does not
illuminate at all. The most common symptom of a P trouble code is a disabled manual shifter.
Another common indicator of a P trouble code is for the transmission control module TCM to
place the transmission in Limp-in mode, leading to harsh shifting on the part of the
transmission and the inability of the torque converter to operate properly. In addition, when a P
trouble code is stored, the overdrive light might also flash. The mechanic must also perform the
following:. While you can drive with a stored P trouble code, the transmission problems caused
by the issues that cause this code can make it more difficult, if not impossible, to drive a
vehicle. YourMechanic offers certified mobile mechanics who will come to your home or office
to diagnose and repair your vehicle. Get a quote and book an appointment online or speak to a
service advisor at With YourMechanic you can skip the auto shop altogether. They send
certified and screened mechanics straight to your door and enable you to save big on car repair
and maintenance. Cost of diagnosing the P code. No more waiting rooms! Our mechanics will
come to you to diagnose and fix the P code. Recent Check Engine Light is on Inspection
reviews. Excellent Rating. Rating Summary. Kevin 24 years of experience. Request Kevin. He is
a very knowledgeable Mechanic, and told me where exactly to get my exhaust leak fix. Very
honest and thorough Mechanic. Raymond 27 years of experience. Request Raymond. Raymond
is an excellent mechanic, I feel he is very honest and trustworthy. I would recommend him to
everyone. Diana 18 years of experience. Request Diana. Fantastic service. Super knowledgeable
and courteous. Something you don't get in the brick and mortar shops. Rusty 23 years of
experience. Request Rusty. Rusty was knowledgeable, friendly, and helpful. He took the time to
talk with me about my car and the various repair options I should consider. Highly
recommended, and would use him again with high confidence. More related articles. Please
note that P is a generic code, Read more. What the P code means The powertrain control
module has found that the crankshaft position sensor, or CPS, is not The 2nd clutch
transmission pressure switch is installed in the hydraulic pressure circuit to the 2nd clutch.
Check Engine Light with code P There are a number of symptoms that may accompany a P
code, it may be that your car will stall at stop lights, or have trouble shifting, or you may not
notice anything at all except your gas mileage is If the voltage is low at the Browse other
content. How can we help? Read FAQ. Tomorrow at 9 AM. This page is for personal,
non-commercial use. This circuit includes the switch, wiring, connectors, and mode actuator,
and is used on vehicles that have manually shiftable automatic transmissions. Related codes
include P and P The mechanic should keep in mind that some vehicles require multiple failure
cycles in order for the check engine light to come on, while the check engine light in some
vehicles does not illuminate at all. The most common symptom of a P trouble code is a disabled
manual shifter. Another common indicator of a P trouble code is for the transmission control
module TCM to place the transmission in Limp-in mode, leading to harsh shifting on the part of
the transmission and the inability of the torque converter to operate properly. In addition, when
a P trouble code is stored, the overdrive light might also flash. The mechanic must also perform
the following:. While you can drive with a stored P trouble code, the transmission problems

caused by the issues that cause this code can make it more difficult, if not impossible, to drive a
vehicle. To repair a P trouble code the mechanic must do the following:. YourMechanic offers
certified mobile mechanics who will come to your home or office to diagnose and repair your
vehicle. Get a quote and book an appointment online or speak to a service advisor at This
article originally appeared on YourMechanic. Autoblog is partnering with YourMechanic to bring
many of the repair and maintenance services you need right to you. Get service at your home or
office 7 days a week with fair and transparent pricing. We get it. Ads can be annoying. But ads
are also how we keep the garage doors open and the lights on here at Autoblog - and keep our
stories free for you and for everyone. And free is good, right? If you'd be so kind as to allow our
site, we promise to keep bringing you great content. Thanks for that. And thanks for reading
Autoblog. Share 0 Comments. What causes the P code? What are the symptoms of the P code?
How does a mechanic diagnose the P code? If everything appears in working order, connect the
scanner to the diagnostic connector and download all freeze frame data and stored trouble
codes to help in further diagnosis. Clear the code and see if it returns upon testing the system.
If either is open, disconnect all related control modules before testing the continuity and
resistance of all circuits. Disconnecting the modules helps prevent damage from a misplaced
probe when checking the circuits. Clear the code and retest the system, using the scanner to
manually activate the upshift switch. If the code returns, disconnect and test the PCM for fault.
Clear the code once again and test the system to see if the trouble code returns. How serious is
the P code? What repairs can fix the P code? To repair a P trouble code the mechanic must do
the following: Replace any faulty, damaged, or defective wiring, connectors, or components. If
any of the related circuits, connectors, and components test as faulty, replace them as well.
Replace the upshift solenoid if it is not working properly. Though rare, a faulty PCM can also
cause this trouble code storage. Replace the PCM if it is found to be bad. Need help with a P
code? Ownership trouble codes obd ii. Sign in to post. X Sign in to post Please sign in to leave
a comment. View More. Thank You Thanks for subscribing. Check your in-box to get started.
Sign Up More Info. We notice you're using an ad blocker. Please consider allowing Autoblog.
Allow Us! Here's how to disable adblocking on our site. Click on the icon for your Adblocker in
your browser. A drop down menu will appear. Select the option to run ads for autoblog. The
exact text will differ depending on the actual application you have running. Refresh the
Autoblog page you were viewing. Hey again! You still haven't turned off your adblocker or
allowed our site. It only takes a few seconds. You must be logged in to perform that action. You
must have JavaScript enabled to experience the new Autoblog. Please follow the instructions
below to enable JavaScript in your browser. Please enter a display name. Cancel Change Name.
Play Now. What does this mean? Check the "Possible Causes" listed above. Visually inspect the
related wiring harness and connectors. Check for damaged components and look for broken,
bent, pushed out, or corroded connector's pins. How much do you know about cars? Take the
AutoCodes. The auto repair's diagnosis time and labor rates vary by location, vehicle's make
and model, and even your engine type. When is the code detected? When an impossible pattern
of switch signals is detected, a malfunction is detected. Then manual mode switch position is
indicated on the shift position indicator. Get Access to Factory Service Manuals. Need more
help? Get the P Nissan code diagnosed by a professional: Find a repair shop in your area. Why
is the Engine Light ON? Comments Help us improve AutoCodes. Leave a comment below or tell
us if the information above help you fix the code. What are the symptoms on your vehicle for
the P Nissan code? Have you replaced any parts? Any information is appreciated. Repair
Importance Level: 3. Home - About AutoCodes. Posted and Edit by AutoCodes. We recommend
Torque Pro. Design specifics on how manual gearshifts are done differ, with some systems
using the selector lever, while others make use of push-button controls on the shift selector or
steering wheel, but in all cases, the system allows drivers to manually shift gears on
automatics. Activating the appropriate control will initiate either an upshift, or a downshift, with
the signals being delivered to the TCM T ransmission C ontrol M odule via CAN C ontrol A rea N
etwork protocols, and parameters that depend on the mode Normal, Economy, Sport, etc. All
relevant components, such as the switch, wiring, connectors, and mode actuator form part of
the circuit, most of which is built either into the console around the shift selector in the
passenger compartment, or on, or near the steering wheel in some applications. The image
below shows the general arrangement of the switchgear on a BMW E46 model. This image is for
illustration purposes only, since the positioning of individual components will vary from vehicle
to vehicle. Other possible causes of code P are-. In many cases, there may be no discernable
symptoms other than that the Check Engine light may be illuminated, and that the manual-shift
function is disabled. Other possible symptoms are-. Therefore, troubleshooting code P can
sometimes be tricky due to the fact that most, if not all systems are very sensitive to control
voltages and electrical resistances. Any good repair manual will list all relevant information

regarding currents and resistances; alternatively, do an internet search for the relevant wiring
diagram. Below are some general troubleshooting steps for code P, but bear in mind that these
steps do not relate to any particular vehicle brand or model. Nonetheless, the basic
troubleshooting steps for code P are much the same for all vehicles, although the location, and
arrangement of components and wiring including wire color-coding may differ from vehicle to
vehicle. After confirming the presence of code P, inspect all wiring, electrical connectors, and
switches visually for signs of damage, chafing, rubbing, and burning due to short-circuiting.
Note that in cases where wiring is damaged, it is preferable to replace the entire transmission
wiring harness to avoid problems with possible high resistances in repaired wiring. NOTE: After
replacing the transmission harness, clear all fault codes with the scanner, and operate the
vehicle to confirm that the problem had been resolved. Recheck the system to confirm that the
fault code had not returned. Retest to confirm continuity in the system, but make sure all
controllers are still disconnected before retesting. Operate the vehicle to confirm that repairs
were successful. Also check to confirm that the fault code had not returned. If the switch works
properly, and all circuits and electrical values are within specification, the problem may be due
to an intermittent fault in the Powertrain Control Module. In some cases, intermittent faults can
be extremely difficult to trace, and may not involve the PCM at all. In extreme cases, the best
course of action may be to allow the fault to worsen before an accurate diagnosis can be made.
In fact, replacing the harness is preferable to repairing wiring, which could cause high
resistances across repairs. Consult the manual for model-specific causes. NOTE: The above
three codes generally require several failure cycles before any warning light s will illuminate.
Also note that on many vehicles, the above three codes will never illuminate warning light s.
This site uses Akismet to reduce spam. Learn how your comment data is processed. I have a
code of P in a Range Rover 4. Is giving me this code and P Tengo un chevy silverado diesel 6.
He has been having truoble with the charging system. The battery is 4 months old, we took it
back to where he bought it, tested it and said there is nothing wrong with it. I put a volt meter on
after installing it and it said 12v. I started car and put volt meter on again and alternator was
putting out 14v. The meter also said No powertrain DTC or freeze frame. Skip to content. Notify
of. Miles: Miles. Engine: Engine. Inline Feedbacks. Brian Ortiz. Is giving me this code and P I
belive that is a los of continuity of power energy or diwn power voltage. Reply to Camy.

